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(57) ABSTRACT 

Apolarization vieWer comprising a mechanism for forming 
a broadvieW image having a spectral Width greater than 2 
angstroms and 050° based on polarization information of a 
scene. The polarization vieWer is also comprised of a 
mechanism for providing polarization information to the 
forming mechanism. The providing mechanism is in com 
munication With the forming mechanism. In a ?rst 
embodiment, the providing mechanism includes a camera 
mechanism in communication With the forming mechanism. 
The camera mechanism includes a ?xed polarizer analyzer 
disposed such that electromagnetic radiation entering the 
camera mechanism passes through the polarizer analyzer. 
The providing mechanism can also include a mechanism for 
steering a polarization plane of the radiation. The steering 
mechanism is disposed such that radiation passing through 
the polarizer analyzer ?rst passes through the steering 
mechanism. The steering mechanism preferably includes a 
?rst tWist crystal and at least a second tWist crystal aligned 
With the ?rst tWist crystal such that radiation passing through 
the ?rst crystal then passes through the second crystal. Each 
crystal has a ?rst state and a second state. The ?rst state does 
not effect the polarization plane of the radiation as the 
radiation passes through the crystal. The second state rotates 
the polarization plane of the radiation as the radiation passes 
through the crystal. 

41 Claims, 12 Drawing Sheets 
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POLARIZATION VIEWER 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

FIELD OF THE INVENTION 

The present invention is related to polarization viewers. 
More speci?cally, the present invention is related to a 
polarization viewer that preferably forms a transmitted radi 
ance sinusoid in order to form an image based on polariza 
tion information concerning a scene. 

BACKGROUND OF THE INVENTION 

In the context of physics-based vision there is in fact a 
compelling motivation to study polarization vision 
polarization affords a more general description of light than 
does intensity, and can therefore provide a richer set of 
descriptive physical constraints for the interpretation of an 
imaged scene. As intensity is the linear sum of polarization 
components, intensity images physically represent reduced 
polarization information. Because the study of polarization 
vision is more general than intensity vision, there are polar 
ization cues that can immensely simplify some important 
visual tasks (e.g., region and edge segmentation, material 
classi?cation, etc. . . ) which are more complicated or 

possibly infeasible when limited to using intensity and color 
information. A detailed description of a variety of 
polarization-based vision methods are contained in L. B. 
Wolff. Surface orientation from polarization images. In 
Proceedings of Optics, Illumination and Image Sensing for 
Machine Vision II, Volume 850, pages 110—121, Cambridge, 
Mass., November 1987. SPIE; L. B. Wolff. Polarization 
based material classi?cation from specular re?ection. IEEE 
Transactions on Pattern Analysis and Machine Intelligence 
(PAMI), 12(11):1059—1071, November 1990; L. B. Wolff 
and T. E. Boult. Constraining object features using a polar 
ization re?ectance model. IEEE Transactions on Pattern 

Analysis and Machine Intelligence (PAMI), 13(7):635—657, 
July 1991; L. B. Wolff. Polarization Methods in Computer 
Vision. PhD thesis, Columbia University, January 1991; T. 
E. Boult and L. B. Wolff. Physically-based edge labeling. In 
Proceedings of IEEE Conference on Computer Vision and 
Pattern Recognition (CVPR), Maui, June 1991. 
A criticism that has sometimes been leveled at 

polarization-based vision methods is the inconvenience of 
obtaining polarization component images by having to place 
a linear polarizing ?lter in front of an intensity CCD camera 
and mechanically rotating this ?lter by hand or by motor into 
different orientations. This inconvenience is a result of 
commercially available camera sensors being geared 
towards taking intensity images instead of polarization 
images. There are considerable advantages to building a 
camera sensor geared towards doing polarization vision, 
capable of taking polarization images without external 
mechanical manipulation of a ?lter. There already exist 
polarization-based vision methods that can signi?cantly 
bene?t a number of application areas such as aerial 
reconnaissance, autonomous navigation, inspection, and, 
manufacturing and quality control. A polarization camera 
would make polarization-based vision methods more acces 
sible to these application areas and others. It should be fully 
realized that as intensity is a compression of polarization 
component information, a polarization camera can function 
as a conventional intensity camera, so that intensity vision 
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2 
methods can be implemented by such a camera either alone, 
or, together with polarization-based vision methods. As 
intensity-based methods are physical instances of 
polarization-based methods, a camera sensor geared towards 
polarization-vision does not in any way exclude intensity 
vision, it only generalizes it providing more physical input 
to an automated vision system. Adding color sensing capa 
bility to a polarization camera makes it possible to sense the 
complete set of electromagnetic parameters of light incident 
on the camera. 

The present invention in a preferred embodiment involves 
a polarization viewer that does not require any external 
mechanical manipulation of a ?lter to form a transmitted 
radiance sinusoid. With the sinusoid, polarization states can 
be mapped into hue, saturation and intensity which is a very 
convenient representation for a polarization image. 

SUMMARY OF THE INVENTION 

The present invention pertains to a polarization viewer. 
The polarization viewer comprises a mechanism or means 
for forming a broadview image having a spectral width 
preferably greater than 2 angstroms and 0.50° based on 
polarization information of a scene, although it can be used 
in that range. The polarization viewer is also comprised of 
a mechanism or means for providing polarization informa 
tion to the forming mechanism or means. The providing 
mechanism or means is in communication with the forming 
mechanism or means. 

In a ?rst embodiment, the providing mechanism or means 
includes a camera mechanism or means in communication 

with the forming mechanism or means. The camera mecha 
nism or means includes a ?xed polarizer analyzer disposed 
such that electromagnetic radiation entering the camera 
mechanism or means passes through the polarizer analyzer. 
The providing mechanism or means can also include a 
mechanism or means for steering a polarization plane of the 
radiation. The steering mechanism or means is disposed 
such that radiation passing through the polarizer analyzer 
?rst passes through the steering mechanism or means. The 
steering mechanism or means preferably includes a ?rst 
twist crystal in a ?rst embodiment and at least a second twist 
crystal aligned with the ?rst twist crystal such that radiation 
passing through the ?rst crystal then passes through the 
second crystal in a second embodiment. Each crystal has a 
?rst state and a second state. The ?rst state does not effect 
the polarization plane of the radiation as the radiation passes 
through the crystal. The second state rotates the polarization 
plane of the radiation as the radiation passes through the 
crystal. 

In another embodiment, the providing mechanism or 
means includes a CCD chip having a plurality of pixels 
which forms a signal from electromagnetic radiation 
received at the pixels. The providing mechanism or means 
also includes a mechanism or means for allowing radiation 
of a predetermined polarization to pass through each pixel. 
The allowing mechanism or means is disposed over the chip 
such that the radiation passes through the allowing mecha 
nism or means before it is received by the chip. 

In yet another embodiment, the providing mechanism or 
means includes a ?rst CCD chip which produces a ?rst 
signal based on electromagnetic radiation it receives. The 
providing mechanism or means also includes a ?rst beam 
splitter disposed such that radiation re?ected by the ?rst 
beamsplitter is received by the ?rst CCD chip. There is 
additionally a second CCD chip which produces a second 
signal based on electromagnetic radiation it receives which 
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is transmitted by the ?rst beamsplitter. The second CCD chip 
is disposed such that it receives radiation transmitted by the 
?rst beamsplitter Moreover, the providing mechanism or 
means preferably can include a mechanism or means for 

creating polarization information corresponding to a differ 
ent polariZation orientation than that corresponding With the 
?rst or second CCD chip by themselves. 

The present invention also pertains to a vieWer for form 
ing an image of a scene. The vieWer is comprised of a 
mechanism or means for forming a transmitted radiance 
sinusoid based on polariZation information of a scene and 
producing the image based on the sinusoid. The vieWer is 
also comprised of a mechanism or means for providing 
polariZation information to the forming mechanism or 
means. The providing mechanism or means is in commu 
nication With the forming mechanism or means. 

The present invention additionally pertains to a polariZa 
tion vieWer. The polariZation vieWer is comprised of a 
mechanism or means for obtaining polariZation information 
about a scene. The obtaining mechanism or means has no 

moving mechanical parts. The present invention also per 
tains to a mechanism or means for forming an image from 
the polariZation information. The forming mechanism or 
means is in communication With the obtaining mechanism or 
means. 

The present invention also pertains to a vieWer that can 
form a color image With respect to polariZation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the accompanying draWings, the preferred embodiment 
of the invention and preferred methods of practicing the 
invention are illustrated in Which: 

FIG. 1 is a schematic representation of a polariZation 
vieWer preferably using liquid crystals. 

FIGS. 2a—2d are schematic representations of the signals 
produced by a driver of the present invention for the crystals 
of the vieWer. 

FIG. 3 is a schematic representation of an alternative 
embodiment of the vieWer involving a CCD chip With a 
layer of polariZing material on each piXel. 

FIG. 4a is a schematic representation of an alternative 
embodiment of the vieWer involving a vieWer having tWo 
imaging chips, one beamsplitter and a tWist crystal. 

FIG. 4b is a schematic representation of an alternative 
embodiment of the vieWer involving a vieWer having three 
CCD imaging chips and tWo beamsplitters. 

FIG. 5 is a representation of What happens to the isotropic 
electric ?eld orientation distribution of an unpolariZed light 
Wave passing through a linear polariZing ?lter. 

FIG. 6 is a graph depicting a transmitted radiance sinu 
soid. 

FIG. 7 is a schematic representation of a polariZing ?lter 
in front of an intensity camera. 

FIG. 8 is a schematic representation of a specular plane of 
incidence With respect to a camera sensor. 

FIG. 9 is a schematic representation of incident light 
striking a dielectric material. 

FIG. 10 is a schematic representation of a change in 
polariZation state of diffuse re?ected light as it is refracted 
from Within a dielectric into air. 

FIG. 11 is a schematic representation of a plane of linear 
polariZed light rotating about a heliX of a liquid nematic 
liquid crystal by N degrees. 

FIG. 12 depicts a mapping of a transmitted radiance 
sinusoid into HSV color space. 
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4 
FIG. 13a and 13b are photographs of tWo mugs in a scene. 

FIG. 14a and 14b are photographs of a cylindrical cup. 

FIG. 15a and 15b are photographs of a plastic sphere. 
FIG. 16a and 16b are pictures of a circuit board. 

FIG. 17 is a schematic representation of polariZation 
goggles. 

FIG. 18 is a schematic representation of an endoscope. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring noW to the draWings Wherein like reference 
numerals refer to similar or identical parts throughout the 
several vieWs, and more speci?cally to FIG. 1 thereof, there 
is shoWn a polariZation vieWer 10. The polariZation vieWer 
10 is comprised of a mechanism or means for forming a 
broadvieW image having a spectral Width preferably greater 
than 2 angstroms and 050° based on polariZation informa 
tion of a scene, although it can be used Within this range. 
Preferably, the spectral Width is betWeen 100—11,000 
nanometers and at least 380—800 nanometers, While the 
angle can be 120°. The vieWer 10 is also comprised of a 
mechanism or means for providing polariZation information 
to the forming mechanism or means. The providing mecha 
nism or means preferably includes a camera mechanism or 

camera means in communication With the forming mecha 
nism or means. The camera mechanism or camera means 

preferably includes a ?Xed polariZer analyZer 12 disposed 
such that electromagnetic radiation entering the camera 
mechanism or camera means passes through the polariZer 
analyZer 12. The camera mechanism or camera means also 
preferably includes a mechanism or means for steering a 
polariZation plane of the radiation. The steering mechanism 
or means is disposed such that radiation passing through the 
polariZer analyZer 12 ?rst passed through the steering 
mechanism or means. 

Preferably, the camera mechanism or means includes a 
camera 14 having a vieWing port 16 through Which the 
radiation enters the camera 14. The polariZation analyZer 12 
and the steering mechanism or means is disposed adjacent 
the vieWing port 16 With the polariZation analyZer 12 
disposed betWeen the vieWing port 16 and the steering 
mechanism or means such that radiation passing into the 
vieWing port 16, passes ?rst through the steering mechanism 
or means and then the polariZation analyZer 12 before 
entering the vieWing port 16. The camera 14 produces a 
signal corresponding to the radiation the camera receives. 

The steering mechanism or means includes a ?rst tWist 
crystal 18 in a ?rst embodiment and at least a second tWist 
crystal 20 aligned With the ?rst tWist crystal 18 such that 
radiation passing through the ?rst crystal 18 then passes 
through the second crystal 20 in a preferred second embodi 
ment. Each crystal preferably has a ?rst state and a second 
state. The ?rst state does not effect the polariZation plane of 
the radiation as the radiation passes through the crystal. The 
second state rotates the polariZation plane of the radiation as 
the radiation passes through the crystal. The providing 
mechanism or means can also include a driver 22 in com 
munication With ?rst crystal 18 in the ?rst embodiment and 
With the ?rst and second crystals 18, 20 and the camera 14 
for controlling the state of each crystal in conjunction With 
the camera 14 in the second embodiment. 

The forming mechanism or means preferably includes 
digitiZing and image processing circuit boards 24 Which are 
in communication With the driver 22 and the camera 14. The 
boards 24 create a polariZation image based on the signal 
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produced by the camera 14. The forming mechanism or 
means can also include a video monitor 26 in communica 
tion With the boards 24. The monitor 26 displays the 
polarization image created by the boards 24. 

Preferably, the second state of the ?rst crystal 18 rotates 
the polariZation plane of radiation passing through the ?rst 
crystal 18 45° and the second state of the second crystal 20 
rotates the plane of polariZation of rotation passing through 
the second crystal 20 90°. It should be noted that essentially 
any different angle for each crystal can be used, but 45° and 
90° are preferred. Preferably, the driver 22 controls the states 
of the crystals such that the polariZation plane of radiation 
over a predetermined period of time passing through the 
crystals experience sequential rotation of 0°, 45°, 90° and 
135°. The driver 22 preferably maintains the crystals at a 
given state for four frame times of the camera 14 such that 
the polariZation plane experiences the rotation of 0°, 45°, 
90° and 135° as the state of the crystals are changed, as 
shoWn in FIGS. 2a—2d. Preferably, the boards 24 capture the 
signal of the camera 14 corresponding to the fourth frame. 
The camera 14 is preferably a CCD camera. In this Way, 
three points associated With three different polariZation 
orientations are identi?ed to form a transmitted radiance 
sinusoid and an image obtained therefrom by the boards 24. 
A more complete description of the sinusoid and image 
production therefrom is found beloW. 

If less than 3 distinct points With respect to a scene’s 
polariZation information are obtained, for instance, With the 
?rst embodiment identi?ed above, then a transmitted radi 
ance sinusoid cannot be formed. HoWever, With less than 3 
points, there is still valuable information about the scene that 
can be revealed. For instance, With information only con 
cerning tWo different polariZation orientations and knoWl 
edge of the specular plane, specular and diffuse light can be 
identi?ed or materials With different electrical conductivities 
can be identi?ed, or partial polariZation With respect to Imwc 
and Imin can be identi?ed. For example, consider using only 
1 tWist liquid crystal in FIG. 1 With tWist 0° degrees and n 
degrees. Then polariZation components can be resolved at 
these orientations, relative to the transmission axis of the 
?xed polariZer analyZer. If n=90 (Which is the preferred 
embodiment) then 2 samples of the transmitted radiance 
sinusoid 90 degrees apart can be done. If these mutually 
orthogonal directions happen to coincide With the directions 
of the maximum and minimum polariZation components, or, 
if the specular plane for specular re?ection from an object 
surface is knoWn, then the partial polariZation and phase can 
be computed (i.e., the transmitted radiance sinusoid can be 
computed). OtherWise, just these 2 component magnitudes 
are knoWn relative to the transmission axis of the ?xed 
polariZer analyZer. 

In an alternative embodiment, the providing mechanism 
or means can include a CCD chip 28, such as the same CCD 
chip that is used in the SONY Camera model XC-77 (note 
not the camera itself, the chip contained in this camera), 
having a plurality of pixels 30 Which form the signal from 
electromagnetic radiation received at the pixels 30, as shoWn 
in FIG. 3. The providing mechanism or means can also 
include a mechanism or means for alloWing radiation of a 
predetermined polariZation to pass to each pixel 30. The 
alloWing mechanism or means is disposed over the chip 28 
such that radiation passes through the alloWing mechanism 
or means before it is received by the chip 28. As described 
above, the CCD chip 28 can be in communication With the 
forming mechanism or means Which preferably has appro 
priate digitiZing and image processing circuit boards 24 
Which effectively processes the information from the CCD 
chip 28 and the monitor 26 connected to such board 24. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
The alloWing mechanism or means preferably includes a 

layer 32 of polariZation material. The layer 32 is preferably 
deposited on the CCD chip 28 over each pixel 30 using 
standard deposition techniques. The layer of polariZation 
material can be, for instance, HN42Hc polaroid material. 
The layer 32 can be preferably comprised of columns 34 of 
polariZation material. Each column 34 has a predetermined 
polariZation orientation. Preferably, the columns 34 alternate 
betWeen a vertically oriented polariZation angle, a 45° 
oriented polariZation angle With respect to the vertically 
oriented polariZation angle, and a horiZontally oriented 
polariZation angle With respect to the vertically oriented 
angle. Each column 34 corresponds to a column 36 of pixels 
30. In this Way, three points de?ning the sinusoid for the 
corresponding time are identi?ed. It should be noted that 
essentially any three different polariZation orientations can 
be used for the three different columns 34 that repeat 
themselves across the chip 28. 

If a multispectral based image, for instance, a color, rather 
than a monochrome based image is desired to be formed, 
there is a mechanism or means for obtaining polariZation 
information and predetermined spectrums of electromag 
netic radiation preferably associated With respective colors 
of a scene. (It should be noted that the spectral range does 
not have to be in the visible spectrum. The visualiZation 
scheme described beloW Will accommodate for instance UV, 
about 200 nanometers, or infrared, about 800 nanometers, 
and represent the same to the human eye.) Additionally, 
there is a mechanism or means for forming an image of the 
scene based on the polariZation information on a predeter 
mined spectrum’s radiation. Preferably, in one such 
embodiment, the mechanism or means for obtaining polar 
iZation information can include the alloWing mechanism or 
means described above, and there can be included a second 
mechanism or means for alloWing radiation With a prede 
termined spectrum to pass to each pixel 30. The second 
mechanism or means is disposed over the chip 28 such that 
radiation passes through the second alloWing mechanism or 
means and the layer 32 of polariZation material before it is 
received by the chip 28. The second mechanism or means 
preferably includes a second layer 33 of material Which 
alloWs radiation of a predetermined spectrum to pass to each 
pixel 30. The second layer 33 is also deposited on the layer 
28 of polariZation material over each pixel 30 although it 
could also be deposited under the layer 32 of polariZation 
material. The second layer 33 is comprised of a roWs 35 of 
material Which alloW radiation of a predetermined spectrum 
to pass. Each roW 35 is associated With radiation of a 
predetermined spectrum and each roW corresponds to a roW 
of pixels. Preferably, the second layer 33 is comprised of 
roWs 35 Which alternate betWeen materials that alloW radia 
tion in the red colored spectrum range, green colored spec 
trum range or blue colored spectrum range, respectively, to 
pass. Thus, the roWs 35 alternate betWeen color and the 
columns 34 alternate betWeen different oriented polariZation 
angles. 

In another alternative embodiment, the providing mecha 
nism or means includes a ?rst CCD chip 38 Which produces 
a ?rst signal based on electromagnetic radiation it receives, 
as shoWn in FIG. 4a. Additionally, the providing mechanism 
or means can include a ?rst beamsplitter 40 disposed such 
that radiation re?ected by the ?rst beamsplitter 40 is 
received by the ?rst CCD chip 42. The ?rst CCD chip 42 
preferably receives radiation re?ected 90° by the ?rst beam 
splitter 40. The ?rst beamsplitter 40 can for instance be a 
30/70 polariZing beamsplitter. In such a beamsplitter, 30% of 
transmitted radiation is of the P state and 70% of the 



US RE37,752 E 
7 

transmitted radiation is of the S state. With respect to the 
re?ected radiation, 70% of it is of the P state and 30% is of 
the S state. As in the case of the crystals or the layer 32, a 
beamsplitter can be at essentially any angle. There can also 
be a second CCD chip 42 Which produces a second signal 
based on electromagnetic radiation it receives Which is 
transmitted by the ?rst beamsplitter 40. The second CCD 
chip 38 is disposed such that it receives radiation transmitted 
by the ?rst beamsplitter 40. Thus, tWo different polariZation 
orientations can be obtained. In a second alternative 
embodiment, the providing mechanism or means can 
include means for creating polariZation information corre 
sponding to a different polariZation orientation than that 
corresponding With the ?rst or second CCD chip 38,42 by 
themselves. This yields three different polariZation orienta 
tions. 

With respect to the creating mechanism or means, in a ?rst 
embodiment, there can be included a tWist crystal 44 dis 
posed adjacent to the ?rst beamsplitter 40 such that radiation 
received by the ?rst beamsplitter 40 ?rst passes through the 
tWist crystal 44. Preferably, the ?rst beamsplitter 40 is 
oriented at a 45° angle relative to radiation incident to it. 
Similar to the ?rst tWist crystal 18 and second tWist crystal 
20, the tWist crystal 44 has a ?rst state and a second state. 
The ?rst state does not effect the polariZation plane of the 
radiation as the radiation passes through it. The second state 
rotates the polariZation plane of the radiation as the radiation 
passes through it. The driver 22 is in communication With 
the crystal 44 and controls the state of the crystal 44. In this 
embodiment, the driver can be a one-bit driver as opposed 
to a tWo-bit driver 22 that is preferred for the above 
described embodiment. Preferably, When the crystal 44 is in 
the second state, the polariZation plane of radiation passing 
therethrough is rotated 45°. In this embodiment, the boards 
24 are connected to the ?rst CCD chip 38 and second CCD 
chip 42 to receive the ?rst and second signals, respectively, 
to form the polariZation image. In yet another alternative 
embodiment, there can be just a ?rst CCD chip 38 With tWist 
crystal 44 disposed in front of it such that any electromag 
netic radiation received by the ?rst CCD chip 38 passes 
through the tWist crystal 44. In this Way, tWo different 
polariZation orientations of a scene can be obtained, rather 
than three in the former embodiment of this paragraph. 

In another embodiment and as shoWn in FIG. 4a, the 
beamsplitter can be a nonpolariZing beamsplitter meaning 
that the re?ected and transmitted beams preserve the inci 
dent polariZation state up to a good approximation. With one 
polariZing ?lter 37 placed on each of the CCD imaging 
chips, each at a different orientation, With knoWn relative 
re?ection and transmission respective to the nonpolariZing 
beamsplitter, 2 unique polariZation components can be 
resolved. If horiZontal and vertical orientations are used for 
the orientations of the polariZing ?lters, for instance, then 
the P and S states can be resolved. This is the preferred 
embodiment. With a tWist crystal placed in front of the 
nonpolariZing beamsplitter, the transmitted radiance sinu 
soid can be recovered from 4 uniquely sampled points. A 
tWist crystal 44 With n=45 degrees is preferred. 

In another alternative embodiment of the generating 
mechanism or means, there is included a third CCD chip 46 
Which produces a third signal based on electromagnetic 
radiation it receives. The ?rst, second and third chips can be 
the same CCD chip that is used in the SONY Camera model 
XC-77. Additionally, in this embodiment, and as shoWn in 
FIG. 4b, there is a second beamsplitter 48 disposed such that 
radiation re?ected by the second beamsplitter 48 is received 
by the third CCD chip 46 and radiation transmitted by the 
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8 
second beamsplitter 48 is incident upon the ?rst beamsplitter 
40. The third CCD chip 46 is preferably oriented in a 
different plane 50 than a plane 52 in Which the ?rst and 
second CCD chips 38, 42 are oriented. Preferably, the ?rst 
and second beamsplitter 40, 48 are oriented at a 45° angle 
relative to radiation incident to them. The ?rst CCD chip 38 
and the third CCD chip 46 each receive radiation re?ected 
90° by the ?rst beamsplitter 40 and the second beamsplitter 
48, respectively. Preferably, the different plane 50 in Which 
the third CCD chip 46 is oriented is at a 45° angle With 
respect to the plane 52 in Which the ?rst and second CCD 
chips 38, 42 are oriented, although essentially any angle 
other than 0° With respect to plane 52 Would suf?ce. Each of 
the chips are in communication With boards 24 that receive 
the respective signals and form a polariZation image there 
from. 

In FIG. 4b With 3 CCD chips, the ?rst beamsplitter 48 is 
a nonpolariZing beamsplitter and the second beamsplitter 40 
is a polariZing beamsplitter. The polariZer 50 placed in front 
of CCD chip 40 can be oriented anyWay eXcept horiZontal or 
perpendicular to the page. It is preferred that it be oriented 
at 45 degrees. The transmitted radiance sinusoid is sampled 
in 3 places, at P at S and at an intermediate orientation 
de?ned by the orientation of the polariZer 50, and the 
sinusoid can be uniquely recovered. Of course, all re?ecting 
and transmitting characteristics of the nonpolariZing, and, 
polariZing beamsplitters are knoWn. 

In yet another embodiment, if a color image is desired to 
be obtained, then the ?rst CCD chip 38, the second CCD 
chip 42 and the third CCD chip 46 are each associated With 
a unique predetermined spectrum of radiation. In this 
embodiment, the ?rst, second and third chip can be the same 
CCD chip that is used in the SONY Camera model XC-77. 
It should be noted that the third CCD chip 46 in this color 
image embodiment can be in the same plane 50 as the ?rst 
and second CCD chips. Preferably, the ?rst CCD chip 38, 
the second CCD chip 42 and the third CCD chip 46 are 
associated With radiation in the red, green and blue spectrum 
range, respectively. Preferably, in this color image 
embodiment, there is a mechanism or means for alloWing 
radiation of a predetermined polariZation to pass to each 
piXel 30 With respect to each chip. The alloWing mechanism 
or means is disposed over each chip such that radiation 
passes through the alloWing mechanism or means before it 
is received by the respective chip. Preferably, the alloWing 
mechanism or means includes a layer 32 of polariZation 
material. The layer 32 is deposited over each piXel of the 
respective CCD chip. Preferably, the layer 32 is comprised 
of columns 34 of polariZation material. Each column 34 has 
a predetermined polariZation orientation. Each column 34 
corresponds to the column of piXels 30. The layer 32 is 
preferably comprised of columns 34 Which alternate 
betWeen a ?rst oriented polariZation angle, a second oriented 
polariZation angle different from the ?rst oriented polariZa 
tion angle, and a third oriented polariZation angle different 
from the ?rst and second oriented polariZation angles. 
Preferably, the layer 32 is comprised of columns 34 Which 
alternate betWeen a vertically oriented polariZation, a 45° 
oriented polariZation angle With respect to the vertically 
oriented polariZation angle and a horiZontally oriented polar 
iZation angle With respect to the vertically oriented angle, as 
shoWn in FIG. 3. In this Way, With respect to each chip, a 
transmitted radiance sinusoid is formed for each color 
associated With each chip. Of course, there can be only one 
or only tWo chips each of Which is associated With a unique 
color in alternative embodiments. 
A polariZation image as de?ned here With respect to a 

color visualiZation scheme applies to a “monochrome” 
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image Which is either exclusive to one spectral Wavelength 
of incident light, or, some spectral band of Wavelengths of 
incident light. The color label has nothing to do With the 
physical spectral content of the light that produced the 
polariZation image. There are a number of other Ways to 
“visualize” polariZation, such as With different texture rep 
resentations composed of spatial variations. For each broad 
spectral band or one Wavelength spectral band, a polariZa 
tion image can be constructed using a given visualiZation 
scheme. Given 2 or more independent visualiZation 
schemes, independent in the “visual” sense such as color is 
independent visually from texture, these independent visu 
aliZation schemes can be combined to produce polariZation 
image visualiZations for 2 or more spectral Wavelengths or 
spectral broadbands. 

In yet another embodiment, the mechanism or means for 
forming can be directed toWards the formation of a trans 
mitted radiance sinusoid based on polariZation information 
of the scene and producing the image based on the sinusoid. 
In this embodiment, the providing mechanism or means 
provides information about different planes of polariZation 
of electromagnetic radiation from the scene at the same time. 
The embodiments described above concerning the CCD 
chips 28, 38, 42 and 46 are examples of hoW such informa 
tion can be obtained. The associated elements described With 
the respective chips can provide the image. 

With respect to this embodiment involving a mechanism 
or means for forming the sinusoid, if the different planes of 
polariZation of electromagnetic radiation from the scene are 
not necessarily at the same time, then the embodiment 
described above With respect to the ?rst tWist crystal 18 and 
second tWist crystal 20, or chip 38 and 42 and tWist crystal 
44 are examples of hoW the polariZation image can accord 
ingly be formed. 

In yet another embodiment of a polariZation vieWer 10, it 
is comprised of a mechanism or means for obtaining polar 
iZation information about a scene. The obtaining mechanism 
or means has no moving mechanical parts. The polariZation 
vieWer 10 is also comprised of a mechanism or means for 
forming an image from the polariZation information. The 
forming mechanism or means in communication With the 
obtaining mechanism or means. The above-mentioned 
embodiments are examples of such a vieWer 10. 

The present invention also pertains to a method for 
interpreting a scene. The method comprises the steps of (a) 
obtaining polariZation information concerning three differ 
ent polariZation orientations of a scene. Then there is the step 
(b) of forming a transmitted radiance sinusoid. Next there is 
the step (c) of determining partial polariZation of the scene. 
Then there is the step (d) of identifying colors associated 
With partial polariZation and phase in regard to the sinusoid, 
preferably With respect to each pixel of a chip or camera. 
Next there is the step (e) of producing an image of the scene 
based on the colors. Preferably after step (e), there can be the 
step of responding to the image. 

In one embodiment, the scene is of at least a portion of a 
patient’s body and step includes the step (g) of applying 
a treatment to the patient based on the polariZation image. 
For instance, a doctor Wearing polariZation goggles 105 or 
glasses, such as those of NEC computer Where the image 
Would be displayed on lenses Would better be able to identify 
the boundary betWeen, for example, the end of a tumor and 
the beginning of healthy tissue. The polariZation camera 
could be adjacent or attached to the goggles, as shoWn in 
FIG. 17. This Would assist the doctor in cutting aWay all of 
the tumor. The patient may be enhanced With the use of 
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10 
various dyes to distinguish betWeen healthy and diseased 
tissue, such as photoluminescent dyes. Similarly, polariZa 
tion images of the body could indicate the presence of 
diseased tissue and thus indicate if a speci?c drug treatment 
is required to combat the diseased tissue and cure the patient. 

Alternatively, the chip 28 could be placed at the end of a 
cable 203 of an endoscope 201. The chip 28 Would be 
similar in function and connection to a TV camera of 
traditional endoscopes, but the image Would be provided 
from the CCD chip 28. Signal processing means, such as that 
described above, could form the polariZation image on a 
display. 
The scene can also be of at least a portion of an object and 

step includes the step (h) of repairing or replacing the 
object that the polariZation image indicates the same is 
necessary. For instance, if the object is an electronic com 
ponent made of materials having different electrical 
conductivities, then the different materials Would indicate 
different colors With respect to a polariZation image. The 
image Would indicate Whether the materials are in proper 
relationship to each other, for example, necessary or one 
properly deposited on the electronic component. 

The step can include the step of differentiating 
betWeen specular and diffuse radiation. For instance, a robot 
could easily identify an image that is formed of radiation or 
re?ected from a mirror and radiation re?ected directly from 
an object. After the step (i), there could be the step of 
moving a robot With respect to the specular and diffuse 
radiation so that it properly grabs an item, for example, on 
an assembly line, or better navigates terrain along Which it 
is moving. See Robotics in Service by Joseph F. 
Engelberger, MIT Press (1989); Robotics at Work by John 
Hartley, North Holland Publishing Co. (1983); Smart Robots 
by Daniel Hunt, Chapman & Hall Publishing Co. (1985), 
incorporated by reference, for examples of robots Which 
could receive polariZation information from vieWers 
described above to better assist them in their operation. 
The step (a) can include the step of placing a camera in 

position With respect to the scene and applying a desired 
voltage at desired times to a tWist crystal so the camera can 
receive different polariZation orientations of electromagnetic 
radiation from the scene is more fully explained above. 
Alternatively, the step (a) could include the step (I) of 
transmitting a portion of electromagnetic radiation from the 

scene to a beamsplitter to a ?rst CCD chip and the step of re?ecting another portion of electromagnetic radiation to 

a second CCD chip as described above. 

In the operation of the polariZation vieWer 10, as shoWn 
in FIG. 1, there is an intensity CCD camera 14 having a 
vieWing port 16. In front of the vieWing port 16 is a ?xed 
polariZer analyZer 12 through Which electromagnetic radia 
tion passes before entering the vieWing port 16. In front of 
the polariZation analyZer 12 is a ?rst tWist crystal 18 and a 
second tWist crystal 20 in parallel With the ?rst tWist crystal 
18. Electromagnetic radiation passing through the ?xed 
polariZer analyZer 12 ?rst passes through the ?rst tWist 
crystal 18 and second tWist crystal 20. 

Connected to the ?rst tWist crystal 19 and second tWist 
crystal 20 is a tWo-bit driver 22 Which controls the state of 
the crystals. The driver 22 is also connected to the intensity 
CCD camera 14 such that the driver 22 receives the video 
out signal produced by the intensity CCD camera 14. The 
driver 22 uses this video out signal it receives to coordinate 
the signals the crystals such that the crystals are in a desired 
state at a desired time so the camera 14 can receive elec 
tromagnetic radiation of a desired polariZation orientation at 
a given time. 
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As shown in FIGS. 2a—2b, the driver and output signal to 
the ?rst tWist crystal 18 lasts 266 milliseconds going from 
—10 volts to +10 volts at 700 hertZ. This 266 millisecond, 
:10 volt, 700 hertZ signal corresponds to 8 video frames, 
With 4 video frames corresponding to 133 milliseconds. 
When the ?rst tWist crystal 18 receives the :volt signal, it is 
in the ?rst state and does not rotate the plane of polariZation 
of electromagnetic radiation that is passing through it. 

After the 266 milliseconds passes, then there is a period 
of 266 milliseconds Where there is a 0 voltage signal 
provided to the ?rst crystal 18. When the ?rst crystal 18 
receives the 0 volt signal, it is in the second state and rotates 
the plane of polariZation electromagnetic radiation passing 
through it by 90°. 

The driver is concurrently providing a signal that is 
betWeen —10 volts and +10 volts for 133 milliseconds at 700 
hertZ for 4 video frames, then produces 0 volts for 4 video 
frames, then produces a signal betWeen —10 volts and +10 
volts for 4 video frames and then produces a signal 0 volts 
for 4 video frames. The sequence then repeats itself as does 
the sequence for the ?rst tWist crystal 18. 
As FIG. 2 shoWs, When the ?rst tWist crystal 18 receives 

the signal from the driver of betWeen —10 volts and +10 volts 
for 4 video frames, the same type of signal is also being 
received by the second tWist crystal. Since both tWist crys 
tals are in the ?rst state, there is no rotation of electromag 
netic radiation passing through the ?rst or second crystals to 
the polariZation analyZer 12. During the neXt 133 
milliseconds, the ?rst tWist crystal 18 continues to receive a 
signal betWeen —10 volts and 10 volts and 700 hertZ While 
the second tWist crystal 20 receives the signal of 0 volts. This 
results in the electromagnetic radiation passing through the 
?rst and second crystals rotating the plane of polariZation of 
electromagnetic radiation 45°. During the neXt 133 
milliseconds, the signal to the ?rst crystal 18 is 0 volts While 
the signal to the second tWist crystal 20 is betWeen —10 and 
+10 volts at 700 hertZ. This results in the ?rst tWist crystal 
being in the second state and rotating the plane of polariZa 
tion of the electromagnetic radiation passing through it 90° 
While the second tWist crystal alloWs electromagnetic radia 
tion to pass through it unaffected. During the neXt 133 
milliseconds, the ?rst tWist crystal 18 and second tWist 
crystal 20 receive a signal from the driver of 0 volts causing 
each tWist crystal to be in a second state. What results is 
electromagnetic radiation passing through the ?rst crystal 
having its plane of polariZation rotating 90° While the 
radiation then passing through the second tWist crystal 20 
has the plane of polariZation rotate an additional 45°, result 
ing in a total rotation of the plane of polariZation of the 
electromagnetic radiation of 135° Which is received by the 
polariZer analyZer 12. At any given time, the ?Xed polariZer 
analyZer 12 only alloWs a predetermined plane of polariZa 
tion to pass through it to the camera 14. 

The camera 14 captures the fourth video frame of every 
4 video frames in conjunction With the tWist crystals. This is 
to alloW the crystal to experience its full relaxation time after 
a neW different voltage is applied to it before the neXt picture 
is taken. At the same time, the driver 22 provides a 700 hertZ 
square Wave synchroniZation pulse to the digitiZing and 
image processing boards 24 to cause them to process the 
video signal from the camera 14 at the proper time. The 
boards 24 produce the, polariZation image signal Which is 
passed to a video monitor 26 Where it is displayed. The video 
out signal received by the boards 24 comes from the camera 
poWer supply Which not only provides poWer to the camera 
14 but also receives the video out signal and passes it to the 
processing boards 24. 
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In the three chip beamsplitter con?guration of a vieWer 10 

as shoWn in FIG. 4b, there is a ?rst CCD chip 38 Which 
receives electromagnetic radiation transmitted through a 
?rst beamsplitter 40 Which is disposed before the ?rst CCD 
chip 38. A second CCD imaging chip 42 receives electro 
magnetic radiation that is re?ected by the ?rst beamsplitter 
40. The ?rst beamsplitter forms an angle of 45° With 
electromagnetic radiation incident upon it. 

There is a second beamsplitter 48 disposed before the ?rst 
beamsplitter 40 such that the ?rst beamsplitter 40 receives 
electromagnetic radiation transmitted through the second 
beamsplitter 48. Athird CCD imaging chip 46 is disposed to 
receive electromagnetic radiation re?ected by the second 
beamsplitter 48. The third CCD chip 46 is oriented at a 45° 
plane 50 relative to the plane 52 in Which the ?rst and second 
CCD chips are oriented. Additionally, the second beamsplit 
ter 42 forms a 45° angle With respect to electromagnetic 
radiation incident to it. 

Digitizing and imaging boards 24 are connected to the 
?rst, second and third imaging chips and receive signals 
therefrom corresponding to electromagnetic radiation 
received by the chips. Each signal is With respect to a 
different polariZation orientation. For instance, the ?rst 
imaging chip can be corresponding to a 0° orientation, While 
the second imaging chip 42 is at a 45° orientation With 
respect to the ?rst imaging chip, and the third imaging chip 
46 is at a 90° orientation With respect to the ?rst imaging 
chip 38. In this Way, the processing boards receive infor 
mation to form three distinct points to form the sinusoid. The 
boards 24 can process the signals from the chips and produce 
an image of the video monitor 26. 

Referring to FIG. 4a, there is shoWn a tWo-chip beam 
splitter vieWer. With respect to the tWo-chip beamsplitter 
vieWer 10, the ?rst and second imaging chips and ?rst 
beamsplitter 40 are oriented the same as that described 
above With respect to the three-chip beamsplitter con?gu 
ration. The difference is that there is a tWist crystal 44 
disposed before the ?rst beamsplitter 40 such that electro 
magnetic radiation received by the ?rst beamsplitter 40 ?rst 
passes through the tWist crystal 44. The tWist crystal 44 has 
a ?rst state Where the plane of polariZation of electromag 
netic radiation is not rotated, and a second state Which 
rotates the plane of polariZation of electromagnetic radiation 
passing through it by 45°. There is a one-bit driver 22 
connected to the tWist crystal 44 causing it to go betWeen a 
?rst state and a second state at a desired time in synchro 
niZation With the ?rst and second imaging chips. When the 
tWist crystal is in a ?rst state, then the ?rst imaging chip can 
receive electromagnetic radiation at, for instance, an orien 
tation corresponding to 0° While the second CCD chip 42 
can receive electromagnetic radiation having a plane of 
polariZation oriented 45° With respect to the ?rst imaging 
chip orientation. When the driver 22 causes the tWist crystal 
44 to enter a second state, then the electromagnetic radiation 
passing through the tWist crystal 44 is rotated 45°. This 
results in the ?rst imaging chip 38 receiving electromagnetic 
radiation When the plane of polariZation has been rotated 45° 
With respect to the ?rst CCD chip 38 When the tWist crystal 
44 is in a ?rst state. Similarly, the second CCD chip 42 
receives electromagnetic radiation Whose plane of polariZa 
tion has been rotated 90° With respect to the ?rst CCD 
imaging chip’s orientation When the tWist crystal 44 is in the 
?rst state. This results in three distinct orientation points to 
form the sinusoid for a given time period. 
The con?guration in FIG. 4a is comprised of 2 CCD chips 

With a polariZing beamsplitter The polariZing beamsplitter 
such as a Melles Griot model #03BTF021, transmits and 
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re?ects P and S polarization components of the incident 
beam in different proportions. The P and S polarization 
components are parallel and perpendicular, respectively, to 
the specular plane With respect to the beamsplitter. So for 
FIG. 4a, the P component is in the plane of the page, and the 
S component is perpendicular to the page. In general: 

transmitted 

Where a+b=1. a, bZO. The coef?cients a, b are dependent 
upon Which model beamsplitter is used. This results in the 
solution 

If the P and S directions happen to coincide With the 
directions of the maximum and minimum polariZation 
components, or, if the specular plane for specular re?ection 
from an object surface is knoWn, then the partial polariZation 
and phase can be computed (i.e., the transmitted radiance 
sinusoid can be computed). OtherWise, just the P and S 
component magnitudes are knoWn With respect to the mutu 
ally orthogonal directions parallel and perpendicular to the 
specular plane respective to the beamsplitter. 
By adding a single liquid crystal to FIG. 4a With the CCD 

chips and beamsplitter the P and S components can be 
measured respective to tWo mutually orthogonal orienta 
tions. With 0 degree tWist, the P and S components orien 
tations are parallel and perpendicular to the page, With n 
degree tWist the P and S components are n degree rotations 
of parallel and perpendicular to the page. As long as n DOES 
NOT equal 90 degrees, the transmitted radiance sinusoid is 
being sampled in 4 unique points and can be uniquely 
recovered independent of any knoWledge of Where the 
specular plane is. N=45 degrees is the preferred embodi 
ment. 

In the embodiment of a single CCD chip 28, as shoWn in 
FIG. 3, having pixels 30 and columns 34 formed of a layer 
of polariZation material 32 over the pixels 30, the three 
points for the formation of the sinusoid are obtained by a 
?rst column having vertically oriented polariZation material 
over a ?rst column of pixels. A second column adjacent to 
the ?rst column has polariZation material oriented 45° With 
respect to the vertically oriented polariZation of the ?rst 
column. Also, a third column adjacent the second column 
has polariZation material oriented horiZontally With respect 
to the vertically oriented polariZation material. This order of 
columns repeats itself until the entire CCD chip 28 is 
covered. The boards 24 connected to the chip 28 receives 
signals from the various pixels of the different columns 
resulting in three different signals corresponding to three 
different polariZation orientations as received by the chip 28. 
That is, the electromagnetic radiation passes through the 
polariZation layer 32 before it strikes the pixels of the chip. 
As the electromagnetic radiation passes through a given 
column 34 of polariZation material, the plane of polariZation 
of the electromagnetic radiation passing through a given 
column 34 is caused to orient in conjunction With the 
orientation of the polariZation material of that column 
Whereafter it is received by the pixel thereunder. 

The polariZation state of light characteriZes its complete 
description as an electromagnetic Wave, apart from Wave 
length. The electric ?eld oscillation for light in general can 
be represented by the superposition of 2 mutually orthogonal 
Waveforms. When this superposition is deterministic, the 
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14 
time evolution of the tip of the electric ?eld traces out an 
ellipse in the plane perpendicular to the light Wave’s direc 
tion of travel, and such light is said to be completely 
polariZed. The shape of this ellipse is dependent upon the 
phase difference of the deterministic superposition of the 2 
mutually orthogonal Waveforms. Linear polariZed light 
results from a degenerate ellipse When these Waveforms are 
either at 0° or 180° relative phase. UnpolariZed light results 
from the completely non-deterministic superposition of 2 
equal amplitude mutually orthogonal Waveforms. Most light 
emitted from incandescent light sources is of this type. The 
time evolution of the tip of the electric ?eld for unpolariZed 
light is a non-deterministic isotropic orientation distribution 
in the plane perpendicular to the light Wave’s direction of 
travel. For a formal mathematical description of polariZation 
of light see Born and Wolf (M. Born and E. Wolf. Principles 
of Optics, Pergamon Press, 1959) or Clarke and Grainger 
(D. Clarke and J. F. Grainger. PolariZed Light and Optical 
Measurement. Pergamon Press, 1971). 

UnpolariZed light re?ected off a material surface becomes 
partially polariZed meaning that the polariZation state can be 
represented as the sum of the unpolariZed state and a 
completely polariZed state. UnpolariZed light re?ected from 
objects is almost alWays partially linearly polariZed meaning 
that the completely polariZed component is linearly polar 
iZed. An exception to this occurs When there is multiple 
specular intere?ection amongst metals producing someWhat 
of an elliptical completely polariZed component. HoWever, 
the assumption of partially linearly polariZed re?ected light 
is very accurate almost all the time. The polariZation state of 
partially linearly polariZed light can be measured using only 
a linear polariZing ?lter. FIG. 5 shoWs What happens to the 
isotropic electric ?eld orientation distribution of an unpo 
lariZed light Wave passing through such a ?lter. Only the 
component of the electric ?eld parallel to the transmission 
axis is transmitted. It turns out that the radiance of unpo 
lariZed light passing through a polariZing ?lter is constantly 
one-half the original light radiance regardless of the orien 
tation of the polariZing ?lter. The transmitted radiance for a 
partially linearly polariZed light Wave in general is sinusoi 
dal as a function of polariZer orientation oscillating betWeen 
a minimum and a maximum every 90°. This Will be termed 
the transmitted radiance sinusoid. FIG. 6 depicts a transmit 
ted radiance sinusoid With minimum occurring exactly at the 
Zero reference. Referring to FIG. 6, it can be shoWn (D. 
Clarke and J. F. Grainger. PolariZed Light and Optical 
Measurement. Pergamon Press, 1971, incorporated by 
reference) that the difference lmaflmin represents the mag 
nitude of the linearly polariZed component of the original 
light, While the sum Imax—Iml-n represents the total radiant 
intensity of the original light. The ratio of partial polariZa 
tion: 

partial polariZation=I 

Which varies betWeen 0 and 1 inclusive therefore represents 
the fraction of light that is linearly polariZed. At 0 partial 
polariZation (i.e., unpolariZed light) the transmitted radiance 
sinusoid is a ?at horiZontal line and the partial polariZation 
is Zero. For linearly polariZed light Inn-"=0 (occurring When 
the transmission axis of the polariZer is perpendicular to the 
orientation of the linearly polariZed light) and therefore the 
partial polariZation is 1. 

The polariZation state of partially linearly polariZed light 
can be characteriZed uniquely by the transmitted radiance 
sinusoid. The transmitted radiance sinusoid can be com 
pletely described by the parameters, 1min, Imax, and the 
phase, 6, of the sinusoid With respect to some reference Zero. 














