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MULTI-USER DIGITAL LASER IMAGING 
SYSTEM 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This is a Re-issueApplication of US. Pat. No. 5,481,657, 
issued J an. 2, 1996. This is a continuation of application Ser. 
No. 07/981,075 ?led nov. 25, 1992, noW abandoned. 

BACKGROUND OF THE INVENTION 

The present invention relates generally to medical laser 
imaging systems. 

Laser imaging systems are commonly used to produce 
photographic images from digital image data generated by 
magnetic resonance (MR), computed tomography (CT) or 
other types of scanners. Systems of this type typically 
include a continuous tone laser imager for exposing the 
image on photographic ?lm, a ?lm processor for developing 
the ?lm, and an image management subsystem for coordi 
nating the operation of the laser imager and the ?lm pro 
cessor. 

The image data is a sequence of digital image values 
representative of the scanned image. Image processing elec 
tronics Within the image management subsystem processes 
the image values to generate a sequence of digital laser drive 
(i.e., exposure) values, each of Which is representative of 
one of a plurality of intensity levels (e.g., a grey scale) at a 
discrete pixel location in the image. The image processing 
electronics scales and maps the range of scanned image 
values to a range of laser drive values Which Will produce a 
useful, continuous tone photographic image. This mapping 
operation is necessitated by the nonlinear relationship 
betWeen the input values and their visual representation, and 
by the nonlinear sensitometric response of the photographic 
?lm to different intensities of light. The image management 
subsystems of laser imagers commercially available from 
3M of St. Paul, Minn. include a plurality of stored lookup 
tables Which characterize the relationship betWeen the image 
values and laser drive values. Each lookup table is con?g 
ured for one of several types of ?lm and speci?c image 
characteristics such as contrast and the maximum and/or 
minimum densities of the ?nal image. The selected lookup 
table for a given image is accessed by the image manage 
ment subsystem as a function of the image values to deter 
mine the associated laser drive values. 

In addition to selecting a desired lookup table, users of the 
commercially available 3M laser imagers can adjust the 
contrast and density levels on images by manually actuating 
controls interfaced to the image management subsystem. 
HoWever, these adjustments are made on a trial and error 
basis With test patterns, an inconvenient and inef?cient 
procedure. Furthermore, the user is only able to exercise a 
limited degree of control over the overall imaging system 
transfer function by selecting one of the lookup tables and 
adjusting the contrast and density ranges implemented by 
these lookup tables. This approach also fails to account for 
drifts in the overall system transfer function that can be 
caused by factors such as the depletion of developer chemi 
cals and lot-to-lot variations betWeen the ideal and actual 
?lm sensitometric characteristics. 

It is evident that there is a continuing need for improved 
laser imaging systems. In particular, there is a need for a 
laser imaging system capable of automatically adapting to 
variations in media sensitometric characteristics and media 
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2 
development parameters. The system should also be capable 
of accommodating a greater degree of user control over the 
overall imaging system transfer function. Any such imaging 
system must of course be able to accurately and ef?ciently 
implement these functions to be commercially viable. 

SUMMARY OF THE INVENTION 

The present invention is a multi-user digital laser imaging 
system capable of automatically adapting to variations in 
media sensitometric characteristics, changes in user prefer 
ences and changes in the development process. In one 
embodiment the laser imaging system is con?gured to image 
?lm contained in a ?lm receiving mechanism as a function 
of digital image values representative of an image, user 
commands, and ?lm information characteristic of the ?lm. 
The imager includes an image data input for receiving the 
digital image values, a user command input for receiving the 
user commands, and a ?lm information input for receiving 
the ?lm information. Alaser scanner is responsive to digital 
laser drive values and capable of scanning a laser beam to 
image the ?lm. Data characteristic of a plurality of transfer 
functions are stored in transfer function memory. Each 
transfer function is representative of the relationship 
betWeen expected imaged ?lm densities and associated 
image values. Data characteristic of a plurality of ?lm 
models is stored in ?lm model memory. Each ?lm model is 
representative of the relationship betWeen expected imaged 
?lm densities and associated laser drive values. RAM for 
storing digital data is also included. A digital processor is 
coupled to the image data input, user command input, ?lm 
information input, laser scanner, transfer function memory, 
?lm model memory and RAM. The processor accesses the 
transfer function memory as a function of the user com 

mands to select the data representative of user-desired 
transfer functions, and accesses the ?lm model memory as 
a function of the ?lm information to select data representa 
tive of the ?lm models for ?lm to be imaged. The processor 
generates lookup tables as a function of the selected transfer 
functions and ?lm models, and stores the lookup tables in 
the RAM. The lookup tables are data characterizing rela 
tionships betWeen the laser drive values and the image 
values. To image the ?lm the processor accesses the laser 
drive values in the generated lookup tables as a function of 
the image values, and provides the accessed drive values to 
the laser scanner. This approach maintains the integrity of 
the system transfer function With little inconvenience to the 
user. 

In another embodiment of the laser imager, the transfer 
function memory stores the transfer functions as data char 
acterizing the relationship betWeen a range of cubic roots of 
expected transmittance values of an image and associated 
image values. The ?lm model memory stores the ?lm 
models as data characterizing the relationship betWeen a 
range of cubic roots of expected transmittance values of an 
image and associated ?lm exposure values. The digital 
processor accesses the ?lm model memory as a function of 
cubic root transmittance values to determine associated ?lm 
exposure values, and computes laser drive values as a 
function of the determined ?lm exposure values. The pro 
cessor generates index tables of data characterizing the 
relationships betWeen laser drive values and corresponding 
cubic root transmittance values, and stores the index tables 
in RAM. The lookup tables are generated by accessing the 
index tables as a function of desired cubic root transmittance 
values from selected transfer functions to create lookup 
tables of data characterizing relationships betWeen the laser 
drive values and the image input values. Lookup tables can 



US RE38,005 E 
3 

be quickly generated by this system, thereby enabling the 
convenient use of the system by several users, each of Which 
has different user preferences. 

In yet another embodiment, the imaging system includes 
a ?lm processor for developing the imaged ?lm, and a 
densitometer for providing information representative of the 
density of portions of the developed ?lm. Test Wedge 
memory is also included for storing test Wedge data char 
acteristic of test Wedges. The test Wedge data is represen 
tative of a range of laser drive values associated With 
eXpected ?lm density values characteriZed by the ?lm mod 
els. The digital processor is coupled to the ?lm processor, 
densitometer and test Wedge memory, and periodically 
eXecutes Wedge calibration procedures to correlate the ?lm 
model being used With the current sensitometric character 
istics of the ?lm. During a Wedge calibration procedure the 
processor accesses the test Wedge memory and initiates the 
imaging of test Wedges on the ?lm as a function of the laser 
drive values. The test Wedges on the imaged ?lm are 
developed, and the actual density of the Wedges measured by 
the densitometer. The processor compares the actual densi 
ties of the test Wedges to the associated eXpected ?lm density 
values. The processor then modi?es the ?lm model data as 
a function of the comparison so the ?lm model corresponds 
to the actual characteristics of the ?lm. Differences betWeen 
the actual and ideal ?lm sensitometric characteristics, such 
as those caused by lot-to-lot manufacturing variations and 
aging, are thereby corrected before the lookup tables are 
generated. Greater integrity in the overall imaging system 
transfer function is achieved through the use of this calibra 
tion procedure. 

In another embodiment of the laser imaging system, the 
laser scanner includes an attenuator for adjusting the inten 
sity of the scanned laser beam in response to attenuator 
control signals. Data characteristic of a density patch is also 
stored in density patch memory. The density patch data is 
representative of a digital laser drive value associated With 
an eXpected predetermined imaged and developed ?lm den 
sity. The digital processor is coupled to the attenuator and 
density patch memory, and eXecutes a density patch cali 
bration procedure during the printing of each image. During 
density patch calibration procedures the processor accesses 
the density patch memory and initiates the imaging of a 
density patch on each ?lm as a function of the laser drive 
value. After the imaged ?lm is developed, the actual density 
the patch is measured by the densitometer. The actual 
density of the patch is compared to the associated eXpected 
?lm density value. The processor then generates attenuator 
control signals as a function of the patch comparison to 
minimiZe the differences betWeen the measured and actual 
patch densities. Variations in the overall system transfer 
function, such as those caused by the depletion of the 
developer chemicals, betWeen Wedge calibrations, are 
thereby compensated. 

Another embodiment of the imaging system has a control 
panel for receiving user-preference commands such as those 
describing desired image contrasts and maXimum density 
levels. Before generating the lookup tables the processor 
modi?es the selected transfer function on the basis of the 
user commands. Users therefore have the capability of 
customiZing images to suit their oWn preferences. 
Furthermore, since the cubic root transmittance values 
stored in the transfer function memory are linearly related to 
the human brightness response, these modi?cations can be 
quickly performed by the processor through linear transfor 
mations. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a multi-user laser imaging 
system in accordance With the present invention. 
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4 
FIG. 2 is an illustration of one embodiment of the printer 

subsystem shoWn in FIG. 1. 
FIG. 3 is a graphic representation of the overall transfer 

function implemented by the laser imaging system com 
bined With the brightness response induced in an observer. 

FIG. 4 is a graphic representation of the manner by Which 
transfer functions are stored in memory of the imaging 
system. 

FIG. 5 is a graphic representation of the manner by Which 
?lm models are stored in the memory of the imaging system. 

FIG. 6 is a graphic representation of the manner by Which 
indeX tables are calculated from the ?lm models and stored 
in memory of the imaging system. 

FIG. 7 is a graphic representation of the manner by Which 
the imaging system generates the lookup tables from the 
transfer functions and the indeX tables. 

FIGS. 8(a—b) is a graphic representation of modi?ed 
transfer functions in the form of the linear (transmittance) 1/3 
quantities by Which the transfer functions are stored in the 
imaging system, and in the form of nonlinear density 
quantities, for purposes of comparison. 

FIG. 9 is a graphic representation of ideal and modi?ed 
?lm models. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

System OvervieW 

A multi-user digital laser imaging system 10 in accor 
dance With the present invention is illustrated generally in 
FIG. 1. As shoWn, laser imaging system 10 includes laser 
diode printer subsystem 12, image management subsystem 
14 and media processor subsystem 16. Printer subsystem 12 
is a continuous tone laser imager in one embodiment, and is 
con?gured to receive resealable cartridges 18 Which contain 
sheets of radiographic ?lm (not separately shoWn). Image 
management subsystem 14 includes input ports 15 through 
Which digital image values generated by a magnetic reso 
nance (MR), computed tomography (CT) or other type of 
scanner are provided to imaging system 10. The image 
values are processed by image management subsystem 14 to 
generate laser drive values Which are applied to printer 
subsystem 12 to image or eXpose ?lm removed from car 
tridge 18. The printed ?lm is subsequently developed by 
processor subsystem 16 to produce a hardcopy of the image. 
Imaging system 10 is capable of automatically adapting to 
variations in media, changes in user preferences, and 
changes in the media development parameters. 

Image management subsystem 14 converts the raW image 
values into a sequence of digital laser drive values that are 
raster scan formatted for use by printer subsystem 12. This 
data processing operation makes use of lookup tables Which 
characteriZe or map the relationship betWeen the image 
values and the eXpected optical densities of those values on 
the imaged ?lm (i.e., eXpected imaged ?lm densities). Dur 
ing each imaging operation the image management sub 
system 14 accesses the lookup table as a function of the 
image values to determine the associated laser drive values. 
The lookup tables are generated by image management 

subsystem 14 using transfer functions and ?lm models 
stored in memory. The transfer functions characteriZe rela 
tionships betWeen the image values and the eXpected imaged 
?lm densities. The transfer function to be used for printing 
any given image is a matter of user preference. Image 
management subsystem 14 therefore includes memory for 
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storing a number of transfer functions so the user can select 
the transfer function best suited for a particular image. The 
?lm models characteriZe the relationship betWeen a range of 
laser drive values and the expected imaged ?lm densities for 
each of a number of different types of ?lm. The ?lm model 
used to process the image values for a given image is 
automatically selected by image management subsystem 14 
on the basis of received information identifying the particu 
lar type of ?lm on Which the image is to be printed. 

If any given user is printing more than one image con 
secutively on the same type of ?lm and using the same user 
speci?ed commands (e.g., the same transfer function), the 
same lookup table may be used to print each image. 
HoWever, if the next print request is from a different user, the 
user commands Were changed, or a Wedge calibration pro 

cedure (described beloW) is initiated by either the user or 
automatically by image management subsystem 14, a neW 
and updated lookup table Will be generated to print the 
image. Each time a neW lookup table is to be generated, 
image management subsystem 14 does so in real time 
immediately prior to the imaging operation. 

To facilitate the lookup table calculation operation as Well 
as transfer function and ?lm model modi?cations to be 
described beloW, information representing the expected 
imaged ?lm densities in the transfer functions and ?lm 
models is stored in the form of scaled cubic roots of the 
associated expected image ?lm transmittance (i.e., expected 
imaged ?lm densities >> (expected imaged ?lm 
transmittance) 16). The cubic root transmittance values are 
designated as “T” quantities throughout the remainder of 
this description, and are approximately linearly proportional 
to the human brightness response. Because of this linear 
relationship to the human brightness response, the use of T 
quantities simpli?es and reduces the time required to cal 
culate lookup tables. 

Lookup table generation operations involve the prelimi 
nary step of calculating index tables from the selected ?lm 
models. The index tables characteriZe the relationship 
betWeen laser drive values and corresponding expected 
imaged ?lm T quantities. The function of the index tables is 
to effectively scale the ?lm models to the then current 
operating characteristics of the laser scanning system and 
?lm and chemistry. Accordingly, the index tables are calcu 
lated from the ?lm models on the basis of recently monitored 
maximum and minimum laser poWer levels and Wedge 
calibration data. Once an index table has been calculated, the 
lookup table is generated by accessing the index table as a 
function of the T quantities of the selected transfer function 
to create an array of data Which accurately maps the image 
values to laser drive values under current imaging system 
operating characteristics. Integrity of the system transfer 
function is thereby maintained With little inconvenience to 
the user. 

Imaging system 10 alloWs users to customiZe certain 
image parameters. For example, depending on the nature of 
the image, certain users Will prefer images With higher or 
loWer contrasts. Users can also specify the maximum den 
sity (Dmax) for an image. Ultrasound images, for example, 
are typically printed With a Dmax of about 2.0, While CT and 
MR images are often printed With a Dmax greater than 3. 
Since it is not possible to accommodate transfer functions 
for the Whole spectrum of possible image densities and 
contrasts any particular user may occasionally use, much 
less those preferred by all the users, imaging system 10 
accepts user commands to change image parameters such as 
contrast and Dmax. Image management subsystem 14 imple 
ments these user commands, i.e. contrast and D by max, 
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6 
selecting and/or linearly scaling the selected transfer func 
tions on the basis of the user commands. This method of 
modifying the transfer functions to accommodate user pref 
erences involves relatively simple, and therefore quick, 
mathematical operations. Similar transfer function modi? 
cations are performed When the user is attempting to image 
?lm having minimum and/or maximum density character 
istics that are incompatible With the minimum and/or maxi 
mum T quantities stored in the selected transfer function. 

Actual ?lm sensitometric characteristics often vary from 
the “ideal” characteristics represented by the ?lm models. 
These variations can be caused by a number of factors 
including lot-to-lot variations in the manufacturing process 
and age-induced degradation. Imaging system 10 periodi 
cally executes a Wedge calibration procedure to compensate 
for these variations in ?lm sensitometric characteristics. 
During a Wedge calibration, image management subsystem 
14 initiates the printing of a “test Wedge” ?lm. The test 
Wedge is a set of single density patches, each printed With a 
given laser drive value corresponding to one of a range of 
desired image densities. The actual densities of the patches 
are compared to the expected imaged ?lm densities for the 
given laser drive values (as characteriZed by the ?lm 
models), and the ?lm models modi?ed to correspond to the 
actual ?lm characteristics. 

Characteristics of media processor subsystem 16 (e. g., the 
strength of the chemicals in the case of a Wet processing 
system) also play a signi?cant role in the reproducibility of 
overall system transfer function characteristics. These char 
acteristics typically vary relatively sloWly, over a period of 
hours or days depending on the rate at Which imaging system 
10 is used. To accommodate for these changes, image 
management subsystem 14 also executes a density patch 
calibration during each imaging operation. Density patch 
calibrations involve printing a single density patch on the 
top edge of each image. The single density patch is exposed 
using laser drive values expected to correspond to a mid 
brightness density such as 1.0. The density of this patch is 
monitored by image management subsystem 14 after the 
image and patch are developed by processor subsystem 16. 
If the density of the patch has drifted from the nominal or 
expected density, image management subsystem 14 corrects 
for the drift by making adjustments to its laser scanning 
system. These and other features of laser imaging system 10 
are described in greater detail beloW. 

Laser Printing Subsystem 
Laser printer subsystem 12 is illustrated generally in FIG. 

2. As shoWn, printer subsystem 12 includes a draWer 20 
Which is opened to provide access to a cartridge-receiving 
base 22 into Which ?lm cartridge 18 is loaded. An opening/ 
closing mechanism 24 is mounted to draWer 20 for move 
ment With respect to base 22. After ?lm cartridge 18 has 
been loaded into base 22, draWer 20 is closed to seal the 
cartridge Within a light-tight compartment. Opening/closing 
mechanism 24 is then actuated to open cartridge 18 so ?lm 
can be removed therefrom, and to reseal the cartridge so it 
can be removed from printer subsystem 12 Without damage 
to any remaining ?lm. Cartridges. 18 containing different 
types and siZes of ?lm can therefore be conveniently loaded 
into printer subsystem 12 as needed. A more detailed 
description of cartridges 18 and opening/closing mechanism 
24 is found in the Lemberger et al. US. Pat. 5,132,724, 
entitled Opening And Closing Mechanism For A Laser 
Imager Film Cartridge, Which is hereby incorporated by 
reference. 
As shoWn in FIG. 1, laser printer subsystem 12 also 

includes microprocessor-based printer control system 30, 
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?lm pickup mechanism 32, ?lm transport mechanism 34, 
laser scanning system 36, and a bar code scanner 40 Which 
is mounted to opening/closing mechanism 24. An optical bar 
code 42 is af?Xed to each cartridge 18. Bar codes 42 include 
machine readable information characteristic of the associ 
ated cartridges and the ?lm therein. In one embodiment, the 
information encoded on bar codes 42 includes a unique 
cartridge identi?cation, cartridge manufacturing history, 
?lm type and ?lm siZe. 

Printer control system 30 coordinates and controls the 
operation of printer subsystem 12, and interfaces the print 
ing subsystem With image management subsystem 14. After 
a ?lm cartridge 18 has been loaded into printer subsystem 
12, control system 30 actuates opening/closing mechanism 
24 to open cartridge 18 While scanner 40 is simultaneously 
driven across bar code 42. Information read from the bar 
code 42 is transferred to image management subsystem 14 
and also used by printer control system 30. Film pickup 
mechanism 32 removes sheets of ?lm from cartridge 18 and 
positions the sheets on ?lm transport mechanism 34. Film 
transport mechanism 34 drives the ?lm through an imaging 
station (not separately shoWn) under the control of printer 
control system 30. Image management subsystem 14 and 
printer control system 30 cause laser scanning system 36 to 
eXpose the ?lm as the ?lm is being driven through the 
imaging station. 

Laser scanning system 36 includes laser diode 43, rotating 
mirror scanner 44, attenuator 46 and poWer monitor 48. 
Laser diode 43 is connected to receive the digital laser drive 
values from image management subsystem 14, and gener 
ates an intensity modulated laser beam as a function of the 
laser drive values. The modulated laser beam is raster 
scanned across the ?lm by scanner 44. Small adjustments to 
the intensity of the laser beam are made by attenuator 46 in 
response to control signals from image management sub 
system 14. In one embodiment, attenuator 46 is a rotating 
polariZing ?lter such as that disclosed in the Sasaki et al. 
US. Pat. No. 4,812,861. PoWer monitor 48 is also coupled 
to image management subsystem 14 and includes a photo 
diode positioned to intercept a portion of the scanning laser 
beam at a location close to the plane on Which the ?lm is 
imaged. Information provided by poWer monitor 48 is used 
in a manner described more fully beloW to scale the laser 
drive values and achieve the appropriate ranges of eXpo 
sures. 

The imaged ?lm is transferred to processor subsystem 16 
for development. Processor subsystem 16 can be a Wet 
chemical or thermal processor depending on the nature of 
the ?lm being imaged, and includes a transport mechanism 
50 and a densitometer 52. Transport mechanism 50 drives 
the ?lm through processor subsystem 16 as the ?lm is being 
developed. Densitometer 52 can be embodied in the form 
shoWn in the Lemberger et al. US. Pat. 5,117,119 entitled 
Auto-Ranging Film Densitometer. As is described in greater 
detail beloW, image management subsystem 14 initiates the 
printing of test Wedges and/or density patches on the edges 
of ?lm being imaged. The optical densities of the test 
Wedges and density patches are measured by densitometer 
52 after the ?lm is developed, and information representa 
tive of these densities coupled to information management 
subsystem 14. Image management subsystem 14 uses the 
measured density information for calibration and control 
functions described beloW. 

Image Management Subsystem 
Image management subsystem 14 includes a plurality of 

input modules 60, processor 62, output module 64 and 
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control panel 66. Each input module 60 is con?gured for use 
by one or tWo users of imaging system 10, and includes a 
memory management processor 67 and electrically pro 
grammable read only memory (EPROM) 68. Transfer func 
tions and ?lm models used by the users to Which the input 
module 60 is assigned are stored in EPROM 68. Throughout 
the remainder of this description the term “transfer function 
memory” is used to refer to those portions of EPROM 68 in 
Which the transfer function data is stored, and “?lm model 
memory” the portions of the EPROM in Which the ?lm 
models are stored. One embodiment of image management 
subsystem 14 includes suf?cient EPROM 68 to store ?fteen 
transfer functions and siXteen ?lm models on each input 
module 60. Input modules 60 also include suf?cient memory 
for storing image values for several queued images to be 
printed for the users assigned to the modules. Memory 
management processor 67 controls the storage of the transfer 
functions and ?lm models Within EPROM 68, and coordi 
nates the transfer of data, including the image values, 
transfer functions, ?lm models and lookup tables, betWeen 
the input module 60, processor 62 and output module 64. 

Processor 62 is interfaced to input modules 60, control 
panel 66 and output module 64 of image management 
subsystem 14, to bar code scanner 40, attenuator 46 and 
poWer monitor 48 of printer subsystem 12, and to densito 
meter 52 of media processor subsystem 16. Processor 62 
controls the operations of image management subsystem 14, 
and coordinates the operations of the image management 
subsystem With those of printer subsystem 12 and media 
processor subsystem 16. Processor 62 also performs all 
processing operations associated With the generation of the 
lookup tables. In one embodiment, processor 62 is a 
Motorola 68030 processor With a math coprocessor and 
associated random access memory (not separately shoWn). 

Output module 64 includes a processor 70 and random 
access memory (RAM) 72. Lookup tables generated by 
processor 62 are doWnloaded to RAM 72 for use during 
imaging operations. During the imaging operations, proces 
sor 70 accesses the lookup tables in real time as a function 
of the image values received from an input module 60. The 
laser drive values determined by accessing the lookup table 
are assembled by processor 70 in a raster scan format and 
applied to laser scanning system 36. Image processing 
functions such as siZe scaling and image rotation can also be 
performed by processor 70. 

Transfer Function And Film Model Format 

FIG. 3 is a schematic representation of the overall imag 
ing system transfer function combined With the response 
induced in an observer. The sequence of transformations of 
the information is as folloWs. Image values X are trans 
formed into laser drive values Y(X) by image management 
subsystem 14 using the lookup table 92. The laser drive 
values Y are applied to the laser scanning subsystem 36 
Which changes them to eXposure values The eXposed 
and developed ?lm 94 render the eXposure values into ?lm 
densities Although the operations of laser imager 10 
are completed at this point, the sequence of transformations 
can be extended. The imaged ?lm is placed in a light boX 96 
to produce luminance values L(D). Finally, the luminance 
values elicit a brightness response B(L) from an observer 98. 
The chain of transformations Which occurs betWeen the raW 
image values and the brightness responses of the observers 
can be characteriZed as 

The transformation B(L) from image luminance to bright 
ness response can be eXpressed, to the ?rst order and for 
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simple responses, in the form B=aLP—B0, Where a and B0 are 
dependant on viewing surround conditions. H. W. Bodmann 
et al., A Uni?ed Relationship BetWeen Brightness And 
Luminance, CIE Proceedings, Kyoto Session 1979 (CIE 
Central Bureau, Paris 1980), pp. 99—102. This reference and 
others have shoWn that the exponent p is roughly equal to 1/3. 
Based on this analysis, if the output of imaging system 10 is 
taken as the diffuse image transmittance raised to the 1/3 
poWer (i.e., the cubic root) the parameters characteriZing the 
imaging system output are approximately linearly propor 
tional to the observer’s human brightness response. Image 
management system 14 makes use of this relationship by 
storing data representative of expected imaged ?lm densities 
in the transfer function memory and ?lm model memory in 
terms of associated transmittance quantities 
T=(transmittance)1/3. A signi?cant bene?t of storing the 
transfer functions and ?lm models in terms of transmittance 
quantities T is that it enables processor 62 to perform linear 
transformations during the transfer function modi?cations 
described beloW. 

Transfer functions describe the functional relationship 
betWeen image values and associated expected imaged ?lm 
densities. In the embodiment of image management sub 
system 14 described above, each of the ?fteen transfer 
functions per input module 60 are stored in EPROM 68 as 
arrays of numbers denoted TF(i). The indexes i are equal to 
the image values (scaled appropriately for the image data 
Word siZe). The numbers TF(i) are the associated transmit 
tance quantities T described immediately above. FIG. 4 is a 
graphical representation of a transfer function stored in 
EPROM 68. 

Film models describe the functional relationship betWeen 
expected imaged ?lm densities and associated ?lm exposure 
values. In the embodiment of image management subsystem 
14 described above, each of the sixteen ?lm models per 
input module 60 are stored in EPROM 68 as arrays denoted 
FM(i). The indexes i are equal to the scaled transmittance 
quantities T. The numbers FM(i) are the associated scaled 
logarithms of the desired exposure, log(E). Speci?cally, the 
exposure values E are normaliZed to the exposure required 
to print the maximum alloWable ?lm density, Dmwc, so 
e=E/EDmax. These normaliZed exposure values are referred 
to as e in subsequent portions of this description. By Way of 
example, for a ?lm type having a maximum image density 
of 3.2, the ?lm model contains log(e)=0 (corresponding to 
e=1) at the address corresponding to D=3.2 FIG. 5 is a 
graphical representation of a ?lm model stored in EPROM 
68. 

Lookup Table Generation 

Lookup tables are generated as a function of the transfer 
function and ?lm model selected for a particular image to be 
printed. The transfer function is selected by the user through 
control panel 66. The ?lm model is automatically selected 
by image management subsystem 14 using the ?lm identi 
?cation information read from the bar code 42 of the ?lm 
cartridge 18 currently loaded in imaging system 10. 

The generation of each lookup table involves the inter 
mediate step of generating an index table to correlate 
normaliZed exposure values e to the current dynamic poWer 
range of laser diode 43. Accordingly, the index table is a 
array IT(i). The index is equivalent to the transmittance 
quantities T. The values IT(i) are the associated 12 bit digital 
laser drive values that Will provide the proper ?lm exposure 
to achieve that transmittance quantity. FIG. 6 includes a 
graphic representation of an index table. 
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As shoWn in FIG. 6, index tables are calculated from the 

?lm models using measured information indicating the 
current operating characteristics of laser diode 43. The 
maximum and minimum poWer output levels of laser diode 
43, Pmwc and Pmin, respectively, vary over time. These 
variations can be caused by such factors as changes in the 
temperature of laser diode 43 and by aging of the device. 
During each Wedge calibration procedure (described in 
greater detail beloW), image management subsystem 14 uses 
poWer monitor 48 to measure Pmax and Pmin at the ?lm 
imaging plane. Image management subsystem 14 uses the 
log(e) values in the ?lm model to compute digital laser drive 
values IT for the ?lm model in accordance With the equation 
IT=4095 (14010816), Where R=Pmax/Pmin. 

Image management subsystem 14 also calibrates laser 
scanning system 36 by setting attenuator 46 so Pmwc outputs 
by laser diode 43 provide log(e)=0 (i.e., Will print the 
maximum image density of the ?lm). A scaling operation is 
also performed by image management subsystem 14 so Pmwc 
outputs by laser diode 43 are produced by laser drive values 
of 0, and Pmin outputs are produced by laser drive values of 
4095. When scaled in this manner the highest laser drive 
values correspond to the brightest areas on the image, and 
the loWest laser drive values the darkest areas. 

Once the index table has been generated in the manner 
described above, image management subsystem 14 creates 
the lookup table by a simple indexing operation illustrated 
graphically in FIG. 7. The selected transfer function is 
accessed as a function of each image value to determine the 
associated T quantity. The index table is then accessed as a 
function of each T quantity to determine the associated laser 
drive value. Image management subsystem 14 need not 
perform any mathematical operations during this lookup 
table generating operation. The process of converting the 
image values to corresponding digital drive values is a 
simple, and therefore quick, indexing operation using the 
lookup table. This approach to generating the lookup tables 
also results in overall system transfer functions having a 
high degree of integrity since the tables are based on 
user-selected transfer functions and appropriate ?lm models. 

Transfer Function Modi?cations 

As mentioned above, imaging system 10 alloWs users to 
change certain image parameters such as contrast and Dmax. 
User preferences of these types are keyed into system 10 
through control panel 66. Image management subsystem 14 
accommodates these changes by selecting and/or modifying 
the transfer function. 

Since the transfer functions are stored in the form of 
transmittance quantities T Which are assumed to be a 
roughly linear function of brightness response, the transfer 
function modi?cations are computed as linear transforma 
tions. These calculations can be performed simply and 
quickly by processor 62. The nature of a transfer function 
modi?ed through linear transformations to increase Dmwc 
from 2.0 to 3.0 is illustrated in FIG. 8. From this Figure it 
is evident that the ?nal transfer function 77 varies from the 
initial transfer function 78 only in slope and intercept. On 
the other hand, the modi?cation of the corresponding 
density-based transfer function is not a linear 
transformation, and Would involve more complicated math 
ematical calculations. 

Transfer functions are also modi?ed by image manage 
ment subsystem 14 When a user attempts to image ?lm 
having Dmax and/or Dmin characteristics that are incompat 
ible With the maximum and/or minimum T quantities stored 
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in the selected transfer functions. This modi?cation is also 
performed by simple linear transformations of the transfer 
functions. The ability to quickly modify transfer functions in 
this manner enables imaging system 10 to accommodate a 
Wide range of user preferences With relatively little loss in 
system imaging throughout. 

Wedge Calibration Procedure 

For a variety of reasons including lot-to-lot manufacturing 
variations and age, the “ideal” ?lm models stored in 
EPROM 68 may not accurately represent the actual ?lm 
characteristics at any given time. Image management sub 
system 14 performs Wedge calibration procedures to adjust 
the ?lm models in such a manner that they describe the 
actual characteristics of the ?lm. A Wedge calibration pro 
cedure is eXecuted Whenever: (1) a cartridge 18 containing 
a neW lot of ?lm is loaded into laser imager 10 (as deter 
mined from information read from the cartridge bar code 
42); (2) the time betWeen the printing of tWo consecutive 
images Will eXceed a predetermined time period such as 8 
hours; (3) the density patch calibration procedure described 
beloW indicates that an unacceptably large shift in eXposure 
is required to achieve the nominal patch density; or (4) a user 
requests a calibration by actuating the control panel 66. 

To facilitate the Wedge calibration procedures, a range of 
laser drive values (i.e., test Wedge laser drive values) cor 
responding to a range of eXpected ?lm density values are 
stored in system EPROM. During a Wedge calibration 
procedure image management subsystem 14 drives the laser 
scanning system 36 With the test Wedge laser drive values to 
image a sequence of density patches (i.e., test Wedges) on a 
sheet of ?lm. The imaged ?lm including the test Wedges is 
developed by processor subsystem 16, and the actual den 
sities of the test Wedges measured by densitometer 52. 
Processor 62 compares the measured densities of the test 
Wedges to information representative of the eXpected ?lm 
density values stored in the ?lm model for the imaged ?lm. 
If any discrepancies are noted betWeen the measured and 
eXpected ?lm density values, the stored log(e) values of the 
?lm model are linearly transformed to conform to the 
measured log(e) values. 

FIG. 9 is a graphic representation of a ?lm model 80 
stored in EPROM 68. Also shoWn for purposes of eXample 
are the measured densities (T quantities) 82 from eight 
Wedge patches. Lines are draWn betWeen the measured test 
Wedge values to indicate the pieceWise linearly modi?ed 
?lm model 84 created by image management subsystem 14 
during the Wedge calibration procedure. FolloWing the 
Wedge calibration procedure, and until another such calibra 
tion procedure is executed, image management subsystem 
14 Will continue to use the modi?ed ?lm model in place of 
the “ideal” model. Depending on the degree of accuracy 
required from the ?lm models, a greater number of test 
Wedge laser drive values can be used, and/or more compli 
cated non-linear curve ?tting algorithms used to interpolate 
the points on the modi?ed ?lm model 84 betWeen the 
sampled T quantities. Modifying the ?lm models in this 
manner prior to lookup table generation increases the accu 
racy of the overall system transfer function. 

Density Patch Calibration Procedure 

Density patch calibration procedures are executed by 
image management subsystem 14 to compensate for rela 
tively long term drift in the overall transfer function of 
imaging system 10. Drifts of this type occur over periods 
from hours to days, and are caused mainly by changing 
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characteristics of processor subsystem 16 (e.g., by developer 
consumption). Image management subsystem 14 eXecutes 
the density patch calibration procedure during the imaging 
of each sheet of ?lm, and compensates for drifts by adjusting 
attenuator 46 of laser scanning system 36. 
System EPROM includes stored density patch informa 

tion representative of a laser drive value associated With a 
predetermined patch density. In one embodiment the prede 
termined patch density is 1.0, corresponding roughly to 
mid-brightness on an image. The density patch calibration 
procedure involves accessing the laser drive value from 
system EPROM during each imaging operation, and using 
this information to print a single density patch on the top 
edge of the ?lm. The ?lm is then developed by processor 
subsystem 16, and the density of the patch measured by 
densitometer 52. Processor 62 compares the measured den 
sity to the eXpected image density for the laser drive value 
(as determined from the appropriate ?lm model), and con 
trols the attenuator as a function of the comparison to 
minimiZe the differences in density during subsequent den 
sity patch calibration procedures. In one embodiment, the 
attenuator is not adjusted unless the absolute value of the 
difference betWeen the measured patch density and he 
eXpected density is greater than a ?rst predetermined value. 
A set ?rst amount of attenuator correction is made for all 
absolute value density differences betWeen the ?rst prede 
termined value and a second predetermined value. Similarly, 
a second and greater amount of attenuator correction is made 
for all absolute value density differences greater than the 
second value. Furthermore, if the density difference is 
greater than a third predetermined value, image management 
subsystem 14 initiates a test Wedge calibration procedure. 
The attenuator corrective actions can be easily and effec 
tively performed Without the need to calculate lookup tables 
by quantiZing the actions in this manner. Density patch 
calibrations further increase the integrity of the overall 
system transfer function. 

Conclusion 

Imaging system 10 is capable of adapting automatically to 
changes in media, changes in user preferences and changes 
in media development parameters. Integrity of the system 
transfer functions are therefore maintained With little incon 
venience to the user. The manner in Which the lookup tables 
are calculated enables this operation to be quickly 
performed, thereby facilitating the convenient use of the 
imaging system by several users. A Wide range of user 
preferences is also accommodated. 

Although the present invention has been described With 
reference to preferred embodiments, those skilled in the art 
Will recogniZe that changes may be made in form and detail 
Without departing from the spirit and scope of the invention. 
What is claimed is: 
1. A digital laser imaging system for imaging ?lm con 

tained in a ?lm receiving mechanism as a function of digital 
image values representative of an image, user commands, 
and ?lm information that is characteristic of said ?lm, 
comprising: 

image data input means for receiving said digital image 
values; 

user command means for receiving said user commands; 
?lm information input means for receiving said ?lm 

information; 
laser scanning means, responsive to digital laser drive 

values, for scanning a laser beam to image said ?lm; 
transfer function memory for storing data characteristic of 

a plurality of transfer functions, each transfer function 
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representative of a relationship betWeen expected 
imaged ?lm densities and associated digital image 
values; 

?lm model memory for storing data characteristic of a 
plurality of ?lm models, each ?lm model representative 
of a relationship betWeen expected imaged ?lm densi 
ties and associated laser drive values; 

RAM for storing digital data; and 
a digital processor coupled to the image data input means, 

user command means, ?lm information input means, 
laser scanning means, transfer function memory, ?lm 
model memory and RAM, and including means for: 
accessing the transfer function memory as a function of 

said user commands to select the data representative 
of user-desired transfer functions; 

accessing the ?lm model memory as a function of the 
?lm information to select data representative of the 
?lm models for ?lm to be imaged; 

generating, and storing in the RAM, lookup tables of 
data characteriZing relationships betWeen the laser 
drive values and the digital image values as a func 
tion of the selected transfer functions and ?lm mod 
els; and 

accessing laser drive values in the generated lookup 
tables as a function of the digital image values, and 
providing the accessed laser drive values to the laser 
scanning means to image the ?lm. 

2. The digital laser imaging system of claim 1 Wherein: 
the transfer function memory stores the transfer functions 

as data characteriZing a relationship betWeen a range of 
expected transmittance values of an image and associ 
ated image values; 

the ?lm model memory stores the ?lm models as data 
characteriZing a relationship betWeen a range of 
expected transmittance values of an image and associ 
ated ?lm exposure values; and 

the digital processor further includes means for: 
accessing the ?lm model memory as a function of 

transmittance values to determine associated ?lm 
exposure values; 

computing laser drive values as a function of the 
determined ?lm exposure values; 

generating, and storing in RAM, index tables of data 
characteriZing relationships betWeen laser drive val 
ues and corresponding transmittance values; and 

generating the lookup tables by accessing the index 
tables as a function of desired transmittance values 
from selected transfer functions to create lookup 
tables of data characteriZing relationships betWeen 
the laser drive values and the image input values. 

3. The digital laser imaging system of claim 2 Wherein the 
transfer function memory and the ?lm model memory each 
store the data representative of ?lm transmittance values in 
a form representative of human brightness response. 

4. The digital laser imaging system of claim 3 Wherein the 
transfer function memory and the ?lm model memory each 
store the data representative of ?lm transmittance values in 
the form of cubic roots of the ?lm transmittance values. 

5. The digital laser imaging system of claim 2 Wherein the 
?lm model memory stores the ?lm exposure values in the 
form of logarithms of the exposure values. 

6. The digital laser imaging system of claim 1 and further 
comprising: 

a ?lm processor for developing the imaged ?lm; 
a densitometer for providing information representative 

of the density of portions of the developed ?lm; 
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test Wedge memory for storing test Wedge data that is 

characteristic of test Wedges, the test Wedge data being 
representative of a range of laser drive values associ 
ated With expected ?lm density values characteriZed by 
the ?lm models; and Wherein 

the digital processor is coupled to the ?lm processor, 
densitometer and test Wedge memory, and further com 
prises test Wedge calibration means having: 
test Wedge print initiation means for accessing the test 
Wedge memory and initiating the imaging of test 
Wedges on ?lm as a function of the laser drive 

values; 
test Wedge processing means for causing the test 
Wedges on the imaged ?lm to be developed, and for 
causing the densitometer to provide information rep 
resentative of actual densities of the developed test 
Wedges; 

Wedge comparison means for comparing the actual 
densities of the test Wedges to the associated 
expected ?lm density values; and 

?lm model modi?cation means for modifying the ?lm 
model data as a function of the comparison so the 
?lm model corresponds to the actual character. 

7. The digital laser imaging system of claim 6 and further 
comprising operator-responsive calibration request input 
means coupled to the digital processor for actuating the test 
Wedge calibration means. 

8. The digital laser imaging system of claim 6 Wherein the 
digital processor further comprises means for actuating the 
test Wedge calibration means When a neW lot of ?lm has 
been loaded into the ?lm receiving mechanism. 

9. The digital laser imaging system of claim 6 Wherein the 
digital processor further comprises means for actuating the 
test Wedge calibration means When an elapsed period of time 
since a most recently imaged ?lm exceeds a predetermined 
period of time. 

10. The digital laser imaging system of claim 6 Wherein: 
the laser scanning means further comprises an attenuator 

for adjusting the intensity of the scanned laser beam in 
response to attenuator control signals; 

the digital laser imaging system further comprises density 
patch memory for storing data characteristic of a den 
sity patch, the density patch data representative of a 
digital laser drive value associated With an expected 
predetermined imaged and developed ?lm density; and 

the digital processor is coupled to the attenuator and 
density patch memory and further comprises density 
patch calibration means having: 
density patch calibration initiation means for accessing 

the density patch memory and initiating the imaging 
of a density patch on each ?lm as a function of the 
laser drive data; 

density patch processing means for causing the density 
patch on the imaged ?lm to be developed by the ?lm 
processor, and for causing the densitometer to pro 
vide information representative of the actual density 
of the developed patch; 

patch comparison means for comparing the actual 
density of the patch to the associated expected ?lm 
density value; and 

attenuator control means for generating attenuator con 
trol signals as a function of the patch comparison. 

11. The digital laser imaging system of claim 10 Wherein 
the digital processor further includes means for actuating the 
test Wedge calibration means as a function of the compari 
son. 
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12. The digital laser imaging system of claim 1 wherein: 
the ?lm receiving mechanism comprises a mechanism for 

receiving cartridges of ?lm bearing the ?lm informa 
tion in machine readable form; and 

the ?lm information input means comprises a reading 
mechanism for reading the ?lm information on the 
cartridge. 

13. The digital laser imaging system of claim 12 Wherein: 
the ?lm receiving mechanism further comprises a mecha 

nism for receiving cartridges of ?lm bearing bar coded 
?lm information; and 

the ?lm information input means further comprises a bar 
code reader. 

14. The digital laser imaging system of claim 12 Wherein: 
the ?lm information input means is con?gured to receive 

information representative of ?lm type; and 
the digital processor accesses the ?lm model memory and 

selects ?lm models as a function of the ?lm type 
information. 

15. The digital laser imaging system of claim 1 Wherein: 
the transfer function memory comprises memory for 

storing data characteristic of transfer functions repre 
senting a plurality of image contrasts; 

the user command means is con?gured to receive user 
commands representative of a desired image contrast; 
and 

the digital processor accesses the transfer function 
memory and selects transfer functions as a function of 
the desired image contrast information. 

16. The digital laser imaging system of claim 1 Wherein: 
the transfer function memory comprises means for storing 

the transfer functions in the form of data representative 
of ranges of ?lm transmittance values as a function of 
associated image input values; and 

the digital processor further comprises means for 
generating, and storing in RAM, user-customiZed 
transfer functions as a linear transformation of the 
accessed transfer functions and as a function of user 
commands received at the user command means. 

17. The digital laser imaging system of claim 16 Wherein: 
the user command means is con?gured to receive user 
commands representative of desired maXimum image 
densities; and 

the digital processor further comprises means for 
generating, and storing in RAM, user-customiZed 
transfer functions as a linear transformation of the 
accessed transfer functions, and as a function of the 
user commands representative of desired maXimum 
image densities. 

18. The digital laser imaging system of claim 1 Wherein 
the system further comprises a plurality of input modules 
and Wherein the transfer function memory is associated With 
the input modules, Wherein each input module is con?gured 
to provide access to the system by an associated user, and the 
transfer function memory associated With the input module 
includes memory for storing a plurality of user-speci?c 
transfer functions used by the associated user. 

19. The digital laser imaging system of claim 18 Wherein 
the ?lm model memory is associated With the input modules, 
and Wherein the ?lm model memory associated With each 
input module includes memory for storing a plurality of ?lm 
models used by the associated user. 

20. A digital laser imaging system for imaging ?lm as a 
function of digital image values representative of an image, 
user commands, and ?lm information that is characteristic of 
said ?lm, comprising: 
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image data input means for receiving said digital image 

values; 
user command means for receiving said user commands; 

?lm receiving means for receiving cartridges of said ?lm 
bearing the ?lm information in machine readable form; 

?lm information reading means for reading the ?lm 
information from cartridges loaded into the ?lm receiv 
ing means; 

laser scanning means, responsive to digital laser drive 
values, for scanning a laser beam to image said ?lm; 

a ?lm processor for developing imaged ?lm; 
a densitometer for providing information representative 

of the density of portions of the developed ?lm; 
transfer function memory for storing data characteristic of 

a plurality of transfer functions, each transfer function 
representative of a relationship betWeen eXpected 
imaged ?lm densities and associated digital image 
values; 

?lm model memory for storing data characteristic of a 
plurality of ?lm models, each ?lm model representative 
of a relationship betWeen eXpected imaged ?lm densi 
ties for a particular type of ?lm and associated laser 
drive values; 

test Wedge memory for storing test Wedge data that is 
characteristic of test Wedges, the test Wedge data being 
representative of a range of laser drive values associ 
ated With eXpected ?lm density values characteriZed by 
the ?lm models; 

RAM for storing digital data; and 
a digital processor including means for: 

accessing the transfer function memory as a function of 
said user commands to select user-desired transfer 

functions; 
accessing said ?lm model memory as a function of ?lm 

information read from cartridges to select ?lm mod 
els for ?lm to be imaged; 

accessing said test Wedge memory and initiating the 
imaging of test Wedges on ?lm; 

causing test Wedges on the imaged ?lm to be developed 
by said ?lm processor; 

causing said densitometer to provide information rep 
resentative of the actual density of the developed test 
Wedges; 

comparing the actual densities of the test Wedges to the 
associated eXpected ?lm density values; 

modifying data in said ?lm model memory as a func 
tion of the comparison so the ?lm model corresponds 
to the actual characteristics of the ?lm; 

generating, and storing in the RAM, lookup tables of 
data characteriZing relationships betWeen the laser 
drive values and the digital image values as a func 
tion of the selected transfer functions and ?lm mod 
els; and 

accessing laser drive values in the generated lookup 
tables as a function of the image values, and provid 
ing the accessed laser drive values to the laser 
scanning means to image the ?lm. 

21. The digital laser imaging system of claim 20 and 
further comprising operator-responsive calibration request 
input means coupled to the digital processor for initiating the 
imaging and processing of the test Wedge. 

22. The digital laser imaging system of claim 20 Wherein 
the digital processor further comprises means for initiating 
the imaging and processing of a test Wedge When ?lm 
information read from the cartridge indicates that a cartridge 
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containing a neW lot of ?lm has been loaded into the ?lm 
receiving means. 

23. The digital laser imaging system of claim 20 Wherein 
the digital processor further includes means for initiating the 
imaging and processing of a test Wedge When an elapsed 
period of time since a most recently imaged ?lm exceeds a 
predetermined period of time. 

24. The digital laser imaging system of claim 20 Wherein: 
the laser scanning means further comprises an attenuator 

for adjusting the intensity of the laser beam in response 
to attenuator control signals; 

the digital laser imaging system further comprises density 
patch memory for storing data characteristic of a den 
sity patch, the density patch data representative of the 
digital laser drive value associated With an expected 
predetermined imaged and developed ?lm density; and 

the digital processor further comprises: 
density patch calibration initiation means for accessing 

the density patch memory and initiating the imaging 
of a density patch on each ?lm as a function of the 
laser drive data; 

density patch processing means for causing the density 
patch on the imaged ?lm to be developed by the ?lm 
processor, and for causing the densitometer to pro 
vide information representative of the actual density 
of the developed patch; 

patch comparison means for comparing the actual 
density of the patch to the associated expected ?lm 
density value; and 

attenuator control means for generating attenuator con 
trol signals as a function of the patch comparison. 

25. The digital laser imaging system of claim 24 Wherein 
the digital processor further includes means for initiating the 
imaging and processing of test Wedges as a function of the 
comparison. 

26. The digital laser imaging system of claim 20 Wherein: 
the transfer function memory stores the transfer functions 

as data characteriZing the relationship betWeen a range 
of expected transmittance values of an image and 
associated image values; 

the ?lm model memory stores the ?lm models as data 
characteriZing the relationship betWeen a range of 
expected transmittance values of an image and associ 
ated ?lm exposure values; and 

the digital processor further comprises means for: 
accessing the ?lm model memory as a function of 

transmittance values to determine associated ?lm 
exposure values; 

computing laser drive values as a function of the 
determined ?lm exposure values; 

generating, and storing in RAM, index tables of data 
characteriZing relationships betWeen laser drive val 
ues and corresponding transmittance values; and 

generating the lookup tables by accessing the index 
tables as a function of desired transmittance values 
from selected transfer functions to create lookup 
tables of data characteriZing relationships betWeen 
the laser drive values and the image values. 

27. The digital laser imaging system of claim 26 Wherein 
the transfer function memory and the ?lm model memory 
each store the data representative of ?lm transmittance 
values in a form representative of human brightness 
response. 

28. The digital laser imaging system of claim 27 Wherein 
the transfer function memory and the ?lm model memory 
each store data representative of ?lm transmittance values in 
the form of the cubic roots of the ?lm transmittance values. 
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29. The digital laser imaging system of claim 27 Wherein 

the ?lm model memory stores the ?lm exposure values in the 
form of logarithms of the exposure values. 

30. The digital laser imaging system of claim 20 Wherein: 
the ?lm receiving mechanism comprises a mechanism for 

receiving cartridges of ?lm bearing bar coded ?lm 
information; and 

the ?lm information reading means comprises a bar code 
reader. 

31. The digital laser imaging system of claim 20 Wherein: 
the ?lm information reading means is con?gured to 

receive information representative of ?lm type; and 
the digital processor accesses the ?lm model memory and 

selects ?lm models as a function of the ?lm type 
information. 

32. The digital laser imaging system of claim 20 Wherein: 
the transfer function memory stores data characteristic of 

transfer functions representing a plurality of image 
contrasts; 

the user command means is con?gured to receive user 
commands representative of a desired image contrast; 
and 

the digital processor accesses the transfer function 
memory and selects transfer functions as a function of 
the desired image contrast information. 

33. The digital laser imaging system of claim 20 Wherein: 
the transfer function memory stores the transfer functions 

in the form of data representative of ranges of ?lm 
transmittance values as a function of associated image 
input values; and 

the digital processor further comprises means for 
generating, and storing in RAM, user-customiZed 
transfer functions as linear transformations of the 
accessed transfer functions and as a function of user 
commands received at the user command means. 

34. The digital laser imaging system of claim 33 Wherein: 
the user command means is con?gured to receive user 
commands representative of desired maximum image 
densities; and 

the digital processor further comprises means for gener 
ating and storing in RAM, user-customiZed transfer 
functions as a linear transformation of the accessed 
transfer functions and as a function of the user com 
mands representative of desired maximum image den 
sities. 

35. The digital laser imaging system of claim 20 Wherein 
the digital laser imaging system further comprises a plurality 
of input modules and Wherein the transfer function memory 
is associated With the input modules, Wherein each input 
module is con?gured to provide access to the digital laser 
imaging system by an associated user, and the transfer 
function memory associated With the input module includes 
memory for storing a plurality of user-speci?c transfer 
functions used by the associated user. 

36. The digital laser imaging system of claim 35 Wherein 
the ?lm model memory is associated With the input modules, 
and Wherein the ?lm model memory associated With each 
input module includes memory for storing a plurality of ?lm 
models used by the associated user. 

37. The digital laser imaging system of claim 10 Wherein: 
the patch comparison means compares the difference 

betWeen the actual density of the patch and the 
expected ?lm density value to tWo or more density 
difference ranges; and 

the attenuator control means generates the attenuator 
control signals as a function of the density difference 
range to Which the difference corresponds. 
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38. The digital laser imaging system of claim 24 wherein: 
the patch comparison means compares the difference 
betWeen the actual density of the patch and the 
expected ?lm density value to tWo or more density 
difference ranges; and 

the attenuator control means generates the attenuator 
control signals as a function of the density difference 
range to Which the difference corresponds. 

39. A digital laser imaging system for imaging ?lm as a 
function of digital image values representative of an image, 
comprising: 

image data input means for receiving said digital image 
values; 

?lm receiving means for receiving cartridges of ?lm 
bearing ?lm information in machine readable form; 

?lm information reading means for reading the ?lm 
information from cartridges loaded into the ?lm receiv 
ing means; 

laser scanning means, responsive to digital laser drive 
values, for scanning a laser beam to image said ?lm; 

a ?lm processor for developing imaged ?lm; 
a densitometer for providing information representative 

of densities of portions of the developed ?lm; 
lookup table memory for storing lookup table data, the 

lookup table data representative of the relationship 
betWeen the laser drive values and the digital image 
values; 

density calibration memory for storing data representative 
of one or more laser drive values associated With 

eXpected ?lm density values; and 
a digital processor coupled to the image data input means, 
?lm information reading means, laser scanning means, 
?lm processor, densitometer, lookup table memory and 
density calibration memory, and including means for: 
accessing the density calibration memory and initiating 

the printing of one or more density calibration 
patches on said ?lm; 

causing the density calibration patches on the ?lm to be 
developed by the ?lm processor; 

causing the densitometer to provide information rep 
resentative of the actual density of the density cali 
bration patches; 

comparing the actual densities of the density calibration 
patches to the associated eXpected ?lm density val 
ues; 

generating the lookup table data as a function of the 
?lm information read from the cartridges and the 
comparison betWeen the actual and eXpected densi 
ties of the density calibration patches; and 

accessing laser drive values in the generated lookup 
tables as a function of the image values, and provid 
ing the accessed drive values to the laser scanning 
means to image the ?lm. 

40. The digital laser imaging system of claim 39 Wherein: 
the ?lm receiving means is con?gured to receive car 

tridges of ?lm bearing ?lm type information in machine 
readable form; and 

the digital processor means for generating the lookup 
table data generates the lookup table data as a function 
of the ?lm type information read from the cartridges 
and the comparison betWeen the actual and eXpected 
densities of the density calibration patches. 

41. The digital laser imaging system of claim 39 Wherein: 
the density calibration memory stores test Wedge data that 

is characteristic of a plurality of test Wedges, the test 
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Wedge data being representative of a range of laser 
drive values associated With eXpected ?lm density 
values; 

the digital processor means for accessing the density 
calibration memory initiated the printing of the test 
Wedges on the ?lm; 

the digital processor means for comparing densities com 
pares the actual densities of the test Wedges to the 
associated eXpected ?lm density values; and 

the digital processor means for generating the lookup 
table data generates the lookup table data as a function 
of the ?lm information read from the cartridges and the 
comparison betWeen the actual and eXpected densities 
of the test Wedges. 

42. The digital laser imaging system of claim 41 and 
further comprising operator-responsive calibration request 
input means coupled to the digital processor for causing the 
digital processor to access the density calibration memory, 
initiate the printing of the test Wedges on the ?lm, compare 
the densities of the test Wedges to the eXpected ?lm density 
values and generate the lookup table data. 

43. The digital laser imaging system of claim 41 Wherein 
the digital processor further comprises means for causing the 
digital processor to access the density calibration memory, 
initiate the printing of the test Wedges on the ?lm, compare 
the densities of the test Wedges to the eXpected ?lm density 
values and generate the lookup table of data When a neW lot 
of ?lm has been loaded into the ?lm receiving mechanism. 

44. The digital laser imaging system of claim 41 Wherein 
the digital processor further comprises means for causing the 
digital processor to access the density calibration memory, 
initiate the printing of the test Wedges on the ?lm, compare 
the densities of the test Wedges to the eXpected ?lm density 
values and generate the lookup table data When an elapsed 
period of time since a most recently imaged ?lm exceeds a 
predetermined period of time. 

45. The digital laser imaging system of claim 39 Wherein: 
the laser scanning means further comprises an attenuator 

for adjusting the intensity of the scanned laser beam in 
response to attenuator control signals; 

the digital laser imaging system further includes density 
patch memory for storing data characteristic of a den 
sity patch, the density patch data representative of a 
digital laser drive value associated With an eXpected 
predetermined imaged and developed ?lm density; and 

the digital processor is coupled to the attenuator and 
density patch memory and further comprises density 
patch calibration means having: 
density patch calibration initiation means for accessing 

the density patch memory and initiating the imaging 
of a density patch on each ?lm as a function of the 
laser drive data; 

density patch processing means for causing the density 
patch on the imaged ?lm to be developed by the ?lm 
processor, and for causing the densitometer to pro 
vide information representative of the actual density 
of the developed patch; 

patch comparison means for comparing the actual 
density of the patch to the associated eXpected ?lm 
density value; and 

attenuator control means for generating attenuator con 
trol signals an a function of the patch comparison. 

46. The digital laser imaging system of claim 45 Wherein: 
the density calibration memory stores test Wedge data that 

is characteristic of a plurality of test Wedges, the test 
Wedge data being representative of a range of laser 
drive values associates With eXpected ?lm density 
values; 
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the digital processor means for accessing the density 
calibration memory initiates the printing of the test 
Wedges on the ?lm; 

the digital processor means for comparing the actual 
densities of the density calibration patches to the asso 
ciated eXpected ?lm density values compares the actual 
densities of the test Wedges to the associated eXpected 
?lm density values; 

the digital processor means for generating the lookup 
table data generates the lookup table data as a function 
of the ?lm information read from the cartridges and the 
comparison betWeen the actual and eXpected densities 
of the test Wedges; and 

the digital processor accesses the density calibration 
memory, initiates the printing of the test Wedges on the 
?lm, compares the densities of the test Wedges to the 
eXpected ?lm density values and generates the lookup 
table data as a function of the comparison betWeen the 
actual and eXpected densities of the density patch. 

47. An imaging system for imaging ?lm having machine 
readable ?lm information, comprising: 

a ?lm receiving mechanism for receiving the ?lm and 
reading the ?lm information; 

an input module for receiving digital image values rep 
resentative of an image; 

a scanning system responsive to laser drive values for 
scanning a laser beam to image the ?lm; 

lookup table memory for storing at least one lookup table 
de?ning a relationship between the received digital 
image values and the laser drive values; and 

a processor for: 
generating laser drive values from the lookup table as 

a function of the received digital image values and 
the read ?lm information; and providing the laser 
drive values to the scanning system to image the ?lm. 

48. The imaging system of claim 47; wherein in processor 
selects the lookup table from a plurality of stored lookup 
tables as a function of the read ?lm information. 

49. The imaging system of claim 47; wherein the proces 
sor generates the lookup table as a function of read ?lm 
information. 

50. The imaging system of claim 47 further comprising: 
transfer function memory for storing data characteristic 

of a plurality of transfer functions; each transfer func 
tion representative of a relationship between expected 
imaged ?lm densities and associated digital image 
values; and 

?lm model memory for storing data characteristic of a 
plurality of ?lm models; each ?lm model representative 
of a relationship between expected imaged ?lm densi 
ties and associated laser drive values; 
wherein the processor generates the lookup table as a 

function of the selected ?lm model and at least one 
of the transfer functions. 

51. The imaging system of claim 47; wherein the ?lm 
information includes a ?lm type. 

52. The imaging system of claim 47; wherein the ?lm 
information includes a ?lm size. 

53. The imaging system of claim 47; wherein the ?lm is 
contained in a ?lm container on which the ?lm information 
is ?xed. 

54. The imaging system of claim 53; wherein the ?lm 
container is a resealable ?lm container 

55. The imaging system of claim 47; wherein the ?lm 
information is present on a bar code label on a ?lm 
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container; and further wherein the ?lm receiving mechanism 
includes a bar code scanner for reading the ?lm information 
from the bar code label. 

56. The imaging system of claim 47; wherein the imaging 
5 system is a medical imaging system. 

57. An imaging system comprising: 
an input module for receiving digital image values rep 

resentative of a scanned image; 
a scanning system responsive to drive values for scanning 

a laser beam to image ?lm; 
memory for storing a lookup table de?ning a relationship 

between the received digital image values and the laser 
drive values; 

a densitometer for providing information representative 
of an optical density of the imaged ?lm; 

test wedge memory for storing test wedge data represen 
tative of a range of laser drive values; and 

a processor for: 
initiating a calibration of the imaging systems by 
providing the range of laser drive values from the 
test wedge memory to the scanning system to image 
a test wedge on the ?lm; 

controlling the densitometer to provide density infor 
mation representative of actual densities of the 
imaged test wedges; and modifying 

the lookup table as a function of the provided density 
information. 

58. The imaging system of claim 57 further comprising: 
a ?lm receiving mechanism for receiving a container of 
?lm having machine readable information that is char 
acteristic of the contained ?lm; wherein the processor 
initiates the calibration of the imaging system accord 
ing to the read ?lm information and modi?es the lookup 
table as a function of the provided density information. 

59. The imaging system of claim 57 further comprising: 
a ?lm receiving mechanism for receiving a container of 
?lm having machine readable information that is char 
acteristic of the contained ?lm; 

transfer function memory for storing data characteristic 
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of a plurality of transfer functions; each transfer func 
tion representative of a relationship between expected 
imaged ?lm densities and associated digital image 
values; and 

45 ?lm model memory for storing data characteristic of a 
plurality of ?lm models; each ?lm model representative 
of a relationship between expected imaged ?lm densi 
ties and associated laser drive values; wherein the 
processor modi?es the lookup table by: 
selecting one of the ?lm models based on the read ?lm 

information; updating the ?lm model according to 
the provided density information; and generating the 
lookup table as a function of the selected ?lm model 
and at least one of the transfer functions. 

60. The imaging system of claim 5 7 further comprising a 
?lm receiving mechanism for receiving a container of ?lm 
having machine readable information that is characteristic 
of the contained ?lm; wherein the processor selects the 
lookup table for modi?cation from a plurality of stored 

60 lookup tables as a function of the machine readable infor 
mation. 

61. The imaging system of claim 5 7; wherein the imaging 
system is a medical imaging system. 

62. A method for forming an image on ?lm comprising the 
65 steps of" 

receiving ?lm having machine readable ?lm information 
therewith; reading the ?lm information; 
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receiving digital image values representative of a scanned 
image; 

generating laser drive values from a lookup table as a 
function of the received digital image values and the 
read ?lm information, wherein the lookup table de?nes 
a relationship between the received digital image val 
ues and the laser drive values; and 

providing the laser drive values to a scanning system 
responsive to drive values for scanning a laser beam to 
image the ?lm. 

63. The method of claim 62, wherein the step of reading 
?lm information includes the step of reading a ?lm type. 

64. The method of claim 62, wherein the step of reading 
?lm information includes the step of reading a ?lm size. 

65. The method of claim 62, wherein the step of gener 
ating laser drive values comprises the step of generating the 
lookup table as function of the read ?lm information. 

66. The method of claim 62, wherein the step of gener 
ating laser drive values comprises the steps of." 

selecting a transfer function from a plurality of transfer 
functions representative of a relationship between 
expected imaged ?lm densities and associated digital 
image values,~ 

selecting a ?lm model from a plurality of ?lm models 
based on the read ?lm information, wherein the ?lm 
model representative of a relationship between 
expected imaged ?lm densities and associated laser 
drive values,' and 

generating the lookup table as a function of the selected 
?lm model and the selected transfer function. 

67. The method of claim 62, wherein the step of gener 
ating laser drive values includes the step of selecting the 
lookup table from a plurality of lookup tables based on the 
read ?lm information. 

68. The method of claim 62, wherein the reading step 
comprises the step of reading the ?lm information from a 
?lm container on which the ?lm information is ajfixed. 

69. The method of claim 62, wherein the imaging system 
is a medical imaging system. 

70. A method for automatically calibrating an imaging 
system having an input module for receiving digital image 
values representative of a scanned image and a laser system 
for imaging the ?lm in response to laser drive values, the 
method comprising the steps of." 

automatically initiating a calibration of the imaging sys 
tem based on a detected change in an imaging param 

eter,' 
accessing test wedge data representative of a range of 

laser drive values,~ 
providing the range of laser drive values to the laser 

scanning system to image a test wedge on the ?lm,~ 
controlling a densitometer to provide density information 

representative of actual densities of the imaged test 
wedge,' and 

modifying a lookup table as a function of the provided 
density information, wherein the lookup table de?nes a 
relationship between the received digital image values 
and the laser drive values. 

71. The method of claim 70, wherein the initiating step 
further comprises the steps of detecting a received container 
of ?lm having machine readable information that is char 
acteristic of the contained ?lm and reading the machine 
readable ?lm information, and further wherein the modify 
ing step includes the step of selecting the lookup table to be 
modi?ed from a plurality of stored lookup tables based on 
the machine readable information. 
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72. The method of claim 70, wherein the initiating step 

further comprises the steps of detecting a received container 
of ?lm having machine readable information that is char 
acteristic of the contained ?lm and reading the machine 
readable ?lm information, and further wherein the modify 
ing step includes the step of modifying the lookup table as a 
function of the read ?lm information and the provided 
density information. 

73. The method of claim 70, wherein the modifying step 
further comprises the steps of." 

receiving a container of ?lm having machine readable 
information that is characteristic of the contained ?lm,~ 

reading the machine readable ?lm information from the 
?lm container,~ 

selecting a transfer function from a plurality of transfer 
functions, wherein each transfer function is represen 
tative of a relationship between expected imaged ?lm 
densities and associated digital image values,~ 

selecting a ?lm model from a plurality of ?lm models 
based on the read ?lm information, wherein each model 
is representative of a relationship between expected 
imaged ?lm densities and associated laser drive values,~ 

updating the selected ?lm model according to the pro 
vided density information,‘ and 

generating the lookup table as a function of the updated 
?lm model and the selected transfer function. 

74. The method of claim 70, wherein the imaging system 
is a medical imaging system. 

75. A method for imaging ?lm with an imaging system 
having a scanning system responsive to drive values for 
scanning the ?lm with a laser beam, the method comprising 
the steps of: 

receiving a container of ?lm having information in 
machine readable form,~ 

reading the ?lm information from ?lm container,~ 
receiving digital image values representative of a scanned 

image,' 
accessing density calibration data representative of one 

or more laser drive values associated with expected 
?lm density values,~ 

providing the density calibration data to the scanning 
system to form a density calibration patch on the ?lm,~ 

controlling a densitometer to provide density information 
representative of actual densities of the density cali 
bration patch,‘ 

modifying a lookup table as a function of the provided 
density information and the read ?lm information, 
wherein each lookup table de?nes a relationship 
between the received digital image values and the laser 
drive values,~ 

generating laser drive values from the modi?ed lookup 
table based on the received digital image values,' and 

providing the laser drive values to the scanning system to 
form an image on the ?lm. 

76. The method of claim 75, wherein the modifying step 
further comprises the steps of." 

comparing the provided density information to the asso 
ciated expected ?lm density values,' and 

modifying the lookup table as a function of the ?lm 
information read from the cartridges and the compari 
son between the provided density information and the 
expected densities of the density calibration patches. 

77. The method of claim 75, wherein the modifying step 
further comprising the step of selecting the lookup table to 
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be modi?ed from a plurality of stored lookup tables based on 
the machine readable information. 

78. The method of claim 75, wherein the modifying step 
further comprises the steps of" 

selecting a transfer function from a plurality of transfer 
functions, wherein each transfer function is represen 
tative of a relationship between expected imaged ?lm 
densities and associated digital image values; 

selecting a ?lm model from a plurality of ?lm models 
based on the read ?lm information, wherein each ?lm 
model is representative of a relationship between 
expected imaged ?lm densities and associated laser 
drive values,~ 

comparing the provided density information to the asso 
ciated expected ?lm density values,~ 

updating the selected ?lm model according to the com 
parison between the provided density information and 
the expected densities of the density calibration 
patches,‘ and 

generating the lookup table as a function of the updated 
?lm model and the selected transfer function. 

79. The method of claim 75, wherein the imaging system 
is a medical imaging system. 

80. An imaging system for imaging ?lm having machine 
readable ?lm information, comprising: 

a ?lm receiving mechanism for receiving the ?lm and 
reading the ?lm information,' 

an input module for receiving input image values repre 
sentative of an image,' 

an output module responsive to output image values for 
imaging the ?lm,~ 

lookup table memory for storing at least one lookup table 
de?ning a relationship between the received input 
image values and the output image values,' and 

a processor for: 
generating output image values from the lookup table 

as a function of the received input image values and 
the read ?lm information, and 

providing the generated output image values to the 
output module to image the ?lm. 

81. An imaging system comprising: 
an input module for receiving input image values repre 

sentative of an image,' 
an output module responsive to output image values for 

imaging the ?lm,~ 
memory for storing a lookup table de?ning a relationship 
between the received input image values and the output 
image values,' 

a densitometer for providing information representative 
of an optical density of the imaged ?lm,~ 

test wedge memory for storing test wedge data represen 
tative of a range of output image values,' and 
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a processor for: 

initiating a calibration of the imaging system by pro 
viding the range of output image values from the test 
wedge memory to the output module to image a test 
wedge on the ?lm,~ 

controlling the densitometer to provide density infor 
mation representative of actual densities of the 
imaged test wedges,' and 

modifying the lookup table as a function of the provided 
density information. 

82. A method for forming an image on ?lm comprising the 
steps of" 

receiving ?lm having machine readable ?lm information 
therewith,~ 

reading the ?lm information,‘ 
receiving input image values representative of a scanned 

image,' 
generating output image values from a lookup table as a 

function of the received input image values and the read 
?lm information, wherein the lookup table de?nes a 
relationship between the received input image values 
and the output image values,' and 

providing the output image values to an output module 
responsive to output module responsive to output image 
values for imaging the ?lm. 

83. A method for automatically calibrating an imaging 
system having an input module for receiving input image 
values representative of an image and an output module for 
imaging the ?lm in response to output image values, the 
method of comprising the steps of" 

detecting a change in an imaging parameter,‘ 
accessing test wedge data representative of a range of 

output image values; 
providing the range of output image values to the output 

module to image a test wedge on the ?lm,~ 

controlling a densitometer to provide density information 
representative of actual densities of the imaged test 
wedge,' and 

modifying a lookup table as a function of the provided 
density information and the detected change in the 
imaging parameter; wherein the lookup table de?nes a 
relationship between the received input image values 
and the output image values. 

84. The method of claim 83, wherein the detecting step 
further includes the steps of detecting a received container 
of ?lm having machine readable information that is char 
acteristic of the contained ?lm and reading the machine 
readable ?lm information, and further wherein the modify 
ing step includes the step of modifying the lookup table as a 
function of the read ?lm information and the provided 
density information. 


