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ORGAN SEPARATION FOR THERMAL 
THERAPY 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

The present invention relates generally to an apparatus 
and method for performing a thermal therapy patient treat 
ment protocol. More particularly, the invention relates to a 
novel apparatus and method for physically separating organs 
to enable aggressive thermal therapy to be administered 
safely and relatively comfortably, on an outpatient basis, if 
desired. 

Thermal therapy has been proven to be an effective 
method of treating various human tissues. Thermal therapy 
includes tissue freezing thermotherapy, hyperthermia treat 
ment and various cooling treatments. Thermotherapy treat 
ment is a relatively neW method of treating cancerous, 
dieseased and/or undesirably enlarged human prostate tis 
sues. Hyperthermia treatment is Well knoWn in the art, 
involving the maintaining of a temperature betWeen about 
415° through 45° C. Thermotherapy, on the other hand, 
usually requires energy application to achieve a temperature 
above 45° C. for the purposes of coagulating the target 
tissue. Tissue coagulation bene?cially changes the density of 
the tissue. As the tissue shrinks, forms scars and is 
reabsorbed, the impingement of the enlarged tissues, such as 
an abnormal prostate, is substantially lessened. Further, 
tissue coagulation and its bene?cial effects are useful for 
treating cancerous tissue, because cancer cells are particu 
larly susceptible to abnormal temperatures. Cancer cells can 
be treated in accordance With the present invention With 
temperatures in excess of 100° C. Without damage to the 
therapy applicator or discomfort to the patient. 

The higher temperatures required by thermotherapy 
require delivery of larger amounts of energy to the target 
prostate tissues. At the same time, it is important to protect 
nontarget tissues from the high thermotherapy temperatures 
used in the treatment. Providing safe and effective thermal 
therapy, therefore, require devices and methods Which have 
further capabilities compared to those Which are suitable for 
hyperthermia. 

Although devices and methods for treating prostate can 
cer and benign prostatic hyperplasia have evolved dramati 
cally in recent years, signi?cant improvements have not 
occurred and such progress is badly needed. As recently as 
1983, medical textbooks recommended surgery for remov 
ing cancerous or impinging prostatic tissues and four dif 
ferent surgical techniques Were utilized. Suprapubic pros 
tatectomy Was a recommended method of removing the 
prostate tissue through an abdominal Wound. Signi?cant 
blood loss and the concomitant hazards of any major sur 
gical procedure Were possible With this approach. 

Perineal prostatectomy Was an alternatively recom 
mended surgical procedure Which involved gland removal 
through a relatively large incision in the perineum. Infection, 
incontinence, impotence or rectal injury Were more likely 
With this method than With alternative surgical procedures. 

Transurethral resection of the prostate gland has been 
another recommended method of treating benign prostatic 
hyperplasia. This method required inserting a rigid tube into 
the urethra. A loop of Wire connected With electrical current 
Was rotated in the tube to remove shavings of the prostate at 
the bladder ori?ce. In this Way, no incision Was needed. 
HoWever, structures Were more frequent and repeat opera 
tions Were sometimes necessary. 
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The other recommended surgical technique for treatment 

of benign prostatic hyperplasia Was retropubic prostatec 
tomy. This required a loWer abdominal incision through 
Which the prostate gland Was removed. Blood loss Was more 
easily controlled With this method, but in?ammation of the 
pubic bone Was more likely. 

With the above surgical techniques, the medical text 
books noted the vascularity of the hyperplastic prostate 
gland and the corresponding dangers of substantial blood 
loss and shock. Careful medical attention Was necessary 
folloWing these medical procedures. 

The problems previously described led medical research 
ers to develop alternative methods for treating prostate 
cancer and benign prostatic hyperplasia. Researchers began 
to incorporate heat sources in Foley catheters after discov 
ering that enlarged mammalian tissues responded favorably 
to increased temperatures. Examples of devices directed to 
treatment or prostate tissue include U.S. Pat. No. 4,662,383 
(Harada), U.S. Pat. No. 4,967,765 (Turner), US. Pat. No. 
4,662,383 (SogaWa) and German Patent No. DE 2407559 
C3(Dreyer). Though these references disclosed structures 
Which embodied improvements over the surgical techniques, 
signi?cant problems still remained unsolved. 

Recent research has indicated that cancerous and/or 
enlarged prostate glands are most effectively treated With 
higher temperatures than previously thought. Complete uti 
lization of this discovery has been tempered by dif?culties in 
protecting rectal Wall tissues from thermally induced dam 
age. While shielding has been addressed in some hyperther 
mia prior art devices, the higher energy ?eld intensities 
associated With thermotherapy necessitate devices and 
methods having further capabilities beyond those suitable 
for hyperthermia. For example, the microwave-based 
devices disclosed in the above-referenced patents have gen 
erally produced relatively uniform cylindrical energy ?elds. 
Even at the loWer energy ?eld intensities encountered in 
hyperthermia treatment, unacceptably high rectal Wall tem 
peratures have limited treatment periods and effectiveness. 

In addition, ef?cient and selective cooling (for heat 
based treatments) or Warming (for freezing treatment) of the 
devices is rarely provided. This substantially increases 
patient discomfort and increases the likelihood of healthy 
tissue damage during benign prostatic hyperplasia treat 
ments. These problems have necessitated complex and 
expensive temperature monitoring systems along the ure 
thral Wall. Satisfactory ablative prostate cancer therapy 
using extremely high or loW temperature treatments cannot 
be undertaken Without effective thermal control of the 
therapy device including effective cooling of exterior por 
tions of the therapy device. 

It is therefore an object of the invention to provide an 
improved apparatus and method suitable for thermal therapy 
treatment of tissue. 

It is another object of the invention to provide an 
improved method and apparatus for physically separating 
mammalian organs. 

It is yet another object of the invention to provide an 
improved method and apparatus for physically separating 
human organs for thermal isolation purposes. 

It is a further object of the invention to provide an 
improved apparatus and method for thermal therapy treat 
ment Which separates the prostate from the rectum. 

It is yet a further object of the invention to provide a 
novel method and apparatus for thermal therapy treatment 
that utilizes a ?uid to separate the prostate from the rectum 
for thermal isolation purposes. 

It is a still further object of the invention to provide a 
novel means for dynamic monitoring of the treatment tem 
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perature distribution and to use such information to aid in the 
control of the deposited poWer level and its distribution. 

It is another object of the invention to provide an 
improved applicator Which can be inserted into a space 
betWeen a prostate and a rectum and be positioned With 
respect to the prostate and maintained in position during 
treatment. 

It is a further object of the invention to provide improved 
control of both poWer level and the distribution of the poWer 
deposited in the prostate in a dynamic fashion during 
thermal therapy Which compensates for physiological 
changes (temperature, blood ?oW effects) that can occur 
during therapy and accommodates operator-desired alter 
ations in the therapeutic energy distribution Within the 
prostate. 

It is an additional object of the invention to provide an 
improved thermal therapy device Which minimiZes energy 
reaching the rectal Wall in benign prostatic hyperplasia or 
prostate cancer thermotherapy treatment. 

Other advantages and features of the invention, together 
With the organiZation and manner of operation thereof, Will 
become apparent from the folloWing detailed description 
When taken in conjunction With the accompanying draWings, 
Wherein like elements have like numerals throughout the 
draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a front vieW of a human prostate and 
rectum in accordance With conventional medical knoWl 
edge; 

FIG. 2 shoWs a front vieW of the prostate and rectum of 
FIG. 1 physically separated by a ?uid; 

FIG. 3 illustrates a side vieW of a prostate and rectum 
physically separated by a ?uid; 

FIG. 4 shoWs a front vieW of the prostate and rectum of 
FIG. 2 shoWing a device for providing the ?uid and a ?uid 
temperature sensor; 

FIG. 5 illustrates a front vieW of a prostate and rectum 
separated by a mechanical separator including a thermo 
therapy delivery system; 

FIG. 6 shoWs a side vieW of the prostate, rectum and 
mechanical separator of FIG. 5; 

FIG. 7 illustrates a side vieW of the prostate, rectum and 
mechanical separator of FIG. 5 and 6 shoWing thermal 
therapy application to the prostate; and 

FIG. 8 shoWs a front vieW of a delivery system con 
structed in accordance With one form of the invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENT 

FIG. 1 illustrates a front vieW of a human prostate 12 
located immediately above a human rectum 14 in accor 
dance With Well knoWn anatomical observations. The pros 
tate and the rectum 14 are separated by a thin facial plane 
called “Denoviller’s fascia” or a “biplane fascial layer” 16. 
Denoviller’s fascia is composed of tWo layers of ?brous 
membrane tissue in close contact. To kill prostatic cancer 
cells Within the prostate 12, the entire prostate 12 must 
typically be subjected to the thermal therapy, regardless of 
Whether heating or cooling techniques are utiliZed. Because 
the rectum 14 naturally lies in intimate contact With the 
prostate 12 and the biplane fascial layer 16, if one subjects 
the periphery of the prostate 12 to intense thermal therapy to 
kill all living tissue Within, one risks damaging the portions 
of the rectum 14 close to the prostate 12. Such damage can 
lead to serve complications such as urethral or vesicle-rectal 
?stulae. 
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The present invention can be ultrasound or magnetic 

resonance or other imaging modalities to direct the percu 
taneous (through trans-perineal techniques or others) instil 
lation of ?uid 18 under pressure into the biplane fascial layer 
16 (Denovillers fascia) to create a real space 20 from the 
pre-eXisting virtual space, thereby physically separating the 
rectum 14 from the prostate 12. Extremely loW ?uid pres 
sures (i.e., gravity-fed ?oWs) can be used in accordance With 
the invention if desired. The ?uid 18 tracks into this fascial 
plane, physically and thermally isolating the rectum 14 from 
the prosate 12, and isolating the prostate 12 from lateral and 
inferior lying structures (e.g., the perineal diaphragm, 
sphincteric mechanism and neurovascular bundles). Fluid 18 
can be continuously instilled to cool (or Warm, as desired) 
and separate this space 20 and protect adjacent structures. 
Thermoprobes can be placed into the periphery of the 
prostate to ensure adequate temperatures to ablate cancer 
cells While temperature sensors 22 and pressure monitors in 
the ?uid space can dictate the amount of ?uid ?oW necessary 
to adequately protect adjacent structures. Conventional 
intermittent trans-rectal ultrasound can also help ensure 
adequate continuing separation of vital tissues by the 
instilled cooling ?uid 18. 

In accordance With one preferred embodiment of the 
invention, a needle 24 is inserted at a location near or 
betWeen the prostate 12 and rectum 14 to infuse a ?uid 18 
for cleaving or providing a space 20 physically separating 
the prostate 12 and rectum 14. It Will be apparent that all of 
the organ separation methods described herein can be prac 
ticed from a variety of entry ports: transperineally, 
transrectally, transurethrally, suprapubically and others. The 
?uid 18 can be a cooling solution (ionic or nonionic), an 
insulating medium (as in energy absorption), an energy 
re?ecting medium for use With some trans-urethral therapy 
applications, a Warming solution, air or a gas, or some type 
of gel. Infusing these types of agents essentially provides a 
space 20 to either help insulate the rectum 14 from the 
therapy or can provide a means to either augment the therapy 
or to provide the actual therapy itself. 
The ?uid 18 can be bolused in or continuously infused to 

provide proper maintenance of the space 20 betWeen the 
organs and proper temperature of the ?uid 18. The ?uid 18 
can also be recirculated into and out of the space 20 by the 
use of a multilumen catheter or by use of multiple catheters. 
For heat treatments, the ?uid 18 can be cooled to provide 
cooling to the rectum 14. Alternatively, the ?uid 18 can be 
maintained at a minimally therapeutic temperature. 
Therefore, monitoring of the ?uid 18 temperature Within the 
space 20 or in the delivered and returned solution tempera 
ture can be used to guide or enhance the treatment of 
effectiveness. For cooling or freeZing treatments of the 
prostate 12, the ?uid 18 can be Warmed to ensure that the 
rectum 14 is provided a safety cushion such that the therapy 
inside the prostate 12 can be as aggressive as possible. 

In accordance With another form of the invention, a 
mechanical separator 28 can be utiliZed to provide this space 
20 and remove the need to infuse or continuously infuse an 
agent Which Would either be resorbed by the body or 
WithdraWn by a physician. 

This space 20, once created, can also be used to provide 
a WindoW Within Which to noW deliver therapy, feedback 
regarding the eXtent of the treatment by providing more 
localiZed control or for various types of imaging (e.g., 
ultrasound). Further details for implementing those func 
tionalities are described hereinbeloW. This technique can be 
especially useful for prostate cancer Which develops pre 
dominantly in the posterior and lateral edges of the prostate 
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12. The close proximity of the thermally sensitive rectum 14 
to those commonly af?icted areas of the prostate 12 limits 
the effectiveness of conventional treatment. By utilizing the 
space 20 or WindoW to noW provide a means for directly 
treating these regions of the prostrate 12 in a directional Way, 
the rectum 14 can be protected from thermal damage, and 
the location of the cancer can be extremely aggressively 
treated in a safe and relatively comfortable manner. Therapy 
elements (energy sources) capable of providing desirably 
asymmetric energy patterns include, Without limitation, 
laser, microWave (especially With some type of shielding 
(e.g., air) to avoid heating the rectum 14), cryosurgery, 
ultrasound (focused or diffuse) and diagnostic ultrasound. 
The diagnostic ultrasound and the therapeutic ultrasound can 
be combined into the same probe if desired. 

Suitable mechanical separators 28 can comprise a variety 
of con?gurations and materials. For instance, a conventional 
balloon catheter 30 can be inserted into the biplane fascial 
layer 16 and in?ated to lift the prostate 12 aWay from the 
rectum 14 as shoWn in FIGS. 5 and 6. Further, any number 
of mechanical devices can be used such as graspers, 
expanders, and similar devices. The balloon catheter 30 can 
be in?ated With air, Water, gel or virtually any other ?uid, 
and the ?uid 18 can be either static or continuously recir 
culated. Alternatively, open-ended devices can be used to 
both partially or completely physically separate and instill 
?uid. The ?uid can be selected to cool the therapeutic 
element 36 and help separate the organs. It Will be apparent 
to one of ordinary skill in the art that air or other ?uids that 
do not freeZe should be used for freeZing types of thermal 
therapy treatments. 

The balloon 32 can include a nondistensible or in?nitely 
expandable (i.e., latex) structure for creating the desired 
space 20. The temperature of the inner portion of the balloon 
32 can be monitored and regulated to a speci?ed tempera 
ture. This temperature can also be modi?ed during a treat 
ment to suit the individual clinical/therapeutic needs or 
targets. In this Way, either Warming or cooling can be 
administered as the need arises. This temperature can also be 
used to ensure that the (peripheral) outer portions of the 
prostate 12 achieve a desired thermal therapy treatment 
temperature While ensuring that the rectum 14 remains at 
safe, subtherapeutic temperatures. 

Temperature sensors 22 can also be added to the outside 
of the separator 28 in various locations including, but not 
limited to, along the base of the prostate 12 and/or along the 
rectal Wall. In this Way, more direct monitoring of anatomi 
cal structures of interest can be achieved and all tissues can 
be maintained at desired temperatures. The separator 28 can 
also provide a mechanism for treating the outer portions of 
the gland as discussed hereinafter. 

For example, the separator 28 can also be used to house 
a therapeutic element 36 such as one or multiple lasers, 
therapeutic ultrasound (focused, directional or diffuse), 
diagnostic ultrasound or microWave elements. The therapeu 
tic element 36 can be directional, shielded or simply con 
ventional. The element 36 can then be used to effectively 
treat the outer portions of the prostate 12. This approach can 
be used in conjunction With another form of treatment, either 
drug or device, and can be used With interstitial or intralu 
minal treatments. If needed, a conventional endoscope or 
similar device can be inserted to guide the application of the 
treatment under direct visualiZation. 

The therapeutic element 36 can incorporate a locating 
means 40 Whereby the location of the treatment can be 
con?rmed, adjusted or maintained throughout the treatment. 
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This locating means 40 can include, Without limitation, a 
helium neon laser pointer for direct vision or a mechanical/ 
ultrasoun opaque (i.e., metal) indicator on the probe itself. It 
can also comprise an ultrasound imaging device capable of 
monitoring the therapeutic effect in the tissue itself. 

While prostate treatment uses of the present invention are 
described herein for illustrative purposes, it Will be readily 
apparent that the present invention can also be used to treat 
other anatomical structures including, Without limitation, 
structures inherent or attached to the rectum 14 itself (e.g., 
treating the Wall of the rectum 14 or tumors associated With 
the rectum 14). 

Thermal therapy delivery systems 50 can also be used as 
mechanical separators 28. The delivery system 50 can take 
a number of forms, such as the one described in co-pending 
US. patent application Ser. No. 07/976,232, the Detailed 
Description of Preferred Embodiments Which is incorpo 
rated herein in its entirety. Alternatively, the delivery system 
50 shoWn in FIG. 8 can be used satisfactorily. The delivery 
system 50 can include the ability to provide degassed and 
temperature regulated Water ?oW into the delivery system 50 
adjacent tissue to be treated. An example of such a suitable 
delivery system 50 is a single or multiple lumen device 
Which circulates ?uid, gas, gel and the like under pressure 
Within a closed environment. The delivery system 50 is 
intended to be inserted into body cavities or interstitially. 
The delivery system 50 can be inserted into the body (organ) 
targeting a speci?c treatment site. The delivery system 50 
can house a therapeutic element 36 such as laser, 
microWave, therapeutic or diagnostic ultrasound or simply a 
temperature sensor 22. The ?uid 18 or infused agent can be 
recirculated under pressure or can remain static. This form 
of the invention can deliver therapeutic energy to internal 
body structures through a minimally invasive procedure. 

The delivery system 50 is preferably small in diameter, 
being 9 French and under. Delivery system 50 as small as 6 
French have been used satisfactorily and are being further 
miniamriZed. The delivery system 50 incorporates 360 
degree radial cooling (or Warming) Which is essential for this 
intensive thermal therapy, especially for interstitial therapy, 
because it greatly reduces the potential for exit Wounds 
Which could result from both thermal or freeZing technolo 
gies. 
The delivery system 50 can be made out of extremely thin 

polymers, such as PET, Which permits the use of very thin 
Wall thicknesses, thereby minimiZing the overall device siZe. 
This type of material is essentially nondistensible and can 
Withstand high pressures Without failure. This permits pas 
sage of ?uid 18 or other media under pressure to provide 
?oW Without compromise of the structure. The delivery 
system 50 can also be made from typical catheter materials 
With the siZe increasing due to the need for larger Wall 
thicknesses. 
The delivery system 50 can have a rigid structure that aids 

in insertion or could be made so thin that it essentially has 
no rigidity. The latter design can be in?ated to provide the 
handling and insertion stability required. This has the advan 
tage of permitting extremely thin Wall thicknesses to be 
used, thereby, maximiZing throughput ?oW and/or minimiZ 
ing overall siZe. The rigidity of the delivery system 50 can 
also be used in conjunction With a conventional sharpened 
tip at one end of the delivery system 50. The sharpened tip 
enables interstitial insertion of the delivery system 50 Where 
desired. 
The circulating ?uid 18 could be either a cooling agent or 

a Warming agent, Whichever is required for the particular 
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thermal therapy being utilized. For example, microwave 
therapy bene?ts from a cooled device Whereby the cooling 
of the antenna provides a substantial increase in ef?ciency. 
The delivery system 50 preferably incorporates the thera 
peutic elements 36 With complete cooling or Warming (via 
submersion) along the therapeutic element’s 36 entire 
length. This con?guration is the most efficient use of space, 
thereby resulting in a smaller pro?le. 

The outer structure (lumen) 52 of the delivery system 50 
can be made either nondistensible or moderately to fully 
distensible. A distensible outer lumen diameter can be 
changed even during a treatment to maintain desired contact 
With the surrounding tissue. This is important for therapies 
that bene?t from intimate contact betWeen the applicator and 
the tissue for efficient transmission of energy such as 
microWave, laser, ultrasound and the like. 

The change in lumen 52 diameter can be accomplished 
via an active increase in the internal pressure of the delivery 
system 50. The pressure can be increased (in?ated), 
decreased or otherWise controlled automatically (or 
manually) and triggered via the recording or re?ected or lost 
poWer transmission Which can be monitored real time. A 
conventional pump 60 or other in?ation system can be 
controlled electronically for this purpose. This can be a 
feedback circuit to improve the ef?cient transmission of 
energy throughout the duration of the treatment. In this Way, 
intimate contact betWeen the delivery system 50 and the 
surrounding tissue can be maintained throughout the 
treatment, increasing the ef?ciency of the energy transmis 
sion. 

PressuriZation can also be a useful feature of the delivery 
system 50 for: clearing the pathWay of air or impurities; 
cooling or Warming; and reducing or eliminating modi?ca 
tions in the environment resulting from the treatment. For 
eXample, in microWave treatments, the cooling medium is 
typically a deioniZed solution such as distilled Water. With 
the application of microWave energy, the microbubbles are 
produced along the antenna resulting in an increase in 
re?ected poWer. This can develop into an almost total 
stoppage of emitted energy into the tissue. PressuriZation 
desirably changes the degassing characteristics of the 
medium and can minimiZe the effect of microbubbles on 
energy transmission. FloWing ?uid 18 also Washes any of the 
microbubbles out of the energy emitting pathWay. Air Will 
block the transmission of most energy sources such as 
microWave and ultrasound. Laser Will also see this as 
another interface Which can result in overheating of the 
delivery system 50 in that region possibly resulting in 
delivery system 50 or laser malfunction. PressuriZation can 
therefore reduce or eliminate re?ected poWer and can be 
varied throughout a treatment to compensate for changes in 
the re?ected poWer levels that may occur. 

Re?ected poWer Will also change according to the 
matching/mismatching characteristics of the environment 
surrounding the delivery system 50. This is especially true 
for microWave energy. Therefore, the measurement of 
re?ected poWer can be used to correlate With tissue changes 
in the surrounding tissue. This measurement can, therefore, 
be used as a feedback mechanism for the progression of a 
treatment or for a regulating mechanism during a treatment. 
It can be used as a surrogate measure of tissue temperature, 
or tissue destruction and can also be used to determine if the 
treatment is being applied too aggressively. For example, if 
the therapy is too aggressive, the interface betWeen the 
delivery system 50 and the surrounding tissue may change 
(e.g., dehydrate) Which Will impact the matching betWeen 
the tWo entities. The severity of the mismatch Will be 
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re?ected in an increase in the re?ected poWer. This mis 
match clinically results in a less effective administered 
treatment. By reacting to the change in the re?ected poWer, 
the aggressiveness of the treatment can be modi?ed to 
manage this event. Re?ected poWer Will change With 
changes in the temperature of the environment surrounding 
the delivery system 50. Accordingly, this measure can be 
used to estimate the temperature of the environment. This is 
the same for actual physical changes in the surrounding 
environment (e.g., denaturiZation, carboniZation, 
dehydration, etc.); therefore this measure can also estimate 
effects of a treatment upon the surrounding environment. 

While preferred embodiments have been illustrated and 
described, it should be understood that changes and modi 
?cations can be made therein Without departing from the 
invention in its broader aspects. Various features of the 
invention are de?ned in the folloWing claims. 

We claim: 
1. A method of providing thermal to prostate tissue of a 

patient, comprising the steps of: 

inserting a ?uid infusing device into the patient; 

locating the ?uid infusing device at a location adjacent a 
portion of the patient’s prostate and the patient’s rec 
tum to provide passage of a volume of a ?uid from the 
device to said location Without a containment structure 

betWeen the portion of the patient’s prostate and the 
rectum, said location selected to alloW said ?uid to 
begin physically separating the portion of the prostate 
and the rectum; 

continuing to infuse said ?uid causing physical separation 
of the portion of the prostate and the rectum; and 

applying said thermal therapy to the prostate tissue. 
2. The method as de?ned in claim 1, further including the 

step of containing to infuse said ?uid to completely physi 
cally separate all portions of the prostate and the rectum With 
said ?uid. 

3. The method as de?ned in claim 1, Wherein said location 
is disposed in a biplane fascial layer of the patient. 

4. The method as de?ned in claim 1, including the step of 
delivering the ?uid under pressure. 

5. The method as de?ned in claim 1, including the step of 
using a recirculating apparatus to recirculate said ?uid. 

6. The method as de?ned in claim 1, and including the 
step of positioning the temperature sensor to be disposed in 
contact With said ?uid. 

7. The method as de?ned in claim 1, Wherein said ?uid 
cools the rectum. 

8. The method as de?ned in claim 1, Wherein said ?uid is 
a liquid. 

9. A method of providing thermal therapy to prostate 
tissue of a patient, comprising the steps of: 

providing a gel to a location adjacent a portion of the 
patient’s prostate and the patient’s rectum, said location 
selected to alloW said gel to begin physically separating 
the portion of the prostate and the rectum; 

said gel causing physical separation of the portion of the 
prostate and the rectum and applying said thermal 
therapy to the prostate tissue. 

10. A method of providing thermal therapy to prostate 
tissue of a patient, comprising the steps of: 
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inserting a ?uid infusing device into the patient; 
locating the ?uid infusing device at a location adjacent at 

a portion of the patient’s prostate and the patient’s 
rectum to provide passage of a volume of a ?uid from 
the device to said location Without a containment 
structure betWeen the portion of the patient’s prostate 
and the rectum, said location selected to alloW said ?uid 
to begin physically separating the portion of the pros 
tate and the rectum; 
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continuing to infuse said ?uid causing physical separation 

of the portion of the prostate and the rectum; 

applying said thermal therapy to the prostate tissue; and 

using a temperature sensor to sense temperature of the 
volume of ?uid to minimize damage to the prostate and 
to the rectum. 


