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SURFACE POSITION LOCATION SYSTEM 
AND METHOD 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This application is a Continuation-In-Part application of 
an earlier ?led co-pending patent application with the same 
title ?led on Feb. 15, 1996, and given Ser. No. 08/601,719 
which includes as an inventor the inventor of the present 
invention. 

FIELD OF THE INVENTION 

The present invention relates to a system and method for 
determining a location selected by a user on a surface and 
providing information to the user that has been determined 
to be relative to that location. In particular the present 
invention relates to position detection devices that are able 
to detect positions on a surface of two and three dimensional 
objects that have complex shapes. Additionally it relates to 
position detection devices in which the object may be 
turned, rotated or otherwise manipulated relative to the rest 
of the position detection system. Further, the present inven 
tion relates to provision of a ground point on the pointing 
device to ground the user to the system to minimize noise 
input to the system processor and potential error in position 
identi?cation. 

BACKGROUND OF THE INVENTION 

Avariety of technologies exist to determine the position 
of a stylus, or even a ?nger, placed on a surface. One 
technology is a grid of horizontal and vertical wires that are 
placed below the surface of a ?at tablet or over the surface 
of a display device and emit position indicating signals 
which are detected by a stylus. Two devices using this type 
of technology are described in US. Pat. Nos. 5,149,919 and 
4,686,332 to Greenias, et al. Applications using these 
devices are computer input drawing (or digitizing) tablets, 
and touch-screen display devices. 

In another technology, surface acoustic waves are mea 
sured at the edges of a glass plate and are used to calculate 
the position on the plate that was selected by a ?nger or a 
stylus. Applications include high use touch screen kiosk 
displays where a conductive overlay technology would wear 
out. 

Yet other technologies include the use of light pens as 
optical detectors. Additionally a frame around a ?at display 
with an array of light emitters and detectors around the edge 
of the frame, may be used to detect when a ?nger or stylus 
is near the display surface. These technologies are limited to 
displays or ?at surfaces. 

Position detectors such as the devices disclosed in the 
Greanias patents, that use many conductors arranged in a 
grid, are not well suited to a complex shaped surface of 
either two or three dimensions. There are, at a minimum, 
dif?culties in positioning and shaping the conductors to ?t 
the contours of a complex shape. 

Another similar device is a grid of horizontal and vertical 
wires placed over or beneath the surface of a ?at display 
device that uses capacitive coupling of a stylus or ?nger. In 
this device, the capacitive coupling transfers position indi 
cating signals from one wire to another which can be used 
to calculate the position of the coupling. Computer input 
tablets, as well as ?nger pointing mouse replacement tablets, 
use this technology. 
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2 
In another technology, a rectangular homogenous trans 

parent conductor is placed over the surface of a display 
device and bar contacts on the edges of the transparent 
conductor charge the conductor. Capacitive coupling of a 
stylus or a ?nger to the transparent conductor causes the 
conductor to discharge while sensors attached to the bar 
contacts measure the amount of current drawn through each 
of the contacts. Analysis of the ratios of the currents drawn 
from pairs of contacts on opposing sides of the rectangle 
provide an X-Y position on the panel that was selected by 
the user. A device of this type is described in US. Pat. No. 
4,853,498 to Meadows, et al. An application of this device 
is a touch-screen display. 

A similar technology uses a rectangular piece of 
extremely uniform resistive material with a series of discrete 
resistors along the edge and is mounted on a ?at surface. A 
voltage differential is applied to the row of resistors on 
opposing sides of the rectangle and in a time-division 
manner the voltage differential is applied to the row of 
resistors of the other two opposing sides. The position 
indicating signals are either received by a stylus, or by a 
conductive overlay which can be depressed to contact the 
surface of the resistive material. One variety of this device 
is described in US. Pat. No. 3,798,370 to Hurst. 

The devices described in US. Pat. Nos. 4,853,498 
(Meadows, et al.) and 3,798,370 (Hurst) drive a homog 
enous rectangular resistive overlay with bar contacts or a 
string of resistors along each edge. These approaches rely 
upon the regular shape of a rectangle in order to work. The 
shape and placement of the contacts provide the means to 
detect portions of the surface within a rectangular subsection 
of the resistive material of the surface. Other simple shapes 
may also be feasible with bar and resistor string contacts but 
in complex shapes they can create areas that cannot be 
distinguished (e.g., shapes with concave edges such as a 
circle or ellipse can not be accommodated by either the 
Meadows or the Hurst approaches). The use of bar contacts 
or strings of resistors along substantially the entire edge of 
an object limits their usefulness on objects where the posi 
tion on the entire surface needs to be detected. The locations 
directly beneath each bar electrode and between each bar or 
spot electrode and the edge of the object are not detectable 
in these devices. 

The devices described in US. Pat. Nos. 4,853,499 
(Meadows, et al.) and 3,798,370 (Hurst) do not take into 
consideration the effects of contact resistance. The resistance 
between the contacts and the homogenous resistive material 
may be substantial relative to the resistance of the homog 
enous material. Additionally the contact resistance may vary 
from electrode to electrode or change due to mechanical or 
environmental stress. The Meadows and Hurst devices rely 
on contacts of known, or constant resistance, which con 
strains the use of materials and contact approaches. Any 
variation in contact resistance or changes in contact resis 
tance due to environmental factors are not accounted for and 
result in detection errors. 

Further, Meadows loads the surface with a capacitively 
coupled stylus and determines position by measuring the 
current drawn from the driving circuits. The Meadows 
device requires four receiver circuits to accomplish this. 
The Meadows device is susceptible to the effects of 

unwanted phantom styluses coupling to the surface. Phan 
tom styluses such as rings or ?ngers may couple to the active 
surface instead of, or in addition to, the actual stylus. These 
phantom styluses cause detection errors because the changes 
that they also produce cause changes in the driving circuit. 
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In applications Where the object containing the grid needs 
to be rotated, or the electronics and the object are physically 
spaced-apart from each other, a large number of conductors 
must be coupled to the system, or betWeen the elements of 
the systems, through connection mechanisms that may alloW 
rotation or other movements. Such cables for the systems of 
the prior art Would be rather large and cumbersome. Further, 
connectors With a large number of contacts are expensive 
and reduce the overall reliability of any system that requires 
them. Contacts that alloW rotation, such as slip rings or 
commutators, become prohibitively complex and expensive 
as the number of connections rises above a small number. 
Additionally, the multiple circuits required to drive grid 
arrays are complex and costly to manufacture. Acoustic 
Wave detectors provide a rugged position detection mecha 
nism but are costly to implement. Light Wave detection 
mechanisms are limited to ?at surfaces and are susceptible 
to dust and insects blocking the light paths. It is believed, 
hoWever, that the present invention solves these problems. 

In today’s modern environment there are many sources of 
electro-magnetic energy, both naturally occurring and man 
made. Some examples of the sources of such energy in the 
earth’s atmosphere are static electricity, electrical storms, 
heat lightning, radiation from outer space, and man-made 
radio Waves. Each of these acts and interacts With each other 
causing interference and background noise to each other, 
depending on the intensity of the background or interfering 
signal. Thus, as is Well knoWn in devices that utiliZe an 
antenna as a device to detect an input signal, these atmo 
spheric signals may interfere With the ability to detect and 
receive a signal of interest. It is also knoWn that in systems 
With a hand-held antenna probe, the human body acts as a 
larger antenna With a signal from the person holding that 
probe added to the signal of interest detected by the hand 
held probe. That added signal, and the multiple frequencies 
that it includes is also knoWn to potentially add a level of 
inaccuracy in such a system, if the desired signal can be 
detected at all. To overcome that unWanted interference 
many elaborate circuits have been devised to suppress those 
interference signals “picked-up” by the human user from 
impacting the performance of the system. 

SUMMARY OF THE INVENTION 

The present invention includes various apparatus and 
methods for determining a user selected position on an 
electrographic sensor unit. In the most general terms the 
electrographic sensor unit of the present invention includes 
a layer of a conductive material having an electrical resis 
tivity With K spaced apart contact points electrically inter 
connected thereWith, a processor connected to the K spaced 
apart contacts and disposed to selectively apply a signal to 
N of the K contact points Where N has an integer value of 
3 to K, and a probe assembly, including a stylus or a ?exible 
conductive layer placed over the layer, coupled to the 
processor, the stylus disposed to be positioned by a user in 
vicinity of the user selected position on the layer, or the user 
to point a ?nger at the ?exible conductive layer. In turn, the 
stylus, or the ?exible conductive layer receives signals from 
the layer When the contact points have signals selectively 
applied thereto by the processor With the user selected 
position being determinable by the processor from the 
signals received from the stylus, or ?exible layer, each in 
relation to a similar excitation of (N-J) different pairs of the 
K contact points under control of the processor, Where J is 
an integer of 2 to (N-l). 

Additionally, Where the electrographic sensor includes 
more than one conductive layers that are each electrically 
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4 
isolated from each other, in the most general sense M 
conductive layers, the present invention is also able to 
discern Which of those layers contains the user selected 
position. Here, each layer has K spaced apart contact points 
electrically interconnected With the corresponding layer of 
conductive material Where N of the K contact points on each 
layer are used to locate the user selected position and Where 
N has an integer value of three to K. The processor is 
similarly disposed to selectively apply a signal to each of the 
N contact points of each of the M layers and to determine 
Which of the M layers and position coordinates of the user 
selected position on the corresponding one of the M layers 
in cooperation With a means for detecting and delivering a 
signal from the user selected position on the selected layer 
of the electrographic sensor unit to the processor. 
The identi?cation of the selected layer is accomplished by 

sequentially applying a ?rst selected signal to all of the K 
contact points on each of the M layers in turn and measuring 
a ?rst measured signal at said user selected position for each 
of the M layers individually With the ?rst measurement 
corresponding to each one of the M layers being the signal 
received by the means for detecting and delivering When all 
of the contact points on that layer has the ?rst selected signal 
applied to that layer’s contact points. 

Next, a second measured signal is measured at the user 
selected position on the user selected layer for each of the M 
layers With each of the K contact points on each of the M 
layers open circuited, folloWed by the subtraction of the 
second measured signal from the ?rst measured signal for 
each of the M layers to form M difference values. 

Those M difference values are then each compared 
against a preselected threshold value to determine Which one 
of those M difference values is both greater than that 
selected threshold and Which exceeds it by the greatest 
value. The layer associated With the difference value that 
satis?es those conditions is then identi?ed as the layer that 
contains the user selected position. Then once that determi 
nation is made the coordinates of the user selected position 
on that layer can be determined as discussed above. 

The present invention also includes techniques for com 
pensating for contact resistance in each of the contact points 
on the conductive layer, as Well as forming the conductive 
layer into a tWo or three dimensional shape Which may be 
open or closed. Further, the present invention includes the 
placement of a conductive skin over the outer surface layer 
With that skin having a graphical representation thereon and 
the present invention having the capability to convert the 
position coordinates of the user selected position from the 
coordinates of the conductive layer to those of the graphical 
representation. Such a graphical representation may be that 
of a map or a globe, even a mythical map or one of a star or 

another planet. Carrying this one step further, those graphi 
cal coordinates may also be used to electronically deliver 
information that has been prestored in memory relative to 
the selected graphical coordinates to the user. 

In actual application the present invention can take many 
forms from a conductive layer With or Without a non 
conductive layer thereon and a stylus for use by the user to 
select a position on the layer, to a multi-layer structure With 
a conductive bottom layer, a non-conductive compressible 
inner layer, and a ?exible conductive top layer Where the 
user presses the top layer toWard the bottom layer and the 
point at Which the top and bottom layers are closest together 
is determined to be the user selected position. Further, 
various designs are proposed Wherein the actuation and 
measured signals are either AC of a selected frequency or 
DC. 
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The present invention also includes a probe assembly With 
a cable With tWo conductors. The proximate end conductor 
is coupled to the processor and the proximate end of the 
other conductor is connected to a signal neutral point. The 
stylus in turn is coupled to the cable and incorporates therein 
the distal ends of tWo conductors With the distal end of the 
conductor coupled to the processor disposed to receive 
signals from the layer When the contact points have signals 
selectively applied to them and the user positions the stylus 
in vicinity of a selected point on the surface. The distal end 
of the other conductor is disposed to be contacted by the user 
When holding the stylus to connect the user to the signal 
neutral point. To maximize the probability that the user 
holds the stylus making contact With the contact point, it is 
located externally and positioned to be contacted by the user 
during use of the stylus. Further improve that probability, 
and to increase the comfort of holding the stylus, an elec 
trically conductive contact of a ?exible conductive polymer 
is placed to encircle the stylus at a position to maximiZe the 
user’s comfort When holding the stylus. 

Thus, to fully explain the scope of the present invention, 
a detailed discussion of various embodiments is offered in 
the Description of the Preferred Embodiments beloW. HoW 
ever it must be kept in mind that that discussion is not an 
exhaustive discussion and variations on the many themes 
that are presented are also considered to be part of the 
present invention. 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 is a simpli?ed block diagram of a generaliZed 
embodiment of the system of the present invention. 

FIG. 2 is an illustration of the position location algorithm 
of the present invention for a tWo dimensional surface shape. 

FIG. 3 is similar to FIG. 2 hoWever the illustration is for 
a three dimensional shape. 

FIG. 4 is a block diagram of a ?rst embodiment of the 
present invention. 

FIG. 5 is a block diagram of a second embodiment of the 
present invention. 

FIG. 6 is a block diagram of a third embodiment of the 
present invention. 

FIG. 7 is a block diagram of a fourth embodiment of the 
present invention. 

FIG. 8 illustrates the restrictions on the placement of 
contact points to be able to determine position With only 
three contacts. 

FIG. 9 illustrates three contact points that can not be used 
to determine position on the surface. 

FIG. 10 is a partial embodiment Wherein a multi-layer 
compressible touch surface is disclosed in lieu of the use of 
a stylus as, for example, in FIG. 4. 

FIG. 11 is a schematic representation of an embodiment 
of the present invention adapted to be an interactive globe 
that incorporates a spherical conductive surface. 

FIG. 12 is a schematic representation of an embodiment 
of the present invention adapted to be an interactive globe 
that incorporates tWo hemispherical conductive surfaces. 

FIG. 13 is a prior art embodiment of hoW a potential 
interfering signal, from the user holding the antenna stylus 
is suppressed. 

FIG. 14a is a simpli?ed diagram of the stylus and shielded 
cable of the present invention. 

FIG. 14b is another embodiment of the stylus and shielded 
cable of the present invention that grounds the user to the 
system of the present invention. 
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6 
FIG. 14c is still another of the stylus and shielded cable 

of the present invention that grounds the user to the system 
of the present invention. 

FIG. 14d is a partial cut-aWay vieW of the stylus design of 
FIG. 14c to illustrate the internal positioning of the cable 
shield and the conductive grip of the stylus. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The present invention relates to a system and method for 
determining a location on a tWo or three dimensional surface 
of any shape selected by a user, as Well as providing access 
to data storage locations or information stored therein that is 
relative to that location. More speci?cally, the present inven 
tion determines the location information in the form of 
coordinates on a prede?ned coordinate system. That location 
information then serves as an address to locations Within the 
memory of an associated microprocessor subsystem. That 
location, or address may in-turn be used to retrieve previ 
ously stored data pertaining to the corresponding location on 
the surface, to store data pertaining to the corresponding 
location on the surface, to modify the behavior of the system 
incorporating the present invention, or to be presented to the 
user on a conventional display or printer device. 

In simple shaped surfaces, such as a rectangle, a minimum 
of three small electrical contacts mounted on the edge of the 
surface are needed. On more complex shaped surfaces the 
minimum number of electrical contacts may increase to 
enable the system to determine betWeen multiple locations 
on the surface as to Which one that the user is indicating. In 
each con?guration of the surface, the contacts need to be 
positioned such that all locations on the surface can be 
individually identi?ed. 

Through the use of small contacts and driver/receiver 
techniques, the present invention is able to compensate for 
differences in the contact resistance of each of the contacts. 
The differences that can be compensated for include differ 
ences betWeen contacts on the same surface, differences 
betWeen the contacts on one surface versus those on another 

surface using the same electronics, as Well as changes in the 
contact resistance of individual contacts over time due to 
mechanical and environmental stresses. 

The present invention determines a user selected position 
on the surface by measuring the unique position indicating 
signals With a receiver as discussed beloW. For either tWo or 
three dimensional objects, the present invention only 
requires a single receiver circuit. 

In the various embodiments of the present invention, the 
stylus does not load, or negligibly loads, the transmitters and 
a signal level at the point on the surface that is touched by 
the stylus is measured rather than the changes in the driving 
circuit as in the MeadoWs device. Additionally, potentially 
phantom styluses such as ?ngers and rings, that have a 
dramatic effect on the operation of the prior art, only have a 
negligible loading effect on the transmitter of the present 
invention. Thus the present invention is immune to phantom 
styluses. 

In the present invention the active surface can be made of 
a conductive polymer composite (conductive plastic), or a 
conductive coating on a non-conductive material. This has 
substantial cost advantages over the prior art since no 
overlays or embedded Wires are needed, and since the 
surface itself provides the necessary structural support. 
Devices incorporating the present invention Would typically 
include a surface of a conductive polymer composite molded 
or vacuum formed that does not require any additional 
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structure thus resulting in an additional cost of only the 
carbon-polymer material, or the applied conductive coating. 
Furthermore, the formation of the sensitive surface by 
injection molding alloWs for easy creation of touch sensitive 
complex shapes. The use of a carbon-polymer composite 
material as both an element in the position location system 
and the structural support provides a rugged and reliable 
system. Carbon-polymer composite materials are inherently 
rugged and the system of the present invention employs a 
single layer of such material, rather than a multi-layer 
system Where the bonding betWeen the layers may deterio 
rate and the layers separate. 
Aminimum of three contacts are needed to drive an entire 

surface of a simple object (e.g., a rectangle, circle or 
ellipsoid). Additional contacts may be used for compleX 
objects or to provide increased resolution for simpler shapes 
rather than increasing the sensitivity of the circuitry. The loW 
number of contacts and therefore Wire count, leads to loW 
cost, ease of manufacturing, and enables remote or move 
able surface applications (e.g., a rotating globe). 
An advantage to the use of a conductive polymer material 

for the surface is that it alloWs the contacts to be mounted to 
the back or inside of the surface, and to thereby achieve a 
100% active front or outside surface. 

Additionally, the present invention includes unique sur 
face drive techniques that can compensate for unknoWn and 
variable contact resistance. Various contact types and 
mechanical connection mechanisms create contact resis 
tances Which vary substantially betWeen contacts, and vary 
over time With mechanical and environmental stresses such 
as movement, temperature and aging. Other technologies 
rely on contacts of knoWn, or constant, contact resistance 
With any uncompensated change in contact resistance result 
ing in position detection errors. 

The present invention permits the use of various mecha 
nisms to compensate for differences and variations in con 
tact resistance. Each of those mechanisms may be used and 
each provides its oWn advantages. One possible mechanism 
involves using tWo electrodes as each contact, With those 
electrodes being close together and electrically intercon 
nected but not touching. The ?rst of those electrodes in this 
con?guration is attached to the signal drive source and the 
second of those electrodes provides a high impedance feed 
back path. In this con?guration the signal drive source is 
adjusted so that the signal level at the second electrode is of 
a desired value thus providing a knoWn signal level at a 
knoWn point on the surface independent of the contact 
resistance. The drive method here also provides automatic 
adjustment for changes in the resistive material over time 
and temperature, as Well as variations in contact resistance. 

A second possible mechanism has just one electrode per 
contact and measures the value of the resistance of each 
contact to the resistive material of the surface. In such a 
system having three contact points, A, B and C, a signal level 
measurement is made at point C through a high impedance 
path While a signal of a knoWn level is applied betWeen point 
A and point B. Similar measurements are then made at point 
B With the signal applied betWeen point C and point A, and 
at point AWith the signal applied betWeen point B and point 
C. Thus, knoWing the positions of the contacts on the surface 
and the resistivity of the surface material, the contact resis 
tance betWeen points A, B, and C and the surface material 
may be calculated as discussed beloW With respect to FIG. 
6. 

Additionally, the present invention incorporates the use of 
a multi-state drive sequence to provide quick measurement 
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8 
and on-the-?y calibration for improved accuracy. The stylus 
is used to make several signal measurements at a point on 
the surface of the object selected by the user. First a 
measurement is made With no signals applied to the contacts 
to determine a baseline DC offset and ambient noise level for 
the surface, for purposes of discussion here this is called 
DC-OFFSET. A second measurement is made With a signal 
applied to all of the contacts to determine the full-scale 
signal value, for purposes of discussion here this is called 
FULL-SCALE. Another measurement is then made by 
applying a signal to one pair of contacts to create a signal 
level gradient across the surface betWeen those tWo points, 
for purposes of discussion here call this the X aXis and the 
measured value X. Asignal is then applied to another pair of 
contacts to create a signal level gradient in another direction, 
for purposes of discussion here call this the Y aXis and the 
measured value Y. The folloWing calculations are then made 
by the system to determine the selected location along the so 
de?ned X and Y aXes on the surface. 

PX=(X-DC-OFFSET)/(FULL-SCALE—DC-OFFSET) (1) 

(2) 

The actual position on the surface can then be determined 
from PX and Py by using a mathematical, or empirically 
determined, model of the signal level gradients for the 
surface material. 

In the present invention the basic items required (i.e., the 
algorithm and conductive material) have been around for 
quite some time. The basis for the algorithm dates back 
centuries. Materials similar to What is suggested for the 
surface material here, having similar electrical properties 
have also been around for decades. 
The basis of the algorithm of the present invention is the 

use of triangulation to determine the location of the point on 
the surface of the object. Triangulation is de?ned as 

“The location of an unknoWn point, as in navigation, by 
the formation of a triangle having the unknoWn point 
and tWo knoWn points as the vertices.” (The American 
Heritage Dictionary of the English Language, Third 
Edition) 

Triangulation is a basic tenet of trigonometry and its use 
in ?nding the location of a point on the surface of an object 
has been used for centuries. It is used in applications such as 
celestial navigation, surveying, the global positioning sys 
tem (GPS), and seismology. 

In the present invention, as is the case in triangulation, 
position is determined by measuring the relationship at a 
point of interest to tWo knoWn points. The relationship is 
determined from the received signal level at the stylus While 
injecting signals of knoWn levels at the ?rst tWo ?Xed points. 
All points on the surface that Would have that signal level 
create a line of possible positions. Another relationship is 
determined using another tWo ?Xed points (a different pair of 
contacts hoWever one contact can be one of those that Was 

included in the ?rst pair of contacts) and another received 
signal level from the stylus. The intersection of the tWo lines 
of possible positions from the tWo measurements thus tells 
us Where the stylus touched the surface. For some surfaces 
this may be unique, such as a tWo dimensional surface or a 
hemisphere With the contacts mounted on the edge or at the 
equator. 

In theory any position in three dimensional space can be 
uniquely identi?ed by its distance from four non-coplanar 
knoWn points, While the number of knoWn points required 
may be reduced in some cases if the possible positions in 
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three dimensional space are constrained. For the purposes of 
the present invention the position of interest is constrained 
to lie on the surface of the knoWn shape of the surface. For 
a shape such as a rectangle or a circle, a position on the 
surface may be de?ned by its distance from three knoWn 
points on that surface, provided the knoWn points are either 
all on the edge of the surface shape or not collinear. For the 
continuous surface shapes of spheres or ellipsoids, a position 
on the surface of the shape can be de?ned by its distance 
from three knoWn points, provided the plane de?ned by the 
three knoWn points does not include the center point of the 
shape. For a cylindrical shape a position on the surface can 
be de?ned by its distance from three knoWn points, provided 
the plane de?ned by the three knoWn points does not cross 
the center line of the cylinder. 

For a relationship to be determined betWeen a contact and 
a point on the surface, the point must be in the ?eld of vieW 
of a contact pair. That is, as shoWn in FIG. 8, for any point 
X to be in the ?eld of vieW for a pair of contacts A and B, 
the included angle, A, betWeen vectors draWn betWeen A 
and B, and Aand X, as Well as the included angle, Bi, formed 
by vectors draWn betWeen B and A, and B and X, must both 
be less than 90°. Additionally the surface must contain 
electrically conductive material betWeen points A and X and 
betWeen X and B. FIG. 9 illustrates a situation Where point 
X is not in the ?eld of vieW of points A and B since included 
angle B- is greater than 90° even though included angle A, 
is less than 90°. 

In practice more contact points may be used due to the 
?nite resolution of real measurement devices. Another factor 
that may increase the number of contacts is cost. Atrade off 
may be made betWeen the resolution of the receiver and 
transmitter circuits, and the number of contacts betWeen 
Which the signal is applied to the surface for the measure 
ments. If more contacts are used that are closer together then 
the resolution of the transmit/receive circuit may be reduced. 

The use of resistivity in materials to measure distance or 
position has been around for a number of years. An early 
example is the use of rotating, or sliding, potentiometers to 
determine the position of a knob or a slide. 

Conductive polymers that could be employed by the 
present invention have been around at least since 1974 When 
CMI, an early producer of Conductive Polymer Composites, 
Was acquired by the 3M Company. 

At a minimum the materials and algorithms utiliZed by the 
present invention have been readily available for 20 years, 
and in all likelihood longer. HoWever, the literature does not 
teach or suggest the combination of those elements to 
produce a device like the present invention, in fact all of the 
knoWn references teach aWay from this technique. 

In FIG. 1 the basic components of the user selected 
position locating system of the present invention are shoWn. 
They include a tWo or three dimensional conductive surface 
10 (e.g., carbon loaded plastic or a conductive coating 
applied to a non-conductive surface) having a selected 
resistivity With three conductive contacts 12, 14 and 16 
af?xed thereto. Each of contacts 12, 14 and 16 are connected 
via conductors 24, 26 and 28, respectively, to processor 30. 
Also connected to processor 30 is conductor 18 With a stylus 
20 having a tip 22 affixed to the other end thereof for the user 
to use to indicate a position on the surface 10 that is of 
interest to that user. 

Then, as in FIG. 2 When a user selects a point on surface 
10 With stylus 20, a series of measurements as described in 
general terms above are made. 

First, Without any signals applied to contacts 12, 14 and 
16, processor 30 measures the DC-OFFSET value of the 
system With stylus 20; 
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10 
Next an equal amplitude signal is applied to all three of 

contacts 12, 14 and 16, and processor 30 measures the 
FULL-SCALE signal value With stylus 20; 
The third measurement is made by applying a signal of the 

amplitude used in the full-scale measurement to one of the 
three contacts, say contact 12 With a second contact 
grounded, say contact 14, and the signal measurement made 
With stylus 20 Which Will be someWhere along an equipo 
tential line betWeen those tWo contacts (i.e., line X in FIG. 

2); 
A fourth measurement is made by applying the signal to, 

and grounding, a different pair of contacts, say 12 and 16, 
and the signal measurement made With stylus 20 Which Will 
be someWhere along an equipotential line betWeen those tWo 
contacts (i.e., line Y in FIG. 2), With the position of stylus 20 
being the intersection of lines X and Y; and 

The values of PX and PY are then calculated as in equa 
tions 1 and 2 above. 

In actual operation, each of those steps can be automated 
by processor 30 Without requiring the user to initiate speci?c 
measurements or to sWitch signals. 
The values of PX and PY can then be used as an address 

to a memory Within processor 30 from Which information 
relative to the position indicated With the stylus may be 
obtained. This same technique can also be used to determine 
the address in memory Where data is to initially be stored for 
later retrieval, or as an address on a remote display that is to 
be activated for Whatever purpose. 

Each unique position on the surface is de?ned by a unique 
combination of values of PX and PY. From the series of 
measurements described above, the position of the stylus on 
the surface may be expressed in terms of PX and FY Which 
Will be called the equipotential coordinates. Additional 
calculations may also be made to convert the position from 
the equipotential coordinates to another coordinate system, 
if desired. The conversion requires a knoWn mapping of the 
equipotential coordinates to the desired coordinate system. 
The mapping may be determined mathematically for an 
object made from a homogenous conductive material or one 
Where the resistivity distribution is knoWn. For objects in 
Which the resistivity distribution is not knoWn, the mapping 
of equipotential coordinates to the desired coordinates may 
be determined empirically. In either case, the mapping may 
be stored in the microprocessor’s memory and the conver 
sion calculations performed by the microprocessor. 

FIG. 3 illustrates the same approach for determining the 
values of PX and PY on the surface having a de?ning 
equation that is continuous over the entire surface, for 
example a hemisphere as shoWn. 

Surface 10 of the present invention uses materials such as 
carbon loaded polymers or conductive coatings (e.g., 3M 
Velostat 1840 or 1801) that can be easily molded into, or 
applied to, tWo or three dimensional surfaces, including 
surfaces having complex shapes. Aminimal number of drive 
circuits and connections betWeen that surface and the detec 
tion electronics further Will reduce the complexity in both 
the electronics and the mechanical aspects of coupling the 
surface to the electronics. 
More speci?cally, several embodiments of the present 

invention are described in the folloWing paragraphs and 
illustrated starting With FIG. 4. 
The embodiment, shoWn in FIG. 4, includes a rectangular 

piece of conductive material as sheet 100 (e.g., 12 inches><12 
inches><0.125 inches sheet of a carbon loaded polymer such 
as 3M Velostat 1801). The conductive material may also be 
composed of a non-conductive material With a conductive 
coating such as Model 599Y1249 from Spraylat Corp. 






















