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RADIO BEACON THAT USES A LIGHT 
EMITTER AS AN ANTENNA 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

This invention concerns improvements in and relating to 
emitters, particularly, but not exclusively, to emitters for 
indicating their position to a remote location. 

In many cases it is desirable to locate an item or person 
Who has in some Way become separated from their expected 
location. For instance, it is desirable to be able to locate a 
person separated from a sea-going vessel When that vessel 
sinks or the person is sWept overboard. Other applications 
may include detecting a person lost in a remote location on 
land and/or piece of equipment for Which remote detection 
is desirable. 

The present invention aims to provide a more readily 
detectable emitter Which is highly portable, reliable and 
suitable for continuous use Without interfering With every 
day activities. 

SUMMARY OF THE INVENTION 

According to a ?rst aspect of the invention We provide an 
emitter comprising a poWer source, light emitting means and 
radioWave emitting means, the light emitting means com 
prising a ?rst and second electrode, a dielectric material and 
an electroluminescent material being provided betWeen the 
?rst and second electrodes, the radioWave emitting means 
comprising an antenna. 

Preferably the ?rst and second electrodes and the antenna 
are provided Within a casing. The casing may comprise a 
length or loop of material. The casing may be incorporated 
in, mounted on or attached to an item, such as a life jacket. 

The antenna may comprise the ?rst and/or second elec 
trode. 

According to a second aspect of the invention We provide 
an emitter comprising a poWer source, light emitting a 
means and radio Wave emitting means, the light emitting 
means comprising a ?rst and second electrode, a dielectric 
material and an electroluminescent material being provided 
betWeen the ?rst and second electrodes, the radio Wave 
emitting means comprising an antenna, the antenna com 
prising the ?rst and/or second electrode. 

The ?rst and second aspects of the invention may include 
one or more of the following features or possibilities, 
independently of one another. 

The emitter may be provided as a discrete item or may be 
incorporated in or on a further item. 

The emitter may be mounted on or in or be provided 
integrally With another item, such as a life jacket. 

The emitter may comprise a loop providing the light 
emitting means and the antenna, the loop being connected to 
a unit, the unit providing the poWer source. The unit may 
further comprise a part of the radio Wave emitting means 
and/or control means. 

The poWer source is preferably a DC source. The source 
may be a battery. One or more batteries may be provided. 
The batteries may be of the alkaline and/or lithium type. The 
poWer source may be provided together With an inverter or 
poWer convertor. The poWer source may be converted to 
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2 
give betWeen 20 and 400V, more preferably betWeen 70 and 
220V. The poWer source may be converted to give a fre 
quency of betWeen 50 HZ and 2750 HZ and more preferably 
of betWeen 70 HZ and 2500 HZ. 

Preferably a single poWer source is used for the light 
emitting means and the radio Wave emitting means. 
The poWer source may be controlled by control means. 

The control means may complete or break the electrical 
circuit. The control means may close the electrical circuit to 
give light emission and/or radio Wave emission. 
The control means may include a manually operated on 

and/or off and/or on and off switch. The control means may 
include an automatic on control. The automatic on control 
may be activated Where predetermined conditions are met. 
The predetermined conditions may be or include emersion 
of the emitter or part thereof in Water, for instance for a 
predetermined period. The predetermined period may be 
greater than 5 seconds, greater than 10 seconds or even 
greater than 20 seconds. 
The control means may include selection means for 

continuous and/or intermittent (?ashing) light emission and/ 
or radio Wave emission. The light emission may ?ash at 
betWeen 20 and 80 ?ashes per minute. 

The control means may include radio Wave frequency 
selection means. 

The ?rst electrode may be formed of metal. The ?rst 
electrode may form a core to the light emitting means and 
preferably to the radio Wave emitting means too. 

The second electrode may be provided around the ?rst 
electrode. The second electrode may be provided about the 
axis of the ?rst electrode, for instance concentrically there 
about. The second electrode may alloW the passage of 
visible light through it. The second electrode may be dis 
continuously provided about the ?rst electrode. 
The second electrode may be provided by one or more 

braided electrical conductors. The braids may de?ne aper 
tures there betWeen to alloW the passage of visible light. 
The dielectric material may be provided as a layer 

betWeen the ?rst and second electrodes. The dielectric 
material may be provided as a sleeve. The dielectric material 
may be provided around the ?rst electrode. The second 
electrode may be provided around the dielectric material. 
The dielectric material may be provided as a concentric 
sleeve on the ?rst electrode. 

The electroluminescent material may be provided as 
particulate material Within the dielectric material. The elec 
troluminescent particles may be homogeneously provided 
Within the dielectric material. 

The electroluminescent material may be phosphor. 
The light emitted is preferably coherent. The light may 

have a Wavelength of betWeen 480 and 530 nm and more 
preferably of betWeen 500 and 510 nm. 
An outer cover may be provided over the second elec 

trode. The outer cover is at least partially transparent to 
visible light and may be transparent throughout its extent. 
The outer cover is preferably Waterproof. 
The combined light emitting means and antenna may be 

provided in the form of a strand, ?bre or cord. The combined 
light emitting means and antenna may be ?exible. The 
strand, ?bre or cord may have a diameter of betWeen 0.1 mm 
and 10 mm and more preferably a diameter of betWeen 0.3 
mm and 3 mm. The bending diameter may be less than 20 
times, more preferably less than 10 times and ideally less 
than 7 times the diameter of the strand, ?bre or cord. 
The radio Wave emitting means may include a radio 

frequency transmitter. The radio frequency transmitter may 
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provide between 2 mW and 250 mW into the antenna and 
more preferably betWeen 20 mW and 150 mW. The radio 
Wave emitter means may transmit at 121.5 MHZ and/or 243 
MHZ. One or more further emission frequencies may be 
provided. 

The antenna may include both ?rst and second electrodes. 
The antenna may be a looped antenna. 

According to a third aspect of the invention We provide an 
item incorporating and/or provided With an emitter accord 
ing to the ?rst and/or second aspect of the invention. 

The item may be an item of clothing, such as a survival 
suit, Waterproof suit, Wet suit, dry suit, diving suit, a coat, a 
Waterproof coat or harness. 

The item may be a buoyancy item or aid such as a life 
jacket, life raft, lifeboat, ?oatation aid or life belt. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Various embodiments of the invention Will noW be 
described, by Way of example only, and With reference to the 
accompanying draWings in Which: 

FIG. 1 illustrates a perspective vieW in partial cross 
section of a component of the invention; 

FIG. 2 illustrates schematically the circuitry of an 
embodiment of the present invention; and 

FIG. 3 illustrates an embodiment of the invention in use. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

In a Wide variety of situations, but particularly in search 
and rescue applications, it is desirable for a person to be able 
to indicate their position to remote locations. In the case of 
a search and rescue scenario, this enables the searchers to 
detect and locate the person and to provide rescue means at 
the relevant location to save that person. 

To indicate their location it is necessary for the person to 
have some form of emitter in their possession. In the case of 
a person Who becomes separated from the vessel on Which 
they are travelling, for instance by being Washed overboard, 
in the case of a person Who becomes separated from the 
vessel because that vessel sinks and in the case Where that 
person or persons are present in a life raft or life boat, it is 
desirable for the emitter to be readily portable. It is not 
practical for normal forms of emitter, such as radios, to be 
provided and/or conveyed to the remote location in emer 
gency situations. 

The present invention, in one embodiment, and as illus 
trated in FIG. 1 includes an emitter in the form of a ?exible 
strand 1. The strand 1 comprises a central solid core 3 of 
electrically conducting material provided Within a sleeve 5 
of dielectric material Which incorporates electroluminescent 
particles. The dielectric sleeve 5 is itself enclosed Within an 
electrode 7 formed of braided electrical conductors 9 Which 
de?ne apertures 11 through Which the dielectric layer 5 
underneath is exposed. The outer electrode 7 is itself 
enclosed Within a Watertight insulating sleeve 13. By pro 
viding a transparent sleeve 13 a signi?cant portion of the 
dielectric material 5 is externally visible. 

The overall circuit structure of the device is illustrated in 
one embodiment in FIG. 2. In this case the light emitting 
means 20, incorporating the antenna, is connected to a 
poWer source 22. The circuit betWeen the core electrode and 
the outer electrode in the light emitting means is completed 
by the dielectric material 5 provided betWeen the inner 3 and 
outer 7 electrodes. 
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4 
As Well as a poWer source 22, the circuit includes an 

inverter 24 to generate an AC voltage in the circuit. A 
voltage of 80 to 120 volts With a frequency of betWeen 800 
HZ and 2500 HZ is generally employed. 

In combination With control means 26 this circuit When 
activated generates a signi?cant light output. When an AC 
voltage is applied betWeen the electrodes 3 and 7 and hence 
across the dielectric material 5 the electroluminescent par 
ticles Within the dielectric material emit light in response to 
that electric ?eld. Phosphor particles are suitable for this 
application. 

Light generated Within the dielectric material 5 is emitted 
through the apertures 11 in the outer electrode 7 and through 
the transparent outer cover 13 into the surrounding environ 
ment. 

The ?exible strand is generally provided at betWeen 0.5 
mm and 2.5 mm in diameter. 

As the light generated by the electroluminescent particles 
is coherent, containing only those frequencies of the visible 
spectrum applicable to the colour in use, the light is very 
bright and penetrating. The light generated is highly visible 
even in smoky, foggy, or other reduced visibility conditions 
in Which incandescent light, due to its complex components, 
is refracted and poorly visible as a result. 

The emission of highly visible light in this Way enables 
the precise position of the emitter to be indicated to 
detectors, such as a search party, at short and moderate 
range. 

To assist in long range locating of the emitter, the circuit 
also incorporates a radio frequency transmitter 28 Which 
employs one or both of the electrodes 3 and 7 as its antenna 
to emit a homing signal. 

Under the operating conditions indicated above the trans 
mitter provides betWeen 25 mW and 125 mW into the 
antenna. The transmitter 28 can readily be provided so as to 
emit one or more distinctive frequencies, VHF and/or UHF, 
for instance the international distress and homing frequency 
of 121.5/243 MHZ. By providing a loop antenna 360° 
tracking is provided. 

Using a conventional PP3 battery as the poWer source, it 
is possible to provide an emitter having light emitting 
properties in ?ashing mode for approximately 24 hours and 
in constant mode for over 6 hours, as Well as radio trans 
mission of betWeen 12 and 24 hours. Such a system operates 
successfully at betWeen —10° C. and +55° C. 
The length of the light emitting ariel portion can be varied 

as desired. Additionally due to its ?exible nature it can be 
bent or coiled during use and/or during storage. 

In an alternative form of the invention, not shoWn, the 
emitter may take the form of a ?exible strand containing a 
core of electrically conducting material provided With a 
sleeve of dielectric material and incorporating electrolumi 
nescent particles. The dielectric sleeve is enclosed Within an 
electrode of a braided form so as to alloW light to pass out 
through the electrode. By applying poWer to the electrodes, 
light is generated. Additionally, as part of the strand, an 
antenna for the radioWave emitting means is also provided. 
This antenna may be provided outside the transparent sleeve 
for the light emitting means or provided Within that sleeve. 
The antenna may be provided parallel to the light emitting 
components in such a system. 
The functions and complexity of the control unit 24 for 

the device can be varied signi?cantly. 
In one embodiment the control circuit may provide an on 

and off control for the emitter. The control may also incor 



US RE38,475 E 
5 

porate automatic activation should the unit be submersed in 
Water for a predetermined period, for instance 20 to 30 
seconds, as Well as or instead of the manual control. 

The control means 26 may also include an indicator 
shoWing Whether the poWer source 22 is functional or not 
and/or continuous or ?ashing mode selection for the light 
source and/or frequency selection for the RF transmitter 28. 
Frequency selection, for instance, alloWs a test frequency to 
be selected for testing the device and/or for practising 
emergency drills Without alerting the authorities through use 
of the international distress and homing frequency. 
A device according to the present invention can be 

provided on the person and/or in proximity thereto in a Wide 
variety of Ways. For instance, as illustrated in FIG. 3 the 
device 30 can be Worn by the user 32 integrally provided as 
a loop 34 about the neck of the user 32 on the front of a life 
jacket 36. The packet 38 containing the poWer source and 
other components is provided on the front of the life jacket 
36. 

The system can also be provided as an integral component 
of a life raft, mounted on a life boat, Worn as a cord around 

the neck of the user (mariners, aviators, or remote travelers) 
or in a Wide variety of other applications. The emitter can be 
used in emergency situations or routinely to indicate the 
user’s position. 

The construction of the emitter and its manner of the 
operation make it resistant to impact, vibration or shock, and 
also enable it to function in Water for extended periods. It is 
also suitable for use in haZardous atmospheres, such as those 
in Which there is a risk of eXplosion. 
What is claimed is: 
1. A position indicating emitter, comprising: 
a poWer source; 

a light emitter that is coupled to said poWer source and 
that has a ?rst electrode, a second electrode, and an 
electroluminescent material that is positioned substan 
tially betWeen said ?rst electrode and said second 
electrode, Wherein said ?rst electrode, said second 
electrode, and said electroluminescent material are 
contained in a casing; and 

a radio emitter that is coupled to said poWer source and 
that uses said light emitter as an antenna. 
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2. The position indicating emitter of claim 1, Wherein said 

casing is provided in a substantially looped form. 
3. The position indicating emitter of claim 1, Wherein said 

radio emitter transmits through at least one of said ?rst 
electrode and said second electrode. 

4. The position indicating emitter of claim 1, Wherein said 
second electrode is provided concentrically around said ?rst 
electrode. 

5. The position indicating emitter of claim 4, Wherein said 
second electrode permits passage of visible light from said 
electroluminescent material to a surrounding environment. 

6. The position indicating emitter of claim 5, Wherein said 
second electrode is formed from braided Wire. 

7. The position indicating emitter of claim 1, Wherein said 
poWer source comprises an inverter that produces AC volt 
age. 

8. The position indicating emitter of claim 1 further 
comprising an item that may be Worn by a user and that has 
an opening through Which a body part of said user may pass, 
Wherein a substantially looped form of said casing substan 
tially encircles said opening. 

9. The position indicating emitter of claim 8, Wherein said 
opening of said item is intended to pass a neck of said user. 

10. The position indicating emitter of claim 8, Wherein 
said item is a ?oatation aid. 

11. The position indicating emitter of claim 8, Wherein 
said item is an article of clothing. 

12. The position indicating emitter of claim 1, Wherein a 
substantially looped form of said casing alloWs the position 
indicating emitter to be Worn about a user’s neck. 

13. The position indicating emitter of claim 1, Wherein 
said electroluminescent material comprises phosphor. 

14. The position indicating emitter of claim 1, Wherein 
said casing is at least partially transparent. 

15. The position indicating emitter of claim 1, Wherein 
said radio emitter continuously radiates a radio signal. 

16. The position indicating emitter of claim 1, Wherein 
said radio emitter intermittently radiates a radio signal. 

17. The position indicating emitter of claim 1, Wherein 
said light emitter continuously radiates light. 

18. The position indicating emitter of claim 1, Wherein 
said light emitter intermittently radiates light. 


