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HYDRODEALKYLATION PROCESSES 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This application is a continuation of application Ser. No. 
08/177,126, ?led Jan. 4, 1994, noW abandoned, Which is a 
continuation-in-part of application Ser. No. 08/000,017, 
?led Jan. 4, 1993, noW abandoned. 

BACKGROUND OF THE INVENTION 

The present invention rotates to an improved technique 
for the hydrodealkylation of a hydrodealkylatable 
hydrocarbon, particularly under conditions of loW sulfur, 
Which minimizes carburization thus preventing premature 
plant shut-downs. 

The hydrodealkylation of hydrodealkylatable hydrocar 
bons such as alkyl aromatics has been practiced for many 
years. The principal processes involve the conversion of 
toluene and like alkyl-substituted benzenes to benzene and 
various byproducts. Such processes are either catalytic or 
non-catalytic in nature. The catalytic processes employ one 
or more catalysis that promote the conversion of the alkyl 
aromatic compounds to benzene and the remaining alkyl. 
The non-catalytic processes typically employ heat and pres 
sure to promote the conversion of the alkyl aromatic com 
pounds to benzene and the remaining alkyl. 
Some conventional catalytic hydrodealkylation processes 

employ Group VIII metals such as Rh and Pt supported on 
an alumina support. For example, Kovach et al., in US. Pat. 
No. 3,700,745, describes a hydrodealkylation process Which 
includes contacting an alkyl aromatic hydrocarbon With a 
catalyst including an active Group VIII metal, such as, 
platinum, rhodium, palladium, ruthenium and nickel. Other 
catalytic hydrodealkylation processes employ chromia type 
catalysts deposited on an alumina support. For example, 
Daly et al., in US. Pat. No. 4,451,687, discloses a catalyst 
for the hydrodealkylation of alkylaromatic compounds con 
taining chromia on an alumina support. Other catalytic 
hydrodealkylation processes employ variations of the above 
catalysts or even completely different catalysts. See, for 
example, US. Pat. Nos. 3,686,340, 3,966,833, 4,189,613, 
4,191,632, 4,463,206 and 5,053,574. 

The catalytic processes, hoWever, are not alWays suitable 
for the commercial conversion of alkyl aromatic compounds 
to benzene and the remaining alkyl. In particular, the 
activity, selectivity and conversion rate of such catalysts are 
not alWays suitable for large scale hydrodealkylation at the 
temperatures and pressures suitably employed. If the reac 
tion temperature or pressure is increased aide reactions such 
as hydrocracking of the aromatic ring is promoted. 

Furthermore, some catalysts tend to deactivate With use, 
presumably due to coke formation on the catalyst surface. In 
this regard, it is believed that active sites promote polymer 
ization of either hydrogenolysis products or aromatic hydro 
carbons resulting in hydrocarbon condensation on the cata 
lyst surface. Under the conditions of the process, these 
condensed species are dehydrogenated forming coke. The 
result of these reactions is a reduction in activity of the 
catalyst since the coke is strongly adsorbed onto the sites 
Which promote dealkylation. In other Words, this coke or 
carbon build-up either blocks or poisons the active catalyst 
sites casing deactivation. See US. Pat. No. 4,451,687. 

Additionally, some catalysts tend to deactivate With use, 
due to the presence of sulfur and in particular thiophene 

10 

15 

20 

25 

35 

45 

50 

55 

60 

65 

2 
sulfur in the process feed. Thus, catalysts such as certain 
noble metal catalysts deactivate over time due to the pres 
ence of sulfur in the feed. These catalysts must be replaced 
or regenerated When sulfur reduces the activation to an 
extent loW enough to prevent suitable conversion of the feed. 

In vieW of the disadvantages associated With utilizing 
catalytic hydrodealkylation processes, non-catalytic 
hydrodealkylation processes have been developed. Mainly, 
such processes employ the use of heat and pressure to 
convert alkylaromatic compounds to benzene and the dis 
associated alkyl compounds. 

Button et al., in US. Pat. No. 3,607,960, and Loboda, in 
US. Pat. No. 4,058,452, disclose processes for the thermal 
hydrodealkylation of an alkyl aromatic, such as toluene, to 
produce benzene. Both processes include subjecting a gas 
eous mixture of at least one alkyl aromatic compound and 
hydrogen in a reaction zone to a reaction temperature in the 
range of about 1000° to 1800° F. and removing benzene 
from the effluent. Other patents Which disclose the thermal 
dealkylation of hydrodealkylatable hydrocarbons include 
US. Pat. Nos. 2,929,775, 3,160,671, and 3,284,526. 

Thermal hydrodealkylation processes ameliorate the dis 
advantages associated With the above-mentioned catalytic 
hydrodealkylation processes in that they do not employ the 
use of catalysts Which are susceptible to deactivation. 
HoWever, due to the use of high temperatures end pressures 
Which are required for the conversion of alkyl aromatic 
compounds in the absence of a suitable catalyst, such 
processes have their oWn inherent problems. 

SUMMARY OF THE INVENTION 

With conventional hydrodealkylation techniques, added 
sulfur effectively inhibits carburization. SomehoW, the sul 
fur interferes With the carburization reaction. But With loW 
sulfur systems or With sulfur outages, this inherent protec 
tion no longer exists especially When the system is exposed 
to high temperatures such as in thermal hydrodealkylation. 
The problems associated With carburization include 

coking, carburization of system metallurgy, and metal dust 
ing. The embrittlement of the steel Walls by carburization 
leads to “metal-dusting”, i.e., a release of catalytically active 
particles and metal droplets of metal due to an erosion of the 
metal. The excessive “metal-dusting” adds active metal 
particulates to the system, Which particulates provide addi 
tional sites for coke formation in the system. 

Coking is generally not a problem Which must be 
addressed in hydrodealkylation processes, but this signi? 
cant source of calm formation due to the absence of sulfur 
in reactor feedstreams excessively aggravates the problem. 
In fact, active metal particulates in coke particles metasta 
size more generally throughout the system. That is, the 
active metal particulates actually induce coke formation on 
themselves and anyWhere that the particles accumulate in 
the system resulting in coke plugs and hot regions of 
exothermic reactions. As a result, a premature coke-plugging 
of the reactor system occurs Which can lead to a premature 
shut-down of the system. 
One solution to the problem associated With 

carburization, embrittlement, and metal-dusting is to add 
sulfur to the feed to thereby effectively inhibit carburization. 
HoWever, the addition of sulfur increases production cost 
and process complexity. Moreover, sulfur usage has inherent 
environmental and safety hazards Which are preferably 
avoided. Moreover, at high temperatures coking and carbur 
ization Will still occur even When sulfur is added to the feed. 

Consequently, there remains a need in the art for 
improved processes for the hydrodealkylation of 
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hydrodealkylatable compounds With reduced carburiZation, 
especially in the absence of, or at loW levels of, sulfur. Such 
a method Would include means for inhibiting the undesirable 
catalytic activity Which causes carburiZation of system 
metal. 

Accordingly, one object of the invention is to provide the 
technical background necessary for solutions to the prob 
lems associated With coking, carburiZation, and metal 
dusting. In particular, the discovery of the mechanisms 
involved With carburiZation and metal-dusting Which lead to 
premature coke-plugging alloWs those skilled in the art to 
formulate solutions to the problems. 

Another object of this invention is to provide a method for 
inhibiting carburiZation and metal-dusting in a process for 
thermally dealkylating a hydrodealkylatable hydrocarbon. 
The process includes pretreating surfaces exposed to the 
dealkylation atmosphere to form a protective layer Which is 
more resistant to embrittlement, carburiZation and metal 
dusting than the materials conventionally used to manufac 
ture the reactor system. 

The use of the process of the present invention alloWs for 
the dealkylation of hydrodealkylatable hydrocarbons espe 
cially in the absence of sulfur. Thus, an advantage of the 
method for inhibiting carburiZation includes the lack of a 
need for the addition of sulfur to hydrocarbon feeds and any 
recycle streams. In addition, hydrocarbon foods having a 
loW sulfur content may be used. 

More preferably, the invention relates to a method for 
thermally hydrodealkylating hydrocarbons comprising con 
tacting the hydrocarbons With hydrogen in a reactor system 
having as resistance to carburiZation and metal-dusting, 
Which is an improvement over conventional steel reactor 
systems under conditions of loW sulfur. 

Another aspect of the invention includes providing a 
reactor system Which prevents embrittlement. Preventing 
embrittlement signi?cantly reduces metal-dusting and cok 
ing in the reactor system, and permits operation for longer 
periods of time. Furthermore, higher temperatures may be 
used during hydrodealkylation, especially in thermal 
hydrodealkylation processes, alloWing for increased produc 
tion. 

Even another preferred embodiment relates to the discov 
ery that simply providing a protective plating, cladding or 
other coating such as a paint, to a reactor system Will not 
necessarily be sufficient to completely address the afore 
mentioned problems. Such a protective layer must be of 
sufficient thickness to provide a complete, uninterrupted 
coating of the underlying base metal, and it must remain 
complete over time. Even minor imperfections, pinholes or 
other ?aWs in the protective layer an provide destructive 
carburiZation sites sufficient to shutdoWn operation. 
An effective protective layer must resist deleterious 

chemical alteration, as Well as peeling and/or splitting. 
Additionally, it has been found that any protective layer 
must be applied to a thickness sufficient to completely cover 
the surface to be protected, and must maintain its integrity 
through operation. As such, the protective layer must be 
sufficiently abrasion resistant during catalyst loading, start 
up and operation. 

According to this preferred embodiment them is used an 
intermediate bonding layer Which anchors the protective 
layer to the steel substrate to be protected. In this regard, the 
reactor system comprises a steel portion having provided 
thereon a protective layer to isolate the steel portion from 
hydrocarbons, preferably a stannide layer, applied to a 
thickness effective for completely isolating the steel portion 
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4 
from the hydrocarbon environment, While avoiding any 
substantial liquid metal embrittlement. The protective layer 
is anchored to the steel substrate through an intermediate 
carbide-rich (relative to the underlying steel), bonding layer; 
in the case of a stainless steel substrate, an intermediate 
carbide-rich, nickel-depleted (relative to the underlying 
steel) bonding layer. 

In the case of a stannide outer protective layer and a 
stainless steel substrate, the stannide layer is nickel-enriched 
and comprises carbide inclusions, While the intermediate 
carbide-rich, nickel-depleted bonding layer comprises stan 
nide inclusions. Preferably the carbide inclusions are con 
tinuous extensions or projections of the bonding layer as 
they extend, substantially Without interruption, from the 
intermediate carbide-rich, nickel-depleted bonding layer 
into the stannide phase, and the stannide inclusions are 
likeWise continuous extending from the stannide layer into 
the intermediate carbide-rich, nickel-depleted bonding layer. 
The aforementioned presence of carbide inclusions in the 
stannide layer, and stannide inclusions in the intermediate 
carbide-rich, nickel-depleted bonding layer, provide 
improved anchoring of the protective layer thereby increas 
ing abrasion resistance. The interface betWeen the interme 
diate carbide-rich, bonding layer and the nickel-enriched 
stannide layer is irregular, but is otherWise substantially 
Without interruption. 

Although there is a need to ensure a complete coating of 
the underlying base metal to be protected, applying exces 
sive amounts or thicknesses of the material used to form the 
protective layer must also be avoided. If the layer is too 
thick, for example, Where the alloying materials of a prior 
have locally pooled prior to curing, liquid metal embrittle 
ment can occur. The problem of liquid metal embrittlement 
is essentially one of eating through the metal With alloying 
materials (such as tin or germanium) Which are extremely 
corrosive to steel under reducing conditions to the point 
Where, again, the metallurgy fails. 

Additionally, it has been found that certain preferred 
coatings are sulfur-tolerant, for example, the tin-based pro 
tective layers can tolerate up to 200 ppm sulfur. The pro 
tective layers eliminate the need to presul?de the metallurgy, 
reduce sul?de corrosion and improve product values and 
Waste disposal due to induced levels of sulfur. Chromium-, 
Sb- and Ge-based protective layers can tolerate even higher 
sulfur levels, up to 5 or more Wt. %. Most preferably, the 
layers can tolerate the respective amounts of sulfur for a 
period of at least 200, preferably at least 400, and most 
preferably 600 hours Without degrading to an extent that 
carburiZation Will occur, resulting in shut-doWn of the 
system due to excessive coking. 
With the foregoing, as Well as other objects, advantages, 

features and aspects of the disclosure that Will become 
hereinafter apparent, the nature of the disclosure may be 
more clearly understood by reference to the detailed descrip 
tion and the appended claims. 

BRIEF DESCRIPTION OF THE FIGURES 

FIG. 1 is a photograph of a comparative thermal 
hydrodealkylation reactor Which Was completely plugged 
With coke during operation; and 

FIG. 2 is a photograph of a thermal hydrodealkylation 
reactor of the present invention Which did not plug during 
operation. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

The folloWing description of the method for inhibiting 
carburiZation, the process for thermally hydrodealkylating a 
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hydrocarbon and the reactor system, are merely illustrative 
of the preferred embodiments of the present invention, and 
they should not be considered as limiting the scope of the 
invention in any Way, as these illustrations and other equiva 
lents thereof Will become more apparent to those versed in 
the art in light of the present disclosure, and the accompa 
nying claims. 

As indicated above, the present disclosure provides a 
method for inhibiting carburization in a process for 
hydrodealkylating a dealkylatable hydrocarbon. The method 
includes pretreating surfaces of the reactor system With a 
metal Which inhibits carburization under dealkylation con 
ditions. Optionally, or in the alternative, the hydrodealkyla 
tion reactor system is treated With, or made of a composition 
Which inhibits or reduces carburization and metal-dusting. 

Essentially, the process of hydrodealkylating a dealkylat 
able hydrocarbon includes subjecting a gaseous mixture 
comprising the hydrocarbon and hydrogen in a reactor 
system at a temperature sufficient to convert the hydrocar 
bon to benzene and other by products. 

In a preferred embodiment, benzene is produced from 
alkyl benzenes such as toluene according to the folloWing 
overall reaction: 

Where R1 is an alkyl group Which is removed. 

For mixed alkylbenzene feedstocks, R1 may consist of 
one, tWo, three or four methyl groups; combinations of 
methyl and ethyl groups; or a single chain alkyl group 
containing one to four carbons. If the resultant gas is 
propane or butane, these compounds may be hydrocracked 
completely to methane and ethane under certain 
hydrodealkylation conditions. Substantial amounts of ethane 
am also converted to methane so that the process off-gas 
consists mainly of hydrogen and methane. 

While not Wishing to be bound by theory, the reaction 
mechanisms believed to occur during the production of 
benzene from alkyl benzenes are illustrated by the folloW 
ing: 
I. Reaction A: Dealkylation of C9 Benzene (Multiple Alkyl 
Groups) 

CH3 CH3 

CH3 + H2 —> CH3 + CH4 

(C4 Benzene) 
CH3 

(C9 Benzene) 
H2 

H2 
CH4 + <— CH3 + CH4 

(Benzene) (C7 Benzene Lc7 Toluene) 
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II. Reactance B: Dealkylation of C9 Benzine (Single Alkyl 
Group) 

1. 

CH2—CH2—CH3 CH2— CH3 

(Propylbenzene) (Ethylbenzene) 

H2 

H2 
CH4 + <— + CH4 

CH3 
2. 

+ H; —> Q + CH3—CH3 

CH3 

+ CH4 

3. 

The ultimate products from all of these reactions are 
essentially benzene and an alkyl compound. Typically, under 
thermal hydrodealkylation conditions, the products from 
these reactions are essentially benzene and methane, since 
the propane and most of the ethane in subsequently cracked 
to methane to under reaction conditions. 

Theoretically, one mole of benzene is formed from each 
mole of alkylbenzene that is completely dealkylated, and 
one mole hydrogen is consumed for each carbon in the alkyl 
group removed from the phenyl radical. HoWever, the 
dealkylation reaction is not 100% selective, so products 
other than benzene may be formed. These other products 
typically result from condensation and cracking reactions. 
Methane is typically a major byproduct from the 

hydrodealkylation process. Each methyl group removed 
during dealkylation results in the formation of methane. 
HoWever, some methane is also produced by hydrocracking 
of the aromatic ring. Since the aromatic ring structure is very 
stable, even at the high temperatures used in thermal 
hydrodealkylation, only about 1% of the rings are destroyed 
by hydrocracking to methane. Additional methane is pro 
duced When the feedstock contains nonaromatics. At thermal 
hydrocracking condition, paraf?ns and naphthenes Will be 
converted almost entirely to methane. 

Hydrocracking reactions are big consumers of hydrogen 
and also release large quantities of heat Which must be 
absorbed in a controllable manner. If substantial quantities 
of paraf?ns are to be charged, the thermal hydrodealkylation 
process must be designed to prevent an excessive tempera 
ture increase in the reactor by, for example, using a high 
recycle gas ?oW as a heat sink. 
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By “hydrodealkylatable hydrocarbon,” as used herein, it 
is meant a hydrocarbon that When subjected to hydrodealky 
lation conditions in the presence of hydrogen, an alkyl group 
is removed. The alkyl-substituted benZenes, for example, 
toluene, m-xylene, o-xylene, p-xylene, mixed xylenes, ethyl 
benZene, propyl benZene, butyl benZene and other C7—C1O 
alkyl benZenes are of particular interest. The process is 
particularly suitable for the hydrodealkylation of toluene to 
benZene and methane. 
By “hydrodealkylation conditions,” as used herein, it is 

meant conditions suf?cient to convert a hydrodealkylatable 
hydrocarbon such as an alkyl-substituted benZene to ben 
Zene and the resulting byproducts. Such conditions vary 
depending on the particular feed and process utiliZed; 
hoWever, they are Well knoWn to those skilled in the art as 
represented by, for example, US. Pat. Nos, 2,929,775, 
3,160,671, 3,284,526, 3,291,841, 3,607,960, 3,700,745, 
3,835,183, 3,966,833, 4,058,452, 4,189,613, 4,19 1,632, 
4,451,687 4,463,206 and 5,053,574, each of Which are 
hereby incorporated by reference. 

The process of the present invention is particularly suit 
able for use under “hydrodealkylating conditions” exhibit 
ing temperatures of at least about 700° F., more preferably 
at least about 900° F., and even more preferably at least 
about 1100° F. 
Most preferably, the process is a thermal process in the 

absence of a catalyst. Such a process may temperatures 
above about 900° F. Such a process can exhibit temperatures 
above about 1100° F. and beloW about 1800° F. At these 
temperatures, Where carburiZation embrittlement and metal 
dusting are signi?cant problems, the protection of the 
present invention is particularly useful. Such processes are 
disclosed in US Pat. Nos. 2,929,775, 3,160,671, 3,284,526, 
3,291,849, 3,607,960 and 4,058,452, each of Which are 
hereby incorporated-by reference. 
By “loW sulfur conditions,” as used herein With respect to 

hydrodealkylation processes, it is meant feeds having a 
sulfur contest loWer than about 100 ppm, more preferably, 
loWer than about 50 ppm, more preferably loWer than about 
10 ppm, and even more preferably loWer than about 5 ppm 
and even more preferably “sulfur free.” Preferably, “loW 
sulfur conditions” means sulfur is not added to prevent 
carburiZation, embrittlement and metal-dusting. HoWever, 
feeds containing sulfur above 100 ppm may be utiliZed. 
By “reactor system,” as used herein in connection With 

hydrodealkylation, there is intended at least one 
hydrodealkylation reactor, its corresponding piping, 
furnaces, furnace tubes, heat exchangers, and the like. The 
aforementioned problems With loW sulfur hydrodeaklation 
can be effectively addressed by a selection of an appropriate 
reactor system material for contact With the hydrocarbons 
during processing. Thus, by “surfaces susceptible to 
carburiZation,” as used herein, there is intended at least those 
surfaces of the reactor system that are in contact With 
hydrocarbons during processing Wherein carburiZation Will 
take place under reaction conditions, and corresponding skin 
temperatures of the reactor system. 
A solution to the problems of carburiZation and metal 

dusting may involve the application to the surfaces exposed 
to the reaction of a coating Which forms a protective layer 
resistant to carburiZation, metal-dusting and embrittlement. 
By “resistant to carburiZation, metal-dusting and 
embritlement,” as used herein, it is meant those materials 
that Will provide systems Which have a resistance to 
embrittlement from carburiZation less than about 2.5 
mm/year, preferably less than 1.5 mm/year, more preferably 
less than 1 mm/year, and most preferably less than 0.1 
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8 
mm/year. Preventing embrittlement to such an extent Will 
signi?cantly reduce metal dusting and coking in the reactor 
system, and permits operation for longer periods of time. 

Such coating may be thin aluminum or alumina ?lms on, 
or the use of aluminiZed materials as, at least a portion of the 
metal surfaces in the reactor system. In fact, the metal 
surfaces particularly susceptible to carburiZation and metal 
dusting can be provided in that manner. Such metal surfaces 
include but are not limited to, the reactor Walls, furnace 
tubes, heat exchangers and the like. 
When applying an aluminum or alumina ?lm, it is pref 

erable that the ?lm have a thermal expensively that is similar 
to that of the metal surface to Which it is applied (such as a 
mild steel) in order to Withstand thermal shock or repeated 
temperature cycling. This prevents cracking or spilling of 
the ?lm Which could expose the underlying metal surface to 
the carburiZation inducing hydrocarbon environment. 

Additionally, the ?lm should have a thermal conductivity 
similar to that of, or exceeding, those of metals convention 
ally used in the construction of hydrodealkylation reactor 
systems. Furthermore, the protective layer derived from the 
aluminum or alumina ?lm should not degrade in the 
hydrodealkylation environment or in the oxidiZing environ 
ment associated With catalyst regeneration, nor should it 
result in the degradation of the hydrocarbons in the reactor 
system. 

Suitable methods for applying aluminum or alumna ?lms 
to metal surfaces such as mild steels include Well knoWn 
deposition techniques. Preferred processes include poWder 
and vapor diffusion processes such as the “AloniZing” 
process, Which has been commercialiZed by Alon 
Processing, Inc., TerrytoWn, Pa. 

Essentially, “AloniZing” is a high temperature diffusion 
process Which alloys aluminum into the surface of a treated 
metal, such as, e.g., a commercial grade mild steel. In this 
process, the metal (e.g., a mild steel) is positioned in a retort 
and surrounded With a mixture of blended aluminum poW 
ders. The retort is then hermetically sealed and placed in an 
atmosphere-controlled furnace. At elevated temperatures, 
the aluminum deeply diffuses into the treated metal resulting 
in an alloy. After furnace cooling, the substrate is taken out 
of the retort and excess poWder is removed. Straightening, 
trimming, beveling and other secondary operations can then 
be performed as required. This process can render the treated 
(“aloniZed”) metal resistant to carburiZation and metal 
dusting under loW sulfur hydrodealkylation conditions 
according to the invention. 

Thin chromium or chromium oxide ?lms can also be 
applied to metal surfaces of the reactor system to form 
protective layers resistant to carburiZation and metal-dusting 
under loW sulfur hydrodealkylation conditions. Like the use 
of alumina and aluminum ?lms, and aluminiZed materials, 
protective layers derived from chromium or chromium oxide 
coated metal surface have not been used to address carbur 
iZation problems under loW sulfur hydrodealkylation con 
ditions. 
Chromium or chromium oxide can also be applied to 

carburiZation and metal-dusting susceptible metal surfaces 
such as the reactor Walls and furnace tubes, heat exchangers, 
and the like. HoWever, any surface in the system Which 
Would shoW signs of carburiZation and metal-dusting under 
loW sulfur hydrodealkylation conditions Would bene?t from 
the application of a thin chromium or chromium oxide ?lm. 
When applying the chromium or chromium oxide ?lm, it 

is preferable that the chromium or chromium oxide derived 
protective layer have a thermal expansivity similar to that of 
the metal to Which it is applied. Additionally, the chromium 
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or chromium oxide derived protective layer should be able 
to Withstand thermal shocks and repeated temperature 
cycling. This avoids cracking or spalling of the protective 
layer Which could potentially expose the underlying metal 
surfaces to carburiZation inducing environments. 
Furthermore, the protective layer should have a thermal 
conductivity similar to or exceeding those materials con 
ventionally used in hydrodealkylation reactor systems (in 
particular mild steels) in order to maintain ef?cient heat 
transfer. The protective layer also should not degrade in the 
hydrodealkylation environment or in the oxidiZing environ 
ment associated With catalyst regeneration, nor should it 
induce degradation of the hydrocarbons in the reactor sys 
tem. 

Suitable methods for applying chromium or chromium 
oxide ?lms to surfaces such as, e.g., mild steels, include Well 
knoWn deposition techniques. Preferred processes include 
poWder-pack and vapor diffusion processes such as the 
“chromiZing” process, Which is commercialiZed by Alloy 
Surfaces, Inc., of Wilmington, Del. 

The “chromiZing” process is essentially a vapor diffusion 
process for application of chromium to a metal surface 
(similar to the above-described “AloniZing process”). The 
process involves contacting the metal to be coated With a 
poWder of chromium, folloWed by a thermal diffusion step. 
This, in effect, creates an alloy of the chromium With the 
treated metal and renders the surface extremely resistant to 
carburiZation and metal-dusting under loW sulfur 
hydrodealkylation conditions. 

Resistant material systems Which are preferred can be 
derived from copper, tin, arsenic, antimony, bismuth, 
chromium, germanium, gallium, indium, selenium, 
tellurium, lead and brass, and intermetallic compounds and 
alloys thereof (e.g., Cu—Sn alloys, Cu—Sb alloys, 
stannides, antimonides, bismuthides, etc). Steels and even 
nickel-rich alloys containing these metals can also shoW 
reduced carburiZation. In a preferred embodiment, the afore 
mentioned materials are provided as a plating, cladding, 
paint (e.g., oxide paints) or other coating to a base construc 
tion material. This is particularly advantageous since con 
ventional construction materials such as mild steels can still 
be used for processes beloW about 1150° F. With only the 
surface contacting the hydrocarbons being treated. Of these, 
tin is especially preferred as it reacts With the surface to 
provide a protective layer having excellent carburiZation 
resistance at higher temperatures, and Which resists peeling 
and ?aking. Also, it is believed that a tin derived protective 
layer can be as thin as 1/10 micron and still prevent carbur 
iZation. 

HoWever, because the protective layers are exposed to the 
relatively harsh conditions of hydrodeakylation processes 
(e.g., high temperatures), the protective layers must be of 
sufficient thickness to provide a substantially complete coat 
ing of the underlying base metal. Even minor imperfections, 
pinholes or other ?aWs in the protective layer can provide 
destructive carburiZation sites suf?cient to shut-doWn opera 
tion. 

In fact, it has been observed that the interface betWeen a 
stannide-protected portion of steel and an unprotected 
portion, relatively deep pitting and carburiZation attack 
occurs; surprisingly more so than anyWhere else across the 
rest of the unprotected steel surface. This suggests that an 
incompletely protected system is even more vulnerable to 
metallurgical failure than a Wholly protected system. 

The application of excessive amounts or thicknesses of 
the material used to form the protective layer must also be 
avoided. If the layer is too thick liquid metal embrittlement 
can occur. 

10 

15 

25 

35 

45 

55 

65 

10 
The protective layer must also maintain its integrity 

through operation. As such, the protective coating must be 
suf?ciently abrasion resistant during catalyst loading, start 
up, as Well a during operation. This is achieved through 
appropriate anchoring of the protective layer to the steel 
substrate. According to the invention, the protective layer 
can be anchored to the steel substrate through an interme 
diate carbide-rich bonding phase. 
As noted above, effective protective layers can be derived 

from a variety of metals such as tin, copper, arsenic, 
antimony, bismuth, chromium, brass, germanium, gallium, 
indium, selenium, tellurium, lead and intermetallic com 
pounds and alloys thereof, more preferably tin, germanium, 
antimony, arsenic, selenium, chrome and tellurium. Of 
these, tin, germanium and antimony are more preferred, With 
tin being the most preferred. Gallium, lead, bismuth, brass, 
indium and copper are less preferred, With brass and copper 
being the least preferred. Lead, bismuth and Indium do not 
react With iron. They can be used on nickel-rich materials 
such as INCONEL 600 (75% Ni/16% chromium/9% Fe). 
One of these is ?rst applied to a portion (or portions) of 

a hydrodeakylation reactor system as a plating, cladding or 
coating to a thickness effective to provide a complete 
coating, While avoiding thicknesses at Which liquid metal 
embrittlement Will occur. Then the plating, cladding or 
coating is treated in a manner effective to form a protective 
layer Which is anchored to the steel substrate thereby pro 
viding the necessary abrasion resistance. Preferably, the 
plating, cladding, or coating is resistant to abrasion, peeling 
or ?aking for a period of 1 year, preferably 2 years, and more 
preferably 3 years such that the reactor system Will maintain 
its carburiZation resistant properties Without reapplication. 

Multiple coatings can be applied. For example, a tin 
coating can be applied, and cured, folloWed by copper 
plating. Although, it has been found that copper is effective 
for preventing carburiZation and metal dusting, it does not 
generally adhere Well to steel. Peeling and ?aking of the 
copper is observed. HoWever, if the steel surface is ?rst 
coated With tin, then the copper plate Will adhere Well to the 
coating, and provide additional protection to the metal 
surface. In essence, the resulting stannide layer functions as 
a glue Which adheres the copper plate to the underlying steel. 
Forming a protective layer according to the invention Will 

depend on temperature treatment after application of the 
aforementioned metals, and the nature of the base metal. 

Taking the application of tin as an example, Ni3Sa, 
Ni3Sn2, and Ni3Sn4 can all be expected in nickel-rich 
systems, and Fe3Sn, Fe3Sn2, and FeSn in iron-rich systems. 
Under temperature exposures of from about 925° to 1200° 
F., one an expect an X3Sn2 solid solution on stainless steels. 
On nickel-free steels there is observed Fe3Sn2 overlain by 
FeSn. BeloW 925° F. one can expect FeSn2 but not Fe3Sn2. 
On stainless steels them is observed FeSn overlain by FeSn2 
overlain by Ni3Sn4. At high temperatures, e.g., 1600° F., 
there can be found (Ni,Fe)3Sn and (Ni,Fe)3Sn2 on stainless 
steels, but no steel-tin alloy, While on nickel-free steels there 
is found a diffusion layer of iron-tin alloy overlain by the 
phases Fe3Sn and Fe3Sn2. 
A preferred embodiment of the invention uses a reactor 

system including a stainless steel portion, Which comprises 
providing the stainless steel portion With a stannide protec 
tive layer of suf?cient thickness to isolate the stainless steel 
portion from hydrocarbons, Which protective layer is 
anchored to the steel substrate through an intermediate 
carbide-rich, nickel-depleted stainless steel bonding layer. 
More particularly, the stannide layer is nickel-enriched and 
comprises carbide inclusions, While the intermediate 
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carbide-rich, nickel-depleted bonding layer comprises stan 
nide inclusions. More preferably the carbide inclusions are 
continuous as they extend, substantially Without 
interruption, from the intermediate carbide-rich, nickel 
depleted bonding layer into the stannide phase, and the 
stannide inclusions are likeWise continuous extending from 
the stannide layer into the intermediate carbide-rich, nickel 
depleted bonding layer. The interface betWeen the interme 
diate carbide-rich, nickel-depleted bonding layer and the 
nickel-enriched stannide layer is irregular, but is otherWise 
substantially Without interruption. The extent to Which the 
aforementioned phases, layers and inclusions develop are a 
function of the reducing conditions and temperature at 
Which the initial plating, cladding a other coating is treated, 
and the amount of time at Which exposure is maintained. 

If steel stress relief techniques are used When assembling 
a reactor system, the production of iron oxides prior to 
application of the resistant plating, cladding or coating 
should be minimized. This can be accomplished by using a 
nitrogen atmosphere during steel stress relief (e.g., at 1650° 

In some instances applying a coating of the aforemen 
tioned elements as metals or reducible oxides, Will not be 
particularly preferred. That is, to provide a good coating it 
is necessary that the material be molten. Unfortunately, 
some metals such as germanium, and to some extent 
antimony, have melting points Which exceed levels Which 
are practical, or even attainable, With a particular piece of 
equipment or apparatus. In those instances it is desirable to 
use compounds of those elements Which have loWer melting 
points. 

For example, sul?des of antimony and germanium have 
loWer melting points than their respective metals and can be 
used to produce antimonide and germanide coatings on 
steels in a HZ-rich, or perhaps even a non-reducing, atmo 
sphere. Such sul?des can be used in the form of poWders or 
paints Which react to produce antimonide and germanide 
coatings at signi?cantly loWer temperatures than those 
required for the metals. Tests have shoWn that antimonide 
coatings can be applied to 300 series stainless steel and 
INCOLOY 800 using Sb2S3 poWder at 1030° F. in 20 hours 
of curing under an atmosphere of 7% C3H8 to H2. Also, tests 
have shoWn that germanide coatings can be applied to 
INCOLOY 800 using GeS2 poWder at 1150° F. under the 
same condition. 

Where practical, it is preferred that the resistant materials 
be applied in a paint-like formulation (hereinafter “paint”) to 
a neW or existing reactor system. Such a paint can be 
sprayed, brushed, pigged, etc. on reactor system surfaces 
such as mild steels of stainless steels, and Will have viscosity 
characteristics suf?cient to provide a substantially continu 
ous coating of measurable and substantially controllable 
thickness. 
Chromium paints are also especially useful in this inven 

tion. The use of paints containing chromium halides is 
preferred, especially chromium chlorides (CrCl2 and CrCl3). 
Paints based on chromium halides appear to be self-?uxing 
and form strongly adherent coatings. One advantage of the 
chromium coatings is that they do not result in liquid metal 
embrittlement. Chromium paints are preferably reduced at 
higher temperatures than tin paints in order to produce 
metallic chromium-containing coatings. Useful reduction 
temperatures are above 1200° F., preferably at about 1400° 
F. or higher. 
An example of a useful paint Would be one comprising a 

fusible CrCl2 salt Which may or may not be incorporated 
With solvents and other additives. Other speci?c formula 
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12 
tions include ?nely ground CrCl3 in 90 Wt. gear oil to form 
a viscous liquid, and ?nely ground CrC2 in a petroleum jelly 
carrier. Such a paint provides a simple loW cost method of 
applying chromium to steel, as it provides clean contact With 
the steel substrate Which permits curing procedures to ?rmly 
attach the chromium to the steel. As an example, the paint 
can be reduced in H2 or another suitable gas at about 1500° 
F. for 1 hours. 

It is most preferred that such a paint be a decomposable, 
reactive, tin-containing paint Which reduces to a reactive tin 
and forms metallic stannides (e.g., iron stannides and nickel/ 
iron stannide) upon heating in a reducing atmosphere (e.g., 
an atmosphere containing hydrogen and possibly hydrocar 
bons such as carbon monoxide, etc.). 

It is preferred that the aforementioned paint contain at 
least four components (or their functional equivalents); a 
hydrogen decomposable tin compound, (ii) a solvent system, 
(iii) a ?nely divided tin metal and (iv) tin oxide as a 
reducible sponge/dispersing/binding agent. The paint should 
contain ?nely divided solids to minimiZe settling, and 
should not contain non-reactive materials Which Will prevent 
reaction of reactive tin With surfaces of the reactor system. 
As the hydrogen decomposable tin compound, tin 

octanoate or neodecanoate is particularly useful. Commer 
cial formulation of this compound itself are available and 
Will partially dry to an almost cheWing-gum-like layer on a 
steel surface; a layer Which Will not crack and/or split. This 
property is preferable for any coating composition used in 
this context because it is conceivable that the coated material 
Will be stored for months prior to treatment With hydrogen. 
Also, if parts are coated prior to assembly they must be 
resistant to chipping during construction. As noted above, tin 
octanoate is available commercially. It is reasonably priced, 
and Will decompose smoothly to a reactive tin layer Which 
forms iron stannide in hydrogen at temperatures as loW as 
600° F. 

Tin octanoate should not be used alone in a paint since it 
is not suf?ciently viscous. Even When the solvent is evapo 
rated therefrom, the remaining liquid Will drip and run on the 
coated surface. In practice, for example, if such Were used 
to coat a horiZontal tube, it Would pool at the bottom of the 
tube. 
Component (iv), the tin oxide sponge/dispersing/binding 

agent, is a porous tin-containing compound Which can 
sponge-up an organo-metallic tin compound, yet still be 
reduced to active tin in the reducing atmosphere. In addition, 
tin oxide can be processed through a colloid mill to produce 
very ?ne particles Which resist rapid settling. The addition of 
tin oxide Will provide a paint Which becomes dry to the 
touch, and resists running. 

Unlike typical paint thickeners, component (iv) is selected 
such that it becomes a reactive part of the coating When 
reduced. It is not inert like formed silica; a typical paint 
thickener Which Would leave an unreactive surface coating 
after treatment. 

Finely divided tin metal, component (iii), is added to 
insure that metallic tin is available to react With the surface 
to be coated at as loW a temperature as possible, even in a 
non-reducing atmosphere. The particle siZe of the tin is 
preferably one to ?ve microns Which alloWs excellent cov 
erage of the surface to be coated With tin metal. Non 
reducing conditions can occur during drying of the paint and 
Welding of pipe joints. The presence of metallic tin ensures 
that even When part of the coating is not completely reduced, 
tin metal Will be present to react and form the desired 
stannide layer. 
The solvent should be non-toxic, and effective for ren 

dering the paint sprayable and spreadable When desired. It 
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should also evaporate quickly and have compatible solvent 
properties for the hydrogen decomposable tin compound. 
Isopropyl alcohol is most preferred, While hexane and pen 
tane can be useful, if necessary. Acetone, hoWever, tends to 
precipitate organic tin compounds. 

In one embodiment, there can be used a tin paint of 20 
percent Tin Ten-Cem (contains 20% tin as stannous 
octanoate in octanoic acid or neodecanoate in neodecanoic 
acid), stannic oxide, tin metal poWder and isopropyl alcohol. 

Iron bearing reactive paints are also useful in the pro 
cesses of the invention. Such an iron bearing reactive paint 
Will preferably contain various tin compounds to Which iron 
has been added in amounts up to one third Fe/Sn by Weight. 

The addition of iron can, for example, be in the form of 
Fe2O3. The addition of iron to a tin containing paint should 
afford noteWorthy advantages; in particular: it should 
facilitate the reaction of the paint to form iron stannides 
thereby acting as a ?ux; (ii) it should dilute the nickel 
concentration in the stannide layer thereby providing better 
protection against coking; and (iii) it should result in a paint 
Which affords the anti-coking protection of iron stannides 
even if the underlying surface does not react Well. 

In addition to applied thickness, viscosity and other 
properties of the paint are important. The viscosity should be 
such that the paint can be easily applied and that it does not 
drip or pool due to gravity. The paint should also be dryable 
once applied to the reactor surfaces. The thickness of the 
paint after application should be betWeen 0.5 and 1.5 mils, 
preferably betWeen 1 and 10 mils, and more preferably 
betWeen 2 and 8 mils. 

The metallic coatings and, in particular, the paints, are 
preferably produced under reducing conditions With hydro 
gen. Curing is preferably done in the absence of hydrocar 
bons. When tin paints are applied at the above-described 
thicknesses, initial reduction conditions Will result in tin 
migrating to cover small regions (e.g., Welds) Which Were 
not painted. This Will completely coat the base metal. This 
curing results, for example, in a strong protective layer 
preferably betWeen 0.5 and 10 mils thick, and more prefer 
ably betWeen 1 and 4 mils thick comprising intermetallic 
compounds. In the case of tin, stannide layers such as iron 
and nickel stannides are formed. Microscopic analysis can 
readily determine the thickness of this layer. For ease of 
measurement of paint and coating thickness, coupons can be 
prepared Which correspond to the painted reactor surface. 
These can be treated under identical conditions to the reactor 
system treatment. The coupons can be used to determine 
paint and coating thickness. 

For tin-containing paints, it is preferable to initially cure 
the paint at temperatures beloW typical operating tempera 
tures for hydrodealkylation. Curing temperature betWeen 
500° and 1100° F., preferably betWeen 900° and 1000° F. 
(especially for oxide-containing paints), provide a 
carburiZation-resistant coating that minimiZes the incorpo 
ration of chromium in the stannide coating (Which is 
undesirable). 
As an example of a suitable paint cure, the system 

including painted portions can be pressuriZed With N2, 
folloWed by the addition of H2 to a concentration greater 
than or equal to 50% H2. The reactor inlet temperature can 
be raised to 800° F. at a rate of 50°—100° F. Thereafter the 
temperature can be raised to a level of 950°—975° F. at a rate 
of 50° F./hr, and held Within that range for about 48 hours. 
Curing can also be achieved in pure H2 at 1000° F. to 1200° 
F. for 2—24 hours. 
As noted previously, for stannide protective layers curing 

temperature Will affect the characteristics of the phases of 

10 

15 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

14 
the protective layer. Hence, care should be taken in curing 
the protective layer. For example, in the case of a stannide 
protective layer applied by plating tin on an INCOLOY 800 
substrate (a nickel-rich steel), exposure to loW curing 
temperatures, i.e., three Weeks at 650° F. Was observed to 
produce discrete iron and nickel stannide phases; With an 
unacceptably reactive nickel phase on the exterior. HoWever, 
exposure at higher temperatures, i.e., one Week at 650° F. 
folloWed by tWo Weeks at 1000° F., Was observed to provide 
acceptable stannide phases Where the stannide Was recon 
stituted to comparable nickel and iron abundance in each 
stannide phase. Exposure to even higher temperatures, i.e., 
one Week at 650° F. folloWed by one Week at 1000° F. and 
one Week at 1200° F., shoWed a reconstitution of the 
stannide layer and carbide-rich under layer, to produce 
potentially reactive nickel-rich stannides, particularly on the 
surface of the protective layer. In this regard, it is believed 
that inclusion of iron, for example, in a paint formulation can 
be an effective counter-measure When curing at high tem 
peratures. 

The metal or metal compounds contained in the plating, 
cladding or other coating are preferably cured under condi 
tions effective to produce molten metals and/or compounds. 
Thus, germanium and antimony paints are preferably cured 
betWeen 1000° F. and 1400° F. 
A test Was conducted Where unpainted steel samples Were 

placed in reactors that had been treated With a tin-based paint 
like those described above, prior to reduction of the paint. 
The unpainted samples Were nevertheless found to have 
uniform coatings of protective stannide after reduction. 
Thus, the aforementioned tin-containing paints, or other 
carburiZation resistant platings, claddings or coatings, can 
also be touched-up according to the invention. For example, 
a touch-up protective tin-based, antimony-based, 
germanium-based, etc., coating can be formed by injecting 
a ?ne poWder of the metal, metal oxide, or other reactive 
compound of the metal, in a reducing gas stream containing 
H2 and possibly hydrocarbons. Because of the migration 
characteristics of these metals, they Will alloW a ?ne mist of 
reactive liquid metal to react With exposed steel surfaces. In 
using the touch-up technique, catalyst beds should be 
removed a otherWise protected. It folloWs that the above 
described technique could be used to provide original pro 
tective coatings, as Well. 

Tin derived coking and carburiZation protection of steel 
can also be applied, re-applying and/or touched-up by using 
tin halides at elevated temperatures, preferably touch-up of 
coated steel. Tin metal reacts With, for example, HCl to form 
volatile tin chlorides Which disperse over steel and react to 
form protective iron/nickel stannides. Tin volatiles can be 
controlled by varying temperature and halide composition. 
The technology associated With the invention can also be 

used for retro?tting previously carburiZed systems. For 
example, one of the aforementioned protective layers can be 
formed on a previously carburiZed surface by a suitable 
deposition technique such as chemical vapor deposition, or, 
if physically possible, by applying a paint of one or more of 
the materials described herein. 

In retro?tting a previously carburiZed system, the protec 
tive layer should have a thermal expansivity close to that of 
the base metal, and should be able to Withstand thermal 
shock and repeated temperature cycling, so the layer Will not 
crack or spill and expose the base metal to the environment. 
In addition, the layer should have a thermal conductivity 
near or above those of commonly employed metals to 
maintain ef?cient heat transfer. The layer should not degrade 
in the environment nor in the oxidiZing environment asso 
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ciated With common catalyst regeneration (coke bum-off), 
nor cause degradation of the hydrocarbons themselves. 

Before retro?tting by creating the protective layer, coke 
should be removed from the surface of the base metal as it 
may interfere With the reaction betWeen the protective layer 
and the base metal. A number of cleaning techniques are 
possible including oxidiZing the metal surface, (ii) oxi 
diZing the metal surface and chemically cleaning, (iii) oxi 
diZing the metal surface, and chemically cleaning folloWed 
by passivation, and (iv) oxidiZing the metal surface and 
physically cleaning. Technique is useful to remove 
residual coke and Would be acceptable if the oxide layer Was 
thin enough to alloW a protective layer such as a stannide 
layer to form properly. The other techniques, therefore, are 
more preferred as they should remove the, oxide layer to 
prevent interference With the formation of an effective 
protective layer. Of course, combinations of the aforemen 
tioned cleaning techniques in a particular plant, or for a 
particular system, can be used. Ultimately a number of 
factors unique to the particular plant or system, such as 
reactor geometry, Will dictate the choice. 

Another potentially useful method for applying protective 
layers of carburiZation resistant materials is chemical vapor 
deposition (“CVD”). CVD techniques can be used in neW or 
existing plants. CVD Would be particularly useful in existing 
plants Where other techniques prove to be dif?cult or impos 
sible. 

Apreferred CVD technique involves vaporiZing an orga 
nometallic compound containing one or more of the protec 
tive materials described herein in a hydrogen or hydrogen/ 
inert gas mixture. Examples of such organometallic 
compounds include copper naphthenate, tetramethyl tin, 
tetrabutyl tin, triphenyl arsine, tributylantimony, bismuth 
neodecanoate, and chromium octanoate. The saturate gas 
should be heated so the organometallic compound Will 
decompose on the base material. This approach Would Work 
particularly Well in a temperature controlled furnace. The 
optimum conditions for the decomposition reaction Will 
depend on the particular organometallic compound used. 

Yet another means for preventing carburiZation, coking, 
and metal-dusting in the reactor system comprises the appli 
cation of a metal costing or cladding to chromium rich steels 
contained in the reactor system. These metal coatings or 
claddings may be comprised of tin, antimony, germanium, 
bismuth or arsenic. Tin is especially preferred. These coat 
ings or claddings may be applied by methods including 
electroplating, vapor depositing, and soaking of the chro 
mium rich steel in a molten metal bath. 

It is believed that in hydrodealkylation reactor systems 
Where carburiZation, coking, and metal-dusting are particu 
larly problematic, the coating of the chromium-rich, nickel 
containing steels With a layer of tin in effect creates a double 
protective layer. There results an inner chromium rich and 
nickel poor layer Which is resistant to carburiZation, coking, 
and metal-dusting and an outer stannide layer Which is also 
resistant to carburiZation, coking and metal-dusting. This 
occurs because When the tin coated chromium rich steel is 
exposed to typical hydrodealkylation skin temperatures, 
such as up to about 1400° E, it reacts With the steel to form 
nickel-enriched iron nickel stannides. Thereby, the nickel is 
preferentially leached from the surface of the steel leaving 
behind a layer of chromium-rich layer. In some instances, it 
may be desirable to remove the iron nickel stannide layer 
from the stainless steel to expose the chromium-rich layer, 
or add iron to produce iron stannides. 

For example, it Was found that When a tin cladding Was 
applied to a 304 grade stainless steel and heated at about 
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1200° F. there resulted a chromium-rich, carbide-rich layer 
under a stannide layer containing about 17% chromium and 
substantially no nickel, comparable to 430 grade stainless 
steel. 
When applying the tin metal coating or cladding to the 

chromium-rich steel, it may be desirable to vary the thick 
ness of the metal coating or cladding to achieve the desired 
resistance against carburiZation, coking, and metal-dusting. 
This can be done by, e.g., adjusting the amount of time the 
chromium-rich layer is soaked in a molten tin bath. This Will 
also affect the thickness of the resulting chromium rich steel 
layer. It may also be desirable to vary the operating 
temperature, or to vary the composition of the chromium 
rich steel Which is coated in order to control the chromium 
concentration in the chromium-rich layer produced. 

It has additionally been found that tin-coated steels can be 
further protected from carburiZation, metal-dusting, and 
coking by a post-treatment process Which involves applica 
tion of a thin oxide coating, preferably a chromium oxide, 
such as Cr2O3. This coating Will be thin, as thin as a feW pm. 
Application of such a chromium oxide Will protect alumi 
num as Well as tin coated steels, such as AloniZed steels, 
under loW sulfur conditions. 

The chromium oxide layer can be applied by various 
methods including: application of a chromate or dichromate 
paint folloWed by a reduction process; vapor treatment With 
an organo-chromium compound; or application of a chro 
mium metal plating folloWed by oxidation of the resulting 
chromium plated steel. 

“AloniZed” steels Which are resistant to carburiZation 
under hydrodealkylation conditions can be rendered further 
resistant by post-treatment of the aluminum coated steel 
With a coating of tin. This results in a steel Which is more 
carburiZation resistant since there are cumulative effects of 
carburiZation resistance obtained from both the aluminum 
coating and the tin coating. This post-treatment affords an 
additional bene?t in that it Will mend any defects or cracks 
in the aluminum, e.g., AloniZed, coating. Also, such a 
post-treatment should result in a loWer cost since a thinner 
aluminum coating can be applied to the steel surface Which 
is to be post-treated With the tin coating. Additionally, this 
post-treatment Will protect the underlying steel layer 
exposed by bending of aluminiZed steels, Which can intro 
duce cracks in the aluminum layer, and expose the steel to 
carburiZation induced under high temperature conditions. 
Also, this post-treatment process can prevent coke formation 
on the treated steel surfaces and also prevent coke formation 
that occur on the bottom of cracks Which appear on steels 
Which have been aluminiZed, but not additionally coated 
With tin. 

While not Wishing to be bound by theory, it is believed 
that the suitability of various materials can be selected and 
classi?ed according to their responses to carburiZing atmo 
spheres. For example, iron, cobalt, and nickel form rela 
tively unstable carbides Which Will subsequently carburiZe, 
coke and dust. Elements such as chromium, niobium, 
vanadium, tungsten, molybdenum, tantalum and Zirconium, 
Will form stable carbides Which are more resistant to 
carburiZation, coking and dusting. Elements such as tin, 
antimony, germanium and bismuth do not form carbides or 
coke. And, these compounds can form stable compounds 
With many metals such as iron, nickel and copper under 
hydrodealkylation conditions. Stannides, antimonides and 
bismuthides, and compounds of lead, mercury, arsenic, 
germanium, indium, tellurium, selenium, thallium, sulfur 
and oxygen are also resistant. A ?nal category of materials 
include elements such a silver, copper, gold, platinum and 



US RE38,532 E 
17 

refractory oxides such a silica and alumina. These materials 
are resistant and do not form carbides, or react With other 
metals in a carburiZing environment under hydrodealkyla 
tion conditions. 
As discussed above, the selection of appropriate metals 

Which form protective layers resistant to carburiZation and 
metal-dusting, and their use to form protective layers on 
metal surfaces in the reactor system, is one means for 
preventing the problems of carburiZation and metal-dusting. 
HoWever, carburiZation and metal-dusting can be prevalent 
in a Wide variety of metals; and the metals can be more 
costly or exotic than conventional materials (e.g., mild 
steels) used in the construction of reactor systems. 
Accordingly, it may be desirable in the reactor system of the 
invention to use ceramic materials Which do not form 
carbides at typical conditions, and thus are not susceptible to 
carburiZation, for at least a portion of the metal surfaces in 
the reactor system. 

In choosing the ceramic materials for use in the process of 
the present disclosure, it is preferable that the ceramic 
material have thermal conductivities about that or exceeding 
those of materials conventionally used in the construction of 
hydrodealkylation reactor systems. Additionally, the 
ceramic materials should have suf?cient structural strengths 
at the temperatures Which occur Within the hydrodealkyla 
tion reactor system. Further, the ceramic materials should be 
able to Withstand thermal shocks and repeated temperature 
cycling Which occur during operation of the reactor system. 
Additionally, the ceramic surface should not be susceptible 
to degradation in the hydrocarbon environment or in the 
oxidiZing environment. The selected ceramic material also 
should not promote the degradation of the hydrocarbons in 
the reactor system. 

Suitable ceramic materials include, but are not restricted 
to, materials such as silicon carbides, silicon oxides, silicon 
nitrides and aluminum nitrides. Of these, silicon carbides 
and silicon nitrides are particularly preferred as they appear 
capable of providing complete protection for the reactor 
system, even under loW sulfur hydrodealkylation conditions. 
At least a portion of the metal surfaces in the reactor 

system can also be coated With a silicon or silica ?lm. In 
particular, the metal surfaces Which can be coated include, 
but are not limited to the reactor Walls. HoWever, any metal 
surface in the reactor system, Which shoWs signs of carbur 
iZation and metal-dusting Would bene?t from the application 
of a thin silicon or silica ?lm. 

Conventional methods can be used for applying silicon or 
silica ?lms. Silica or silicon can be applied by electroplating 
and chemical vapor deposition of an alkoxysilane in a steam 
carrier gas. It is preferable that the silicon or silica ?lm have 
a thermal expansivity about that of the metal surface Which 
it coats. Additionally, the silicon or silica ?lm should be able 
to Withstand thermal shocks and repeated temperature 
cycling that occur during hydrodealkylation. This avoids 
cracking a spelling of the silicon or silica ?lm, and potential 
exposure of the underlying metal surface to the carburiZation 
inducing hydrocarbon environment. Also, the silica or sili 
con ?lm should have a thermal conductivity approximate to 
or exceeding that of metals conventionally used in 
hydrodealkylation reactor systems so as to maintain ef?cient 
heat transfer. The silicon or silica ?lm also should not 
degrade in the hydrodealkylation environment or in an 
oxidiZing environment; nor should it cause degradation of 
the hydrocarbons themselves. 

Because different areas of the reactor system of the 
invention can be exposed to a Wide range of temperatures, 
the material selection can be staged, such that those mate 
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rials providing protective layers With better carburiZation 
resistances are used in those areas of the system experienc 
ing the highest temperatures. 
With regard to materials selection, it Was discovered that 

oxidiZed Group VIII metal surfaces such as iron, nickel and 
cobalt are more active in terms of coking and carburiZation 
than their unoxidiZed counterparts. For example, it Was 
found that an air roasted sample of 347 stainless steel Was 
signi?cantly more active than an unoxidiZed sample of the 
same steel. This is believed to be due to a re-reduction of 
oxidiZed steels Which produces very ?ne-grained iron and/or 
nickel metals. Such metals are especially active for carbur 
iZation and coking. 

Since the techniques described herein can be used to 
control carburiZation, catalytic coking, and metal dusting at 
high temperatures, they can be used in other areas of 
chemical and petrochemical processing, as Well. These areas 
Would include high temperature chemical and petrochemical 
processing Where the carburiZation phenomena has previ 
ously been recogniZed, as Well as loWer temperature 
processes, Which until recently, have not exhibited excessive 
carburiZation related problems. 

For example, the teachings can be applied to any furnace 
tubes Which are subjected to carburiZation, catalytic coking 
and metal dusting, such as furnace tubes in coker furnaces. 
Additionally, the techniques can be used to control 
carburiZation, catalytic coking, and metal dusting in crack 
ing furnaces operating at from about 1400° to about 1700° 
F. For example, the deterioration of steel occurring in 
cracking furnaces operating at those temperatures can be 
controlled by application of various metal-based protective 
layers. These protective layers can be provided by applying 
metals using melting, electroplating, and painting tech 
niques. Painting is particularly preferred. 
A coating of antimony applied to iron bearing steels 

protects these steels from carburiZation, coking and metal 
dusting under the described cracking conditions. In fact, an 
antimony paint applied to iron bearing steels Will provide 
protection against carburiZation, catalytic coking, and metal 
dusting at 1600° F. 
A coating of bismuth applied to nickel rich steel alloys 

(e.g., INCONEL 600) can protect those steels against 
carburiZation, catalytic coking, and metal dusting under 
cracking conditions. This has been demonstrated at tempera 
tures of up to 1600° F. 

Bismuth coatings may also be applied to iron bearing 
steels and provide protection against carburiZation, metal 
dusting, and catalytic coking under cracking conditions. 
Also, a metal coating comprising a combination of bismuth, 
antimony, and/or tin can be used. 
The aforementioned chromium paint could also be 

applied to steel tubes and reduced in-situ for use in ethane 
cracking furnaces. In essence, the chromium paint can 
provide a refractory surface in numerous environments such 
as carburiZing, oxidiZing and chloriding environments. 

Chromium-plated steels are also likely to be useful in 
other environments as they have been found to also exhibit 
carburiZation and catalytic coking resistance in high tem 
perature environments (e.g., 800° F.—2000° That is, in a 
cracking environment of 2000° F. for 1 hour in a carburiZing 
gas of 7% C3H8 in H2 bubbled through HO doped With 
suf?cient CS2 to provide approximately 100 ppm sulfur, a 
chromium plated 304 stainless steel sample did not exhibit 
coking or carburiZation, Whereas an untreated sample of 
INCOLOY 800, and samples of stannided and antimonided 
nickel-plated INCOLOY 800 did exhibit coking. In the 
complete absence of sulfur, the chromium-plated sample did 
exhibit coking, but much less than the untreated sample. 
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In the aforementioned test, chromium Was applied as a 
plating and beat treated to Weld or glue the chromium to the 
steel. The chromium plate Was found to have reacted With 
the steel substrate to form a glue composed of CrFe and 
chromium carbide; With a coating of Cr2O3 forming on the 
exterior. For further resistance, the surface of the chromium 
plated steel can be antimonided or germanided. 

The technology is also useful is conventional and loW 
sulfur reforming processes Which involve substantially 
loWer temperatures. It has recently been found that conven 
tional reforming processes Were operated in the presence of 
enough sulfur that carburiZation, metal dusting and catalytic 
coking Were not observed problems. With the advent of 
loW-sulfur systems, problems emerged. 

In ultra “loW-sulfur” reforming systems, the feeds typi 
cally contain less than 100 ppb sulfur, more preferably, less 
than 50 ppb sulfur, and even more preferably, less than 25 
ppb sulfur such as lane than 5 ppb sulfur (“ultra, ultra-loW 
sulfur”); an insuf?cient amount to interfere With carburiZa 
tion. Substantially more sulfur is present in conventional 
(i.e., non-loW-sulfur) catalytic reforming techniques. In this 
regard, the World-Wide average is around 500 ppb sulfur, and 
even higher levels are common. It is possible that a con 
ventional feed can reach 1,000—5,000 ppb sulfur during 
upset conditions. 

Even though both conventional and loW-sulfur reforming 
systems involve relatively loW temperatures compared to 
e.g., ethane cracking processes, excessively high tempera 
tures can still occur in the catalyst beds When exothermic 
demethanation reactions Within cokeballs cause localiZed 
hot regions. These hot spots pose a source for a carburiZation 
related problem in even conventional reforming reactor 
systems Where substantial amounts of sulfur are present. 

For example, the center pipe screens of reformers have 
been observed to locally Waste aWay and develop holes; 
ultimately resulting in catalyst migration. In conventional 
reforming processes the temperatures Within cokeballs dur 
ing formation and burning are apparently high enough to 
overcome the ability of process sulfur to poison catalytic 
coking, carburiZation, and dusting. The metal screens, 
therefore, carburiZe and are more sensitive to Wasting by 
intergranular oxidation (a type of corrosion) during regen 
eration. The screen openings enlarge and holes develop. 

If used to treat screens in conventional reforming, a 
chrome-based passivation layer Would likely be more desir 
able than one Which is tin-based, as such a layer should 
Withstand catalyst regeneration in air and redispersion With 
chlorides. Chromium Would likely be more robust than tin 
under such conditions. In this regard, tests suggest that a 
chrome plating is more resistant to metal migration (loss) 
during rejuvenation, and a chrome plating Would be harder 
making it less likely to rub off during catalyst loading. 

Accordingly, the technology associated With the present 
invention Would be useful in any hydrocarbon conversion 
process Where it becomes desirable to reduce the amount of 
sulfur and/or Water, present e.g., in the feed or injected 
separately, to levels less than those conventionally used. In 
this regard, if the technology of the invention is applied to 
other chemical and petrochemical processes, “loW-sulfur” 
Will be a level of sulfur less than that found in a conventional 
feed or reactor system during processing for a particular 
process (e.g., steps have been taken to loWer the levels of 
sulfur in the feed or reactor system, or no or little sulfur is 
added during the process. The technology of the present 
invention could provide means for loWering operating costs 
of such processes, Which costs Were previously in?ated due 
to the presence of sulfur and/or Water, as Well as a means to 

10 

15 

25 

35 

45 

55 

65 

20 
provide signi?cant improvements in catalyst performance as 
sulfur tends to poison or deactivate most all catalysts to 
some degree. LikeWise, the technology associated With the 
invention Would be useful in processes Where carburiZation, 
coking and/or metal dusting problems exist noW, and neW 
techniques are needed to effectively address those problems. 

Examples of processes Where the technology associated 
With the invention could potentially be useful include, but 
are not limited to, nonoxidative and oxidative dehydroge 
nation of hydrocarbons to ole?ns and dienes, dehydrogena 
tion of ethylbenZene to styrene, conversion of light hydro 
carbons (i.e., C2—C5, preferably C3—C4) to aromatics, 
transalkylation of toluene to benZene and xylenes, dealky 
lation of alkylaromatics to aromatics, alkylation of aromat 
ics to alkylaromatics, production of fuels and chemicals 
from H2 and CO (e.g., the Fischer-Tropsch process), steam 
reforming of hydrocarbons to H2 and CO, the production of 
diphenylamine from aniline, methanol alkylation of toluene 
to xylenes, and dehydrogenation of isopropyl alcohol to 
acetone. Technical details regarding the aforementioned 
processes can be found in Kirk-Othmer—Encyclopedia of 
Chemical Technology, Third Edition, 1978, the contents of 
Which is hereby incorporated by reference. 

Preferred processes in Which the technology of the inven 
tion can be useful include the conversion of light hydrocar 
bons to aromatics, production of fuels and chemicals from 
H2 and CO, and steam reforming of hydrocarbons to H2 and 
CO. 

Looking again to hydrodeakylation processes, other tech 
niques can also be used to address the problems associated 
With carburiZation, embrittlement and metal-dusting. They 
can be used in conjunction With an appropriate material 
selection for the reactor system. Preferred from among the 
additional techniques is the addition of non-sulfur, anti 
carburiZing and anti-coking agent(s) during the 
hydrodealkylation process. These agents can be added con 
tinuously during processing and function to interact With 
those surfaces of the reactor system Which contact the 
hydrocarbons, or they may be applied as a pretreatment to 
the reactor system, to the extent they can be applied as a 
complete coating, or as a supplement to other treatment. 

While not Wishing to be bound by theory, it is believed 
that these agents interact With the surfaces of the reactor 
system by decomposition and surface attack to form iron 
and/or nickel intermetallic compounds, such as stannides, 
antimonides, germanides, bismuthides, plumbides, 
antimonides, etc. Such intermetallic compounds an resistant 
to carburiZation, coking and dusting and can protect the 
underlying metallurgy. 

The intermetallic compounds are also believed to be more 
stable than the metal sul?des Which Were formed in systems 
Where HZS Was used to passivated the metal. These com 
pounds are not reduced by hydrogen as are metal sul?des. As 
a result, they are less likely to leave the system than metal 
sul?des. Therefore, the continuous addition of a carburiZa 
tion inhibitor With the feed can be minimiZed. 

Preferred non-sulfur anti-carburiZing and anti-coking 
agents include organo-metallic compounds such as organo 
tin compounds, organo-antimony compounds, organo 
germanium compounds, organo-bismuth compounds, 
organo-arsenic compounds, and organo-lead compounds. 
Suitable organo-lead compounds include tetraethyl and tet 
ramethyl lead. Organo-tin compounds such as tetraethyl tin 
and trimethyl tin hydride are especially preferred. 

Additional speci?c organo-metallic compounds include 
bismuth neodecanoate, chromium octanoate, copper 
naphthenate, manganese carboxylate, palladium 
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neodecanoate, silver neodecanoate, tetrabutylgermanium, 
tributylantimony, triphenylantimony, triphenylarsine, and 
Zirconium octanoate. 
HoW and Where these agents are added to the reactor 

system is not critical, and Will primarily depend on particular 
process design characteristics. For example, they can be 
added continuously or discontinuously With the feed. 

Apreferred method of coating the agents on an existing or 
neW reactor surface is to decompose an organometallic 
compound in a hydrogen atmosphere at temperatures of 
about 900° F. For organo-tin compounds, for example, this 
produces reactive metallic tin on the reactor surface. At these 
temperatures, the tin Will further react With the surface metal 
to passivate it. 
Optimum coating temperatures Will depend on the par 

ticular organometallic compound, or the mixtures of com 
pounds if alloys are desired. Typically, in excess of the 
organometallic coating agent can be pulsed into the reactor 
at a high hydrogen flow rate so as to carry the coating agent 
throughout the system in a mist. The flow rate can then be 
reduced to permit the coating metal mist to coat and react 
With the reactor surface. Alternatively, the compound can be 
introduced as a vapor Which decomposes and reacts With the 
hot Walls of the reactor in a reducing atmosphere. 
As discussed above, hydrodealkylation reactor systems 

susceptible to carburiZation, metal-dusting and coking can 
be treated by application of a decomposable coating con 
taining a decomposable organometallic tin compound to 
those areas of the reactor system most susceptible to car 
buriZation. 

HoWever, such control is not alWays present. There may 
be “hot spots” Which develop in the reactor system Where the 
organometallic compound can decompose and form depos 
its. Therefore, another aspect of the invention is a process 
Which avoids such deposition in hydrodealkylation reactor 
systems Where temperatures are not closely controlled and 
exhibit areas of high temperature hot spots. 

Such a process involves preheating the entire reactor 
system to a temperature of from 750° to 1150°, preferably 
900° to 1100°, and most preferably about 1050° E, With a 
hot stream of hydrogen gas. After preheating, a colder gas 
stream at a temperature of 400° to 800°, preferably 500° to 
700°, and most preferably about 550° E, containing a 
vaporiZed organometallic tin compound and hydrogen gas is 
introduced into the preheated reactor system. This gas 
mixture is introduced upstream and can provide a decom 
position “Wave” Which travels throughout the entire reactor 
system. 

Essentially this process Works because the hot hydrogen 
gas produces a uniformly heated surface Which Will decom 
pose the colder organometallic gas as it travels as a Wave 
throughout the reactor system. The colder gas containing the 
organometallic tin compound Will decompose on the hot 
surface and coat the surface. The organometallic tin vapor 
Will continue to move as a Wave to treat the hotter surfaces 
doWnstream in the reactor system. Thereby, the entire reac 
tor system can have a uniform coating of the organometallic 
tin compound. It may also be desirable to conduct several of 
these hot-cold temperature cycles to ensure that the entire 
reactor system has been uniformly coated With the organo 
metallic tin compound. 

To obtain a more complete understanding of the present 
disclosure, the folloWing examples illustrating certain 
aspects of the invention are set forth. It should be 
understood, hoWever, that the disclosure is not limited in any 
Way to the speci?c details set forth therein. 

Comparative Example 1 
A thermal hydrodealkylation reactor made of 0.25 inch 

OD 316 stainless steel seamless pipe 8.75 inches long Was 
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prepared by cleaning the surfaces of the reactor exposed to 
the hydrodealkylation reaction With soap and Water, and 
drying With an organic solvent. The reactor Was preheated 
and maintained al 1250° F. Toluene at 25 pal/min Was fed into 
the reactor With hydrogen at 20 cc/min. The reactor pressure 
Was maintained at approximately 100 psig. The reactor Was 
completely plugged With coke formed by carburiZation 
When checked after 65.6 hours of operation. 

Comparative Example 2 

A thermal hydrodealkylation reactor Was prepared as 
described in Comparative Example 1. The reactor Was 
pretreated and maintained at 1400° F. Again, toluene at 25 
pal/min Was fed into the reactor With hydrogen at 20 cc/min. 
The reactor pressure Was maintained at approximately 100 
psig. The reactor Was completely plugged With coke due to 
carburiZation When checked after 5.7 hours of operation. See 
FIG. 1, Which is a photograph of the reactor partially cut 
open to shoW the coke plug. 

EXAMPLE 1 

A thermal hydrodealkylation reactor made of 0.25 inch 
OD 316 stainless steel seamless pipe 8.75 inches long Was 
prepared by cleaning the surfaces of the reactor exposed to 
the hydrodealkylation reaction With soap and Water, and 
drying With an organic solvent. The reactor Was then coated 
by pouring a tin paint into one end of the reactor, draining 
the excess, pouring the tin paint into the other end of the 
reactor, draining the excess, and then reducing the tin paint 
coating at approximately 1050° F. for approximately 40 
hours. The tin paint used for, coating the reactor Was 
prepared by mixing together by Weight 7 parts Tin Ten Cem 
(Mooney Chemical, Co.), 6 parts isopropyl alcohol, 14 parts 
tin poWder (1—5 microns) and 14 parts stannic oxide (—325 
mesh) and 5% Fe2O3 in paint mixture. Toluene at 24 pal/min 
Was fed into the reactor With nitrogen at 20 cc/min for 
approximately 596 hours of operation at 1400° F. No plug 
ging occurred but operational problems in letdoWn system 
caused shutdoWn. 

EXAMPLE 2 

A thermal hydrodealkylation reactor Was prepared as 
described in Example 1 except that no Fe2O3 Was used in the 
paint. Into the reactor Which Was maintained at 1250° F. and 
100 psig, toluene at 25 pal/min and hydrogen at 20 cc/mm 
Were introduced for approximately 88 hours of operation. 
Then, the temperature Was raised to 1400° F. The reaction 
Was continued until approximately 303 hours of operation 
occurred. No plugging of the reactor occurred. 

EXAMPLE 3 

A thermal hydrodealkylation reactor Was prepared as 
described in Example 1. The reactor Was preheated and 
maintained at a temperature of 1400° F. Toluene at 25 pal/min 
Was fed into the reactor With hydrogen at 10 cc/min. The 
reactor pressure Was maintained at approximately 100 psig. 
The reaction Was alloWed to proceed for at least 597 hours 
before changing the feed to n-hexane. No plugging of the 
reactor occurred during approximately 600 hours of opera 
tion. See FIG. 2 Which is a photograph of the reactor cut 
open to shoW that no plugging occurred. 

EXAMPLE 4 

A thermal hydrodealkylation reactor Was prepared as 
described in Example 2. The reactor Was preheated and 
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maintained at 1400° F. Toluene containing 50 ppm CS2 at 25 
ul/min Was fed into the reactor With hydrogen at 10 cc/min. 
The reaction pressure Was maintained at approximately 100 
psig. After approximately 44 hours of operation, the amount 
of CS2 in the toluene feed Was reduced to 5 ppm. After 
approximately 719 hours of operation, the amount of CS2 in 
the toluene feed, Was reduced to 0.5 ppm. The reactor Was 
not plugged upon reading approximately 1079 hours of 
operation but plugged upon reading approximately 1219 
hours of operation due to an operational problem in the 
letdoWn system. 

EXAMPLE 5 

A thermal hydrodealkylation reactor Was prepared as 
described in Example 2. The reactor Was preheated and 
maintained at approximately 1400° F. Toluene containing 50 
ppm CS2 at 25 ul/min Was fed into the reactor With hydrogen 
of 10 cc/min. The reactor pressure Was maintained at 
approximately 100 psig. The reactor Was shut doWn upon 
reaching approximately 695 hours of operation. No plugging 
occurred. 

While the invention has been described above in terms of 
preferred embodiments, it is to be understood that variations 
and modi?cations may be used as Will be appreciated by 
those skilled in the art. Essentially, therefore, there are many 
variations and modi?cations to the above preferred embodi 
ments Which Will be readily evident to those skilled in the art 
and Which are to be considered Within the scope of the 
invention as de?ned by the folloWing claims. 
What is claimed is: 
1. A method for hydrodealkylating a hydrodealkylatable 

hydrocarbon comprising treating at least a portion of a 
hydrodealkylation reactor system With a carburiZation resis 
tant composition, and (ii) contacting said hydrocarbon in 
said treated reactor system With hydrogen under loW sulfur 
hydrodealkylation conditions of 100 ppm or less and 
wherein said carburization resistant composition comprises, 
in major proportion, a member selected from the group 
consisting of aluminum, antimony, arsenic, bismuth, brass, 
gallium, germanium, indium, lead, selenium, tellurium, tin 
or intermetallic compounds and alloys thereof. 

2. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein treating step 
(i) comprises applying a coating or ?lm of a carburiZation 
resistant composition to a surface of the reactor system 
susceptible to carburiZation under hydrodealkylation condi 
tions. 

[3. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 2, Wherein said car 
buriZation resistant composition comprises a member 
selected from the group consisting of aluminum, antimony, 
arsenic, bismuth, brass, chromium, copper, germanium, 
indium, lead, selenium, tellurium, tin or intermetallic com 
pounds and alloys thereof] 

4. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim [3] 1, Wherein at least 
a portion of said coating or ?lm is a Cu—Sn alloy or a 
Cu—Sb alloy. 

5. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 2, Wherein said coating 
or ?lm is provided as a plating, cladding, paint or other 
coating, to a base construction material. 

6. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein said car 
buriZation resistant composition contains tin. 

7. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 1, comprising adding an 
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24 
anti-carburiZing and anti-coking agent selected from the 
group of organo-tin compounds, organo-antimony 
compounds, organo-bismuth compounds, organo-arsenic 
compounds and organo-lead compounds to the hydrocarbon. 

8. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein an organo 
tin non-sulfur, anti-carburiZing and anti-coking agent is 
added to the hydrocarbon. 

9. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein at least a 
portion of said reactor system is constructed from a nickel 
containing stainless steel [having sufficient chromium con 
tent] so that an intermediate layer comprising chromium and 
carbide betWeen the steel and an outer protective layer is 
formed When the steel is treated With a metal coating 
resistant to carburiZation comprising tin, antimony, bismuth 
or arsenic. 

10. The method of claim 9, Wherein the metal coating 
comprises tin. 

11. The method of claim 10, Wherein the tin coating is 
applied by electroplating, vapor deposition or soaking in a 
molten tin bath. 

12. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein said portion 
of the reactor system is made of steel and treated by coating 
With aluminum or tin folloWed by application of a chromium 
oxide coating having a thickness suf?cient to protect the 
aluminum coated or tin coated steel from carburiZation, 
metal-dusting and coking under loW sulfur reaction condi 
tions. 

13. The method according to claim 12, Wherein said 
portion of the reactor system has been coated With aluminum 
by deeply diffusing a mixture of blended aluminum poWders 
onto said portion at elevated temperatures. 

14. The method according to claim 12, Wherein said 
portion of the reactor system has been coated With tin by 
electroplating. 

15. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein a portion of 
said reactor system has initially been coated With a coating 
comprising aluminum, folloWed by a post-treatment process 
comprising application of a metal coating comprising tin. 

16. The method according to claim 15, Wherein the initial 
aluminum coating is applied by deeply diffusing a mixture 
of blended aluminum poWders onto said portion at elevated 
temperatures. 

17. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein a portion of 
said reactor system is exposed to temperatures of at least 
about 700° F. during said contacting. 

18. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 16, Wherein a portion 
of said reactor system is exposed to temperatures of at least 
about 900° F. during said contacting. 

19. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 18, Wherein a portion 
of said reactor system is exposed to temperatures of betWeen 
about 900° F. and 1800° F. during said contacting. 

20. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein said con 
tacting takes place in the absence of a catalyst. 

21. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein said hydro 
carbon comprises an alkyl-substituted benZene. 

22. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 21, Wherein said 
hydrocarbon is selected from the group consisting of 
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toluene, m-xylene, o-xylene, p-xylene, mixed xylenes, ethyl 
benzene, n-propyl benzene, n-butyl benZene, cumene, 
isobutylbenZene, sec-butylbenZene, tert butylbenZene, and 
p-cymene. 

23. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 22, Wherein said 
hydrocarbon is toluene. 

24. The method for hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 1, Wherein toluene is 
contacted With hydrogen at a temperature from about 900° 
F. to 1800° F. 

25. The method of hydrodealkylating a hydrodealkylat 
able hydrocarbon according to claim 24, Wherein said por 
tion of said reactor system is coated With a ?lm of a 
carburiZation resistant composition comprising tin or anti 
mony. 

26. A method according to claim 1, Wherein sulfur levels 
in the reactor system do not exceed about 50 ppm. 

27. Amethod according to claim 26, Wherein sulfur levels 
in the reactor system do not exceed about 20 ppm. 

28. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon comprising: 

(i) providing a carburiZation and abrasion resistant pro 
tective layer to a nickel containing stainless steel 
portion of a hydrodealkylation reactor system by (a) 
applying to the stainless steel portion a metal plating, 
cladding or other coating of a metal effective for 
forming a carburiZation resistant protective layer, to a 
thickness effective to isolate the steel portion from 
hydrocarbons during operation While avoiding any sub 
stantial liquid metal embrittlement, and (b) forming the 
protective layer, anchored to the stainless steel portion 
through an intermediate bonding layer comprising car 
bide; 

(ii) hydrodealkylating a hydrodealkylatable hydrocarbon 
feed Wherein the sulfur levels in the reactor system do 
not exceed 100 ppm and wherein said metal is applied 
as a plating, cladding, or other coating comprising at 
least in major portion a metal selected from the group 
consisting of antimony, arsenic, bismuth, aluminum, 
gallium, germanium, indium, lead, selenium, tellurium, 
tin and mixtures thereof. 

29. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 28, Wherein said hydrocar 
bon feed comprises an alkyl-substituted benZene. 

30. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 28, Wherein said hydrocar 
bon feed comprises at least one member selected from the 
group consisting of toluene, m-xylene, o-xylene, p-xylene, 
mixed xylenes, ethyl benZene, n-propyl benZene, n-butyl 
benZene, cumene, isobutyl benZene, sec-butyl benZene, tert 
butyl benZene, and p-cymene. 

31. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 30, Wherein said hydrocar 
bon feed comprises toluene. 

32. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 28, Wherein toluene is 
contacted With hydrogen under temperature conditions of 
from about 900° F. to 1800° F. 

33. Amethod according to claim 28, Wherein sulfur levels 
do not exceed about 50 ppm. 

34. Amethod according to claim 33, Wherein sulfur levels 
do not exceed about 20 ppm. 

[35. A method according to claim 28, Wherein the metal 
is applied as a plating, cladding or other coating comprising 
at least in major proportion selected from the group con 
sisting of antimony, arsenic, bismuth aluminum, copper, 
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chromium, gallium, germanium, indium, lead, selenium, 
tellurium, tin and mixtures thereof] 

36. A method according to claim [35] 28, Wherein the 
material is selected from tin, antimony, germanium, 
selenium, and tellurium [and chromium]. 

37. A method according to claim 36, Wherein the material 
is selected from tin, antimony, and germanium [and chro 
mium]. 

38. A method according to claim [35] 28, Wherein the 
metal plating, cladding or other coating is applied to a 
thickness of betWeen 0.5 mils and 15 mils. 

39. A method according to claim 38, Wherein the metal 
plating, cladding or other coating is applied to a thickness of 
betWeen 1 and 10 mils. 

40. A method,according to claim 39, Wherein the metal 
plating, cladding or other coating is applied to a thickness of 
betWeen 2 and 8 mils. 

41. A method according to claim 28, Wherein the protec 
tive layer is applied to a furnace tube. 

42. A method according to claim [35] 28, Wherein the 
metal is applied as a plating. 

43. A method according to claim [35] 28, Wherein the 
metal is applied as a paint. 

44. A method according to claim 43, Wherein the metal is 
applied as a tin-containing paint. 

45. A method according to claim 44, Wherein the metal is 
applied as a tin-containing paint comprising a hydrogen 
decomposable tin compound, a solvent system, a ?nely 
divided tin metal and tin oxide effective as a sponge/ 
dispersing/binding agent. 

46. A method according to claim 44, Wherein the paint 
contains iron. 

47. A method according to claim 46, Wherein the paint 
contains tin to iron in a ratio of betWeen 10 and 1 by Weight. 

[48. A method according to claim 28, Wherein the steel 
portion is a stainless steel portion and the bonding layer 
comprises carbide.] 

49. A method according to claim 28, further comprising 
forming at least one additional protective layer on the 
surface of the protective layer. 

50. A method according to claim 49, further comprising 
forming a copper-based protective layer on a stannide pro 
tective layer. 

51. A hydrocarbon conversion process conducted With a 
hydrocarbon feed having a sulfur content loWer than about 
100 ppm, said process selected from the group consisting of 
nonoxidative dehydrogenation of hydrocarbons to ole?ns 
and dienes, oxidative dehydrogenation of hydrocarbons to 
ole?ns and dienes, dehydrogenation of ethylbenZene to 
styrene, conversion of light hydrocarbons to aromatics, 
transalkylation of toluene to benZene and xylenes, dealky 
lation of alkylaromatics to aromatics, alkylation of aromat 
ics to alkylaromatics, production of fuels and chemicals 
from H2 and CO, steam reforming of hydrocarbons to H2 
and CO, and methanol alkylation of toluene to xylenes, 
comprising: 

(i) providing a carburiZation and abrasion resistant pro 
tective layer to a nickel containing stainless steel 
portion of a reactor system by (a) applying to the 
stainless steel portion a metal plating, cladding or other 
coating of a metal effective for forming a carburiZation 
resistant protective layer, to a thickness effective to 
isolate the steel portion from hydrocarbons during 
operation While avoiding any substantial liquid metal 
embrittlement, and (b) forming the protective layer, 
anchored to the stainless steel portion through an 
intermediate carbide-rich bonding layer comprising 
carbide; 
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(ii) converting hydrocarbons in the reactor system and 
wherein said metal is applied as a plating, cladding or 
other coating comprising at least in major proportion 
a metal selected from the group consisting of antimony, 
arsenic, bismuth, aluminum, gallium, germanium, 
indium, lead, selenium, tellurium, tin and mixtures 
thereof. 

[52. AloW-sulfur hydrocarbon conversion process accord 
ing to claim 51, wherein the metal is applied as a plating, 
cladding or other coating comprising at least one metal in 
major proportion selected from the group consisting of 
antimony, arsenic, bismuth aluminum, copper, chromium, 
gallium, germanium, indium, lead, selenium, tellurium, tin 
and mixtures thereof.] 

53. A method according to claim [52] 51, Wherein the 
metal plating, cladding or other coating is applied to a 
thickness of betWeen 0.5 mils and 15 mils. 

54. A method according to claim 53, Wherein the metal 
plating, cladding or other coating is applied to a thickness of 
betWeen 1 and 10 mils. 

55. A method according to claim 54, Wherein the metal 
plating, cladding or other coating is applied to a thickness of 
betWeen 2 and 8 mils. 

56. A method according to claim 53, Wherein the protec 
tive layer is applied to a furnace tube. 

57. A method according to claim [52] 51, Wherein the 
metal is applied as a plating. 

[58. A method according to claim 57, Wherein the metal 
is applied as a chromium plating.] 

59. A method according to claim [52] 51, Wherein the 
metal is applied as a paint. 

60. A method according to claim 59, Wherein the metal is 
applied as a tin-containing paint. 

61. A method according to claim 60, Wherein the metal is 
applied as a tin-coating paint comprising a hydrogen decom 
posable tin compound, a solvent system, a ?nely divided tin 
metal and tin oxide effective as a sponge/dispersing/binding 
agent. 

62. A method according to claim 60, Wherein the paint 
contains iron. 

63. A method according to claim 62, Wherein the paint 
contains tin to iron in a ratio of betWeen 10 and 1 by Weight. 

[64. A method according to claim 59, Wherein the metal 
is applied as a chromium-containing paint.] 

[65. A method according to claim 52, Wherein the steel 
portion is a stainless steel portion and the bonding layer 
comprises carbide.] 

66. A method according to claim [52] 51, Wherein the 
metal is selected from tin, antimony, germanium, selenium, 
tellurium, [chromium,] and miXtures thereof. 

67. A method according to claim 66, Wherein the metal is 
selected from tin, antimony, germanium, [chromium,] and 
miXtures thereof. 

68. A process according to claim 51, Wherein said loW 
sulfur hydrocarbon conversion process is selected from the 
conversion of C2—C5 hydrocarbons to aromatics, production 
of fuels and chemicals from H2 and CO, and steam reform 
ing of hydrocarbons to H2 and CO. 

69. In a method for hydrodealkylating and hydrodealky 
latable hydrocarbon wherein said hydrocarbon is contacted 
with hydrogen the improvement comprising conducting said 
hydrodealkylation under low sulfur hydrodealkylation con 
ditions of 100 ppm or less in a reactor system in which at 
least a portion of said reactor system which is susceptible to 
carburization has been subjected to treatment with a car 
burization resistant composition wherein said treatment 
comprises applying a coating or ?lm of said carburization 
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resistant composition and wherein said composition 
comprises, in major proportion, a member selected from the 
group consisting of aluminum, antimony, arsenic, bismuth, 
brass, germanium, indium, lead, selenium, tellurium, tin or 
intermetallic compounds and alloys thereof. 

70. The method of claim 69, wherein at least a portion of 
said coating or ?lm is a Cu—Sn alloy or a Cu—Sb alloy. 

71. The method of claim 69, wherein said treatment is 
applied as a coating or ?lm provided as a plating, cladding, 
paint or other coating, to a base construction material. 

72. The method of claim 69, wherein said carburization 
resistant composition contains tin. 

73. The method of claim 69, wherein said treatment is 
ejfected by adding an anti-carburizing and anti-coking agent 
selected from the group of organo-tin compounds, organo 
antimony compounds, organo-bismuth compounds, organo 
arsenic compounds and organo-lead compounds to said 
hydrocarbon. 

74. The method to claim 69, wherein said treatment is 
ejfected by adding an organo-tin non-sulfur, anti 
carburizing and anti-coking agent to the hydrocarbon. 

75. The method of claim 69, wherein at least a portion of 
said reactor system is constructed from a stainless steel 
treated with a metal coating resistant to carburization 
comprising tin, antimony, germanium, bismuth or arsenic. 

76. The method of claim 75, wherein said coating com 
prises tin. 

77. The method of claim 76, wherein the tin coating is 
applied by electroplating, vapor deposition, or soaking in a 
molten tin bath. 

78. The method of claim 69, wherein said portion of the 
reactor system is made of steel and wherein said treatment 
comprises coating said portion with aluminum or tin fol 
lowed by application of a chromium oxide coating having a 
thickness sujficient to protect the aluminum coated or tin 
coated steel from carburization, metal-dusting and coking 
under low sulfur reaction conditions. 

79. The method of claim 78, wherein said portion of the 
reactor system has been coated with aluminum by deeply 
dijfusing a mixture of blended aluminum powders onto said 
portion at elevated temperatures. 

80. The method according to claim 78, wherein said 
portion of the reactor system has been coated with tin by 
electroplating. 

81. The method of claim 69, wherein a portion of said 
reactor system has initially been coated with a coating 
comprising aluminum, followed by a post-treatment process 
comprising application of a metal coating comprising tin. 

82. The method of claim 69, wherein a portion of said 
reactor system is exposed to temperatures of at least about 
700° F during said contacting. 

83. The method of claim 82, wherein a portion of said 
reactor system is exposed to temperatures of between about 
900° F and 1800° F during said contacting. 

84. The method of claim 69, wherein said contacting takes 
place in the absence of a catalyst. 

85. The method of claim 69, wherein said hydrocarbon 
comprises an alkyl-substituted benzene. 

86. The method of claim 85, wherein said hydrocarbon is 
selected from the group consisting of toluene, m-xylene, 
o-xylene, p-xylene, mixed xylenes, ethyl benzene, n-propyl 
benzene, n-butyl benzene, cumene, isobutylbenzene, sec 
butylbenzene, tert butylbenzene, and p-cymene. 

87. The method of claim 85, wherein said hydrocarbon is 
toluene. 

88. The method of claim 87, wherein said portion of said 
reactor system is coated with a ?lm of a carburization 
resistant composition comprising tin or antimony. 
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89. In a method for hydrodealkylating a hydrodealkylat 
able hydrocarbon the improvement comprising: 

(i) conducting said method in a hydrodealkylation reactor 
system to which a nickel containing stainless steel 
portion of said reactor system has been provided with 
a carburization and abrasion resistant protective layer 
by (a) applying to said stainless steel portion a metal 
plating, cladding or other coating of a metal ejfective 
for forming a carburization resistant protective layer; 
to a thickness ejfective to isolate said stainless steel 
portion from hydrocarbons during operation while 
avoiding any substantial liquid metal embrittlement, 
and (b) forming the protective layer; anchored to said 
stainless the steel portion through an intermediate 
bonding layer comprising carbide; and 

(ii) hydrodealkylating a hydrodealkylatable hydrocarbon 
feed wherein the sulfur levels in the reactor system do 
not exceed about 100ppm; and wherein said metal was 
applied as a plating, cladding or other coating com 
prising at least in major proportion a metal selected 
from the group consisting of antimony, arsenic, 
bismuth, aluminum, gallium, germanium, indium, lead, 
selenium, tellurium, tin and mixtures thereof. 

90. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 89, wherein said 
hydrodealkylatable hydrocarbon comprises an alkyl 
substituted benzene. 

91. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 89, wherein said 
hydrodealkylatable hydrocarbon comprises at least one 
member selected from the group consisting of toluene, 
m-xylene, o-xylene, p-xylene, mixed xylenes, ethyl benzene, 
n-propyl benzene, n-butyl benzene, cumene, isobutyl 
benzene, sec-butyl benzene, tert butyl benzene, and 
p-cymene. 

92. A method for hydrodealkylating a hydrodealkylatable 
hydrocarbon according to claim 89, wherein toluene is 
contacted with hydrogen under temperature conditions of 
from about 900° F to 1800° F 

93. The method of claim 89, wherein at least one addi 
tional protective layer has been formed on the surface of the 
protective layer. 

94. The method of claim 93, wherein said additional layer 
is a copper-based protective layer and said protective layer 
is a stannide protective layer 

95. In a hydrocarbon conversion method selected from the 
group consisting of nonoxidative dehydrogenation of hydro 
carbons to ole?ns and dienes,~ oxidative dehydrogenation of 
hydrocarbons to ole?ns and dienes,~ dehydrogenation of 
ethylbenzene to styrene,‘ conversion of light hydrocarbons to 
aromatics,‘ transalkylation of toluene to benzene and 
xylenes,‘ dealkylation of alkylaromatics to aromatics,~ alky 
lation of aromatics to alkylaromatics,‘ production of fuels 
and chemicals from H2 and CO,‘ steam reforming of hydro 
carbons to H2 and CO,‘ and methanol alkylation of toluene 
to xylenes the improvement comprising conducting said 
hydrocarbon conversion with a hydrocarbon stream or H2 
and CO stream having a sulfur content lower than about 100 
ppm in a reactor system in which a nickel containing 
stainless steel portion thereof has a carburization and 
abrasion resistant protective layer obtained by applying to 
said stainless steel portion a metal plating, cladding or other 
coating of a metal ejfective for forming a carburization 
resistant protective layer to thickness ejfective to isolate said 
stainless steel portion through an intermediate carbide-rich 
bonding layer comprising carbide and wherein said protec 
tive layer is formed from a plating, cladding or other coating 
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comprising at least one metal in major proportion selected 
from the group consisting of antimony, arsenic, bismuth, 
aluminum, gallium, germanium, indium, lead, selenium, 
tellurium, tin and mixtures thereof 

96. The method of claim 95, wherein said hydrocarbon 
conversion process is selected from the conversion of C2—C5 
hydrocarbons to aromatics,~ production of fuels and chemi 
cals from H2 and CO; and steam reforming hydrocarbons to 
H2 and CO. 

97. The method of claim 96, wherein said hydrocarbon 
conversion process is the production of fuels and chemicals 
from H2 and CO. 

98. The method of claim 96, wherein said conversion 
process is steam reforming of hydrocarbons to H2 and CO. 

99. The method of claim 96, wherein said stainless steel 
portion comprises furnace tubes. 

100. The method of claim 95, wherein said conversion 
process is selected from the group consisting of nonoxidative 
dehydrogenation of hydrocarbons to ole?ns and dienes and 
oxidative dehydrogenation of hydrocarbons to ole?ns and 
dienes. 

101. The method of claim 95, wherein said conversion 
process is selected from the group consisting of dehydroge 
nation of ethylbenzene to styrene and the conversion of light 
hydrocarbons to aromatics. 

102. The method of claim 95, wherein said conversion 
process is selected from the group consisting of the tran 
salkylation of toluene to benzene and xylenes. 

103. The method of claim 95, wherein said conversion 
process is selected from the group consisting of the alkyla 
tion of aromatics to alkylaromatics and the methanol alky 
lation of toluene to xylenes. 

104. In a hydrocarbon conversion method selected from 
the group consisting of nonoxidative dehydrogenation of 
hydrocarbons to ole?ns and dienes,‘ oxidative dehydrogena 
tion of hydrocarbons to ole?ns and dienes,~ dehydrogenation 
of ethylbenzene to styrene,‘ conversion of light hydrocarbons 
to aromatics,~ transalkylation of toluene to benzene and 
xylenes,‘ dealkylation of alkylaromatics to aromatics,~ alky 
lation of aromatics to alkylaromatics,‘ production of fuels 
and chemicals from H2 and CO,‘ steam reforming of hydro 
carbons to H2 and CO,‘ and methanol alkylation of toluene 
to xylenes the improvement comprising conducting said 
hydrocarbon conversion with a hydrocarbon stream or H2 
and CO stream having a sulfur content lower than about 100 
ppm in a reactor system in which an essentially nickel free 
steel portion thereof has a carburization and abrasion 
resistant protective layer obtained by applying to said steel 
portion a metal plating, cladding or other coating of a metal 
ejfective for forming a carburization resistant protective 
layer to thickness ejfective to isolate said steel portion from 
hydrocarbons during operation while avoiding any substan 
tial liquid metal embrittlement and wherein said protective 
layer comprises intermetallic compounds or alloys of iron 
and said metal. 

105. The method of claim 104, wherein said protective 
layer is formed from a plating, cladding or other coating 
comprising at least one metal in major proportion selected 
from the group consisting of antimony, arsenic, aluminum, 
copper, chromium, gallium, germanium, selenium, 
tellurium, tin and mixtures thereof 

106. The method of claim 104, wherein said hydrocarbon 
conversion process is selected from the conversion of C2—C5 
hydrocarbons to aromatics, production of fuels and chemi 
cals from H2 and CO, and steam reforming hydrocarbons to 
H2 and CO. 

107. The method of claim 106, wherein said hydrocarbon 
conversion process is the production of fuels and chemicals 
from H2 and CO. 
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108. The method of claim 107, wherein said protective 
layer is formed from a plating, cladding or other coating 
comprising at least one metal in major proportion selected 
from the group consisting of antimony, arsenic, aluminum, 
copper, chromium, gallium, germanium, selenium, 
tellurium, tin and mixtures thereof 

109. The method of claim 104, wherein said conversion 
process is steam reforming of hydrocarbons to H2 and CO. 

110. The method of claim 109, wherein the protective 
layer is formed from a plating, cladding or other coating 
comprising at least one metal in major proportion selected 
from the group consisting of antimony, arsenic, aluminum, 
copper, chromium, gallium, germanium, selenium, 
tellurium, tin and mixtures thereof 

11]. The method of claim 106, wherein said steel portion 
comprises furnace tubes. 

112. The method of claim 104, wherein said conversion 
process is selected from the group consisting of nonoxidative 
dehydrogenation of hydrocarbons to ole?ns and dienes and 
oxidative dehydrogenation of hydrocarbons to ole?ns and 
dienes. 

113. The processing according to claim 112, wherein said 
protective layer is formed from a plating, cladding or other 
coating comprising at least one metal in major proportion 
selected from the group consisting of antimony, arsenic, 
aluminum, copper, chromium, gallium, germanium, 
selenium, tellurium, tin and mixtures thereof 

114. The method of claim 104, wherein said conversion 
process is selected from the group consisting of dehydroge 
nation of ethylbenzene to styrene and the conversion of light 
hydrocarbons to aromatics. 

115. The processing according of claim 114, wherein said 
protective layer is formed from a plating, cladding or other 
coating comprising at least one metal in major proportion 
selected from the group consisting of antimony, arsenic, 
bismuth, aluminum, copper; chromium, gallium, germanium, 
indium, lead, selenium, tellurium, tin and mixtures thereof 

116. The method of claim 104, wherein said conversion 
process is selected from the group consisting of the tran 
salkylation of toluene to benzene and xylenes. 

117. The method according to claim 116, wherein said 
protective layer is formed from a plating, cladding or other 
coating comprising at least one metal in major proportion 
selected from the group consisting of antimony, arsenic, 
bismuth, aluminum, copper; chromium, gallium, germanium, 
indium, lead, selenium, tellurium, tin and mixtures thereof 

118. The method of claim 104, wherein said conversion 
process is selected from the group consisting of the alkyla 
tion of aromatics to alkylaromatics and the methanol alky 
lation of toluene to xylenes. 

119. The method according to claim 118, wherein said 
protective layer is formed from a plating, cladding or other 
coating comprising at least one metal in major proportion 
selected from the group consisting of antimony, arsenic, 
aluminum, copper, chromium, gallium, germanium, 
selenium, tellurium, tin and mixtures thereof 

120. The process of claim 104, wherein said steel is mild 
steel. 

12]. In a hydrocarbon conversion process selected from 
the group consisting of nonoxidative dehydrogenation of 
hydrocarbons to ole?ns and dienes,~ oxidative dehydrogena 
tion of hydrocarbons to ole?ns and dienes,~ dehydrogenation 
of ethylbenzene to styrene,‘ conversion of light hydrocarbons 
to aromatics,~ transalkylation of toluene to benzene and 
xylenes,‘ dealkylation of alkylaromatics to aromatics,~ alky 
lation of aromatics to alkylaromatics,‘ production of fuels 
and chemicals from H2 and CO,‘ steam reforming of hydro 
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carbons to H2 and CO,‘ and methanol alkylation of toluene 
to xylenes the improvement comprising conducting said 
hydrocarbon conversion with a hydrocarbon stream having 
a sulfur content lower than about 100 ppm in a reactor 
system in which a steel portion thereof has a carburization 
and abrasion protective layer derived from a metal, in major 
proportion, selected from the group consisting of tin, 
arsenic, antimony, aluminum, bismuth, germanium, gallium, 
indium, selenium, tellurium, lead, brass and intermetallic 
compounds and alloys thereof attached thereto of a thick 
ness ejfective to isolate the steel portion from hydrocarbons 
during operations while avoiding any substantial liquid 
embrittlement. 

122. The process of claim 12], wherein said steel portion 
is nickel containing stainless steel and wherein said protec 
tive layer is anchored to said stainless steel portion thereof 
through an intermediate bonding layer comprising carbide 
and wherein said metal is selected from the group consisting 
of copper; tin, arsenic, germanium, gallium, selenium, tel 
lurium and intermetallic compounds and alloys thereof 

123. The process of claim 12], wherein said steel portion 
is essentially nickel free steel and wherein said protective 
layer comprises at least one intermetallic compound or alloy 
of said metal and iron. 

124. In a hydrocarbon conversion method utilizing a 
cracking furnace the improvement comprising conducting 
said hydrocarbon conversion with a hydrocarbon stream 
having a sulfur content lower than about 100 ppm and 
wherein a nickel containing stainless steel portion of said 
cracking furnace has a carburization and abrasion resistant 
protective layer obtained by applying to said stainless steel 
portion a metal plating, cladding or other coating of a metal 
ejfective for forming a carburization resistance protective 
layer of a thickness ejfective to isolate the steel portion from 
hydrocarbons during operation while avoiding any substan 
tial liquid metal embrittlement and wherein said protective 
layer is anchored to the stainless steel portion through an 
intermediate carbide-rich bonding layer comprising carbide 
and wherein said protective layer is formed from a plating, 
cladding or other coating comprising at least one metal in 
major proportion selected from the group consisting of 
antimony, arsenic, bismuth, aluminum, gallium, germanium, 
indium, lead, selenium, tellurium, tin and mixtures thereof 

125. The method of claim 124, wherein said hydrocarbon 
comprises ethane and said cracking furnace is an ethane 
cracking furnace having furnace tubes having said protec 
tive layer 

126. The method according to claim 125, wherein said 
metal coating is a plating, cladding or other coating com 
prising at least one metal in major proportion selected from 
the group consisting of antimony, arsenic, bismuth, 
aluminum, copper; gallium, germanium, indium, lead, 
selenium, tellurium, tin and mixtures thereof 

127. The process of claim 124, wherein said cracking 
furnace is operated at temperatures between 800 and 2000° 
F 

128. The process of claim 124, wherein said cracking 
furnace is operated at temperatures between 1400 and 
1 700 ° F 

129. The process of claim 124, wherein said hydrocarbon 
is propane. 

130. In a hydrocarbon conversion process utilizing a 
cracking furnace the improvement comprising conducting 
said hydrocarbon conversion with a hydrocarbon stream 
having a sulfur content lower than about 100 ppm and 
wherein an essentially nickel free steel portion of said 
cracking furnace has a carburization and abrasion resistant 
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protective layer obtained by applying to said steel portion a 
metal plating, cladding or other coating of a metal ejfective 
for forming a carburization resistent protective layer of a 
thickness ejfective to isolate the steel portion form hydro 
carbons during operation while avoiding any substantial 
liquid metal embrittlement and wherein said protective layer 
comprises intermetallic compounds of or alloys of iron and 
said metal. 

131. The process of claim 130, wherein said hydrocarbon 
is ethane. 

132. The process of claim 130, wherein said hydrocarbon 
is propane. 

133. The process of claim 130, wherein said steel is mild 
steel. 

134. The method of claims 88, 89, 97, 121, 124 or 130 
wherein said sulfur levels do not exceed 50 ppm. 

135. The method of claims 88, 89, 97, 121, 124 or 130 
wherein said sulfur levels do not exceed 20 ppm. 

136. The method of claims 89, 95, 97, 98, 104, 107, 109, 
124, or 127, wherein the plating, cladding or other coating 
has a thickness of between 0.5 mils and 15 mils. 

137. The method ofclaims 89, 95, 97, 98, 104, 107, or 109 
wherein the plating, cladding or other coating has a thick 
ness of between 1 and 10 mils. 

138. The method of claims 89, 95, 97, 98, 104, 107, 109, 
124, or 130 wherein the plating, cladding or other coating 
has a thickness of between 2 and 8 mils. 

139. The method of claims 89, 95, 97, 98, 104, 107, 109, 
121, 124, or 130 wherein the metal is applied as a tin 
containing paint. 

140. The method of claims 89, 95, 97, 98, 104, 107, 109, 
121, 127, or 130 wherein the metal is applied as a tin 
containing paint comprising a hydrogen decomposable tin 
compound, a solvent system, a ?nely divided tin metal and 
tin oxide ejfective as a sponge/dispersing/binding agent. 
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141. The method of claim 140, wherein the paint contain 

iron. 
142. The method of claim 14], wherein the paint contains 

iron in a tin to iron ratio of between 10 and 1 by weight. 
143. The method of claim 95, 97, 98, 100, 101, 102, 103, 

104, 106, 109, 112, 114, 116, 118, 124, 126, or 130 wherein 
a major portion of said plating, cladding or other coating is 
tin. 

144. The method of claims 105, 108, 110, 113, 115, 117, 
119, or 130, wherein a major portion of said plating, 
cladding or other coating is chromium. 

145. A method according to claim 95, 97, 98, 100, 101, 
102, 103, 104, 106, 109, 112, 114, 116, 118, 124, or 130 
wherein the metal is selected from tin, antimony, germanium, 
selenium, tellurium, and mixtures thereof 

146. A method according to claim 145, wherein said metal 
is selected from tin, antimony, germanium, and mixtures 
thereof. 

147. The method of claim 89, 97, 98, 104, 107, 109, 124, 
or 130 wherein the plating, cladding or other coating is a 
plating. 

148. The method of claims 104, 108, 110, or 130, wherein 
the plating, cladding, or other coating is a plating and said 
plating is chromium plating. 

149. The method of claim 89, 97, 98, 104, 107, or 109, 
wherein the plating, cladding or other coating is a paint. 

150. The method of claims 105, 109, 110, or 130, wherein 
the plating, cladding or other coating is a paint and said 
paint is a chromium containing paint. 

151. The method of claim 9, 51, or 89 wherein said nickel 
containing stainless steel contains about 75 wt. % nickel, 16 
wt. % chromium and 9 wt. % iron. 


