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(57) ABSTRACT 

[A lens assembly particularly suited to use With high reso 
lution digital cameras and other portable electronic devices. 
The lens includes a positive poWered front group having one 
or tWo elements and a second, aberration correcting, rear 
group having in order from the front a bi-concave element, 
a meniscus element and a bi-concave element. The aperture 
stop plane is just in front of the front group. A combined 
operator and shutter device is positioned at the aperture stop 
plane. All of the lens elements are made of glass and have 
spherical surfaces] An objective lens for use in a digital 
camera or cellphone having a camera body, the lens having 
a sensor such as a CCD providing an active surface that 
serves as a focal plane, a digital image corresponding to a 
varying light image falling on the focal plane, a lens 
assembly for forming the varying light image, the lens 
assembly comprising a positive doublet having a ?rst and a 
second element or a singlet, at the object end of the lens 
assembly followed by a lens element group spaced from the 
positive doublet or alternatively, a positive singlet and 
having three elements, in order from the object end, a 
bi-concave element, a meniscus element and a bi-convex 
element, and an aperture stop located at a predetermined 
distance in front of the positive doublet or positive singlet 
lens element at the object end of the lens assembly. 

31 Claims, 1 Drawing Sheet 
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LENS WITH EXTERNAL APERTURE STOP 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This application is a continuation in part of copending 
US. patent application Ser. No. 09/390,992, ?led Sep. 7, 
1999, noW abandoned. 

FIELD OF THE INVENTION 

This invention relates to compact lenses for camera 
applications; in particular, for digital cameras. 

BACKGROUND OF THE INVENTION 

Digital cameras utilizing high-resolution electronic imag 
ing sensors (so-called “megapixel” cameras) require high 
resolution optics. For the consumer market, it is important 
that the lenses can be produced in high volume inexpen 
sively. With many sensors, a mechanical shutter and/or a 
variable aperture are necessary or desirable to optimize the 
imaging performance of the sensor. 
A variable aperture is generally desirable to enable the 

camera to take acceptable pictures in a Wide range of 
lighting conditions. Where the environment is darker, the 
aperture must be fully open to alloW suf?cient light to 
illuminate the sensor at an optimum level. In a brighter 
environment the aperture must be reduced to limit the 
intensity of light reaching the sensor to the optimum level 
and prevent saturation of the sensor. Also, the depth of ?eld 
is increased When the aperture is reduced, alloWing objects 
to be in good focus over a greater range of distances. 

For some types of sensors, generally knoWn as “frame 
transfer sensors”, the active area of the sensor must be 
shielded from illumination completely during image read 
out from the sensor to obtain clean data from the sensor. 
Typically, this is accomplished using a conventional 
mechanical shutter of the sort used in ?lm cameras. 

A single mechanical device can perform both shutter and 
variable aperture functions. Such a dual-function device is 
advantageous, since it requires less space than separate, 
independent, shutter and variable aperture devices, making 
the lens assembly more compact and less expensive. For 
proper functioning of the variable aperture, the dual 
function device must be located at the aperture stop (also 
knoWn as the iris position) of the lens design, at the 
conventional location Where an independent variable aper 
ture Would be located. 

In the prior art, high resolution lenses have generally been 
made up of several individual lens elements in order to 
balance the inherent optical aberrations. These lenses that 
require a large number of elements tend to be relatively 
large, heavy and expensive to manufacture. The cost of these 
lenses increases With the number of elements and the 
resulting increased costs in assembling and mounting them 
in a lens cell. Prior lenses are generally designed using all 
spherical surfaces or using at least some aspheric elements 
in Which one or both surfaces are non-spherical. 

Where all elements have spherical surfaces, generally a 
high number of lens elements is required, making the lens 
long and heavy and expensive to produce. Acompact lens is 
required for such devices as pocket siZe consumer cameras, 
cell phones and personal digital assistants. 

Aspheric lenses have some optical advantages, but cannot 
be easily produced by traditional grinding and polishing 
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2 
techniques. Aspheric elements are typically produced by 
molding plastics or loW melt temperature glasses. While 
molded plastic elements are inexpensive to produce, the 
level of precision of the lenses is not suf?cient for high 
resolution cameras. In addition, the optical properties of 
most plastic materials change With changes in temperature 
and humidity. While it is possible to make glass aspheric 
lens elements, manufacturing to the required accuracy is 
dif?cult and expensive When compared to manufacture of 
spherical lens elements. 

Prior lens designs generally have separate variable aper 
tures and shutters, increasing the length of the lens assembly. 
Even Where both these functions are combined in one 
device, that device must be positioned betWeen lens ele 
ments because the aperture stops of conventional designs are 
located betWeen lens elements. 

Having the aperture stop betWeen lens elements, as in the 
Double Gaussian designs, is believed to make correction of 
aberrations easier. Typical of such lens designs is that 
described in Fugii in US. Pat. No. 4,212,517, Where the 
aperture stop is located betWeen the third and fourth ele 
ments. This provides a degree of lens symmetry about the 
apertures stop, resulting in reduction in off-axis aberrations 
such as coma and distortion. It is generally believed that 
achieving good aberration correction Without this symmetri 
cal arrangement of lens elements Would be difficult. 
HoWever, it is dif?cult and expensive to integrate a variable 
aperture/shutter device With this type of optical design since 
it is dif?cult to keep the lens elements precisely With the 
aperture device located betWeen the elements. 

Defuans, in US. Pat. No. 4,525,039, describes a lens 
design With the aperture stop in front of the ?rst element. 
That design requires that the ?rst element must be plano 
convex, With the plano surface facing the aperture. HoWever, 
that deign has a maximum relative aperture of f/4, too sloW 
for use With cameras to be used at relatively loW light levels. 
That design further requires seven elements, making it 
excessively long, heavy and expensive to products for use in 
compact cameras, especially in compact digital cameras. 

Therefore, there is a continuing need for improved lenses 
that have excellent loW-light performance and are compact, 
short, light Weight and inexpensive to produce While using 
conventional, Well-proven manufacturing methods. 

SUMMARY OF THE INVENTION 

The above-noted problems, and others, are overcome in 
accordance With this invention by a lens for portable digital 
devices, in particular digital cameras, Which has an aperture 
stop in front of the lens, external to the lens, Where a 
combined variable aperture and shutter can be easily posi 
tioned With precision. 
The lens comprises tWo spaced lens groups. The ?rst lens 

group is either a double-convex element or a positively 
poWered achromatic doubles having tWo elements. 
Optimally, the second lens group comprises, from the front 
of the lens, a ?rst bi-concave element, a second meniscus 
element and a third bi-convex element. All of the lens 
elements have spherical surfaces and are made of suitable 
glass materials. 
The aperture/shutter device is external to the optical 

elements, so the optical elements can be assembled into a 
precision lens barrel independent of the aperture/shutter 
device. The performance of such a lens can be tested and 
veri?ed before integration With an aperture/shutter device. 
Integration of such pre-assembled lenses With the aperture/ 
shutter device can be performed With high reliability and 
repeatability, resulting in high yields in volume manufac 
turing. 
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It is, therefore, an object of this invention to provide a 
compact lens assembly particularly suitable for use With 
portable digital devices, such as digital cameras. 

Another object is to provide a compact lens assembly 
having an aperture stop external to the lens assembly Where 
a combined variable aperture and shutter device can be 
positioned. 
A further object is to provide an asymmetric lens assem 

bly With improved optical performance and having all glass 
lens elements With spherical surfaces. 

BRIEF DESCRIPTION OF THE DRAWING 

Details of the invention, and of preferred embodiments 
thereof, Will be further understood upon reference to the 
draWing, Wherein: 

FIG. 1 is a schematic axial section vieW of a ?rst 
embodiment of the lens of this invention; 

FIG. 2 is a schematic axial section vieW of a second 
embodiment of the lens of this invention; and 

FIG. 3 is an axial section vieW through the embodiment 
of FIG. 1 mounted in a lens barrel. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Referring to FIG. 1, there is seen a schematic axial section 
vieW of a lens assembly 10 for forming an image at a image 
plane 12, Which in a digital cameral is the sensor plane and 
in a ?lm type camera is the ?lm plane. The front or distal end 
of the lens is to the left in FIG. 1. Line 13 represents the lens 
optical axis. 

The lens assembly 10 includes a bi-cover distal lens 
element 14 and a proximal lens group including a ?rst 
bi-concave element 16, a second meniscus element 18 and 
a third bi-convex element 20. The aperture stop plane is 
schematically indicated by line 22, closely adjacent to distal 
lens element 14. Distal element 14 provides most of the 
focussing poWer While the proximal group of elements 16, 
18 and 20 provides aberration compensation to correct for 
any optical imperfections present in element 14. Any suit 
able spacing betWeen lens elements may be used. Aperture 
stop 22 is preferably as close to distal element 14 as is 
practical. Overall length from aperture stop 22 to image 
plane 12 for the lens of this embodiment is typically about 
8 mm. 

All four elements 14, 16, 18 and 20 have spherical surface 
shapes and are formed from a suitable glass. Any suitable 
anti-re?ection or other coatings may be applied to the lens 
elements. 

Lens 10 of FIG. 1 is completely asymmetrical. This lens 
Will provide excellent image quality over a ?eld of vieW of 
+/—30 degrees at a relative aperture as large as f/2.8. This 
lens is Well suited for use With state of the art digital sensors 
having pixel siZes as small as four microns and a number of 
pixels as high as tWo million. The maximum geometric 
distortion of this lens is typically under about 2%. 

Details of the structure of an optimum version of the FIG. 
1 general embodiment is provided in Table I. All radii and 
distances are in millimeters. Each lens is identi?ed by the 
corresponding draWing reference number, With surfaces 
de?ned by serial radius numbers from the distal to proximal 
end. The overall length from the aperture stop to the image 
plane is 8.05 mm. 
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TABLE 1 

Surface Axial Index of 
Element Radius Distance Refraction Abbe Number 

22 Aperture — .019358679 

Stop 
14, R1 3.8630600 .97497407 1.85544 36.59 
14, R2 —10.949689 .41938736 
16, R3 —3.5840039 .70701838 1.91751 21.51 
16, R4 5.5340363 .33068768 
18, R5 —6.0461650 1.2803852 1.80279 46.76 
18, R6 —2.8591050 0.0 
20, R7 6.2365452 1.3695834 1.71300 53.83 
20, R8 —26.474757 2.9640898 

FIG. 2 is a schematic axial section vieW through a lens 30. 
As With the lens of FIG. 1, the FIG. 2 lens is asymmetrical. 
Because of excellent correction of aberrations, lens 30, Will 
provide excellent image quality over a ?eld of vieW of +/—27 
degrees at a relative aperture. Lens 30 is Well suited for use 
With state of the art digital sensors having pixel siZes as 
small as four microns and a number of pixels as high as tWo 
million. The maximum geometric distortion of lens 30 is 
typically under about 2%. 

Lens assembly 30 consists of ?ve spherical glass elements 
along an axis 31. Abi-convex distal lens group 33 consists 
of elements 32 and 34. Aproximal group 35 includes a ?rst 
bi-concave element 36, a second meniscus element 38 and 
a third bi-convex element 40. The aperture stop plane is 
schematically indicated by line 42, closely adjacent to 
element 14. The image plane is indicated at 44. Distal group 
33 provides most of the focussing poWer While proximal 
group 35 provides aberration compensation. Any suitable 
spacing betWeen group 35 lens elements may be used. 
Aperture stop 42 is preferably as close to distal element 32 
as practical. Lens 30 has a focal length of about 10 mm and 
is suitable for use With sensors having a diagonal siZe up to 
about 10 mm. Overall length from aperture stop 22 to image 
plane 12 is typically about 18 mm. is a very compact lens for 
one having these speci?cations, alloWing the camera or 
other portable electronic device to be very loW-pro?le. 

Detailed structural parameters of an optimum lens of the 
sort shoWn in FIG. 2 are provided in Table II, Wherein 
surface radius and axial distances are shoWn in millimeters 
and the surfaces are identi?ed by radius serial numbers from 
the distal to the proximal end as shoWn. 

TABLE II 

AXIAL INDEX OF ABBE 
ELEMENT RADIUS DISTANCE REFRACTION NUMBER 

42 Aperture .069231426 
Stop 
32, R1 44.530099 .74988524 1.60342 38.01 
32, R2 3.6015366 1.8820225 
34, R3 3.6015366 0.0 1.85544 36.59 
34, R4 —10.775653 .8438336 
36, R5 —4.0121198 .7499969 1.76182 26.55 
36, R6 14.329591 .72626772 
38, R7 —7.5483354 1.0981703 1.65950 57.35 
38, R8 —4.3839072 .049998691 
40, R9 52.604912 1.5000000 1.64050 60.10 
40, R10 —8.4658891 3.0506766 

FIG. 3 is a schematic axial section vieW through the lens 
of FIG. 2 mounted in a lens barrel. Aplurality of rings 48 of 
suitable diameter are secured to the interior hold the lens 
elements in place. Preferably, cooperating threads are pro 
vided on the interior of barrel 46 and the outer edges of rings 
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48 so that the rings may be threaded into place. However, 
other methods, such as adhesive bonding, may be used if 
desired to hold rings 48 in place. 

While certain speci?c relationships, materials and other 
parameters have been detailed in the above description of 
preferred embodiments, those can be varied, Where suitable, 
With similar results. Other applications, variation and rami 
?cations of the present invention Will occur to those skilled 
in the art upon reading the present disclosure. Those are 
intended to be included Within the scope of this invention as 
de?ned in the appended claims. 

I claim: 

1. A compact lens assembly Which comprises: 

a ?rst, positively-poWered, lens element group at a distal 
assembly end, said positively-poWered group having 
from one to tWo elements; 

a second lens element group spaced proXimally from said 
?rst lens element group and having three elements, in 
under from said distal end, a bi-concave element, a 
meniscus element and a bi-conveX element; 

said lens assembly having an aperture stop located adja 
cent to said distal end of said lens at a predetermined 

distance therefrom; and 
said aperture stop comprising a combined variable aper 

ture and shutter assembly at said predetermined aper 
ture stop location. 

2. The compact lens assembly according to claim 1 
Wherein all of said elements have spherical surfaces. 

3. The compact lens assembly according to claim 1 
Wherein all of said elements are formed from glass. 

4. The compact lens assembly according to claim 1 
Wherein said lens assembly has a focal length of about 4.5 
mm and an overall length from said aperture stop to an 
image plane is about 8 mm. 

5. The compact lens assembly according to claim 1 
Wherein said ?rst group consists of a single bi-conveX 
element. 

6. The compact lens assembly according to claim 1 
Wherein said ?rst group is an achromatic doublet having 
bi-conveX outer surfaces. 

7. The compact lens assembly according to claim 1 
Wherein the lens assembly satis?es the folloWing data: 

[Surface] [Axial] [Index Of] [Abbe] 
[Radius] [Distance] [Refraction] [Number] 

[Element] SURFACE AXIAL INDEX OF ABBE 
ELEMENT RADIUS DISTANCE REFRA C T I 0N NUMBER 

22 Aperture 0.019358679 
Stop 
14, R1 3.8630600 0.97497407 1.85544 36.59 
14, R2 —10.949689 0.41938736 
16, R3 —3.5840039 0.70701838 1.91761 21.51 
16, R4 5.5340363 0.33068768 
18, R5 —6.0461650 1.2803852 1.80279 46.76 
18, R6 —2.8591050 0.0 
20, R7 6.2365452 1.3698834 1.71300 53.83 
20, R8 —26.474757 2.9640898 

Wherein the listed elements and surfaces are numbered 
from the distal end of said lens assembly. 
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6 
8. The compact lens assembly according to claim 1 

Wherein the lens assembly satis?es the folloWing data: 

AXIAL INDEX OF ABBE 
ELEMENT RADIUS DISTANCE REFRACTION NUMBER 

42 Aperture .069231426 
Stop 
32, R1 44.530099 .74988524 1.60342 38.01 
32, R2 3.6015366 1.8820225 
34, R3 3.5015366 0.0 1.85584 36.59 
34, R4 —10.775653 .8438336 
36, R5 —4.0121198 .7499969 1.76182 26.55 
36, R6 14.319591 .72626772 
38, R7 —7.5483354 1.0981703 1.45950 57.35 
38, R8 —4.3839072 .049998691 
40, R9 52.604912 1.5000000 1.64050 60.10 
40, R10 —8.4658891 3.0506764 

Wherein the listed elements and surfaces are numbered 
from the distal end of said lens assembly. 

9. In a digital camera having a camera body, a sensor for 
forming a digital image corresponding to a varying light 
image falling thereon, a lens for forming said light image, a 
variable aperture for varying the light image intensity and a 
shutter for shielding the sensor during a digital image 
read-out from said sensor, the improvement comprising: 

[said lens having four to ?ve elements extending from a 
distal end to a proximal end adjacent to said sensor and 
comprising:] 
a ?rst, positively-poWered, lens element group at [said] 

a distal end, said positively-poWered group having 
from one to tWo elements; 

a second lens element group spaced from said ?rst lens 
element group [an] having three elements, in order 
from said distal end, a bi-concave element, a menis 
cus element and a bi-conveX element; 

all of said elements being spherical and formed from 
glass; [and] 

said lens assembly having an aperture stop located adja 
cent to said distal end of said lens at a predetermined 
distance therefrom; and 

said aperture stop comprising a combined variable aper 
ture and shutter assembly at said predetermined aper 
ture stop location. 

10. The improvement according to claim 9 Wherein said 
lens assembly has a focal length of about 4.5 mm and an 
overall length from said aperture stop to an image plane is 
about 8 mm. 

11. The improvement according to claim 9 Wherein said 
?rst group consists of a single bi-conveX element. 

12. The improvement according to claim 9 Wherein said 
?rst group is an achromatic doublet having bi-conveX outer 
surfaces. 

13. The compact lens assembly according to claim 9 
Wherein the lens assembly satis?es the folloWing data: 

AXIAL INDEX OF ABBE 
ELEMENT RADIUS DISTANCE REFRACTION NUMBER 

[42 Aperture .069231426 
Stop 
32, R1 44.530099 .74988524 1.60342 38.01 
32, R2 3.6015366 1.8820225 
34, R3 3.6015366 0.0 1.85544 36.59 
34, R4 —10.775653 .8438336 
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AXIAL INDEX OF ABBE 
ELEMENT RADIUS DISTANCE REFRACTION NUMBER 

36, R5 -4.0121198 .7499969 1.76182 26.55 
36, R6 14.319591 .72626772 
38, R7 -7.5483354 1.0981703 1.65950 57.35 
38, R8 -4.3839072 .049998691 
40, R9 52.604912 1.5000000 1.64050 60.10 
40,R10 -8.4658891 3.0506766 ] 10 
22 Aperture 0. 019358679 
Stop 
14, R1 3.8630600 0.97497407 1.85544 36.59 
14, R2 -10.949689 0.41938736 
16, R3 -3.5840039 0. 70701838 1.91761 21.51 
16, R4 5.5340363 0.33068768 15 
18, R5 -6.0461650 1.2803852 1.80279 46.76 
18, R6 -2.8591050 0.0 
20, R7 6.2365452 1.3698834 1.71300 53.83 
20, R8 -26.474757 2.9640898 

. . 20 

wherein the listed elements and surfaces are numbered 
from the distal end of said lens assembly. 

14. The compact lens assembly according to claim 9 
Wherein the lens assembly satis?es the following data: 

25 

AXIAL INDEX OF ABBE 
ELEMENT RADIUS DISTANCE REFRACTION NUMBER 

42 Aperture .069231426 
St 30 OP 
32, R1 44.530099 .74988524 1.60342 38.01 
32, R2 3.6015366 1.8820225 
34, R3 3.6015366 0.0 1.85544 36.59 
34, R4 -10.775653 .8438336 
36, R5 -4.0121198 .7499969 1.76182 26.55 
36, R6 14.319591 .72626772 35 
38, R7 -7.5483354 1.0981703 1.65950 57.35 
38, R8 -4.3839072 .049998691 
40, R9 52.604912 1.5000000 1.64050 60.10 
40, R10 -8.4658891 3.0506766 

40 

Wherein the listed elements and surfaces are numbered 
from the distal end of said lens assembly. 

15. A compact lens assembly which comprises: 
a positive lens element at the object end of the lens 

assembly, 45 
a lens element group spaced proximally from the positive 

lens element and having three elements, in order from 
the object end, 

a bi-concave element formed from an optical material 
having an Abbe value of about 21.5, 

a meniscus element and 

a bi-convex element, 
the lens assembly having an aperture stop located 

between the object and the positive lens element, adja- 5 
cent to the object end of the lens assembly at a 

predetermined distance therefrom. 
16. The compact lens assembly of claim 15 wherein the 

positive lens element and the elements in the lens element 
group are positioned and formed to obtain a ?eld of view of 60 
:30 degrees with a relative aperture as large as f/2.8. 

17. A compact lens assembly which comprises: 
a positive lens element having an index of refraction of 

about 1.85 at the object end of the lens assembly, 
a lens element group spaced proximally from the positive 65 

lens element and having three elements, in order from 
the object end, 

50 

8 
a bi-concave element formed from an optical material 

having an Abbe value not exceeding 27, 
a meniscus element and 

a bi-convex element, 
the lens assembly having an aperture stop located 

between the object and the positive lens element, adja 
cent to the object end of the lens assembly at a 
predetermined distance therefrom. 

18. A digital camera having: 
a camera body, 

a sensor for forming a digital image corresponding to a 
varying light image falling thereon, and 

a compact lens assembly for forming the light image 
comprising: 
a positive lens element at the object end of the lens 

assembly, 
a lens element group spaced proximally from the posi 

tive lens element and having three elements, in order 
from the object end, 

a bi-concave element formed from an optical material 
having an an Abbe value of about 21.5, 

a meniscus element and 
a bi-convex element, 

the compact lens assembly having an aperture stop 
located between the object and the positive lens 
element, adjacent to the object end of the lens assembly 
at a predetermined distance therefrom, the positive lens 
element and the elements in the lens element group 
being positioned and formed to obtain an image of the 
object on the sensor 

19. A digital camera having: 
a camera body, 

a sensor for forming a digital image corresponding to a 
varying light image falling thereon, and 

a compact lens assembly for forming the light image 
comprising: 
a positive lens element having an index of refraction of 

about 1.85 at the object end of the lens assembly, 
a lens element group spaced proximally from the posi 

tive lens element and having three elements, in order 
from the object end, 

a bi-concave element formed from an optical material 
having an Abbe value not exceeding 27, 

a meniscus element and 

a bi-convex element, 
the compact lens assembly having an aperture stop 

located between the object and the positive lens 
element, adjacent to the object end of the lens assembly 
at a predetermined distance therefrom, the positive lens 
element and the elements in the lens element group 
being positioned and formed to obtain an image of the 
object on the sensor 

20. A lens assembly receiving light from an object through 
an aperture stop, the lens assembly extending from the 
aperture stop at the object end to an image end adjacent to 
a sensor; the lens assembly comprising: 

a positive doublet having a ?rst and a second element at 
the object end of the lens assembly,‘ 

a lens element group spaced from the positive doublet and 
having three elements, in order from the object end, 

a bi-concave element, 
a meniscus element and 

a bi-convex element,' 
the aperture stop being located between the object and the 

positive doublet, adjacent to the object end of the lens 
assembly at a predetermined distance therefrom. 
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21. The compact lens assembly of claim 20 
wherein the bi-concave element is formed from an optical 

material having an Abbe value not exceeding 27. 
22. The compact lens assembly of claim 20 
wherein the bi-concave element is formed from an optical 

material having an Abbe value of about 26.55. 
23. The compact lens assembly of claim 20 wherein the 

positive element of the doublet is formed from an optical 
material having an index of refraction of at least 1.78. 

24. The compact lens assembly of claim 20 wherein the 
positive element of the doublet is formed from an optical 
material having an index of refraction of about 1.85. 

25. The compact lens assembly of claim 20 wherein the 
positive doublet and the elements in the lens element group 
are positioned and formed to obtain an image over a ?eld of 
view of :27 degrees. 

26. In a digital camera having: 

a camera body, 

a sensor for forming a digital image corresponding to a 
varying a light image falling thereon, 

a lens assembly for forming the varying light image, the 
lens assembly comprising: 
a positive doublet having a ?rst and a second element 

at the object end of the lens assembly,‘ 

10 
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a lens element group spaced from the positive doublet 
and having three elements, in order from the object 
end, 

a bi-concave element, 
a meniscus element and 
a bi- convex element,' 

the aperture stop being located between the object and the 
positive doublet, adjacent to the object end of the lens 
assembly at a predetermined distance therefrom. 

27. The lens assembly of claim 26 wherein the bi-concave 
element is formed from an optical material having an Abbe 
value not exceeding 27. 

28. The compact lens assembly of claim 26 wherein the 
bi-concave element is formed from an optical material 
having an Abbe value of about 26.55. 

29. The compact lens assembly of claim 26 wherein the 
positive element of the doublet is formed from an optical 
material having an index of refraction of at least 1.78. 

30. The compact lens assembly of claim 26 wherein the 
positive element of the doublet is formed from an optical 
material having an index of refraction of about 1.85. 

31. The compact lens assembly of claim 26 wherein the 
positive doublet and the elements in the lens element group 
are positioned and formed to obtain an image over a ?eld of 
view of :27 degrees. 


