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METHOD FOR PROVIDING LOCATION 
CERTIFICATES 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

FIELD OF THE INVENTION 

The invention relates to methods and apparatus for pro 
viding reliable location certi?cates Which are used to prove 
the geographic location of a particular object or event. More 
particularly, the invention relates to establishing to a 
requestor that an object is being used in its restricted area of 
use, that an object being tracked is in a particular geographi 
cal location, or that an event is con?ned to a particular area. 

BACKGROUND AND SUMMARY OF THE 
INVENTION 

It is frequently desirable or imperative to reliably knoW 
the precise location of an object, and to be able to determine 
that location on a reoccurring basis. The object may be 
highly mobile or relegated to use in a con?ned area or 
con?ned areas. 

Objects being transported by vehicle are highly mobile. 
With respect to such objects Which are dangerous or 
controlled, as for example toxic Waste and nuclear materials, 
it is desirable to be able to reliably monitor their location 
during transport betWeen locations. Such monitoring may be 
continuous or may be from point-to-point. 

Digital signatures represent objects Which may be 
intended to be used only in Highly localized areas. Digital 
signatures involve the use of cryptographic keys to sign 
messages. For legal or security reasons it is at times impor 
tant to prove or establish that these digital signatures are 
being generated Within a particular jurisdiction, a speci?c 
complex, building or room. For example, a digital signature 
of a bank employee that is used in various bank transactions 
Would advantageously be con?ned to the location of a 
guarded bank facility. An employee’s computer sign-on 
token may be limited to use at a speci?ed location such as 
home or the of?ce. For audit and billing purposes the 
location of requestors for access to sensitive material or 
databases is needed. 

There are other environments in Which it is important to 
reliably knoW the location of an object. A supplier of 
electronic broadcasts may need to screen certain locales to 
black-out reception of certain sports broadcasts, concerts, 
etc., or other signals such as electronic gambling events. In 
other instances, satellite decoder boxes limited to use in 
licensed areas are needed. 

The present invention uses unique location certi?cates to 
track goods and Wares during shipment, establish the loca 
tion of participants in a network, determine the location at 
Which a digital signature Was performed, ascertain the 
validity of objects Which are expected or mandated to be 
present Within certain geographic bounds and control the use 
of security or sensitive devices by limiting their operation to 
certain locations. 

Determining the location of an object or event involves 
the employment of a position determination unit. In accor 
dance With an exemplary embodiment of the present 
invention, the position determination unit operates on the 
reception of Loran or Global Positioning System (GPS) 
signals to establish its location. The unit may continuously 
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2 
determine its position or compute its position on request. A 
secure authorization unit functions to authenticate the loca 
tion information reported to a requestor. Speci?cally, the 
secure authorization unit, through the use of its private 
digital signature key and a certi?cate authenticates that the 
requested position information is provided by a trusted 
location certi?cation unit. 

Three basic systems are set forth as exemplary embodi 
ments of the present invention, one With a basic location 
certi?cation unit (LCU), a second using a sensor, and a third 
operating on a tWo-Way communication link betWeen bea 
cons and a sensor in the LCU. In addition, many variations 
and modi?cations of these systems are disclosed, and others 
Would be readily apparent to those skilled in this art. In these 
systems, there is the ever present danger of attempts by 
unauthorized individuals to breach the security of the 
system, as for example, by the use of sophisticated spoo?ng 
techniques Where false radio broadcasts on Loran or GPS 
frequencies may be employed to cause the position deter 
mination unit to compute a position other than its actual 
position. The systems of the present invention use tech 
niques and procedures to safeguard against such eventuali 
ties. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a ?rst illustrative embodiment of a location 
certi?cation unit; 

FIG. 2 shoWs another illustrative embodiment With a 
mobile object; 

FIG. 3 shoWs a further illustrative embodiment operating 
With a tWo-Way communication link between a beacon and 
a sensor at the LCU; 

FIG. 4 illustrates the signal timing betWeen and Within 
units of the embodiment of FIG. 3; and 

FIG. 5 is a How chart delineating the sequence of opera 
tions performed in the FIG. 3 embodiment. 

DETAILED DESCRIPTION OF THE 
INVENTION 

In public key encryption systems, the public keys of a user 
are the encryption keys published by the user that may be 
used for privately communicating With the user. Anyone 
Wanting to privately communicate With the user simply 
encrypts the message employing the users public encryption 
key. Only that user’s secret decryption key can be used to 
decipher the encrypted message. 

In order to ensure that a speci?ed public key is one that 
has actually been created by the speci?ed individual, cer 
ti?cates are provided. Certi?cates can be thought of as brief 
messages Which are signed by the trusted authority, and 
Which contain, either explicitly or implicitly, a reference to 
the public key Which is being therein certi?ed, and the 
identity of the public key’s oWner. In such an 
implementation, if “C” has provided a certi?cate for “A”; 
then recipient “B” can trust the use of “A’s” public key, 
provided that “B” trusts “C”. 
A location certi?cation unit (LCU) as shoWn if FIG. 1 

includes a position determination unit (PDU) I coupled to a 
secure authorization unit (SAU) 2. The units 1 and 2, or at 
least the sensitive components of the units, are contained in 
a tamper resistant enclosure in such a manner that tampering 
Will trigger an alert signal and erasure of sensitive informa 
tion such as authenticating keys stored in the unit. Accel 
eration fuses can be used to prevent tampering through 
subjecting the unit to acceleration or gravitational forces to 
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disturb a clock, if included in the unit. As Will be appreciated 
by those skilled in the art, the nature and degree of security 
and tamper resistant eXpedients incorporated into the system 
and components Will correspond to the anticipated risks. 

The PDU 1 includes conventional position determining 
apparatus for receiving Loran and/or GPS signals and for 
computing its position. The current location or position may 
be continuously computed and maintained, or it may be 
computed only in response to a request. 
SAU 2 contains its oWn private digital signature key 

stored in a secure probe-resistant memory 3. This private 
key has a public aspect Which is digitally signed by the 
manufacturer, using its Well guarded private key, thus pro 
viding a certi?cate indicating to the requestor that the public 
key used to communicate With the SAU belongs to a trusted 
LCU. This certi?cate may be presented to the requestor R as 
a part of the location certi?cate. The SAU includes a 
processor 4 for processing data and control of internal 
functions, and a send/receive unit 5 for communicating With 
the requestor R. 

While the invention is not limited to any particular digital 
signature key technique, one technique Which can be used is 
the RSA technique of using a private digital signature key to 
sign a message Which the requestor or receiving party can 
validate using the originator’s public key, as described in 
US. Pat. No. 4,405,829 issued to Rivest et al. In brief, an 
intended receiver’s public key is made available to the 
sender, i.e., requestor, and is used for sending an encrypted 
message. Only the private decryption key at the LCU’s 
receiver can decipher the message. The decryption key is 
then used to digitally sign a message Which is sent to the 
original sender or requestor. The recipient or requestor can 
verify the signature by encrypting it With the LCU’s public 
key. While anyone having the LCU’s public key can read the 
signature, only the LCU signing the message could have 
created it. 

The certi?cation is provided by the manufacturer’s digital 
signature Which may be stored in memory at the SAU and 
sent to the requestor. That is, the manufacture provides a 
digital signature indicating that the public key, used by the 
requestor, belongs to a trusted LCU, as described, for 
eXample, in US. Pat. No. 5,214,702 issued to the inventor 
(Which is hereby incorporated by reference). This certi?cate 
presented to the requestor serves as a part of the authenti 
cated location certi?cate. 

In operation, the LCU (FIG. 1) in response to a request 
computes or determines its current position in the PDU 1, 
authenticates the reported position by supplying a digital 
signature 3a and a certi?cate 3b in the SAU 2, and sends the 
message to the requestor R. Additional information 3c may 
be provided in the signed message, as for eXample, the 
current time/date stamp, the identity of an associate user, and 
the challenge response information supplied by another 
entity, e.g., requestor. 

Veri?cation of the digitally signed message is effected by 
use of the trusted manufacturer’s public key. The manufac 
turer’s public key is used by the requestor to determine that 
a unit’s public key is, in fact, in a certi?cation hierarchy and 
is associated With a trusted LCU. This validation of the 
unit’s public key is then used to verify the digital signature. 
Any alteration of the digital signature is immediately 
detected. Where multiple levels of certi?cation are used, as 
in inventor’s U.S. Pat. No. 5,005,002 (Which is hereby 
incorporated by reference), the trusted key is used to chain 
through the certi?cation hierarchy to ultimately determine 
that the unit’s public key is, in fact, associated With a trusted 
LCU. 
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4 
Installing LCUs in objects, e.g., digital signing devices, 

computer log-on cards, controls for broadcast receivers, or 
smart cards for use With broadcast receivers, in combination 
With means for disabling the use of such objects, provides 
for control over the location at Which the objects can be 
used. Incorporating a LCU in a computer log-on card 
designed to be limited to use at either the of?ce or home, 
means that the defeat of the LCU Would require sophisti 
cated techniques such as generating false Loran or GPS 
signals to cause the PDU of the LCU to compute a false 
position. Moreover, the presence of other conventional safe 
guards such as personal identi?cation number (PIN) or 
passWord requirements to activate the card Would provide 
signi?cant layers of protection against the ordinary thief 
successfully using the card. 
A second embodiment of a LCU is particularly useful for 

monitoring the location of a moving object. Illustrated in 
FlG. 2, the LCU is incorporated in a system having features 
Which make the location certi?cate spoof resistant, i.e., 
resistant to being deceived into computing a false position. 
The use of a highly accurate clock 6 in the sensor 7 of the 
LCU synchroniZed With a clock 12 of the beacon 10 serves 
to defeat spoo?ng of the system. In this embodiment, each 
beacon 10 is equipped With a private key or a shared private 
key that is common among the beacons. Where beacons 
share a common key, then each beacon is provided With its 
oWn unique identi?cation. The keys or identi?cations are 
maintained in a memory associated With processor 11. The 
LCU has one or more sensors 7 that have access to the 

beacons’ public keys. A beacon’s transmission includes 
digital authentication of the broadcast time and an indicator 
of the beacon’s identity. 

Under the foregoing conditions, and Without the synchro 
niZed highly accurate clocks, a Would-be spoofer, cannot 
substitute or cause a sensor to confuse one beacon’s signal 

With that of another, nor accelerate or formulate signals. One 
can, hoWever, copy a beacon’s transmission and rebroadcast 
it at some delayed interval or intervals. The system then has 
need of means to prevent the reception or action on signals 
that are too distant or at Wrong angular locations. This is the 
function of the synchroniZed clocks. 
When beacons are in orbiting satellites as in the GPS or 

are in Loran stations, position is determined using tWo, three 
or more beacons. A delayed rebroadcast of a true satellite 
beacon’s message from a false beacon Would mean that the 
false beacon is located further out in space or on the other 
side of the Earth. In the latter case, sensing a different 
beacon lying in a direction aWay from the apparent position 
of the ?rst observed beacons suffices to determine Whether 
the computed position is true or false. In the former case, the 
aforementioned synchroniZed clocks are used to inhibit the 
reception and use of the false beacon. 
With the synchroniZed clock system, each beacon pre 

computes the digital signature and its time duration that is 
due to be transmitted at some precise time in the future. At 
the prescribed moment, the ?rst bit of the precomputed 
digital signature is transmitted. The balance of the message, 
including an authenticated time stamp, is of predictable 
duration and is transmitted With each bit coming at a 
precisely timed interval. The sensor or receiver at the LCU 
determines, based on its internal clock, the eXact moment the 
transmission Was received, and that each bit after the ?rst bit 
arrived on schedule. This need not be done in real time but 
the message may be stored and processed after it has been 
fully received. The authenticated time stamps are veri?ed 
using the public key associated With each beacon and 
compared With the sensor clocked time of receipt of the 



US RE38,899 E 
5 

message. An additional time check can be made by consid 
ering the differentials betWeen beacons. The position of the 
LCU is determined by using the time differentials betWeen 
each of the beacons, and the result is checked for consis 
tency. The position computed by the differentials must agree 
With the time difference betWeen the sensor’s internal clock 
and that time broadcast by each of the beacons. The position 
of each beacon is knoWn, from authenticated broadcasts or 
tables stored in the sensor, the speed of the transmitted radio 
signal is knoWn, then the purported distance/time to each 
beacon can be calculated. The calculated times and the 
measured time differentials are compared to see that they are 
the same. 

The degree of accuracy of the clocks sets the degree of 
accuracy to Which true or false signals can be detected. 
Therefore, the clocks must have accurate time intervals and 
must not drift over long periods of time. Drift problems can 
be minimiZed by resetting the clocks periodically, recali 
brating the sensor clocks from master clocks at the beacons, 
using temperature controlled clock environments, and using 
very high quality accurate clocks or a multiple clock system. 
Where the clocks are subject to strong gravitational ?elds or 
acceleration and run sloWer, the fact that the clock runs 
sloWer can be taken into consideration. Since the speed of 
light is one foot per nanosecond, the degree to Which 
spoo?ng can be controlled is one mile per 5 microseconds of 
drift. 

In a third embodiment, illustrated in FIG. 3, the sensor 7 
relies on a beacon 10 With a con?rmed position and the PDU 
1 determines its position as a function of being on a radius 
of the beacon. As in the previous embodiment, each sensor 
has a clock 6 synchroniZed With the clock 12 of the beacon, 
and maXimum position is determined by measuring the time 
required to receive the beacon’s signal. The need for the high 
synchroniZation of the previous embodiment is reduced by 
using a tWo Way communication path betWeen a beacon and 
a sensor. Thus, the sensor 7 is provided With a transmitter 8 
compatible for communicating With a receiver 14 in the 
beacon 10. In addition, the beacon is provided With a 
processor 11 for controlling the transmission and formulat 
ing a response. 

The sensor generates a random challenge number and 
transmits it to the beacon. The beacon constructs a response, 
including its digital signature, the sensor’s random challenge 
number and the beacon’s position. The beacon’s clock value 
and other beacon operating characteristics may also be 
included in the response. 
As illustrated in FIG. 4, each signal eXchanged by the 

sensor and the beacon has a mark pulse Which is the signal 
to Which the time of transmission is associated and cali 
brated. The mark pulse can be the ?rst, the last or at any 
other distinguishable point in the transmission. The signal 
parts illustrated in FIG. 4 are identi?ed as folloWs. 

SO—The observed value of the sensor’s clock When the 
request is started. 

VO—The sensor emission time: the (knoWn, previously 
calibrated) time interval betWeen SO and the moment 
the mark pulse physically escapes from the sensor. This 
includes Whatever processing time is required to read 
the clock, store the clock value, construct the request, 
etc. 

TO—The duration of the request signal. 
T1—The time for the request signal to move from sensor 

to beacon. 

D1—The distance Which the request signal traverses. 
M1—The moment the request’s mark pulse impinges on 

the beacon. 
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6 
V1—The beacon reaction time—the (knoWn, calibrated) 

time required betWeen M1 and the moment the bea 
con’s clock value is observed. 

B1—The beacon clock value determined after the mark 
pulse is determined. 

B2—The beacon clock value at the end of transmission 
receipt. 

V2—The beacon trailing reaction time (to determine the 
clock value after the transmission is recogniZed as 
complete). 

BO—The overall beacon “processing time”—from the 
time a request signal impinges on the beacon, to the 
moment the response signal escapes. In the preferred 
embodiment, this time is knoWn before the signal is 
actually computed—it is actually taken as a “given” 
Which the beacon Works to provide. 

Px—The time required by the beacon to process the 
signal, perform the digital signature, prepare the 
response, and schedule it for transmission. 

B3—The internal clock time Which the beacon must 
observe in order to commence response emission. 

V3—The (knoWn, calibrated) time Which is spent by the 
beacon after observing a trigger clock value (say B3) 
until the response’s mark pulse actually escapes the 
beacon. 

B4—The moment the mark pulse escapes the beacon. 
T2—The time for the response signal to move from 

beacon to sensor. 

D2—The distance Which the response signal traverses. 

V4—The (knoWn, calibrated) sensor time reaction 
betWeen the receipt of the response mark pulse, and the 
observation of the sensor’s clock. 

S2—The sensor clock value observed after receiving the 
response mark pulse. 

V5—The (knoWn, calibrated) sensor time reaction 
betWeen the receipt of end of response, and the obser 
vation of the sensor’s clock. 

S3—The sensor’s clock value after recogniZing the end of 
the response. 

RO—The eXpected duration of the response transmission. 
Given these variables, the timing, illustrated in FIG. 4, 

and the processing, illustrated in FIG. 5, are as folloWs: 

1010 The sensor computes a challenge value, constructs 
the transmission request (of knoWn length and duration 
TO). 

1020 The sensor observes its clock (SO). 
1030 The sensor emits the request. The calibrated time 

betWeen step 1020 and the eventual emission of the 
mark pulse is a calibrated constant (V0). 

1040 The signal impinges on the beacon at M1. 
1050 After recogniZing the signal, the beacon observes its 

clock value (B1). The process requires knoWn cali 
brated time (V1=B1—M1). 

1060 The beacon receives the balance of the transmission, 
and observes its clock value (B2) at the end. Checks 
may also be done to all intermediate transmission 
pulses to see that they are properly timed. 

1070 Validity checks are done. For eXample, the eXpected 
request transmission time (To) is checked against the 
observed time (B2—V2—(B1—V1)). 

1080 The beacon is designated to emit its response after 
a predictable duration (BO). Such duration must alWays 
exceed all possible eXpected intermediate computations 
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and processing (preferably by some comfortable 
margin). BO can be constant, and characteristic of a 
class of beacons; or can be constant for each speci?c 
beacon; or can be determined as part of each response 
(and therefore must be included as information as part 
of the response). In any event, Whether constant or 
variable, the beacon must knoW (or compute) it prior to 
constructing the response. 

1090 The beacon constructs the response, consisting of, 
e.g., 
a. The sensor’s received challenge value. 
b. The beacon’s Location. 
c. An indication of the Authority Which Con?rms the 

the Location; possibly including a digital signature. 
Other information, such as, e.g., 
d. Any clock value corresponding to a distinguishable 

beacon event. In the embodiment shoWn, this is 
B4—the time the mark pulse is expected to escape. 
This is computed as: 

e. The beacon’s public key and certi?cate. 
f. An indication of the beacon’s certifying authority. 
g. The beacon’s identi?er. 
h. The beacon’s processing time BO. 
i. The beacon clock’s accuracy, granularity, etc. 
j. The expected length of the response transmission. 
k. When the location Was set. 
1. Other beacon characteristics. 
In Characteristics, or facts, about the Con?rming 

Authority; including, for example, a digital signa 
ture. 

The beacon then digitally signs at least transmission 
?elds a, b, c using the beacon’s private key. 

1100 The beacon computes the moment 

When emission processing should commence for this 
response. 

1110 If the beacon handles multiple signals in parallel, 
then the response is queued until time B3; if the beacon 
handles requests serially, then the beacon simply Waits 
until it observes clock value B3. 

1120 On observing clock value B3, the beacon com 
mences to emit the already computed response, With 
expected duration of R0. 

1130 The mark pulse associated With the response escapes 
the beacon at time B4, since the calibrated emission 
processing time after observing time B3 until mark 
pulse escape is knoWn to be V3. 

1140 The mark pulse impinges the sensor. 

1150 After recogniZing the mark pulse, the sensor 
observes its clock and obtains reading S2. The time 
required to do this has been calibrated as V4. 

The balance of the response is accepted and veri?ed as 
arriving under the expected time and signal constraints. 

1160 After receiving the end of the response, the sensor 
takes observed clock reading S3, Which is calibrated as 
requiring V5 seconds to accomplish. 
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8 
1170 The sensor then computes the response transmission 

duration 

and compares it With expected duration R0. 
1180 If there is a mismatch, a fault is indicated, and the 

location operation may be re-performed. 
1190 The sensor validates the response: 

Veri?es the beacon’s digital signature. 
Veri?es the beacon’s public key (using, e.g., the bea 

con’s certi?cate) 
Insures it trusts the beacon or its certi?er. 
Identi?es and insures it trusts the Con?rming Authority. 
Extracts the authenticated beacon position. 

1200 Using information about the beacon, supplied by the 
beacon or elseWhere, the sensor computes the signal 
transmit time: 

1210 Assuming the sensor Was stationary during the 
signal exchange, and assuming the signal traveled at 
“c”, the speed of light, then 

(s tt/Z) (c) 

reasonably estimates the distance of the sensor from the 
beacon’s knoWn authenticated location. Even if the 
sensor moved during the exchange, the sensor must 
have been at least Within this distance at some moment 
during the exchange. This estimate may need to be 
tempered using error estimates based on clock 
granularities, Wavelengths used by the transmissions, 
and inherent clock error bounds. 

1300 Based on this exchange, provided the beacon 
included its clock reading, say B 4 (see (d) in step 1090), 
the sensor is able to update its clock by an additive 
amount: 

With an accuracy of: 

plus-or-minus (stt/2)(c) 
+inherent clock granularities & errors 
+transmission signal frequency 

Where the ?rst error term arises from the possibility 
that the sensor Was moving toWard or aWay from the 
beacon during the exchange. If the sensor is knoWn to 
be ?xed, such as using motion detectors to insure no 
movement occurs during the exchange, then the ?rst 
error term can be omitted. 

In the above example of this embodiment, the response 
includes the beacon’s certi?cate in its transmission. 
HoWever, the beacon’s public key may be embedded in the 
sensor, or may be ascertained in other manners. Other 
authenticated digital information may include, the beacon’s 
identity, expected response time, means by Which the loca 
tion information has been determined, the expected accuracy 
of the positional information, the authority responsible for 
determining the beacon’s position, the level of security 
ascribed to the device, the time associated With the response 
mark signal, and the authority responsible for determining 
the beacon’s clock. 

In this embodiment, the precise position of the beacon is 
a limiting factor on the correctness of determined position of 
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the PDU. The position of the beacon can be determined by 
Loran, GPS or other radio based techniques, and it can be 
con?rmed by a trusted calibrating authority. To insure that 
the beacon remains stationary once its position is 
established, movement sensors may be provided to generate 
an alert signal upon the sensing of movement or tampering. 
Where such a stationary beacon is moved for any reason, 
deliberately or by an earthquake, then the position must be 
redetermined and recon?rmed. 
Where the beacon’s position is con?rmed by a calibrating 

authority, then the authority is responsible for certifying the 
accuracy of the position information. If the beacon deter 
mines it oWn position from radio signals, then the calibrating 
authority can only be vieWed as a con?rming entity that the 
beacon is a trusted beacon, and not one that may have been 
spoofed. Hence, certi?cates by calibrating authorities are 
constructed and appraised in accordance With the function of 
the calibrating authority, Which may be indicated in the 
certi?cate. Moreover, identi?cation of the calibrating 
authority in the certi?cate serve to inform the user of same 
the degree to Which position information may be trustWor 
thy. 
A stationary beacon may advantageously be used as a 

source to set a highly accurate clock in mobile LCUs. As in 
the eXample above, Where the beacon includes its clock 
value B 4 as part of its response, then the mobile LCU can set 
its clock to a trusted accuracy With knoWn error. With 
[reject] respect to high acceleration of the LCUs, an accel 
eration fuse Would provide a part of the tamper resistant 
construction. 

While the digital signature has been described using the 
RSA algorithm, other algorithms such as DSA, symmetric, 
or the protocols developed by GoldWasser and Micali or by 
Chaum may be employed. Moreover, the algorithms and/or 
protocols may be used in combination. 

While the invention has been described in connection 
With What is presently considered to be the most practical 
and preferred embodiment, it is to be understood that the 
invention is not to be limited to the disclosed embodiment, 
but on the contrary, is intended to cover various modi?ca 
tions and equivalent arrangements included Within the spirit 
and scope of the appended claims. 
What is claimed is: 
1. A secure method of establishing the location of an 

object by calculating in-situ the location of the object from 
received radio signals Wherein the radio signals are received 
from a beacon via a tWo-Way communication betWeen the 
beacon and a sensor on the object, comprising 

computing and transmitting at said sensor a signal includ 
ing a challenge value and observing a clock associated 
With said sensor, 

recogniZing at said beacon the transmitted sensor signal, 
observing at the beacon a clock associated With the 
beacon, constructing a response message including the 
sensor’s received challenge value, the beacon’s 
location, its location certi?cate and a time stamp, and 
transmitting the response message to said sensor, 

recogniZing at said sensor said transmitted response 
message, observing the sensor clock, and validating the 
response message, computing the signal transit time 
and estimating the distance to the beacon, and based on 
the location of the beacon and the distance, calculating 
the location of the sensor and thereby the location of the 
object, and 

transmitting in response to a request from a requestor a 
message comprising the digitally signed calculated 
location of the object. 
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2. A method as in claim 1 and including transmitting a 

certi?cate for the object in the message comprising the 
digitally signed calculated location of the object. 

3. A method as in claim 1 Wherein the clocks associated 
With the beacon and the sensor are synchroniZed and 
including, 

calculating the transit time from the time stamp and the 
observed time for receipt of the response message at the 
sensor and comparing this time With the computed 
signal transit time. 

4. A method as in claim 1 Wherein said object includes a 
sensor With a accurate clock synchroniZed With a beacon 
clock and includes the step of receiving a time stamp from 
the beacon and comparing it With the sensor clock to 
authenticate the receipt of location information is from a 
valid beacon. 

5. A method as in claim 1 Wherein said beacon and said 
sensor each include an accurate clock and includes the step 
of updating the sensor clock in accordance With the time 
stamp transmitted by the beacon. 

6. Apparatus for providing location certi?cates compris 
ing 

a location certi?cation unit for receiving radio signals 
from tWo or more beacons, 

said location [certi?cate] certi?cation unit including posi 
tion determination means and secure authoriZation 

means, 
said secure authoriZation means including a private key of 

a private key-public key pair for digitally signing 
messages sent to a requesting source, a certi?cate for 
the public key certifying that the public key is in fact 
the public key of the secure authoriZation means, a 
clock synchroniZed With clocks in the beacons, means 
for receiving and processing a time stamp transmitted 
by a beacon, and means for determining from the time 
stamp and the clock in the secure authoriZation means 
that a received radio signal is from a valid beacon, 

said beacons providing radio signals from Which said 
position determination means can compute its position 
and said secure authoriZation means can determine that 

the signals are valid, and 
means for sending to said requesting source upon request 

a digitally signed message including the computed 
position of said location certi?cate unit and the certi? 
cate for the public key Which public key is to be used 
by the requesting source to verify the signed message. 

7. Apparatus as in claim 6 further comprising means for 
establishing a secure tWo-Way communication link betWeen 
each beacon and the sensor in the secure authoriZation 
means. 

8. Apparatus as in claim 6 Wherein said location certi? 
cation unit is a component of a digital signature device. 

9. Apparatus as in claim 6 Wherein said location certi? 
cation unit is a component of a satellite signal boX. 

10. A location certi?cation unit comprising a position 
determination unit, a secure authoriZation unit coupled to 
said position determination unit, a memory Within said 
secure authoriZation unit, a digital signature key stored in the 
form of digital data in said memory, said key having an 
associated public key, a certi?cate for said public key, said 
certi?cate being stored in said memory, a sensor for receiv 
ing a message from a beacon that includes the clock time at 
Which the message Was transmitted and for processing the 
message to retrieve the clock time, the sensor including a 
clock, said position determination unit computing from the 
retrieved clock time and the time of sensing a received 
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message as indicated by the sensor clock the radial distance 
the location certi?cation unit is from the beacon thereby 
determining the location of the location certi?cation unit as 
being Within a geographical area centered on the beacon, and 
means for communicating to a requestor in response to a 
request the certi?ed location of said location unit, said 
certi?ed location comprising the location as determined by 
said position determining unit signed With said digital sig 
nature key and the certi?cate for said public key. 

11. A location certi?cation unit as in claim 10 Wherein 
said memory further stores a personal identi?cation number 
and a passWord and said location certi?cation unit is a 
component of a computer log-on card. 

12. Alocation certi?cation unit as in claim 10 Wherein the 
location certi?cation unit is a component of a digital signa 
ture device. 

13. Alocation certi?cation unit as in claim 10 Wherein the 
location certi?cation unit is a component of a satellite signal 
decoder boX. 

14. Alocation certi?cation unit as in claim 10 Wherein the 
message from a beacon includes the digital signature of the 
clock time at Which the message Was transmitted, and said 
sensor has stored therein the public key of the beacon for 
verifying the clock time using the public key of the beacon. 

15. A location certi?cation unit comprising; 
a position determination unit for determining the position 

of the location certi?cation unit from received radio 
signals, 

a secure authoriZation unit coupled to the position deter 
mination unit and comprising a memory, a sensor 
having a clock for providing clock time, and means for 
communicating to a requestor in response to a request 
a message containing the certi?ed position of the 
location certi?cation unit as determined by the position 
determination unit, 

said memory having stored therein a digital signature key 
and a certi?cate for a public key associated With the 
digital signature key, 

said clock providing a clock time for validating a received 
radio signal, the signal containing the time at Which it 
Was transmitted, sensed by the sensor as being from a 
valid source, and 

said certi?ed position of the location certi?cation unit 
comprising (1) the position of the location certi?cation 
unit as determined by the position determination unit 
signed using the digital signature key and (2) the 
certi?cate. 

16. A location certi?cation unit as in claim 15, said sensor 
further comprising a processor for processing sensed radio 
signals to provide the identity of the source of the signal 
Where that information is contained in the signal, and for 
decrypting a sensed digitally signed radio signal With the 
public key of the source of the signal to verify the identity 
of the source and the time at Which the signal Was trans 
mitted. 

17. A location certi?cation unit as in claim 15 Wherein 
time differentials betWeen the time the sensor clock marks a 
sensed signal and the time at Which the signal Was sent With 
respect to a plurality of sources are used to calculate the 
position of the location certi?cation unit and each time 
differential is checked With the calculated signal transit time 
from the calculated position to the knoWn location of the 
source. 

18. A location certi?cation unit as in claim 15 Wherein 
said sensor is capable of receiving and processing signals 
received from more than one source and said position 
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determining means determines the position of the location 
certi?cation unit based on the messages from at least tWo 
sources. 

19. Alocation certi?cation unit as in claim 18 Wherein the 
sources are beacons, and the location certi?cation unit 
further comprises a transmitter for sending messages to a 
beacon that trigger the beacon into transmitting a response 
message that includes a time stamp, Whereby it can be 
veri?ed that the response message is a current message and 
not a copied message that is being replayed by comparing 
the time stamp With the sensor clock time at the time of 
receipt of the response message. 

20. A location certi?cation unit as in claim 18 further 
comprising a transmitter for sending a message to a beacon 
that triggers the beacon into transmitting a response message 
that includes a time stamp, Whereby the total time for the 
sent message to travel to the beacon and the response 
message from the beacon to be sensed at the sensor, adjusted 
for by beacon delay and internal location certi?cation unit 
delay, is divided in half and compared With the difference 
betWeen the clock time at the time of receipt of the message 
and the time stamp to verify that the response message is 
valid. 

21 . Apparatus for providing location certi?cates compris 
ing 

a location certi?cation unit for receiving radio signals 
from two or more beacons, 

said location certi?cation unit including a position deter 
minator and secure authenticator; 

said secure authenticator including a private key of a 
private key-public key pair for digitally signing mes 
sages sent to a requesting source, a certi?cate for the 
public key certifying that the public key is in fact the 
public key of the secure authenticator; a receiver for 
receiving a time stamp transmitted by a beacon, and a 
processor for determining from the time stamp that a 
received radio signal is from a valid beacon, 

said beacons providing radio signals from which said 
position determinator can compute its position and 
said secure authenticator can determine that the sig 
nals are valid, and 

a transmitter for sending to said requesting source upon 
request a digitally signed message including the com 
puted position of said location certi?cate unit and the 
certi?cate for the public key which public key is to be 
used by the requesting source to verify the signed 
message. 

22. Apparatus as in claim 21 wherein said location 
certi?cation unit is operable to establish a secure two-way 
communication link with said two or more beacons. 

23. Apparatus as in claim 21 wherein said location 
certi?cation unit is a component of a digital signature 
device. 

24. Apparatus as in claim 21 wherein said location 
certi?cation unit is a component of a satellite signal box. 

25. A location certi?cation unit comprising a position 
determination unit, a secure authorization unit coupled to 
said position determination unit, a memory within said 
secure authorization unit, a digital signature key stored in 
the form of digital data in said memory, said key having an 
associated public key, a certi?cate for said public key, a 
sensor for receiving a message from a beacon that includes 
the clock time at which the message was transmitted and for 
processing the message to retrieve the clock time, the sensor 
including a clock, said position determination unit comput 
ing from the retrieved clock time and the time of sensing a 
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received message as indicated by the sensor clock the radial 
distance the location certi?cation unit is from the beacon 
thereby determining the location of the location certi?cation 
unit as being within a geographical area centered on the 
beacon, and a transmitter for communicating to a requestor 
in response to a request the certi?ed location of said location 
unit, said certi?ed location comprising the location as 
determined by said position determining unit signed with 
said digital signature key and the certi?cate for said public 
key. 

26. A location certi?cation unit as in claim 25 wherein 
said memory further stores a personal identi?cation number 
and a password and said location certi?cation unit is a 
component of a computer log-on card. 

27. A location certi?cation unit as in claim 25 wherein the 
location certi?cation unit is a component of a digital sig 
nature device. 

28. A location certi?cation unit as in claim 25 wherein the 
location certi?cation unit is a component of a satellite signal 
decoder box. 

29. A location certi?cation unit as in claim 25 wherein the 
message from a beacon includes the digital signature of the 
clock time at which the message was transmitted, and said 
sensor has stored therein the public key of the beacon for 
verifying the clock time using the public key of the beacon. 

30. A location certi?cation unit comprising: 
a position determination unit for determining the position 

of the location certi?cation unit from received radio 
signals, 

a secure authorization unit coupled to the position deter 
mination unit and comprising a memory, a sensor 
having a clock for providing clock time, and a trans 
mitter for communicating to a requestor in response to 
a request a message containing the certi?ed position of 
the location certi?cation unit as determined by the 
position determination unit, 

said memory having stored therein a digital signature key, 
said clock providing a clock time for validating a received 

radio signal, the signal containing the time at which it 
was transmitted, sensed by the sensor as being from a 
valid source, and 

said certi?ed position of the location certi?cation unit 
comprising (1) the position of the location certi?cation 
unit as determined by the position determination unit 
signed using a digital signature key and (2) a certi? 
cate. 
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31. A location certi?cation unit as in claim 30, said sensor 

further comprising a processor for processing sensed radio 
signals to provide the identity of the source of the signal 
where that information is contained in the signal, and for 
decrypting a sensed digitally signed radio signal with a 
public key of the source of the signal to verify the identity of 
the source and the time at which the signal was transmitted. 

32. A location certi?cation unit as in claim 30 wherein 
time di?rerentials between the time the sensor clock marks a 
sensed signal and the time at which the signal was sent with 
respect to a plurality of sources are used to calculate the 
position of the location certi?cation unit and each time 
di?erential is checked with the calculated signal transit time 
from the calculated position to the known location of the 
source. 

33. A location certi?cation unit as in claim 30 wherein 
said sensor is capable of receiving and processing signals 
received from more than one source and said position 
determining unit determines the position of the location 
certi?cation unit based on the messages from at least two 
sources. 

34. A location certi?cation unit as in claim 33 wherein the 
sources are beacons, and the location certi?cation unit 
further comprises a transmitter for sending messages to a 
beacon that trigger the beacon into transmitting a response 
message that includes a time stamp, whereby it can be 
veri?ed that the response message is a current message and 
not a copied message that is being replayed by comparing 
the time stamp with the sensor clock time at the time or 

receipt of the response message. 
35. A location certi?cation unit as in claim 33 further 

comprising a transmitter for sending a message to a beacon 
that triggers the beacon into transmitting a response mes 
sage that includes a time stamp, whereby the total time for 
the sent message to travel to the beacon and the response 
message from the beacon to be sensed at the sensor; adjusted 
for by beacon delay and internal location certi?cation unit 
delay, is divided in half and compared with the di?erence 
between the clock time at the time of receipt of the message 
and the time stamp to verify that the response message is 
valid. 


