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MAGNETIC RECORDING/REPRODUCING 
APPARATUS WITH THE 

RECORDING/REPRODUCING HEADS 
PRECEDING THE ERASING HEADS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This application is a reissue application of US. Pat. No. 
5,953,482, issued Sep. 14, 1999. 

This application is a continuation of noW abandoned 
application, Ser. No. 08/544,535, ?led Oct. 18, 1995, noW 
abandoned. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention relates to a magnetic recording/ 

reproducing apparatus for recording audio signals and video 
signals. 

2. Description of the Prior Art 
In a video tape recorder (VTR), transmission of a signal 

betWeen a magnetic head and RF circuit is made through 
rotary transformers. In general and in a business-purpose 
VTR or the like, the RF circuit may be carried on the 
cylinder. Here, the RF circuit includes a recording ampli?er, 
a reproducing ampli?er, an equalizer and the like. 

In the case of business-purpose VTR, simultaneous play 
back function and insert-editing function are essential in 
order to ensure the editing performance. As a result, a 
recording head, a reproducing head and an erasing head are 
required to be disposed on the cylinder. Here, the simulta 
neous playback function is a function to perform recording 
and reproduction simultaneously, Which is necessary for 
con?rming a recorded state or performing editing. 

Referring to head-arrangement, It is general to dispose a 
plurality of heads at equal intervals peripherally of the 
cylinder in order to make sure of good head-to-tape contact 
and easy signal processing. Here, the head-to-tape contact 
indicates contact condition of head and tape. Also, disposing 
a plurality of heads at equal intervals peripherally of the 
cylinder is to arrange them equlangularly on the cylinder. In 
this case, hoWever, When the tape Winding angle is 180 
degrees, tWo heads in pair or Ach (channel) head and Bch 
head are disposed so as to make an angle of 180 degrees With 
each other on the cylinder or diametrically oppositely dis 
posed thereon. 

Referring to a rotary transformer construction, a crosstalk 
measure betWeen channels by providing short-rings betWeen 
the recording/reproducing/erasing channels is taken thereby 
the rotary transformer forming a core of one body type. 
Conventional examples shoWn above can be clearly seen in 
a commercially available business-purpose video cassette 
recorder (VCR), for example, a D3 standard VCR or a D5 
standard VCR, or in commercially available VCR, for 
example, a VHS standard VCR. 

Recently, down-sizing a main body of a home-use VTR 
and even of business-purpose one has been required. In 
order to meet such requirement, it is necessary to make a 
diameter of the cylinder small (a small cylinder) and a 
recording track-pitch narroW (narroW track-pitch recording). 
HoWever, With a VTR [of] having narroW track-pitch record 
ing [by the] with a small cylinder, the folloWing problems 
may [be arisen as] arise: 
1. With the head arrangement and the rotary transformer 

construction as in the conventional examples, When a 
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2 
recording and reproducing simultaneously, [a] crosstalk 
[of recording and erasing] between the recording/erasing 
signals [to] and the reproduced signal is [outstanding] 
substantial, so that [the] simultaneous recording and 
reproduction becomes dif?cult; 

2. When editing such as insert-editing, a narroWing track 
Width due to off-tracking generally occurs at a track of one 
track before [of] an editing start track and a track of one 
track after [of] an editing ?nish track. Here, the narroWing 
track indicates that the track not to be edited is erased by 
erasing or overWrite recording thereby to reduce an effec 
tive trackWidth. 
HoWever, in the case of the narroW track-pitch recording, 

[as] because the recording trackWidth is narroW originally, 
the narroWing track and the off-tracking as its cause When 
editing are required to be further reduced than Would be 
made by the conventional ones, Which is dif?cult to be 
attained at a conventional tracking accuracy. 
3. When editing, in addition to the tracking as shoWn above, 

it is required to set an erase timing (erase starting point 
and erase ?nishing point) and a record timing (record 
starting point and record ?nishing point). Particularly, the 
erase timing is required to be set prior to reneWal of an 
editing area by the recording head during head scanning. 
With the VTR of narroW track-pitch recording by the 

small cylinder, hoWever, the erase timing and the record 
timing are difficult to be set so as to satisfy the editing 
accuracy by applying such a conventional method that uses 
a PG signal from the cylinder (a rotational phase detecting 
signal of the cylinder), an FG signal from the motor 
(rotational frequency control signal of the motor), and a 
control signal from the linear track. 
4. In order to prolong a recording time, it is general to 

increase a recording density or to narroW the recording 
track-pitch, Which is being made for the home-use VTR 
previously. Even for the business-purpose VTR, it is 
required to set a long-time recording mode having narroW 
track-pitch other than a normal recording mode. If the 
recording track-pitch is narroWed in a long play mode, 
hoWever, the cylinder is required to be neWly provided 
With the head and the rotary transformer to be used for 
such narroWed track-pitch. The small cylinder is difficult 
to be additionally provided With the head and a rotary 
transformer channel to be used for the long play mode. 

SUMMARY OF THE INVENTION 

An object of this invention is to provide a magnetic 
recording/reproducing apparatus capable of realizing fol 
loWing functions With a VTR of narroW track-pitch record 
ing by a small cylinder as: (1) a simultaneous playback 
function, (2) editing functions such as insert-editing and (3) 
a reproduction compatible function to any tape recorded in 
the long play mode With a different track-pitch (or, With 
further narroW track-pitch). 

To achieve this object, a magnetic recording apparatus of 
this invention comprises: a rotary cylinder for Winding 
thereon a video tape over an angle of substantially 180°; ?rst 
and second recording heads mounted on the rotary cylinder 
at positions apart from each other by 180° in a rotating 
direction of the rotary cylinder for recording on the video 
tape ?rst-channel and second channel video signals, respec 
tively; and ?rst and second erasing heads mounted on the 
rotary cylinder at positions apart from each other by 180° in 
the rotating direction of the rotary cylinder for erasing 
?rst-channel and second channel video signals, respectively 
recorded on the video tape, Wherein the ?rst recording head 
and the ?rst erasing head are disposed adjacent to each other 
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in the rotating direction of the rotary cylinder, and the 
second recording head and the second erasing head are 
disposed adjacent to each other in the rotating direction of 
the rotary cylinder. 

Preferably, a magnetic recording and reproducing appa 
ratus of this invention comprises: a rotary cylinder; a record 
ing head mounted on the rotary cylinder; an erasing head 
mounted on the rotary cylinder; a reproducing head mounted 
on the rotary cylinder; a ?rst rotary transformer disposed on 
a ?rst core and coupled to the recording head; a second 
rotary transformer disposed on the ?rst core and coupled to 
the erasing head; a third rotary transformer disposed on a 
second core and coupled to the reproducing head; and a 
conduct shielding member disposed betWeen the third rotary 
transformer and the ?rst and second rotary transformers. 

With constructions as shoWn above, even With the mag 
netic recording and reproducing apparatus Which performs 
narroW track-pitch recording by a small cylinder, simulta 
neous recording and reproduction can be attained by maxi 
miZing a distance betWeen the reproducing head and the 
recording/erasing heads and at the same time, by taking such 
a shield measure that the rotary transformer for the repro 
ducing head is disposed dependently at the upper portion of 
the cylinder. Furthermore, the erase/record timing setting 
and tracking When editing (particularly When insert-editing) 
are made possible by providing optimum arrangement of the 
recording/erasing heads. Besides, by reproducing function 
by the recording head, a reproduction compatible function to 
a long-time recording format recorded at a narroWer track 
pitch by the cylinder having a same diameter and a same 
lead angle can be realiZed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a diagram shoWing a head arrangement of a 
magnetic recording/reproducing apparatus according to an 
embodiment of this invention. 

FIG. 2 is a cross-sectional diagram of a cylinder for 
explaining a rotary transformer construction according to the 
embodiment of this invention. 

FIG. 3 is a diagram shoWing a helical track pattern and a 
head scanning according to the embodiment of this inven 
tion. 

FIG. 4 is a schematic diagram shoWing an operational 
timing of each head on an Ach side When insert-editing an 
audio data region 22 shoWn in FIG. 3. 

FIG. 5 is a block diagram of a magnetic recording/ 
reproducing apparatus according to the embodiment of this 
invention. 

FIG. 6 is a diagram shoWing a head arrangement of 
recording heads and erasing heads looking from a direction 
of a cylinder rotation or a horiZontal direction. 

FIG. 7 is a diagram shoWing a head arrangement of the 
recording heads and the erasing heads looking from a head 
height direction. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Amagnetic recording/reproducing apparatus according to 
an embodiment of this invention Will be described [on] in 
relation to its operation When insert-editing, circuit structure 
in response to a simultaneous recording and reproduction, 
and reproduction compatible function to the long-time 
recording format in this order. 

In this embodiment, a tape Winding angle is substantially 
180 degrees and a number of a recording channel is one (1), 
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4 
Which means that it is not of the multi-channel system 
recording but of the one-channel system recording. 

FIG. 1 is a diagram shoWing a head arrangement of a 
magnetic recording/reproducing apparatus of this embodi 
ment. As shoWn in FIG. 1, a recording head 1 and an erasing 
head 2, and a recording head 4 and an erasing head 5 of a 
same channel are adjacently disposed to each other on a 
same head-base. In this case, the recording heads are each 
[is] disposed so as to precede a corresponding erasing head 
With respect to a direction of cylinder rotation. Besides, 
reproducing heads are disposed so as to make an angle of 
substantially 90 degrees respectively With adjacently dis 
posed recording/erasing heads Which are oppositely dis 
posed so as to make an angle of 180 degrees. 

FIG. 2 is a cross-sectional diagram of a cylinder for 
explaining a rotary transformer construction of this embodi 
ment. As shoWn in FIG. 2, a rotary transformer 7 for 
reproduction use is disposed separately from a rotary trans 
former 11 for recording and erasing use. Besides, betWeen 
the transformers, an upper rotary cylinder 9 capable of 
becoming an electroconductive shield member is provided 
and an electroconductive shield member 8 is also provided 
beneath the rotary transformer 7 for reproduction use. 

FIG. 3 is a diagram shoWing a helical track pattern and a 
head scanning pattern. As shoWn in FIG. 3, one helical track 
has four data regions consisting of a track information data 
region, an audio data region, a video data region and an 
additional data region folloWed by a gap region G disposed 
in this order from a top thereof. The track information data 
region includes the track information for identifying speci 
?cation of a trackWidth, data for a tracking use and data for 
an inserting use to be used as a standard When areas Where 

audio, video and additional data are recorded are respec 
tively detected. The additional data region is a region Where 
data other than audio and video data are Written. The gap 
region G is a region that is provided for preventing the data 
region before and after the targeted region from being erased 
even after recording or during insert-editing by providing 
unrecording regions respectively betWeen adjacent data 
regions. (Refer to “Home-use digital VTR, the present 
television signal standards are strengthened ?rst”, by Ide and 
Kanohta, Nikkei Electronics Book pp. 137—150, published 
on Oct. 1, 1993 from Nikkei BP Corporation.) 

Next, referring to the head Width of each head, track-pitch 
Tp2 and recording trackWidth, if the recording head Width is 
expressed as HWrec, the reproducing head Width is 
expressed as HWpb and the erasing head Width is expressed 
as HWer, the relation as HWpb, HWer>Tp2§HWrec may be 
obtained. Also, there does not impose particular limitation 
on the relation betWeen the reproducing head Width HWpb 
and erasing head Width HWer. 

FIG. 4 is a schematic diagram shoWing the operational 
timings of each head on the Ach side When the audio data 
region 22 shoWn in FIG. 3 is insert-edited. 

FIG. 5 is a block diagram of a magnetic recording/ 
reproducing apparatus according to this invention. 

First, explanations Will be made from the recording sys 
tem. Arecording signal is received from an input terminal 23 
and supplied through a recording system signal processor 24 
to a recording ampli?er 25 and a recording ampli?er 26. The 
recording system signal processor 24 converts the input 
signal into an optimal signal to be recorded and supplied to 
the recording ampli?er 25 and recording ampli?er 26 at a 
predetermined timing. The signal supplied to the recording 
ampli?er 25 is sent through a sWitching circuit 27 to the 
recording head 1 at the desired recording timing and 
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recorded on a tape 56. On the other hand, the signal supplied 
to the recording ampli?er 26 is sent through a switching 
circuit 28 to the recording head 4 at the desired recording 
timing and recorded on the tape 56. The recording head 1 
and the recording head 4 are used for recording in general 
and functional as reproducing heads, respectively, in a part 
of the track When editing and recording and reproducing 
simultaneously, or in the all tracks When compatibly repro 
ducing the tape having been recorded in the long play mode. 
The sWitching circuits 27 and 28 are for sWitching the 
recording heads 1 and 4 betWeen recording and reproducing 
sides, respectively. In case that the sWitching circuits 27 and 
28 are sWitched to the reproducing side, the signals are sent 
through a reproducing ampli?er 29 and a reproducing ampli 
?er 30 and a head sWitching circuit 31 to a reproducing 
system signal processor 32. The head sWitching circuit 31 is 
controlled by the head sWitching signal supplied from an 
input terminal 39. The reproducing system signal processor 
32 processes the signal from the reproducing ampli?ers to 
output to an output terminal 32, and during editing and 
simultaneous recording and reproducing operations, sup 
plies the track information data 55 to a timing generator 34 
and at the same time, supplies a control signal 54 to a 
tracking controller 57. The tracking controller 57 is to track 
each head basically by the control signal 54 generated from 
the reproduced signal by the recording head When recording 
(including editing and simultaneous recording and 
reproducing) and compatibly reproducing of the long play 
mode, and by a control signal 53 generated from the 
reproduced signal by the reproducing head When normally 
reproducing. The timing generator 34 supplies record timing 
signals 46, 47 and 48 to the recording system signal pro 
cessor 24, the recording ampli?er 25 and the recording 
ampli?er 26, respectively, in response to the track informa 
tion data [single] signal 55 and a mode identi?cation signal 
received from the input terminal 58. Also, the timing gen 
erator 34 supplies the sWitching circuits 27 and 28 With 
recording/reproducing mode sWitching control signals 49 
and 50, respectively. Furthermore, the timing generator 34 
supplies the erasing ampli?ers 36 and 38 With erase timing 
signals 51 and 52, respectively. Referring to the erasing 
system, erasing signals generated by erase frequency oscil 
lators 35 and 37 are ampli?ed by erasing ampli?ers 36 and 
38 and supplied to the erasing heads 2 and [3] 5 at the 
desired erase timing, respectively. 

Referring to the reproducing system, reproduced signals 
reproduced through the reproducing heads 3 and 6 from the 
tape 56 are supplied respectively through reproducing 
ampli?ers 40 and 41 to a head sWitching circuit 42. The 
reproduced signal sWitched by a head sWitching signal 
supplied from an input terminal 45 is processed through a 
reproducing system signal processor 43 and supplied to an 
output terminal 44. Here, the reproducing system signal 
processor 43 supplies the control signal 53 to the tracking 
controller 57. 

FIG. 6 is a diagram of the head arrangement of the 
recording head and erasing head looking from the direction 
of cylinder rotation, or from the horiZontal direction. In FIG. 
6, the recording head 1 and the erasing head 2 are disposed 
With a gap X therebetWeen on the same head base. The gap 
X is provided by giving consideration to the rise time of 
erasing current and the fact that erasing heads of the same 
channel (Ach) and opposite channel (Bch) both do not go 
into the region necessary to be erased of the helical track 
While the track information region at the top of the helical 
track is being reproduced by the recording head (for 
example, Ach). 
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FIG. 7 is a diagram of the head arrangement of the 

recording head and erasing head looking from the head 
height direction. The erasing head is disposed so as to have 
a relative height Y (about 2><Tp2) in order to precede by tWo 
tracks on the tape pattern to the recording head. 

Next, explanations Will be made on the operation When 
insert-editing of this embodiment, Which Will be made 
mainly on the operation of each head on the Ach side When 
the audio data region 22 shoWs in FIG. 3 is insert-edited. 
When editing such as insert-editing in VTR, the erase 

timing and tracking are required to be decided prior to the 
recording. HoWever, in the case of VTR of narroW track 
pitch recording, With the conventional method using PG 
signal from the cylinder, FG signal from the motor and 
control signal from the linear track, it is dif?cult to set 
erase/record timing as Well as to do tracking so as to satisfy 
the editing accuracy. 

In the case of this embodiment, as shoWn in FIG. 1, the 
recording heads are disposed so as to precede the erasing 
heads With respect to the direction of cylinder rotation and, 
as shoWn in FIG. 3, the track information data region 20 of 
tWo tracks before of the erasing head 2 (namely, tWo tracks 
before of the edit-object track to be erased) is reproduced by 
the recording head 1 narroWer in head Width than the 
reproducing head 6 thereby to attain the erase timing setting 
and high accuracy tracking. In addition, the track informa 
tion data region is not reneWed When insert-editing. 
The operation in this case is explained by referring to FIG. 

5. The track information data 20 reproduced by the record 
ing head 1 is supplied through the reproducing ampli?er 29 
to the reproducing system signal processing circuit 32. The 
reproducing system signal processing circuit 32 supplies the 
track information data to the timing generator 34 and the 
control signal 54 to the tracking controller 57. The timing 
generator 34 determines the erase timing of the erasing head 
2 and the playback sWitch timing of the sWitching circuit 27 
in response to the track information data signal. An example 
of the operational timing of this case is shoWn in FIG. 4. The 
erase timing setting and the tracking of this case are based 
on the track information data of tWo tracks before [of] the 
edit-object track to be erased, and the recording head 1 and 
the erasing head 2, as shoWn in FIG. 6, are adjacently 
disposed on the same head base 60, so that the erase timing 
setting and the tracking can be carried out at a high accuracy. 

In addition, by preceding the erasing head by tWo tracks 
from the recording head, the track just after insert-recording 
can be prevented from being erased by the erasing head 
having Wider head Width. As shoWn in FIG. 3, the track 
information data region 21 of the edit-object track to be 
recorded is reproduced by the recording head 1, so that the 
recording timing setting and tracking can be carried out at a 
high accuracy. 

Further in addition, as shoWn in FIGS. 3 and 4, the erasing 
heads are disposed and structured so as not to go into the 
region necessary to be erased of the helical track nor to be 
supplied With the erasing current, so that the crosstalk from 
the erasing head can be prevented during the time period 
When the track information data region is being reproduced 
by the recording head. 

FIG. 4 schematically shoWs the operational timing of each 
head on the Ach side When insert-editing the audio data 
region 22 shoWn in FIG. 3, in Which the erasing head 2 is not 
operated during reproducing the track information data 
region 20 by the recording head 1. 

Next, the circuit construction in order to accommodate [to 
the] simultaneous recording and reproducing operations Will 
be explained beloW. 
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As shown in FIG. 1, the reproducing head s are disposed 
so as to make an angle of substantially 90 degrees respec 
tively With adjacently disposed recording/erasing heads 
Which are oppositely disposed so as to make an angle of 180 
degrees With each other. In order to reduce the crosstalk to 
the reproducing head on the cylinder, it is effective to take 
a distance from the recording head and erasing head. 
Particularly, in the case of using a small cylinder, it is 
important to take the largest possible distance betWeen the 
reproducing head and recording/erasing heads. As a result, 
as With-the circuit construction of this embodiment, the 
distance from both the recording and erasing heads can be 
maximiZed by disposing the recording and erasing head so 
as to be adjacent to each other and the reproducing heads so 
as to make an angle of 90 degrees thereWith. 

Besides, as shoWn in FIG. 2, by disposing the rotary 
transformer 7 for the reproducing use separately from the 
rotary transformer 11 for the recording and erasing use, the 
electromagnetic coupling betWeen the transformers can be 
reduced, so that the crosstalk to the reproducing system can 
be reduced. Also, betWeen the transformers, the upper rotary 
cylinder 9 capable of becoming an electroconductive shield 
member is provided and the electroconductive shield mem 
ber 8 is provided beneath the rotary transformer 7 for the 
reproducing use, so that the crosstalk betWeen the trans 
formers can be further reduced. 

On the other hand, in case that the reproducing ampli?er 
is not carried on the cylinder, additionally to the occurrence 
of the crosstalk betWeen the transformers, inter-channel 
crosstalk in the rotary transformer for the reproducing use 
Will be arisen as a problem. That is, in order to doWn-siZe the 
cylinder body, It is necessary to suppress the height 
(opposite length) of the rotary transformer, leading to a 
reduction in distance betWeen channels. As a result, the 
separation betWeen channels in the rotary transformer 
becomes unsatisfactory, so that the effect of the opposite 
channel (Bch) can be exercised on the channel (for example, 
Ach) during reproducing. Accordingly, With the rotary trans 
former 7 for the reproducing use shoWn in FIG. 2, a 
short-ring 13 is insertedly disposed betWeen a reproducing 
channel Ach 12 and a reproducing channel Bch 14, and the 
crosstalk from the opposite channel can be reduced. 

The short-ring is not necessary to be disposed betWeen 
opposite channels because the crosstalk performance 
betWeen the opposite channels When recording and erasing 
is not so required as in the case of the reproducing system. 
In this case, hoWever, a short-ring 17 is necessary to be 
provided betWeen the recording and erasing channels. 

In addition, by disposing the rotary transformer 7 for the 
reproducing use at the upper portion of the rotary trans 
former 11 for the recording/erasing use, any effects by the 
motor or the like in the cylinder can be avoided, and the 
Wiring to the reproducing ampli?ers can be easily shortened. 
Referring to the cylinder assembling accuracy, by disposing 
the rotary transformer 7 for the reproducing use having a 
small number of channels at the upper portion thereof, the 
alloWable accuracy of the mechanism can be reduced com 
pared With the case of disposing the rotary transformer 11 for 
the recording/erasing use at the upper portion thereof. 

Next, the reproduction compatible function to the long 
time recording format Will be explained beloW. 
As already shoWn above, FIG. 3 is a diagram of VTR of 

a format of track-pitch Tp2 having the recording heads and 
reproducing heads on the cylinder. In the case of such VTR, 
in order to enhance the recording density of VTR having the 
same diameter, same lead angle and same Winding angle, the 
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8 
recording head is employed for reproduction When repro 
ducing the track having guardbandless recording With the 
long-time format of track-pitch Tp1 (Tp1<Tp2). In this case, 
the Width of the recording head is set so as to track on the 
track of the track-pitch Tp1. By reproducing using the 
recording head having the Width near the recording track 
pitch (Tp1), as shoWn above, head impedance noise and 
media noise can be reduced compared With the reproduction 
using the reproducing head. Consequently, C/N ratio can be 
improved and the reproducing head and rotary transformer 
appropriately used for the track-pitch Tp1 can be eliminated. 
As explained above, according to this embodiment, even 

With VTR of narroW-track-pitch recording by a small 
cylinder, the simultaneous recording and reproduction can 
be attained by maximiZing the distance betWeen the repro 
ducing head and the recording/erasing heads and at the same 
time, by applying such a shield measure that the rotary 
transformer for the reproducing use is disposed indepen 
dently at the upper portion of the cylinder. Furthermore, the 
erase/record timing setting and tracking When editing 
(particularly When insert-editing) are made possible by 
providing the optimum arrangement of the recording/erasing 
heads. Besides, With the reproducing function by the record 
ing head, the reproduction compatible function to the long 
time recording format recorded at a narroWer track-pitch by 
the cylinder having the same diameter and same lead angle 
can be realiZed. 

In addition, the tracking When reproducing normally is 
performed by reproducing the pilot signal superposed onto 
the recorded data. 

Also, according to this embodiment, the rotary trans 
former Was made of the periphery-to-periphery type (coaxial 
type), but not limited thereto, a face-to-face type (plane 
type) one may be used for this purpose. 

In addition, according to this embodiment, the rotary 
transformer 7 for the reproducing use and the rotary trans 
former 11 for the recording/erasing use each does not have 
particular limitation upon the gap betWeen the rotor and the 
stator, hoWever, it is needless to say that if the gap in the 
rotary transformer 7 for the reproducing use is made larger 
than that in the rotary transformer 11 for the recording/ 
erasing use, the alloWable accuracy of the mechanism in 
assembling cylinder can be further reduced. 

Further in addition, according to this embodiment, the 
short-ring 13 Was inserted into the rotary transformer 7 for 
the reproducing use, but not limited thereto, it is needless to 
say that if the inter-channel crosstalk can be held Without 
inserting the short-ring in the transformer having an equiva 
lent or less-opposite length, the short-ring does not need to 
be used. 

Besides, according to this embodiment, the number of 
recording channels Was made one (1), but not limited 
thereto, it is needless to say that if the number of recording 
channels is made N (N>1), the same effect can be obtained. 

Also, according to this embodiment, it is needless to say 
that the same effect can be obtained even With an analog 
recording VTR or digital recording VTR. 

In addition, according to this embodiment, referring to the 
crosstalk to the reproducing system, the crosstalks from the 
recording and erasing channels Were suppressed to the same 
level, hoWever, if the erase frequency is set to be out of the 
frequency bandWidth of reproduced signal, the crosstalk 
alloWance from the erasing channels becomes large. As a 
result, in the rotary transformer 11 for the recording/erasing 
use, the erasing channels (erase Ach 18, erase Bch 19) and 
the recording channels (record Ach 15, record Bch 16) can 
exchange their positions With each other. 
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What is claimed is: 
1. A magnetic recording apparatus comprising: 
a rotary cylinder for Winding thereon a video tape over an 

angle of substantially 180°; 
?rst and second recording/reproducing heads mounted on 

the rotary cylinder at positions apart from each other by 
180° in a rotating direction of the rotary cylinder for 
recording on the video tape ?rst-channel and second 
channel video signals, respectively, and for reproduc 
ing track information from the video tape during an 
editing mode; and 

?rst and second erasing heads mounted on the rotary 
cylinder at positions apart from each other by 180° in 
the rotating direction of the rotary cylinder for erasing 
?rst-channel and second channel video signals, 
respectively, recorded on the video tape, 

Wherein the ?rst recording/reproducing head and the ?rst 
erasing head are disposed adjacent to each other in the 
rotating direction of the rotary cylinder, and the second 
recording/reproducing head and the second erasing 
head are disposed adjacent to each other in the rotating 
direction of the rotary cylinder, and 

Wherein the ?rst and second recording/reproducing heads 
are disposed on the rotary cylinder so as to precede the 
?rst and second erasing heads, respectively, in the 
rotating direction of the rotary cylinder, and the ?rst 
and second erasing heads are disposed to be higher in 
a head height direction, respectively, than the ?rst and 
second recording/reproducing heads such that the ?rst 
and second erasing heads scan tracks Which precede in 
a running direction of the video tape by tWo tracks from 
respective tracks recorded by the ?rst and second 
recording/reproducing heads. 

2. The magnetic recording apparatus according to claim 1, 
Which scans plural helical tracks on a magnetic recording 
medium, each of the plural helical tracks comprising a 
plurality of data regions and gap regions betWeen the data 
regions, the data regions including a track information data 
region located at a beginning end of the helical track for 
recording positions of head tracking and the data regions, 

Wherein, during the editing mode, the ?rst and second 
erasing heads erase tracks Which precede in a running 
direction of the magnetic recording medium by tWo 
tracks from respective tracks recorded by the ?rst and 
second recording/reproducing heads and Wherein the 
?rst and second recording/reproducing heads are dis 
posed on the rotary cylinder to precede the ?rst and 
second erasing heads, respectively, in the rotating 
direction of the rotary cylinder such that the ?rst and 
second erasing heads do not scan a region necessary to 
be erased While the recording/reproducing heads scan 
the track information data region. 

3. The magnetic recording apparatus according to claim 2, 
further comprising ?rst control means, Wherein When 
editing, the ?rst control means controls the ?rst and second 
recording/reproducing heads so that the track information 
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data on the track information data region are reproduced to 
generate a reproduced signal, and using said reproduced 
signal, an erase timing of the ?rst and second erasing heads 
and a record timing of the ?rst and second recording/ 
reproducing heads are set. 

4. The magnetic recording apparatus according to claim 3, 
further comprising second control means for stopping an 
erasing current applied to the ?rst and second erasing heads 
While the track information data are being reproduced by 
one of the ?rst and second recording/reproducing heads. 

5. A magnetic recording apparatus comprising: 
a rotary cylinder for Winding thereon a video tape over an 

angle of substantially 180°; 
?rst and second recording/reproducing heads mounted on 

the rotary cylinder at positions apart from each other by 
180° in a rotating direction of the rotary cylinder for 
recording on the video tape ?rst-channel and second 
channel video signals, respectively, and for reproduc 
ing track information from the video tape during an 
editing mode; 

?rst and second erasing heads mounted on the rotary 
cylinder at positions apart from each other by 180° in 
the rotating direction of the rotary cylinder for erasing 
?rst-channel and second channel video signals, 
respectively, recorded on the video tape; and 

?rst and second reproducing heads mounted on the rotary 
cylinder at positions apart from each other by 180° in 
the rotating direction of the rotary cylinder for repro 
ducing from the video tape the ?rst-channel and second 
channel video signals, respectively, 

wherein the ?rst recording/reproducing head and the ?rst 
erasing head are disposed adjacent to each other in the 
rotating direction of the rotary cylinder, the second 
recording/reproducing head and the second erasing 
head are disposed adjacent to each other in the rotating 
direction of the rotary cylinder, the ?rst recording/ 
reproducing head and the ?rst reproducing head are 
disposed at positions apart from each other by substan 
tially 90° in the rotating direction of the rotary cylinder, 
and the second recording/reproducing head and the 
second reproducing head are disposed at positions apart 
from each other by substantially 90° in the rotating 
direction of the rotary cylinder, and 

Wherein the ?rst and second recording/reproducing heads 
are disposed on the rotary cylinder so as to precede the 
?rst and second erasing heads, respectively, in the 
rotating direction of the rotary cylinder, and the ?rst 
and second erasing heads are disposed to be higher in 
a head height direction, respectively, than the ?rst and 
second recording/reproducing heads such that the ?rst 
and second erasing heads scan tracks Which precede in 
a running direction of the video tape by tWo tracks from 
respective tracks recorded by the ?rst and second 
recording/reproducing heads. 

* * * * * 


