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METHOD FOR DISPLAY TIME STAMPING 
AND SYNCHRONIZATION OF MULTIPLE 

VIDEO OBJECT PLANES 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

The present application is related to application Ser. No 
09/736,441, ?led on Dec. 15, 2000, which is related to 
Divisional application Ser. No. 09/736,300,?led on Dec. 15, 
2000, which is related to Divisional application Ser No. 
09/846,207, filed on May 2, 200], all ofwhich are reissue 
applications of US. Pat. No. 6,075,576. Further, this appli 
cation is a Divisional ofthe above-mentioned U.S. applica 
tion Ser. No. 09/736,44],?led on Dec. 15, 2000, which is a 
reissue ofU.S. application Ser No. 09/01], 76],?led on Feb. 
26, 1998, which issued as the above-mentioned US. Pat. No. 
6,075,576, which is a 37] ofPCT/JP97/02319, ?led on Jul. 
3, 1997. 

TECHNICAL FIELD 

This invention is useful in the coding of digital audio 
visual materials where there is a need for synchronizing 
more than one independently encoded audio visual objects 
for presentation. It is especially suitable when the temporal 
sampling of the audio visual material is not the same. 

BACKGROUND ART 

In MPEG-1 and MPEG-2 the input video consists of 
image frames sampled at regular time intervals. This repre 
sents the ?nest temporal resolution of the input FIG. 1 shows 
a video sequence with ?xed frame rates where the image 
frames are sampled at regular intervals. In the coded repre 
sentation of the video sequence using the MPEG-1 and 
MPEG-2 standards the display order of the decoded frames 
is indicated by the temporal reference. This parameter 
appears at the picture header of the bitstream syntax. The 
value of this parameter is incremented by one for each 
decoded frame when examined in the display order. 

In the H.263 standard it is possible to skip frames and thus 
decode a variable frame rate video sequence. However the 
sampling of frames is still ?xed. Thus the temporal reference 
method used in MPEG-1 and MPEG-2 is still appropriate 
and only need to be modi?ed such that the increment is not 
in steps of 1 but in steps of 1 plus the number of non 
transmitted pictures at the input frame rate. 

Currently work is being done in the area of coding video 
as separate objects in multiple video object planes. This 
represents a new dimension in the decoding and synchro 
nization of the respective video objects. It is expected that 
these different video object planes may come from several 
sources and can have very different frame rates. Some of the 
objects may be rendered and have almost continuous tem 
poral sampling rate. These video objects planes are com 
bined into a composite image for display. Therefore some 
kind of synchronization is required for the composition. It is 
possible that the display frame rate is different from any of 
the frame rates of the video object planes. FIG. 2 shows an 
example of two video object planes having different and 
varying frame rates compared to one another. Even if a 
common frame rate can be found between the two video 
object plane, it is not automatic that this frame rate will be 
the same as the output frame rate of the compositor. 

Hereafter we will refer to the problem in the video 
domain. However the same principles of this invention can 
be extended to the audio domain as well as combinations of 
the two. 
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2 
From the above it is clear that the current state of the art 

does not cater for the synchronization of video object planes. 
The state of the art also does not provide a common temporal 
reference when the different video object planes have dif 
ferent frame rates which are not multiples of one another. 

The ?rst problem is how to provide a common local time 
base mechanism for each video object plane. This time base 
will have to be able to provide very ?ne temporal granularity 
and at the same time be able to cope with possibility of very 
long intervals between two successive instances of the video 
object planes. 
The second problem is how to provide a mechanism for 

synchronizing video object planes having different frame 
rates. 

DISCLOSURE OF INVENTION 

The above problems can be solved by implementing a 
common temporal resolution to be used for all the local time 
base. In order to cater for the wide range of temporal 
granularity the local time base is partitioned into two dif 
ferent parts. The ?rst part containing the ?ne granularity 
temporal resolution which provide a short time base. The 
second part contain a coarse granularity temporal resolution 
which provide a long time base. The short time base is 
included at each the video object planes to provide temporal 
reference to the instances of the video objects. The short 
time base is then synchronized to the longtime base which 
is common to all the video object planes. It is used to 
synchronize all the different video object planes to a com 
mon time base provided by the master clock. 

According to a ?st aspect of the present invention, a 
method of encoding a local time base of an audio visual 
sequence in the compressed data comprises the steps of: 

obtaining instances of the audio visual sequence by tem 
poral sampling; 

determining the local time base of the said instances to be 
encoded into compressed data; 

encoding the said local time base in two parts, comprising 
of a modulo time base that marks the occurrence of a set of 
time reference spaced evenly at a speci?c interval on the 
local time base and a time base increment relative to the said 
evenly spaced time reference; 

inserting the modulo time base into the compressed data 
whenever the speci?c interval have elapsed; and 

inserting the time base increment within the compressed 
data of the said instances of the audio visual sequence. 

According to a second aspect of the invention, a method 
of encoding a local time base of an audio visual sequence in 
the compressed data comprises the steps of: 

obtaining instances of the audio visual sequence by tem 
poral sampling; 

determining the local time base of the said instances to be 
encoded into compressed data; 

encoding the said instances in one of two methods com 
prising of a ?rst method of compression without reference to 
any future instances and a second method of compression 
which refers to the future reconstructed instance; 

encoding the said local time base in two parts, comprising 
of a modulo time base that marks the occurrence of a set of 
time reference spaced evenly at a speci?c interval on the 
local time base and a time base increment. 

encoding the time base increment for the instance com 
pressed using the ?rst compression method as an absolute 
value relative to the said evenly spaced time reference; 
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encoding the time base increment for the instance com 
pressed using the second compression method as a relative 
value to the local time base of the previously compressed 
instance using the said ?rst method; 

inserting the modulo time base into the compressed data 
Whenever the speci?c interval have elapsed; and 

inserting the time base increment Within the compressed 
data of the said instances of the audio visual sequence. 

According to a third aspect of the invention, a method of 
the ?rst or the second aspect of the invention, Wherein a 
plurality of compressed bitstreams containing local time 
base information encoded therein are multiplexed, further 
comprises, for multiplexing, the steps of: 

synchronizing the local time base of the individual com 
pressed bitstream to a common time base by encoding and 
inserting the time base offset in the multiplexed bitstream; 

examining each of the compressed bitstream for the next 
compressed instance to be placed into the multiplexed 
bitstream until all the compressed bitstreams have arrived at 
the modulo time base; 

inserting a common modulo time base into the multiplex 
bitstream and skipping the modulo time base of the com 
pressed bitstreams; and 

repeating the last tWo steps until all compressed bit 
streams are exhausted. 

According to a fourth aspect of the invention, a method of 
the ?rst or the second aspect of the invention, Wherein a 
plurality of compressed bitstreams containing local time 
base information encoded therein are multiplexed and 
de-multiplexed, further comprises, for de-multiplexing, the 
steps of: 

decoding the time base offset of the individual com 
pressed bitstream; 

examining the multiplexed bitstream for the next com 
pressed instance and placing the said instance into the 
appropriate compressed bitstream until a modulo time base 
is encountered in the multiplexed bitstream; 

inserting a modulo time base to each of the compressed 
bitstreams; and 

repeating the last tWo steps until the multiplexed bitstream 
is exhausted. 

According to a ?fth aspect of the invention, a method of 
decoding a local time base of an audio visual sequence from 
the time base of the compressed data encoded, according to 
the ?rst aspect of the invention, comprises the steps of: 

initializing the reference time base taking into account the 
time base o?fset; 

incrementing the reference time base by a speci?c interval 
for each modulo time base decoded; 

decoding the time base increment of the compressed 
instance; and 

determining the decoding time base of the said instance 
by adding the said decoded time base increment value to the 
reference time base. 

According to a sixth aspect of the invention, a method of 
decoding a local time base of an audio visual sequence from 
the time base of the compressed data encoded, according to 
the second aspect of the invention, comprises the steps of 

initializing the reference time base taking into account of 
the time base o?fset; 

incrcmcnting the reference time base by a spcci?c interval 
for each modulo time base decoded; 

decoding the time base increment of the compressed 
instance; and 
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4 
determining the time base increment to be one of tWo 

types, absolute or relative, depending on the ?rst or second 
compression method used in the encoding of the instance, 
respectively; 

determining the decoding time base of the said instance 
by adding the said decoded time base increment value to the 
reference time base if the time base is of the ?rst type; and 

determining the decoding time base of the said instance 
by adding the said decoded time base increment value to the 
decoding time base of the previous instance encoded using 
the ?rst compression method, if the time base increment is 
of the second type. 

BRIEF DESCRIPTION OF DRAWINGS 

The present invention Will become more fully understood 
from the detailed description given beloW and the accom 
panying diagrams Wherein: 

FIG. 1 illustrates the temporal sampling of the prior art 
Where the frames of the video sequence is sampled at regular 
intervals. 

FIG. 2 illustrates the concept of video object planes and 
the relationship With one another. The sampling of the video 
object planes can be irregular and the sampling period can 
vary drastically. 

FIG. 3A illustrates the current invention Where the tem 
poral reference of the video objects are indicated by the 
modulo time base and the VOP time increment. Illustration 
uses I and P VOP only. 

FIG. 3B illustrates the current invention Where the tem 
poral reference of the video objects are indicated by the 
modulo time base and the VOP time increment. Illustration 
uses I, P and B VOP. 

FIG. 4 illustrates an example of the ambiguity that can 
arise When the presentation order and the encoding order is 
different as a result of B-video object planes. 

FIG. 5 illustrates a solution to the ambiguity by employ 
ing absolute and relative time bases. 

FIG. 6 illustrates the combining of tWo VOPs and their 
synchronization to the common time base by employing 
VOP time offsets. 

FIG. 7 illustrates the How diagram for the encoding of the 
time base. 

FIG. 8 illustrates the How diagram for the multiplexing of 
more than one video object planes. 

FIG. 9 illustrates the How diagram for the de-multiplexing 
of more than one video object planes. 

FIG. 10 illustrates the How diagram for the recovery of the 
presentation time stamp. 

FIG. 11 illustrates the block diagram for the operations of 
the bitstream encoder for encoding of the time base. 

FIG. 12 illustrates the block diagram for the operations of 
the bitstream decoder for decoding of the time base. 

FIG. 13 illustrates the time chart for forming a bitstream 
data. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

This invention operates by providing tWo forms of syn 
chronization. The ?rst is a short time base attached to the 
video object plane. Hereafter this time base Will be referred 
to as the VOP time increment. The VOP time increment is 
the timing mechanism for the video object plane With 
respect to the long time base Which is attached to a group of 
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video object planes to be decoded and composed together. 
The long time base is referred to as the modulo time base. 
The VOP time increment and the modulo time based Will 
then be used jointly to determine the actual time base to use 
for the composition of the video object planes into the ?nal 
composited sequence for display. 

In order to facilitate editing of the bitstream and combin 
ing different video object planes from different sources into 
a neW group of video object planes there is a need for a third 
component to alloW a ?xed amount of offset betWeen the 
local time base of the individual video object plane from the 
common time base. Hereafter this offset Will be referred to 
as the VOP time offset. This prevents the different video 
object planes from having to synchronize at a granularity 
equivalent to the modulo time base interval. This component 
should be kept constant for each video object plane Within 
the group of video object planes that are multiplexed 
together. 

First, the modulo time base is described. 
Modulo time base represent the coarse resolution of the 

local time base. It does not have a value like the VOP time 
increment. In fact it is more of a synchronization mechanism 
to synchronize the VOP time increment to the local time 
base of the video object plane. It is placed in the encoded 
bitstream as markers to indicate that the VOP time increment 
of the video object planes that folloWs are to be reset and that 
the reference to the local time base are to be incremented by 
one or more units of the modulo time base interval. In FIGS. 
3A, 3B, 4, 5 and 6, the modulo time base is shoWn as a series 
of zero or more “1” terminated by a “0” inserted into the 
bitstream header before the VOP time increment. The num 
ber of “I” inserted into the bitstream depends on the number 
of units of modulo time base that has elapsed since the last 
code I or P-video object plane. At the encoder and decoder 
the modulo time base counter is incremented by one for each 
“I” encountered. Modulo time based counter is ?nite in 
length and therefore in a practical system the modulo time 
base is reset to zero When the maximum value is exhausted. 
In a typical video sequence, the video object planes form a 
group of VOP. Therefore the modulo time base is usually 
reset at the start of this group of VOP. 

Next, the VOP time increment is described. 
The VOP time increment shall be in units that can support 

the shortest temporal sampling of the video objects. It can 
also be the native time base for the object Which is rendered. 
It therefore represents the ?nest granularity of temporal 
resolution that is required or can be supported. 

The VOP time increment can then be indicated by a ?nite 
length number greater or equal to the ratio of the global time 
base interval to the local time base resolution. FIG. 3A 
shoWs an example of the VOP time increment for I and 
P-video object planes and the reference to the modulo time 
base. An absolute time base is used. The VOP time incre 
ment is reset each time the modulo time base is encountered. 
FIG. 3B shoWs another example using I, P and B-video 
object planes. The operation is the same With the exception 
that the modulo time base is repeated in the B-video object 
planes. If the modulo time base is not repeated in the 
B-video object plane then ambiguities arise due to the 
difference in decoding and presentation order. This is 
described in detail beloW. 

Since the VOP time increment corresponds to the presen 
tation time base, a potential problem Will arise When the 
encoding order is different from presentation order. This 
occurs With B-video object planes. Similar to MPEG-1 and 
MPEG-2 B-pictures, B-video object planes are encoded 
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6 
after their reference I and P-video object planes even though 
they preceded the reference video objects in the presentation 
order. Since the VOP time increment is ?nite and is relative 
to the modulo time base, the VOP time increment is reset 
When the modulo time base is encountered. HoWever, the 
order of encoding for the B-video object planes have been 
delayed. FIG. 4 shoW the ambiguity that can arise. It is not 
possible to determine When the VOP time increment should 
be reset. In fact When given a sequence of encoded events as 
in FIG. 4A, it is not possible to knoW Which of the timing 
situations of FIGS. 4B, 4C and 4D it is trying to represent. 
This problem comes about because of the use of one modulo 
time base shared among all the different types of video 
object coupled With the difference betWeen the encoding and 
presentation order. There is nothing that can be done to the 
encoding order since the reference information is required 
by the B-video object planes. It is also not desirable to have 
independent modulo time base for the different prediction 
type. Therefore the solution is to code the VOP time 
increment of the B-video object planes as a relative value to 
the preceding I or P-video object planes and that the modulo 
time base applies only to the I and P-video object planes and 
not the B video object planes. This solution is depicted in 
FIG. 5. 

Next, VOP time offset is described. 
Besides the above the modulo time base are shared 

betWeen all video object planes. This means that the syn 
chronization of the different video objects Will have a 
granularity equivalent to the modulo time base interval. This 
is unacceptable especially in the case Where video object 
planes from different groups are combined to form a neW 
group of video object planes. FIG. 6 shoWs an example of 
tWo different video object planes that Were encoded With tWo 
different local time base that are offset from one another. 
Thus When the video object planes are multiplexed, the 
synchronization of the video objects planes are also offset. 
A ?ner granularity is achieved by alloWing each individual 
video object plane to have a VOP time offset. This means 
that only this value is changed When the video object planes 
are manipulated and multiplexed. There is no need to change 
the VOP time increment and yet it is possible to multiplex 
the different video object planes Without coarse granularity 
timing differentials. FIG. 6 illustrates the use of this time 
base offsets. 

The preferred embodiment of the current invention 
involves a method of encoding the time base for each of the 
individual video object plane bitstream, a method of multi 
plexing different video object planes into a common time 
base, a method of de-multiplexing the multiplexed bitstream 
into the components and a method of recovering the time 
base from the component bitstream. 

Encoding the time base is described. 
The How diagram of the embodiment of the time base 

encoding is shoWn in FIG. 7. In the encoder the local time 
base is ?rst initialized to the local start time in step 1. The 
process is passed to step 2 Where the encoder determines the 
current value of the local time base. In step 3 the local time 
base obtained is compared to the previously encoded 
modulo time base to see if the interval has exceeded the 
modulo time base interval. If the interval has been exceeded 
the control is passed to step 4 Where the required number of 
modulo time base is inserted into the bitstream. If the 
interval has not been exceeded then no special handling is 
necessary. The processing then proceeds to step 5 Where the 
VOP time increment is inserted into the bitstream. The 
object is then encoded in step 6 and the inserted into the 
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bitstream. The encoder then checks to determine if there are 
more objects to be encoded in step 7. If there are more 
objects to be encoded the process resumes at step 2 where 
the local time base is obtained. If there are no more objects 
to be encoded then the process terminates. 

The following formula are used to determine the absolute 
and relative VOP time increments for I/P-video object 
planes and B-video object planes, respectively. 

(1) 

(2) 

(3) 

where 
tGTBn is the encoder time base marked by the nth encoded 

modulo time base, 
tGTB, is the pre-determined modulo time base interval, 
tGTBO is the encoder time base start time, 
t A VT, is the absolute VOP time increment for the I or P-video 

object planes, and 
tETBI/P is the encoder time base at the start of the encoding 

of the I or P video object planes, 
tRVT, is the relative VOP time increment for the B-video 

object planes, and 
tETBB is the encoder time base at the start of the encoding of 

the B video object plane. 
Next, multiplexing more than one video object planes is 

described. 
When more than one video object planes are multiplexed 

together, the multiplexer examines the multiple video object 
plane bitstreams to determine the order of multiplexing as 
well as the synchronization. The operations involved is 
depicted in FIG. 8. The VOP time offsets for each of the 
video object planes to be multiplexed are inserted into the 
bitstream in step 11. All the bitstreams of the video object 
planes to be multiplexed are then examined in step 12 to 
determine if all of the planes are at their respective modulo 
time base. If they are then the processing is passes to step 13 
where a common modulo time base is inserted into the 
multiplexed bitstream. The processing then proceeds to step 
14 where the next encoded video object is inserted into the 
multiplexed bitstream. In step 15 the bitstreams of the video 
object planes to be multiplexed are again examined to see if 
there are more video objects to be multiplexed. If there is, 
then the control is passed to step 12 again. Otherwise the 
process ends. 

De-multiplexing the bitstream containing more than one 
video object planes is described. 

The de-multiplexing of the bitstream containing multiple 
video object planes is depicted in FIG. 9. The process begins 
in step 21 where the VOP time offsets are decoded and 
passed to the decoders for synchronization. Then the mul 
tiplexed bitstream is examined in step 22 to see if the 
modulo time base is found. If the modulo time base is found 
then the process is passed to step 23 where the modulo time 
base is inserted into all the video object bitstreams. The 
processing then continues with step 24 where the next video 
object is examined and inserted into the appropriate video 
object bitstream. Finally the multiplexed bitstream is exam 
ined again to see if there is any more video object to 
de-multiplex. If there is, then the process is passed to step 22 
again. Otherwise the process ends. 

Recovering the time base is described. 
The embodiment of the time base recovery is shown in 

FIG. 10. In recovering the local time base, the process 
begins in step 31 where the local time based is initialiZed 
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8 
taking into account of the VOP time offset decoded by the 
de-multiplexer. Then the process is passed to step 32 which 
checks the bitstream to determine if the modulo time base is 
decoded. If the modulo time base is decoded then the 
process is passed to step 33 where the local time base is 
incremented by the modulo time base increment. The pro 
cess is then passed to step 37. Ifthe modulo time base is not 
decoded then the process is passed to step 34 where the 
video object is examine to determine if it is a B-video object 
or not. If it is then the process is passed to step 35 where the 
B-video object decoding time base is calculated based on 
equation (6). The process is then passed to step 37. If the 
result of step 34 is not a B-video object then the process is 
passed to step 36 where the decoding time base is calculated 
based on equation (5). The process then proceeds to step 37. 
In step 37, the bitstream is examine to see if there is more 
video objects to decode. If there is then the process is passed 
to step 32 again. Otherwise the processing ends. 
The following formula are used to determine the presen 

tation time stamp of the video objects: 

(4) 

(5) 

(6) 

where 
tGTBn is the decoding time base marked by the nth decoded 
modulo time base, 

tGTBI is the pre-determined modulo time base interval, 
tGTBO is the decoding time base start time, 
tDTBI/P is the decoding time base at the start of the decoding 

of the I or P video object planes, 
t AVT, is the decoded absolute VOP time increment for the I 

or P-video object planes, 
tDTBB is the decoding time base at the start of the decoding 

of the B video object plane, and 
tRVT, is the decoded relative VOP time increment for the 

B-video object planes. 
Implementation of the Bitstream Encoder is described. 
FIG. 11 shows the block diagram for an implementation 

of the bitstream encoder for encoding the modulo time base 
and the VOP time increment. For the purpose of this 
illustration the example in FIG. 3B is used. Since 
bi-directional prediction is used, the encoding order is 
different from the presentation order shown in FIG. 3B. The 
encoding order begins with the I-VOP followed by the 
P-VOP before the B-VOP This is illustrated in the three 
paragraphs below. 
The process begins in the initialiZer, step 41 where the 

bitstream encoder starts by initialiZing the local time base 
register to the initial value of the time code. The same time 
code value is encoded into the bitstream. At the start of the 
encoding of the next I-VOP the time code comparator, step 
42, compares the presentation time of the I-VOP against the 
local time base register. The result is passed to the modulo 
time base encoder, step 43. The modulo time base encoder 
will insert into the bitstream the required number of “1” 
equivalent to the number of modulo time base increment that 
has elapsed. This is then followed by the symbol “O” to 
signal the end of the modulo time base code. The local time 
base register is updated to the current modulo time base. The 
processing then proceed to the VOP time base increment 
encoder, step 44, where the remainder of the presentation 
time code of the I-VOP is encoded. 
The process then repeats with the next encoded video 

object plane which is the P-VOP The time code comparator, 










