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A vertical skein of “?bers”, opposed terminal portions of 
which are held in headers uncon?ned in a modular shell, is 
aerated with a gas-distribution means which produces a 
mass of bubbles serving the function of a scrub-brash for the 
outer surfaces of the ?bers. The membrane device is sur 
prisingly effective with relatively little cleansing gas, the 
speci?c flux through the membranes reaching an essentially 
constant relatively high value because the vertical deploy 
ment of ?bers allows bubbles to rise upwards along the outer 
surfaces of the ?bers. Further, bubbles ?owing along the 
outer surfaces of the ?bers make the ?bers surprisingly 
resistant to being fouled by build-up of deposits of inanimate 
particles or microorganisms in the substrate provided that 
the length of each ?ber is only slightly greater than the direct 
center-to-center distance between opposed faces of the 
headers, preferably in the range from at least 0.1% to about 
5% greater. For use in a larger reservoir, a bank of skeins is 
used with a gas distributor means and each skein has ?bers 
preferably >0.5 meter long, which together provide a surface 
area >10 m2. The terminal end portions of ?bers in each 
header are kept free from ?ber-to-?ber contact with a novel 
method of potting ?bers. 
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VERTICAL SKEIN OF HOLLOW FIBER 
MEMBRANES AND METHOD OF 

MAINTAINING CLEAN FIBER SURFACES 
WHILE FILTERING A SUBSTRATE TO 

WITHDRAW A PERMEATE 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

Application Ser. No. 09/975,220?led Oct. 1], 200], and 
co-pending application Sen No. 09/333,669 ?led Jun. 15, 
1999, are each reissues of US. Pat. No. 5,639,373 
(application Sen No. 08/514,119?led Aug. 1], 1995). 

BACKGROUND OF THE INVENTION 

This invention relates to a membrane device which is an 
improvement on a frameless array of hollow ?ber mem 
branes and a method of maintaining clean ?ber surfaces 
while ?ltering a substrate to withdraw a permeate, which is 
also the subject ofU.S. Pat. No. 5,248,424; and, to a method 
of forming a header for a skein of ?bers. The term “vertical 
skein” in the title (hereinafter “skein” for brevity), speci? 
cally refers to an integrated combination of structural ele 
ments including (i) a multiplicity of vertical ?bers of sub 
stantially equal length; (ii) a pair of headers in each of which 
are potted the opposed terminal portions of the ?bers so as 
to leave their ends open; and, (iii) permeate collection means 
held peripherally in ?uid-tight engagement with each header 
so as to collect permeate from the ends of the ?bers. 
The term “?bers” is used for brevity, to refer to “hollow 

?ber membranes” of porous or semipermeable material in 
the form of a capillary tube or hollow ?ber. The term 
“substrate” refers to a multicomponent liquid feed. A “mul 
ticomponent liquid feed” in this art refers, for example, to 
fruit juices to be clari?ed or concentrated; wastewater or 
water containing particulate matter; proteinaceous liquid 
dairy products such as cheese whey, and the like. The term 
“particulate matter” is used to refer to micron-sized (from 1 
to about 44 um) and sub-micron sized (from about 0.1 pm 
to 1 pm) ?ltrable matter which includes not only particulate 
inorganic matter, but also dead and live biologically active 
microorganisms, colloidal dispersions, solutions of large 
organic molecules such as fulvic acid and humic acid, and 
oil emulsions. 

The term “header” is used to specify a solid body in which 
one of the terminal end portions of each one of a multiplicity 
of ?bers in the skein, is sealingly secured to preclude 
substrate from contaminating the permeate in the lumens of 
the ?bers. Typically, a header is a continuous, generally 
rectangular parallelpiped of solid resin (thermoplastic or 
thermosetting) of arbitrary dimensions formed from a natu 
ral or synthetic resinous material. In the novel method 
described hereinbelow, the end portions of individual ?bers 
are potted in spaced-apart relationship in cured resin, most 
preferably by “potting” the end portions sequentially in at 
least two steps, using ?rst and second potting materials. The 
second potting material (referred to as “?xing material”) is 
solidi?ed or cured after it is deposited upon a “fugitive 
header” (so termed because it is removable) formed by 
solidifying the ?rst liquid. Upon removing the fugitive 
header, what is left is the “?nished” or “?nal” header formed 
by the second potting material. Of course, less preferably, 
any prior art method may be used for forming ?nished 
headers in which opposed terminal end portions or ?bers in 
a stack of arrays are secured in proximately spaced-apart 
relationship with each other. 
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2 
The ’424 patent required potting the opposed ends of a 

frameless array of ?bers and dispensed with the shell of a 
module; it was an improvement on two proceeding con?gu 
rations disclosed in US. Pat. Nos. 5,182,019, and 5,104,535, 
each of which used frameless arrays and avoided potting the 
?bers. The efficiency of gas-scrubbing a ’424 array was 
believed to be due, at least in large part, to a substantial 
portion of the ?bers of the ?bers in the array lying in 
transverse relationship to a mass of rising bubbles, referred 
to herein as a “column of rising bubbles”, so as to intercept 
the bubbles. Speci?c examples are illustrated in FIGS. 9, 
9A, 10 and 11 of the ’424 patent. 
A ’424 “array” referred to a bundle of arcuate ?bers the 

geometry of which array was de?ned by the position of a 
pair of transversely spaced headers in which the ?bers were 
potted. In the ’424 array, as in the array of this invention, 
each ?ber is free to move independently of the others, but the 
degree of movement in the ’424 is unspeci?ed and arbitrary, 
while in the vertical skein of this invention, movement is 
critically restricted by the de?ned length of the ?bers 
between opposed headers. Except for their opposed ends 
being potted, there is no physical restraint on the ?bers of a 
skein. To avoid confusion with the term “array” as used for 
the ’424 bundle of arcuate ?bers, the term “skein ?bers” is 
used herein to refer to plural arrays. An “array” in this 
invention refers to plural, essentially vertical ?bers of sub 
stantially equal lengths, the one ends of each of which ?bers 
are closely spaced-apart, either linearly in the transverse 
(y-axis herein) direction to provide at least one row, and 
typically plural rows of equidistantly spaced apart ?bers. 
Less preferably, a multiplicity of ?bers may be spaced in a 
random pattern. Typically, plural arrays are potted in a 
header and enter its face in a generally xiy plane (see FIG. 
5). The width of a rectangular parallelpiped header is 
measured along the x-axis, and is the relatively shorter 
dimension of the rectangular upper surface of the header; 
and, the header’s length, which is its relatively longer 
dimension, is measured along the y-axis. 

This invention is particularly directed to relatively large 
systems for the micro?ltration of liquids, and capitalizes on 
the simplicity and effectiveness of a con?guration which 
dispenses with forming a module in which the ?bers are 
con?ned. As in the ’424 patent, the novel con?guration 
efficiently uses a cleansing gas, typically air, discharged near 
the base of a skein to produce bubbles in a speci?ed size 
range, and in an amount large enough to scrub the ?bers, and 
to cause the ?bers to scrub themselves against one another. 
Unlike in the ’424 system, the ?bers in a skein are vertical 
and do not present an arcuate con?guration above a hori 
zontal plane through the horizontal center-line of a header. 
As a result, the path of the rising bubbles is generally parallel 
to the ?bers and is not crossed by the ?bers of a vertical 
skein. Yet the bubbles scrub the ?bers. The restrictedly 
swayable ?bers, because of their de?ned length, do not get 
entangled, and do not abrade each other excessively, as is 
likely in the ’424 array. The de?ned length of the ?bers 
herein minimizes (i) shearing forces where the upper ?bers 
are held in the upper header, (ii) excessive rotation of the 
upper portion of the ?bers, as well as (iii) excessive abrasion 
between ?bers. The ?bers of this invention are con?ned so 
as to sway in a “zone of con?nement” (or “bubble zone”) 
through which bubbles rise along the outer surfaces of the 
?bers. The side-to-side displacement of an intermediate 
portion of each ?ber within the bubble zone is restricted by 
the ?ber’s length. The bubble zone, in turn, is determined by 
one or more columns of vertically rising gas bubbles, 
preferably of air, generated near the base of a skein. 
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Since there is no module in the conventional sense, the 
main physical considerations which affect the operation of a 
vertical skein in a reservoir of substrate relate to intrinsic 
considerations, namely, (a) the ?ber chosen, (b) the amount 
of air used, and (c) the substrate to be ?ltered. Such 
considerations include the permeability and rejection prop 
erties of the ?ber, the process How conditions of substrate 
such as pressure, rate of How across the ?bers, temperature, 
etc., the physical and chemical properties of the substrate 
and its components, the relative directions of How of the 
substrate (if it is ?owing) and permeate, the thoroughness of 
contact of the substrate With the outer surfaces of the ?bers, 
and still other parameters, each of Which has a direct effect 
on the e?iciency of the skein. The goal is to ?lter a sloW 
moving or captive substrate in a large container under 
ambient or elevated pressure, but preferably under essen 
tially ambient pressure, and to maximize the ef?ciency of a 
skein Which does so (?lters) practically and economically. 

In the skein of this invention, all ?bers in the plural roWs 
of ?bers, staggered or not, rise generally vertically While 
?xedly held near their opposed terminal portions in a pair of 
opposed, substantially identical headers to form the skein of 
substantially parallel, vertical ?bers. This skein typically 
includes a multiplicity of ?bers, the opposed ends of Which 
are potted in closely-spaced-apart profusion and bound by 
potting resin, assuring a ?uid-tight circumferential seal 
around each ?ber in the header and presenting a peripheral 
boundary around the outermost peripheries of the outermost 
?bers. The position of one ?ber relative to another in a skein 
is not critical, so long as all ?bers are substantially codirec 
tional through one face of each header, open ends of the 
?bers emerge from the opposed other face of each header, 
and substantially no terminal end portions of ?bers are in 
?ber-to-?ber contact. We found that the skein of ?bers, 
deployed to be restrictedly sWayable, Were as ruggedly 
durable as they Were reliable in operation. 
The ?bers are stated to be “restrictedly sWayable”, 

because the extent to Which they may sWay is determined by 
the free length of the ?bers relative to the ?xedly spaced 
apart headers, and the turbulence of the substrate. When a 
large number of ?bers is used in a skein, as is typically the 
case herein, the movement of a ?ber adjacent to others may 
be modulated by the movement of the others, but the 
movement of ?bers Within a skein is constricted. This 
system is therefore limited to the use of a skein of ?bers 
having a critically de?ned length relative to the vertical 
distance betWeen headers of the skein. The de?ned length 
limits the side-to-side movement of the ?bers in the sub 
strate in Which they are deployed, except near the headers 
Where there is negligible movement. 

In the prior art, a vertical skein of ?bers in a substrate is 
typically avoided due to expected problems relating to 
channelling of the feed. HoWever, because the ?bers are 
restrictedly sWayable in a “bubble Zone” as described 
herebeloW, the ?bers are substantially evenly contacted over 
their individual surfaces With substrate and provide ?ltration 
performance based on a maximiZed surface Which is sub 
stantially the sum of the surface areas of all ?bers in contact 
With the substrate. Moreover, because of the ease With Which 
the substrate coats the surfaces of the vertical ?bers in a 
skein, and the accessibility of those surfaces by air bubbles, 
the ?bers may be densely arranged in a header to provide a 
large membrane surface of up to 1000 m2 and more. 
One header of a skein is displaceable in any direction 

relative to the other, either longitudinally (x-axis) or trans 
versely (y-axis), only prior to the headers being vertically 
?xed in spaced apart parallel relationship Within a reservoir, 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
for example, by mounting one header above another, against 
a vertical Wall of the reservoir Which functions as a spacer 
mess. This is a also true prior to spacing one header above 
another With other spacer means such as bars, rods, struts, 
l-beams, channels, and the like, to assemble plural skeins 
into a “bank of skeins” (“bank” for brevity), in Which bank 
a roW of loWer headers is directly beneath a roW of upper 
headers. After assembly into a bank, a segment intermediate 
the potted ends of each individual ?ber is displaceable along 
either the x- or the y-axis, because the ?bers are loosely held 
in the skein. There is essentially no tension on each ?ber 
because the opposed faces of the headers are spaced apart at 
a distance less than the length of an individual ?ber. 

By operating at ambient pressure, mounting the headers 
of the skein Within a reservoir of substrate, and by alloWing 
the ?bers restricted movement Within the bubble Zone in a 
substrate, We minimize damage to the ?bers. Because, a 
header secures at least 10, preferably from 50 to 50,000 
?bers, each generally at least 0.5 m long, in a skein, it 
provides a high surface area for ?ltration of the substrate. 

The ?bers divide a reservoir into a “feed Zone” and a 
WithdraWal Zone referred to as a “permeate Zone”. The feed 
of substrate is introduced externally (referred to as “outside 
in” How) of the ?bers, and resolved into “permeate” and 
“concentrate” streams. The skein, or a bank of skeins of this 
invention is most preferably used for micro?ltration With 
“outside-in” ?oW. Typically a bank is used in a relatively 
large reservoir having a volume in excess of 10 L (liters), 
preferably in excess of 1000 L, such as a ?oWing stream, 
more typically a reservoir (pond or tank). Most typically, a 
bank or plural banks With collection means for the permeate, 
are mounted in a tank under atmospheric pressure, and 
permeate is WithdraWn from the bank. 
Where a bank or plural banks of skeins are placed Within 

a tank or bioreactor, and no liquid other than the permeate 
is removed the tank is referred to as a “dead end tank”. 
Alternatively, a bank or plural banks may be placed Within 
a bioreactor, permeate removed, and sludge disposed of; or, 
in a tank or clari?er used in conjunction With a bioreactor, 
permeate removed, and sludge disposed of. 

Operation of the system relies upon positioning at least 
one skein, preferably a bank, close to a source of sufficient 
air or gas to maintain a desirable ?ux, and, to enable 
permeate to be collected from at least one header. A desir 
able ?ux is obtained, and provides the appropriate trans 
membrane pressure differential of the ?bers under operating 
process conditions. “Transmembrane pressure differential” 
refers to the pressure difference across a membrane Wall, 
resulting from the process conditions under Which the mem 
brane is operating. 
The relationship of ?ux to permeability and transmem 

brane pressure differential is set forth by the equation: 

Wherein, J=?ux; k=permeability constant; 
AP=transmembrane pressure differential; and k=1/uRm 
Where p.=viscosity of Water, and Rm=membrane resistance. 
The transmembrane pressure differential is preferably 

generated With a conventional non-vacuum pump if the 
transmembrane pressure differential is sufficiently loW in the 
range from 0.7 kPa (0.1 psi) to 101 kPa (1 bar), provided the 
pump generates the requisite suction. The term “non 
vacuum pump” refers to a pump Which generates a net 
suction side pressure difference, or, net positive suction head 
(NPSH), adequate to provide the transmembrane pressure 
differential generated under the operating conditions. By 
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“vacuum pump” We refer to one capable of generating a 
suction of at least 75 cm of Hg. A pump Which generates 
minimal suction may be used if an adequate “liquid head” is 
provided betWeen the surface of the substrate and the point 
at Which permeate is WithdraWn; or, by using a pump, not a 
vacuum pump. A non-vacuum pump may be a centrifugal, 
rotary, cross?oW, ?oW-through, or other type. Moreover, as 
explained in greater detail beloW, once the permeate How is 
induced by a pump, the pump may not be necessary, the 
permeate continuing to How under a “siphoning effect”. 
Clearly, operating With ?bers subjected to a transmembrane 
pressure differential in the range up to 101 kPa (14.7 psi), a 
non-vacuum pump Will provide adequate service in a res 
ervoir Which is not pressurized; and, in the range from 101 
kPa to about 345 kPa (50 psi), by superatmospheric pressure 
generated by a high liquid head, or, by a pressurized 
reservoir. 

The ?bers are not required to be subjected to a narroWly 
critical transmembrane pressure differential though ?bers 
Which operate under a small transmembrane pressure dif 
ferential are preferred. A ?ber Which operates under a small 
transmembrane pressure differential in the range from about 
0.7 kPa (0.1 psi) to about 70 kPa (10 psi) may produce 
permeate under gravity alone, if appropriately positioned 
relative to the location Where the permeate is WithdraWn. In 
the range from 3.5 kPa (0.5 psi) to about 206 kPa (30 psi) 
a relatively high liquid head may be provided With a 
pressurized vessel. The longer the ?ber, Which greater the 
area and the more the permeate. 

In the speci?c instance Where a bank is used in combi 
nation With a source of cleansing gas such as air, both to 
scrub the ?bers and to oxygenate a mixed liquor substrate, 
most, if not all of the air required, is introduced either 
continuously or intermittently,. near the base of the ?bers 
near the loWer header. The perforations through Which the 
gas is discharged near the header are located close enough 
to the ?bers so as to provide columns of relatively large 
bubbles, preferably larger than about 1 mm in nominal 
diameter, Which codirectionally contact the ?bers and How 
vertically along their outer surfaces, scrubbing them. The 
outer periphery of the columns of bubbles de?ne the zone of 
con?nement in Which the scrubbing force exerted by the 
bubbles on the ?bers, keeps their surfaces suf?ciently free of 
attached microorganisms and deposits of inanimate particles 
to provide a relatively high and stable How of permeate over 
many Weeks, if not months of operation. The signi?cance of 
this improvement Will be better appreciated When it is 
realized that the surfaces of ?bers in conventional modules 
are cleaned nearly every day, and sometimes more often. 

Because this system, like the ’424 system, does aWay With 
using a shell, there is no void space Within a shell to be 
packed With ?bers; and, because of gas being introduced 
proximately to, and near the base of skein ?bers, there is no 
need to maintain a high substrate velocity across the surface 
of the ?bers to keep the surfaces of the ?bers clean. As a 
result, there is virtually no limit to the number of restrictedly 
sWayable ?bers Which may be used in a skein, the practical 
limit being set by (i) the ability to pot the ends of the ?bers 
reliably; (ii) the ability to provide suf?cient air to the 
surfaces of essentially all the ?bers, and (iii) the number of 
banks Which may be deployed in a tank, pond or lake, the 
number to be determined by the size of the body of Water, 
the rate at Which permeate is to be WithdraWn, and, the cost 
of doing so. 

Typically, a relatively large number of long ?bers, at least 
100, is used in a skein of restrictedly sWayable ?bers, the 
?bers operate under a relatively loW transmembrane pres 
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6 
sure differential, and permeate is WithdraWn With a nonva 
cuum pump. If the liquid head, measured at the vertical 
distance betWeen the level of substrate and the level from 
Which permeate is to be WithdraWn, is greater than the 
transmembrane pressure differential under Which the ?ber 
operates, the permeate Will be separated from the remaining 
substrate, due to gravity. 

Irrespective of Whether a non-vacuum pump, vacuum 
pump, or other type of pump is used, or permeate is 
WithdraWn With a siphoning effect, it is essential that the 
?bers in a skein be positioned in a generally vertical attitude, 
rising above the loWer header. As understanding of hoW a 
vertical skein operator Will make it apparent that, since ?bers 
in a skein are anchored at the base of the skein by the loWer 
header, the speci?c gravity of the ?bers relative to that of the 
substrate is immaterial and Will not affect their vertical 
disposition. 
The unique method of forming a header disclosed herein 

alloWs one to position a large number of ?bers, in closely 
spaced apart relationship, randomly relative to one another, 
or, in a chosen geometric pattern, Within each header of 
synthetic resinous material. It is preferred to position the 
?bers in arrays before they are potted to ensure that the ?bers 
are spaced apart from each other precisely, and, to avoid 
Wasting space on the face of a header; it is essential, for 
greatest reliability, that the ?bers not be contiguous. By 
sequentially potting the terminal portions of ?bers in stages 
as described herein, the ?bers may be cut to length in an 
array, either after, or prior to being potted. The use of a 
razor-sharp knife, or scissors, or other cutting means to do 
so, does not decrease the open cross-sectional area of the 
?bers’ bores (“lumens”). The solid resin forms a circumfer 
ential seal around the exterior terminal portions of each of 
the ?bers, open ends of Which protrude through the 
permeate-discharging face of each header, referred to as the 
“aft” face. 

Further, one does not have to cope With the geometry of 
a frame, the speci?c function of Which is to hold ?bers in a 
particular arrangement Within the frame. In a skein, the sole 
function of the header spacing means is to maintain a ?xed 
vertical distance betWeen headers Which are not otherWise 
spaced apart. In a skein of this invention, there is no frame. 
The skein of this invention is most preferably used to treat 

WasteWater in combination With a source of an oxygen 
containing gas Which is bubbled Within the substrate, near 
the base of a loWer header, either Within a skein or betWeen 
adjacent skeins in a bank, for the speci?c purpose of 
scrubbing the ?bers and oxygenating the mixed liquor in 
activated sludge, such as is generated in the bioremediation 
of WasteWater. It Was found that, as long as enough air is 
introduced near the base of each loWer header to keep the 
?bers aWash in bubbles, and the ?bers are restrictedly 
sWayable in the activated sludge, a build-up of groWth of 
microbes on the surfaces of the ?bers is inhibited While 
permeate is directly WithdraWn from activated sludge, and 
excellent How of permeate is maintained over a long period. 
Because essentially all surface portions of the ?bers are 
contacted by successive bubbles as they rise, Whether the air 
is supplied continuously or intermittently, the ?bers are said 
to be “aWash in bubbles.” 
The use of an array of ?bers in the direction treatment of 

activated sludge in a bioreactor, is described in an article 
titled “Direct Solid-Liquid Separation Using HolloW Fiber 
Membrane in an Activated Sludge Aeration Tank” by Kan 
zuo Yamamoto et al in Wat. Sci. Tech. Vol. 21, Brighton pp 
43*54, 1989, and discussed in the ’424 patent, the disclosure 
of Which is incorporated by reference thereto as if fully set 
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forth herein. The relatively poor performance obtained by 
Yamamoto et al Was mainly due to the fact that they did not 
realiZe the critical importance of maintaining ?ux by aerat 
ing a skein of ?bers from Within and beneath the skein. They 
did not realiZe the necessity of thoroughly scrubbing sub 
stantially the entire surfaces of the ?bers by ?oWing bubbles 
through the skein to keep the ?bers aWash in bubbles. This 
requirement becomes more pronounced as the number of 
?bers in the skein increases. 
As Will presently be evident, since most substrates are 

Contaminated With micron and submicron siZe particulate 
material, both organic and inorganic, the surfaces of the 
?bers in any practical membrane device must be maintained 
in a clean condition to obtain a desirable speci?c ?ux. To do 
this, the most preferred use of the skein as a membrane 
device is in a bank, in combination With a gas-distribution 
means, Which is typically used to distribute air, or oxygen 
enriched air betWeen the ?bers, from Within the skein, or 
betWeen adjacent skeins, at the bases thereof. 

Tests using the device of Yamamoto et al indicate that 
When the air is provided outside the skein the ?ux decreases 
much faster over a period of as little as 50 hr, con?rming the 
results obtained by them. This is evident in FIG. 1 described 
in greater detail beloW, in Which the graphs shoW results 
obtained by Yamamoto et al, and the ’424 array, as Well as 
those With the vertical skein, all three assemblies using 
essentially identical ?bers, under essentially identical con 
ditions. 

The investigation of Yamamoto et al With doWnWardly 
suspended ?bers Was continued and recent developments 
Were reported in an article titled “Organic Stabilization and 
Nitrogen Removal in Membrane Separation Bioreactor for 
Domestic WasteWater Treatment” by C. Chiemchaisri et al 
delivered in a talk to the Conference on Membrane Tech 
nology in WasteWater Management, in Cape ToWn, South 
Africa, Mar. 2*5, 1992, also discussed in the ’424 patent. 
The ?bers Were suspended doWnWardly and highly turbulent 
How of Water in alternate directions, Was essential. 

It is evident that the disclosure in either the Yamamoto et 
al or the Chiemchaisri et al reference indicated that the How 
of air across the surfaces of the suspended ?bers did little or 
nothing to inhibit the attachment of microorganisms from 
the substrate. 

SUMMARY OF THE INVENTION 

It has been discovered that bubbles of a ?ber-cleansing 
gas (“scrubbing gas”) ?oWing parallel to ?bers in a vertical 
skein are more effective than bubbles Which are intercepted 
by arcuate ?bers crossing the path of the rising bubbles. 
Bubbles of an oxygen-containing gas to promote groWth of 
microbes unexpectedly fails to build-up groWth of microbes 
on the surfaces of the ?bers because the surfaces are 
“vertically air-scrubbed”. Deposits of animate and/or inani 
mate particles upon the surfaces of ?bers are minimiZed 
When the restrictedly sWayable ?bers are kept aWash in 
codirectionally rising bubbles Which rise With suf?cient 
velocity to exert a physical scrubbing force (momentum 
provides the energy) to keep the ?bers substantially free of 
deleterious deposits. Thus, an unexpectedly high ?ux is 
maintained over a long period during Which permeate is 
produced by outside-in ?oW through the ?bers. 

It has also been discovered that permeate may be ef? 
dently WithdraWn from a substrate for a surprisingly long 
period, in a single stage, essentially continuous ?ltration 
process, by mounting a pair of headers in vertically spaced 
apart relationship, one above another, Within the substrate 
Which directly contacts a multiplicity of long vertical ?bers 
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8 
in a “gas-scrubbed assembly” comprising a skein and a 
gas-distribution means. The skein has a surface area Which 
is at least >1 m2, and opposed spaced-apart ends of the ?bers 
are secured in spaced-apart headers, so that the ?bers, When 
deployed in the substrate, acquire a generally vertical pro?le 
thereWithin and sWay Within the bubble Zone de?ned by at 
least one column of bubbles. The length of ?bers betWeen 
opposed surfaces of headers from Which they extend, is in a 
critical range from at least 0.1% (per cent) longer than the 
distance separating those opposed faces, but less than 5% 
longer. Usually the length of ?bers is less than 2% longer, 
and most typically, less than 1% longer, so that sWay of the 
?bers is con?ned Within a vertical Zone of movement, the 
periphery of Which Zone is de?ned by side-to-side move 
ment of outer ?bers in the skein; and, the majority of the 
?bers near the periphery move in a slightly larger Zone than 
one de?ned by the projected area of one header upon the 
other. Though the distance betWeen headers is ?xed during 
operation, the distance is preferably adjustable to provide an 
optimum length of ?bers, Within the aforesaid ranges, 
betWeen the headers. It has been found that for no knoWn 
reason, ?bers Which are more than 5% but less than 10% 
longer than the ?xed distance betWeen the opposed faces of 
the headers of a skein, tend to shear off at the face; and those 
10% longer tend to clump up in the bubble Zone. 
The terminal end portions of the ?bers are secured non 

contiguously in each header, that is, the surface of each ?ber 
is sealingly separated from that of another adjacent ?ber 
With cured potting resin. Preferably, for maximum utiliZa 
tion of space on a header, the ?bers are deliberately set in a 
geometrically regular pattern. Typically permeate is With 
draWn from the open ends of ?bers Which protrude from the 
permeate-discharging aft (upper) face of a header. The 
overall geometry of potted ?bers is determined by a ‘?ber 
setting form’ used to set individual ?bers in an array. The 
skein operates in a substrate held in a reservoir at a pressure 
in the range from 1 atm to an elevated pressure up to about 
10 atm in a pressurized vessel, Without being con?ned 
Within the shell of a module. 

It is therefore a general object of this invention to provide 
a novel, economical and surprisingly trouble-free membrane 
device, for providing an alternative to both, a conventional 
module having plural individual arrays thereWithin, and also 
to a frameless array of arcuate ?bers; the novel device 
includes, (i) a vertical skein of a multiplicity of restrictedly 
sWayable ?bers, together having a surface area in the range 
from 1 m2 to 1000 m2, preferably from 10 m2 to 100 m2, 
secured only in spaced-apart headers; and (ii) a gas 
scrubbing means Which produces at least one column of 
bubbles engul?ng the skein. A skein includes permeate pans 
disposed, preferably non-removably, Within a substrate held 
in a reservoir of arbitrary proportions, the reservoir typically 
having a volume in excess of 100 L (liters), generally in 
excess of 1000 L. A ?uid component is to be selectively 
removed from the substrate. 

It is a speci?c object of this invention to provide a 
membrane device having holloW ?bers for removing per 
meate from a substrate, comprising, a skein of a multiplicity 
of ?bers restrictedly sWayable in the substrate, the opposed 
terminal end portions of Which ?bers in spaced-apart 
relationship, are potted in a pair of headers, one upper and 
one loWer, each adapted to be mounted in vertically spaced 
apart generally parallel relationship, one above the other, 
Within the substrate; essentially all the ends of ?bers in both 
headers are open so as to pass permeate through the headers; 
the ?bers in a skein have a length in the range from at least 
0.1% greater, but less than 5% greater than the direct 
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distance between opposed faces of the upper and lower 
headers, so as to present the ?bers, When they are deployed, 
in an essentially vertical con?guration; permeate is collected 
in a collection means, such as a permeate pan; and, permeate 
is WithdraWn through a ducting means including one or more 
conduits and appropriate valves. 

It has also been discovered that skein ?bers are main 
tained su?iciently free from particulate deposits With sur 
prisingly little cleansing gas, so that the speci?c ?ux at 
equilibrium is maintained over a long period, typically from 
50 hr to 1500 hr, because the skein is immersed so as to 
present a generally vertical pro?le, and, the skein is main 
tained aWash in bubbles either continuously or intermittently 
generated by a gas-distribution means (“air-manifold”). The 
air-manifold is disposed adjacent the skein’s loWer header to 
generate a column of rising bubbles Within Which column 
the ?bers are aWash in bubbles. A bank of skeins is “gas 
scrubbed” With plural air-tubes disposed betWeen the loWer 
headers of adj acent skeins, most preferably, also adjacent the 
outermost array of the ?rst and last skeins, so that for “n” 
headers there are “n+1” air-manifolds. Each header is pref 
erably in the shape of a rectangular parallelpiped, the upper 
and loWer headers having the same transverse (y-axis) 
dimension, so that plural headers are longitudinally stack 
able (along the x-axis). Common longitudinally positioned 
linear air-tubes, or, individual, longitudinally spaced apart 
vertically rising air-tubes, service the bank, and one or more 
permeate tubes WithdraW permeate. 

It is therefore a general object of this invention to provide 
a gas-scrubbed assembly of ?bers for liquid ?ltration, the 
assembly comprising, (a) bank of gas-scrubbed skeins of 
?bers Which separate a desired permeate from a large body 
of multicomponent substrate having ?nely divided particu 
late matter in the range from 0.1 umi44 um dispersed 
therein, (b) each skein comprising at least 20 ?bers having 
upper and loWer terminal portions potted spaced-apart, in 
upper and loWer headers, respectively, the ?bers being 
restrictedly sWayable in a bubble Zone, and (c) a shaped 
gas-distribution means adapted to provide a profusion of 
vertically ascending bubbles near the loWer header, the 
length of the ?bers being from at least 0.1% but less than 5% 
greater than the distance betWeen the opposed faces of the 
headers. The gas-distribution means has through-passages 
therein through Which gas is ?oWed at a ?oW rate Which is 
proportional to the number of ?bers. The ?oW rate is 
generally in the range from 0.47*l4 cm3/sec per ?ber 
(0.001%).03 scfm/?ber) (standard ft3 per minute per ?ber), 
typically in the range from l.4*4.2 cm3/sec/?ber 
(0.003%).009 scfm/?ber). The surface area of the ?bers is 
not used to de?ne the amount of air used because the air 
travels substantially vertically along the length of each ?ber. 
The gas generates bubbles having an average diameter in the 
range from about 0.1 mm to about 25 mm, or even larger. 

It is a speci?c object of this invention to provide the 
aforesaid novel gas-scrubbed assembly comprising, a bank 
of vertical skeins and a shaped gas-distribution means for 
use With the bank, in a substrate in Which microorganisms 
groW, the assembly being used in combination With verti 
cally adjustable spacer means for mounting the headers in 
vertically spaced apart relationship, and in open ?uid com 
munication With collection means for collecting the perme 
ate; means for WithdraWing the permeate; and, su?icient air 
is ?oWed through the shaped gas-distribution means to 
generate enough bubbles ?oWing upWardly through the 
skein, betWeen and parallel to the ?bers so as to keep the 
surfaces of the ?bers substantially free from deposits of live 
microorganisms as Well as small inanimate particles Which 
may be present in the substrate. 
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10 
It has still further discovered that a system utiliZing a bank 

of vertical skeins of ?bers potted in headers vertically 
spaced-apart by spacer means, and deployed in a substrate 
containing particulate material, in combination With a proxi 
mately disposed gas-distribution means to minimize fouling 
of the membranes, may be operated to WithdraW permeate 
under gravity alone, so that the cost of any pump to 
WithdraW permeate is avoided, provided the net positive 
suction head corresponding to the vertical height betWeen 
the level of substrate, and the location of WithdraWal of 
permeate, provides the transmembrane pressure differential 
under Which the ?bers function in the skein. 

It is therefore a general object of this invention to provide 
the foregoing system in Which opposed terminal end por 
tions of skein ?bers are essentially free from ?ber-to-?ber 
contact after being potted in upper and loWer headers kept 
vertically spaced-apart With spacer means, the skein being 
uncon?ned in a shell of a module and deployed in the 
substrate Without the ?bers being supported during operation 
except by the spacer means Which support only the headers; 
the headers being mounted so that the ?bers present a 
generally vertical pro?le yet are restrictedly sWayable in a 
Zone of con?nement de?ned by rising bubbles; means for 
mounting each header in open ?uid communication With 
collection means for collecting permeate, and, means for 
WithdraWing the permeate; and, shaped gas-distribution 
means adapted to generate bubbles from micron-siZe to 25 
mm in nominal diameter, most preferably in the siZe range 
from 1 mm to 20 mm, the bubbles ?oWing upWardly through 
and parallel to the ?bers at a ?oW rate chosen from the range 
speci?ed hereabove; Whereby the ?bers are scrubbed With 
bubbles and resist the attachment of groWing microorgan 
isms and any other particulate matter to the surfaces of the 
?bers, so as to maintain a desirable speci?c ?ux during 
operation. 

Still further, a loW cost process has been discovered for 
treating a multicomponent substrate under pressure ranging 
from 1*10 atm in a pressuriZable vessel, particularly for 
example, an aqueous stream containing ?nely divided inor 
ganic matter such as silica, silicic acid, or, activated sludge, 
When the substrate is con?ned in a large tank or pond, by 
using a bank of vertical skeins each comprising restrictedly 
sWayable unsupported ?bers potted in headers in open ?uid 
communication With a means for WithdraWing permeate, in 
combination With a source of air Which generates bubbles 
near the loWer header. 

It is therefore a general object of this invention to provide 
a process for maintaining relatively clean ?ber surfaces in an 
array of a membrane device While separating a permeate 
from a substrate, the process comprising, submerging a 
skein of restrictedly sWayable substantially vertical ?bers 
Within the substrate so that upper and loWer headers of the 
skein are mounted one above the other With a multiplicity of 
?bers secured betWeen said headers, the ?bers having their 
opposed terminal portions in open ?uid communication With 
permeate collecting means in ?uid-tight connection With 
said headers; the ?bers operating under a transmembrane 
pressure differential in the range from about 0.7 kPa (0.1 psi) 
to about 345-kPa (50 psi), and a length from at least 0.1% 
to about 2% greater than the direct distance betWeen the 
opposed faces of upper and loWer headers, so as to present, 
When the ?bers are deployed, a generally vertical skein of 
?bers; 
maintaining an essentially constant ?ux substantially the 

same as the equilibrium ?ux initially obtained, indicating 
that the surfaces of the ?bers are substantially free from 
further build-up of deposits once the equilibrium ?ux is 
attained; 
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collecting the permeate; and, 
WithdraWing the permeate. 

It has still further been discovered that the foregoing 
process may be used in the operation of an anaerobic or 
aerobic biological reactor Which has been retro?tted With the 
membrane device of this invention. The anaerobic reactor is 
a closed vessel and the scrubbing gas is a molecular oxygen 
free gas, such as nitrogen. 

It is therefore a general object of this invention to provide 
an aerobic biological reactor retro?tted With at least one 
gas-scrubbed bank of vertical skeins, each skein made With 
from 500 to 5000 ?bers in the range from 1 m to 3 m long, 
in combination With a permeate collection means, and to 
provide a process for the reactor’s operation Without being 
encumbered by the numerous restrictions and limitations 
imposed by a secondary clari?cation system. 
A novel composite header is provided for a bundle of 

holloW ?ber membranes or “?bers”, the composite header 
comprising a molded, laminated body of arbitrary shape, 
having an upper lamina formed from a “?xing” (potting) 
material Which is laminated to a loWer lamina formed from 
a “fugitive” potting material. The terminal portions of the 
?bers are potted in the fugitive potting material When it is 
liquid, preferably forming a generally rectangular paral 
lelpiped in Which the open ends of the ?bers (until potted) 
are embedded and plugged, keeping the ?bers in closely 
spaced-apart substantially parallel relationship. The plugged 
ends of the ?bers fail to protrude through the loWer (aft) face 
of the loWer lamina, While the remaining lengths of the ?bers 
extend through the upper face of the loWer lamina. The 
upper lamina extends for a height along the length of the 
?bers sufficient to maintain the ?bers in the same spaced 
apart relationship relative to one and another as their spaced 
apart relationship in the loWer portion. If desired, the com 
posite header may include additional laminae, for example, 
a “cushioning” lamina overlying the ?xing lamina, to 
cushion, each ?ber around its embedded outer circumfer 
ence; and, a “gasketing” lamina to provide a suitable gas 
keting material against Which the permeate collection means 
may be mounted. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing and additional objects and advantages of 
the invention Will best be understood by reference to the 
folloWing detailed description, accompanied by schematic 
illustrations of preferred embodiments of the invention, in 
Which illustrations like reference numerals refer to like 
elements, and in Which: 

FIG. 1 is a graph in Which the variation of ?ux is plotted 
as a function of time, shoWing three curves for three runs 
made With three different arrays, in each case, using the 
same amount of air, the identical membranes and the same 
membrane surface area. The results obtained by Yamamoto 
et al are plotted as curve 2 (under conditions modi?ed to 
give them the bene?t of doubt as to the experimental 
procedure employed, as explained beloW); the ?ux obtained 
using the gas-scrubbed assembly of the ’424 patent is shoWn 
as curve 1; and the ?ux obtained using the gas-scrubbed 
assembly of this invention is shoWn as curve 3. 

FIG. 2 is a perspective exploded vieW schematically 
illustrating a membrane device comprising a skein of ?bers, 
unsupported during operation of the device, With the ends of 
the ?bers potted in a loWer header, along With a permeate 
collection pan, and a permeate WithdraWal conduit. By 
“unsupported” is meant ‘not supposed except for spacer 
means to space the headers’. 

FIG. 2A is an enlarged detail side elevational vieW of a 
side Wall of a collection pan shoWing the pro?le of a 
header-retaining step atop the periphery of the pan. 
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FIG. 2B is a bottom plan vieW of the header shoWing a 

random pattern of open ends protruding from the aft face of 
a header When ?bers are potted after they are stacked in roWs 
and glued together before being potted. 

FIG. 3 is a perspective vieW of a single array, schemati 
cally illustrated, of a roW of substantially coplanarly dis 
posed parallel ?bers secured near their opposed terminal 
ends betWeen spaced apart cards. Typically, multiple arrays 
are assembled before being sequentially potted. 

FIG. 4 illustrates a side elevational vieW of a stack of 
arrays near one end Where it is clamped together, shoWing 
that the individual ?bers (only the last ?ber of each linear 
array is visible, the remaining ?bers in the array being 
directly behind the last ?ber) of each array are separated by 
the thickness of a strip With adhesive on it, as the stack is 
held vertically in potting liquid. 

FIG. 5 is a perspective vieW schematically illustrating a 
skein With its integral ?nished header, its permeate collec 
tion pan, and tWin air-tubes feeding an integral air distribu 
tion manifold potted in the header along an outer edge of the 
skein ?bers. 

FIG. 6 is a side elevational vieW of an integral ?nished 
header shoWing details of a permeate pan submerged in 
substrate, the Walls of the header resting on the bottom of a 
reservoir, and multiple air-tubes feeding integral air distri 
bution manifolds potted in the header along each outer edge 
of the skein ?bers. 

FIG. 7A is a perspective vieW schematically illustrating 
an air-manifold from Which vertical air-tubes rise. 

FIG. 7B is a perspective vieW schematically illustrating a 
tubular air-manifold having a transverse perforated portion, 
positioned by opposed terminal portions. 

FIG. 8 is a perspective vieW of an integral ?nished header 
having plural skeins potted in a common header molded in 
an integral permeate collection means With air-tubes rising 
vertically through the header betWeen adjacent skeins, and 
along the outer peripheries of the outer skeins. 

FIG. 9 is a detail, not to scale, illustratively shoWing a gas 
distribution means discharging gas betWeen arrays in a 
header, and optionally along the sides of the loWer header. 

FIG. 10 is a perspective vieW schematically illustrating a 
pair of skeins in a bank in Which the upper headers are 
mounted by their ends on the vertical Wall of a tank. The 
skeins in combination With a gas-distribution means form a 
“gas-scrubbing assembly” deployed Within a substrate, With 
the ?bers suspended essentially vertically in the substrate. 
Positioning the gas-distribution means betWeen the loWer 
headers (and optionally, on the outside of skein ?bers) 
generate masses (or “columns”) of bubbles Which rise 
vertically, codirectionally With the ?bers, yet the bubbles 
scrub the outer surfaces of the ?bers. 

FIG. 11 is a perspective vieW of another embodiment of 
the scrubbing-assembly shoWing plural skeins (only a pair is 
shoWn) connected in a bank With gas-distribution means 
disposed betWeen successive skeins, and, optionally, With 
additional gas-distribution means fore and aft the ?rst and 
last skeins, respectively. 

FIG. 12 is an elevational vieW schematically illustrating a 
bank of skeins mounted against the Wall of a bioreactor, 
shoWing the convenience of having all piping connections 
outside the liquid. 

FIG. 13 is a plan vieW of the bioreactor shoWn in FIG. 12 
shoWing hoW multiple banks of skeins may be positioned 
around the circumference of the bioreactor to form a large 
permeate extraction Zone While a clari?cation Zone is 
formed in the central portion With the help of ba?les. 






































