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(57) ABSTRACT 

Remote ?le transfer applications often involve a situation 
Where a receiving computer (22) contains a reference ?le 
(48) that may be similar, or perhaps even identical to, a 
source ?le (46) to be transmitted by a sending computer 
(20). Disclosed is a ?le transfer method that identi?es and 
isolates the diiferences betWeen the tWo ?les, and transmits 
only those differences to the receiving computer. The 
method divides the data in the reference ?le into a plurality 
of blocks and associates each block of data With a key value. 
The key values are then sent to the sending computer in the 
form of an array. At the sending computer, a block of data 
at the source ?le is identi?ed, its key value computed, and 
the key value is then compared to the keys in the array. If a 
match is found, an indication of such is sent to the receiving 
computer. Otherwise, a byte of data from the data block is 
sent to the receiving computer, and a subsequent block of 
data is identi?ed and analyzed. The latter steps of the method 
are repeated until a representation of the source ?le is 
present at the receiving computer. 

39 Claims, 8 Drawing Sheets 
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REMOTE FILE TRANSFER METHOD AND 
APPARATUS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This is a continuation of application Ser. No. 08/182,969, 
?led Jan. 14, 1994 now US. Pat. No. 5,446,888. 

FIELD OF THE INVENTION 

The present invention relates to computer communica 
tions in general and, in particular, to a method and apparatus 
for decreasing the time required to update ?les located at a 
remote computer. 

BACKGROUND OF THE INVENTION 

In computer communications technology, the rate of data 
communication between a computer and other peripheral 
devices is very important. The ability to quickly and accu 
rately transfer data between two personal computers is of 
special interest in light of the increased use of portable 
computers. Often, data entered into a portable computer is 
ultimately transferred to a user’s home or o?ice personal 
computer. Computer specialists are continually searching for 
communication protocols that decrease the time required to 
transfer data without compromising the reliability of the data 
being transmitted. 
A conventional method for conveying data between 

computers, especially personal computers, involves the 
interconnection of a data bus in a sending computer with a 
data bus in a receiving computer. This may be done by 
coupling the serial, parallel, or similar communications ports 
of each computer through an interface link, such as a cable 
or across a data path using modems. In serial 
communication, data is transferred one bit at a time. Serial 
communications work well for transferring data over long 
distances, and particularly with modems that couple two 
computers using a telephone line. However, the time 
required to transfer data using serial communications can be 
signi?cant, especially for larger ?les. When communicating 
between two devices that are relatively close, parallel com 
munications are often used. Parallel communication is the 
simultaneous transfer of a number of bits of data in parallel, 
e.g., 8-bit, using a multi-bit data path. 

Computer software companies are continually investigat 
ing more e?icient methods of transferring data to reduce data 
transmission times. Two prevalent areas of concentration 
have been on increasing data transfer rates and on incorpo 
rating forms of data compression to reduce the amount of 
data being sent. Advances in data transfer rates have been 
accomplished by increasing the speed at which modems 
communicate in serial communication and by increasing the 
number of bits that can be transferred simultaneously in 
parallel communication. An example technology that incor 
porates the latter technique is described in US. Pat. No. 
5,261,060, titled “Eight-bit Parallel Communications 
Method and Apparatus,” and assigned to the assignee of the 
present invention. US. Pat. No. 5,261,060 is hereby incor 
porated by reference. Data compression schemes reduce the 
siZe of a ?le to be transmitted by various means of com 
pacting information. For example, one common compres 
sion technique, called key-word encoding, replaces words 
that occur frequently, e.g., the, with a 2-byte token repre 
sentation of each word. After the compressed data is 
received by a remote computer, the data is decompressed to 
create a representation of the original contents of the ?le. 
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2 
A more recent approach to decreasing the time required to 

transfer a ?le has recognized that a receiving computer will 
often have a ?le, i.e., a reference ?le, that is similar or 
perhaps even identical to a source ?le to be transmitted. For 
example, the source ?le may simply include text from the 
reference ?le with only a few words or sentences changed. 
Rather than sending an original or compressed representa 
tion of the entire source ?le, ?le transfer methods utilizing 
this approach identify the diiferences between the two ?les, 
and then transfer only the diiferences to thee receiving 
computer. Upon receipt, the difference information is used to 
update the reference ?le at the receiving computer, thereby 
reproducing a precise copy of the source ?le. The present 
invention is directed toward an improved method of iden 
tifying and transferring revisions between a source ?le and 
a reference ?le to create an accurate copy of the source ?le 

at a remote computer. 

SUMMARY OF THE INVENTION 

The invention is a ?le transfer method that identi?es and 
isolates the diiferences between a source ?le located at a 
sending computer and a reference ?le, located at a receiving 
computer, that may have data similar to the data comprising 
the source ?le. The computers are connected through a 
computer data interface. The method includes the steps of: 
(a) dividing the reference ?le into a plurality of data blocks 
and associating each data block with a key value represen 
tative of the data in each block; and (b) identifying blocks of 
data at the source ?le and using the key values to compare 
blocks of data from the reference ?le to blocks of data from 
the source ?le and, in instances where a match is found 
between a block of data from each ?le, sending an indication 
of the match to the receiving computer so that the block of 
data indicated by the match need not be transmitted to the 
receiving computer. 

In accordance with other aspects of the invention, the step 
of identifying blocks of data at the source ?le includes the 
step of computing a source key for each block of data which 
is then compared to the key values from the reference ?le. 

In accordance with still further aspects of the invention, 
an initial block of data is identi?ed from the source ?le and 
a source key is computed from the initial block. If a match 
for the initial block is not found, the method includes the 
steps of: (i) transmitting a byte of data from the initial block 
to the receiving computer; and (ii) identifying a subsequent 
block of data from the source ?le comprising the initial 
block of data, less the transmitted byte, and a byte of data 
from the source ?le. 

In accordance with other aspects of the invention, the 
method includes the step of transmitting the key values 
associated with data blocks in the reference ?le to the 
sending computer. Further, the key value for a block of data 
is computed by multiplying the bytes in the block by one or 
more multipliers, the value of the multiplier being dependent 
upon the position of a given byte in the block, and summing 
the results of the multiplication operations. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The foregoing aspects and many of the attendant advan 
tages of this invention will become more readily appreciated 
as the same becomes better understood by reference to the 
following detailed description, when taken in conjunction 
with the accompanying drawings, wherein: 

FIG. 1 is a block diagram of a communications network 
including a sending computer and a receiving computer, 
each running a ?le transfer program that may be used to 
update ?les in accordance with the invention; 
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FIG. 2 is a block diagram depicting the representation of 
a reference ?le, that may have similarities to a source ?le to 
be transmitted, using a number of keys, With each key being 
associated With and representative of a block of data in the 
reference ?le; 

FIG. 3 is a block diagram illustrating the selection of 
blocks of data at the source ?le on a sliding WindoW basis; 

FIG. 4 is a How diagram of an exemplary routine for 
implementing a ?le transfer program in accordance With the 
invention; 

FIG. 5 is a How diagram of a ?rst exemplary subroutine 
for determining key values for each block of data in the 
reference ?le; 

FIG. 6 is a How diagram of an exemplary routine in 
accordance With the invention for determining the differ 
ences in the source and reference ?les and transferring those 
differences to the receiving computer Where a destination 
?le is created; 

FIG. 7A illustrates a second exemplary method of deter 
mining key values for each block of data in the reference 
?le; 

FIG. 7B is a How diagram of a subroutine for implement 
ing the method determining key values shoWn in FIG. 7A; 
and 

FIG. 7C is a How diagram of a subroutine for determining 
the value of a key associated With a current block of data in 
the source ?le. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 

Remote ?le transfer applications often involve a situation 
Where a receiving computer already contains a ?le that is 
similar, or perhaps even identical to, a ?le to be transmitted. 
For example, the ?le to be transmitted may be a revision of 
a text ?le With only a feW Words or sentences changed. The 
invention is a ?le transfer method that identi?es and isolates 
the differences betWeen the tWo ?les, and transmits only 
those differences to the receiving computer. For similar ?les, 
the ?le transfer method can result in compression ratios far 
in excess of those achieved by traditional data compression 
methods. 

FIG. 1 illustrates a typical operating environment in 
Which the invention may be utiliZed. A sending computer 20 
is coupled to a receiving computer 22 through a communi 
cations link 24. The computers are of a type generally knoWn 
in the art, such as personal or laptop computers. The 
communications link may be any knoWn means for trans 
ferring data betWeen the tWo computers, such as the 
LAPLINK® series of ?le transfer tools manufactured and 
sold by Traveling Software, Inc., the assignee of the present 
invention. 

The sending computer 20 generally comprises a process 
ing unit 26, a memory 28, and a number of communications 
ports 30. The memory, including random access memory 
(RAM), read only memory (ROM), and external systems 
memory, is connected to the processing unit 26 by a data/ 
address bus 32. The communications ports are connected to 
the processing unit by a data bus 34. The communications 
ports 30 include parallel and serial ports, as Well as other 
input/output technologies including PCMCIA card 
technology, that alloW data to be sent and received by the 
sending computer. The receiving computer 22 is similar to 
the sending computer, and includes a processing unit 36, 
memory 38, communications ports 40, data/ address lines 42, 
and a data bus 44. Although for ease of description one 
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4 
computer is called the sending computer and the other is 
called the receiving computer, the computers are generally 
interchangeable. 

In order to accomplish data transfer, the sending and the 
receiving computers include computer program controls 
that, for example, are stored in RAM and executed by the 
processing units of each computer. In one embodiment of the 
invention, the sending and receiving computer controls are 
combined into a single ?le transfer program 45 that is 
resident at each computer. In this manner, each computer can 
operate as a sending or receiving computer. Because of the 
requirements of handshaking, copies of the ?le transfer 
program 45 located at each computer are preferably 
executed simultaneously. This alloWs for full-duplex 
transmission, i.e., simultaneous communications in each 
direction. The invention may also be utiliZed in half-duplex 
communications, although not as ef?ciently. 

For clarity in this discussion, throughout the Detailed 
Description it is assumed that a source ?le 46 located at the 
sending computer is to be sent to the receiving computer 22. 
Further, it is assumed that the receiving computer includes 
a reference ?le 48 that includes at least some similarities to 
the source ?le. Once a user indicates that a source ?le is to 

be transferred, a reference ?le that may have data that is 
similar to the source ?le is identi?ed by, for example, having 
a ?le name that is the same or similar to the source ?le. The 
invention described herein generally assumes that a refer 
ence ?le has been identi?ed. The basic steps implemented by 
the ?le transfer program are as follows: 

(1) identifying a reference ?le at the receiving computer 
that may have data similar to data comprising the source ?le; 

(2) dividing the data comprising the reference ?le into a 
plurality of data blocks having n-bytes per block and asso 
ciating each data block With a key value; 

(3) transmitting the key values from the receiving com 
puter to the sending computer; 

(4) identifying a current n-byte block of data from the 
source ?le and computing a value for a source key associated 
With the current block of data; 

(5) comparing the value of the source key With each of the 
key values from the reference ?le and, if a match is found, 
(i) transmitting an indication of the match to the receiving 
computer, and (ii) repeating step (4); and 

(6) if a match Was not found, transferring to the receiving 
computer a byte of data from the current block of data, 
adding an additional byte of data from the source ?le to the 
current block of data, re-computing the value of the source 
key, and repeating step (5). 

Generally, the loops created by steps (5) and (6) repeat 
until all of the data in the source ?le has been considered. At 
the receiving computer, a destination ?le is created from the 
match indications and the byte transmissions. The destina 
tion ?le Will be a duplicate of the source ?le upon comple 
tion of transmission. 

FIG. 2 illustrates pictorially step (2), Which includes 
dividing the data comprising the reference ?le into a plu 
rality ofdata blocks 50a, 50b, 50c . . . 50y, 502 and associating 
each data block With a key value 52a, 52b, 52c . . . 52y, 522. 
It is noted that the last block of data may include less than 
n-bytes, and thus is indicated as having x-bytes. Once the 
reference ?le is separated into the data blocks 50, the key 
value 52 of each block may be computed using a number of 
methods. In a ?rst exemplary embodiment, each key is 
computed by adding the value of each byte of data in the 
block to produce a total of all of the bytes in the block. By 
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Way of background, each 8-bit character in any given block 
is representative of an ASCII value that ranges from 0 to 
255, i.e., 28-1. ASCII is an acronym for the American 
Standard Code for Information Interchange, a coding 
scheme that assigns numeric values to letters, numbers, 
punctuation marks, and certain other characters. Through the 
standardiZation of values used for such characters, ASCII 
enables computers and computer programs to exchange 
information. Calculating the keys as described above Will 
produce a Whole number betWeen Zero and n2 that is 
representative of the data contained in any given block. 

Once the keys for each block of data in the reference ?le 
have been computed, the keys are sent as an array to the 
sending computer for comparison to the source ?le. 

FIG. 3 is a pictorial representation of steps (3)*(5). In step 
(3), a current n-byte block of data from the source ?le is 
identi?ed and a value for a source key associated With the 
current block of data is computed. Thus, in the ?rst com 
parison bytes Zero through (n-l) are identi?ed as the current 
block of data. Thereafter, the key value of the current block 
of data is computed using the same method that Was used to 
compute the keys in the reference ?le. The key value for the 
current block of data is labeled KEYl. 

In step (4), the value of KEYI is compared to each of the 
keys in the reference ?le to determine Whether a match has 
been found, thereby indicating that the current block of data 
is identical to a block of data in the reference ?le. If a match 
is found, an indication of such is sent to the receiving 
computer. Assuming a match has not been found, according 
to step (5) the ?rst byte in the current block (byte Zero) is 
sent to the receiving computer. A subsequent “current” block 
of data is then evaluated by subtracting the ?rst byte of data 
(byte Zero) from the current block, adding the next sequen 
tial byte of data (byte n) to the current block, and recom 
puting the key value for the subsequent current block. The 
key value for this block of data is labeled KEY2. Thus, 
KEY2 Will comprise the values of bytes 1 through n. The 
value of KEY2 is then compared to each of the keys in the 
key array for the reference ?le. 

Assuming a match is not made, the ?rst byte in the current 
block (byte 1) is sent to the receiving computer. A third key 
KEY3 representing the current block of data is then com 
puted by sliding the current block of data one byte to the 
right, such that KEY3 comprises the values of bytes 2 
through (n+1). This Will continue until either a match is 
found betWeen a key value computed from a data block in 
the source ?le and a key in the key array for the reference 
?le, or all of the data in the source ?le has been transmitted. 
Assuming a match is found, an indication of such is sent to 
the receiving computer, and a subsequent current block of 
data is computed from the source ?le. 

It is noted that in the case Where a match is not found, the 
additional time required to transfer a ?le, in comparison to 
traditional methods, is negligible despite the sliding WindoW 
and key computations. This is, in part, due to the fact that the 
processor can make computations much faster than data can 
be sent. Further, in a preferred embodiment, the receiving 
computer is con?gured to expect that bytes being received 
are data bytes and are not indicative of a match betWeen tWo 
data blocks. In the latter case, an additional “match 
indicator” byte is sent ahead of the byte(s) indicating that a 
match has occurred. Thus, the number of bytes being sent in 
the case of no matches Will generally be approximately the 
same as if the data Were simply transmitted Without any 
opportunity for match checks in accordance With the inven 
tion. 
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The foregoing is an overvieW of an exemplary embodi 

ment of the ?le transfer program 45. Exemplary routines for 
implementing the ?le transfer program is softWare are set 
forth in FIGS. 446 and accompanying text. In that regard, 
FIG. 4 is a How diagram of a routine for computing a key 
array from the contents of the reference ?le. The siZe of each 
block of data is set at block 100. In one embodiment, each 
block contains 256 bytes. At block 102, the variable nBlock, 
representing the current block of data being considered by 
the routine, is set to Zero. The value of the key for the current 
block of data is computed at block 104. A suitable routine for 
computing the key value is illustrated in FIG. 5. At block 
106, the array BlockKey[nBlock] is set equal to the value of 
the key computed for the current block. The variable nBlock 
is then incremented at block 108. A test is made at block 110 
to determine Whether the end of the reference ?le has been 
reached. If the end of the ?le has not been reached, the 
routine loops back to block 104. If the end of the ?le has 
been reached, the BlockKey array is sent to the sending 
computer at block 112 and the routine terminates. 

FIG. 5 is a How diagram of a ?rst exemplary subroutine 
suitable for use in FIG. 4 (block 104) for computing the 
value of the key associated With a given block of data. The 
subroutine Will be called for each data block in the reference 
?le. At block 120, the variable “n,” Which is representative 
of the byte count, is set equal to Zero. At block 122, the 
variable “key” is also set equal to Zero. Abyte of data is then 
read from the reference ?le at block 124. Variable n is 
incremented at block 126. At block 128, the key is set equal 
to its previous value plus the value of the current byte of data 
that Was read at block 124. 

A test is made at block 130 to determine Whether the end 
of the reference ?le has been reached. If the end of the 
reference ?le has not been reached, a test is made at block 
132 to determine Whether a full block of data has been 
considered, i.e., Whether n is equal to the block siZe. If n is 
not equal to the block siZe, the subroutine loops back to 
block 124. If n is equal to the block siZe, or if it Was 
determined at block 130 that the end of the ?le Was reached, 
the subroutine terminates, and control returns to the routine 
of FIG. 4. 

FIG. 6 is a How diagram of a routine for comparing keys 
associated With n-byte blocks of data from the source ?le 
With the keys computed from the reference ?le and con 
tained in the BlockKey array. At block 150, the variable 
“current key” is set equal to Zero. A test is made at block 152 
to determine Whether there is at least n-bytes of data in the 
source ?le that have yet to be compared. If there are at least 
n-bytes of data not yet compared, at block 154 an n-byte 
block of data is read from the source ?le. At block 156, the 
value of the current key, representing the current block of 
data, is computed using the same computation methods that 
Were used in FIG. 5, i.e., by adding the Weighted value of 
each byte in the current block of data. The key values in the 
BlockKey array are then searched at block 158 to determine 
Whether any of the keys in the BlockKey array match the 
current key. The test for Whether a match is found is 
performed at block 160. 

If a match Was found at block 160, a message is sent at 
block 162 to the receiving computer to emit the matching 
block to the destination ?le. The routine then loops to block 
154. If a match Was not found, at block 164 a ?rst byte of 
data in the current block is sent to the receiving computer. 
At block 166, the byte of data that Was sent to the receiving 
computer is removed from the current block of data. A test 
is then made at block 168 to determine Whether there is any 
data remaining in the source ?le that has not been consid 
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ered. If there is data remaining in the source ?le, a neW byte 
of data is read from the source ?le at block 170 and added 
to the current block of data at block 172. The routine then 
loops to block 156 Where the key for the current block of 
data is computed. 

Those skilled in the art Will appreciate that, in computing 
the current key in block 156 after looping from block 172, 
it is more ef?cient to obtain the value of the key for the 
current block by subtracting from the previously-computed 
current key the value of the byte that Was removed from the 
current block (in block 166) and then adding the value of the 
byte that Was added to the current block (in block 172), 
rather than performing the key calculation by adding every 
character in the current block. 

If all of the data remaining in the source ?le has been 
considered, or if there Were less than n-bytes of data 
remaining in the source ?le as determined in the test at block 
152, the data remaining in the source ?le is sent to the 
receiving computer at block 174. At the receiving computer, 
the transmitted data is added to the destination ?le and the 
?le transfer is complete. In an alternative embodiment, 
instead of simply sending the data remaining as indicated in 
block 174, a test is made to determine if the key value of the 
data remaining matches the key value of the last block of 
data in the reference ?le. If a match is present, an indication 
of the match is sent to the receiving computer, and the data 
itself need not be transmitted. Otherwise, the actual data is 
transmitted. This Will result in a further optimiZation of the 
transfer in situations Where the end of the reference ?le 
contains the same data as the end of the source ?le. 

Once all of the data in the source ?le has been added to 
the destination ?le, i.e., through blocks 162, 164 and 174, the 
destination ?le Will in most circumstances be an exact copy 
of the source ?le. HoWever, it is preferable that a check be 
made to ensure that the destination ?le is indeed a precise 
duplicate of the source ?le. In block 176, the integrity of the 
destination ?le is checked using means knoWn to those 
skilled in the art. One method of checking the ?le integrity 
is a cyclic redundancy-check (CRC), such as that set forth in 
M. Nelson, The Data Compression Book, 4464148 (M&T 
Books 1991), Which is hereby incorporated by reference. If 
the integrity of the destination ?le Was compromised, the 
data from the source ?le is retransmitted to the destination 
?le using conventional transmission methods. This is indi 
cated at block 178. If the integrity of the destination ?le 
tested positive, or upon transmitting the source ?le, the 
routine terminates. 

One circumstance Where the destination ?le may not be an 
accurate copy of the source ?le is Where tWo or more 
different blocks of data yield the same key value. If it is 
assumed that each block of data is 256 bytes, under the key 
computation method described in FIG. 5, the range of 
possible key values is 0 to 65,280, the latter value occurring 
only if each byte in the block has a numerical value of 255. 
The odds of having duplicate keys are signi?cantly 
decreased if: (1) the range of possible key values is relatively 
large, and/or (2) the likelihood that key computations Will 
fall Within a broader portion of the range is increased. In 
light of the above, it Will be appreciated that the accuracy of 
the data ?le transfer method for transmitting data in accor 
dance With the invention Will Work most effectively if the 
possibility of having tWo different blocks of data having the 
same key value is extremely remote. 

Another desirable feature of an advantageous key com 
putation method is if the current key values for blocks of 
source data that are derived on a sliding WindoW basis can 
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8 
be quickly established. One Way of accomplishing this is to 
have a key computation method that alloWs the current key 
to be updated by subtracting the key value associated With 
the byte of data to be subtracted from the current block of 
data (block 166) and adding the key value associated With 
the byte of data to be added to the current block (block 172). 
While the key computation method described in FIG. 5 has 
this desirable feature, it may not Work Well for larger ?les 
because of its limited range of possible key values and the 
distribution of values Within this range. 

FIGS. 7A-7C illustrate a second exemplary embodiment 
for calculating keys in accordance With the invention in 
Which the range of possible key values is extended beyond 
the summing scheme of FIG. 5, thereby decreasing the 
likelihood that any key value Will be representative of more 
than a single block of data. Further, the calculation method 
alloWs the current key to be updated very quickly, as 
described in FIG. 7C and accompanying text. The examples 
of FIGS. 7A-7C illustrate a 32-bit key, but it Will be 
appreciated that other key siZes may be implemented. 

With reference to FIG. 7A, the 32-bit key is divided into 
a loWer 24-bit segment and an upper 8-bit segment. The 
24-bit segment is computed using the folloWing equation: 

where C,- is the character in the ith position of a current block 
and n is the number of bytes in each block. The upper 8-bits 
of the 32-bit key are calculated by performing an exclusive 
OR operation (XOR) on each of the characters, as shoWn by 
the equation: 

01 XOR c2 XOR c3 . . . c",l XOR c" (2) 

Once the loWer and upper key values are calculated, the 
bits are concatenated to form each 32-bit key. 

FIG. 7B illustrates a suitable subroutine for implementing 
the key calculations illustrated in FIG. 7A. The subroutine is 
called by the routine of FIG. 4 in lieu of calling the 
subroutine of FIG. 5. At block 200, the variable “n,” Which 
is indicative of the byte count for any given block, is set 
equal to Zero. At block 202, the loWer and upper portions of 
the key, i.e., key.24 and key.8, are set equal to Zero. The 
variable “sum” is set equal to Zero at block 204. At block 
206, a byte of data is read from the reference ?le. 
At block 208, the value of the current byte is added to the 

variable sum. The key.24 variable is then increased by the 
value of sum at block 210. It Will be appreciated that blocks 
208 and 210 are alternate methods of computing equation 
(1) Without requiring multiplication operations. At block 
212, the variable key.8 is set equal to the previous value of 
key.8 XOR the current byte. 
A test is made at block 214 to determine if the end of the 

reference ?le has been reached. If the end of the reference 
?le has not been reached, a test is made at block 216 to 
determine Whether n is equal to the block siZe. If n is not 
equal to the block siZe, the routine loops to block 206. If n 
is equal to the block siZe, or if the end of the ?le has been 
reached, the variable “key” is set by concatenating the loWer 
24-bit (key.24) value computed at block 210 With the upper 
8-bit (key.8) value computed at block 212. The subroutine 
then terminates, and the program returns to block 106 of 
FIG. 4. 

FIG. 7C illustrates a suitable subroutine that may be 
called from block 156 of FIG. 6 to compute the value of the 
current key for a current block of data. The subroutine 
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illustrates the optimization of key calculations for those 
blocks of source data that are identi?ed on a sliding WindoW 

basis, and thus have key values similar to a key that has 
already been computed. A test is made at block 220 to 
determine if the current block Was identi?ed on a sliding 

WindoW basis, or in other Words, if the subroutine Was called 
because a match With the previous block Was not found. If 
the current block of data Was not identi?ed on this basis, the 
subroutine of FIG. 7B to compute the value of the current 
key. This occurs at the ?rst block of data in the source ?le 
or after a match Was found. 

If the current block of data Was identi?ed on the basis of 
a previous, unmatched block of data, the ?rst byte from the 
previous block (termed the removed byte from the operation 
of block 166) is subtracted from sum at block 224. At block 
226, the key.24 is set equal to its previous value less the 
product of the block siZe times the value of the removed 
byte. At block 228, the neW byte (added to the current block 
in block 172) is added to sum. The key.24 variable is then 
increased by the value of sum at block 230. 

At block 232, the variable key.8 is set equal to the 
previous value of key.8 XOR the removed byte. An exclu 
sive OR operation is then performed betWeen key.8 the neW 
byte. At block 236 the variable “key” is set by concatenating 
the loWer 24-bit (key.24) value computed at block 230 With 
the upper 8-bit (key.8) value computed at block 234. The 
subroutine then terminates, and control returns to block 158 
of FIG. 6. As can be seen, the subroutine of FIG. 7C alloWs 
key values to be quickly computed, thus allowing faster 
operation of the ?le transfer program When looking for 
matches betWeen blocks from the source ?le and blocks 
from the reference ?le. 

As Will be appreciated by those skilled in the art, a large 
number of different key computation methods may be used 
in accordance With the invention. Thus, the invention is not 
to be limited by exemplary key calculations illustrated 
herein. Any key computation that is not unnecessarily time 
consuming computationally and that provides a relatively 
Wide range of results may be bene?cial. Moreover, the type 
of key computation used in any particular embodiment may 
depend upon the block siZe to achieve optimal results. 
Another key computation that may be used is to multiply 
each character in a block by its position in the block, and 
summing the results of the multiplication operations. 
Another key computation that may be implemented is the 
CRC ?le integrity check discussed above. Although this 
method is extremely accurate, it may be too sloW for many 
applications. 

With reference again to FIG. 6, it is noted that further 
optimiZation may be achieved When searching the BlockKey 
array (block 158) by utiliZing a binary search. A binary 
search is a type of search in Which an item that may be 
present Within an ordered list is found by repeatedly dividing 
the ordered list into tWo equal parts and searching the half 
that may contain the item. Because a binary search requires 
the searching list to be in a knoWn sequence, e.g., ascending 
order, the BlockKey array Would need to be arranged 
accordingly in order for the search to be effective. A suitable 
standard binary search is set forth in H. Schildt, The Com 
plete C Reference, 487488 (Osborn McGraW-Hill 1987), 
Which is hereby incorporated by reference. 

While the preferred embodiment of the invention has been 
illustrated and described, it Will be appreciated that various 
changes can be made therein Without departing from the 
spirit and scope of the invention. 

10 
The embodiments of the invention in Which an exclusive 

property or privilege is claimed are de?ned as folloWs: 
1. Amethod of transmitting data from a source ?le located 

at a sending computer to a receiving computer, the comput 
5 ers being connected through a computer data interface, the 

method comprising the steps of: 
(a) dividing a reference ?le located at the receiving 

computer into a plurality of data blocks, each data 
block having a length of n bytes, and associating each 
data block With a reference key value determined in 
accordance With a key de?ning method by the data in 
that block; 

(b) transmitting the reference key values to the sending 
computer; 

(c) identifying blocks of data of length n bytes from the 
source ?le, determining source key values in accor 
dance With the key de?ning method, and using the 
source and reference key values to compare blocks of 
data from the reference ?le to blocks of data from the 
source ?le and, in instances Where a match is found 
betWeen a block of data from each ?le, sending an 
indication of the match to the receiving computer so 
that the block of data indicated by the match need not 
be transmitted to the receiving computer. 

2. The method of claim 1 Wherein an initial block of data 
is identi?ed from the source ?le, a source key is determined 
from the initial block, and if a match for the initial block is 
not found; 

the method further including the step of transmitting a 
subset of the initial block to the receiving computer, the 

20 

30 subset including less than all of the information in the 
initial block; and 

identifying blocks of data of length n bytes from the 
source ?le includes identifying from the source ?le a 

35 subsequent block of data of length n bytes comprising 
the initial block of data, less the transmitted subset, and 
additional data from the source ?le. 

3. The method of claim 1 Wherein at least a portion of the 
key value for a block of data is computed by adding the 
value of each byte of data in the block to produce a total of 
all of the bytes in the block. 

4. The method of claim 1 Wherein at least a portion of the 
key value for a block of data is computed by multiplying the 
bytes in the block by one or more multipliers, the value of 
the multiplier being dependent upon the position of a given 
byte in the block, and summing the results of the multipli 
cation operations. 

5. Amethod of transmitting data from a source ?le located 
at a sending computer to a destination ?le located at a 
receiving computer, the computers being connected through 
a computer data interface, the method comprising the steps 
of: 

(a) identifying a reference ?le at the receiving computer 
that may have data identical to some of the data 
comprising the source ?le; 

(b) dividing the data comprising the reference ?le into a 
plurality of data blocks having n-bytes per block and 
associating each data block With a reference key value 
determined by a key de?ning method; 

(c) identifying an n-byte block of data from the source ?le 
and computing using the key de?ning method a current 
value for a source key associated With the identi?ed 
block of data; 

(d) comparing the current value of the source key With 
each of the reference key values and, if a match is 
found, (i) transferring an indication of such to the 
receiving computer, and (ii) repeating step (c); and 

55 
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(e) if a match Was not found in step (d), transferring to the 
receiving computer a subset including less than all the 
data in the n-byte block of data, removing the subset 
from the n-byte block of data, adding additional data 
from the source ?le to the n-byte block of data, 
re-computing using the key de?ning method a current 
value of the source key, and repeating step (d). 

6. The method of claim 5, Wherein steps (c) and (d) are 
repeated only until all of the data in the source ?le has been 
considered. 

7. The method of claim 5 Wherein recomputing a current 
value of the source key of step (e) includes deriving at least 
a part of the current value of the source key from at least a 
part of the previous source key by removing the contribution 
to the part of the source key from the transmitted subset and 
integrating into the part of the source key a contribution 
from the additional data. 

8. The method of claim 1 Wherein each byte of data in the 
reference ?le is used in the determination of not more than 
one reference key, and in Which at least some of the bytes of 
data in the source ?le are used in the determination of 
multiple source keys. 

9. The method of claim 2 in Which the source key and the 
reference key include multiple bits and in Which some of the 
bits are determined by a summing operation and some of the 
bits are determined by a logical operation. 

10. The method of claim 9 in Which the summing opera 
tion includes multiplying by constant coef?cients the values 
represented by bytes of the blocks of source data and in 
Which the logical operation comprises an exclusive OR 
operation. 

11. The method of claim 2 Wherein the key de?ning 
method for the blocks of data includes the folloWing calcu 
lation: 

Where C” is the character in the nth position of the block of 
data. 

12. The method of claim 11 Wherein the key de?ning 
method includes the folloWing logical operation: 

01 XOR c2 XOR c3 . . . c",l XOR c". 

13. Amethod of changing data at a receiving unit until the 
data at the receiving unit is identical to data at a source unit, 
comprising: 

(a) determining multiple reference keys corresponding to 
groups of data stored at the receiving unit; 

(b) transmitting the multiple reference keys to the source 
unit; 

(c) determining a source key corresponding to a group of 
source data in the source unit; 

(d) comparing the source key With the multiple reference 
keys; 

(e) transmitting data from the source unit to the receiving 
unit if the source key does not match any of the 
reference keys; 

(f) transmitting a control signal from the source unit to the 
receiving unit if the source key matches a reference 
key, the control signal causing the receiving unit to use 
data at the receiving unit corresponding to the matched 
reference key; and 

(g) repeating steps (c), (d), (e), and (f) for additional 
groups of source data in the source unit until the data 
at the receiving unit is identical to the data at the source 
unit. 
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12 
14. The method of claim 13 Wherein the data transmitted 

is a subset of the group of source data associated With the 
matching source key[, the subset including less than all of 
the information in the initial block]. 

15. The method of claim 13 Wherein each byte of data in 
the [reference ?le] receiving unit is used in the determination 
of not more than one reference key, and in Which at least 
some [of the] bytes of the data in the source [?le] unit are 
used in the determination of multiple source keys. 

16. An apparatus for changing data at a receiving unit 
until the data at the receiving unit is identical to data at a 
source unit, comprising: 
means for determining an array of reference keys corre 

sponding to groups of data stored at the receiving unit; 
data transfer means for transmitting the multiple reference 

keys to the source unit; 
means for determining source keys corresponding to 

groups of source data in the source unit; 

means for comparing the source keys With the multiple 
reference keys; 

means for transmitting data from the source unit to the 
receiving unit When a source key does not match any of 
the reference keys; and 

means for transmitting a control signal from the source 
unit to the receiving unit When a source key matches a 
reference key, the control signal causing the receiving 
unit to use a group of data at the receiving unit 
corresponding to the matched reference key. 

17. The apparatus of claim 16 Wherein the means for 
determining source keys determines a neW source key after 
the means for comparing source keys has compared the 
previously determined source key, and Wherein the means 
for determining source keys determines the neW source key 
from a group of source data, the composition of [the] Which 
is determined by Whether the previously compared source 
key matched a reference key. 

18. A method of creating at a receiving computer a 
duplicate ?le that is identical to a source ?le at a sending 
computer, the duplicate ?le being formed in part from data 
in a reference ?le located at the [remote] receiving computer 
and in part from data in the source ?le transmitted from the 
sending computer, the computers being connected through a 
computer data interface, the method comprising the steps of: 

(a) dividing the reference ?le located at the receiving 
computer into a plurality of data blocks of uniform 
length and associating With each data block a reference 
key value determined by the data in that block in 
accordance With a key de?ning method; and 

(b) identifying blocks of data of the uniform length from 
the source ?le, determining source key values in accor 
dance With the key de?ning method, and comparing the 
source and reference key values to determine Whether 
blocks of data from the reference ?le match blocks of 
data from the source ?le and, in instances Where a 
match is found betWeen a block of data from each ?le, 
sending an indication to the receiving computer to copy 
the block of data from the reference ?le into the 
duplicate ?le so that the block of data indicated by the 
match need not be transmitted to the receiving 
computer, Wherein the blocks of data from the source 
?le are sequentially identi?ed and each source block of 
data includes some of the data from the preceding 
source block of data if the preceding source block of 
data did not match a reference block of data. 

19. The method of claim 18 in Which the uniform length 
of the data blocks is at least 256 bytes. 
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20. The method of claim 18 in Which the key de?ning 
method de?nes keys that are at least 32 bits in length. 

21. A method of creating at a receiving computer a 
duplicate ?le that is identical to a source ?le at a sending 
computer, the duplicate ?le being formed in part from data 
in a reference ?le located at the [remote] receiving computer 
and in part from data in the source ?le transmitted from the 
sending computer, the computers being connected through a 
computer data interface, the method comprising the steps of: 

(a) dividing the reference ?le located at the receiving 
computer into a plurality of data blocks of uniform 
length and associating each data block With a reference 
key value determined by the data in that block in 
accordance With a key de?ning method; 

(b) identifying blocks of data of the uniform length from 
the source ?le, determining source key values in accor 
dance With the key de?ning method, and using the 
source and reference key values to compare blocks of 
data from the reference ?le With blocks of data from the 
source ?le; 

(c) in instances Where a match is found betWeen a block 
of data from each ?le, sending an indication of the 
match to the receiving computer to copy the block of 
data from the reference ?le to the duplicate ?le so that 
the block of data indicated by the match need not be 
transmitted to the receiving computer; and 

(d) in instances Where a match is not found betWeen a 
block of data from each ?le, transmitting [less] fewer 
bytes than the number of bytes in the uniform length 
from the source ?le to the receiving computer and 
adding transmitted bytes to the duplicate ?le. 

22. A method of creating at a receiving computer a 
duplicate ?le that is identical to a source ?le at a sending 
computer, the duplicate ?le being formed in part from data 
in a reference ?le located at the [remote] receiving computer 
and in part from data in the source ?le transmitted from the 
sending computer, the computers being connected through a 
computer data interface, the method comprising the steps of: 

(a) dividing the reference ?le located at the receiving 
computer into a plurality of data blocks, each data 
block having a length of n bytes, and associating each 
data block With a reference key value determined by the 
data in that block in accordance With a key de?ning 
method; 

(b) identifying blocks of data of length n bytes from the 
source ?le, determining source key values in accor 
dance With the key de?ning method, and using the 
source and reference key values to compare blocks of 
data from the source ?le With blocks of data from the 
reference ?le to ?nd a match; 

(c) in instances Where a match is found betWeen a block 
of data from each ?le, sending an indication of the 
match to the receiving computer to copy the block of 
data from the reference ?le to the duplicate ?le so that 
the block of data indicated by the match need not be 
transmitted from the [source] sending computer to the 
receiving computer; and 

(d) in instances Where a match is not found: 
(i) transmitting a subset of [the] an initial block to the 

receiving computer and adding the subset to the 
duplicate ?le; 

(ii) identifying from the source ?le a subsequent block 
of data of length n bytes comprising the initial block 
of data, less the transmitted subset, and additional 
data from the source ?le; and 

(iii) determining for the subsequent block of data a 
source key, the source key being derived from the 
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14 
source key determined from the initial block of data 
by removing the contribution from the transmitted 
subset and incorporating a contribution from the 
additional data. 

23. The method of claim 13 Wherein if the preceding 
source key did not match a reference key, the subsequent 
source key is determined from a group of source data that 
includes some but not all of the data in the preceding group 
of source data and also includes data not included in the 
preceding group of source data and, if the preceding source 
key did match a reference key, the source key corresponds 
to a block of source data that directly folloWs the data used 
to determine the previous source key. 

24. Amethod of changing data at a receiving unit until the 
data at the receiving unit is identical to data at a source unit, 
comprising: 

(a) determining using a key de?ning method multiple 
reference keys corresponding to data groups of length 
n bytes stored at the receiving unit; 

(b) transmitting the multiple reference keys to the source 
unit; 

(c) determining using the key determining method a 
source key corresponding to a group of source data of 
length n bytes in the source unit; 

(d) comparing the source key With the multiple reference 
keys; 

(e) transmitting data from the source unit to the receiving 
unit if the source key does not match any of the 
reference keys; 

(f) transmitting a control signal from the source unit to the 
receiving unit if the source key matches a reference 
key, the control signal causing the receiving unit to use 
data at the receiving unit corresponding to the matched 
reference key; and 

(g) repeating steps (c), (d), (e), and (f) for additional 
groups of source data in the source unit until the data 
at the receiving unit is identical to the data at the source 

unit, 
Wherein the groups of source data comprise, if the pre 

ceding source key did not match a reference key, n-l 
bytes from the ?rst group of data and one additional 
byte of data, and if the preceding source key did match 
a reference key, n bytes of data different from the n 
bytes of the preceding source group of data. 

25. An apparatus for changing data at a receiving unit so 
that the data at the receiving unit is identical to data at a 
source unit, comprising: 
means for determining using a key de?ning method an 

array of reference keys having lengths [of] correspond 
ing to data groups having a uniform length of at 256 
bytes and stored at the receiving unit; 

data transfer means for transmitting the multiple reference 
keys to the source unit; 

means for determining using the key de?ning method 
source keys corresponding to groups of source data of 
the uniform length in the source unit; 

means for comparing the source keys With the multiple 
reference keys; 

means for transmitting, When a source key does not match 
any of the reference keys, less than all the data that is 
included in the group of source data used to determine 
the source key; and 

means for transmitting a control signal from the source 
unit to the receiving unit When a source key matches a 
reference key, the control signal causing the receiving 
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unit to use a group of data at the receiving unit 
corresponding to the matched reference key. 

26. A method of creating at a receiving computer a 
duplicate ?le that is identical to a source ?le at a sending 
computer, the duplicate ?le being formed in part from data 
in a reference ?le located at the receiving computer and in 
part from data in the source ?le transmitted from the sending 
computer, the computers being connected through a com 
puter data interface, the method comprising the steps of: 

(a) identifying a reference ?le at the receiving computer 
that may have data identical to the data comprising the 
source ?le; 

(b) dividing the data comprising the reference ?le into a 
plurality of data blocks having n-bytes per block and 
associating each data block With a reference key value 
determined by a key de?ning method; 

(c) transmitting the reference key values from the receiv 
ing computer to the sending computer; 

(d) identifying an n-byte block of data from the source ?le 
and computing using the key de?ning method a current 
value for a source key associated With the identi?ed 
block of data; 

(e) comparing the current value of the source key With 
each of the reference key values and, if a match is 
found, (i) transmitting an indication of such to the 
receiving computer, Which adds the matching data from 
the reference ?le to the duplicate ?le, and (ii) repeating 
step (d); and 

(f) if a match Was not found in step (e), transferring to the 
receiving computer a subset of the n-byte block of data 
to be added to the duplicate ?le and repeating step 

27. The method of claim 26 in Which, if a match Was not 
found in step (d), a neW block of data in the source ?le is 
de?ned by removing the transmitted subset from the previ 
ous n-byte block of data, adding additional data from the 
source ?le to the neW n-byte block of data, re-computing 
using the key de?ning method a current value of the source 
key, and repeating step (e). 

28. The method of claim 26 in Which, if a match is found 
in step (d), a neW block of data in the source ?le is de?ned 
by the [n bytes] n-bytes immediately folloWing the n-bytes 
used to form the previous source block of data. 

29. The method of claim 26 in Which the reference keys 
comprise [and] a ?rst part and a second part, the calculation 
of each part being independent of the calculation of the other 
part. 

30. The method of claim 26 in Which the uniform length 
of the data blocks is at least 256 bytes. 

31. The method of claim 26 in Which the key de?ning 
method de?nes keys that are at least 32 bits in length. 

32. A method of [making] creating a [?rst] reference data 
?le at a ?rst location that is identical to a source data ?le at 
a second location, the method comprising the steps of: 

(a) identifying a reference ?le at the ?rst location that may 
have data identical to the data comprising a source data 

?le; 
(b) dividing the data comprising the reference ?le into a 

plurality of data blocks having n-bytes per block and 
associating each data block With a reference key value 
determined by a key de?ning method; 

(c) transmitting the reference key values from the ?rst 
location to the second location; 

(d) identifying an n-byte block of data from the source 
data ?le and computing using the key de?ning method 
a current value for a source key associated With the 
identi?ed block of data; 
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16 
(e) comparing the current value of the source key With 

each of the reference key values and, if a match is 
found, (i) transferring an indication of such to the 
[receiving computer] ?rst location, Which adds the 
matching data from the reference ?le to [the] a dupli 
cate ?le, and (ii) repeating step (d); and 

(f) if a match Was not found in step (e), transferring to the 
[receiving computer] ?rst location a subset of the 
n-byte block of data to be added to the duplicate ?le and 
repeating step (d). 

33. A method ofchanging data stored at a receiving unit 
to match data stored at a source unit, comprising: 

determining multiple first keys corresponding to groups of 
data stored at a first unit; 

determining a second key corresponding to a group of 
data stored at a second unit; 

comparing the second key with the multiple first keys; 
designating which ofthe?rst unit and the second unit are 

the source unit and the receiving unit; and 

transmitting from the designated source unit to the des 
ignated receiving unit data corresponding to the second 
key the second key matches none of the multiple first 
keys, and leaving unchanged in the designated receiv 
ing unit the data corresponding to the second key ifthe 
second key matches one of the multiple first keys. 

34. The method of claim 33 wherein the comparing the 
second key with the multiple first keys takes place in the 
second unit, and further comprising transmitting the mul 
tiple first keys from the first unit to the second unit. 

35. The method of claim 34 wherein the first unit is the 
designated receiving unit. 

36. The method ofclaim 33, further comprising: 
successively determining dijferent second keys corre 

sponding to dijferent groups of data stored at the 
second unit; 

successively comparing each of the dijferent second keys 
with the multiple first keys; and 

transmitting from the designated source unit to the des 
ignated receiving unit data corresponding to each of 
the dijferent second keys that matched none of the 
multiple first keys. 

3 7. A method of transmitting data from a source computer 
to a receiving computer, the source and receiving computers 
being connected through a computer data interface, com 
prising: 

dividing a?rst?le into multiple data blocks and associ 
ating each data block ofthe multiple data blocks with 
a first key value determined in accordance with a key 
de?ning method by the data in the data block; 

identi?ting multiple data blocks from a second?le and 
determining second key values in accordance with the 
key defining method; 

using the first and second key values to compare data 
blocks from the ?rst?le and from the second ?le; 

designating which ofthe?rst?le and the second?le are 
located at the source computer and at the receiving 
computer; and 

for instances in which a match is found between a data 
block from the first file and a data block from the 
second ?le, leaving unchanged the data block stored in 
the designated receiving computer 

38. The method ofclaim 37 wherein a selected data block 
from the first file is identified and a selected first key from the 
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selected data block is determined and, for instances in which 
no match is found between a data block from the first file and 
a data block from the second file, the method further 
comprising: 

transmitting to the designated receiving computer a sub 
set of the selected data block from the first file, the 
subset including less than all ofthe information in the 
selected data block; and 

identi?1ing from the first file a subsequent data block 
comprising the selected data block less the subset 

18 
transmitted to the designated receiving computer, and 
additional data from the first file. 

39. The method ofclaim 37 wherein each ofthe multiple 
data blocks from the first and second ?les includes multiple 
bytes of data of which each byte has a value, and wherein at 
least aportion ofthe key valuefor a data blockfrom any one 
ofthe?rst and second?les is computed by adding the value 
ofeach byte ofdata in the data block to produce a totalfor 
all ofthe bytes in the data block. 

* * * * * 


