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PIPE JOINT MADE OF RESIN 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a pipe joint made of resin, 
and in particular, to a pipe joint applied to laying pipes for 
a high-purity liquid and ultra pure water treated in a pro 
duction process in various technical ?elds such as the 
production of semiconductors, medical supplies and 
medicines, food processing and the chemical industry. 

2. Description of the Prior Art 
Conventionally, such pipe joints made of resin having a 

structure as shown in FIG. 8 are known. The known pipe 
joint made of resin comprises a joint body 81, an inner ring 
82 and a pushing ring 83. The joint body 81 has a receiving 
port 84, a tapered receiving surface 85 projecting from a 
base portion of the receiving port 84, and a tapered receiving 
surface 86 disposed on a tip portion of the receiving port 84. 
Additionally, an outer periphery of the receiving port 84 is 
provided with a male thread portion 87. The inner ring 82 
includes a connecting portion 89 having a swelling portion 
88 whose section is chevron-shaped, and a protruding por 
tion 90. A tip of the protruding portion 90 is provided with 
a tapered abutting surface 91. The pushing ring 83 includes 
a pressing portion 92. 

According to this pipe joint made of resin, a diameter of 
an pipe end 7 made of resin forcedly inserted in the 
connecting portion 89 is increased, thereby forming a 
tapered abutting surface 93 on an outer peripheral surface of 
the pipe 7. The end of the pipe is forcedly inserted into the 
connecting portion 89, the inner ring 82 connected to the 
pipe 7 is forcedly inserted in the receiving port 84 of the joint 
body 81 with the result that a female thread portion 94 of the 
pushing ring 83 previously ?tted in the pipe 7 is threadedly 
connected to a male thread portion 87 of the receiving port 
84, thus being fastened. Then, the pressing portion 92 of the 
pushing ring 83 pushes the inner ring 82 in a pressing 
direction, and the abutting surface 91 of the inner ring 82 
forcedly abuts against the receiving surface 85 of the joint 
body 81, thereby forming an axial primary sealing portion 
S1, and the abutting surface 93 of the pipe 7 forcedly abuts 
against the receiving surface 86 of the receiving port 84, 
thereby forming axial secondary sealing portion S2. 

In the conventional pipe joint made of resin referring to 
FIG. 8, the pushing ring 83 is fastened, thus generating a 
pressing-directional pressing force. Consequently, a sealing 
surface pressure in an axial direction is generated on two 
portions of the primary sealing portion S1 and the secondary 
sealing portion S2. 

In such a pipe joint made of resin, creep and stress 
relaxation are generated with time on the joint body 81 made 
of resin and the pushing ring 83, the pipe 7 or the like, 
whereby the sealing surface pressures of the primary sealing 
portion S1 and the secondary sealing portion S2 are 
decreased with the result that there has been a fear that the 
sealing property will be lost relatively early. 

Furthermore, in order to secure a predetermined sealing 
property, the amount of the threaded connection of the 
pushing ring 83 is controlled by a fastening torque or the like 
to high accuracy, and a fastening force generated by the 
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2 
pressing ring 83 has been required to be strictly set at a 
predetermined magnitude. Therefore, there is a problem 
wherein operational efficiency is lowered and high technique 
and skill are required in operation. 

SUMMARY OF THE INVENTION 

The present invention has been conducted in view of the 
above mentioned circumstances. 

It is an object of the present invention to provide a pipe 
joint made of resin which enables an early sealing property 
to be maintained for a long time. 

It is another object of the present invention to provide a 
pipe joint made of resin wherein a radial sealing surface 
pressure is generated, thereby exhibiting an excellent sealing 
property regardless of the amount of fastening provided by 
the pushing ring and the fastening torque, and the sealing 
property owing to creep and a stress relaxation is not easily 
deteriorated. 

It is still another object of the present invention to provide 
a pipe joint made of resin wherein neither high technique nor 
skill is required in the working operation. 
A pipe joint made of resin including a joint body, an inner 

ring, and a pushing ring, an end portion of a pipe material 
incorporating the inner ring being inserted in an inside of the 
joint body, the end portion and the inner ring of the pipe 
material being pressed by the pushing ring threadedly con 
nected to the inside of the joint body, thereby connecting the 
pipe material to the joint body, comprises: 

a cylindrical receiving port disposed on an end portion of 
the joint body, 

a cylindrical portion protruding from the joint body to the 
inside of the receiving port concentrically therewith, 
thereby having an annular groove between the receiv 
ing port and the cylindrical portion, 

a connecting portion and a protruding portion disposed on 
a sleeve-shaped inner ring, the inner ring being insert 
able in the receiving port, the connecting portion being 
forcedly inserted in an end portion of a pipe made of 
synthetic resin so as to be connected to the pipe and the 
protruding portion protruding from the end portion of 
the pipe when the connecting portion is connected to 
the end of the pipe, 

an annular outer projection and an annular inner projec 
tion axially protruding from the protruding portion, the 
annular outer projection being inserted in the annular 
groove of an outside of the cylindrical portion by 
inserting the projecting portion of the inner ring in the 
receiving port, the annular inner projection being 
inserted in the inside of the cylindrical portion by 
inserting the projecting portion of the inner ring in the 
receiving port, an annular recessed portion disposed 
between the outer projection and the inner projection, 
and 

a pressing portion disposed on the pushing ring threadedly 
connected to the receiving port, for applying a pressing 
force for pressing the inner ring in a pressing direction, 
to the inner ring which is connected to the end portion 
of the pipe and inserted in the receiving port when the 
pushing ring is threadedly connected to the receiving 
port. 

Therefore, according to the present invention, the con 
necting portion is forcedly inserted in one end portion of the 
pipe a protruding portion of the inner ring connected to the 
pipe is inserted in the receiving port of the joint body, the 
pushing ring is threadedly connected to the receiving port of 
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the joint body, to be fastened therewith. Consequently, the 
inner ring is pressed by the pressing portion of the pushing 
ring in a pressing direction, Whereby the cylindrical portion 
on a side of the joint body is inserted in the annular recessed 
portion on a side of the inner ring and the inner projection 
and the outer projection on a side of the inner ring are 
inserted in the annular groove and the inside of the cylin 
drical portion. 

According to the present invention, preferably, When the 
pressing force is applied to the inner ring by the pressing 
portion of the pushing ring, an annular stepped surface 
disposed on the joint body, protruding from a base portion 
of the cylindrical portion to an inWardly radial direction, is 
axially opposed to an end surface of the inner projection, an 
end surface of the cylindrical portion is axially opposed to 
a bottom surface of the annular recessed portion and a 
grooved bottom surface of the annular groove portion is 
axially opposed to an end surface of the outer projection, 
With the result that three axially opposed portions are 
disposed, and the opposed surfaces are overlapped With each 
other on at least a portion among the axially opposed 
portions thereby forming an axial sealing portion. 

Thus, at least one portion among the three axially opposed 
portions is provided With an axial sealing portion. The 
sealing surface pressure generated on the axial sealing 
portion keeps the sealing property. 

According to the present invention, preferably, When the 
pressing force is applied to the inner ring by the pressing 
portion of the pushing ring, an inner peripheral surface of the 
cylindrical portion is radially opposed to an inside surface of 
the annular recessed portion, an inside surface of the annular 
groove portion is radially opposed to an inner peripheral 
surface of the outer projection, and an outside surface of the 
annular groove portion is radially opposed to an outer 
surface of the outer projection, With the result that three 
radially opposed portions are disposed, and the opposed 
surfaces are overlapped With each other on at least a portion 
among the radially opposed portions, thereby forming a 
radial sealing portion. 

Thus, at least one portion among the three axially opposed 
portions is provided With a radial sealing portion. The 
sealing surface pressure generated on the radial sealing 
portion keeps the sealing property. The sealing surface 
pressure generated on the radial sealing portion is generated 
regardless of an amount of fastening of the pushing ring by 
a fastening torque. 

According to the present invention, preferably, When the 
pressing force is applied to the inner ring by the pressing 
portion of the pushing ring, an annular stepped surface 
disposed on the joint body, protruding from a base portion 
of the cylindrical portion in an inWardly radial direction, is 
axially opposed to an end surface of the inner projection, an 
end surface of the cylindrical portion is axially opposed to 
a bottom surface of the annular recessed portion and a 
grooved bottom surface of the annular groove portion is 
axially opposed to an end surface of the outer projection, 
With the result that three axially opposed portions are 
disposed, 

and the opposed surfaces are overlapped With each other 
on at least a portion among the axially opposed portions 
thereby forming an axial sealing portion, and 

When the pressing force is applied to the inner ring by the 
pressing portion of the pushing ring, an inner peripheral 
surface of the cylindrical portion is radially opposed to 
an inside surface of the annular recessed portion, an 
inside surface of the annular groove portion is radially 
opposed to an inner peripheral surface of the outer 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
projection, and an outside surface of the annular groove 
portion is radially opposed to an outer surface of the 
outer projection, With the result that three radially 
opposed portions are disposed, and the opposed sur 
faces are overlapped With each other on at least a 
portion among the radially opposed portions, thereby 
forming a radial sealing portion. 

Thus, at least one portion among the three axially opposed 
portions is provided With an axial sealing portion. The 
sealing surface pressure generated on the axial sealing 
portion maintains the sealing property. Moreover, at least 
one portion among the three radially opposed portions is 
provided With a radial sealing portion. The sealing surface 
pressure generated on the radial sealing portion maintains 
the sealing property. The sealing surface pressure generated 
on the radial sealing portion is generated regardless of the 
amount of the fastening of the pushing ring and a the 
fastening torque. 

According to the present invention, a bulged portion is 
annularly disposed on an outer surface of the outer 
projection, and the outside surface of the annular groove 
portion may be overlapped With the bulged portion so as to 
form the radial sealing portion. 

Moreover, a number of bulged portions may be axially 
arranged in line, on the outer surface of the outer projection. 

Thus, the sealing surface pressure of the radial sealing 
portion is concentrated on an overlapping portion Wherein 
the outer surface of the annular groove is overlapped With 
the bulged portion, thereby exhibiting an excellent sealing 
property. 

According to the present invention, preferably, by the 
connecting portion of the inner ring, a diameter of the pipe 
in Which the connecting portion is forcedly inserted, is 
increased, the outer surface of the pipe is provided With a 
sWelling portion Whose section is chevron, including a 
tapered abutting surface Whose diameter decreases When 
proceeding to a tip of the pipe and a tapered receiving 
surface Whose diameter increases When proceeding to a tip 
of the pipe. A tip of the receiving port is provided With a 
tapered receiving surface forcedly abutting against the abut 
ting surface, in a state of Widening toWard a tip thereof, and 
a radially smaller end portion of the receiving surface on a 
side of the pipe, Whose diameter is smaller than the other end 
portion thereof, is subjected to the pressing force for press 
ing it in a pressing direction by the pressing portion of the 
pushing ring. 

Thus, the abutting surface on a side of the pipe forcedly 
abuts against the receiving surface on a side of the receiving 
port, thereby forming the primary sealing portion S1 shoWn 
in FIG. 8, and the pressing portion of the pushing ring 
forcedly abuts against the radially smaller end portion of the 
receiving surface on a side of the pipe. 

According to the present invention, a cylindrical overlap 
ping piece overlapped With the receiving surface may be 
continuously formed on the pressing portion of the pushing 
ring, by mounting the overlapping piece on the receiving 
surface on a side of the pipe to increase the diameter in a 
state of Widening a tip thereof. 

Thus, a friction resistance is generated betWeen the 
receiving surface on a side of the pipe material and a 
cylindrical overlapping piece Whose diameter is increased 
When proceeding to the tip thereof to be overlapped With the 
receiving surface, thereby preventing the pushing ring from 
being loosened. 

According to the present invention, the stepped surface 
may be overlapped With an end surface of the inner 
projection, thereby forming the axial sealing portion. 
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By adopting this structure, a liquid passing through the 
axial sealing portion and a pipe path subsequently, does not 
intrude into a gap betWeen the end surface of the cylindrical 
portion and the bottom surface of the annular recessed 
portion, Which are axially opposed to each other, a gap 
betWeen the grooved bottom surface of the annular groove 
portion and the end surface of the outer projection, Which are 
axially opposed to each other, a gap betWeen the inner 
peripheral surface of the cylindrical portion and the inside 
surface of the annular recessed portion, Which are radially 
opposed to each other, a gap betWeen the inside surface of 
the annular groove portion and the inner peripheral surface 
of the outer projection Which are axially opposed to each 
other and a gap betWeen the outside surface of the annular 
groove portion and the outer surface of the outer projection, 
Which are opposed to each other, thereby preventing the 
liquid from staying on a pipe connecting portion. 

In case that the stepped surface is overlapped With an end 
surface of the inner projection, a shape of the overlapping 
portion can be variously selected. It is alloWed to select any 
one of the folloWing cases. In case that the above stepped 
surface and the end surface of the inner protrusion are 
formed as a ?at surface, the overlapping surface is ?at. In 
case that the above stepped surface and the end surface of 
the inner protrusion are formed in a stepped state, the 
overlapping surface is stepped. In case that the above 
stepped surface and the end surface of the inner protrusion 
are formed in a tapered state, the overlapping surface is 
tapered. In case that the above stepped surface and the end 
surface of the inner protrusion are formed in a radially 
Wavelike state, the overlapping portion is Wavelike. 

According to the present invention, preferably, the cylin 
drical portion is supported by the inner projection, from a 
radially inWard direction. 

In this arrangement, the cylindrical portion on a side of 
the joint body is supported by the inner projection on a side 
of the inner ring, from a radially inWard direction. Therefore, 
even if the cylindrical portion is going to be deformed so as 
to decrease in a direction of decreasing diameter, under the 
in?uence of a case Wherein the outer projection on a side of 
the inner ring is forcedly inserted in the annular groove 
portion on a side of the joint body, a force for causing such 
a deformation of the cylindrical portion is received by the 
inner projection on a side of the inner ring, thereby prevent 
ing the cylindrical portion from decreasing and being 
deformed in a direction of decreasing the diameter. As a 
result, this is useful for restricting a decrease of the sealing 
property oWing to creep. 

The pipe joint made of resin according to the present 
invention mentioned above, means not only a single pipe 
joint made of resin for connecting the pipe materials to each 
other, but also a pipe joint made of resin Whose joint body 
is integrally included by an end of the pipe material or a ?uid 
device. 
As mentioned above, according to the present invention, 

the early sealing property can be kept for a long period 
Without severely controlling a torque for fastening the 
pushing ring, thereby making it possible to provide the pipe 
joint made of resin Wherein neither a high technique nor skill 
is required in connecting operation. 
A number of features of the present invention are shoWn 

by embodiments as beloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a longitudinal sectional side vieW of an embodi 
ment of a pipe joint made of resin according to the present 
invention. 
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6 
FIG. 2 is a longitudinal sectional side vieW of a pushing 

ring. 
FIG. 3 is an enlarged sectional vieW of enlarging a main 

portion of FIG. 1. 
FIG. 4 is an enlarged sectional vieW of enlarging each 

main portion of a joint body and an inner ring. 
FIG. 5 is a sectional vieW illustrating a shape of an 

overlapping portion of an axial sealing portion. 
FIG. 6 is a sectional vieW illustrating another shape of the 

overlapping portion of the axial sealing portion. 
FIG. 7 is a sectional vieW illustrating still another shape 

of the overlapping portion of the axial sealing portion. 
FIG. 8 is a longitudinally sectional side vieW of a con 

ventional pipe joint made of resin. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Referring noW to the draWing, preferred embodiments of 
the present invention are described beloW. 

A pipe joint made of resin as shoWn in FIGS. 1 and 7 
includes a cylindrical joint body 1, a cylindrical inner ring 
3, and a cap nut shaped pushing ring 5. The joint body 1, the 
inner ring 3 and the pushing ring 5 are individually made of 
a synthetic resin such as PFA (per?uoro-alkoxy?uoro 
plastics), PTFE (polytetra?uoroetylene), ETFE (etylene 
try?uoro-etylene), CTFE (chloro-try?uoro-etylene), ECTEE 
(etylene-chloro-try?uoro-etylene), having a superior feature 
in resistance to chemicals and resistance to heat. 

The joint body 1 has a cylindrical receiving port 11 on at 
least one axial end portion thereof. The joint body 1 is 
provided With a short cylindrical portion 12 protruding in the 
inside area de?ned by the receiving port 11, and being 
concentric With the receiving port 11, forming an annular 
groove portion 13 disposed betWeen the cylindrical portion 
12 and the receiving port 11. An annular stepped surface 14 
protrudes from a base of the cylindrical portion 12 in a radial 
direction. Moreover, on a tip of the receiving port 11, a 
receiving surface 15 Which is tapered so as to Widened 
toWard a tip thereof and concentrical With the receiving port 
11, is disposed. Furthermore, the receiving port 11 has a 
male thread portion 16 on an outer peripheral portion 
thereof. 

The inner ring 3 is formed so that an inner diameter 
thereof may have the same measurements as an inner 
diameter of a pipe 7 made of synthetic resin and an inner 
diameter of the joint body 1. Therefore, When the inner ring 
3 as shoWn in FIG. 1 is employed, so as to connect the pipe 
7 to the pipe body 1, a ?uid (or a liquid) ?oWs smoothly 
inside each path of the pipe 7, the inner ring 3 and the joint 
body 1. As shoWn in FIG. 1, the inner ring 3 includes a 
connecting portion 31 connected to the pipe 7 by being 
forcedly inserted in an end of the pipe 7, and a protruding 
portion 32 projected from the end of the pipe 7 When the 
connecting portion 31 is connected to the end of the pipe 7. 
The connecting portion 31 of the inner ring 3 includes a 
sWelling portion 33 Whose section is chevron. When the 
connecting portion 31 is forcedly inserted into an end of the 
pipe 7, the diameter of the forcedly inserted pipe 7 of the 
connecting portion 31 is increased, thus forming a tapered 
abutting surface 71 Whose diameter is decreased When 
proceeding to a tip of the pipe 7 and a tapered receiving 
surface 72 Whose diameter is increased When proceeding to 
a tip of the pipe 7. By inserting the protruding portion 32 in 
the receiving port 11, the protruding portion 32 is protru 
sively provided With an annular outer projection 34 Which is 
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inserted in the annular groove portion 13 arranged outside 
the cylindrical portion 12, and an annular inner projection 35 
inserted in an inside of the cylindrical portion 12, in an axial 
direction. An annular recessed portion 36 is disposed 
betWeen the outer projection 34 and the inner projection 35. 
Additionally, as shoWn clearly in FIGS. 3 and 4, on an outer 
peripheral surface 37 of the outer projection 34, a number of 
bulged portions 38 (for example, three bulged portions in the 
?gure) being annular, are axially disposed at intervals. 
Though a section of the bulged portions 38 illustrated in the 
?gure is trapeZoid, it may be arc-shaped. Moreover, the 
number of the bulged portions may be one or three or more. 

The pushing ring 5 has a female thread portion 52 on an 
inner peripheral portion of an outer ring portion 51. 
Additionally, an annular pressing portion 53 protruding in a 
radially inWard direction is continuously formed on an outer 
end portion of the outer ring portion 51, a cylindrical 
overlapping piece 54 and a cylindrical protruding piece 55 
are respectively continuously formed on an axially inWard 
side and an axially outWard side of an inner peripheral side 
of the pressing portion 53. The inner diameter of the pressing 
portion 53 has measurements Which enable the pressing 
portion 53 to be ?tted in the pipe 7, and is equal to that of 
the end on a radially smaller side of the receiving surface 72 
on a side of the pipe 7. Furthermore, the diameter of the 
cylindrical overlapping piece 54 can be increased oWing to 
a feature of the resin. 

According to the above pipe joint made of resin, as shoWn 
in FIG. 1, the connecting portion 31 is forcedly inserted into 
an end portion of the pipe 7 thereby inserting the protruding 
portion 32 of the inner ring 3 connected to the pipe 7 into the 
receiving port 11 of the joint body 1, Whereby the female 
thread portion 52 of the pushing ring 5 previously inserted 
in the pipe 7 is threadedly connected to the male thread 
portion 16 of the receiving port 1 of the joint body 1 by 
means of a screW connection for fastening With the result 
that the pressing portion 53 of the pushing ring 5 presses the 
end on the radially smaller side of the receiving surface 72 
formed on a side of the pipe 7. Therefore, the inner ring 3 
is subjected to the pressing force in a pressing direction. 
Furthermore, the pushing ring 5 is fastened, Whereby the 
cylindrical overlapping piece 54 of the pushing ring 5 is 
mounted on the receiving surface 72 on a side of the pipe 7. 
The diameter of the overlapping piece 54 is increased in a 
state of Widening toWard a tip thereof Whereby the overlap 
ping piece 54 is overlapped With the receiving surface 72. 
Then, a friction resistance is caused betWeen the overlapping 
piece 54 and the receiving surface 72, thereby preventing the 
pushing ring 5 from loosening. 
When the inner ring 3 is pressed in a pressing direction, 

a cylindrical portion 12 on a side of the joint body 1 is 
inserted into the annular recessed portion 36 on a side of the 
inner ring 3, and the inner projection 35 and the outer 
projection 34 on a side of the inner ring 3 are respectively 
inserted in the annular groove portion 13 outside the cylin 
drical portion 12 and an inside of the cylindrical portion 12. 
Therefore, as shoWn in FIGS. 3, and 5 to 7, the stepped 
surface 14 is axially opposed to an end surface 39 of the 
inner projection 35, an end surface 17 of the cylindrical 
portion 12 is axially opposed to a bottom surface 41 of the 
annular recessed portion 36, and a grooved bottom surface 
18 of the annular groove portion 13 is axially opposed to an 
end surface 42 of the outer projection 34. Additionally, an 
inner peripheral surface 19 of the cylindrical portion 12 is 
radially opposed to an inside surface 43 of the annular 
recessed portion 36, an inside surface 21 of the annular 
groove portion 13 is radially opposed to an inner peripheral 
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8 
surface 44 of the outer projection 34, and an outside surface 
22 of the annular groove portion 13 is radially opposed to the 
outer peripheral surface 37 of the outer projection 34 (in 
particular, the bulged portions 38 of the outer peripheral 
surface 37). 

Herein, as shoWn in FIG. 3, an axially opposed portion 
Where the stepped surface 14 is axially opposed to the inner 
projection 39 is designated as A1, an axially opposed portion 
Where an end surface 17 of the cylindrical portion is axially 
opposed to the bottom surface 41 of the annular recessed 
portion is designated as A2, and an axially opposed portion 
Where the grooved bottom surface 18 of the annular groove 
portion is axially opposed to the end surface 42 of the outer 
projection is designated as A3. In addition, a radially 
opposed portion Where the inner peripheral surface 19 of the 
cylindrical portion is radially opposed to the inside surface 
43 of the annular recessed portion is designated as B1, a 
radially opposed portion Where the inside surface 21 of the 
annular groove portion is radially opposed to the inner 
peripheral surface 44 of the outer projection is designated as 
B2, a radially opposed portion Where the outside surface 22 
of the annular groove portion is radially opposed to the outer 
peripheral surface 37 of the outer projection is designated as 
B3. On at least one portion among axially opposed portions 
A1 to A3, the opposed surfaces are overlapped With each 
other so as to form an axial sealing portion, and on at least 
one portion among radially opposed portions B1 to B3, the 
opposed surfaces are overlapped With each other so as to 
form a radial sealing portion. 

In FIG. 3, the axially opposed portion A1 forms an axial 
sealing portion S10, and the radially opposed portion B3 
forms a radial sealing portion R10. As a means for forming 
the axial sealing portion S10 on the axially opposed portion 
A1, the measurements of each surface of the members may 
be determined so that, When the end surface 39 of the inner 
projection abuts against the stepped surface 14 by means of 
pressure, the end surface 17 of the cylindrical portion may 
be separated from the bottom surface 41 of the annular 
recessed portion, and the grooved bottom surface 18 of the 
annular groove portion may be separated from the end 
surface 42 of the outer projection. Moreover, as a means for 
forming the radial sealing portion R10 on the radially 
opposed portion B3, as shoWn in an assumption line in FIG. 
3, an outer diameter of each bulged portion 38 of the outer 
peripheral surface 37 of the outer projection is slightly larger 
than a diameter of the outside surface 22 of the annular 
groove portion, thus forcedly inserting the outer projection 
34 in the annular groove portion 13 to make the outer 
peripheral surface 37 of the outer projection forcedly abut 
against the outside surface 22 of the annular groove portion. 
As mentioned above, the axially opposed portion A1 is 

provided With the axial sealing portion S10, and the radially 
opposed portion B3 is provided With the radial sealing 
portion R10, Whereby a sealing surface pressure occurring in 
these sealing portions S10 and R10 maintains a sealing 
property. In this case, the sealing surface pressure occurring 
in the radial sealing portion R10 is generated regardless of 
a fastening amount or a fastening torque of the pushing ring 
5, thereby obtaining the stable sealing surface pressure. 
Consequently, it is not required to strictly control the fas 
tening torque of the pushing ring 5. Moreover, in this 
embodiment, the pressing portion 53 of the pushing ring 5 
presses the inner ring 3 in a pressing direction, the abutting 
surface 71 on a side of the pipe 7 forcedly abuts against the 
receiving surface 15 of the joint body 1, thereby forming an 
axial sealing portion S20, and the pressing portion 53 of the 
pushing ring 5 forcedly abuts against the receiving surface 



US RE39,584 E 
9 

72 on a side of the pipe 7, thereby forming an axial sealing 
portion S30 (see FIG. 1). Therefore, there are three axial 
sealing portions S10, S20 and S30. Consequently, even if the 
sealing property in the axial sealing portion of any portion 
among them is decreased, the other axial sealing portions 
exhibit the necessary sealing property. Especially, in this 
embodiment, on the axially opposed portion A1 Where the 
stepped surface 14 is axially opposed to the end surface 39 
of the inner projection, the axial sealing portion S10 is 
formed, thereby preventing a ?uid ?owing in the pipe path 
from entering B1, A2, B2, A3, B3, With the result that the 
?uid is not retained in the each pipe connecting portion. 
As mentioned above, in case that, on the axially opposed 

portion A1, the axial sealing portion S10 is formed, a shape 
of the portion Where the stepped surface 14 is overlapped 
With the end surface 39 of the inner projection, may be ?at 
as shoWn in FIG. 3, stepped as shoWn in FIG. 5, taper as 
shoWn in FIG. 6 Wherein the diameter is subsequently 
reduced from a direction of an inner diameter to an axial 
direction, or radially Wavelike as shoWn in FIG. 7, made of 
a combination of an axial convex portion and an axial 
concave portion. 

According to the present embodiment, the cylindrical 
portion 12 on a side of the joint body 1 is reinforcedly 
supported by the inner projection 35 on a side of the inner 
ring 3 and the stepped surface 14 of the receiving port 11, 
from a radially inWard direction. As a result, even if the 
cylindrical portion 12 is going to be deformed so as to 
decrease in a direction of decreasing diameter, under an 
in?uence of a case Wherein the outer projection 34 on a side 
of the inner ring 3 is forcedly inserted in the annular groove 
portion 13 on a side of the joint body 1, a force for causing 
the deformation of the cylindrical portion 12 is received by 
the inner projection 35 on a side of the inner ring 3, thereby 
preventing the cylindrical portion 12 from decreasing and 
being deformed in a direction of decreasing the diameter. As 
a result, this is useful for restricting a decrease of the sealing 
property due to creep. 

In this embodiment, among three axially opposed portions 
A1, A2 and A3, the axial sealing portion S10 is formed on 
the axially opposed portion A1. HoWever, the axial sealing 
portion may be formed on at least one portion selected 
among the three axially opposed portions A1, A2, and A3. 
Similarly, in this embodiment, the radial sealing portion R10 
is formed on one radially opposed portion B3 among three 
radially opposed portions B1, B2 and B3. HoWever, the 
radial sealing portion may be formed on at least one portion 
selected among the three radially opposed portions B1, B2, 
and B3. In addition, either the axial sealing portion or the 
radial sealing portion may be formed. 

Furthermore, the radial sealing portion R10 may be 
formed by making the outer peripheral surface of the outer 
projection 34 having the straight outer peripheral surface 
forcedly abut against the outside surface of the annular 
groove portion. 
What is claimed is: 
1. A pipe joint made of resin, including a joint body 

de?ning an inside area, an inner ring, and a pushing ring, an 
end portion of a pipe being adapted for insertion in said 
inside area of said joint body, the end portion of the pipe 
being pressed by said pushing ring against said joint body in 
said inside area of said joint body, thereby connecting the 
pipe to said joint body, Wherein: 

said joint body has a cylindrical receiving port disposed 
on an end portion thereof; 

said joint body further has a cylindrical portion protruding 
from an end portion thereof and inside of the said 
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10 
cylindrical receiving port concentrically thereWith, said 
cylindrical receiving port and said cylindrical portion 
de?ning an annular groove betWeen them; 

said inner ring is sleeve-shaped and has a connecting 
portion and a protruding portion, said inner ring being 
insertable in the said receiving port, such that said 
connecting portion is forcedly inserted in the end 
portion of the pipe so as to be connected to the pipe, 
said protruding portion protruding from the end portion 
of the pipe and in said receiving port When said 
connecting portion is connected to the end of the pipe; 

said protruding portion has an annular outer projection 
and an annular inner projection both axially protruding 
therefrom, said annular outer projection being inserted 
in said annular groove on the outside of said cylindrical 
portion by inserting said protruding portion of said 
inner ring in said receiving port, said annular inner 
projection being inserted on the inside of said cylin 
drical portion by inserting said protruding portion of 
said inner ring in said receiving port, said annular outer 
projection and said annular inner projection de?ning an 
annular recessed portion disposed betWeen said annular 
outer projection and said annular inner projection; and 

said pushing ring has a pressing portion disposed thereon 
and is threadedly connected to said cylindrical receiv 
ing port, said pressing portion having an integral, 
axially outwardly extending cylindrical protruding 
piece made of resin for receiving and engaging, said 
pushing ring applying a pressing force With said press 
ing portion for pressing against said inner ring When 
said inner ring is connected to the end portion of the 
pipe and said cylindrical protruding portion is inserted 
in said receiving port, and When said pushing ring is 
threadedly connected to said receiving port. 

2. A pipe joint made of resin, including a joint body 
defining an inside area, an inner ring, and a pushing ring, 
an endportion ofa pipe being adaptedfor insertion in said 
inside area ofsaidjoint body, the end portion of the pipe 
being pressed by saidpushing ring against saidjoint body 
in said inside area ofsaidjoint body, thereby connecting the 
pipe to saidjoint body, wherein: 

saidjoint body has a cylindrical receiving port disposed 
on an end portion thereof} 

said joint body further has a cylindrical portion protrud 
ing from an end portion thereof and inside of said 
cylindrical receiving port concentrically therewith, 
said cylindrical receiving port and said cylindrical 
portion defining an annular groove between them; 

said inner ring is sleeve-shaped and has a connecting 
portion and aprotrudingportion, said inner ring being 
insertable in said receiving port, such that said con 
necting portion is forcedly inserted in the end portion 
of the pipe so as to be connected to the pipe, said 
protruding portion protruding from the end portion of 
the pipe and in said receiving port when said connect 
ing portion is connected to the end of the pipe; 

said protruding portion has an annular outer projection 
and an annular inner projection both axially protrud 
ing therefrom, said annular outer projection being 
inserted in said annular groove on the outside ofsaid 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
inner projection being inserted on the inside of said 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
outer projection and said annular inner projection 
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defining an annular recessed portion disposed between 
said annular outer projection and said annular inner 
projection; 

said pushing ring has a pressing portion disposed thereon 
and is threadedly connected to said cylindrical receiv 
ing port, said pushing ring applying a pressing force 
with said pressing portion for pressing against said 
inner ring when said inner ring is connected to the end 
portion of the pipe and said cylindrical protruding 
portion is inserted in said receiving port, and when said 
pushing ring is threadedly connected to said receiving 
port; 

[A pipe joint made of resin according to claim 1, further 
wherein:] said joint body further has an annular stepped 
surface Which protrudes from a base of said cylindrical 
portion in an inWardly radial direction; 

said cylindrical portion has an end surface; 
said annular inner projection has an end surface; 
said annular recessed portion has a bottom surface; and 
said annular groove has a grooved bottom surface such 

that When said pressing force is applied to said inner 
ring by the pressing portion of said pushing ring, (i) 
said annular stepped surface is axially opposed to said 
end surface of said annular inner projection, (ii) said 
end surface of said cylindrical portion is axially 
opposed to said bottom surface of said annular recessed 
portion, and (iii) said grooved bottom surface of said 
annular groove is axially opposed to said end surface of 
said annular outer projection, With the result that three 
axially opposed portions are disposed, and the opposed 
surfaces are overlapped With each other on at least a 
portion among the axially opposed portions thereby 
forming an axial sealing portion. 

3. A pipe joint made of resin according to claim 2, Wherein 
the stepped surface is overlapped With an end surface of the 
inner projection, thereby forming the axial sealing portion 
With the result that the stepped surface and the end surface 
of the inner projection are formed as a ?at surface. 

4. A pipe joint made of resin according to claim 2, Wherein 
the stepped surface is overlapped With an end surface of the 
inner projection, thereby forming the axial sealing portion 
With the result that the stepped surface and the end surface 
of the inner projection are formed in a stepped state. 

5. A pipe joint made of resin according to claim 2, Wherein 
the stepped surface is overlapped With an end surface of the 
inner projection, thereby forming the axial sealing portion 
With the result that the stepped surface and the end surface 
of the inner projection are formed in a tapered state. 

6. A pipe joint made of resin according to claim 2, Wherein 
the stepped surface is overlapped With an end surface of the 
inner projection, thereby forming the axial sealing portion 
With the result that the stepped surface and the end surface 
of the inner projection are formed in a radially Wavelike 
state. 

7. A pipe joint made of resin according to claim 2, Wherein 
the cylindrical portion is supported by the inner projection, 
from a radially inWard direction. 

8. A pipe joint made of resin, including a joint body 
defining an inside area, an inner ring, and a pushing ring, 
an endportion ofa pipe being adaptedfor insertion in said 
inside area ofsaidjoint body, the end portion of the pipe 
being pressed by said pushing ring against saidjoint body 
in said inside area ofsaidjoint body, thereby connecting the 
pipe to saidjoint body, wherein: 

saidjoint body has a cylindrical receiving port disposed 
on an end portion thereof; 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

12 
said joint body further has a cylindrical portion protrud 

ing from an end portion thereof and inside of said 
cylindrical receiving port concentrically therewith, 
said cylindrical receiving port and said cylindrical 
portion defining an annular groove between them; 

said inner ring is sleeve-shaped and has a connecting 
portion and aprotrudingportion, said inner ring being 
insertable in said receiving port, such that said con 
necting portion is forcedly inserted in the end portion 
of the pipe so as to be connected to the pipe, said 
protruding portion protruding from the end portion of 
the pipe and in said receiving port when said connect 
ing portion is connected to the end of the pipe; 

said protruding portion has an annular outer projection 
and an annular inner projection both axially protrud 
ing therefrom, said annular outer projection being 
inserted in said annular groove on the outside ofsaid 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
inner projection being inserted on the inside of said 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
outer projection and said annular inner projection 
defining an annular recessed portion disposed between 
said annular outer projection and said annular inner 
projection; 

said pushing ring has a pressing portion disposed thereon 
and is threadedly connected to said cylindrical receiv 
ing port, said pushing ring applying a pressing force 
with said pressing portion for pressing against said 
inner ring when said inner ring is connected to the end 
portion of the pipe and said cylindrical protruding 
portion is inserted in said receiving port, and when said 
pushing ring is threadedly connected to said receiving 
port; 

[A pipe joint made of resin according to claim 1, further 
wherein:] 

said cylindrical portion has an inner peripheral surface; 
said annular recessed portion has an inside surface; 
said annular groove portion has an inside surface and an 

outside surface; and 
said annular outer projection has an inner peripheral 

surface and an outer surface, such that When said 
pressing force is applied to said inner ring by the 
pressing portion of said pushing ring, (i) said inner 
peripheral surface of said cylindrical portion is radially 
opposed to said inside surface of said annular recessed 
portion, (ii) said inside surface of said annular groove 
portion is radially opposed to said inner peripheral 
surface of said annular outer projection, and (iii) said 
outside surface of said annular groove portion is radi 
ally opposed to said outer surface of said annular outer 
projection, With the result that three radially opposed 
portions are disposed, and the opposed surfaces are 
overlapped With each other on at least a portion among 
the radially opposed portions, thereby forming a radial 
sealing portion. 

9. Apipe joint made of resin according to claim 8, Wherein 
the cylindrical portion is supported by the inner projection, 
from a radially inWard direction. 

10. Apipe joint made of resin according to claim 8, further 
Wherein: said connecting portion includes a bulged portion 
annularly disposed on an outer surface thereof; and the 
outside surface of said annular groove portion is overlapped 
With said bulged portion to form the radial sealing portion. 

11. A pipe joint made of resin according to claim 10, 
further Wherein: a plurality of bulged portions are axially 
arranged in line on the outer surface of said connecting 
portion. 
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12. A pipe joint made of resin, including a joint body 
defining an inside area, an inner ring, and a pushing ring, 
an endportion ofa pipe being adaptedfor insertion in said 
inside area ofsaidjoint body, the end portion of the pipe 
being pressed by said pushing ring against saidjoint body 
in said inside area ofsaidjoint body, thereby connecting the 
pipe to saidjoint body, wherein: 

saidjoint body has a cylindrical receiving port disposed 
on an end portion thereof; 

said joint body further has a cylindrical portion protrud 
ing from an end portion thereof and inside of said 
cylindrical receiving port concentrically therewith, 
said cylindrical receiving port and said cylindrical 
portion defining an annular groove between them; 

said inner ring is sleeve-shaped and has a connecting 
portion and aprotrudingportion, said inner ring being 
insertable in said receiving port, such that said con 
necting portion is forcedly inserted in the end portion 
of the pipe so as to be connected to the pipe, said 
protruding portion protrudingfrom the end portion of 
the pipe and in said receiving port when said connect 
ing portion is connected to the end of the pipe; 

said protruding portion has an annular outer projection 
and an annular inner projection both axially protrud 
ing therefrom, said annular outer projection being 
inserted in said annular groove on the outside ofsaid 
cylindricalportion by inserting saidprotrudingportion 
ofsaid inner ring in said receiving port, said annular 
inner projection being inserted on the inside of said 
cylindricalportion by inserting saidprotrudingportion 
ofsaid inner ring in said receiving port, said annular 
outer projection and said annular inner projection 
defining an annular recessed portion disposed between 
said annular outer projection and said annular inner 
projection; 

said pushing ring has a pressing portion disposed thereon 
and is threadedly connected to said cylindrical receiv 
ing port, said pushing ring applying a pressing force 
with said pressing portion for pressing against said 
inner ring when said inner ring is connected to the end 
portion of the pipe and said cylindrical protruding 
portion is inserted in said receiving port, and when said 
pushing ring is threadedly connected to said receiving 
port; 

[A pipe joint made of resin according to claim 1, further 
wherein:] 

said joint body further has an annular stepped surface 
Which protrudes from a base of said cylindrical portion 
in an inWardly radial direction; 

said cylindrical portion has an inner peripheral surface 
and an end surface; 

said annular inner projection has an end surface; 
said annular outer projection has an inner peripheral 

surface and an outer surface; 

said annular recessed portion has a bottom surface and an 
inside surface; 

said annular groove has a grooved bottom surface; and 
said annular groove portion has an inside surface and an 

outside surface, such that When said pressing force is 
applied to said inner ring by the pressing portion of said 
pushing ring, (i) said an annular stepped surface is 
axially opposed to said end surface of said annular 
inner projection, (ii) said end surface of said cylindrical 
portion is axially opposed to said bottom surface of said 
annular recessed portion, and (iii) said grooved bottom 

20 

30 

35 

45 

50 

55 

14 
surface of said annular groove portion is axially 
opposed to said end surface of said annular outer 
projection, With the result that three axially opposed 
portions are disposed, and the opposed surfaces are 
overlapped With each other on at least a portion among 
the axially opposed portions thereby forming an axial 
sealing portion, and (i') said inner peripheral surface of 
said cylindrical portion is radially opposed to said 
inside surface of said annular recessed portion, (ii') said 
inside surface of said annular groove portion is radially 
opposed to said inner peripheral surface of said annular 
outer projection, and (iii') said outside surface of said 
annular groove portion is radially opposed to said outer 
surface of said annular outer projection, With the result 
that three radially opposed portions are disposed, and 
the opposed surfaces are overlapped With each other on 
at least a portion among the radially opposed portions, 
thereby forming a radial sealing portion. 

13. A pipe joint made of resin according to claim 12, 
Wherein the cylindrical portion is supported by the inner 
projection, from a radially inWard direction. 

14. A pipe joint made of resin, including a joint body 
defining an inside area, an inner ring, and a pushing ring, 
an endportion ofa pipe being adaptedfor insertion in said 
inside area ofsaidjoint body, the end portion of the pipe 
being pressed by saidpushing ring against saidjoint body 
in said inside area ofsaidjoint body, thereby connecting the 
pipe to saidjoint body, wherein: 

saidjoint body has a cylindrical receiving port disposed 
on an end portion thereof; 

said joint body further has a cylindrical portion protrud 
ing from an end portion thereof and inside of said 
cylindrical receiving port concentrically therewith, 
said cylindrical receiving port and said cylindrical 
portion defining an annular groove between them; 

said inner ring is sleeve-shaped and has a connecting 
portion and aprotrudingportion, said inner ring being 
insertable in said receiving port, such that said con 
necting portion is forcedly inserted in the end portion 
of the pipe so as to be connected to the pipe, said 
protruding portion protruding from the end portion of 
the pipe and in said receiving port when said connect 
ing portion is connected to the end of the pipe; 

said protruding portion has an annular outer projection 
and an annular inner projection both axially protrud 
ing therefrom, said annular outer projection being 
inserted in said annular groove on the outside ofsaid 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
inner projection being inserted on the inside of said 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
outer projection and said annular inner projection 
defining an annular recessed portion disposed between 
said annular outer projection and said annular inner 
projection; 

said pushing ring has a pressing portion disposed thereon 
and is threadedly connected to said cylindrical receiv 
ing port, said pushing ring applying a pressing force 
with said pressing portion for pressing against said 
inner ring when said inner ring is connected to the end 
portion of the pipe and said cylindrical protruding 
portion is inserted in said receiving port, and when said 
pushing ring is threadedly connected to said receiving 
port; 

[A pipe joint made of resin according to claim 1, further 
whereinz] 
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said pushing ring has a pressing portion; 
a diameter of the pipe material in Which said connecting 

portion is forcedly inserted, is increased by said con 
necting portion; as a result of Which the outer surface 
of the pipe material is provided With a sWelling portion 
in the shape of a chevron, including a tapered abutting 
surface Whose diameter decreases as it proceeds to a tip 
of the pipe material, and a tapered receiving surface 
Whose diameter increase as it proceeds to a tip of the 
pipe material; 

a tip of said cylindrical receiving port is provided With a 
tapered receiving surface forcedly abutting against said 
tapered abutting surface, toWard a tip of said cylindrical 
receiving port; and 

a radially smaller end portion of said tapered receiving 
surface on a side of the pipe material, Whose diameter 
is smaller than the other end portion thereof, is sub 
jected to said pressing force pressing it in a pressing 
direction by said pressing portion of said pushing ring. 

15. A pipe joint made of resin according to claim 14, 
Wherein a cylindrical overlapping piece overlapped With the 
receiving surface is continuously formed on the pressing 
portion of the pushing ring, by mounting the overlapping 
piece on the receiving surface on a side of the pipe material 
to increase the diameter in a state of Widening a tip thereof. 

16. A pipe joint made of resin, including a joint body 
defining an inside area, an inner ring, and a pushing ring, 
an endportion ofa pipe being adaptedfor insertion in said 
inside area ofsaidjoint body, the end portion of the pipe 
being pressed by said pushing ring against saidjoint body 
in said inside area ofsaidjoint body, thereby connecting the 
pipe to saidjoint body, wherein: 

saidjoint body has a cylindrical receiving port disposed 
on an end portion thereof; 

said joint body further has a cylindrical portion protrud 
ing from an end portion thereof and inside of said 
cylindrical receiving port concentrically therewith, 
said cylindrical receiving port and said cylindrical 
portion defining an annular groove between them; 

said inner ring is sleeve-shaped and has a connecting 
portion and aprotrudingportion, said inner ring being 
insertable in said receiving port, such that said con 
necting portion is forcedly inserted in the end portion 
of the pipe so as to be connected to the pipe, said 
protruding portion protrudingfrom the end portion of 
the pipe and in said receiving port when said connect 
ing portion is connected to the end of the pipe; 

said protruding portion has an annular outer projection 
and an annular inner projection both axially protrud 
ing therefrom, said annular outer projection being 
inserted in said annular groove on the outside ofsaid 
cylindricalportion by inserting saidprotrudingportion 
ofsaid inner ring in said receiving port, said annular 
inner projection being inserted on the inside of said 
cylindricalportion by inserting saidprotrudingportion 
ofsaid inner ring in said receiving port, said annular 
outer projection and said annular inner projection 
defining an annular recessed portion disposed between 
said annular outer projection and said annular inner 
projection; 

said pushing ring has a pressing portion disposed thereon 
and is threadedly connected to said cylindrical receiv 
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ing port, said pushing ring applying a pressing force 
with said pressing portion for pressing against said 
inner ring when said inner ring is connected to the end 
portion of the pipe and said cylindrical protruding 
portion is inserted in said receiving port, and when said 
pushing ring is threadedly connected to said receiving 
port; and 

[A pipe joint made of resin according to claim 1,] Wherein 
the cylindrical portion is supported by the inner 
projection, from a radially inWard direction. 

17. A pipe joint made of resin, including a joint body 
defining an inside area, an inner ring, and a pushing ring, 
an endportion ofa pipe being adaptedfor insertion in said 
inside area ofsaidjoint body, the end portion of the pipe 
being pressed by saidpushing ring against saidjoint body 
in said inside area ofsaidjoint body, thereby connecting the 
pipe to saidjoint body, wherein: 

saidjoint body has a cylindrical receiving port disposed 
on an end portion thereof; 

said joint body further has a cylindrical portion protrud 
ing from an end portion thereof and inside of said 
cylindrical receiving port concentrically therewith, 
said cylindrical receiving port and said cylindrical 
portion defining an annular groove between them; 

said inner ring is sleeve-shaped and has a connecting 
portion and aprotrudingportion, said inner ring being 
insertable in said receiving port, such that said con 
necting portion is forcedly inserted in the end portion 
of the pipe so as to be connected to the pipe, said 
protruding portion protruding from the end portion of 
the pipe and in said receiving port when said connect 
ing portion is connected to the end of the pipe; 

said protruding portion has an annular outer projection 
and an annular inner projection both axially protrud 
ing therefrom, said annular outer projection being 
inserted in said annular groove on the outside ofsaid 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
inner projection being inserted on the inside of said 
cylindrical portion by inserting said protruding portion 
ofsaid inner ring in said receiving port, said annular 
outer projection and said annular inner projection 
defining an annular recessed portion disposed between 
said annular outer projection and said annular inner 
projection; 

said pushing ring has a pressing portion disposed thereon 
and is threadedly connected to said cylindrical receiv 
ing port, said pushing ring applying a pressing force 
with said pressing portion for pressing against said 
inner ring when said inner ring is connected to the end 
portion of the pipe and said cylindrical protruding 
portion is inserted in said receiving port, and when said 
pushing ring is threadedly connected to said receiving 
port; and 

[A pipe joint made of resin according to claim 1,] Wherein 
the inner ring and the pushing ring are individually 
made of an optional synthetic resin selected among 
PFA, PTFE, ETFE, CTFE, and ECTFE. 


