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(57) ABSTRACT 

An output light from a light source lamp unit 8 in a 
[projection-type display apparatus] projector illuminates 
liquid-crystal light Valves 925R, 925G and 925B for three 
colors Via an integrator optical system 923. A superimposing 
lens 930 that is a component of the integrator optical system 
923 as a uniform illumination optical system is arranged 
such that the mounting position of the superimposing lens 
930 is ?ne-adjustable in a direction orthogonal to an optical 
axis 1a. By ?ne-adjusting the mounting position of the 
superimposing lens 930, the position of an illumination area 
B is adjusted such that the illumination area includes the 
image forming area A of the liquid-crystal light Valve. It is 
not necessary to assure a Wide margin around the image 
forming area A to cover the offset of the position of the 
illumination area B. As a result, the utilization of illumina 
tion light is heightened and a bright projected image results. 
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PROJECTOR 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

This is a Continuation Application of application Ser. No. 
08/912,565 ?ledAug. 18, 1997 now US. Pat. No. 5,865,521 
and now allowed. The entire disclosure of the prior appli 
cation is hereby incorporated by reference herein in its 
entirety. 

BACKGROUND OF THE INVENTION 

1. Field of Invention 

The present invention relates to a projection-type display 
apparatus that modulates an output light beam from a light 
source in response to a video signal using a modulating 
device such as a liquid-crystal light valve or the like and 
enlarges and projects the modulated light beam through a 
projection lens onto a screen. More particularly, the present 
invention relates to a projection-type display apparatus that 
illuminates an image forming area of the modulating device 
such as a liquid-crystal light valve. 

2. Description of Related Art 
Japanese Unexamined Patent Publication 3-111806 dis 

closes a projection-type display apparatus that forms a 
modulated light beam in response to a video signal using a 
liquid-crystal light valve and enlarges and projects the 
modulated light beam onto a screen. As shown in FIG. 13, 
the projection-type display apparatus includes an integrator 
optical system 923 having two lens plates 921 and 922, for 
uniformly illuminating the image forming area of a liquid 
crystal light valve 925, as a modulating device, with light 
from a light source. 

The single light beam emitted from a light source lamp 
unit 8 is split into a plurality of intermediate light beams by 
lenses 921a constituting the ?rst lens plate 921, and is 
superimposed on the liquid-crystal light valve 925 through 
lenses 922a constituting the second lens plate 922. 

In this proj ection-type display apparatus, the brightness of 
an image projected onto the screen will drop or the projected 
image suifers an outlining shadow if the image forming area 
of the liquid-crystal light valve 925 is not accurately illu 
minated. To cope with this problem, as shown in FIG. 14, a 
certain margin M is assured around the image forming area 
A of the liquid-crystal light valve 925 in view of the 
positioning accuracies of the liquid-crystal light valve 925 
and the lens plates 921, 922 constituting the integrator 
optical system 923, the positional errors in the focal points 
of the lenses 921a, 922a of the lens plates and the positioning 
accuracies of the remaining optical systems disposed along 
the optical axis. 
More particularly, the image forming area A is sized to be 

distinctly smaller than an illumination area B by the output 
light from the light source. Even if the illumination area B 
is offset vertically upward or downward, or horizontally 
leftward or rightward depending on the overall positioning 
accuracy of the above components, the image forming area 
A is designed to be kept within the illumination area B. This 
avoids the outlining shadow around the projected image and 
drop in brightness of the projected image. To cope with a 
large quantity of positional error of the components, the 
margin M is simply widened. 

To increase the brightness of a projected image, the 
efficiency in the utilization of the light that illuminates the 
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2 
liquid-crystal light valve 925 needs to be increased. If the 
margin M is enlarged to accommodate errors of the 
components, the efficiency in the utilization of light drops, 
thereby dimming the projected image. Thus, the width of the 
margin formed around the image forming area of the liquid 
crystal light valve is preferably narrow. A narrow margin in 
turn offsets the illumination area from the image forming 
area of the liquid-crystal light valve, possibly presenting a 
shadow outlining the projected image. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a 
projection-type display apparatus that offers an increased 
image brightness without any shadow around a projected 
image while presenting a narrow margin around the image 
forming area of a liquid-crystal light valve. 
A ?rst projection-type display apparatus of the present 

invention may include a light source, a modulating device 
for modulating a light beam emitted by the light source and 
a projection device for enlarging and projecting the modu 
lated light beam from the modulating device onto a projec 
tion area. An optical element may be disposed in an optical 
path between the light source. The modulating device may 
split the light beam emitted from the light source into a 
plurality of intermediate light beams. A superimposing 
device may also be provided for superimposing each of the 
split intermediate light beams from the optical element on an 
image forming area of the modulating device. The mounting 
position of the superimposing device may be adjustable. 

This may increase the efficiency in the utilization of 
illumination light that illuminates the modulating device, 
thereby brightening a projected image. Even when the 
margin around the image forming area of the modulating 
device is narrowed, the illumination area relative to the 
modulating device is ?ne-adjusted so that the image forming 
area is kept within the illumination area and the projected 
image is free from the outlining shadow attributed to any 
offset between the image forming area and the illumination 
area. 

After components of the optical systems are mounted, the 
image forming area of the modulating device is illuminated 
by the optical element and the superimposing device. When 
the illumination area is offset from the image forming area 
of the modulating device, the superimposing device is 
?ne-adjusted so that the image forming area of the modu 
lating device is fully included within the illumination area. 
Taking into consideration the offset between the illumination 
area and the image forming area, attributed to the position 
ing error of the optical components, the margin formed 
around the outline of the image forming area of the modu 
lating device is narrowed. 

Since the mounting position of the superimposing device, 
which is an optical component chie?y determining the 
illumination area of the modulating device, may be ?ne 
adjusted, the position of the illumination area of the modu 
lating device is easily and e?iciently adjusted. The adjust 
ment of the position of the illumination area is thus 
performed taking into consideration the overall mounting 
error or optical components (optical elements) in front of the 
superimposing device (upstream of the superimposing 
device in the optical path). 

Since the plurality of split intermediate light beams are 
?nally superimposed on a single illumination area through 
the superimposing device and are then delivered, a constant 
brightness polarized light beam with no illuminance varia 
tions is obtained as an illumination light even when an 
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incident light beam has a large light intensity distribution in 
its cross section. A constant-brightness polarized light beam 
With no illuminance variations may be obtained as an 
illumination light When the incident light beam has a uni 
form light intensity, When the intermediate light beam can 
not be separated into a p-polarized light and an s-polarized 
light beam because of spectral characteristics, or When the 
light intensity and spectral characteristics change in the 
course of aligning the polarization directions of both polar 
ized light beams. 

The projection-type display apparatus may present a 
particularly bright projected image that is uniform and bright 
on an entire display area or projection area. 

A re?ection device for bending an optical path may be 
disposed in the optical path extending from the light source 
to the modulating device. If an error is introduced in the 
mounting angle of the re?ection device, the illumination 
area may be offset from the image forming area of the 
modulating device. The mounting angle of the re?ection 
device is such that it is preferably adjustable relative to its 
incident optical axis. 

The projection-type display apparatus may be applied to 
a projection-type display apparatus for projecting a color 
image. More particularly, it may be applied to a projection 
type display apparatus including a color separating optical 
system for separating an output light from the superimpos 
ing device into color light beams, a plurality of modulating 
devices for modulating the color light beams separated by 
the color separating optical system, and a color synthesizing 
optical system for synthesizing the color light beams respec 
tively modulated by the plurality of modulating device. The 
synthesized modulated light beam from the color synthesiz 
ing optical system may be enlarged and projected through 
the projection device to the projection area. 

In the projection-type display apparatus for projecting a 
color image, a re?ection device may be disposed in an 
optical path betWeen the color separating optical system and 
at least one of the plurality of modulating devices. The 
illumination area may be offset depending on the mounting 
angle of the re?ection device. The re?ection device may be 
preferably adjustable in its mounting angle With respect to 
the incident optical axis. 

The re?ection device disposed closest to the modulating 
device remaining adjustable in its mounting angle is advan 
tageous from the standpoint of assembling the apparatus and 
position adjusting the illumination area relative to the modu 
lating device. 

If the modulating device is a re?ection type modulating 
device and the color separating optical system and the color 
synthesizing optical system are integrated into the same 
optical system, the optical path length is shortened to result 
in a compact-design projection-type display apparatus. 
A second proj ection-type display apparatus of the present 

invention may include a light source, a ?rst optical element 
for splitting a light beam from the light source into a 
plurality of intermediate light beams and a second optical 
element comprising a polarization conversion unit and a 
superimposing device for superimposing light beams output 
from the polarization conversion unit. The polarization 
conversion unit may be arranged in the vicinity of a position 
Where the intermediate light beams are converged to sepa 
rate each of the split intermediate light beams from the ?rst 
optical element into a p-polarized light beam and an 
s-polarized light beam. The polarization conversion unit 
may further align the polarization direction of one of the 
p-polarized light beam and the s-polarized light beam With 
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4 
the polarization direction of the other of the p-polarized light 
beam and the s-polarized light beam and output the resulting 
light beams. A modulating device may modulate the light 
beams emitted from the second optical element and a 
projection device may enlarge and project the modulated 
light beams from the modulating device to a projection area. 
The mounting position of the superimposing device may be 
adjustable. 
The polarization conversion unit may be additionally 

provided besides the arrangement according to the ?rst 
aspect, and thus, the second projection-type display appa 
ratus presents the advantage offered by the use of the 
polarization conversion unit in addition to the advantage 
presented by the ?rst projection-type display apparatus. 
More particularly, With the polarization conversion unit, 
polarizing light beams are e?iciently used Without Wasting 
both light beams to thereby result in a bright projected 
image. 
A re?ection device for bending an optical path may be 

disposed in the optical path extending from the light source 
to the modulating device. The second projection-type dis 
play apparatus may be used in a projection-type display 
apparatus for projecting a color image. The mounting angle 
of the re?ection device disposed closest to the modulating 
device may be adjustable and the modulating device may be 
a re?ection type modulating device. Thus, the same advan 
tages offered by the ?rst projection-type display apparatus 
are achieved. 

To make the mounting position of the superimposing 
device adjustable in the ?rst projection-type display 
apparatus, an adjusting mechanism may be provided. More 
particularly, a ?rst adjusting mechanism may be provided for 
adjusting the mounting position of the superimposing device 
in a ?rst direction that is orthogonal to an optical axis. A 
second adjusting mechanism may be provided for adjusting 
the mounting position of the superimposing device in a 
second direction that is orthogonal to both the optical axis 
and the ?rst direction. 
A base adjusting plate may be provided to realize such an 

adjusting mechanism. Further, a ?rst adjusting plate slidably 
movable in the ?rst direction relative to the base adjusting 
plate and a second adjusting plate slidably movable in the 
second direction relative to the ?rst adjusting plate may also 
be provided. With this mechanism, the mounting position of 
the superimposing device may be independently adjusted in 
individual directions (i.e., in the ?rst and second directions). 
The mounting position of the superimposing device may 

be difficult to adjust if the ?rst adjusting plate is offset in the 
second direction When the second adjusting plate is slid in 
the second direction or if the second adjusting plate is offset 
in the ?rst direction When the ?rst adjusting plate is slid in 
the ?rst direction. For this reason, the adjusting mechanism 
preferably includes a ?rst slip prevention mechanism for 
preventing the ?rst adjusting plate from slipping in the 
second direction and a second slip prevention mechanism 
for preventing the second adjusting plate from slipping in 
the ?rst direction. This solves some of the above problems 
and the mounting position of the superimposing device is 
easily and accurately adjusted. When the adjusting mecha 
nism including the ?rst and second adjusting plates is 
employed, the superimposing device may be ?xed to the 
second adjusting plate. 

In the second projection-type display apparatus an adjust 
ing mechanism may be provided to make the mounting 
position of the superimposing device adjustable. 

Other objects, advantages and salient features of the 
invention Will become apparent from the folloWing detailed 
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description taken in conjunction with the annexed drawings, 
which disclose preferred embodiments of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention will be described with reference to the 
following drawings in which like reference numerals refer to 
like elements and wherein: 

FIG. 1 is an external view of the projection-type display 
apparatus of the present invention. 

FIG. 2(A) is a general plan view showing the internal 
structure of the projection-type display apparatus, and FIG. 
2(B) is a sectional view of the apparatus; 

FIG. 3 is a plan view showing an optical unit and a 
projection lens unit; 

FIG. 4 is a general view of the optical system to be 
assembled in the optical unit; 

FIGS. 5(A)*(D) show the relationship between an illu 
mination area and a liquid-crystal light valve in an integrator 
optical system; 

FIGS. 6(A)*(C) show a lens mounting position adjusting 
mechanism; 

FIGS. 7(A) and 7(B) are explanatory views showing the 
projection-type areas of the integrator optical system by the 
re?ection surface of the re?ection device; 

FIGS. 8(A)*8(C) show the mechanism for ?ne-adjusting 
the mounting angle of the re?ection mirror, FIG. 8(A) is an 
explanatory view ofa holder plate, FIG. 8(B) is a plan view 
of the ?ne-adjustment mechanism, and FIG. 8(C) is a 
cross-sectional view of the ?ne-adjustment mechanism; 

FIG. 9 is a general plan view showing the optical system 
of another example of the projection-type display apparatus 
of the present invention; 

FIG. 10(A) is a perspective view showing a polarization 
separation unit array of FIG. 7 and FIG. 10(B) is an 
explanatory view showing the separation process of a polar 
ization light beam by the polarization separation unit array; 

FIG. 11 is a general plan view showing the optical system 
of another example of the projection-type display apparatus 
of the present invention; 

FIG. 12 is an explanatory view showing the operation of 
the re?ection-type liquid-crystal device of FIG. 9; 

FIG. 13 is a general view of the optical system of a typical 
projection-type display apparatus equipped with an integra 
tor optical system; and 

FIG. 14 is an explanatory view showing the relationship 
between an illumination area and an image forming area in 
a liquid-crystal light valve. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

FIG. 1 shows an external view of the projection-type 
display apparatus of one embodiment of the present inven 
tion. The projection-type display apparatus 1000 picks up 
red, blue and green color light beams from a light emitted 
from a light source and passes the light beams through an 
integrator optical system and a color separating optical 
system. The apparatus further guides each color light beam 
to a liquid-crystal light valve arranged correspondingly to a 
respective color, modulates it according to a color video 
signal, synthesizes the modulated light beams for the three 
colors through a color synthesizing optical system, and then 
enlarges and projects the synthesized color image onto a 
projection screen. 
As shown in FIG. 1, the projection-type display apparatus 

1000 has a rectangular parallelopiped outer casing 2. The 
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6 
outer casing 2 may include an upper case 3, a lower case 4 
and a front case 5 that forms the front of the apparatus. A 
projection lens unit 6 projects out of the center of the front 
case 5. 

FIGS. 2(A)*2(B) show the positional relationship of 
components inside the outer casing 2 of the projection-type 
display apparatus 1000. A power supply unit 7 is housed in 
the rear portion inside the outer casing 2. A light source lamp 
unit 8 is arranged in front of the power supply unit 7. An 
optical unit 9 is also arranged in front. The projection lens 
unit 6 is mounted with its base end portion positioned at the 
center front of the optical unit 9. 
An interface board 11 is disposed on one side of the 

optical unit 9 having an input/output interface circuit that 
extends from front to back in the casing. A video board 12 
having a video signal processing circuit extends in parallel 
with the interface board 11. A control board 13 for driving 
and controlling the apparatus is mounted above the light 
source lamp unit 8 and optical unit 9. Loudspeakers 14R, 
14L are respectively installed on the left-front and right 
front corners in the apparatus. 

A suction fan 15A for cooling is installed on the center of 
the top surface of the optical unit 9 and a circulating fan 15B 
for circulating cooling air is attached on the center of the 
underside of the optical unit 9. Furthermore, an exhaust fan 
16 is attached to the rear side of the light source lamp unit 
8 facing one side of the apparatus. An auxiliary cooling fan 
17 is disposed on one side of the power supply unit 7 close 
to the rear ends of the boards 11, 12 for sucking cooling air 
from the suction fan 15A into the power supply unit 7. 
A ?oppy disk drive unit (FDD) 18 is disposed on top of 

the power supply unit 7 on the left-hand side of the appa 
ratus. 

FIG. 3 shows the optical unit 9 and the projection lens unit 
6 dismounted from the casing. The optical unit 9 has optical 
elements (except a prism unit 910 constituting a color 
synthesizing device) interposed between upper and lower 
light guides 901, 902. The upper light guide 901 and lower 
light guide 902 are, respectively, secured to the upper case 
3 and lower case 4 using ?xing screws. The upper and lower 
light guides 901, 902 are also secured to sides of the prism 
unit 910 using ?xing screws. The prism unit 910 is secured 
to the inside of a diecast head plate 903 using ?xing screws. 
The base section of the projection lens unit 6 is bolted to the 
front side of the head plate 903. 

FIG. 4 shows an optical system assembled into the optical 
unit 9. The optical system of this embodiment includes a 
discharge lamp 81, an element constituting the light source 
lamp unit 8 and an integrator optical system 923 including 
a ?rst lens plate 921 and a second lens plate 922 as uniform 
illumination optical elements. The optical system further 
includes a color separating optical system 924 for separating 
a white light beam W emitted from the integrator optical 
system 923 into red, green and blue color light beams R, G, 
and B and three liquid-crystal light valves 925R, 925G, and 
925B for respectively modulating the color light beams. The 
prism unit 910 synthesizes modulated color light beams and 
the projection lens unit 6 enlarges and projects the synthe 
sized light beam to the surface of a screen 100. A light guide 
system 927 guides the blue color light bear B out of the color 
light beams separated by the color separating optical system 
924 to a liquid-crystal light valve 925B. 
Ahalogen lamp, a metal halide lamp or a xenon lamp may 

be used as the discharge lamp 81. The uniform illumination 
optical system 923 may be provided with a re?ection mirror 
931 that bends at a right angle the central optical axis 1a of 
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the output light from the integrator optical system 923 
toward the front of the apparatus. The ?rst and second lens 
plates 921, 922 are perpendicular to a superimposing lens 
930 With the mirror 931 located in betWeen. 

The output light from the discharge lamp 81 is re?ected 
in the form of parallel light beams by the re?ection surface 
821 of a re?ector 82 and is directed to the ?rst lens plate 921. 
Then the light beams as a secondary light source image are 
directed to the incidence surface of each lens constituting the 
second lens plate 922 and the secondary light source images 
are superimposed through the superimposing lens 930 on 
objects to be illuminated. More particularly, the image 
forming areas of the liquid-crystal light valves 925R, 925G 
and 925B are illuminated. 

The color separating optical system 924 may include a 
blue/green-re?ecting dichroic mirror 941, a green-re?ecting 
dichroic mirror 942, and a re?ecting mirror 943. The blue 
light beam B and the green light beam G contained in the 
White light beam W are ?rst re?ected at a right angle from 
the blue/green-re?ecting dichroic mirror 941 toWard the 
green-re?ecting mirror 942. 

The red light beam R passes through the blue/green 
re?ecting dichroic mirror 941 and is re?ected at a right angle 
from the re?ecting mirror 943 doWnstream thereof and is 
delivered toWard the prism unit 910 through the delivery 
section 944 for the red light beam. The green light beam G 
is re?ected from the mirror 941 and is re?ected at a right 
angle from the green-re?ecting mirror 942 and is delivered 
toWard the prism unit 910 through the delivery section 945 
for the green light beam. The blue light beam B passing 
through the mirror 942 is delivered toWard the light guide 
system 927 through the delivery section 946 for the blue 
light beam. In this embodiment, the distances from the 
delivery section of the White light beam of the integrator 
optical system 923 respectively to the delivery sections 944, 
945, and 946 in the color separating optical system 924 are 
set to be equal. 

Converging lenses 951, 952 are respectively arranged on 
the exit sides of the delivery sections 944, 945 for red and 
green light beams in the color separating optical system 924. 
These color light beams from the respective delivery sec 
tions are therefore made parallel through the converging 
lenses 951, 952. 

The red and green light beams R, G in their parallel form 
are respectively introduced into the liquid-crystal light 
valves 925R, 925G to be modulated. Image information is 
imparted to each color light beam. More particularly, these 
light valves are sWitching-controlled by the image informa 
tion by a driving device (not shoWn) and the color light 
beams passing therethrough are thus modulated. Any knoWn 
device may be used as the driving device. The blue light 
beam B on the other hand is guided to the liquid-crystal light 
valve 925B through the light guide system 927, Where it is 
equally modulated according to image information. The 
light valves in this embodiment may be the one that employs 
a polysilicon TFT as a sWitching element. 

The light guide system 927 may include a converging lens 
953, an input re?ecting mirror 971, an output re?ecting 
mirror 972, an intermediate lens 973 disposed betWeen the 
input re?ecting mirror 971 and the output re?ecting mirror 
972 and a converging lens 954 disposed in front of the 
liquid-crystal panel 925B. Among the lengths of the optical 
paths of the color light beams from the delivery section for 
the White light beam in the integrator optical system to the 
respective liquid-crystal light valves 925R, 925G and 925B, 
the length of the optical path of the blue light beam B is the 
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8 
longest and thus the blue light beam suffers a maximum loss. 
HoWever, by arranging the light guide system 927 the light 
loss that the blue light beam su?fers is restricted. 
The color light beams modulated through the respective 

liquid-crystal light valves 925R, 925G, and 925B are intro 
duced into the prism unit 910 to be synthesized. In this 
embodiment, a dichroic prism is used as the color synthe 
sizing optical system. A color image is enlarged and pro 
jected through the projection lens unit 6 to the screen 100 at 
a predetermined position. 

In this projection-type display apparatus 1, the illumina 
tion are of the liquid-crystal light valve 925 determined by 
the integrator optical system 923 is ?ne-adjusted vertically 
up or doWn and horizontally to the left or right relative to the 
image forming area of the liquid-crystal light valve shoWn in 
FIG. 5. 

FIG. 5(A) illustrates the relationship betWeen the illumi 
nation area of the liquid-crystal light valve 925 determined 
by the integrator optical system 923 and the image forming 
area A of the liquid-crystal light valve 925. In FIG. 5(A), the 
projection area of the screen 100 is typically rectangular and 
the image forming area A of the liquid-crystal light valve 
925 is accordingly rectangular. The illumination area B 
(represented by phantom lines) determined by the integrator 
optical system 923 is likeWise rectangular. 
The image forming area A of the liquid-crystal light valve 

925 is sized to be distinctly smaller than the illumination 
area B. In other Words, the display area A has a margin of a 
predetermined Width. With the margin the image forming 
area A is continuously included Within the illumination area 
B even if the illumination area B is offset in position because 
of the position errors of the ?rst and second lens plates 921, 
922 of the integrator optical system 923 and the superim 
posing lens 930. 
The superimposing lens 930 may be ?ne-adjusted verti 

cally and horizontally in a plane orthogonal to the optical 
axis 1a as shoWn by arroWs using position adjusting mecha 
nisms. For example, plate springs attached to the upper and 
loWer light guides 901, 902 and position adjusting screWs 
may be used as position adjusting mechanisms. 

FIGS. 6(A)*6(C) shoW an example of a mechanism for 
?ne-adjusting the mounting position of the superimposing 
lens 930 vertically and horizontally. FIG. 6(A) shoWs the 
mechanism for ?ne-adjusting the mounting position of the 
superimposing lens 930, vieWed from the upstream side 
along the optical path. FIG. 6(B) shoWs the mechanism 
vieWed from the side of the upper light guide 901 and FIG. 
6(C) shoWs the mechanism vieWed from its one side. A lens 
mounting position adjusting mechanism 700 is provided 
With a loWer base plate 710, Which in turn is bolted to the 
loWer light guide 902. A lens adjusting base plate (base 
adjusting plate) 720 is secured to the loWer base plate 710 
such that the lens adjusting base plate 720 is orthogonal to 
the optical path. The lens adjusting base plate 720 has a 
vertical Wall 721 and a horizontal ?ange 722 that horizon 
tally extends from the center of the top edge of the vertical 
Wall 721 toWard the upstream side along the optical path (+Z 
direction). The vertical Wall 721 supports a lens vertical 
adjusting plate (?rst adjusting plate) 730 in parallel there 
With. The lens vertical adjusting plate 730 has bottom 
?anges 731a, 731b extending from its bottom edge toWard 
an upstream side along the optical path and a top ?ange 732 
extending from its top edge toWard the upstream side along 
the optical path. The bottom ?anges 731a, 731b of the lens 
vertical adjusting plate 730 are supported by an alignment 
spring 735 at the loWer base plate 710 and the top ?ange 732 
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is pressed downward by an adjusting screw 736 attached to 
the top ?ange 722 of the lens adjusting base plate 720. By 
adjusting the screwed depth of the adjusting screw 736, the 
lens vertical adjusting plate 730 is shifted vertically upward 
or downward (:Y directions) relative to the lens adjusting 
base plate 720. 

The lens vertical adjusting plate 730 has a pair of slots 734 
in the Y direction and the lens adjusting base plate 720 has 
a pair of projections 724 that are respectively received in the 
slots 734 as a slip prevention mechanism that prevents the 
lens vertical adjusting plate 730 from shifting leftward and 
rightward (in 1X directions) when the mounting position of 
the superimposing lens 930 is adjusted vertically upward or 
downward (:Y directions) by using the adjusting screw 736. 

The lens vertical adjusting plate 730 supports a lens 
horizontal adjusting plate (second adjusting plate) 740 in 
parallel therewith. The lens vertical adjusting plate 730 has 
a pair of left-hand side and right-hand side ?anges 733a, 
733b extending toward the upstream side along the optical 
path while the lens horizontal adjusting plate 740 has side 
?anges 743a, 743b respectively extending in parallel with 
the side ?anges 733a, 733b. The side ?anges 743a of the lens 
horizontal adjusting plate 740 is urged by an alignment 
spring 745 supported by the side ?ange 733a toward the side 
?ange 743b while the side ?ange 743b is pressed by an 
adjusting screw 746 attached to the side ?ange 733b toward 
the side ?ange 743a. By adjusting the screwed depth of the 
adjusting screw 746, the lens horizontal adjusting plate 740 
is shifted horizontally to the left or to the right (in 1X 
directions) relative to the lens vertical adjusting plate 730. 

The lens horizontal adjusting plate 740 has a pair of slots 
747 in the X direction and the lens vertical adjusting plate 
730 has a pair of projections 737 that are respectively 
received in the slots 747 as a slip prevention mechanism that 
prevents the lens horizontal adjusting plate 740 from shifting 
vertically upward and downward (in :Y directions) when 
the mounting position of the superimposing lens 930 is 
adjusted to the left or to the right (in 1X directions) by using 
the adjusting screw 746. 

The superimposing lens 930 is attached to the lens hori 
zontal adjusting plate 740 such that it occupies the generally 
central portion of the lens horizontal adjusting plate 740. In 
this embodiment, the superimposing lens 930 is supported at 
part of its top portion by a bracket and at its bottom portion 
at two points by plate springs 752 ?xed by screws 751. Each 
of the three plates, which are components constituting the 
lens mounting position adjusting mechanism 700, namely, 
the lens adjusting base plate 720, lens vertical adjusting plate 
730 and lens horizontal adjusting plate 740 is provided with 
an opening for guiding the light from the superimposing lens 
930 to the color separating optical system. 

In the lens mounting position adjusting mechanism 700, 
the three plates (i.e., the lens adjusting base plate 720, lens 
vertical adjusting plate 730 and lens horizontal adjusting 
plate 740) are supported at four points, two on their top 
portion and two on their bottom portion, by U-shaped 
adjusting plate ?xing springs 755. For this reason, the 
mounting position of the superimposing lens 930 is adjusted 
vertically upward or downward, and horizontally to the left 
or to the right with the lens mounting position adjusting 
mechanism 700 remaining ?xed to the lower light guide 902. 
The lens adjusting base plate 720 and lens horizontal adjust 
ing plate 740 are respectively provided with adhesive wells 
728, 748 on their top portions. After the adjustment of the 
mounting position of the superimposing lens 930 is 
complete, an adhesive is introduced into these wells through 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
adhesive applying ports 904a, 904b (FIG. 3) formed in the 
upper light guide 901 to bond the three plates and thus 
prevent the superimposing lens 930 from olfsetting from its 
mounting position. 
The mounting position of the superimposing lens 930 is 

thus enabled to be ?ne-adjusted vertically upward or down 
ward and horizontally to the left or to the right and when the 
illumination area B is horizontally offset from the image 
forming area A of the liquid-crystal light valve 925 causing 
the image forming area A to be left partly unilluminated as 
shown in FIG. 5(B), the superimposing lens 930 is ?ne 
adjusted in its position by tightening or loosening the 
adjusting screw 764 to horizontally move the position of the 
illumination area until the image forming area A is correctly 
put in the illumination area B as shown in FIG. 5(C). When 
the illumination area B is offset from the image forming area 
of the liquid-crystal light valve 925 with the image forming 
area A left partly unilluminated, the superimposing lens 930 
is ?ne-adjusted in its mounting position vertically upward or 
downward by tightening or loosening the adjusting screw 
736 to put the image forming area A correctly into the 
illumination area B in the same manner. 

The ?ne-adjustment of the superimposing lens 930 in the 
horizontal direction (1X direction) may be automatically or 
manually performed by measuring luminance in the periph 
ery portion around the projected image formed by the 
liquid-crystal light valve 925G and projected onto the 
screen. More particularly, in the condition shown in FIG. 
5(B), the illumination area B is offset leftward, and illumi 
nance drops in the rightmost portion of the image forming 
area of the liquid-crystal light valve 925G. To correct the 
offset of the illumination area B, the superimposing lens 930 
may be shifted in its mounting position horizontally to the 
left or to the right (1X direction) until illuminances P1 and 
P2 on the left-hand side and right-hand side of the image 
forming area A become constant. Since this method sets a 
predetermined constant value beforehand, a di?iculty is 
presented when the light source is changed to the one with 
small light intensity. 

If the superimposing lens 930 is designed to shift hori 
zontally in its mounting position to the left or to the right 
until luminances P1 and P2 on the left-hand side and 
right-hand side of the image forming area A become equal, 
the setting of the predetermined constant value is not 
required. Thus, this method works even when the light 
source is changed to one with small light intensity. 
Furthermore, if the superimposing lens 930 is designed to 
horizontally shift in its mounting position to the left or to the 
right until the sum of luminances P1 and P2 on the left-hand 
side and right-hand side of the image forming area A is 
maximized, the predetermined setting of the constant value 
is not required either. Thus, this method also works even 
when the light source is changed to one with small light 
intensity. 

Instead of the method of measuring illuminance in the 
periphery portion of the image forming area A on the 
liquid-crystal light valve 925G, ?ne-adjustment of the super 
imposing lens 930 in the horizontal direction (1X direction) 
may be automatically or manually performed by measuring 
luminance in the periphery portion around the projected 
image on the screen 100 with the liquid-crystal light valve 
925G set to allow the illumination light to transmit there 
through to form the image on the screen 100. 

When the screen 100 is illuminated as shown in FIG. 
5(B), a projected image B' fails to appear on the leftmost 
portion of the area A' where the image would otherwise be 
























