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(57) ABSTRACT 

The modular conveyor system comprises N interconnected 
track sections, forming a continuous track, Wherein each 
track section features a plurality of individually controlled 
coils stretching along the length thereof. Plural pallets, each 
having thrust producing magnets, travel independently alone 
the track. The track also comprises multiple linear encoder 
readers spaced at ?xed positions therealong, and each pallet 
includes a linear encoder strip having a length R greater than 
the spacing E between the readers. Track section controllers 
associate the encoder strips With only one reader at any time 
in order to resolve the position of the pallets based on the 
?xed position of the readers and the relative positions of the 
strips in relation thereto. The section controllers also regu 
late and commutate the coils of the corresponding track 
sections in order to independently control each pallet. Com 
munication links interface adjacent section controllers situ 
ated in adjacent track sections. The electromagnetic struc 
ture and distributed control architecture of the conveyor 
system enable it to independently control multiple practical 
pallets yet be constructed out of modular track sections, With 
little practical restriction on the length of the conveyor 
system or the number of pallets controlled thereby. 

40 Claims, 16 Drawing Sheets 
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MODULAR CONVEYOR SYSTEM HAVING 
MULTIPLE MOVING ELEMENTS UNDER 

INDEPENDENT CONTROL 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

FIELD OF INVENTION 

The invention generally relates to conveyor systems, and 
more speci?cally to conveyor systems in the form of modu 
lar linear motors having multiple moving elements under 
independent control. 

BACKGROUND OF INVENTION 

There are a number of fundamental limitations with 
well-known conventional conveyor systems which employ a 
belt for transporting pallets between processing stations. 
First, the speed of the belt is typically quite limited. This is 
largely due to the fact that the pallets are typically stopped, 
e.g., in order to be processed at a processing station, by 
mechanical stop mechanisms. Thus, if the belt conveyor is 
operated at a high speed, the strong impact between a pallet 
and mechanical stop is likely to jar whatever parts the pallet 
may be carrying for processing. Second, it is generally not 
possible to vary the acceleration and velocity pro?les for 
individual pallets. For instance, if a ?rst pallet is empty and 
a second pallet is loaded with delicate parts, it is generally 
not possible to aggressively accelerate the ?rst pallet to a 
high speed while controlling the second pallet using more 
gentle acceleration and velocity pro?les. This limitation 
affects the latency and possibly the throughput of the manu 
facturing line. Third, belt conveyor is typically not 
bidirectional, which may result in a suboptimal design of the 
manufacturing line. Fourth, the belt conveyor typically 
provides limited ?exibility or programmability, such as 
being able to very quickly change the positions of process 
ing stations. Finally, the data acquisition capabilities pro 
vided by the belt conveyor are typically quite limited. For 
example, it is typically not possible to know where the 
pallets and their constituent loads are located along the 
conveyor at all times. Thus, for instance, it may be di?icult 
to know how many pallets are queued at a particular 
processing station. For these and other reasons, a conveyor 
system having multiple moving elements or pallets under 
substantially independent control may be desirable for vari 
ous types of applications. 

Conveyor systems having multiple pallets under substan 
tially independent control are known in the art, but suifer 
from a variety of limitations. For example, US. Pat. No. 
4,841,869 issued Jun. 27, 1989 to Takeuchi et al. discloses 
a conveyor system utilizing a linear induction motor, com 
prising a conveyor cart and a guide rail for movably sup 
porting the conveyor cart. The guide rail includes primary 
coils, and the conveyor cart includes a ?exible secondary 
conductor extending longitudinally of the cart so as to 
follow the guide rail. The primary coils comprise a station 
primary coil disposed at each loading and unloading station 
for stopping and starting the conveyor cart, two primary 
coils adjacent opposite ends of the station primary coil for 
decelerating the conveyor cart that is to be stopped at the stat 
ion by the station primary coil and for accelerating the 
conveyor cart having started from the station to a target 
running speed, and a plurality of intermediate accelerating 
primary coils disposed between two adjacent stations for 
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2 
accelerating the conveyor cart to maintain the latter at the 
target running speed. 
A major shortcoming with the Takeuchi et al. system is 

that the carts or pallets thereof cannot be positioned to stop 
at any point along the conveyor, but only where the linear 
motors thereof are disposed. This makes changing the loca 
tion of a station a troublesome endeavour. In addition, the 
system is not capable of pinpointing the location of a moving 
pallet at any time. In view of these limitations, the Takeuchi 
et al. system does not feature truly independent and total 
control of multiple moving elements. 
US. Pat. No. 5,023,495 issued Jun. 11, 1991 to Ohsaka et 

al. discloses a moving-magnet type linear d.c. brushless 
motor having plural moving elements disposed for motion 
along a track. The track includes a coreless stator armature 
having a plurality of contiguously arranged coils thereon. 
Each moving element includes a thrust-generating ?eld 
magnet having P contiguous magnetic poles of alternating N 
and S polarity (i.e. polypolar magnet) having one side facing 
the stator armature. Each moving element may also include 
a polypolar position-detecting magnet. The track includes a 
row of position/commutation sensors, each row of position/ 
commutation sensors being provided for detecting the mag 
netic poles of only the position-detecting magnet of a 
corresponding moving element. The position/commutation 
sensors are used in control circuitry for generating an 
electric current in the stator armature to move the moving 
elements in predetermined directions separately and inde 
pendently. 
The Ohsaka et al. system also has a number of 

shortcomings, particularly with respect to the modularity or 
scaling properties of the system. First, due to the fact that a 
separate track of position/commutation sensors is required 
for each moving element, the system can only accommodate 
a relatively small number of moving elements. Second, the 
length of the linear motor is limited by a servocontrol 
mechanism, described as a single microcomputer, which can 
only process and accommodate a limited number of the 
position/commutation sensors and associated electric cur 
rent generating control circuitry. Third, use of the magnetic 
position-detecting elements provides a relatively poor reso 
lution for measuring the position of the moving element. 
Fourth, the winding arrangement of the stator armature is 
essentially that of a linear stepper motor, which presents an 
uneven magnetic reluctance along the stator armature result 
ing in relatively noticeable cogging effects and a jerky thrust 
production. Finally, the, coreless design of the stator arma 
ture also results in a relatively low average thrust production 
which may not be suitable for typical conveyor system 
applications. 

SUMMARY OF INVENTION 

The invention seeks to avoid many of the limitations of 
the prior art in order to provide a conveyor system having 
multiple moving elements under independent control, and 
particularly such a conveyor system which can be con 
structed out of discrete, self-contained, modular track 
sections, with little practical restriction on the length of the 
conveyor system or the number of pallets controlled thereby. 
One aspect of the invention relates to apparatus for 

detecting the positions of plural moving elements, such as 
pallets, relative to a stationary element, such as a track. This 
apparatus comprises a plurality of linear encoder readers 
spaced at ?xed positions along the stationary element. A 
device, such as a re?ective optical or magnetic strip, read 
able by the linear encoder readers is mounted on each 
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moving element, With each readable device having a length 
Which is greater than the spacing betWeen any given pair of 
adjacent linear encoder readers. Guide means align the 
readable devices in order to interact With the linear encoder 
readers. Plural processing means, such as a digital signal 
processor connected to each linear encoder reader, associ 
ates any given readable device With only one linear encoder 
reader at any time and resolves the position of the corre 
sponding moving element based on the ?xed position of the 
associated linear encoder reader and a relative position of 
the given readable device in relation to the associated linear 
encoder reader. 

Another aspect of the invention relates to a moving 
magnet type linear motor, comprising a plurality of moving 
elements traveling along a track, and a stator armature 
provided substantially along the entire traveling track of 
moving elements. Each moving element travels separately 
and independently and comprises n permanent magnets 
disposed face to face With the stator armature, the magnets 
being arranged in alternating North and South sequence and 
having a pole pitch P. The stator armature comprises a 
plurality of individual coils arranged in a substantially 
contiguous sequence of individual polyphase-like sets, each 
set comprising p overlapping coils having centers thereof 
spaced apart by a distance P/p, Where p>=2. A servocontrol 
system is provided for regulating and commutating the coils 
so as to produce a separate moving MMF for each moving 
element in order to independently control each moving 
element. 
A further aspect of the invention relates to a modular 

linear motor, comprising: 
n interconnected track sections, forming a continuous 

track, Wherein each track section comprises a stator armature 
having a plurality of individually controllable coils disposed 
substantially along the entire length of the track section; 

a plurality of moving elements traveling separately and 
independently along the continuous track, each moving 
element having at least tWo thrust producing magnets 
arranged in alternating North and South sequence and dis 
posed face to face With the stator armatures of the track 
sections; 
n track section controllers, one per track section, for 

regulating and commutating the coils of the corresponding 
stator armature in order to produce a separate moving MMF 
for each moving element located in the corresponding track 
section and independently control each moving element 
located therein; and 

communication means for interfacing the section control 
lers of adjacent track sections, Wherein a given section 
controller is operative to utiliZe the communication means in 
order to transfer a servo responsibility for resolving the 
position of a given moving element to an adjacent section 
controller When the given moving element straddles the 
corresponding track sections, and Wherein each of the given 
and adjacent section controller pair provides at least one coil 
regulating signal to the other of said pair in the event any 
portion of the magnets of the given moving element spans 
any portion of at least one coil situated in the track section 
corresponding to the other of said pair, provided that the 
responsibility for resolving the position of the given moving 
element has not yet been transferred to the other of said pair. 
A still further aspect of the invention relates to a modular 

conveyor system, comprising: 
n interconnected track sections, forming a continuous 

track, Wherein each track section comprises a stator armature 
having a plurality of individually controllable coils disposed 
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4 
substantially along the entire length of the track section, and 
Wherein each track section comprises a plurality of linear 
encoder readers spaced at ?xed positions therealong; 

a plurality of moving elements traveling separately and 
independently along the continuous track, each moving 
element having a plurality of thrust producing magnets 
arranged in alternating North and South sequence and dis 
posed face to face With the stator armatures of the track 
sections, each moving element including a linear encoder 
strip having a length greater than the spacing betWeen any 
given pair of adjacent linear encoder readers, the length of 
each moving element being siZed to prevent linear encoder 
strips from adjacent moving elements to interact With the 
same linear encoder readers; 

n track section controllers, one per track section, each 
section controller providing (a) position-detection process 
ing means for associating any given linear encoder strip of 
any moving element located in the corresponding track 
section With only one linear encoder reader located therein 
at any time and for resolving the position of such moving 
element based on the ?xed position of the associated linear 
encoder reader and a relative position of the given linear 
encoder strip in relation to the associated linear encoder 
reader, and (b) servo means, connected to the position 
detection processing means, for regulating and commutating 
the coils of the corresponding stator armature in order to 
produce a separate moving MMF for each moving element 
located in the corresponding track section to thereby inde 
pendently control each such moving element; and 

communication means for interfacing the section control 
lers of adjacent track sections, Wherein a given section 
controller is operative to utiliZe the communication means in 
order to transfer a responsibility of resolving the position of 
a given moving element to an adjacent section controller 
When the given moving element straddles the corresponding 
track sections, and Wherein each of the given and adjacent 
section controller pair provides at least one coil regulating 
signal to the other of said pair in the event any portion of the 
magnets of the given moving element spans any portion of 
at least one coil situated in the track section corresponding 
to the other of said pair, provided that the responsibility for 
resolving the position of the given moving element has not 
yet been transferred to the other of said pair. 

In the preferred embodiment of the conveyor system, the 
magnets of each moving elements have a pole pitch P; the 
electrical pole pitch of each of the coils is P; and the coils 
of each track section stator armature are arranged in a 
substantially contiguous sequence of individual polyphase 
like sets, each set comprising p overlapping coils having 
centers thereof spaced apart by a distance P/p, Where p>=2, 
and Where coils associated With one track section do not 
overlap onto an adjacent track section. This enables the track 
sections to be self contained and modular in nature. 

In the preferred embodiment of the conveyor system, the 
transfer of the responsibility for resolving the position of a 
given moving element to an adjacent section controller When 
the given moving element straddles the corresponding track 
sections occurs When an aforesaid linear encoder strip is 
associated With a ?rst linear encoder reader and simulta 
neously begins to interact With a second, adjacent linear 
encoder in a second, adjacent track section. The position 
detection processing means of each section controller, in 
combination With the transfer betWeen section controllers of 
the responsibility for detecting the position of moving 
elements Which cross track sections, enables multiple ele 
ments to be tracked along the entirety of the track Without 
























