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internal combustion engine is characterized in that the 
internal combustion engine is further provided With a nega 
tive pressure mechanism that operates using intake pipe 
negative pressure generated in an intake passage of the 
internal combustion engine, a throttle valve for adjusting the 
How rate of intake air ?owing through the intake passage, 
and negative pressure generating device that controls at least 
one of the variable valve train and the throttle valve to 
generate the intake pipe negative pressure, When the intake 
pipe negative pressure for operation of the negative pressure 
mechanism is insuf?cient. 
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INTERNAL COMBUSTION ENGINE HAVING 
A VARIABLE VALVE TRAIN 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

The disclosure of Japanese Patent Application Nos. HEI 
11-334526 ?led on Nov. 25, 1999, 2000-89771 ?led on Mar. 
28, 2000 and 2000-316425 ?led on Oct. 17, 2000, including 
the speci?cations, drawings, and abstracts are incorporated 
herein by reference in their entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention relates to an internal combustion engine 

equipped With a variable valve train capable of arbitrarily 
altering the opening and closing timing and/or the opening 
amount of at least one of an intake valve and exhaust valve. 
In particular, the invention relates to a technology for 
favorably generating intake pipe negative pressure in an 
intake passage in an internal combustion engine. 

2. Description of the Related Art 
Recent years have seen the development of internal 

combustion engines equipped With a variable valve train 
capable of altering the opening and closing timing and/ or the 
opening amount of at least one of an intake valve and 
exhaust valve in an internal combustion engine mounted in 
a vehicle or the like for the purpose of improvement in brake 
thermal e?iciency, improvement in exhaust emission, reduc 
tion in speci?c fuel consumption, or the like. 
An internal combustion engine provided With an intake 

and exhaust valve driven to open and close electromagnetic 
force, i.e. What is knoWn as an electromagnetic valve train, 
is knoWn as an example of a variable valve train. In an 
internal combustion engine provided With this type of elec 
tromagnetic valve train, because there is no need to drive the 
intake and exhaust valve to open and close using the rotation 
force of the engine output shaft, mechanical loss originating 
in the drive of the intake and exhaust valve is prevented. 
Moreover, in the internal combustion engine provided With 
the electromagnetic valve train, it is possible to arbitrarily 
alter the valve opening time and the opening and closing 
timing of the intake and exhaust valve, so that pump loss of 
the internal combustion engine caused by a throttle valve 
can be suppressed. 

However, in a non-throttle operation-controlled internal 
combustion engine, because almost no pump loss of the 
internal combustion engine is generated, there is no negative 
pressure in the combustion chamber of the internal combus 
tion engine during deceleration of the vehicle. As a result, 
the problem arises that the engine braking effect is dimin 
ished. 

In response to this, control methods for internal combus 
tion engines, such as that described in JP Laid-Open No. 
HEI 10-331671, have been proposed. The control method 
for an internal combustion engine described in the above 
publication aims at increasing the engine braking effect in an 
internal combustion engine provided With electromagnetic 
intake and exhaust valves and non-throttle operation 
controlled With these electromagnetic valves. In this control 
method, the electromagnetic valves are controlled to 
increase the pump loss of the internal combustion engine. 
Thus, negative pressure is generated Within the cylinders of 
the internal combustion engine, thereby increasing the 
engine brake effect. 
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2 
SUMMARY OF THE INVENTION 

An object of the invention is to provide, in an internal 
combustion engine provided With a variable valve train 
capable of arbitrarily altering the opening and closing timing 
and/or the amount of opening of at least one of an intake 
valve and an exhaust valve and a negative pressure mecha 
nism for operating using intake pipe negative pressure 
generated in an intake passage of the internal combustion 
engine, a technology capable of ensuring negative pressure 
according to the operation of the negative pressure mecha 
nism. 
The internal combustion engine having a variable valve 

train according to the ?rst aspect of the invention includes: 
a variable valve train capable of adjusting opening and 
closing timings and/or opening amounts of at least one of an 
intake valve and an exhaust valve of an internal combustion 
engine; a negative pressure mechanism that operates using 
intake pipe negative pressure generated in an intake passage 
of the internal combustion engine; and negative pressure 
supply device that supplies negative pressure to the negative 
pressure mechanism When a predetermined condition is 
satis?ed. 

In the thus structured internal combustion engine, the 
negative pressure supply device supplies negative pressure 
to the negative pressure mechanism When a predetermined 
condition is satis?ed. In this case, the desired negative 
pressure is supplied to the negative pressure mechanism 
With no need of altering the mode of operation of the 
variable valve train. Namely, the desired negative pressure is 
supplied to the negative pressure mechanism Without there 
being any effect on the operating state of the internal 
combustion engine. 
A vacuum pump can be taken as an example of the 

negative pressure supply device according to the invention. 
The predetermined condition according to the invention 

can be exempli?ed as folloWs: the intake pipe negative 
pressure for operation of the negative pressure mechanism is 
insu?icient; or a predetermined time period has passed since 
the negative pressure supply device ?nally supplied the 
negative pressure to the negative pressure mechanism. The 
above-mentioned predetermined time period may be a value 
determined using time as a parameter, or may be a value 
determined using a running distance of a vehicle provided 
With the internal combustion engine as a parameter. 

Examples of the variable valve train according to the 
invention include: an electromagnetic valve train for driving 
the intake valve and/ or the exhaust valve using the electro 
magnetic force; a hydraulic valve train for driving the intake 
valve and/or the exhaust valve using hydraulic pressure; and 
a mechanical variable valve train for, in an internal com 
bustion engine provided With a camshaft that drives the 
intake valve and/ or the exhaust valve to open and close using 
the rotation force of a crankshaft, altering the rotation phase 
of the camshaft relative to the crankshaft. 
The internal combustion engine having a variable valve 

train according to the second aspect of the invention 
includes: a variable valve train capable of adjusting opening 
and closing timings and/or opening amounts of at least one 
of an intake valve and an exhaust valve of an internal 
combustion engine; a negative pressure mechanism that 
operates using intake pipe negative pressure generated in an 
intake passage of the internal combustion engine; a throttle 
valve for adjusting a How rate of intake air ?oWing through 
the intake passage; and negative pressure generating device 
that generates intake pipe negative pressure by controlling 
the variable valve train and the throttle valve When a 
predetermined condition is satis?ed. 
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In the thus structured internal combustion engine, When 
the predetermined condition is satis?ed, the negative pres 
sure generating device generates intake pipe negative pres 
sure using the variable valve train and the throttle valve in 
combination. At this time, the negative pressure generating 
device may also, for example, control the variable valve 
train such that the internal combustion engine pump effi 
ciency is increased, and close the throttle valve by a prede 
termined opening amount. 

In this case, because intake pipe negative pressure is 
generated using the variable valve train and the throttle 
valve in combination, it is easier to control the operating 
state of the internal combustion engine compared to When 
intake pipe negative pressure is generated using solely the 
variable valve train, and it is also easy to control the torque 
of the internal combustion engine. 

The predetermined condition according to the invention 
can be exempli?ed as folloWs: the intake pipe negative 
pressure for operation of the negative pressure mechanism is 
insuf?cient; a predetermined time period has passed since 
the negative pressure supply device ?nally supplied the 
negative pressure to the negative pressure mechanism; or a 
vehicle provided With the internal combustion engine is 
traveling in a deceleration state. 

Examples of the variable valve train according to the 
invention include: an electromagnetic valve train for driving 
the intake valve and/or the exhaust valve using the electro 
magnetic force; and a mechanical variable valve train for, in 
an internal combustion engine provided With a camshaft that 
drives the intake valve and/ or the exhaust valve to open and 
close using the rotation force of a crankshaft, altering the 
rotation phase of the camshaft relative to the crankshaft. 

Moreover, When intake pipe negative pressure needs to be 
generated, it is also possible for the negative pressure 
generating device according to the invention to control the 
variable valve train and the throttle valve such that no 
variation is generated in the torque of the internal combus 
tion engine. 

Further, When intake pipe negative pressure needs to be 
generated, it is also possible for the negative pressure 
generating device according to the invention to control the 
variable valve train and the throttle valve such that the 
torque required by the internal combustion engine and the 
actual torque of the internal combustion engine match. At 
this time, it is preferable if the required torque is decided 
With the number of revolutions of the internal combustion 
engine and the accelerator opening angle as parameters. 
An internal combustion engine having a variable valve 

train according to the third aspect of the invention includes: 
a variable valve train capable of adjusting an opening and 
closing timing and/or opening amount of at least one of an 
intake valve and an exhaust valve of the internal combustion 
engine; a negative pressure mechanism that operates using 
an intake pipe negative pressure generated in an intake 
passage of the internal combustion engine; a throttle valve 
for adjusting a How rate of intake air ?oWing through the 
intake passage; and throttle valve controller that closes the 
throttle valve by a predetermined amount When a predeter 
mined condition is satis?ed. 

In the thus structured intemal combustion engine having 
the variable valve train, the throttle valve controller that 
closes the throttle valve by the predetermined amount When 
the predetermined condition is satis?ed. In this case, the 
intake pipe negative pressure is generated in the intake 
passage doWnstream of the throttle valve. As a result, the 
intake pipe negative pressure for operation of the negative 
pressure mechanism is secured. 
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4 
The predetermined condition according to the invention 

can be exempli?ed as folloWs: the intake pipe negative 
pressure for operation of the negative pressure mechanism is 
insu?icient; a predetermined time period has passed since 
the negative pressure supply device ?nally supplied the 
negative pressure to the negative pressure mechanism; or a 
vehicle provided With the internal combustion engine is 
traveling in a deceleration state. 
An internal combustion engine having a variable valve 

train according to the fourth aspect of the invention includes: 
a variable valve train capable of adjusting an opening and 
closing timing and/or opening amount of at least one of an 
intake valve and an exhaust valve of the internal combustion 
engine; a negative pressure mechanism that operates using 
an intake pipe negative pressure generated in an intake 
passage of the internal combustion engine; a throttle valve 
for adjusting a How rate of intake air ?oWing through the 
intake passage; throttle valve controller that closes the 
throttle valve by a predetermined amount When a predeter 
mined condition is satis?ed; and valve train controller that, 
in a case Where the throttle valve control means closes the 
throttle valve by the predetermined amount, controls the 
variable valve train so as to alter the opening and closing 
timing and/or opening amount of at least one of the intake 
valve and the exhaust valve With respect to a case Where the 
throttle valve controller does not close the throttle valve by 
the predetermined amount. 
At this time, the valve train controller may control the 

variable valve train such that required torque for the internal 
combustion engine matches actual torque thereof, or may 
control the variable valve train so as to suppress torque 
variation of the internal combustion engine. Note that the 
required torque may be determined by using a number of 
revolutions of the internal combustion engine and an accel 
erator opening amount as parameters. 
An internal combustion engine having a variable valve 

train according to the ?fth aspect of the invention includes: 
a variable valve train capable of adjusting an opening and 
closing timing and/or opening amount of at least one of an 
intake valve and an exhaust valve of the internal combustion 
engine; a negative pressure mechanism that operates using 
an intake pipe negative pressure generated in an intake 
passage of the internal combustion engine; a throttle valve 
for adjusting a How rate of intake air ?oWing through the 
intake passage; intake air amount controller that controls the 
variable valve train to adjust an intake air amount of the 
internal combustion engine While retaining the throttle valve 
at a predetermined opening amount, When an operating state 
of the internal combustion engine is in a predetermined 
operating region; and throttle valve controller that closes the 
throttle valve by a predetermined amount from the prede 
termined opening amount When a predetermined condition is 
satis?ed While the intake air amount controller is controlling 
the intake air amount of the internal combustion engine. 

In the thus structured internal combustion engine having 
the variable valve train, so-called non-throttle operation 
control is conducted When the operating state of the internal 
combustion engine is in the predetermined operating region. 
More speci?cally, When the operating state of the internal 
combustion engine is in the predetermined operating region 
(e.g., in a loW/medium load operating region), the intake air 
amount controller controls the variable valve train to adjust 
the intake air amount of the internal combustion engine 
While retaining the throttle valve at the predetermined open 
ing amount (e.g., at a substantially fully open position). 

If the predetermined condition is satis?ed While the 
operating state of the internal combustion engine is in the 
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predetermined operating region, in other Words, While the 
intake air amount controller is conducting the non-throttle 
operation control, the throttle valve controller closes the 
throttle valve by the predetermined amount from the prede 
termined opening amount. In this case, the intake pipe 
negative pressure is generated in the intake passage doWn 
stream of the throttle valve, so that the negative pressure can 
operate using the intake pipe negative pressure. 
An internal combustion engine having a variable valve 

train according to the sixth aspect of the invention includes: 
a variable valve train capable of adjusting an opening and 
closing timing and/or opening amount of at least one of an 
intake valve and an exhaust valve of an internal combustion 
engine; a negative pressure mechanism that operates using 
an intake pipe negative pressure generated in an intake 
passage of the internal combustion engine; a throttle valve 
for adjusting a ?oW rate of intake air ?oWing through the 
intake passage; intake air amount controller that controls the 
variable valve train to adjust an intake air amount of the 
internal combustion engine While retaining the throttle valve 
at a predetermined opening amount, When an operating state 
of the internal combustion engine is in a predetermined 
operating region; an evaporation fuel re?ux mechanism for 
re?uxing evaporation fuel generated in a fuel tank of the 
internal combustion engine into the intake passage; and 
throttle valve controller that closes the throttle valve by a 
predetermined amount from the predetermined opening 
amount When the evaporation fuel re?ux mechanism needs 
to be operated While the intake air amount controller is 
controlling the intake air amount of the internal combustion 
engine. 

The thus structured internal combustion engine having the 
variable valve train may further include valve train control 
ler that controls the variable valve train such that the intake 
air amount of the internal combustion engine does not 
change, When the throttle valve controller closes the throttle 
valve by the predetermined amount in order to operate the 
evaporation fuel re?ux mechanism. In this case, the intake 
pipe negative pressure for operation of the evaporation fuel 
re?ux mechanism can be secured Without changing the 
intake air amount of the internal combustion engine. 

Examples of the variable valve train according to the 
invention include: an electromagnetic valve train for driving 
the intake valve and/or the exhaust valve to open and close 
using the electromagnetic force; a hydraulic valve train for 
driving the intake valve and/ or the exhaust valve to open and 
close using hydraulic pressure; a mechanical variable valve 
train for altering the rotation phase of a camshaft that drives 
the intake valve and/or the exhaust valve to open and close 
using the rotation force of a crankshaft; and an appropriate 
combination of the above-mentioned valve trains. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a diagram shoWing the schematic structure of an 
internal combustion engine having a variable valve train 
according to the ?rst embodiment. 

FIG. 2 is a diagram shoWing the structure of an electro 
magnetic drive mechanism on the intake side. 

FIG. 3 is a block diagram shoWing the internal structure 
of an ECU according to the ?rst embodiment. 

FIG. 4 is a ?oW chart shoWing a brake booster negative 
pressure control routine according to the ?rst embodiment. 

FIG. 5 is a diagram shoWing the schematic structure of an 
internal combustion engine having a variable valve train 
according to the second embodiment. 

FIG. 6 is a block diagram shoWing the internal structure 
of an ECU according to the second embodiment. 
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6 
FIG. 7 is a ?oW chart shoWing a brake booster negative 

pressure control routine according to the second embodi 
ment. 

FIG. 8 is a ?oW chart shoWing a brake booster negative 
pressure control routine according to the third embodiment. 

FIG. 9 is a diagram shoWing the schematic structure of an 
internal combustion engine having a variable valve train 
according to the fourth embodiment. 

FIG. 10 is a diagram shoWing the internal structure of an 
electromagnetic drive mechanism on the intake side accord 
ing to the fourth embodiment. 

FIG. 11 is a block diagram shoWing the internal structure 
of an ECU according to the fourth embodiment. 

FIG. 12 is a ?oW chart shoWing a purge control routine 
according to the fourth embodiment. 

FIG. 13 is a diagram shoWing a modi?cation of a portion 
in the vicinity of an intake port in an internal combustion 
engine. 

FIG. 14 is a diagram shoWing a modi?cation of a purge 
passage. 

FIG. 15 is a diagram shoWing a modi?cation of a purge 
passage. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Speci?c operating aspects of the internal combustion 
engine having a variable valve train according to the inven 
tion Will noW be described referring to the draWings. 
<First Embodiment> 

Firstly, the ?rst embodiment of the internal combustion 
engine having a variable valve train according to the inven 
tion Will be described referring to FIGS. 1 to 4. Here, an 
electromagnetic drive mechanism for driving an intake and 
exhaust valve to open and close using electromagnetic force 
Will be described as an example of the variable valve train 
according to the invention. Also, a brake booster of a vehicle 
braking device Will be described as an example of a negative 
pressure mechanism according to the invention. 

FIG. 1 is a diagram shoWing the schematic structure of an 
internal combustion engine and an intake and exhaust sys 
tem thereof according to the present embodiment. The 
internal combustion engine 1 shoWn in FIG. 1 is a Water 
cooled four-stroke cycle gasoline engine provided With four 
cylinders 21. 
The internal combustion engine 1 is provided With a 

cylinder block 1b in Which a plurality of the cylinders 21 and 
a cooling Water passage 1c are formed, and a cylinder head 
1a ?xed to the top of the cylinder block 1b. 
A crankshaft 23 as an engine output shaft is supported so 

as to be freely rotatable by the cylinder block 1b. This 
crankshaft 23 is linked to pistons 22 loaded inside each 
cylinder 21 so as to be able to slide freely therein. 

Combustion chambers 24 are de?ned above the pistons 22 
of the respective cylinders 21 by the top surface of the piston 
22 and the side Walls of the cylinder head 1a. Spark plugs 25 
are attached to the cylinder head 1a so as to face the 
combustion chambers 24 of the respective cylinders 21. An 
ignitor 25a for applying a drive current to the spark plugs 25 
is connected to the spark plugs 25. 
TWo open ends of intake ports 26 and tWo open ends of 

exhaust ports 27 are formed in the cylinder head 1a at 
positions facing the combustion chamber 24 of each cylinder 
21. Intake valves 28 for opening and closing the respective 
open ends of the intake ports 26 and exhaust valves 29 for 
opening and closing the respective open ends of the exhaust 
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ports 27 are provided in the cylinder head 1a so as to be able 
to advance and retract freely. 

The cylinder head 1a is provided With the same number of 
electromagnetic drive mechanisms 30 as that of intake 
valves 28 for advancing and retracting the respective intake 
valves 28 by using electromagnetic force generated in 
response to application of exciting current (hereinafter 
referred to as intake side electromagnetic drive mechanisms 
30). A drive circuit 30a for applying exciting current to the 
intake side electromagnetic drive mechanisms 30 
(hereinafter referred to as intake side drive circuit 30a) is 
electrically connected to each intake side electromagnetic 
drive mechanism 30. 

The cylinder head 1a is provided With the same number of 
electromagnetic drive mechanisms 31 as that of exhaust 
valves 29 for advancing and retracting the respective 
exhaust valves 29 by using electromagnetic force generated 
in response to application of exciting current (hereinafter 
referred to as exhaust side electromagnetic drive mecha 
nisms 31). A drive circuit 31a for applying exciting current 
to the exhaust side electromagnetic drive mechanisms 31 
(hereinafter referred to as exhaust side drive circuit 31a) is 
electrically connected to each exhaust side electromagnetic 
drive mechanism 31. 

The above-mentioned intake side electromagnetic drive 
mechanisms 30, intake side drive circuit 30a, exhaust side 
electromagnetic drive mechanisms 31 and exhaust side drive 
circuit 31a correspond to one embodiment of the variable 
valve train according to the invention. 

Here, the speci?c structure of the intake side electromag 
netic drive mechanism 30 and the exhaust side electromag 
netic drive mechanism 31 Will be described. Note that, 
because the intake side electromagnetic drive mechanism 30 
and the exhaust side electromagnetic drive mechanism 31 
have the same structure, only the intake side electromagnetic 
drive mechanism 30 Will be described in the example. 

FIG. 2 is a cross sectional vieW shoWing the structure of 
the intake side electromagnetic drive mechanism 30. 
As is shoWn in FIG. 2, the intake side electromagnetic 

drive mechanism 30 is provided With an enclosure 300 
formed from a cylindrical non-magnetic body. A ?rst core 
301 and a second core 302, each formed from a ring shaped 
soft magnetic body having an outer diameter substantially 
the same siZe as the inner diameter of the enclosure 300, are 
placed in series at a predetermined distance in the enclosure 
300. 

A?rst electromagnetic coil 308 is held at a position facing 
the predetermined gap in the ?rst core 301. A second 
electromagnetic coil 309 is held at a position facing ?rst 
electromagnetic coil 308 in the second core 302. The ?rst 
and second electromagnetic coils 308, 309 are electrically 
connected to the intake side drive circuit 30a. 
An armature 311, composed of a circular plate-shaped 

soft magnetic body having an outer diameter substantially 
the same siZe as the inner diameter of the enclosure 300, is 
provided in the predetermined gap. The armature 311 is 
supported by an upper spring 314 held in a holloW portion 
of the ?rst core 301 and by a loWer spring 316 held in a 
holloW portion of the second core 302 so as to be able to 
advance and retract freely in an axial direction. 

Note that the urging force of the upper spring 314 and the 
loWer spring 316 is set so as to be balanced When the 
armature 311 is in a position in the center betWeen the ?rst 
core 301 and the second core 302 in the predetermined gap. 

The intake valve 28 is formed from a valve body 28a, 
Which opens and closes the intake port 26 by being seated in 
or separated from a valve seat 12 provided at the open end 
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8 
of the intake port 26 in the combustion chamber 24, and a 
valve shaft 28b shaped like a column having the distal end 
portion thereof ?xed to the valve body 28a. 
The valve shaft 28b is supported by a cylindrical valve 

guide 13 provided in the cylinder head 1a so as to be able to 
freely advance and retract. The base end portion of the valve 
shaft 28b extends into the enclosure 300 of the intake side 
electromagnetic drive mechanism 30, and is ?xed to the 
armature 311 via the holloW portion of the second core 302. 

Note that the axial length of the valve shaft 28b is set such 
that, When the armature 311 is held in a position midWay 
betWeen the ?rst core 301 and the second core 302 in the 
predetermined gap, namely, When the armature 311 is in a 
neutral state, the valve body 28a is held in a position midWay 
betWeen the fully open displacement end and the fully 
closed displacement end (hereinafter referred to as the 
mid-open position). 

In the intake side electromagnetic drive mechanism 30 
constructed in this Way, When no exciting current is being 
applied from the intake side drive circuit 30a to the ?rst 
electromagnetic coil 308 and the second magnetic coil 309, 
the armature 311 is placed in a neutral state and, 
consequently, the valve body 28a is held in the mid-open 
position. 

In the intake side electromagnetic drive mechanism 30, if 
an exciting current is applied from the intake side drive 
circuit 30a to the ?rst electromagnetic coil 308, electromag 
netic force is generated betWeen the ?rst core 301, ?rst 
electromagnetic coil 308 and armature 311 so as to displace 
the armature 311 toWard the ?rst core 301. If an exciting 
current is applied from the intake side drive circuit 30a to the 
second electromagnetic coil 309, electromagnetic force is 
generated betWeen the second core 302, second electromag 
netic coil 309 and armature 311 so as to displace the 
armature 311 toWard the second core 302. 
As a result, by applying exciting current from the intake 

side drive circuit 30a alternately to the ?rst electromagnetic 
coil 308 and second electromagnetic coil 309 in the intake 
side electromagnetic drive mechanism 30, the armature 311 
is advanced and retracted, and thus the valve shaft 28b is 
driven to advance and retract as Well as the valve body 28a 
is simultaneously driven to open and close. 
At this time, the valve opening amount and the opening 

and closing timing of the intake valve 28 can be controlled 
by altering the magnitude and application timing of the 
exciting current to the ?rst electromagnetic coil 308 and 
second electromagnetic coil 309. 

Returning noW to FIG. 1, an intake branch pipe 33 formed 
from four branch pipes is connected to the cylinder head 1a 
of the internal combustion engine 1, and each branch pipe of 
the intake branch pipe 33 communicates With the intake port 
26 of the respective cylinder. Fuel injection valves 32 are 
attached to the cylinder head 1a at positions near the joint 
portion With the intake branch pipe 33 such that the noZZles 
thereof face the respective intake ports 26. 
The intake branch pipe 33 is connected to a surge tank 34 

for suppressing intake surges. An intake pipe 35 is connected 
to the surge tank 34. The intake pipe 35 is connected to an 
air cleaner box 36 for removing dust and impurities from the 
air intake. 
An air?oW meter 44 for outputting electric signals corre 

sponding to the mass of the air ?oWing through the intake 
pipe 35 (i.e. the mass of the air that is taken in) is attached 
to the intake pipe 35. A throttle valve 39 for adjusting the 
How amount of the intake ?oWing through the intake pipe 35 
is provided at a position doWnstream of the air?oW meter 44 
in the intake pipe 35. 






























