
(19) United States 
(12) Reissued Patent (10) Patent Number: 

USO0RE40180E 

US RE40,180 E 
Kim (45) Date of Reissued Patent: *Mar. 25, 2008 

(54) METHOD OF FILTERING AN IMAGE BASED 5,878,166 A 3/1999 Legall 
()N COMPARISONS 5,940,536 A * 8/1999 Wake et a1. .............. .. 382/260 

6,041,145 A * 3/2000 Hayashi et a1. ........... .. 382/268 

. - - 6,058,210 A 5/2000 de QueiroZ et a1. (75) Inventor. Jae MlIl Kim, Seoul (KR) 6 108 455 A 80000 M 
a a ancuso 

(73) Assignee: LG Electronics Inc., Seoul (KR) 5:13:15? et a1‘ 
- . . . . . 6:226:050 B1 * 5/2001 Lee .......................... .. 382/268 

(1‘) Nome: T1115 Patent 15 Sublect ‘0 a tenmnal ‘115' 6,259,823 B1 * 7/2001 Lee et a1. ................. .. 382/268 
Clalmer' 6,385,245 B1 5/2002 De Haan et a1. 

6,529,638 B1 * 3/2003 Westerman ............... .. 382/268 

(21) Appl' NO‘: 11/102’891 2831122 51 * 132883 ilongt 1 382/268 
, , ee e a . ................. .. 

(22) Filed: Apr, 11, 2005 6,665,346 B1 12/2003 Lee et a1. 
2005/0147319 A1 * 7/2005 Deshpande et a1. ....... .. 382/268 

Related U_s_ Patent Documents 2005/0201633 A1 * 9/2005 Moon et a1. .............. .. 382/268 

Reissue of: FOREIGN PATENT DOCUMENTS 
(64) Patent No.: 6,594,400 

Issued: Jul. 15, 2003 JP 9-326024 * 12/1997 
App1.No.: 09/379,463 JP 10-70719 * 3/1998 
FiledZ Aug- 24, 1999 W0 W0 9904497 A2 * 1/1999 

(30) Foreign Application Priority Data OTHER PUBLICATIONS 

Aug. 31, 1998 (KR) ...................................... .. 1998-35507 Pang, Khee K- et 211- “Optimum LOOP Filter in Hybrid 
Coolers.” IEEE Circuit and Systems For Video Technology, 

(51) Int- Cl- vol. 4, N0. 2, Apr. 1994, pp. 158167. 
H04N 7/30 (200601) Korean Of?ce Action dated Jul. 18, 2005, With English 
H04N 7/26 (2006.01) Translation‘ 
G06T 9/00 (200601) Yang et a1. “Iterative Projection Algorithms For Removing 
G06T 5/20 (200601) the Blocking Artifacts of BockiDCT Compressed Images.” 

IEEE 1993, pp. V405iV408. 
(52) US. Cl. ....... ...... 382/268; 382/261; 375/240.29 Zakhon “Iterative Procedures for Reduction of Blocking 
(58) Field of Classi?cation Search ............... .. 382/268, Effects in Transfonn Image Coding)’ IEEE Transactions on 

382/260, 261: 264: 275; 375040-29; 348/607; Circuits and Systems for Video Technology, vol. 2, No. 1, 
358 3-26, 463 IEEE Mar. 1993, pp. 91495. 

See application ?le for complete search history. 
* cited by examiner 

(56) References Cited 

U.S. PATENT DOCUMENTS 

Primary ExamineriScott A. Rogers 
(74) Attorney, Agent, or FirmiHarness, Dickey and 
Pierce, PLC 

(57) ABSTRACT 

[A method and apparatus to remove a block effect and a ring 
e?‘ect appearing in a compression-coded image is disclosed. 
The present invention is especially applicable to an image 

5,283,646 A 2/1994 Bruder 
5,488,570 A 1/1996 Agarwal 
5,563,813 A 10/1996 Chen et :11. 
5,611,000 A 3/1997 SZeliski et 81. 
5,748,795 A 5/1998 Ohnishi et 81. 
5,790,131 A 8/1998 Liang et a1. 

(a) 0) 

r 

(d) 
‘T 

Llrlll 



US RE40,180 E 
Page 2 

compression-coded at a loW bit rate. In particular, the 
present invention includes a variety of masks for the 
removal of the block/ring e?‘ect. Thus, one mask is select for 
a pixel to be ?ltered. Moreover, candidate pixels to be 
averaged With the pixel to be ?ltered is selected from the 
pixels of the selected mask to better maintain the details of 
the image, and a Weight is applied to improve the calculation 
speed of the averaging operation. More particularly, the 
masks according to the present invention have longer tabs 
toWard adjacent blocks at boundaries of the given block to 
remove the block and ring eiTect] In the method, a pixel of 

an image is filtered according to a?ltering methodology. 
The ?ltering methodology includes more than one 
comparison, and each comparison compares a respective 
determined value and a respective threshold. Each respec 
tive determined value may be based on a respective di er 
ence value, and each respective dijjrerence value may be 
based on a dijferent dijjrerence. At least one the di erence 
values may be based on the pixel being filtered and another 
pixel. 

18 Claims, 2 Drawing Sheets 
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METHOD OF FILTERING AN IMAGE BASED 
ON COMPARISONS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci? 
cation; matter printed in italics indicates the additions 
made by reissue. 

+i DIVISIONAL REISSUE APPLICATIONS 

Notice: More than one reissue application has been ?led 
for the reissue of US. Pat. No. 6,594,400. Thefour reissue 
applications are application Ser Nos. 11/102,891 (the sub 
ject application), 11/102,890, 11/102,888, and 11/102,889, 
all ofwhich are divisional reissues of US. Pat. No. 6,594, 
400. 

FIELD OF THE INVENTION 

The present invention relates to a method of ?ltering an 
image [decoder and more particularly, to a method of 
removing a block effect and ring effect which appear in a 
compression-coded image of an image decoder. The present 
invention is especially applicable to reduce the block and 
ring effects appearing in an image coded at a very low bit 

rate]. 
DISCUSSION OF THE RELATED ART 

To encode either a still or motion image using a process 
based upon a discrete cosine transform (DOT), the image is 
divided into a plurality of segments. Typically, the image is 
divided into 8x8 segment blocks and the DCT operation is 
executed for each block. However, an inter-block correction 
information cannot be obtained by such a block-based DCT 
operation, thereby causing a visual discontinuity effect, 
known as the block effect, to appear at boundaries between 
adjacent blocks. 

Generally, when the DCT operation is performed on an 
original image, most of the signi?cant information would be 
concentrated within the lower-frequency components rather 
than the higher-frequency components. Thus, the low 
frequency components of the block-based DCT process 
would include a large amount of correlation information 
regarding adjacent blocks. However, the block-based DCT 
process lacks the inter-block correlation information. As a 
result, if the low-frequency components are quantized on a 
block-by-block basis, [a] continuity is lost between adjacent 
blocks, resulting in the block effect in a reconstructed image. 

Also, by quantizing the coefficients obtained from the 
DCT process, the number of bits is reduced. Namely, as the 
interval of the quantization step ‘q’ increases, the number of 
components to be coded reduces, resulting in a reduction in 
the number of bits. At the same time, however, the high 
frequency components of the original image [is] are lost, 
causing a distortion called the ring effect in the reconstructed 
image. The ring effect increases with the quantization step 
interval and is especially apparent in object contours of the 
reconstructed image. 

The cause of the block effect and the ring effect may 
generally be deemed as a loss of information in the original 
image. Moreover, with a lower bit rate, the loss of informa 
tion is more [sever] severe and, the block effect and/or ring 
effect becomes more signi?cant. 
One simple method to reduce the block effect and/or the 

ring effect is a low pass ?ltering (LPF). For example, an 
averaging operation or a digital signal process which sub 
stantially has the effect of a LPF may be used to remove the 
block effect or ring effect. 
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2 
One LPF technique is based on [the] an averaging 

operation, including a ?ltering masking by which nine pixels 
are selected. Basically, a given pixel and eight pixels sur 
rounding the given pixel are selected as the nine (3x3) 
pixels. Thereafter, the nine pixels are summed and divided 
by nine to obtain the average pixel value. However, this LPF 
technique is disadvantageous because it further ?lters object 
contours which are important factors for image recognition. 
Other LPF techniques are variants on the application of the 
?ltering masking in consideration of the form and pixels 
selected. 
Another method to reduce the block effect and/or the ring 

effect is an adaptive LPF in which an image is partitioned 
into blocks according to the directions of the image con 
tours. A ?lter suitable to the contour directions of the 
partitioned blocks is then employed. This adaptive LPF can 
be applied to a local image characteristic by partitioning a 
reconstructed image into blocks according to the object 
contours of the reconstructed image. However, the direc 
tions of the object contours is dif?cult to ?nd when per 
forming a coding operation at a low bit rate. Thus, the 
adaptive LPF cannot be applied in a very low bit rate coding. 

Other block/ring effect reduction methods include repeat 
ing processes at a frequency domain and image domain 
under a predetermined restriction; utilizing both the previous 
information of an original image and the transmitted data to 
remove the block effect (POCS/CLS algorithm based 
regularization); and a constrained quadratic programming. 
However, these methods cannot be applied in a real-time 
process because they are all repetitive. Moreover, these 
methods process data at both the frequency domain and 
image domain, thereby complicating the construction of a 
coder and decoder. 

Still other methods of reducing the block/ring effect 
include a method of moving the position of the 8x8 blocks 
to be coded by an interval of one of two frames in successive 
images such that the block effect visually appears less; a 
method of controlling a ?ltering level using a frequency 
analyzer; a projection method and a smoothing operation 
repeating method; and a method of performing a ?ltering 
operation based upon the quantization noise information 
transmitted from a coder. However, these methods all have 
problems. Namely, most international standards prescribe 
that blocks have ?xed positions, thus the block position 
should not be moved. Controlling a ?ltering level only 
changes pixel values at boundaries between adjacent blocks, 
resulting in a degradation in the block effect removal. The 
projection method [require] requires a large amount of 
processing time and the ?ltering based upon the quantization 
noise is inefficient because additional information must be 
obtained from the coder, which increase the amount of bits 
being generated. 

[OBJECTIVES OF THE INVENTION 

An object of the present invention is to solve at least the 
problems and disadvantages of the related art. 
An object of the present invention is to reduce the block 

and ring effects while maintaining the details of an image. 
Thus, the object of the present invention is to enhance the 
picture quality of a reconstructed imaged obtained by decod 
ing a coded bit stream. 

Another object of the present invention is to remove the 
block and ring effects in a compression-coded image. 
A further object of the present invention is to remove the 

block and ring effects in a compression-coded imaged coded 
at a very low bit rate. 
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A still further object of the present invention is to remove 
the block/ring effects in a compression-coded image Which 
is transmitted by a block-by-block basis. 

Additional advantages, objects, and features of the inven 
tion Will be set forth in part in the description Which follows 
and in part Will become apparent to those having ordinary 
skill in the art upon examination of the folloWing or may be 
learned from practice of the invention. The objects and 
advantages of the invention may be realized and attained as 
particularly pointed out in the appended claims. 

To achieve the objects and in accordance With the pur 
poses of the invention, as embodied and broadly described 
herein, a method of removing the block and ring effects in 
a compression-coded image transmitted by a block-by-block 
basis includes comparing differences betWeen an arbitrary 
pixel to be ?ltered and the pixels surrounding the arbitrary 
pixel With a predetermined threshold value and selecting 
candidate pixels to be associated With an averaging opera 
tion among the surrounding pixels in accordance With the 
compared results; and selecting the surrounding pixels using 
any one of ?ve 8-tab masks adaptive to a position of the 
arbitrary pixel. In four of the ?ve 8-tab masks, the tabs are 
arranged such that the upper, loWer, left and right blocks 
adjacent to the arbitrary block is longer, respectively. Also, 
one of the ?ve 8-tab masks is a modi?ed 3x3 ?ltering mask 
such that one comer of the 3x3 mask is discarded. 

In another embodiment of the present invention, a method 
of removing the block and ring effects in a compression 
coded image transmitted on a block-by-block basis, includes 
adaptively selecting for a given block a mask to be ?ltered 
in consideration of the directions of blocks adjacent to the 
given block; comparing differences betWeen an arbitrary 
pixel to be ?ltered in the selected mask and pixels in the 
selected mask surrounding the arbitrary pixel With a prede 
termined threshold value, and selecting pixels to be associ 
ated With an averaging operation among the surrounding 
pixels in accordance With the compared results; and apply 
ing a desired Weight to the arbitrary pixel in consideration of 
the number of pixels excluded in the averaging operation, 
and performing the averaging operation With respect to the 
arbitrary pixel and the selected pixels for a ?ltering opera 
tion With respect to the arbitrary pixel. 
An image decoder according to the present invention 

Which reconstructs an image transmitted on a block-by 
block basis and ?lters the reconstructed image includes a 
?ltering masking unit selecting a ?ltering mask including an 
arbitrary pixel to be ?ltered and pixels surrounding the 
arbitrary pixel, in consideration of the position of the arbi 
trary pixel in a given block and in consideration of the 
directions of blocks adjacent to the given block; candidate 
pixel selection unit comparing differences betWeen the arbi 
trary pixel and the surrounding pixels With a predetermined 
threshold value and selecting candidate pixels to be associ 
ated With an averaging operation among the surrounding 
pixels in accordance With the compared results; and aver 
aging unit averaging With respect to the arbitrary pixel and 
the candidate pixels selected by the candidate pixel selection 
unit to perform the ?ltering operation With respect to the 
arbitrary pixel. 

The candidate pixel selection unit is adapted to exclude 
each of the surrounding pixels from the averaging operation 
if a difference betWeen a surrounding pixel and the arbitrary 
pixel exceeds the predetermined threshold value. The aver 
aging unit is adapted to apply a desired Weight to the 
arbitrary pixel in consideration of the number of pixels 
excluded by the candidate pixel selection unit to perform the 
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4 
averaging operation With respect to both the arbitrary pixel 
and the candidate pixels selected by the candidate pixel 
selection unit. 

Preferably, the threshold value is de?ned as 6=k><q, Where 
6 is the threshold value, k is a constant determined in 
consideration of the position of the arbitrary pixel in the 
given block and the directions of the blocks adjacent to the 
given block, and q is a quantization step interval of the given 
block.] 

SUMMARY OF THE INVENTION 

The present invention provides methodologies for filtering 
an image. 

In one embodiment, apixel ofan image is?ltered accord 
ing to a ?ltering methodology. The ?ltering methodology 
includes more than one comparison, and each comparison 
compares a respective determined value and a respective 
threshold. Each respective determined value may be based 
on a respective dijference value, and each respective di er 
ence value may be based on a dijferent dijjrerence. More than 
one ofthe dijjrerence values may be based on the pixel being 
filtered and another pixel. 

In another embodiment, for the?ltering methodology to 
determine no filtering of the pixel being filtered, the filtering 
methodology requires that each comparison result in a 
determination that the respective determined value is 
greater than or equal to the respective threshold value. 

In afurther embodiment, the?ltering methodology?lters 
the pixel each of the comparisons results in a determina 
tion that the respective determined value is less than the 
respective threshold. 

BRIEF DESCRIPTION OF THE DRAWING 

The invention Will be described in detail With reference to 
the folloWing draWings in Which like reference numerals 
refer to like elements Wherein: 

FIG. 1 is a schematic construction of an image coder and 
decoder in accordance With the present invention; 

FIGS. 2(a) to 2(e) are vieWs illustrating a variety of mask 
forms according to the present invention; and 

FIG. 3 is a vieW illustrating mask selections based on 
positions of a block. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention removes the block effect and ring 
e?fect appearing in a compression-coded image by an adap 
tive candidate pixel selection. 

In the adaptive candidate pixel selection, a mask to be 
?ltered is selected and pixels to be averaged are selected 
from the pixels in the selected mask. The pixels are selected 
by comparing differences betWeen a pixel to be ?ltered and 
pixels surrounding the pixel to be ?ltered With a [predeter 
mined] threshold value 6. 
The threshold value 6 is proportionate to a quantization 

step interval used for the quantization of DCT coef?cients in 
a coder. Namely, the threshold value 6 is varied according to 
the required objectives. For example, a threshold value 6 
used for the removal of the ring effect is smaller than the 
threshold value used for the removal of the block effect. 

After the pixels to be averaged are selected, the averaging 
operation is performed With respect to the selected pixels 
and the pixel to be ?ltered. At this time, a Weight may be 
applied to the pixel to be ?ltered. The Weight, if applied, 
corresponds to the number of pixels not selected in the 
selected mask. 
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For example, if each mask is set to include eight pixels, 
the Weight is determined such that the values of pixels to be 
averaged can be divided by 8 for the averaging operation 
even though the number of pixels is smaller than 8. 
Particularly, the Weight determination is performed in a Way 
that the ‘division by 8’ can be executed by a simple shift 
command. The used of the shift command makes the aver 
aging operation simple, resulting in a reduction in process 
ing time and thus, a simpli?cation in a decoder construction. 

FIG. 1 shoWs a schematic construction of an image coder 
and decoder in accordance With the present invention. The 
image coder includes a discrete cosine transform (DCT) unit 
101, and a quantization unit 102. An image decoder includes 
a dequantization unit 103, and inverse DCT unit 104, and a 
?ltering process unit 105 to perform a ?ltering operation 
according the present invention. 

In the coder, the original image is divided into blocks, 
Where each block has, for example, an 8><8 size. The DCT 
unit 101 performs a DCT operation With respect to the 
divided blocks to generate DCT coefficients. The quantiza 
tion unit 102 quantizes the DCT coefficients from the DCT 
unit 101 and transmits the coefficients in the form of a bit 
stream to the decoder through a transmission channel. 
The quantization operation may be performed in a variety 

of Ways depending upon the coding method. HoWever, the 
loWer-frequency components generally have relatively 
larger amounts of signi?cant information regarding the 
original image than higher-frequency components. As a 
result, the loWer-frequency components are quantized by a 
shorter quantization step interval and the higher-frequency 
components are quantized by a longer quantization step 
interval. 

In the decoder, the DCT coefficients are dequantized by 
the dequantization unit 103 and inverse DCT-processed by 
the inverse DCT unit 104, to form a reconstructed image. 
Thereafter, the ?ltering process unit 105 of the present 
invention performs a ?ltering operation With respect to the 
reconstructed image to obtain the resultant image, Without 
block [e?fect] e?ecls and ring [e?fect] e?ecls. 

Namely, the block [e?fect] e?ecls and the ring [e?fect] 
e?ecls appear in the reconstructed image of the decoder. The 
ring effect is generated When quantizing high-frequency 
components of the DCT coefficients. The ring effect is 
composed of spatial sinusoidal signals having an average of 
‘0’ and generated at a short period. A human’s visual system 
is sensitive to the ring e?fect near ?at areas in Which contours 
of an image are present. The block effect is generated by 
quantizing loW-frequency components of the DCT coeffi 
cients. The block e?fect produces vertical and horizontal 
partitions in the reconstructed image to Which the human 
eyes are sensitive. 

A ?ltering process of the present invention for reducing 
the ring effect and the block effect includes determining a 
mask form, selecting surrounding pixels to be used in the 
averaging operation, and performing the averaging opera 
tion. 
As discussed above, a loW pass ?ltering is a simple 

method to remove the block and ring effect. In the present 
invention, the mask selection is important. FIGS. 2(a) to 2(e) 
shoW a variety of mask forms to be selected in the present 
invention, Wherein the reference character ‘r’ denotes a 
reference pixel to be ?ltered. 

Particularly, FIG. 2(a) shoWs a mask form in Which eight 
tabs are selected from a (3x3) mask form, discarding one left 
upper tab. This mask form is effective for the center of a 
block. Although the upper left tab is discarded in FIG. 2(a), 
any one of the corner tabs may be discarded. 
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FIG. 2(b) shoWs a mask form in Which more tabs are 

selected in a vertical direction than a horizontal direction, 
and more vertical loWer tabs are selected than vertical upper 
tabs. FIG. 2(c) shoWs a mask form in Which more tabs are 
selected in the vertical direction then the horizontal 
direction, and more vertical upper tabs are selected than 
vertical loWer tabs. FIG. 2(d) shoWs a mask form in Which 
more tabs are selected in the horizontal direction than the 
vertical direction, and more horizontal left tabs are selected 
than horizontal right tabs. FIG. 2(e) shoWs a mask form in 
Which more tabs are selected in the horizontal direction than 
the vertical direction and more horizontal right tabs are 
selected than horizontal left tabs. 

In FIGS. 2(a) to 2(e), eight tabs are utilized in each of the 
?ve masks in consideration of high-speed operation and 
construction simpli?cation, as Will be discussed beloW. Also, 
in the preferred embodiment, the ?ve mask forms shoWn in 
FIGS. 2(a) to 2(e) are assigned to positions corresponding to 
the letter of the Figure in an 8><8 block, as shoWn in FIG. 3. 
The mask form in FIG. 2(c) is used in the upper boundary 

of the block because of the long vertical tabs. This alloWs an 
averaging of the pixel to be ?ltered With a maximum of three 
pixels in the upper adjacent block. The mask form shoWn in 
FIG. 2(b) is used in the loWer boundary so that the pixel to 
be ?ltered is averaged With maximum of three pixels in the 
loWer adjacent block. The mask form shoWn in FIG. 2(d) is 
used in the left boundary so that the pixel to be ?ltered is 
averaged With maximum of three pixels in the left adjacent 
block. The mask form shoWn in FIG. 2(e) is used in the right 
boundary so that the pixel to be ?ltered is averaged With 
maximum of three pixels in the right adjacent block. Finally, 
the mask form shoWn in FIG. 2(a) is used at diagonally from 
the comers to the center of the 8x8 block so What the pixel 
to the ?ltered is averaged With the pixels from the adjacent 
blocks. 
As discussed above, utilizing eight tabs in each of the ?ve 

masks makes the averaging operation and decoder construc 
tion simple, While maintaining the ?ltering e?fect. Namely, 
an averaging operation based on a typical 3x3 mask includes 
eight additions and one division, Which requires a large 
amount of calculation time. HoWever, a modi?ed 3x3 mask 
according to the present invention maintains a denominator 
at ‘8’ and a ‘division by 8’ can be executed by a simple shift 
command Which requires a small amount of calculation 
time. As a result, the division can be substituted With a shift 
operator. 

After selecting an appropriate mask, candidate pixels to 
be averaged may be selected. Rather than averaging all the 
pixels for a pixel to be ?ltered, some pixels are excluded 
from the averaging operation. The pixels are selected based 
upon a comparison betWeen the difference of the pixel to be 
?ltered from a pixel corresponding to an object contour and 
the predetermined threshold value 6. Namely, an absolute 
value of such difference is compared With the predetermined 
threshold value 6. 

If a given pixel is averaged together With pixels forming 
the object contours, the details of an image are ?ltered to 
vanish. Thus, a process of excluding pixels determine as 
object contours from the averaging operation for a pixel to 
be ?ltered Would reduce the block and ring effects While 
maintaining the image details. 

Accordingly, a pixel of the selected mask is included in 
the averaging operation if the difference, ie the absolute 
value, betWeen the pixel of the selected mask and a pixel to 
be ?ltered is smaller than the predetermined threshold value 
6. If the difference is not smaller, the pixel of the selected 
mask is excluded from the averaging operation. 



US RE40,180 E 
7 

Also, to set the denominator of the averaging operation to 
8, an appropriate Weight is applied to the pixel to be ?ltered, 
in consideration of the number of pixels excluded in the 
averaging operation. For example, if tWo surrounding pixels 
are excluded in the averaging operation for a pixel Pi, a 
Weight compensating the tWo pixels are added to the original 
value of Pi. Speci?cally, a Weight of 2><Pi Would be added to 
the Pi, making the value of the pixel to be ?ltered 3><Pl-. Thus, 
the Weight added to the pixel to be ?ltered is the value of the 
pixel to be ?ltered multiplied by the number of pixels 
excluded. 

The threshold value 6 is determined in consideration of 
the block e?fect and the ring effect. Because the degrees of 
the block/ring e?fects are proportionate to the quantization 
step interval, the threshold value 6 is de?ned as folloWs: 

Where, k is a constant and q is the quantization step interval 
of a block. 

In [the preferred] an example embodiment of the present 
invention, the value k is 1.0 for [?ltereing]?llering pixels at 
the boundary of [the] a block and 0.6 for ?ltering pixels 
Within the boundary pixels of the block. The value of k is 
greater at the block boundaries to cope more ef?ciently With 
the block effect. 

Thus, the [preferred] example embodiment of the present 
?ltering operation includes selecting an appropriate mask, 
selecting pixels to be averaged With a pixel to be ?ltered 
from the selected mask, and averaging the selected pixels 
and the pixel to be ?ltered. Any one of the ?ve 8-tab masks 
shoWn in FIGS. 2(a) to 2(e) are selected depending upon the 
position of the pixel to be ?ltered in a block, and the pixels 
in the selected mask, excluding pixels determined as object 
contours, are averaged With the pixel to be ?ltered. 
Moreover, by applying a Weight to the pixel to be ?ltered, 
the denominator of the averaging operation may be kept 
constant. Accordingly, the present ?ltering operation 
reduces the block e?fect and the ring e?fect. 
As discussed above, according to the present invention, a 

determination is made Whether pixels surrounding the pixel 
to be ?ltered [is] are part of the object contour and an 
averaging operation is performed based upon the determined 
result. A modi?ed 3x3 ?ltering mask is used Within a given 
block to remove the ring e?fect. Particularly, the masks 
includes more tabs toWard adjacent blocks at boundaries of 
the given block to remove the block e?fect and ring e?fect. 

Moreover, pixels to be included in the averaging opera 
tion for the ?ltering operation and pixels to be excluded 
therefrom are also determined based upon a threshold value, 
and a Weight is applied to a pixel being ?ltered in the 
averaging operation in consideration of the number of the 
excluded pixels such that the denominator remains ‘8’ in the 
averaging operation. Therefore, the present invention not 
only reduces the block and ring e?fects, but reduces the 
processing time With a simple hardWare construction. 

The foregoing embodiments are merely exemplary and 
are not to be construed as limiting the present invention. The 
present teachings can be readily applied to other types of 
apparatuses. The description of the present invention is 
intended to be illustrative, and not to limit the scope of the 
[claims] invention. Many alternatives, modi?cations, and 
variations Will be apparent to those skilled in the art. 
What is claimed is: 
[1. A ?ltering method for a pixel P of a block B in a 

reconstructed image, comprising: 
selecting one of a plurality of ?ltering masks based upon 

a position of said pixel P in said block B; and 
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averaging said pixel P and candidate pixels Within the 

selected ?ltering mask.] 
[2. A method of claim 1, Wherein each of the plurality of 

?ltering masks has 8 tabs.] 
[3. A method of claim 1, Wherein a ?ltering mask With 

more tabs toWard a block adjacent said block B is selected.] 
[4. A method of claim 1, further comprising selecting a 

pixel Within the selected ?ltering mask Pm as a candidate 
pixel if the value of the pixel Pm meets a predetermined 
condition.] 

[5. A method of claim 4, Wherein the pixel Pm is selected 
as a candidate pixel if the absolute value of the di?ference 
betWeen said pixel P and pixel Pm is less than a threshold 
value.] 

[6. A method of claim 5, Wherein the threshold value is 
calculated by an equation beloW, 

Where k is a constant and q is a quantization step interval of 
said block B.] 

[7. A method of claim 6, Wherein the value of k is 1.0 for 
?ltering boundary pixels of said block B and 0.6 for ?ltering 
pixels Within the boundary pixels of said block B.] 

[8. A method of claim 4, further comprising adding a 
Weight value to said pixel P prior to the averaging, Wherein 
said Weight value is based upon a number of pixels Pm not 
selected as candidate pixels.] 

[9. Amethod of claim 8, Wherein said Weight value is the 
number of pixels Pm not selected multiplied by the value of 
said pixel P.] 

[10. A ?ltering apparatus to ?lter a pixel P of a block B in 
a reconstructed image, comprising: 

a ?ltering masking unit selecting one of a plurality 
?ltering masks based upon a position of said pixel P in 
said block B; and 

an averaging unit averaging said pixel P and candidate 
pixels Within the selected mask.] 

[11. An apparatus of claim 10, Wherein each of the 
plurality of ?ltering masks has 8 tabs.] 

[12. An apparatus of claim 11, Wherein the plurality of 
?ltering masks are modi?ed 3x3 mask forms including: 

a ?ltering mask in Which eight tabs are selected from the 
3x3 mask form, discarding one corner tab; 

a ?ltering mask in Which more tabs are selected in a 
vertical direction than a horizontal direction, and more 
vertical loWer tabs are selected than vertical upper tabs; 

a ?ltering mask in Which more tabs are selected in the 
vertical direction than the horizontal direction, and 
move vertical upper tabs are selected than vertical 
loWer tabs; 

a ?ltering mask in Which more tabs are selected in the 
horizontal direction than the vertical direction, and 
more horizontal left tabs are selected than horizontal 
right tabs; and 

a ?ltering mask in Which more tabs are selected in the 
horizontal direction than the vertical direction, and 
more horizontal right tabs are selected than horizontal 
left tabs.] 

[13. An apparatus of claim 10, Wherein a ?ltering mask 
With more tabs toWard a block adjacent said block B is 

selected.] 
[14. An apparatus of claim 10, further comprising: 
a comparison unit selecting a pixel Within the selected 
mask Pm as a candidate pixel if the value of the pixel 
Pm meets a predetermined condition.] 
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[15. An apparatus of claim 14, wherein the pixel Pm is 
selected as a candidate pixel if the absolute value of the 
difference between said pixel P and pixel Pm is less than a 
threshold value.] 

[16. An apparatus of claim 15, Wherein the threshold 
value is calculated by an equation beloW, 

Where k is a constant and q is a quantization step interval of 
said block B.] 

[17. An apparatus of claim 16, Wherein the value of k is 
1.0 for ?ltering boundary pixels of said block B and 0.6 for 
?ltering pixels Within the boundary pixels of said block] 

[18. An apparatus of claim 14, Wherein the averaging unit 
adds a Weight value to said pixel P prior to the averaging, 
Wherein said Weight value is based upon a number of pixels 
Pm not selected as candidate pixels.] 

[19. An apparatus of claim 18, Wherein said Weight value 
is the number of pixels Pm not selected multiplied by the 
value of said pixel P.] 

[20. A coding and decoding method comprising: 
a discrete cosine transform (DCT) unit performing a DCT 

operation With respect to divided blocks of an image to 
generate DCT coefficients; 

a quantization unit quantiZing the DCT coef?cients and 
transmitting the DCT coef?cients in a form of a bit 
stream through a transmission channel; 

a dequantiZation unit dequantiZing the DCT coefficients 
received through the transmission channel; 

an inverse DCT unit performing an inverse DCT opera 
tion With respect to the dequantiZed DCT coefficients to 
form a reconstructed image, and 

a ?ltering process unit ?ltering each pixel of each block 
of the reconstructed image by selecting one of a plu 
rality of ?ltering masks based upon a position of said 
pixel in said block; and averaging said pixel and 
candidate pixels Within the selected ?ltering mask] 

2]. A method of?ltering an image, comprising: 
filtering a pixel of an image according to a filtering 

methodology, the?ltering methodology including more 
than one comparison, each comparison comparing a 
respective determined value and a respective threshold, 
each respective determined value being based on a 
respective dijference value, and more than one of the 
respective dijjrerence values being based on the pixel 
being filtered and another pixel. 

22. The method of claim 2], wherein at least one the 
another pixels is in a neighborhood of the pixel being 
filtered. 

20 

25 

30 

35 

40 

45 

10 
23. The method ofclaim 22, wherein at least one ofthe 

another pixels is adjacent to the pixel being filtered. 
24. The method ofclaim 23, wherein at least one ofthe 

respective dijference values is based on a dijference between 
the pixel being filtered and the adjacent pixel. 

25. The method ofclaim 22, wherein at least one ofthe 
respective dijference values is based on a dijference between 
the pixel being filtered and the neighborhood pixel. 

26. The method ofclaim 25, wherein at least one ofthe 
respective dijference values is an absolute value of the 
dijference between the pixel being filtered and the neighbor 
hood pixel. 

27. The method ofclaim 25, wherein at least one ofthe 
determined values is an absolute value. 

28. The method ofclaim 2], wherein at least one ofthe 
dijference values is an absolute value of the di erence 
between the pixel being filtered and another pixel. 

29. The method of claim 2], wherein the filtering meth 
odology?lters the pixel based on a result of at least one of 
the comparisons. 

30. The method of claim 29, wherein the filtering meth 
odology filters the pixel using the pixel being filtered and 
another pixel based on a result of at least one of the 
comparisons. 

3]. The method of claim 2], wherein each of the 
comparisons results in a determination that the respective 
determined value is greater than or equal to the respective 
threshold, the?ltering methodology does not?lter the pixel. 

32. The method of claim 2], wherein the filtering meth 
odology?lters the pixel each of the comparisons results in 
a determination that the respective determined value is less 
than the respective threshold. 

33. The method of claim 32, wherein each of the 
comparisons results in a determination that the respective 
determined value is greater than or equal to the respective 
threshold, the?ltering methodology does not?lter the pixel. 

34. The method of claim 2], wherein each respective 
dijference value is based on a dijferent di erence. 

35. The method ofclaim 2], wherein at least one ofthe 
respective dijference values is an absolute value. 

36. The method ofclaim 2], wherein at least one ofthe 
respective determined values is the dijjrerence value. 

37. The method ofclaim 2], wherein at least one ofthe 
respective determined values is an absolute value. 

38. The method of claim 2], wherein at least two ofthe 
comparisons use a same respective threshold. 

* * * * * 


