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(57) ABSTRACT 

A storage port (20) for separating a magnetically coupled 
task module (18) from a modular probe (16) mounted on a 
machine comprises a housing (22) and arm (24) receivable 
by the task module (18). A mechanism is provided for sepa 
rating the task module from the probe body using a mechani 
cal advantage, such that physical movement of the machine 
actuates the mechanism thereby separating the task module 
(18) from the modular probe (16). The arm (24) may be 
rotatable about a pivot (26) such that on moving the probe 
upwards, the task module (18) is also pulled upwards, caus 
ing the arm (24) and hence the task module (18) to rotate 
about the pivot (26) and thus breaking contact between the 
task module (18) and the probe (16) with a tilting action. 
Damping means (38, 48, 60, 62) are provided to ensure 
smooth and controlled movement of the arm (24). 

56 Claims, 9 Drawing Sheets 



US RE40,578 E 
Page 2 

5,028,901 
5,074,028 
5,101,548 
5,195,826 
5,251,156 
5,499,963 
5,674,170 

US. PATENT DOCUMENTS 

A 
A 

A 
A 

A 
A 
A 

7/1991 
12/1991 
4/1992 
3/1993 
10/1993 
3/1996 
10/1997 

Enderle et a1. 
Strasser 

McMurtry et a1. 
Enderle et a1. 

Heier et a1. 
Fujimoto et a1. 
Girardin 

5,772,566 A 
5,860,901 A 
5,918,378 A 
6,012,230 A 
6,416,450 B2 
6,430,828 B1 
6,772,527 B1 
6,783,484 B2 

* cited by examiner 

6/1998 
1/1999 
7/1999 
1/2000 
7/2002 
8/2002 
8/2004 
8/2004 

SchWeiZer et a1. 
Haninger et a1. 
McMuItry et a1. 
McMuItry et a1. 
Su snj ara 
Ulbrich 
Butter et a1. 
Muller 



US. Patent Nov. 25, 2008 Sheet 1 of9 US RE40,578 E 

6.] 20 

F I9 1 
Prior Art 



US. Patent Nov. 25, 2008 Sheet 2 of9 US RE40,578 E 



US. Patent Nov. 25, 2008 Sheet 3 of9 US RE40,578 E 

18 

18 

Fig 3B 



US. Patent Nov. 25, 2008 Sheet 4 of9 US RE40,578 E 

34 24 

W 

24 \d/ 

"'30 

30 V’ 

32 32 Fig 5 



US. Patent Nov. 25, 2008 Sheet 5 of9 US RE40,578 E 



US. Patent Nov. 25, 2008 Sheet 6 of9 US RE40,578 E 

Lam _ M 50\ 
\ 54B 

1. 
Fig 8 

u h’ >T... 
54B 
/ 

54A / 50 
Fig 9 

/ 207'} 52 24 

66 

‘8 Fig 10 



US. Patent Nov. 25, 2008 Sheet 7 of9 US RE40,578 E 

..._...|._._._____..|.__. 

16 l I 

IIIIIIIL 
|90 

V//////////////////////////////////, 

Fig 11 



US. Patent Nov. 25, 2008 Sheet 8 of9 US RE40,578 E 

Fig 12 



US. Patent Nov. 25, 2008 Sheet 9 of9 US RE40,578 E 

Fig 13 

Q 

0 w W 

M» A \ ? 
6 a ll._ 

9/ _ 

K 0 f w _ 

G1 llll || .. "l 
_ _ _ _ _ _ 

2 _ _ 

91 _ _ 2 _ 
|_ _ _ 9 n. 

_rll Ill“ T n 

"f 91% ‘Ill... 

Fig 14 



US RE40,578 E 
1 

APPARATUS FOR CHANGING OPERATING 
MODULES ON A COORDINATE 

POSITIONING MACHINE 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

This invention relates to apparatus for changing operating 
modules on a coordinate positioning machine. Co-ordinate 
positioning machines include, particularly but not 
speci?cally, co-ordinate measuring machines (CMM), 
machine tools and manual co-ordinate measuring arms. 

Our earlier European patent 0566719 discloses a touch 
probe comprising a retaining module (such as a sensing 
module) and a task module (such as a stylus module). The 
task module is releasably mounted on the retaining module 
by magnetic means. A magazine comprising a plurality of 
storage ports is provided for the housing of task modules. 
The storage ports each comprise a base with a pair of jaws, 
the jaws having parallel docking inserts. 

The probe may be mounted on the quill of a machine 
which transports the probe to the storage port into which the 
task module is inserted. The task module has a circular lip, 
the upper edge of which abuts the lower surfaces of the 
docking inserts and which is held in place by magnetic 
attraction. 

The task module is separated from the retaining module 
by upwards movement of the quill which, as the task module 
is retained by the storage port, breaks the contact between 
them. 

Such a magazine and task modules enable engagement of 
a task module by a retaining module, and disengagement of 
the task module from the storage port in a single continuous 
movement and without any additional machine apparatus 
(such as dedicated motors or electromagnets). 

This method has the disadvantage that the magnetic force 
between the retaining module and the task module may be 
large and the force required to separate them will thus also 
be large. This is particularly so in the case of large probes 
where a large magnetic force is required in order to support a 
large and heavy task module. 

The present invention provides a storage port for separat 
ing a releasably coupled task module from a retaining 
module, said retaining module and storage port being 
located on different and relatively movable parts of a 
machine, the storage port comprising: 

a member for engagement with a task module; 
a mechanism for separating the task module from the 

probe body using a mechanical advantage; 
whereby physical movement of the retaining module rela 

tive to the storage port actuates the mechanism, thereby 
separating the task module from the retaining module. 

This storage port thus allows a task module coupled to a 
retaining module by a strong magnetic force to be easily 
separated. 
The mechanism may work by levering the task module 

and retaining module apart. The member may be part of the 
mechanism. 

In one embodiment the member is rotatable about a pivot 
in the storage port, such that on moving the retaining module 
upwards the task module is also pulled upwards, causing the 
member and hence the task module to rotate about the pivot 
and thus breaking contact between the task module and the 
retaining module with a tilting action. 

Preferably the member has a U-shaped cut-out for receiv 
ing the task module. The U-shaped cut-out may be provided 
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2 
with sprung ?ngers to hold the task module in position on 
the member. The sprung ?ngers may be integral with the 
member. Alternatively the task module may be held in posi 
tion on the member by magnetic attraction. 

Preferably a damper is provided to ensure smooth and 
controlled movement of the member. 
The damper may comprise a damping plate which is adja 

cent and substantially parallel to one of the member and a 
surface of the storage port and mounted on the other of the 
member and the surface; wherein a viscous substance is pro 
vided between the damping plate and said one of the mem 
ber and the surface; such that on movement of the member, 
the damping plate moves with respect to said one of the 
member and the surface. 

Alternatively, the damping may be provided by the pivot 
which is made from a ?exible substance. 

In another embodiment the mechanism includes said 
member for engagement with the task module, a second 
member for engagement with the retaining module and 
means to separate the two members on movement of the 
machine and retaining module upwards when the retaining 
module is located in the storage port. 
The means to separate the two members may comprise a 

cam located between the two members which is caused to 
rotate on upwards movement of the retaining module when 
said retaining module is located in the storage port, thereby 
forcing the two members apart. 
A rack and pinion arrangement may be used to cause rota 

tion of the cam on said upwards movement of the retaining 
module. Biasing means may be provided to bias the member 
and second member towards one another. 
The retaining module and task module may comprise the 

body of a modular probe and a stylus module respectively. 
The retaining module could comprise a probe head such an 
articulating probe head which allows rotational movement 
about at least one axis and the task module could comprise a 
probe. 

Preferred embodiments of the invention will now be 
described by way of example, with reference to the accom 
panying drawings wherein: 

FIG. 1 is a perspective view of a coordinate measuring 
machine carrying a probe; 

FIGS. 2A and 2B are schematic views of the probe posi 
tioned in the storage port; 

FIG. 3A is a cross section through the storage port with a 
task module inserted; 

FIG. 3B is a cross section through the storage port with 
both the task module and retaining module inserted; 

FIG. 4 is a cross section through line AiA of FIG. 3A; 
FIG. 5 is a plan view from above of the pivot arm in the 

storage port; 
FIGS. 6 and 7 are cross sections through a second 

embodiment of the invention; 
FIGS. 8 and 9 show the damper plate used in the second 

embodiment of the invention; 
FIG. 10 is a cross section through a third embodiment of 

the invention; 
FIG. 11 is a cross section of a fourth embodiment of the 

invention in a ?rst position; 
FIG. 12 is a cross section of a fourth embodiment of the 

invention in a second position; 
FIG. 13 is a plan view of the fourth embodiment illus 

trated in FIG. 11; and 
FIG. 14 is an end view of the fourth embodiment illus 

trated in FIGS. 11 and 13. 
FIG. 1 shows a coordinate measuring machine (CMM) 10 

in which a quill 12 may be moved in X, Y and Z by motors 
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on the CMM (not shown). A probe 14 is mounted on the 
quill 12 and comprises a retaining module 16 Which is 
attached to the quill 12 of the CMM and a task module 18 
Which is releasably mounted on the retaining module 16. 
The retaining module may comprise a sensing module Which 
houses the sensing mechanism of the probe and the task 
module may comprise a stylus module. The position of the 
task module on the retaining module is de?ned by engage 
ment betWeen a set of kinematic elements on an upper sur 

face of the task module With a set of kinematic elements on a 
loWer surface of the retaining module. These kinematic ele 
ments may comprise, for example, three cylindrical rollers 
spaced at 120 degrees about the longitudinal axis of the 
probe on one of the modules engageable With three pairs of 
balls similarly spaced on the other of the modules. The 
respective elements are held in engagement by the attraction 
betWeen magnets provided on both the retaining and task 
modules. 

The modular construction of the probe enables automatic 
exchange of styli and other task modules. To provide a truly 
?exible measuring system, a plurality of task modules must 
be retained Within the Working area of the machine to enable 
automatic exchange of one task module for another. 
A storage port is provided on the CMM to house a task 

module. Several storage ports may be accommodated 
together in a magaZine. A task module housed in a storage 
port may be picked up by the retaining module or a task 
module may be deposited into an empty storage port by the 
retaining module. In this manner the probe may exchange 
task modules so that is uses the most suitable one for the task 
in hand. 

The storage port Will noW be described With reference to 
FIGS. 2*6. 
A cross section of the storage port is shoWn in FIGS. 3A 

and 3B. The storage port 20 comprises a housing 22 With a 
pivot arm 24 located Within the housing and extending out 
from the housing at one end. The pivot arm 24 is rotatable a 
limited amount about a pivot 26 located Within the housing 
22. 

The part of the pivot arm 24 extending from the housing 
22 has a U-shaped cut out 28 With tWo ?ngers 30 de?ning 
opposite sides, as shoWn in FIG. 5. These ?ngers 30 of the 
pivot arm 24 are designed to receive the task module 18 of 
the probe. The task module is provided With a pair of 
recesses on its outer surface into Which the ?ngers are 
inserted. Alteratively it may have, for example an annular 
recess to receive the ?ngers. 

The task module 18 may thus be inserted into the storage 
port 20 by horizontal movement of the quill 12 and retaining 
module 16 on Which it is secured. 

Once the task module 18 has been inserted into the storage 
port 20, as shoWn in FIG. 2A, the task module 18 may be 
separated from the retaining module 16 by moving the quill 
12 and retaining module 16 upWards. As the task module 18 
moves upWards, the end of the pivot arm 24 received by the 
task module 18 is also pulled upWards and rotates about its 
pivot 26. In doing so, it causes the task module 18 to likeWise 
rotate and thus break contact With the retaining module 16 
along one edge, as shoWn in FIG. 2B. 
As the rotating motion of the pivot arm 24 causes the 

retaining module 16 to break contact With one edge of the 
task module 18, rather than pulling the tWo modules apart 
along the longitudinal axis of the probe, less force is 
required in separating the tWo modules. 

The same tilting action of the pivot arm and task module 
can be produced by moving the storage port doWnWards 
Whilst keeping the retaining module stationary. 
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4 
The storage port is shoWn in more detail in FIGS. 3*5. 

FIG. 5 shoWs a plan vieW of the pivot arm 24 of the storage 
port. The U-shaped cut out 28 is provided With integral 
sprung ?ngers 32 to hold the task module in position. These 
sprung ?ngers 32 are de?ected on inserting and removing 
the task module and once the task module is in position they 
are biased toWards it, holding it in position. 
The task module may be held in position on the pivot arm 

by other means, for example magnetic means. 
As shoWn in FIGS. 4 and 5, the pivot arm 24 is rotatable 

about a pivot Within the housing Which comprises a spindle 
34 Which is attached to the housing 22 and pivot arm 24 
respectively by countersunk screWs 36. Other forms of pivot 
may be used. 

It is desirable to provide damping for the rotatable pivot 
arm of the storage port to ensure that that the movement of 
the pivot arm is smooth and uncontrolled shocks are elimi 
nated. Damping is provided by a damping plate 38 shoWn in 
FIGS. 3A, 3B and 4. The damping plate 38 lies substantially 
parallel to the upper inside surface 40 of the housing 22 and 
is separated from this surface by a viscous substance 39, 
such as grease. The damping plate 38 is connected to the 
pivot arm 24 by a damper push rod 42. As the pivot arm 24 
rotates about the pivot, the damping plate 38 is caused to 
move With respect to the inner surface 40 of the housing 22. 
The grease in betWeen the tWo surfaces has a damping effect 
and ensures that the movement of the pivot arm 24 is 
smooth. 
A spring 44 is provided on an inner surface of the housing 

22 Which pushes against the damping plate 38 to ensure that 
the damping plate 38 is retained close to the inner surface 40 
of the housing 22. 
The storage port 20 may be provided With a lid 46 as 

shoWn in FIGS. 3A and 33. The lid is slidable betWeen a ?rst 
position shoWn in FIG. 3A, in Which it covers the part of the 
pivot arm 24 extending from the housing 22 and a second 
position shoWn in FIG. 3B in Which it is retracted inside the 
housing 22. 
When a probe 14 is inserted into the storage port 20, the 

lid 46 is pushed into the housing 22 by the retaining module 
16, as shoWn in FIG. 3B. The lid 46 is biased so that once the 
retaining module 18 has been removed, it slides back into its 
?rst position covering the part of the pivot arm 24 extending 
from the housing 22 and thus protecting the task module 18. 

FIGS. 6 and 7 illustrate a second embodiment of the 
invention in Which a different damping means is used. Simi 
lar parts to the ?rst embodiment are identi?ed by the same 
reference numbers. A damping plate 48 is provided Within 
the housing 22 adjacent to the pivot arm 24 and With a vis 
cous substance 39, such as grease, betWeen them. The damp 
ing plate 48 is formed as shoWn in FIG. 8 in Which a plate 50 
has an I-shaped cut out 52 forming tWo portions 54A, 54B 
Which may be folded into a perpendicular orientation With 
respect to the rest of the plate as shoWn in FIG. 9. The 
damping plate 48 is attached by these perpendicular portions 
54A, 54B to a protrusion 56 from the upper inner surface of 
the housing 22 and is rotatable about this protrusion. On 
rotation of the pivot arm 24 about its pivot 26, the damping 
plate 48 is pushed in the direction shoWn by the arroW and 
pivots about its pivot 58, as shoWn in FIG. 7. This movement 
against the pivot arm 24 has a damping effect. A spring (not 
shoWn) may be provided to keep the damping plate close to 
the pivot arm. 
A third embodiment of the invention shoWing another 

damping means is shoWn in FIG. 10. Again, similar parts to 
the ?rst embodiment are identi?ed by the same reference 
numbers. In this embodiment the pivot arm 24 rotates about 
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a ?exible pivot 60 Which may be made from rubber or 
another suitable ?exible substance. This ?exible pivot 60 has 
the advantage that it also provides some damping. Addi 
tional damping may be provided by a separate damper 62, 
comprising for example a piston 64 attached to the housing 
22 Which is inserted into a reservoir 66 of grease mounted on 
the pivot arm. A spring 68 in the reservoir biases the pivot 
arm into its rest position. 
A fourth embodiment of the invention Will noW be 

described With reference to FIGS. 11*14. In this embodi 
ment the storage port 70 is mounted on a vertical post 72 and 
is provided With parallel upper and loWer plates 74, 76 to 
engage the retaining and task modules 16, 18 respectively. 
As shoWn in FIGS. 13 and 14, both upper and loWer plates 

74, 76 have U-shaped cut outs With ?ngers 78, 80, 82, 84 
de?ning opposite sides. The ?ngers 78, 80, 82, 84 of the 
upper and loWer plates 74, 76 are designed to receive the 
retaining and task modules 16, 18 respectively. 

The vertical post 72 of the storage port is mounted on the 
CMM table. The post 72 is provided With a vertical track 77 
along one edge onto Which the upper plate 74 is mounted, 
thus alloWing the upper plate 74 to slide up and doWn along 
the post 72. 

The loWer plate 76 is mounted from the upper plate 74 by 
pins 86 depending from the upper plate 74 Which are 
received in apertures 88 of the loWer plate 76. These pins 86 
alloW the loWer plate 76 to move up and doWn relative to the 
upper plate 74 Whilst keeping the plates 74, 76 parallel. The 
loWer plate 76 is biased toWards the upper plate 74 by a 
spring 90. 
A cam 92 is located betWeen the upper and loWer plates 

74, 76. A rack 94 and pinion 96 arrangement alloWs relative 
movement of the cam 92 With respect to the post 72. The 
pinion 96 is mounted on the cam 92 and the rack 94 is 
mounted on the vertical post 72. 

In use, the CMM quill 12 manoeuvers the probe toWards 
the storage port so that the probe is positioned in front of the 
U-shaped cut out of the upper and loWer plates 74, 76. The 
probe is then moved horiZontally into the storage port 70 so 
that the upper plate 74 engages With the retaining module 16 
and the loWer plate 76 engages With the task module 18. The 
receiving and task modules 16, 18 are each provided With 
recesses 98, 100 to receive the ?ngers 78, 80, 82, 84 of the 
upper and loWer plates 74, 76. 

Once the probe is engaged With the storage port 70, the 
quill 12 is moved upWards, as shoWn in FIG. 12. In doing so, 
both the upper and loWer plates 74, 76 are also pulled 
upWards. This upWard movement causes the pinion 96 to 
move along the rack 94 and thus rotate the cam 92. The 
rotation of the cam 92 pushes the loWer plate 76 aWay from 
the upper plate 74, against the action of the spring 90. As the 
upper and loWer plates 74, 76 are pushed apart by the cam 
92, the receiving and task modules 16, 18 are separated. 
Once the receiving and task modules 16, 18 are separated, 

the retaining module 16 may be removed from the upper 
plate 74 by moving the quill 12 horiZontally aWay from the 
storage port 70 and thus disengaging the ?ngers 78, 80 of the 
upper plate 74 from the retaining module 16. The task mod 
ule 18 Will remain in the storage port 70. 

In the above embodiments of the invention, relative move 
ment of the retaining module and storage port is used to 
separate the retaining module from the task module by acti 
vating a mechanism in the storage port to create a mechani 
cal advantage in separating the modules. Movement of the 
retaining module to activate the mechanism has the advan 
tage that suf?cient force is generated to separate the modules 
Without the storage port needing to be provided With any 
poWered apparatus, such as motors and electromagnets. 
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6 
It is also possible to activate the mechanism by moving at 

least part of the storage port Whilst the retaining module 
remains stationary. 

This invention is not limited to the exchange of task mod 
ules of a modular probe. It is also suitable for exchanging 
probes mounted on a probe hand. For example it may be 
desirable to exchange betWeen different types of probes such 
as contact touch trigger and sensing probes and also non 
contact probes. 
The invention claimed is: 
1. A storage port for separating a releasably coupled task 

module from a retaining module, said retaining module and 
storage port being located on different and relatively mov 
able parts of a machine, the storage port comprising: 

a member for engagement With a task module; 
a mechanism for separating the task module from the 

retaining module using a mechanical advantage; 
Whereby physical movement of the retaining module rela 

tive to the storage port actuates the mechanism, thereby 
separating the task module from the retaining module 
and Whereby the mechanism has a tilting action Which 
causes the task module to separate from the retaining 
module With a component of rotational motion. 

2. A storage port according to claim 1 Wherein the mecha 
nism levers the task module and retaining module apart. 

3. A storage port according to claim 2 Wherein the mem 
ber is part of the mechanism. 

4. A storage port according to claim 3 Wherein the mem 
ber is rotatable about a pivot, such that on linear movement 
of the retaining module relative to the storage port the task 
module is also pulled linearly, causing the member and 
hence the task module to rotate about the pivot and thus 
breaking contact betWeen the task module and the retaining 
module With a tilting action. 

5. A storage port according to claim 3 Wherein a damper is 
provided to ensure smooth and controlled movement of the 
member. 

6. A storage port according to claim 5 Wherein the damper 
comprises a damping plate Which is adjacent and substan 
tially parallel to one of the member and a surface of the 
storage port and mounted on the other of the member and the 
surface; Wherein a viscous substance is provided betWeen 
the damping plate and said one of the member and the sur 
face; such that on movement of the member, the damping 
plate moves With respect to said one of the member and the 
surface. 

7. A storage port according to claim 6 Wherein biasing 
means are provided to push the damping plate against one of 
the member and the surface to Which it is adjacent. 

8. A storage port according to claim 5 Wherein the damp 
ing is provided by the pivot Which is made from a ?exible 
substance. 

9. A storage port according to claim 1 Wherein the mem 
ber has a cut-out for receiving the task module. 

10. A storage port according to claim 9 Wherein the cut 
out is provided With sprung ?ngers to hold the task module 
in position on the member. 

11. A storage port according to claim 10 Wherein the 
sprung ?ngers are integral With the member. 

12. A storage port according to claim 9 Wherein the task 
module is held in position on the member by magnetic 
means. 

13. A storage port for separating a releasably coupled task 
module from a retaining module, said retaining module and 
storage port being located on different and relatively mov 
able parts of a machine, the storage port comprising: 

a member for engagement With a task module; 
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a second member for engagement With the retaining mod 
ule and means to separate the tWo members on upwards 
movement of the machine and retaining module When 
the modules are located in the storage port. 

14. A storage port according to claim 13 Wherein the 
means to separate the tWo members comprises a cam located 
betWeen the tWo members Which is caused to rotate on 
upWards movement of the retaining module, When said 
retaining module is located in the storage port, thereby forc 
ing the tWo members apart. 

15. A storage port according to claim 14 Wherein a rack 
and pinion arrangement is used to cause rotation of the cam 
on said upWards movement of the retaining module. 

16. A storage port according to claim 13 Wherein biasing 
means are provided to bias the member and second member 
toWards one another. 

17. A storage port according to claim 13 Wherein guide 
means are provided to maintain the member and the second 
member in a substantially parallel arrangement. 

18. A storage port for separating a releasably coupled task 
module from a retaining module, said retaining module and 
storage port being located on different and relatively mov 
able parts of a machine, the storage port comprising: 

a relatively ?xed member; 
a relatively movable member Which is engageable With a 

task module, said movable member being rotatable 
With respect to the ?xed member about a pivot thereby 
to tilt said task module; 

Whereby When the task module is engaged With the mov 
able member, linear movement of the retaining module 
relative to the storage port causes the movable member 
and the task module to rotate about the pivot, and thus 
breaking contact betWeen the task module and the 
retaining module With a tilting action. 

19. A storage port for separating a releasably coupled task 
module from a retaining module, said retaining module and 
storage port being located on different and relatively mov 
able parts of a machine, the storage port comprising: 

a member Which is engageable With a task module; 
a rotatable cam located betWeen the task module and 

retaining module, When said modules are located in the 
storage port; 

Whereby rotation of the cam separates the task module 
from the retaining module. 

20. A storage port for separating a releasably coupled 
task module from a retaining module, at least one of the 
retaining module or the storage port being movable relative 
to the other, the storage port comprising: 

a structure having (a) an opening for receiving the task 
module and (b) a portion that is configured so as to 
engage with the task module such that, upon movement 
ofat least one of the retaining module or the storage 
port relative to the other, the task module is caused to 
tilt to thereby facilitate separation of the task module 
from the retaining module. 

2]. The storage port according to claim 20 wherein the 
opening is generally U-shaped. 

22. The storage port according to claim 20 wherein the 
portion extends into the opening. 

23. The storage port according to claim 20 wherein the 
portion engages with a recess in the task module. 

24. The storage port according to claim 20 wherein the 
portion levers the task module and the retaining module 
apart. 

25. The storage port according to claim 20 wherein the 
tilting causes the task module to initially break contact with 
the retaining module along one edge. 
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26. The storage port according to claim 20, including a 

plurality of?ngers that hold the task module in position in 
the storage port. 

27. The storage port according to claim 26 wherein the 
plurality of fingers comprises two fingers. 

28. The storage port according to claim 26 wherein the 
fingers are biased towards the task module once the task 
module is in position in the storage port. 

29. The storage port according to claim 26 wherein the 
fingers comprise sprung ?ngers. 

30. The storage port according to claim 20 wherein the 
storage port includes a lid to cover and thereby protect the 
task module when it is separated from the retaining module. 

3]. The storageport according to claim 30 wherein the lid 
is biased towards a position where it covers the task module 
but is retractable so as to move out of the way when a task 
module is being inserted into or retrieved from the storage 
port. 

32. A storage port for separating a releasably coupled 
task module from a retaining module, at least one of the 
retaining module or the storage port being movable relative 
to the other, the storage port comprising: 

a member configured so as to engage with the task module 
such that, upon movement ofat least one ofthe retain 
ing module or the storage port relative to the other, the 
member causes a tilting action of the task module to 
thereby facil itate separation of the task module from the 
retaining module. 

33. The storage port according to claim 32 wherein the 
member engages with a recess in the task module. 

34. The storage port according to claim 32 wherein the 
member levers the task module and the retaining module 
apart. 

35. The storage port according to claim 32 wherein the 
tilting causes the task module to initially break contact with 
the retaining module along one edge. 

36. The storage port according to claim 32, including a 
plurality of?ngers that hold the task module in position in 
the storage port. 

37. The storage port according to claim 36 wherein the 
plurality of fingers comprises two fingers. 

38. The storage port according to claim 36 wherein the 
fingers are biased towards the task module once the task 
module is in position in the storage port. 

39. The storage port according to claim 36 wherein the 
fingers comprise sprung ?ngers. 

40. The storage port according to claim 32 wherein the 
storage port includes a lid to cover and thereby protect the 
task module when it is separated from the retaining module. 

4]. The storageport according to claim 40 wherein the lid 
is biased towards a position where it covers the task module 
but is retractable so as to move out of the way when a task 
module is being inserted into or retrieved from the storage 
port. 

42. A storage port for separating a releasably coupled 
task module from a retaining module, at least one of the 
retaining module or the storage port being movable relative 
to the other, the storage port comprising: 

a task module holding area; and 
a member configured so as to engage with the task module 

such that, upon movement ofat least one ofthe retain 
ing module or the storage port relative to the other, the 
member causes a tilting action of the task module to 
thereby facil itate separation of the task module from the 
retaining module. 

43. The storage port according to claim 42 wherein the 
member extends into the task module holding area. 
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44. The storage port according to claim 42 wherein the 
member engages with a recess in the task module. 

45. The storage port according to claim 42 wherein the 
member levers the task module and the retaining module 
apart. 

46. The storage port according to claim 42 wherein the 
tilting causes the task module to initially break contact with 
the retaining module along one edge. 

47. The storage port according to claim 42, including a 
plurality of?ngers that hold the task module in position in 
the storage port. 

48. The storage port according to claim 47 wherein the 
plurality of fingers comprises two fingers. 

49. The storage port according to claim 47 wherein the 
fingers are biased towards the task module once the task 
module is in position in the storage port. 

50. The storage port according to claim 47 wherein the 
fingers comprise sprung ?ngers. 

5]. The storage port according to claim 42 wherein the 
storage port includes a lid to cover and thereby protect the 
task module when it is separated from the retaining module. 

52. The storageport according to claim 5] wherein the lid 
is biased towards a position where it covers the task module 
but is retractable so as to move out of the way when a task 
module is being inserted into or retrieved from the storage 
port. 

53. A storage port for separating a releasably coupled 
task module from a retaining module, at least one of the 
retaining module or the storage port being movable relative 
to the other, the storage port comprising: 

a generally U-shaped openingfor receiving the task mod 
ule; and 

a member extending into the opening and configured so as 
to engage with a recess in the task module; 

engagement between the member and the task module 
being such that, upon movement ofat least one ofthe 
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retaining module or the storage port relative to the 
other, the member causes the task module to tilt, and 
initially break contact with the retaining module along 
one edge, to thereby facilitate separation of the task 
modulefrom the retaining module. 

54. A machine comprising: 

a retaining module; 
a task module releasably coupled to the retaining module; 

and 

a storage port; 

at least one of the retaining module or the storage port 
being movable relative to the other; 

the storage port comprising a member configured so as to 
engage with the task module such that, upon movement 
of at least one of the retaining module or the storage 
port relative to the other, the member causes a tilting 
action of the task module to thereby facilitate separa 
tion ofthe task modulefrom the retaining module. 

55. A magazine comprising at least one storage portfor 
separating a releasably coupled task module from a retain 
ing module, at least one ofthe retaining module or the stor 
ageport being movable relative to the other, the storageport 
comprising: 

a task module holding area; and 

a member configured so as to engage with the task module 
such that, upon movement ofat least one ofthe retain 
ing module or the storage port relative to the other, the 
member causes a tilting action of the task module to 
thereby facil itate separation of the task module from the 
retaining module. 

56. The magazine according to claim 55 wherein the mem 
ber extends into the task module holding area. 


