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DIGITAL CAMERA WITH MOVEABLE 
IMAGE PICKUP DEVICE 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

More than one reissue application has been ?led for the 
reissue of US. Pat. No. 6,366,323. The reissue applications 
are application Ser. Nos. 10/815,193 (the present 
application) and 10/815,194, both?led on Apr 1, 2004 and 
both ofwhich are reissues ofU.S. Pat. No. 6,366,323. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a digital camera provided 
with an image pick-up device such as a CCD for converting 
an image of an object into electric signals. 

2. Description of the Related Art 

A digital camera (digital imaging camera) generally 
includes an image pick-up device such as a CCD (charge 
coupled device) for converting an object image formed 
thereon through the photographic lens of the camera into 
electric signals which are then converted into digital signals. 
The digital signals are generally stored in a recording 
medium such as a ?ash memory or a memory card in a 
predetermined format. 

In a conventional digital camera, it is dif?cult to reduce 
the thickness of the camera body because a bulky image 
pick-up device is positioned in the camera body behind the 
photographic lens. Even if the camera is designed to have a 
retractable photographic lens for the purpose of reducing the 
thickness of the camera body when the camera is not in use, 
it is still dif?cult to reduce the thickness because a suf?cient 
space in which the photographic lens is to retract cannot be 
secured in front of the bulky image pick-up device within a 
this camera body. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a digital 
camera having structure which makes it possible to design 
the camera body to be thin in the direction of the optical axis 
of the photographic lens of the camera. 

To achieve the object mentioned above, according to an 
aspect of the present invention, there is provided a digital 
camera which includes: a photographic lens movable along 
an optical axis thereof between a retracted position and a 
photographing position in front of the retracted position; an 
image pick-up device on which an object image is formed 
through the photographic lens, the image pick-up device 
being guided to be movable between a ?rst position where 
the image pick-up device is positioned in a photographic 
optical path of the photographic lens behind the photo 
graphic lens and a second position where the image pick-up 
device is positioned out of the photographic optical path; and 
a mechanism for moving the image pick-up device between 
the ?rst position and the second position, wherein the mov 
ing mechanism moves the image pick-up device to the ?rst 
position when the photographic lens is moved from the 
retracted position to the photographing position, and 
wherein the moving mechanism moves the image pick-up 
device to the second position when the photographic lens is 
moved from the photographing position to the retracted 
position. 
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2 
Preferably, the image pick-up device is guided in a direc 

tion perpendicular to the optical axis. 
Preferably, the moving mechanism moves the image pick 

up device from the ?rst position to the second position 
before the photographic lens reaches the retracted position. 

According to another aspect of the present invention, 
there is provided a digital camera having a retractable photo 
graphic lens. The digital camera includes: an image pick-up 
device on which an object image is focused through the 
photographic lens; and a mechanism for positioning the 
image pick-up device in a photographic optical path of the 
photographic lens behind the photographic lens when a 
power switch of the digital camera is turned ON, and for 
positioning the image pick-up device out of the photo 
graphic optical path when the power switch is turned OFF. 
The present disclosure relates to subject matter contained 

in Japanese Patent Application No. 09-155144 (?led on Jun. 
12, 1997) which is expressly incorporated herein by refer 
ence in its entirety. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present invention will be described below in detail 
with reference to the accompanying drawings in which: 

FIGS. 1A, 1B and 1C are schematic sectional views of a 
photographic optical system and an image pick-up unit in 
different positions, showing a fundamental structure of a 
digital camera in which the present invention is applied; 

FIG. 2 is a perspective view of fundamental of a ?rst 
embodiment of the digital camera to which the present 
invention is applied; 

FIG. 3 is a plan view of a cam groove formed on a cam 
ring shown in FIG. 2; 

FIG. 4 is a perspective view of fundamental elements of a 
second embodiment of the digital camera to which the 
present invention is applied; and 

FIG. 5 is a plan view of a cam slot formed on a cam plate 
shown in FIG. 4. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIGS. 1A, 1B and 1C show a fundamental structure of a 
digital camera to which the present invention is applied. The 
camera is provided with a Zoom lens 11 consisting of two 
lens groups, i e, a front lens group L1 and a rear lens group 
L2. The front and rear lens groups L1 and L2 are moved 
along an optical axis O of the Zoom lens 11 while varying the 
distance therebetween in effect Zooming and focusing. 
The camera is provided with an image pick-up unit (image 

pick-up device) 21. The image pick-up unit 21 is provided 
with a base plate 25 to which a CCD 24 is ?xed. A set of 
?lters 23 including a low-pass ?lter and an infrared ?lter are 
secured to the CCD 24 between the rear lens group L2 and 
the CCD 24. The base plate 25 is guided in a direction per 
pendicular to the optical axis O to be selectively movable 
between a ?rst position where the CCD 24 is positioned 
behind the rear lens group L2 (see FIG. 1A or 1B) and a 
second position where the CCD 24 is positioned out of the 
photographic optical path of the Zoom lens 11 (see FIG. 1C). 
The base plate 25 is moved between the ?rst and second 
positions by a drive mechanism (not shown in any of FIGS. 
1A, 1B and 1C). In each of FIGS. 1A, 1B and 1C reference 
numeral 13 designates an inner surface of a wall (e g, a back 
wall) of a camera body of the camera. 

FIG. 1A shows the Zoom lens 11 and the image pick-up 
unit 21 in a photo-ready condition with the power switch of 
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the camera turned ON. FIG. 1B shows the Zoom lens 11 and 
the image pick-up unit 21 in a non-photographable condition 
With the Zoom lens 11 retracted and With the image pick-up 
unit 21 still positioned behind the rear lens group L2. FIG. 
1C shoWs the Zoom lens 11 and the image pick-up unit 21 in 
a non-photographable condition With the Zoom lens 11 
retracted and With the image pick-up unit 21 positioned out 
of the photographic optical path of the Zoom lens 11. In the 
photo-ready condition shoWn in FIG. 1A, the front and rear 
lens groups L1 and L2 are each advanced forwardly With the 
rear lens group L2 being suf?ciently apart from the image 
pick-up unit 21, and the front and rear lens groups L1 and L2 
are adjusted by a focusing device (not shoWn) to form a 
sharp object image on the light receiving surface of the CCD 
24. The camera is provided therein With an image processing 
circuit (not shoWn). The electric image signals output from 
the CCD 24 are transmitted to the image processing circuit 
via a cable (not shoWn) to be converted by the image pro 
cessing circuit into digital data in a predetermined format. 
The digital data is stored in a recording medium such as a 
?ash memory or a memory card, or is output from the cam 
era. 

When the poWer sWitch is turned off, the front and rear 
lens groups L1 and L2 are retracted to respective rearmost 
positions (retracted positions) and at the same time the 
image pick-up device 21 is moved out of the photographic 
optical path of the Zoom lens 11, as shoWn in FIG. 1C to the 
case Where the Zoom lens 11 is retracted With the image 
pick-up device 21 still positioned behind the rear lens group 
L2 in the photographic optical path of the Zoom lens 11, the 
rear lens group L2 cannot be moved back beyond the posi 
tion of the front end of the image pick-up device 21, namely, 
the rear lens group L2 cannot retreat to a position Where it 
contacts the ?lter set 23. FIG. 1B shoWs a state Where the 
front and rear lens groups L1 and L2 are retracted With the 
image pick-up device 21 remained to be positioned behind 
the rear lens group L2. In the state shoWn in FIG. 1B, “A” 
designates a distance betWeen the front end of the front lens 
group L1 and the back surface of the base plate 25. In FIG. 
1B “C” designates the thickness of the image pick-up unit 
21. The thickness C is approximately 7 to 8 mm. 

In the digital camera to Which the present invention is 
applied, the image pick-up unit 21, Which includes the CCD 
24, is moved out of the photographic optical path of the 
Zoom lens 11 in the direction perpendicular to the optical 
axis 0 When the Zoom lens 11 is retracted, Which makes it 
possible to further retract the Zoom lens 11 in the camera 
body. Therefore, it is possible to retract the Zoom lens 11 to a 
position Where the rear end of the rear lens group L2 almost 
contacts the inner surface 13 of the camera body. That is, if 
the image pick-up unit 21 is moved off the photographic 
optical path, the Zoom lens 11 can further retreat by a length 
corresponding to thickness C of the image pick-up unit 21. It 
is therefore possible to thin the camera body by thickness C 
(see FIG. 1C). It is otherWise possible to lengthen a lens 
barrel for supporting the Zoom lens 11 by thickness C, Which 
makes it possible to provide the camera body With a Zoom 
lens having a longer focal length or a higher Zoom ratio. 

The image pick-up unit 21 may be moved into and out of 
the photographic optical path by any drive mechanism. 

The Zoom lens 11 and the image pick-up unit 21 may be 
moved by a common motive poWer source or by different 
motive poWer sources. 

FIG. 2 shoWs fundamental elements of a ?rst embodiment 
of the digital camera to Which the present invention is 
applied. This ?rst embodiment is characterized in that the 
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4 
image pick-up unit 21 is inserted into and taken out of the 
photographic optical path by the linear movement of a mov 
able lens barrel 31. The image pick-up unit 21 is in the 
photographic optical path behind the Zoom lens 11 as shoWn 
by solid lines in FIG. 2 When the lens barrel 31 is positioned 
in an advanced position (photographing position). The 
image pick-up unit 21 is moved out of the photographic 
optical path behind the Zoom lens 11 as shoWn by tWo-dot 
chain lines in FIG. 2 When the lens barrel 31 retreats into the 
camera body. 

The image pick-up unit 21 is secured to a support plate 41 
having a leg portion 42. The leg portion 42 is pivoted about a 
shaft 43 Which extends in parallel to the optical axis 0. The 
shaft 43 is ?xed to the camera body (not shoWn in FIG. 2). 
A tension spring 46 extends betWeen the support plate 41 

and a pin 45 Which is ?xed to the camera body. The spring 46 
urges the plate 41 in one direction around the shaft 43 
(clockWise direction as vieWed in FIG. 2). The urged plate 
41 is stopped by a locating pin 47 ?xed to the camera body to 
position the image pick-up unit 21 in the photographing 
position. When the image pick-up unit 21 is in this position, 
an object image is formed on the light receiving surface of 
the image pick-up unit 21 through the Zoom lens 11. The 
image pick-up unit 21 is moved out of the photographic 
optical path including the optical axis 0 When the support 
plate 41 is rotated about the shaft 43 counterclockWise as 
vieWed in FIG. 2 against the spring force of the spring 46. 
A link bar 51 is positioned nearby the lens barrel 31. A 

central portion of the link bar 51 is pivoted about a shaft 52 
extending perpendicularly to the optical axis 0. The shaft 52 
is secured to the camera body. The link bar 51 is provided at 
the front end thereof With a folloWer pin 53. The lens barrel 
31 is provided With a cam groove 33 in Which the folloWer 
pin 53 is ?tted. The other end 48 of the link bar 51 is bunt to 
have an engaging portion 54 Which is engaged With an upper 
edge of the leg portion 42 of the support plate 41. When the 
link bar 51 rotates clockWise as vieWed in FIG. 2, the support 
plate 41 is rotated counterclockWise about the shaft 43 by the 
rotational movement of the link bar 51 to be positioned in a 
retracted position (shoWn by tWo-dot chain lines in FIG. 2) 
against the spring force of the spring 46. 

FIG. 3 shoWs the contour of the cam groove 33. The cam 
groove 33 includes a Zooming section betWeen T and W 
Which extends in parallel With the optical axis 0. The lens 
barrel 31 is moved linearly, Without rotating about the opti 
cal axis 0. When the lens barrel 31 is moved linearly to 
effect Zooming, the folloWer pin 53 is ?tted in the cam 
groove 33 Within the Zooming section betWeen T and W. 
This maintains the link bar 51 in the position (shoWn by 
solid lines in FIG. 2) Where the bar 51 does not the support 
plate 41 from its photographing position to retracted posi 
tion. The cam groove 33 also includes a retracting section 
betWeen W and S Which extends inclined to the optical axis 
0 and the Zooming section betWeen T and W. When the lens 
barrel 31 is retracted upon the poWer sWitch being turned 
OFF, the cam pin 53 moves from the Zooming section 
betWeen T and W to the end 33a of the retracting section 
betWeen W and S, Which turns the link bar 51 to the retracted 
position shoWn by tWo-dot chain lines in FIG. 2. 

FIG. 4 shoWs fundamental elements of a second embodi 
ment of the digital camera to Which the present invention is 
applied. The digital camera is provided With a motor-driven 
Zoom lens, the basic structure of Which is disclosed in, e g, 
Japanese Laid-Open Patent Publication 62-285632. The 
camera is provided With a Zoom lens barrel block 101, a 
?nder and strobe block 112, a distance measuring device, 
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and a Zoom motor 116. The distance measuring device 
includes a set of light emitter and receiver 113. Those com 
ponents 101, 112, 113 and 116 are supported by or mounted 
on the camera body. 

The barrel block 101 is provided With a cam ring 102, a 
front barrel 103 and a rear barrel 104. Each of the barrels 103 
and 104 is ?tted in the cam ring 102 and is moved forwardly 
and rearWardly by the rotation of the cam ring 102. The 
barrels 103 and 104 support front and rear lens groups L1 
and L2 (not shoWn in FIG. 4) thereinside, respectively. Each 
barrel can be moved betWeen a retracted position and a pho 
tographing position. Each barrel is moved Within a Zooming 
range including the photographing position as the cam ring 
102 rotates. 

The ?nder and strobe block 112 is provided With a Zoom 
?nder 118 and a strobe 119. In accordance With the variation 
in the focal length of the Zoom lens 11, the ?nder 118 
changes its magni?cation and ?eld of vieW While the strobe 
119 changes its angle of illumination. 
The cam ring 102 is provided on an outer periphery 

thereof With a sector gear 105 Which extends along the cir 
cumference of the cam ring 102. The sector gear 105 meshes 
With a drive pinion 107 Which is ?xed to the drive shaft of the 
Zoom motor 116. The sector gear 105 also meshes With a 
driven pinion 120 Which is ?xed to the front end of a shaft 
121 Which extends in parallel to the optical axis 0. The shaft 
121 is provided at the rear end thereof With a ?rst gear 122a. 
This ?rst gear 122a meshes With a second gear 122b Which 
meshes With a rack 123a formed on a cam plate 123. The 
?rst and second gears 122a and 122b constitute a reduction 
gear train 122 for transmitting rotation of the cam ring 102 to 
the rack 123a While loWering the output speed. Accordingly, 
the rotation of the cam ring 102 is transmitted to the cam 
plate 123 through the sector gear 105, the driven pinion 120, 
the shaft 121, the reduction gear train 122 and the rack 123a. 
The rotational position (angular position) of the ring 102 is 
detected through a code plate 130 secured to the outer 
periphery of the ring 102 and conductive brushes 131 slid 
ably contacting the code plate 130. 

The cam plate 123 is guided horiZontally in a direction 
perpendicular to the optical axis 0 of the Zoom lens. The 
cam plate 123 is provided along a rear end thereof With a 
doWnWardly extending bent portion 123b. The aforemen 
tioned rack 123a, Which meshes With the second gear 122b, 
is formed on the bottom end of the bent portion 123b therea 
long. The cam plate 123 is provided With a ?rst cam slot 125 
for varying the magni?cation of the ?nder 118 and a second 
cam slot 127 for varying the angle of illumination of the 
strobe 119. 
The ?nder optical system of the ?nder 118 consists of 

three lens groups, i e, a ?xed object lens group L3, a ?xed 
eyepiece lens group L4 and a movable lens group L5 posi 
tioned betWeen the object lens group L3 and the eyepiece 
lens group L4. The magni?cation of the ?nder 118 varies by 
moving the movable lens group L5 along the optical axis of 
the ?nder 118. The movable lens group L5 is provided With a 
folloWer pin 118a Which is ?tted in the ?rst cam slot 125. 
The movable lens group L5 is moved to vary the magni?ca 
tion of the ?nder 118 such that the ?eld of vieW of the ?nder 
118 is coincident With the siZe of a picture Which is varied 
due to the variation of the focal length of the Zoom lens in 
the barrel block 101. 
As the focal length of the Zoom lens becomes longer, the 

strobe 119 narroWs the angle of illumination. For a close 
shot, the strobe 119 Widens the angle of illumination, reduc 
ing the illuminance level on an object Which is to be photo 
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6 
graphed. For this, the strobe 119 is provided With a ?xed 
Fresnel lens L6 and a re?ector 129 Which holds a xenon 
lamp (not shoWn). The re?ector 129 is provided With a fol 
loWer pin 119a Which is ?tted in the second cam slot 127 so 
as to be driven to move along its optical axis by the move 
ment of the cam plate 123. 
The turning of the cam ring 102 causes the cam plate 123 

to move right and left. When the Zoom lens 11 is retracted, i 
e., When the front and rear barrels 103 and 104 are retracted, 
the cam plate 123 is positioned in its position closest to the 
barrel block 101. When the Zoom lens 11 is positioned 
Within the photographing range, that is, Within the Zooming 
range, the cam plate 123 is aWay from the barrel block 101. 
This second embodiment is characterized in that the image 
pick-up unit 21 is moved betWeen the photographing posi 
tion and the retracted position by the movement of the cam 
plate 123. 

The contour of each of the ?rst and second cam slots 125 
and 127 is determined in association With the rotational posi 
tion (angular position) of the cam ring 102. Namely, the 
contour of each cam slot is determined such that points T, W 
and S of each cam slot correspond to a telephoto-extremity 
angular position A, a Wide-angle-extremely angular position 
D and a retracted angular position C of the cam ring 102, 
respectively. The section of each cam slot betWeen the points 
T and W is determined to correspond to the angle of rotation 
of the cam ring 102 betWeen the angular positions A and B. 
LikeWise, the section of each cam slot betWeen the points W 
and S is determined to correspond to the angle of rotation of 
the cam ring 102 betWeen the angular positions B and C. The 
sections betWeen the points T and W of the ?rst and second 
cam slots 125 and 127 are each inclined relative to the direc 
tion of movement of the cam plate 123 so as to vary the 
magni?cation of the ?nder 118 and the angle of illumination 
of the strobe 119, respectively, in accordance With the varia 
tion of the focal length of the Zoom lens 11. The retracting 
sections betWeen the points W and S of the ?rst and second 
cam slots 125 and 127 are each parallel With the direction of 
movement of the cam plate 123, so that neither the magni? 
cation of the ?nder 118 nor the angle of illumination of the 
strobe 119 varies as long as the folloWer pins 118a and 119a 
move Within the sections betWeen W and S of the cam slots 
125 and 127, respectively. Rotation of the cam ring 102 
betWeen its angular positions B and C, Which respectively 
correspond to the points W and S, causes the image pick-up 
unit 21 to move betWeen the photographing position (shoWn 
by solid lines in FIG. 4) and the retracted position (shoWn by 
tWo-dot chain lines in FIG. 4). 
The image pick-up unit 21 is secured to a support plate 61 

Which lies in a plane perpendicular to the optical axis 0 of 
the Zoom lens 11. The support plate 61 is provided With an 
L-shaped leg portion 62. An end of the leg portion 62 is bent 
rearWards and further bent upWards to form a crank portion 
62a having an L-shape cross section. The crank portion 62a 
is pivoted about a shaft 63 Which extends in parallel With the 
optical axis 0. The shaft 63 is ?xed to the camera body (not 
shoWn). 
A tension spring 66 extends betWeen the support plate 61 

and a pin 65 Which is ?xed to the camera body. The support 
plate 61 is urged in one direction by the spring 66 and 
stopped by a locating pin 67 ?xed to the camera body to 
position the image pick-up unit 21 in the photographing 
position. When the image pick-up unit 21 is in the photo 
graphing position, an object image is formed on the light 
receiving surface of the image pick-unit 21 through the 
Zoom lens 11. The support plate 61 can be rotated about the 
shaft 63 against the spring force of the spring 66 to move the 
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image pick-up unit 21 out of the photographic optical path 
including the optical axis 0. 

The bent portion 123b of the cam plate 123, Which is 
provided With the rack 123a, is provided at one end thereof 
closer to the image pick-up unit 21 With a pusher 123c, 
Which is formed as an extension of the bent portion 123b. 
Rotation of the Zoom motor 116 in the direction to retract the 
Zoom lens 11 causes the cam plate 123 to move toWard the 
retracted position (to the left as vieWed in FIG. 4), Which 
causes the tip of the pusher 123c contact and pushes the 
upper end 64 of the crank portion 62a of the support plate 61. 
This turns the support plate 61 toWards its retracted position 
against the spring force of the spring 66. Before the cam 
plate 123 reaches its retracted position, the image pick-up 
unit 21 is moved off the photographing optical path as shoWn 
by tWo-dot chain lines in FIG. 4. The cam plate 123 is pro 
vided With a slit 123d in Which part of the image pick-up unit 
21 can move so as not to interfere With the cam plate 123 
When it moves to its retracted position. 

Rotation of the Zoom motor 116 in the retracting direction 
causes the rear barrel 104 and the rear lens group L2 to 
retreat toWards their retracted positions previously occupied 
by the image pick-up unit 21 (refer to FIG. 1C). 

Rotation of the Zoom motor 116 in the advancing direc 
tion causes the rear barrel 104 and the rear lends group L2 to 
move forWardly, Which causes the cam plate 123 to move 
toWards the telephoto extremity position thereof, i e, in a 
direction apart from the barrel block 101. The movement of 
the cam plate 123 in this direction moves the pusher 123c 
aWay from the upper end 64 of the crank portion 62a of the 
support plate 61. This causes the support plate 61 to turn 
toWards its photographing position through the spring force 
of the spring 66. Further movement of the cam plate 123 
causes the image pick-up unit 21 to move into the photo 
graphic optical path, Where the rear barrel 104 and the rear 
lens group L2 are already absent. When the cam plate 123 
reaches its Wide-angle extremity position, the pusher 123c 
leaves the upper end 64 of the crank portion 62a. 
Consequently, the spring 66 brings the support plate 61 into 
contact With the locating pin 67. While the Zoom lens 11 is 
driven to effect Zooming and focusing, the cam plate 123 
moves Within a range Where its pusher 123c is apart from the 
upper end 64 of the crank portion 62a, so that the image 
pick-up unit 21 remains in the photographing position, 
Where the spring 66 holds the support plate 61 to contact the 
locating pin 67. 

After the poWer sWitch (not shoWn) of the camera shoWn 
in FIG. 4 is turned off, the Zoom motor 116 rotates in the 
retracting direction to retract the lens barrels 103 and 104. At 
the same time, the cam plate 123 slides in the retracting 
direction. This ?rst turns the support plate 61 toWard its 
retracted position to move the image pick-up unit 21 out of 
the photographing optical path. After the image pick-up unit 
21 moves off the photographing optical path, the rear barrel 
104 moves into the position previously occupied by the 
image pick-up unit 21. Consequently, the rear end of the rear 
barrel 104 or the rear lens group L2 moves rearWardly to a 
position close to the inner surface 13 of the camera body (see 
FIG. 1 (C)). 
As can be understood from the foregoing, according to the 

digital camera to Which the present invention is applied, 
When the photographic lens retreats in the camera body, the 
image pick-up unit 21, Which is positioned behind the pho 
tographic lens, is moved out of the photographic optical path 
to secure the space behind the lens in Which the rear end of 
the photographic lens can further retreat. It is therefore pos 
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8 
sible to reduce the thickness of the camera body, or lengthen 
the movable lens barrel in order to increase the Zoom ratio. 

In each of the ?rst and second embodiments, although the 
image pick-up unit 21 is secured to the support plate (41 or 
61) Which is pivoted about the shaft (43 or 63) extending 
parallel to the optical axis 0 so as to move the image pick-up 
unit 21 into and out of the photographic optical path, the 
image pick-up unit 21 can be guided in a direction perpen 
dicular to the optical axis so as to be driven to linearly move 
into and out of the photographic optical path. 

In each of the ?rst and second embodiments, the Zoom 
lens 11 and the image pick-up unit 21 can be driven by 
different motive poWer sources. 

Obvious changes may be made in the speci?c embodi 
ments of the present invention described herein, such modi 
?cations being Within the spirit and scope of the invention 
claimed. It is indicated that all matter contained herein is 
illustrative and does not limit the scope of the present inven 
tion. 
What is claimed is: 
[1. A digital camera comprising: 
a photographic lens movable along an optical axis thereof 

betWeen a retracted position and a photographing posi 
tion in front of said retracted position; 

image pick-up device on Which an object image is formed 
through said photographic lens, said image pick-up 
device being guided to be movable betWeen a ?rst posi 
tion Where said image pick-up device is positioned in a 
photographic optical path of said photographic lens 
behind said photographic lens and a second position 
Where said image pick-up device is positioned out of 
said lens optical path; and 

a mechanism for moving said image pick-up device 
betWeen said ?rst position and said second position, 
Wherein said moving mechanism moves said image 
pick-up device to said ?rst position When said photo 
graphic lens is moved from said retracted position to 
said photographing position, and Wherein said moving 
mechanism moves said image pick-up device to said 
second position When said photographic lens is moved 
from said photographing position to said retracted posi 
tion.] 

[2. The digital camera according to claim 1, Wherein said 
image pick-up device is guided in a direction perpendicular 
to said optical axis.] 

[3. The digital camera according to claim 1, Wherein said 
moving mechanism moves said image pick-up device from 
said ?rst position to said second position before said photo 
graphic lens reaches said retracted position.] 

[4. The digital camera according to claim 3, Wherein a rear 
end of said photographic lens moves into a space previously 
occupied by said image pick-up device When said photo 
graphic lens moves from said photographing position to L1 
said retracted position.] 

[5. The digital camera according to claim 1, Wherein said 
moving mechanism comprises a support plate to Which the 
image pick-up device is secured, said support plate being 
pivoted about a shaft secured to a body of said digital camera 
so that said image pick-up device is movable betWeen said 
?rst position and said second position.] 

[6. The digital camera according to claim 5, Wherein said 
shaft extends parallel to said optical axis.] 

[7. The digital camera according to claim 1, Wherein said 
photographic lens comprises: 

a lens barrel movable along said optical axis betWeen said 
retracted position and said photographing position; and 
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a photographic optical system comprising a front lens 
group and a rear lens group, at least said rear lens group 
being supported by said movable lens barrel; 

Wherein said moving mechanism further comprises an 
interlocking mechanism, provided betWeen said image 
pick-up device and said movable lens barrel, for mov 
ing said image pick-up device betWeen said ?rst posi 
tion and said second position in association With the 
movement of said movable lens barrel betWeen said 
photographing position and said retracted position.] 

[8. The digital camera according to claim 5, Wherein said 
moving mechanism further comprises a spring for continu 
ously urging said support plate in a direction to move said 
image pick-up device to said ?rst position.] 

[9. The digital camera according to claim 5, Wherein said 
photographic lens is a motor-driven Zoom lens, said moving 
mechanism further comprises: 

a cam plate guided in a direction perpendicular to the 
optical axis, said cam plate being moved in association 
With the movement of said photographic lens; and 

an interlocking mechanism, provided betWeen said image 
pick-up device and said cam plate, for moving said 
image pick-up device betWeen said ?rst position and 
said second position in association With the movement 
of said cam plate.] 

[10. The digital camera according to claim 9, further com 
prising: 

a Zoom ?nder Which varies a magni?cation thereof in 
association of the variation of a focal length of said 
photographic lens, said Zoom ?nder comprising at least 
one movable lens group having a folloWer, 

Wherein said cam plate comprises a cam slot in Which said 
folloWer is ?tted.] 

[11. The digital camera according to claim 10, further 
comprising: 

a strobe Which varies an angle of illumination thereof in 
association of said variation of said focal length of said 
photographic lens, said strobe comprising a movable 
light emitting unit having a second folloWer, 

Wherein said cam plate comprises a second cam slot in 
Which said second folloWer is ?tted] 

[12. The digital camera according to claim 7, Wherein said 
moving mechanism further comprises a support plate to 
Which the image pick-up device is secured, said support 
plate being pivoted about a shaft secured to a body of said 
digital camera so that said image pick-up device is movable 
betWeen said ?rst position and said second position, 

Wherein said interlocking mechanism comprises: 
a link bar pivoted about a shaft secured to said camera 

body, one end of said link bar having a folloWer, the 
other end of said link bar engaging With said support 
plate; and 

a cam groove formed on said movable lens barrel, said 
folloWer being ?tted in said cam groove.] 

[13. A digital camera having a retractable photographic 
lens, comprising: 

an image pick-up device on Which an object image is 
focused through said lens photographic; and 

a mechanism for positioning said image pick-up in a pho 
tographic optical path of said photographic lens behind 
said photographic lens When a poWer sWitch of said 
digital camera is turned ON, and for positioning said 
image pick-up device out of said photographic optical 
path When said poWer sWitch is turned OFF] 

14. A methodfor operating a camera having a barrel and 
aplurality ofoptical elements, the method comprising: 
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10 
moving the barrel along an optical axis between and 

including a plurality ofphotographic positions and at 
least one position in which no photograph can be 

taken; 
positioning all of the optical elements along the optical 

axis when the barrel is in all ofthe plurality ofphoto 
graphic positions; and 

positioning at least one optical element ofthe plurality of 
optical elements out of the optical axis and at least 
another optical element ofthe plurality ofoptical ele 
ments along the optical axis, such that at least a portion 
ofthe at least one optical element and at least aportion 
ofthe at least another optical element are located along 
a common plane which is generally perpendicular to 
the optical axis, when the barrel is in the at least one 
position in which no photograph can be taken. 

15. The method according to claim 14, wherein the at 
least one optical element is an image pick-up device. 

16. The method according to claim 15, wherein the image 
pick-up device is a charge-coupled device. 

1 7. The method according to claim 14 wherein the plural 
ity of optical elements includes at least one lens and an 
image pick-up device. 

18. The method according to claim 1 7, wherein the image 
pick-up device is a charge-coupled device. 

19. The method according to claim 14, wherein theplural 
ity ofoptical elements includes an imagepick-up device and 
a plurality of lenses. 

20. The method according to claim 19, wherein the image 
pick-up device is a charge-coupled device. 

2]. The method according to claim ]4,further comprising 
moving a ?nder in association with movement of the barrel 
within the plurality of photographic positions. 

22. The method according to claim 14, wherein theplural 
ity of photographic positions comprises a Zoom range. 

23. A methodfor operating a camera having a barrel and 
aplurality ofimaging elements, the method comprising: 
moving the barrel along an optical axis between and 

including a plurality ofphotographic positions and at 
least one position in which no photograph can be 

taken; 
positioning all ofthe imaging elements along the optical 

axis when the barrel is in all ofthe plurality ofphoto 
graphic positions; and 

positioning at least one imaging element oftheplurality of 
imaging elements out of the optical axis and at least 
another imaging element of the plurality of imaging 
elements along the optical axis, such that at least a 
portion ofthe at least one imaging element and at least 
a portion of the at least another imaging element are 
located along a common plane which is generally per 
pendicular to the optical axis, when the barrel is in the 
at least one position in which no photograph can be 
taken. 

24. The method according to claim 23, wherein the at 
least one imaging element is an image pick-up device. 

25. The method according to claim 24, wherein the image 
pick-up device is a charge-coupled device. 

26. The method according to claim 23, wherein theplural 
ity of imaging elements includes at least one lens and an 
image pick-up device. 

27. The method according to claim 26, wherein the image 
pick-up device is a charge-coupled device. 

28. The method according to claim 23, wherein theplural 
ity of imaging elements includes an image pick-up device 
and aplurality oflenses. 
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29. The method according to claim 28, wherein the image 3]. The method according to claim 23, wherein theplural 
pick-up device is a charge-coupled device. ity of photographic positions comprises a Zoom range. 

30. The method according to claim 23, further comprising 
moving a?nder in association with movement ofthe barrel 
within the plurality ofphotographic positions. * * * * * 


