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Fig. 4 
Table 1. Example blends for Polycold models. Percentage by mole for re?'igerant 

mixture being circulated by compressor system 

US RE40,627 E 

Molar composition (percent) of the overall refrigerant 
mixture used in representative models 
Blend A Blend B Blend C Blend D Overall 

range 
(mole %) 

Model PFC-1102 HC PFC-662 PFC-552 HC PGC-l52 
number HC 
Minimum 
temperature -133 C -150C ~150C -133C 
achieved 
Refrigerant 
Component 
Argon 13 24 18 8 4 — 36 

R-14 34 26 35 24 10-55 

R-23 28 22 21 32 10 — 50 

R-125 11 11 12 11 5-20 

R-236fa 14 17 14 25 7 - 40 

Table 3: MR formulation for minimal temperature down to 105 K 

Ingredient Name Range (% by mole) 

ofR-236fa, 13-347, R~245fa, R-4112 

1 At least one ofneon (Ne) or helium (He) 0.0 — 10.0 

2 At least one of argon (Ar) or nitrogen (N2) 10.0 - 45.0 

3 R-14 (CF4) 20.0 — 50.0 

4 R-23 (CHIFE) 10.0 -— 30.0 

5 R-125 (CZHFS) 8.0 — 15.0 

6 R-l34a 0.0 — 5.0 

7 Other high boiling components: at least one 0.0 — 3.0 

Fig. 6 
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Table 2. Comparison of performance provided by two new blends without HCFC‘s 

compared with prior blends containing HCFC’S. 

Parameter Blend containing Blend A Blend Blend D 
HCFC's 1102 HC containing PGC-150 
(replaced by HCFC’s 
Blend A) (replaced by 
PFC-1100 HC Blend D) 

PGC- 150 
Min. Max. Min. Max. 
Load Load Load Load No Max. No Max. 
(150 W) (3600 W) (l50 W) (3600 W) Flow Flow Flow Flow 

Evaporator J34 -lO8 -l35 -lO9 No ~12O N0 -118 
Inlet Temp. C data data 
Evaporator -128 -97 -134 -91 No -108 No -106 
Outlet Temp. C data data 
Compressor 105 124 102 114 I00 110 102 110 
Discharge 
Temp. C 
Liquid Line 24 27 25 25 25 28 22 27 
Temp. C 
Compressor -4 7 13 14 10 14 16 23 
Suction Temp. 
C 
Compressor 12.5 20 13 20 8.6 9.6 8.0 9.1 
Current, A 
Voltage, V 460 460 460 460 230 230 230 230 
Discharge 161 350 205 365 180 240 185 255 
Pressure, psi} 
Suction 15 44 25 46 18 27 22 32 
Pressure, psig 
Gas Inlet NA NA NA NA 25 25 25 25 
Temp, C 
Gas F low Rate, NA NA NA NA 0 450 0 450 
SCFH 
Gas Outlet NA NA NA NA NA -115 NA -115 
Temp. C 

Fig. 5 
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Fig. 7 
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Table 4: MR formulation for minimal temperature down to 118 K 

Ingredient Name Range (% by mole) 

1 At least one ofargon (Ar) or nitrogen (N2) 10.0 - 40.0 

2 R-l4 20.0-—50.0 

3 R-23 10.0 — 40.0 

4 R-125 0.0-35.0 

5 R-l34a 0.0 —10.0 

6 At least one of 12-347, R-4112, R-236fa, 0.0 — 6.0 

Table 5: MR formulation for minimal temperature above 130 K 

Ingredient Name Range (% by mole) 

1 At least one of argon (Ar) or nitrogen (N2) 2.0 — 40.0% 

2 R-l4 10.0 — 50.0% 

3 ‘R-23 10.0 — 40.0% 

4 R-l25 0.0 — 430.0% 

5 R-134a 0.0 - 15.0% 

6 At least one ofR-245fa. R-236?a, or 15-347, or 0.0 - 10.0% 

R4112. 

Fig. 8 
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Table 6: MR formulation for minimal temperature above 140 K 

Ingredient Name Range (% by mole) 

1 At least one of argon (Ar) or nitrogen (N2) 2.0 — 40.0% 

2 R-14 10.0-~ 50.0% 

3 R-23 10.0 — 40.0% 

4 R425 0.0 — 30.0% 

5 R~l34a 0.0 — 15.0% 

6 At least one of R-236fa, R-245fa, or 13-347 or 0.0 — 10.0% 

R-41l2. 



US. Patent Jan. 27, 2009 Sheet 8 of9 US RE40,627 E 

Fig. 10 

Table 7: MR formulation for minimal temperature above 155 K 

Ingredient Name Range (% by mole) 

1 At least one of argon (Ar) 0. nitrogen (N2) 0.0 _ 40.0% 

2 R-l4 5.0 - 50.0% 

3 R-23 5.0 - 40.0% 

4 R-lZS 0.0 - 40.0% 

5 R-l34a 0.0-30.0% 

6 At least one ofR-236fa or R-245fa. 0.0 — 30.0% 

7 131-347 or R-4112. 0.0-20.0% 

Table 8: Freeze out Temperature for Selected Blends 
Experimental Data of mixed refn'gerant composition ?owing through the 
evaporator 
Note: (TMlN) is the minimal achieved temperature without freeze out. 
No. TFR , K Blend Composition: 

(TMm ). Mole % 
K 

Ar R- 14 R-23 R- 125 R- R- R- Ne 
134a 2361i 4112 

1 (113) * 24.2 46.8 12.5 14.5 
2 (116- 41.0 32.0 18.0 9.0 

117) 
3 (115-16) 14.0 29.0 48.5 8.5 
4 115-116 33.0 23.0 39.0 5.0 
5 118-120 27.0 39.0 14.0 14.0 6.0 
15 116-117 25.0 27.0 17.0 R-218-18.0 13.0 
6 115 15.0 22.0 37.0 24.2 0.0 1.8 
7 116-117 15.0 22.0 35.7 23.3 1.5 2.5 
8 120 17.3 20.0 33.0 21.5 3.7 5.3 
9 130 19.0 22.0 27.5 19.5 3.0 9.0 - 
10 125-127 15.2 19.3 31.5 21.0 3.5 9.5 
11 153 29.0 40.0 9.4 17.0 4.6 
12 155 32.3 47.0 5.6 11.7 3.4 
13 170 32.7 49.1 10.3 7.9 
14 135-137 24.0 25.0 23.0 --- 12.5 15.5 

Fig. 11 
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NONFLAMMABLE MIXED REFRIGERANTS 
(MR) FOR USE WITH VERY LOW 

TEMPERATURE THROTTLE-CYCLE 
REFRIGERATION SYSTEMS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

[This application] This application is a reissue ofapplica 
Zion Sen No. O9/894,968, ?led on Jun. 28, 200], now US. 
Pat. No. 6,502,410, which claims the bene?t of provisional 
applications No. 60/214,562, 60/214,565 and 60/295,237, 
?led Jun. 28, 2000, and Jun. 1, 2001 [and now pending], and 
which is a continuation in part of US. patent application Ser. 
No. 09/728,501 ?led Nov. 30, 2000 now US. Pat. No. 6,481, 
223, which is incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

This invention is directed to the use of a non?ammable, 
nontoxic, chlorine free refrigerant mixture for use in very 
low temperature refrigeration systems. 

Refrigeration systems have been in existence since the 
early 1900s, when reliable sealed refrigeration systems were 
developed. Since that time, improvements in refrigeration 
technology have proven their utility in both residential and 
industrial settings. In particular, low-temperature refrigera 
tion systems currently provide essential industrial functions 
in biomedical applications, cryoelectronics, coating 
operations, and semiconductor manufacturing applications. 

Providing refrigeration at temperatures below 223 K (-50 
C.) have many important applications, especially in indus 
trial manufacturing and test applications. This invention 
relates to refrigeration systems which provide refrigeration 
at temperatures between 223 K and 73 K (—50 C. and —200 
C.). The temperatures encompassed in this range are vari 
ously referred to as low, ultra low and cryogenic. For pur 
poses of this application the term “very low” or “very low 
temperature” will be used to mean the temperature range of 
223 K and 73 K (—50 C. and —200 C.). In many manufactur 
ing processes conducted under vacuum conditions, and inte 
grated with a very low temperature refrigeration system, 
rapid heating is required for some elements. This heating 
process is a defrost cycle. The heating warms the evaporator 
and connecting refrigerant lines to room temperature. This 
enables these parts of the system to be accessed and vented 
to atmosphere without causing condensation of moisture 
from the air on these parts. The longer the overall defrost 
cycle and subsequent resumption of producing very low 
temperature temperatures, the lower the throughput of the 
manufacturing system. Enabling a quick defrost and a quick 
resumption of the cooling of the cryosurface (evaporator) in 
the vacuum chamber is bene?cial to increase the throughput 
of the vacuum process. 

There are many vacuum processes which have the need 
for such very low temperature cooling. The chief use is to 
provide water vapor cryopumping for vacuum systems. The 
very low temperature surface captures and holds water vapor 
molecules at a much higher rate than they are released. The 
net effect is to quickly and signi?cantly lower the chamber’s 
water vapor partial pressure. This process of water vapor 
cryopumping is very useful for many physical vapor deposi 
tion processes in the vacuum coating industry for electronic 
storage media, optical re?ectors, metalliZed parts, semicon 
ductor devices, etc. This process is also used for remove 
moisture from food products in freeze drying operations. 
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2 
Another application involves thermal radiation shielding. 

In this application large panels are cooled to very low tem 
peratures. These cooled panels intercept radiant heat from 
vacuum chamber surfaces and heaters. This can reduce the 
heat load on surfaces being cooled to lower temperatures 
than the panels. Yet another application is the removal of 
heat from objects being manufactured. In some applications 
the object is an aluminum disc for a computer hard drive, a 
silicon wafer for the manufacture of a semiconductor device, 
or the material such as glass or plastic for a ?at panel display. 
In these cases the very low temperature provides a means for 
removing heat from these objects more rapidly, even though 
the object’s ?nal temperature at the end of the process step 
may be higher than room temperature. Further, some appli 
cations involving, hard disc drive media, silicon wafers, or 
?at panel display material, or other substrates, involve the 
deposition of material onto these objects. In such cases heat 
is released from the object as a result of the deposition and 
this heat must be removed while maintaining the object 
within prescribed temperatures. Cooling a surface like a 
platen is the typical means of removing heat from such 
objects. In all these cases an interface between the refrigera 
tion system and the object to be cooled is proceeding in the 
evaporator where the refrigerant is removing heat from the 
object at very low temperatures. 

Still other applications of very low temperatures include 
the storage of biological ?uids and tissues, control of reac 
tion rates for chemical processes and pharmaceutical pro 
cesses. 

Conventional refrigeration systems have historically uti 
liZed chlorinated refrigerants, which have been determined 
to be detrimental to the environment and are known to con 
tribute to ozone depletion. Thus, increasingly restrictive 
environmental regulations have driven the refrigeration 
industry away from chlorinated ?uorocarbons (CFCs) to 
hydrochloro ?uorocarbons (HCFCs). Provisions of the Mon 
treal Protocol require a phase out of HCFC’s and a European 
Union law bans the use of HCFCs in refrigeration systems as 
of Jan. 1, 2001. Therefore the development of an alternate 
refrigerant mixture is required. Hydro?urocarbon (HFC) 
refrigerants are good candidates which are non?ammable, 
have low toxicity and are commercially available. The use of 
HFC’s in commercial and residential applications is now 
well known. However, these applications do not require the 
typical HFC refrigerants to be used at very low temperature. 
Therefore their performance and behavior in a mixture at 
low temperature is not known. 
When selecting replacement refrigerants, the use of 

non?ammable, nontoxic (permissible exposure limit greater 
than 400 ppm) is preferred. 

Prior art very low temperature systems used ?ammable 
components to manage oil. The oils used in very low tem 
perature systems using chlorinated refrigerants had good 
miscibility with the warmer boiling components which are 
capable of being lique?ed at room temperature when pres 
surized. Colder boiling HFC refrigerants such as R-23 are 
not miscible with these oils and do not readily liquefy until 
colder parts of the refrigeration process. This immiscibility 
causes the compressor oil to separate and freeZeout which 
leads to system failure due to blocked tubes, strainers, valves 
or throttle devices. To provide miscibility at these lower 
temperatures, ethane was added to the refrigerant mixture. 
Unfortunately, ethane is ?ammable and can limit customer 
acceptance and can invoke additional requirements for sys 
tem controls, installation requirements and cost. Therefore, 
elimination of any ?ammable component is preferred. 

In addition, use of a toxic refrigerant can limit customer 
acceptance and can invoke additional requirements for sys 
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tem controls, installation requirements and cost. A permis 
sible exposure limit (PEL) is the maximum amount of con 
centration of a chemical that a Worker may be exposed to 
under OSHA regulations. In the case of mixed refrigerants, a 
PEL of any component beloW 400 ppm is considered toxic 
and poses a health risk to any individual, such as a service 
technician, that may be exposed to the refrigerant. Therefore 
it is bene?cial to use a refrigerant Whose components have a 
PEL that is greater than 400 ppm. 

Another requirement is to develop a mixture of refriger 
ants that Will not freeZeout from the refrigerant mixture. A 
“freeZeout” condition in a refrigeration system is When one 
or more refrigerant components, or the compressor oil, 
becomes solid or extremely viscous to the point Where it 
does not How. During normal operation of a refrigeration 
system, the suction pressure decreases as the temperature 
decreases. If a freeZeout condition occurs the suction pres 
sure tends to drop even further creating positive feedback 
and further reducing the temperature, causing even more 
freeZeout. What is needed is a Way to prevent freeZeout in an 
MR refrigeration system. HFC refrigerants available have 
Warmer freeZing points than the HCFC and CFC refrigerants 
that they replace. Since these refrigerants are rather neW and 
since their use at very loW temperatures is uncommon there 
is no body of information that can predict the freeZeout 
behavior of mixtures containing these neW refrigerants. 

Another challenge When using hydro?uorocarbons 
(HFCs) is that these refrigerants are immiscible in alkylben 
Zene oil and therefore, a polyolester (POE) (1998 ASHRAE 
Refrigeration Handbook, chapter 7, page 7.4, American 
Society of Heating, Refrigeration and Air Conditioning 
Engineers) compressor oil is used to be compatible With the 
HFC refrigerants. Selection of the appropriate oil is essential 
for very loW temperature systems because the oil must not 
only provide good compressor lubrication, they also must 
not separate and freeZeout from the refrigerant at very loW 
temperature. 

Typically, in the refrigeration industry, a change in refrig 
erants requires a change in hardWare elements such as the 
compressor or valves. As a result, a refrigerant change can 
cause expensive equipment retro?t and associated doWn 
time. What is needed is a Way to use existing refrigeration 
equipment in combination With the recently developed HFC 
mixed refrigerants that are compatible With the existing 
hardWare and materials. This is further complicated by the 
fact that very loW temperature systems must operate in sev 
eral different modes. Even the start up process on these sys 
tems can be challenging since many of the refrigerants that 
are liquid during steady state operation are in a gaseous state 
When the system is at room temperature. Further, severe 
operational changes such as providing rapid defrost require 
proper refrigerant blending for the system to operate Without 
exceeding limits on operating temperatures or pressures. The 
individual developed blends in accordance With the inven 
tion are shoWn in Table I (FIG. 1) and indicated as Blend A, 
Blend B, etc. Also shoWn in the table are the model numbers 
of developed commercial products IGC Polycold Systems, 
Inc., San Rafael, Calif. Which use these blends. 

For example, a prior art refrigeration unit, used a mixture, 
containing R-l23, R-22, R-23, R-l70, R-l4, and argon, 
Which mixture has been successfully replaced With Blend A 
(Table I) to achieve the goal of providing equivalent refriger 
ant performance Without using HCFC’s and Without using 
?ammable or toxic refrigerants. 

Further, in accordance With the invention, another compo 
nent may be added to the above compositions provided that 
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4 
the ratios of the listed components (Table I) remain in the 
same proportions relative to each other. 

BACKGROUND PATENTS 

US. Pat. No. 6,041,621, “Single circuit cryogenic lique 
faction of industrial gas,” assigned to Praxair Technology, 
Inc. (Danbury, Conn.), describes a method for more e?i 
ciently liquefying industrial gas Wherein refrigeration for the 
liquefaction is generated using a de?ned multi-component 
refrigerant ?uid and provided by a single ?oW circuit over a 
Wide temperature range from ambient to cryogenic tempera 
ture. 

US. Pat. No. 5,702,632, “Non-CFC refrigerant mixture,” 
assigned to General Signal Corporation (Stamford, Conn.), 
describes a refrigeration heat exchanger section useful in 
circulating a substantially non-CFC refrigerant mixture 
Which comprises: a compressor means, an auxiliary 
condenser, a ?rst condenser, a second condenser, a third 
condenser, a subcooler and a liquid/ gas separator, Wherein a 
subcooled refrigerant liquid mixture taken as bottoms from 
the liquid/ gas separator is distributed and expanded by a ?rst 
expansion means and a second expansion means to form ?rst 
and second expanded streams, respectively, such that the 
?rst expanded stream is returned to the auxiliary condenser 
and compressor in order to avoid overheating of the com 
pressor. 

US. Pat. No. 5,408,848, “Non-CFC auto-cascade refrig 
eration system,” assigned to General Signal Corporation 
(Stamford, Conn.), describes a refrigeration heat exchanger 
section useful in circulating a substantially non-CFC refrig 
erant mixture Which comprises: a compressor means, an 
auxiliary condenser, a ?rst condenser, a second condenser, a 
third condenser, a subcooler and a liquid/gas separator, 
Wherein a subcooled refrigerant liquid mixture taken as bot 
toms from the liquid/gas separator is distributed and 
expanded by a ?rst expansion means and a second expansion 
means to form ?rst and second expanded streams, 
respectively, such that the ?rst expanded stream is returned 
to the auxiliary condenser and compressor in order to avoid 
overheating of the compressor. 

SUMMARY OF THE INVENTION 

The present invention is a non?ammable, chlorine-free, 
nontoxic, mixed refrigerant (MR) for use With very loW tem 
perature throttle-cycle refrigeration systems of various con 
?gurations. 
The non?ammable, chlorine-free, nontoxic, MR of the 

present invention is for use in very loW temperature refrig 
eration system or process, such as a mixed-refrigerant 
system, an auto-refrigerating cascade cycle, a Kleemenko 
cycle, or a single expansion device system. The refrigeration 
system is comprised of at least one compressor and a throttle 
cycle of either a single (no phase separators) or multi stage 
(at least one phase separator) arrangement. Multi stage 
throttle cycles are also referred to as auto-refrigerating cas 
cade cycles and are characterized by the use of at least one 
refrigerant vapor-liquid phase separator in the refrigeration 
process. 

The non?ammable, chlorine-free, nontoxic, MR mixture 
of the present invention is useful in a refrigeration system 
having an extended defrost cycle. 
An advantage of the present invention is that 

non?ammable, nontoxic, and chlorine free refrigerant mix 
tures are disclosed for use in very loW temperature refrigera 
tion systems. 
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A further advantage of this invention is that the appropri 
ate compressor oil for use With HFC refrigerants for use in 
very loW temperature refrigeration systems are disclosed. 

Yet another advantage of the invention is that the limits of 
Warm-freezing refrigerants are identi?ed so that the use at 
these mixtures below the freeZing point of said Warm 
freeZing components is disclosed. 

Accordingly, an object of the invention Was development 
of improved refrigerant blends Which are free of HCFC’s 
and Which can be used to provide the same refrigeration 
performance as a previous blend With HCFC’s Without 
requiring changes in the compressor, refrigerant liquid 
vapor phase separators, throttle devices and heat exchanger 
arrangement. 
The invention accordingly comprises blends of 

refrigerants, and the appropriate compressor oil possessing 
the characteristics, properties and the relation of components 
Which are exempli?ed in the blends herein-after described, 
and the scope of the invention Will be indicated in the claims. 

Still other objects and advantages of the invention Will be 
apparent in the speci?cation. 
The invention accordingly comprises the features of 

construction, combinations of elements, and arrangements 
of parts, Which Will be exempli?ed in the constructions here 
inafter set forth, and the scope of the invention Will be indi 
cated in the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For better understanding of the invention, reference is had 
to the folloWing description taken in connection With the 
accompanying draWings, in Which: 

FIG. 1 is a schematic of a very loW temperature refrigera 
tion system With defrost capability, using an autorefrigerat 
ing cascade refrigeration process, operable Without hard 
Ware modi?cations using a refrigerant blend in accordance 
With the invention; 

FIG. 2 is a partial schematic of an alternative refrigeration 
process, a single phase separator auto refrigerating cascade, 
for use in the refrigeration system of FIG. 1 in accordance 
With the invention; 

FIG. 3 is a partial schematic of another alternative refrig 
eration process for use in the refrigeration system of FIG. 1 
in accordance With the invention; 

FIG. 4 is Table l of refrigerant blend compositions in 
accordance With the invention; 

FIG. 5 is Table 2 of comparative refrigeration system per 
formance using refrigerant blends in accordance With the 
invention; 

FIG. 6 is Table 3 of refrigerant blends that can be used to 
achieve refrigeration doWn to 105 K Without refrigerant 
freeZeout in accordance With the invention; 

FIG. 7 is Table 4 of refrigerant blends that can be used to 
achieve refrigeration doWn to 118 K Without refrigerant 
freeZeout in accordance With the invention; 

FIG. 8 is Table 5 of refrigerant blends that can be used to 
achieve refrigeration doWn to 130 K Without refrigerant 
freeZeout in accordance With the invention; 

FIG. 9 is Table 6 of refrigerant blends that can be used to 
achieve refrigeration doWn to 140 K Without refrigerant 
freeZeout in accordance With the invention; 

FIG. 10 is Table 7 of refrigerant blends that can be used to 
achieve refrigeration doWn to 155 K Without refrigerant 
freeZeout in accordance With the invention; 

FIG. 11 is Table 8 of refrigerant blends that Were tested to 
determine the limits used in Tables 3*7 Without refrigerant 
freeZeout in accordance With the invention; 
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6 
FIG. 12 is Table 9 of the temperatures that individual 

refrigerants and refrigerant blends, can be combined With 
compressor oil Without refrigerant or oil freeZeout in accor 
dance With the invention. 

DESCRIPTION OF PREFERRED 
EMBODIMENTS 

In a ?rst embodiment, FIG. 1 shoWs a very loW tempera 
ture refrigeration system 100 Which uses the mixed refriger 
ant in accordance With the invention. Refrigeration system 
100 is a very loW temperature refrigeration system that 
includes a compressor 102 feeding an optional oil separator 
124 Which feeds condenser 104 via a discharge line 106. A 
second outlet of oil separator 124 feeds back to compressor 
suction line 122 at a node betWeen refrigeration process 108 
and compressor 102 via an oil return line 130. Condenser 
104 feeds a supply inlet of a refrigeration process 108 via a 
liquid line 110. A supply outlet of a refrigeration process 108 
feeds an inlet of an evaporator 112 via a refrigerant supply 
line 114. In line in refrigerant supply line 114 betWeen 
refrigeration process 108 and evaporator 112 is a How meter 
ing device (FMD) 116 Which in turn feeds solenoid valve 
118. An outlet of evaporator 112 feeds a return inlet of 
refrigeration process 108 via a refrigerant return line 120. A 
return outlet of refrigeration process 108 closes the loop 
back to compressor 102 via a compressor suction line 122. 
In other arrangements solenoid valve 118 is located betWeen 
the outlet of refrigeration process 108 and the How metering 
device 116. 

Refrigeration system 100 further includes a defrost supply 
line 128 Which feeds solenoid valve 160 Which delivers 
refrigerant at a node betWeen solenoid valve 118 and evapo 
rator 112. 

Oil separator 124 is not needed if an oil free compressor is 
used. Also, in some cases the oil concentration in the dis 
charge line exiting the compressor is loW enough that an oil 
separator is not needed. In other variations, the oil separator 
is installed in defrost supply line 128. 

Evaporator 112, as shoWn, is sometimes incorporated as 
part of the complete refrigeration system 100. In other 
arrangements evaporator 112 is provided by the customer or 
other third parties and is assembled upon installation of the 
complete refrigeration system 100. Fabrication of evaporator 
112 is oftentimes very simple and may consist of copper or 
stainless steel tubing. The main invention is embodied by the 
speci?cation of the other parts of refrigeration system 100. 
Another element common in the construction of the 

invention are connecting lines enabling evaporator 112 to be 
located at considerable distance, typically 6 ft to 100 ft aWay 
from the other elements of refrigeration system 100. The 
connecting lines are not shoWn as a separate element. 

Refrigeration process 108 is shoWn as an auto 
refrigerating cascade system and includes a heat exchanger 
132, a phase separator 134, a heat exchanger 136, a phase 
separator 138, a heat exchanger 140, a phase separator 142, a 
heat exchanger 144, a How metering device (FMD) 146, an 
FMD 148, and an FMD 150. The heat exchangers provide 
heat transfer from the high pressure refrigerant to the loW 
pressure refrigerant. The FMD’s throttle the high pressure 
refrigerant to loW pressure and create a refrigeration effect as 
a result of the throttling process. 
The supply refrigerant ?oW path through refrigeration 

process 108 is as folloWs: a supply inlet of heat exchanger 
132 is fed by liquid line 110 and a supply outlet of heat 
exchanger 132 feeds a supply inlet of phase separator 134. A 
supply outlet of phase separator 134 feeds a supply inlet of 
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heat exchanger 136 and a supply outlet of heat exchanger 
136 feeds a supply inlet of phase separator 138. A supply 
outlet of phase separator 138 feeds a supply inlet of heat 
exchanger 140 and a supply outlet of heat exchanger 140 
feeds a supply inlet of phase separator 142. A supply outlet 
of phase separator 142 feeds a supply inlet of heat exchanger 
144 and a supply outlet of heat exchanger 144 feeds refriger 
ant supply line 114. 

The return refrigerant ?oW path through refrigeration pro 
cess 108 is as folloWs: a return inlet of heat exchanger 144 is 
fed by refrigerant return line 120 and a return outlet of heat 
exchanger 144 feeds a return inlet of heat exchanger 140. A 
return outlet of heat exchanger 140 feeds a return inlet of 
heat exchanger 136. A return outlet of heat exchanger 136 
feeds a return inlet of heat exchanger 132. A return outlet of 
heat exchanger 132 feeds suction line 122. 

Additionally, a second outlet of phase separator 134 feeds 
FMD 146 Which feeds into the refrigerant return path at a 
node betWeen heat exchanger 136 and heat exchanger 140. A 
second outlet of phase separator 138 feeds FMD 148 Which 
feeds into the refrigerant return path at a node betWeen heat 
exchanger 140 and heat exchanger 144. Likewise, a second 
outlet of phase separator 142 feeds feeds FMD 150 Which 
feeds into refrigerant return line 120 at a node betWeen heat 
exchanger 144 and evaporator 112. 

In each case phase separators 134, 138, and 142, act to 
separate the liquid refrigerant from the vapor refrigerant. 
Separation ef?ciencies vary from 40% to 100% (that is any 
Where from 60% to 0% of the liquid may exit through the 
?rst outlet). The ?rst outlet is preferentially vapor. The sec 
ond outlet is selectively liquid. The liquid from each phase 
separator is expanded by a throttling device, typically a cap 
illary tube, identi?ed as a How metering device (FMD). 
More speci?cally, liquid from phase separator 134 feeds 
FMD 146, liquid from phase separator 138 feeds FMD 148 
and phase separator 143 feeds FMD 150. Therefore the liq 
uid is at high pressure When exiting phase separators 134, 
138, and 142 and at loW pressure When mixed With returning 
loW pressure refrigerant. 

Refrigeration system 100 further includes a solenoid 
valve 152 fed by a branch of the ?rst outlet of phase separa 
tor 134. An outlet of solenoid valve 152 feeds an expansion 
tank 154 connected in series With a second expansion tank 
156. Additionally, an inlet of an FMD 158 connects at a node 
betWeen solenoid valve 152 and expansion tank 154. An 
outlet of FMD 158 feeds into the refrigerant return path at a 
node betWeen heat exchanger 136 and heat exchanger 132. 

Refrigeration system 100 can operate in one of these 
modes, cool, defrost and standby. The described refrigerant 
mixtures enables operation in each of these three modes. If 
solenoid valves 160 and 118 are both in the closed position, 
the system is said to be in standby. No refrigerant ?oWs to 
the evaporator. Refrigerant ?oWs only Within the refrigera 
tion process 108 by means of the internal ?oW metering 
devices (i.e., FMD 146, FMD 148, and FMD 150) Which 
cause high pressure refrigerant to be delivered to the loW 
pressure side of the process. This permits continuous opera 
tion of the refrigeration process 108 that can continue inde? 
nitely. In the case Where a single throttle refrigeration pro 
cess is used, a standby mode of operation is only possible if a 
means of causing How to go through a throttle is available 
during the standby mode to cause the refrigerant to How 
from the high pressure side to the loW pressure side of the 
refrigeration process 108. In some arrangements this can be 
enabled by a pair of solenoid valves to control the How of 
refrigerant to the evaporator or back to the refrigeration pro 
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8 
cess. In other arrangements an additional throttle and a sole 
noid valve are used to enable this internal How in standby. 
By operating solenoid valve 118 the system is in the cool 

mode. In this mode of operation solenoid valve 160 is in the 
closed position. Very loW temperature refrigerant from the 
refrigeration process 108 is expanded by FMD 116 and 
?oWs through valves 118 and out to the evaporator 112 and 
is then returned to refrigeration process 108 via refrigerant 
return line 120. Refrigeration system 100 can operate inde? 
nitely in this mode. 

Refrigeration system 100 is in the defrost mode by open 
ing solenoid valve 160. In this mode of operation solenoid 
valve 118 is in the closed position. In defrost mode hot gas 
from compressor 102 is supplied to evaporator 112. Typi 
cally defrost is initiated to Warm the surface of evaporator 
112 to room temperature for the purpose of removing accu 
mulated condensed Water vapor (i.e., ice), to prevent con 
densation on the surface of evaporator 112 When the vacuum 
chamber is vented to atmosphere, or to eliminate personnel 
expo sure haZards to the very loW temperatures. Hot refriger 
ant ?oWs through the oil separator 124, to solenoid valve 160 
via defrost line 128, is supplied to a node betWeen solenoid 
valve 118 and evaporator 112 and ?oWs to evaporator 112. In 
the beginning of defrost, evaporator 112 is at very loW tem 
perature and causes the hot refrigerant gas to be cooled and 
fully or partially condensed. The refrigerant then returns to 
the refrigeration process 108 via refrigerant return line 120. 
The returning defrost refrigerant is initially at very loW tem 
perature quite similar to the temperatures normally provided 
in the cool mode. As the defrost process progresses evapora 
tor 112 is Warmed. Ultimately the temperature of the retum 
ing defrost gas is much Warmer than provided in the cool 
mode. This results in a large thermal load on refrigeration 
process 108. This can be tolerated for brief periods of time, 
typically 2*7 microns Which is typically suf?cient for Warm 
ing the entire surface of evaporator 112 to room temperature. 
Typically a temperature sensor, not shoWn, is in thermal con 
tact to refrigerant return line 120. When the desired tempera 
ture is reached at refrigerant return line 120 the temperature 
sensor causes the control system (not shoWn) to end defrost, 
closing the solenoid valve 160 and putting refrigeration sys 
tem 100 into standby. Typically after the completion of 
defrost a short period in standby, typically 5 minutes, is 
required to alloW the refrigeration process 108 to loWer its 
temperature before being sWitched into the cool mode. 

Alternative means of providing defrost Which enable con 
tinuous operation are possible as described in Us. patent 
application Ser. No. 09/870,385. 
The interconnection of all elements of refrigeration sys 

tem 100 as described above is accomplished to enable refrig 
erant ?oW. All elements of refrigeration system 100 are Well 
knoWn in the industry (i.e., compressor 102, condenser 104, 
refrigeration process 108, evaporator 112, FMD 116, sole 
noid valve 118, oil separator 124, heat exchanger 132, phase 
separator 134, heat exchanger 136, phase separator 138, heat 
exchanger 140, phase separator 142, heat exchanger 144, 
solenoid valve 152, expansion tank 154, expansion tank 156, 
and FMD 158.) Nevertheless, some brief discussion of the 
elements is included beloW. 

For the purposes of illustration in this disclosure, refrig 
eration process 108 of refrigeration system 100 is shoWn to 
FIG. 1 as one version of an auto-refrigerating cascade cycle. 
HoWever, refrigeration process 108 of very loW temperature 
refrigeration system 100 is any very loW temperature refrig 
eration system, using mixed refrigerants. 
More speci?cally, refrigeration process 108 may be the 

IGC-Polycold Systems (San Rafael, Calif.) auto 
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refrigerating cascade process, or an lGC-APD Cryogenics 
(Allentown, Pa.) APD system (i.e., single stage cryocooler 
having no phase separation), Missimer type cycle (i.e., auto 
refrigerating cascade, Missimer US. Pat. No. 3,768,273), 
Kleemenko type (i.e., tWo phase separator system), single 
phase separator system, or single expansion device type 
described by LongsWorth’s US. Pat. No. 5,441,658. Also 
refrigeration process 108 may be variations on these pro 
cesses such as described in Forrest US. Pat. No. 4,597,267 
and Missimer US. Pat. No. 4,535,597, or any very loW tem 
perature refrigeration process With none, one, or more than 
one stages of phase separation. A further reference for loW 
temperature and very loW temperature refrigeration can be 
found in Chapter 39 of the 1998 ASHRAE Refrigeration 
Handbook produced by the American Society of Heating, 
Refrigeration, and Air Conditioning Engineering. In addi 
tion to the number of phase separators used, the number of 
heat exchangers, and the number of internal throttle devices 
used can be increased or decreased in various arrangements 
as appropriate for the speci?c application. 

Several basic variations of refrigeration process 108 
shoWn in FIG. 1 are possible. The refrigeration system 100 
shoWn in FIG. 1 associates With a single compressor. 
HoWever, it is recogniZed that this same compression effect 
can be obtained using tWo compressors in parallel, or that 
the compression process may be broken up into stages via 
compressors in series or a tWo stage compressor. All of these 
possible variations are considered to be Within the scope of 
this disclosure. The preferred embodiment uses a single 
compressor since this offers improvements in reliability. Use 
of tWo compressors in parallel is useful for reducing energy 
consumption When the refrigeration system is lightly loaded. 
A disadvantage of this approach is the additional 
components, controls, required ?oor space, and cost, and 
reduction in reliability. Use of tWo compressors in series 
provides a means to reduce the compression ratio of each 
stage of compression. This provides the advantage of reduc 
ing the maximum discharge temperature reached by the 
compressed refrigerant gas. HoWever, this too requires addi 
tional components, controls and costs and loWers system 
reliability. The preferred embodiment uses a single compres 
sor. With a single compressor the compression of the mixed 
refrigerants in a single stage of compression has been suc 
cessfully demonstrated Without excessive compression 
ratios or discharge temperatures. Use of a compressor 
designed to provide multistage compression and Which 
enables cooling of refrigerant betWeen compression stages 
retains the bene?t of separate compression stages While 
minimizing the disadvantages of increased complexity since 
a single compressor is still used. 

The refrigeration system 100 shoWn in FIG. 1 associates 
With a single evaporator. A common variation is to provide 
independent control of defrost and cooling control to mul 
tiple evaporators. In such an arrangement the evaporators are 
in parallel, each having a set of valves such as 160 and 118 to 
control the How of cold refrigerant or hot defrost gas, and the 
necessary connecting lines. This makes it possible to have 
one or more evaporators in the cool, defrost or standby 
mode, for example, While other evaporators may be indepen 
dently placed in the cool, defrost or standby mode. 

Refrigeration system 100 further includes a solenoid 
valve 152 fed by a branch from ?rst outlet of phase separator 
134. An outlet of solenoid valve 152 feeds an expression 
tank 154 connected in series With a second expansion tank 
156. Additionally, an inlet of an FMD 158 connects at a node 
betWeen solenoid valve 152 and expansion tank 154. An 
outlet of FMD 158 feeds into the refrigerant return path at a 
node betWeen heat exchanger 136 and heat exchanger 132. 
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10 
At start up it is typical for most of the refrigerants 

throughout refrigeration system 100 to be in a gas state since 
the entire system is at room temperature. It is important to 
manage the refrigerant gas such that the cool doWn time is 
optimiZed. Selectively removing gas from circulation in 
refrigeration system 100 during startup Would be bene?cial 
toWard this optimization. Additionally, the rate at Which the 
gasses are bled back into refrigeration system 100 also 
affects the cool doWn rate. 

The system controller (not shoWn) opens solenoid valve 
152 brie?y on startup, typically for 10 to 20 seconds. Sole 
noid valve 152 is, for example, a Sporlan Model B6 valve 
(Washington Mo.). As a result, during startup, refrigerant 
gas exits from phase separator 134 and feeds the series com 
bination of expansion tank 154 and expansion tank 156. 
FMD 158 regulates the How of refrigerant gas in and out of 
expansion tanks 154 and 156. TWo considerations for setting 
the How through FMD 158 is as folloWs: the How must be 
sloW enough such that the gas returning to refrigeration sys 
tem 100 is considerable in the condenser at Whatever operat 
ing conditions exist at any given time, thereby insuring opti 
miZed cool doWn. It is this initial formation of liquid during 
the start up process that enables cool doWn times on the 
order of 15460 minutes. At the same time hoWever, the rate 
of How through FMD 158 must be fast enough to insure that 
enough refrigerant is ?oWing in refrigeration system 100 
such that a possible shutdoWn due to loW suction pressure is 
prevented. The How of gas to and from expansion tanks 154 
and 156 is controlled passively using FMD 158 as shoWn in 
FIG. 1. Alternatively, a controller in combination With sen 
sors can be used to provide active ?oW control. 

The arrangement of expansion tanks comprise at least one 
pressure vessel and could have any number or combination 
of expansion tanks arranged in series and or parallel. 

FIG. 2 shoWs an alternative variation of refrigeration pro 
cess 108 that uses the mixed refrigerant of embodiments one 
or tWo in accordance With the invention. Commonly this 
arrangement is referred to as a single phase separator autore 
frigerating cascade process. Refrigeration process 200 of 
FIG. 2 includes a heat exchanger 202, a phase separator 204, 
a heat exchanger 206, a heat exchanger 208, and an FMD 
210. 

The supply refrigerant ?oW path through refrigeration 
process 200 is as folloWs: a supply inlet of heat exchanger 
202 is fed by liquid line 110 and a supply outlet of heat 
exchanger 202 feeds a supply inlet of phase separator 204. A 
supply outlet of phase separator 204 feeds a supply inlet of 
heat exchanger 206 and a supply outlet of heat exchanger 
206 feeds a supply inlet of heat exchanger 208. A supply 
outlet of heat exchanger 208 feeds refrigerant supply line 
114. 

The return refrigerant ?oW path through refrigeration pro 
cess 200 is as folloWs: a return inlet of heat exchanger 208 is 
fed by refrigerant return line 120 and a return outlet of heat 
exchanger 208 feeds a return inlet of heat exchanger 206. A 
return outlet of heat exchanger 206 feeds a return inlet of 
heat exchanger 202. A return outlet of heat exchanger 202 
feeds compressor suction line 122. Additionally, liquid from 
a second outlet of phase separator 204 ?oWs through FMD 
210 and into the refrigerant return path at a node betWeen 
heat exchanger 206 and heat exchanger 208. The liquid is at 
high pressure When exiting phase separator 204 and at loW 
pressure When mixed With returning loW pressure refriger 
ant. 

FIG. 3 shoWs yet another alternative variation of refrigera 
tion process 108 that that uses the mixed refrigerant of 
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embodiments one or tWo in accordance With the invention. 
Refrigeration process 300 of FIG. 3 includes only a heat 
exchanger 302. This arrangement is referred to as a system 
Without phase separation and is similar to the arrangement 
described by LongsWorth, cited above. 

The supply refrigerant ?oW path through refrigeration 
process 300 is as folloWs: a supply inlet of heat exchanger 
302 is fed by liquid line 110 and a supply outlet of heat 
exchanger 302 feeds refrigerant supply line 114. 

The return refrigerant ?oW path through refrigeration pro 
cess 300 is as folloWs: a return inlet of heat exchanger 302 is 
fed by refrigerant return line 120 and a return outlet of heat 
exchanger 302 feeds compressor suction line 122. 

Refrigeration process 300 requires additional components 
to enable a defrost or standby mode. As a minimum at least 
one FMD must be included to provide a return path by Which 
high pressure refrigerant can be throttled to loW pressure and 
thereby return to the compressor. Additional components 
can be added beyond this, such as a solenoid valve in series 
With the FMD to enable ?oW only in the standby mode. 

Providing continuous operation of refrigeration system 
100 as it is started, and is operated in the standby, defrost, 
and cool modes requires the proper balancing of the refriger 
ant components described in this disclosure. If the refriger 
ant blend does not have the correct components in the cor 
rect range of composition, a fault condition Will be 
experienced Which causes refrigeration system 100 to be 
turned off by the control system. Typical fault conditions are 
loW suction pressure, high discharge pressure or high dis 
charge temperature. Sensors to detect each of these condi 
tions are required to be included in refrigeration system 100 
and included in the safety interlock of the control system. It 
has been demonstrated that the types of components 
described in this application can be used to provide refrig 
eration at very loW temperatures and that they can be used to 
provide operation in the cool, defrost and standby operating 
modes. Examples of refrigerant charges developed to pro 
vide these three modes of operation (i.e., standby, cool, and 
defrost modes) are listed in Table 1 (FIG. 4) as blends A, B, 
and C. 

These refrigerants Were developed for speci?c manufac 
tured models of equipment Which previously used mixtures 
comprised of HCFC components. The neW refrigerant mix 
tures Were used With the old hardWare design Without 
change. The same heat exchangers, FMD’s, compressor, oil 
separators and phase separators Were used Without any 
required changes to the control settings of the system. The 
same level of refrigeration performance (heat removal) Was 
provided as With the previous HCFC containing MR. The 
neW HFC MR enabled start up and defrost transients Without 
any operational dif?culties. Achieving this extensive range 
of function Without basic hardWare modi?cation required 
much experimental testing and evaluation. 

The blends shoWn in Table l are in accordance With the 
invention and Were developed for use in an auto 
refrigerating cascade refrigeration process similar to that 
shoWn in FIG. 1 With the exception of the PGC-l52. All 
compositions shoWn in Table l are the overall blend compo 
sition as charged into each model listed. 

Four different basic blends are shoWn in Table 1 (FIG. 4). 
It is expected that the ranges of composition shoWn in Table 
l are applicable to the many different refrigeration cycles as 
mentioned. Blends A through D are examples of blends that 
Were actually developed in autorefrigerating cascades in 
evaluating the present invention. Each one is a variant based 
on particular requirements of the refrigeration unit for Which 
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12 
it Was developed. Blends Were implemented in four different 
commercially available refrigeration systems With minor 
modi?cations and provide cool, defrost and standby modes 
of operation similar to the arrangement shoWn in FIG. 1. 
Variations betWeen the different systems are a result of slight 
differences in the performance speci?cations for each unit. 
Table 2 (FIG. 5) gives important system operating conditions 
When a refrigeration system Was operated alternatively With 
the prior blend that contained HCFC’s and then With Blend 
A. As evident from the data, performance is closely matched 
betWeen the tWo blends. Another example Wherein Blend C 
is a substitute refrigerant, is also included in Table 2. 

Blend B Was developed for a product providing cool, 
defrost and standby modes of operation similar to the 
arrangement shoWn in FIG. 1. 

Blend C Was also developed for a product providing cool, 
defrost and standby modes of operation similar to the 
arrangement shoWn in FIG. 1. 

Blend D Was developed for a product application that pro 
vides gas chilling. The PGC-l52 is a variation of the 
arrangement shoWn in FIG. 1. The PGC-l52 arrangement 
lacks the defrost capability provided by components 128, 
160 and 116. Further the refrigeration process for the PGC 
152 lacks elements 142, 144 and 150. The primary purpose 
of the PGC-l 52 is to cool a gas stream. This is accomplished 
by having heat exchangers 132, 136 and 140 con?gured as 
three ?oW heat exchangers Where the gas stream ?oWs 
counter current to and is cooled by the loW pressure refriger 
ant. This precooled gas then ?oWs counter current to the 
evaporator refrigerant. 

Table 2 gives important system operating conditions When 
the system operated With a prior art blend Which contained 
HCFC’s and alternatively With Blend A. As evident from the 
data, performance is closely matched betWeen the tWo 
blends. A similar comparison is presented for Blend D. 

Development of a refrigerant blend Which is free of 
HCFC’s and Which can be used to provide the same refrig 
eration performance as a previous charge Which contained 
HCFC’s, Was accomplished Without requiring changes in the 
compressor, throttle devices, refrigerant liquid-vapor phase 
separators, and Without changes to the heat exchanger 
arrangement. 

In addition to developing replacement refrigerant mix 
tures for prior art systems, neW mixed refrigerant systems 
are being developed. Therefore the appropriate range of 
composition has been expanded in the column labeled over 
all range of Table l, and in the claims, in light of this experi 
ence. 

Further, neW refrigerants have been studied to assess their 
performance in very loW temperature refrigeration systems. 
The refrigerants are R-245fa, R-l34a, E-347 and R-4ll2. 
R-245fa has been tested and provides similar performance as 
R-236fa. In addition, testing of Rl34a, E-347 and R-4ll2 
indicate that these refrigerants can also be used in very loW 
temperature refrigeration systems. Further details are pro 
vided in the discussion of tables 3*8. 

It is also recogniZed that since the HCFC containing 
mixed refrigerants used R-l70 (ethane) interchangeably 
With R-23. Therefore, R-l70 can be used in place of R-23 
With these neW blends. Of course, use of such a ?ammable 
component Will make the overall mixture ?ammable if the 
molar concentration of R-l70 is above about 5% to 10%. 

In an expanded group of refrigerants in accordance With 
the invention, an MR formulation for use With loW tempera 
ture throttle-cycle refrigeration systems comprised of the 
ingredients listed in Tables 3 through 7, With limited ranges 



US RE40,627 E 
13 

on various components to assure that freeZeout of the refrig 
erant components is prevented. 

Tables 3 through 7 present various ranges of compositions 
that Work effectively to produce refrigeration doWn to the 
minimum temperature listed in the heading for each table 
Without freeZeout of any component occurring. In each case 
the refrigerant compositions shoWn are the refrigerant com 
positions in circulation through the evaporator coil. In the 
case of auto-refrigerating cascade systems the refrigerant 
composition circulating through the evaporator is different 
from the composition circulating through the compressor. 
This difference is due to the intentional separation of refrig 
erants Which condense at Warmer temperatures. Those 
skilled in the art Will recogniZe that various methods exist to 
manage the difference betWeen the refrigerant composition 
at the compressor and the composition at the evaporator. The 
key criteria is that the refrigerant composition at the evapo 
rator be Within the limits described in this application. 
Within these ranges the number of compositions and their 
performances are potentially in?nite. 

In Tables 3 through 7, the use of the refrigerant compo 
nents R-236fa, R-245fa, R-4l l2 and E-347 is varied and the 
loW end of the composition range is 0%. The preferred 
embodiment uses some small percentage of at least one of 
these refrigerants. When using these refrigerant mixtures in 
a system Without phase separation, the maximum concentra 
tion is strictly limited to prevent freeZeout conditions and is 
a function of the coldest evaporator temperature as described 
in Tables 3 through 7. When using these refrigerant mixtures 
in a system With phase separators the concentration of these 
refrigerant components can be increased above the limits 
shoWn in Tables 3 through 7 since the phase separator Will 
reduce the concentration of these refrigerants in the refriger 
ant mixture ?oWing through the evaporator to stay Within the 
limits listed in Tables 3 through 7. It is preferred to maxi 
miZe the concentration of these refrigerant components since 
higher amounts of liquid Will be formed in the condenser and 
Will cause higher levels of heat rejection. This improves the 
overall ef?ciency of the refrigeration system. If these refrig 
erant components are eliminated from a refrigeration 
system, the ef?ciency of the system, and the ability to 
remove heat at the evaporator Will be reduced signi?cantly. 
For example, elimination of these refrigerant components 
from the refrigerant mixture can reduce the heat rejected in 
the condenser by up to about 70%. Since this limits the total 
amount of heat that the system can reject, the amount of heat 
removed by the evaporator is reduced signi?cantly. In 
addition, loss of these refrigerant components causes di?i 
culty starting a system, and causes excessively high pressure 
during processes such as defrost. 

Further, in consideration of using R-23 6fa, R-245fa, 
R-4l l2 and E-347, R-236fa and R-245fa are HFC refriger 
ants Whereas R-4l l2 and E-347 are not HFC refrigerants are 
preferred due to their proven miscibility With POE type oils. 
R-4l 12 is ?uorocarbon and is not miscible With POE oil and 
has a relatively high global Warming potential. E-347 is an 
ether refrigerant. It is not readily miscible With POE oil and 
has a very loW global Warming potential. When using a com 
pressor lubricated With a POE type oil, some use of R-236fa 
or R-245fa is recommended to assure good oil return to the 
compressor and oil/refrigerant management in the compres 
sor. If either E-247 or R-4l 12 is used With an oil lubricated 
compressor, special evaluation is required to assure adequate 
oil return to the compressor is provided, and that proper 
lubrication of the internal compressor parts takes place, as is 
normal practice. 

Table 8 shoWs sample MR formulations (Mol %) and 
associated FreeZeout Temperature (T FR); (Experimental 
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14 
Data) *) (TM,N)-minimal achieved temperature Without 
freeZe out. Data has been obtained by testing on a very loW 
temperature system With a single throttle as described in the 
LongsWorth patent. This data is the basis for Table 3 through 
Table 7. 

It has been noted that R-125 is more soluble with other 
components like R-23, R-124 and R-123. Thus, in accor 
dance with an embodiment ofthe invention, this characteris 
tic helps to reduce freezing temperatures of the blend at low 
temperature in the system. 

In accordance with an embodiment ofthe invention, non 
?ammable, environmentally friendly chlorine-free pure 
refrigerants may be selected from the group HFC, F C, and 
HFE (ethers). 
A related invention, disclosed by US. Provisional Appli 

cation Ser. No. 60/214,565, uses an evaporator pressure 
regulating valve, installed in the compressor suction line 
122, to prevent freeZeout of the refrigerant components by 
acting to maintain at least a minimum suction pressure to the 
refrigeration process, thereby keeping the suction pressure 
of the system from dropping too loW. As the suction pressure 
gets loWer the temperature gets colder. If a freeZeout condi 
tion occurs the suction pressure tends to drop creating posi 
tive feedback and further reducing the temperature, causing 
even more freeZeout. Such a valve Was used With Blends B 
and C of Table l to assure that freeZeout Was prevented. 

With the exception of E-347, and R-4l 12 all refrigerants 
listed are designated in accordance With American Society 
of Heating and Refrigeration and Air Conditioning Engi 
neering (ASHRAE) standard number 34. 
E-347 is knoWn as l-(methoxy)-l , l ,2,2,3,3,3 

hepta?uoropropane (also CH3iOiCF2iCF2iCF3), 
3M product reference Hydro?uoroether 301. At this time a 
permissible exposure limit (PEL) is not yet established for 
this compound. Therefore it is not knoWn if it meets the 
criteria of a nontoxic refrigerant (PEL>400 ppm). If it is 
discovered that this compound has a PEL beloW 400 ppm 
then it can be diluted With other components to produce a 
refrigerant mixture that has an overall PEL that is considered 
nontoxic. 
R-4l 12 is knoWn as dodeca?uoropentane (also 

CF3CF2CF2CF2CF3). 
A third embodiment, in accordance With the invention, is 

required for a refrigeration system based on an oil-lubricated 
compressor operating With one of the non?ammable MR 
formulations of Table 3 through 8 at temperatures beloW 200 
K. Therefore, an oil must be added to the MR formulation, in 
accordance With the invention. Furthermore, it is required 
that the oil insure long term compressor operation and avoid 
freeZe out of the refrigerant contaminated With oil. 

Compressors designed to operate With mixed refrigerants 
formulated of HFC components should use either polyolest 
ers (POE) or polyalkylene glycols (PAG) type of oil to insure 
long term operation. A typical pour point temperature for 
this oil is higher then 220 K (—53 C.). Also in this tempera 
ture range oils of this type are miscible With pure and mixed 
refrigerants formulated of HFCs. For example, POE oil 
Solest LT-32 has a pour point temperature of 223 K and is 
fully miscible With pure R-23. Mixed refrigerants R-404a 
(combination of R-l25, R-l43a and R-l34a) and R-407c 
(combination ofR-32, R-l25 and R-l34a) are also fully mis 
cible With this oil at T>223 K). Table 9 beloW shoWs sample 
refrigerant formulations and associated freeZing 
temperature, pure and mixed refrigerants With residual oil 
LT-32 (CPI Engineering, Solest LT-32) are included. 

It Was found that a small amount of oil LT 32 can be 
mixed With the mixed refrigerants at very loW temperatures 
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Without freeZeout. This is shown in Table 9. This allows long 
term operation of the system When equipped With an oil 
lubricated compressor and properly siZed oil separators to 
keep the oil concentrations beloW the levels shoWn in Table 
9. Alternatively, in an auto-refrigerating cascade system, the 
use of phase separators in the refrigeration process can also 
be used to limit the concentration of oil mixed With very loW 
temperature refrigerant ?oWing through the coldest parts of 
the system. The e?iciency of the phase separators needs to 
be su?iciently high that the oil concentration does not 
exceed the limits shoWn in Table 9. 

Other oils Which exhibit similar properties are commer 
cially available and are considered to fall Within the scope of 
this invention. 
What is claimed is: 
1. Refrigerant blends not containing HCFC for use in a 

very loW temperature refrigeration system, said refrigerant 
blends in mol percent comprising: 

Overall range 
Component (mole %) 

Argon 4-36 
R- 14 10-55 
R-23 10-50 
R- 125 5-20 
R-23 6fa 7-40 

2. Refrigerant blends as in claim 1 and further comprising 
at least one additional component in each said blend, the 
components maintaining the same proportions relative to 
each other after addition of said additional component. 

3. Refrigerant blends as in claim 1, Wherein said refrigera 
tion system is a compressor cycle in one of an autorefriger 
ating cascade having a liquid/vapor phase separator, throttle 
device refrigeration system, and a Klimenko type system. 

4. Refrigerant blends as in claim 1 Wherein said refriger 
ating system alternatively permits How of cold refrigerant or 
How of hot refrigerant to an evaporator. 

5. Refrigerant blends not containing [HCF’s] HCF C as in 
claim 1, said blends operating as a replacement in a refrig 
eration system to provide substantially the same thermody 
namic performance in said system as provided by earlier 
blends of components, in said earlier blends [HCF’s] HCF C 
being greater than 0 mol percent. 

6. Refrigerant blends as in claim 1, Wherein said refrigera 
tion system includes an object being cooled by the 
refrigerant, said object being at least one of 

(a) a metal element in a vacuum chamber freeZing out and 
trapping undesired gasses such as Water vapor, 

(b) a heat exchanger removing heat from a secondary ?uid 
stream including at least one of a liquid, gas, condens 
ing gas, and condensing gas mixture, 

(c) a metal element having internal refrigerant ?oW pas 
sages and cooling at least one of a silicon Wafer, piece 
of glass, plastic piece and an aluminum disc With or 
Without a magnetic coating on it, and 

(d) a biological freeZer to at least one of freeZe and store 
biological tissues. 

7. Refrigerant blends as in claim 1, and further comprising 
lubricating oil in a range of approximately 1% to 10% by 
Weight, said oil being one of POE type and PAG type. 

8. Refrigerant blends not containing HCFC[’s], for use in 
a very loW temperature refrigeration system Where the 
evaporator temperature is as loW as 105 K, said refrigerant 
blends comprising: 
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Ingredient Name Range (% by mol) 

1 At least one ofneon (Ne) or 0.0-10.0 

helium (He) 
2 At least one of argon (Ar) or 10.0-45.0 

nitrogen (N2) 
3 R-14 (CF4) 20.0-50.0 
4 R-23 (CHF3) 10.0-30.0 
5 R-125 (C2HF5) 8.0-15.0 
6 R-134a 0.0-5.0 
7 Other high boiling components: 00-30 

at least one of R-236fa, E-347, 
R-245fa, R-4112 

wherein the mol percents are the mol percents in circula 
tion through the evaporator of the refrigeration system; 

and wherein the refrigerant blends operate to avoid freez 
eout in operation of the refrigeration system. 

9 
. Refrigerant blends as in claim 8 and further comprising 

at least one additional component in each said blend, the 
components maintaining the same proportions relative to 
each other after addition of said additional component. 

10 
. Refrigerant blends as in claim 8, Wherein said refrig 

eration system is a compressor cycle in one of an autorefrig 
erating cascade having a liquid/vapor phase separator, 
throttle device refrigeration system, and a Klimenko type 
system. 

11 
. Refrigerant blends as in claim 8 Wherein said refriger 

ating system alternatively permits How of cold refrigerant or 
How of hot refrigerant to an evaporator. 

12 
. Refrigerant blends not containing [HCF’s] HCF C as 

in claim 8, said blends operating as a replacement in a refrig 
eration system to provide substantially the same thermody 
namic performance in said system as provided by earlier 
blends of components, in said earlier blends [HCF’s] HCF C 
being greater than 0 mol percent. 

13 
. Refrigerant blends as in claim 8, Wherein said refrig 

eration system includes an object being cooled by the 
refrigerant, said object being at least one of 

(a) a metal element in a vacuum chamber freeZing out and 
trapping undesired gasses such as Water vapor, 

(b) a heat exchanger removing heat from a secondary ?uid 
stream including at least one of a liquid, gas, condens 
ing gas, and condensing gas mixture, 

(c) a metal element having internal refrigerant ?oW pas 
sages and cooling at least one of a silicon Wafer, piece 
of glass, plastic piece and an aluminum disc With or 
Without a magnetic coating on it, and 

(d) a biological freeZer to at least one of freeZe and store 
biological tissues. 

14 
. Refrigerant blends as in claim 8, and further compris 

ing lubricating oil in a range of approximately 1% to 10% by 
Weight, said oil being one of POE type and PAG type. 

15 
. Refrigerant blends not containing HCFC[’s], for use 

in a very loW temperature refrigeration system With loW tem 
perature (evaporator) as loW as 118 K, said refrigerant 
blends comprising: 

Ingredient Name Range (% by mole) 

1 At least one of argon (Ar) or 100-400 
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Ingredient Name Range (% by mole) 

3 R-23 0.0—35.0 
4 R-125 0.0—10.0 
5 R-134a 0.0-6.0 
6 At least one ofE-347, R-4112 

wherein the molpercents are the molpercents in circula 
tion through the evaporator of the refrigeration system; 

provided that at least one of E-347, R-4112, R-236fa, or 
R-245fa is present in the blend; 

and wherein the refrigerant blends operate to avoid freez 
eout in operation of the refrigeration system. 

16. Refrigerant blends as in claim 15 and further compris 
ing at least one additional component in each said blend, the 
components maintaining the same proportions relative to 
each other after addition of said additional component. 

17. Refrigerant blends as in claim 15, Wherein said refrig 
eration system is a compressor cycle in one of an autorefrig 
erating cascade having a liquid/vapor phase separator, 
throttle device refrigeration system, and a Klimenko type 
system. 

18. Refrigerant blends as in claim 15 Wherein said refrig 
erating system alternatively permits How of cold refrigerant 
or How of hot refrigerant to an evaporator. 

19. Refrigerant blends not containing [HCF’s] HCF C as 
in claim [3] 15, said blends operating as a replacement in a 
refrigeration system to provide substantially the same ther 
modynamic performance in said system as provided by ear 
lier blends of components, in said earlier blends [HCF’s] 
HCF C being greater than 0 mol percent. 

20. Refrigerant blends as in claim 15, Wherein said refrig 
eration system includes an object being cooled by the 
refrigerant, said object being at least one of 

(a) a metal element in a vacuum chamber freezing out and 
trapping undesired gasses such as Water vapor, 

(b) a heat exchanger removing heat from a secondary ?uid 
stream including at least one of a liquid, gas, condens 
ing gas, and condensing gas mixture, 

(c) a metal element having internal refrigerant ?oW pas 
sages and cooling at least one of a silicon Wafer, piece 
of glass, plastic piece and an aluminum disc With or 
Without a magnetic coating on it, and 

(d) a biological freezer to at least one of freeze and store 
biological tissues. 

21. Refrigerant blends as in claim 15, and further com 
prising lubricating oil in a range of approximately 1% to 
10% by Weight, said oil being one of POE type and PAG 
type 

22. Refrigerant blends not containing HCFC[’s], for use 
in a very loW temperature refrigeration system With loW tem 
perature (evaporator) as loW as 130 K, said refrigerant 
blends comprising: 

Ingredient Name Range (% by mole) 

1 At least one of argon (Ar) or 2.0—40.0% 
nitrogen (N2) 

2 R-14 10.0—50.0% 
3 R-23 10.0—40.0% 
4 R-125 0.0—40.0% 
5 R-134a 0.0—15.0% 

6 At least one ofR-245fa, R- 0.0—[30.00%] 10.0% 
236fa, E-347, or R-4112[.] 

wherein the molpercents are the molpercents in circula 
tion through the evaporator of the refrigeration system; 
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18 
provided that at least one of R-245fa, R-236fa, E-347, or 

R-4112 is present in the blend; 
and wherein the refrigerant blends operate to avoid freez 

eout in operation of the refrigeration system. 
23. Refrigerant blends as in claim 22 and further compris 

ing at least one additional component in each said blend, the 
components maintaining the same proportions relative to 
each other after addition of said additional component. 

24. Refrigerant blends as in claim 22, Wherein said refrig 
eration system is a compressor cycle in one of an autorefrig 
erating cascade having a liquid/vapor phase separator, 
throttle device refrigeration system, and a Klimenko type 
system. 

25. Refrigerant blends as in claim 22 Wherein said refrig 
erating system alternatively permits How of cold refrigerant 
or How of hot refrigerant to an evaporator. 

26. Refrigerant blends not containing [HCF’s] HCF C as 
in claim 22, said blends operating as a replacement in a 
refrigeration system to provide substantially the same ther 
modynamic performance in said system as provided by ear 
lier blends of components, in said earlier blends [HCF’s] 
HCF C being greater than 0 mol percent. 

27. Refrigerant blends as in claim 22, Wherein said refrig 
eration system includes an object being cooled by the 
refrigerant, said object being at least one of 

(a) a metal element in a vacuum chamber freezing out and 
trapping undesired gasses such as Water vapor, 

(b) a heat exchanger removing heat from a secondary ?uid 
stream including at least one of a liquid, gas, condens 
ing gas, and condensing gas mixture, 

(c) a metal element having internal refrigerant ?oW pas 
sages and cooling at least one of a silicon Wager, piece 
of glass, plastic piece and an aluminum disc With or 
Without a magnetic coating on it, and 

(d) a biological freezer to at least one of freeze and store 
biological tissues. 

28. Refrigerant blends as in claim [4] 22, and further com 
prising lubricating oil in a range of approximately 1% to 
10% by Weight, said oil being one of POE type and PAG 
type 

29. Refrigerant blends not containing HCFC[’s], for use 
in a very loW temperature refrigeration system With loW tem 
perature (evaporator) as loW as 140 K, said refrigerant 
blends comprising: 

Ingredient Name Range (% by mol) 

1 At least one of argon (Ar) or 2.0—40.0% 
nitrogen (N2) 

2 R-14 10.0—50.0% 
3 R-23 10.0—40.0% 
4 R-125 0.0—30.0% 
5 R-I34a 0.0-15. 0% 

[5] 6 At least one ofR-236fa, R- 0.0- 10.0% [15.0%] 
245%, E-347, or R-4112[.] 

wherein the mol percents are the mol percents in circula 
tion through the evaporator of the refrigeration system; 

provided that at least one of R-236fa, R-245fa, E-347, or 
R-41 12 is present in the blend; 

and wherein the refrigerant blends operate to avoid freez 
eout in operation of the refrigeration system. 

30. Refrigerant blends as in claim 29 and further compris 
ing at least one additional component in each said blend, the 
components maintaining the same proportions relative to 
each other after addition of said additional component. 

31. Refrigerant blends as in claim 29, Wherein said refrig 
eration system is a compressor cycle in one of an autorefrig 




















