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SPREAD SPECTRUM COMMUNICATION 
TRANSMITTER AND RECEIVER, AND CDMA 
MOBILE COMMUNICATION SYSTEM AND 

METHOD 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a CDMA (Code Division 
Multiple Access) mobile communication system and method 
using a spread spectrum communication system. Further, the 
present invention is concerned with a spread spectrum com 
munication transmitter and receiver used for such a CDMA 
mobile communication system. 

2. Description of the Related Art 
FIG. 1 is a block diagram of a base station transmitter 

used in a CDMA mobile communication system using a 
conventional spread spectrum communication system, 
which is typically described in the IS/ 95 that is a standard 
system in the US. Telecommunications Industry 
Association/Electronic Industries Association (TIA/EIA). 
FIG. 2 is a block diagram of a mobile station receiver in the 
CDMA mobile communication system. 

The transmitter shown in FIG. 1 can simultaneously com 
municate with 11 mobile stations where n is an integer. More 
particularly, the transmitter includes tra?ic channel transmit 
units 311, 312, . . . , and 31”, which respectively communi 
cate with the ?rst, second, . . . , and nth mobile stations. Each 

of the traf?c channel transmit units 311 through 31” includes 
an information modulator 2 and a spread spectrum modula 
tor 5. The information modulator 2 of each tra?ic channel 
modulates transmit data (information) 4 by a BPSK, QPSK 
or another modulation method. The modulated transmit data 
is applied to the spread spectrum modulator 5. The spread 
spectrum modulators 5 of the traf?c channel transmit units 
311 through 31” generate respective spreading codes (PN 
codes). The spread spectrum modulator 5 of each traf?c 
channel spread the spectrum of the modulated transmit data 
from the information modulator 2. 

The transmitter shown in FIG. 1 has a pilot channel trans 
mit unit 30. The mobile receivers discriminate the base sta 
tions from each other by referring to the pilot channel. The 
pilot channel transmit unit 30 includes a pilot data generator 
1, an information modulator 2 and a spread spectrum modu 
lator 3. The information modulator 2 modulates pilot data 
generated by the pilot data generator 1 by the BPSK, QPSK 
or another modulation method. The spread spectrum modu 
lator 3 spreads the spectrum of the modulated pilot data by 
using a spreading code speci?cally used for the pilot channel 
and different from the spreading codes used for the tra?ic 
channels. The pilot signal thus generated can be arbitrary 
data which can be known in the base stations and the mobile 
receivers. For example, data consisting of only binary ones 
or binary Zeros can be used as the pilot data. 

The output signals of the tra?ic channel transmit units 311 
through 31” and the pilot channel transmit unit 30 are com 
bined so that the pilot channel and the tra?ic channels are 
simultaneously transmitted in a given frequency band. Then, 
the combined radio signal is transmitted via an antenna. 

FIG. 3 shows a relation between the pilot and tra?ic chan 
nels with respect to time. As shown in FIG. 3, the pilot signal 
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2 
is always transmitted without any interval. In this regard, the 
pilot signal is a continuous signal. 

Referring to FIG. 2, the mobile receiver used in the con 
ventional CDMA mobile communication system includes a 
pilot channel receive unit 34, and a tra?ic channel receive 
unit 35. The pilot channel receive unit 34 includes a 
despreader 8, a path detector 11 and a hand-over controller 
19. The tra?ic channel receive unit 35 includes despreaders 
9 and 10, a RAKE combiner 12, an information demodulator 
13, and a level measuring unit 14 for controlling a transmit 
power. 

The despreader 8 performs a despreading process on the 
received signal by using the spreading code for the pilot 
channel. The despreaders 9 and 10 perform a despreading 
process on the received signal by using the spreading code 
allocated to the receiver shown in FIG. 2 at the transmitter. 
The path detector 11 detects multiple paths from the pilot 
signal. The hand-over controller 19 performs a hand-over 
control by using the results of the multipath detection 
obtained by the path detector 11. The output signal of the 
path detector 11 is also used as a timing signal used for the 
despreading process carried out by the despreaders 9 and 10. 
The RAKE combiner 12 performs a RAKE process on the 
despread signals from the despreaders 9 and 10. The infor 
mation demodulator 13 demodulates the output signal of the 
RAKE combiner 12 to thereby generate the original infor 
mation. The level measuring unit 14 performs a level mea 
suring operation for controlling the transmit power. 

FIG. 4 shows a cell structure of the CDMA mobile com 
munication system having the above transmitter and 
receiver. There are illustrated ?rst, second, third and fourth 
base stations 21, 22, 23 and 24, which cover service areas 
(cells) 26, 27, 28 and 29, respectively. All the base stations 
21 through 24 have transmitters as shown in FIG. 1. A refer 
ence number 25 indicates a mobile receiver (station) having 
the structure shown in FIG. 2. The mobile station 25 is 
located within the cell 26 covered by the base station 21, and 
can communicate with the base station 21. 

FIG. 5 is a timing chart of timings at which the base 
stations 21 through 24 respectively transmit the pilot signal. 
In the conventional CDMA mobile communication system, 
all the base stations 21 through 24 employ the same spread 
ing code for spreading the pilot data. The period of the 
spreading code used to spread the pilot data is suf?ciently 
longer than one symbol time of information (data). As 
shown in FIG. 5, the base stations 21 through 24 transmit the 
same spreading code for the pilot channel with respective 
inherent offset times equal to a time t'. That is, the starting 
points of the spreading codes used in the base stations 21 
through 25 are offset by the time t'. 
The mobile station 25 shown in FIG. 4 receives the pilot 

signals from the base stations 21, 22, 23 and 24. Usually, the 
pilot signal from the base stations 21 closet to the mobile 
station 25 has the strongest level. The despreader 8 of the 
pilot channel receive unit 34 shown in FIG. 2 performs the 
despreading process on the received signal by using the 
same spreading code as used in the transmitter. 

FIG. 6A shows a correlation between the spreading code 
for the pilot channel and the pilot signal transmitted by the 
base station 21 and received by the mobile station 25. 
Similarly, FIGS. 6B, 6C and 6D show correlations with the 
pilot signals transmitted by the base stations 22, 23 and 24 
and received by the mobile station 25. Peaks 201 through 
204 respectively shown in FIGS. 6A through 6D indicate 
timing synchronization points in the pilot channels of the 
base stations 21 through 24. Variations in the waveforms 
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other than the peaks 201 through 204 shown in FIGS. 6A 
through 6D result from a self-correlation of the spreading 
code for the pilot channel. These variations in the Waveforms 
are noise components for the mobile station 25 (receiver). 

The mobile station 25 shoWn in FIG. 4 receives the signals 
of the pilot channels transmitted by the base stations 21 
through 24 in such a state that the signals are superimposed. 
Hence, the output signal of the despreader 8 of the pilot 
channel receive unit 34 has a formation in Which the four 
Waveforms shoWn in FIGS. 6A through 6D are superim 
posed. It should be noted that the correlations shoWn in 
FIGS. 6A through 6D are not affected by multipath fading or 
Rayleigh fading. 

The path detector 11 shoWn in FIG. 2 detects the greatest 
peak in the output signal of the despreader 8 (the greatest 
peak in the superimposed correlation Waveform). In the case 
of FIG. 4, the mobile station 25 is located Within the cell 26 
of the base station 21. Hence, the propagation distance 
betWeen the base station 21 and the mobile station 25 is 
shorter than the propagation distances from the base stations 
22, 23 and 24. Hence, the path betWeen the base station 21 
and the mobile station 25 has the smallest propagation loss. 
Hence, the greatest peak in the despread received signal out 
put by the despreader 8 corresponds to the correlation peak 
201 of the pilot channel of the base station 21 having the cell 
26 in Which the mobile station 25 is located. 

Since the pilot signals transmitted by the base stations 21 
through 24 have respective inherent time offsets. Hence, by 
detecting the greatest peak of the superimposed correlation 
Waveform, it is possible for the mobile station 25 to discrimi 
nate the base station 21 from the other base stations 22 
through 24 and detect the timing of spectrum-spreading. The 
path detector 11 informs the despreaders 9 and 10 of the 
tra?ic channel receive unit 35 of the timing of the greatest 
peak 201. 

The despreaders 9 and 10 perform the despreading pro 
cesses on the received signal of the allocated traf?c channel 
at the timing informed by the path detector 11. The RAKE 
combiner 12 performs a RAKE combination process (path 
diversity combination) on the output signals of the despread 
ers 9 and 10 by using information concerning the pilot chan 
nel supplied from the path detector 11. The above informa 
tion includes information concerning the timing, amplitude 
(receive poWer level) and phase of the pilot signal. The infor 
mation demodulator 13 demodulates the output signal of the 
RAKE combiner to thereby produce the original information 
(data). 
The level measuring unit 14 measures the received signal 

of the tra?ic channel by using the output signal of the RAKE 
combiner 12, and controls the transmission poWer of the 
mobile station 25. It Will be noted that a transmit part of the 
mobile station shoWn in FIG. 2 is omitted for sake of conve 
nience. 

The hand-over controller 19 performs a control by using 
the output signal of the path detector 11 so that the mobile 
station 25 is handed over to the area of the base station Which 
transmits the pilot signal received as the greatest peak at the 
mobile station 25. 

HoWever, the conventional CDMA mobile communica 
tion system thus con?gured has a disadvantage in that a good 
S/N ratio cannot be obtained at the time of receiving the pilot 
signals from the base stations due to the fact that all the base 
stations continue to transmit the pilot signals. The mobile 
station 25 shoWn receives the pilot signal from the base sta 
tion 21 to Which the mobile station 25 belongs so that the 
signals of the pilot channels transmitted by the other base 
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4 
stations 22, 23 and 24 are superimposed, as noise 
components, on the pilot channel data signal from the base 
station 21. Hence, the pilot channel receive unit 34 does not 
have a goon S/N ratio. 

The signals of the pilot channels transmitted by the base 
stations 22 through 24 serve as interference signals With 
respect to the signal of the tra?ic channel processed by the 
traf?c channel receive unit 35 of the mobile station 25. That 
is, the mobile station 25 alWays receives the signals of the 
pilot channels transmitted by the base stations 22 through 24 
to Which the mobile station 25 does not belong, and thus 
alWays receives interference by the base stations 22 through 
24. Hence, the given frequency range can accommodate only 
a reduced number of stations (corresponding to a channel 
capacitance). 

SUMMARY OF THE INVENTION 

It is a general object of the present invention to eliminate 
the above disadvantages. 
A speci?c object of the present invention is to provide a 

CDMA transmitter and a CDMA receiver Which can realiZe 
a CDMA mobile communication system in Which an inter 
ference by signals transmitted via pilot channels by base 
stations is eliminated and an increased channel capacity and 
an improved SIN ratio can be obtained. 

Another object of the present invention is to provide such 
a CDMA mobile communication system and a CDMA 
mobile communication method employed in the system. 
The above objects of the present invention are achieved by 

a transmitter used in a CDMA mobile communication sys 
tem comprising: a pilot channel transmit unit Which inter 
mittently transmits a pilot signal in a spread spectrum forma 
tion; and tra?ic channel transmit units Which respectively 
transmit data signals in respective traf?c channels. 

The transmitter may be con?gured so that the pilot chan 
nel transmit unit comprises: a pilot data generator Which 
generates pilot data; a ?rst modulator Which modulates the 
pilot data; a second modulator Which spreads a spectrum of 
modulated pilot data from the ?rst modulator to thereby gen 
erate the pilot signal; and a timing generator Which generates 
a timing signal applied to at least one of the pilot data gen 
erator and the ?rst and second modulators so that the pilot 
signal can be intermittently transmitted. 
The transmitter may be con?gured so that the pilot signal 

has a period shorter than an interval at Which the pilot signal 
is intermittently transmitted. 
The above objects of the present invention are also 

achieved by a receiver used in a CDMA mobile communica 
tion system comprising: a pilot channel receive unit Which 
demodulates pilot signals respectively transmitted intermit 
tently in a spread spectrum formation by transmitters and 
detects, from the pilot signals, a timing for a tra?ic channel 
demodulation; and a traf?c channel receive unit Which 
demodulates data at the timing detected by the pilot channel 
receive unit. 
The receiver may be con?gured so that the pilot channel 

receive unit detects the timing for the tra?ic channel 
demodulation by comparing peaks of the pilot signals inter 
mittently transmitted, the timing for the tra?ic channel 
demodulation corresponding to a greatest one of the peaks. 
The receiver may be con?gured so that it further com 

prises an estimating unit Which estimates states of paths 
from the pilot signals intermittently transmitted. 
The receiver may be con?gured so that the estimating unit 

supplies the traf?c channel receive unit With information 
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necessary to the tra?ic channel demodulation and based on 
an estimated state of the path to be demodulated. 

The above objects of the present invention are also 
achieved by a CDMA mobile communication system com 
prising transmitters and receivers; each of the transmitters 
comprising: a pilot channel transmit unit Which intermit 
tently transmits a pilot signal in a spread spectrum forma 
tion; and tra?ic channel transmit units Which respectively 
transmit data signals in respective traf?c channels. Each the 
receivers comprises: a pilot channel receive unit Which 
demodulates pilot signals respectively transmitted intermit 
tently in the spread spectrum formation by the transmitters 
and detects, from the pilot signals, a timing for a tra?ic 
channel demodulation; and a traf?c channel receive unit 
Which demodulates data at the timing detected by the pilot 
channel receive unit. 

The CDMA mobile communication system may be con 
?gured so that the transmitters intermittently transmit the 
pilot signals With time offsets. 

The CDMA mobile communication system may be con 
?gured so that the transmitters intermittently transmit the 
pilot signals With the time offsets so that the pilot signals are 
serially transmitted one by one. 
The CDMA mobile communication system may be con 

?gured so that the transmitters intermittently transmit the 
pilot signals With the time offsets so that only one of the pilot 
signals is transmitted at any time. 
The CDMA mobile communication system may be con 

?gured so that the transmitters intermittently transmit the 
pilot signals With the time offsets so that a time period is 
provided during Which none of the pilot signals are transmit 
ted. 

The above objects of the present invention are also 
achieved by a CDMA mobile communication method com 
prising the steps of: a) transmitting, on transmit sides, pilot 
signals in a spread spectrum formation; b) demodulating, on 
a receive side, the pilot signals respectively transmitted 
intermittently; and c) detecting, on the receive side, from the 
pilot signals, a timing for a traf?c channel demodulation. 

The CDMA mobile communication method may be con 
?gured so that the step a) comprises the step of intermittently 
transmitting the pilot signals With time offsets. 

The CDMA mobile communication method may be con 
?gured so that the step a) intermittently transmits the pilot 
signals With the time offsets so that the pilot signals are 
serially transmitted one by one. 
The CDMA mobile communication method may be con 

?gured so that the step a) intermittently transmit the pilot 
signals With the time offsets so that only one of the pilot 
signals is transmitted at any time. 
The CDMA mobile communication method may be con 

?gured so that the step a) intermittently transmits the pilot 
signals With the time offsets so that a time period is provided 
during Which none of the pilot signals are transmitted. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects, features and advantages of the present 
invention Will become apparent from the folloWing detailed 
description When read in conjunction With the accompany 
ing draWings, in Which: 

FIG. 1 is a block diagram of a spread spectrum communi 
cation transmitter used in a conventional CDMA mobile 
communication system; 

FIG. 2 is a block diagram of a spread spectrum communi 
cation receiver used in the conventional CDMA mobile com 
munication system; 
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6 
FIG. 3 is a diagram shoWing transmissions in a pilot chan 

nel and tra?ic channels in the conventional system; 
FIG. 4 is a diagram of a cell arrangement; 

FIG. 5 is a diagram shoWing transmissions of pilot signals 
in the cells in the conventional system; 

FIGS. 6A, 6B, 6C and 6D are Waveform diagrams shoW 
ing correlations obtained after a despreading process in the 
conventional system; 

FIG. 7 is a block diagram of a spread spectrum communi 
cation transmitter used in a CDMA mobile communication 
system according to a ?rst embodiment of the present inven 
tion; 

FIG. 8 is a diagram shoWing transmissions in a pilot chan 
nel and tra?ic channels in the system according to the ?rst 
embodiment of the present invention; 

FIG. 9 is a diagram shoWing transmissions of pilot signals 
in cells in the system according to the ?rst embodiment of 
the present invention; 

FIG. 10 is a block diagram of a spread spectrum commu 
nication receiver used in the system according to the ?rst 
embodiment of the present invention; 

FIGS. 11A, 11B, 11C, 11D and 11E are Waveform dia 
grams shoWing correlations obtained after a despreading 
process in the system according to the ?rst embodiment of 
the present invention; 

FIG. 12 is a ?owchart of an operation of the spread spec 
trum communication receiver shoWn in FIG. 10; 

FIG. 13 is a block diagram of a spread spectrum commu 
nication transmitter according to a second embodiment of 
the present invention; 

FIG. 14 is a block diagram of a propagation path state 
estimating unit shoWn in FIG. 13; 

FIGS. 15A, 15B and 15C are diagrams of despread output 
signals; and 

FIG. 16 is a diagram shoWing an operation of the propaga 
tion path state estimating unit shoWn in FIG. 14. 

DETAILED DESCRIPTION 

FIG. 7 is a block diagram of a spread spectrum communi 
cation transmitter used in a CDMA mobile communication 
system according to a ?rst embodiment of the present inven 
tion. In FIG. 7, parts that are the same as those shoWn in the 
previously described ?gures are given the same reference 
numbers. 
The transmitter shoWn in FIG. 7 includes a pilot channel 

transmit unit 40, and n tra?ic channel transmit units 411, 
412, . . . , and 41”, Which communicate With the ?rst, 

second, . . . , and nth mobile stations. The pilot channel 

transmit unit 40 includes a pilot transmission timing genera 
tor 50 in addition to the aforementioned pilot data generator 
1, the information modulator 2 and the spread spectrum 
modulator 3. The pilot transmission timing generator 50 
generates a pilot transmission timing signal, Which is 
applied to the pilot data generator 1, the information modu 
lator 2 and the spread spectrum modulator 3. In this regard, 
the pilot channel transmit unit 40 shoWn in FIG. 7 differs 
from that shoWn in FIG. 1. 
The pilot transmission timing signal controls the pilot data 

generator 1, the information modulator 2 and the spread 
spectrum modulator 3 so that the pilot signal is intermit 
tently transmitted. This Will be described later With reference 
to FIG. 9. 

The tra?ic channel transmit units 411 through 41” have an 
identical structure. Each of the tra?ic channel transmit units 
411 through 41” has an error correction encoder 51 and an 












