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COMMUNICATION USING TWO ADDRESSES 
FOR AN ENTITY 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

This application claims the bene?t of US. Provisional 
Application No. 60/224,864, ?led on Aug. 11, 2000, which 
is incorporated herein by reference. 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application is related to the following Patents/ 
Applications: 
DOMAIN NAME ROUTING, US. Pat. No. 6,119,171, 

Sep. 12, 2000; 
IPNET GATEWAY, Hasan S. Alkhatib and Bruce C. 

Wootton, US. application Ser. No. 09/167,709, ?led on Oct. 
6, 1998; and 
PSEUDO ADDRESSING, Bruce C. Wootton and Hasan 

S. Alkhatib, US. application Ser. No. 09/637,803, ?led on 
Aug. 11,2000. 

Each of the related Patents/Applications are incorporated 
herein by reference. 

BACKGROUND [OF THE INVENTION] 
[1. Field of the Invention 
The present invention is directed to a system for commu 

nicating with entities on a network] 
2. Description of the Related Art 
Most machines on the Internet use TCP/IP (Transmission 

Control Protocol/Internet Protocol) to send data to other 
machines on the Internet. To transmit data from a source to a 

destination, the Internet Protocol (IP) uses an IP address. An 
IP address is four bytes long, which consists of a network 
number and a host number. 

There are at least three different classes of networks cur 
rently in use: Class A, Class B and Class C. Each class has a 
different format for the combination of the network number 
and the host number in the IP addresses. A Class A address 
includes one byte to specify the network and three bytes to 
specify the host. The ?rst bit of a Class A address is a 0 to 
indicate Class A. A Class B address uses two bytes for the 
network address and two bytes for the host address. The ?rst 
two bits of the Class B address are 10 to indicate Class B. 
The Class C address includes three bytes to specify the net 
work and one byte for the host address. The ?rst three bits of 
the Class C network address are 110 to indicate Class C. The 
formats described above allow for 126 Class A networks 
with 16 million hosts each; 16,382 Class B networks with up 
to 64K hosts each; and 4 million Class C networks with up to 
256 hosts each. 
When written out, IP addresses are speci?ed as four num 

bers separated by dots (eg 19868701). Users and software 
applications rarely refer to hosts or other resources by their 
numerical IP address. Instead of using numbers, they use 
ASCII strings called domain names. A domain name is usu 
ally in the form of pre?x.nameiofiorganizationtopi 
levelidomain. There are two types of top level domains: 
generic and countries. The generic domains are com 
(commercial), edu (educational institutions), gov (the US. 
Federal Government), int (international organizations), mil 
(the US. Armed Forces), net (network providers), and org 
(non-pro?t organizations). The country domains include one 
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2 
entry for each country. An example of a domain name is 
saturn.ttc.com. The term “saturn” is the pre?x and may refer 
to a particular host in the network. The phrase “ttc” is the 
name of the organization and can be used to identify one or 
more networks to the outside world. The phrase “com” sig 
ni?es that this address is in the commercial domain. The 
Internet uses a Domain Name System (DNS) to convert the 
domain name to an IP address. 

The Internet Protocol has been in use for over two 
decades. It has worked extremely well, as demonstrated by 
the exponential growth of the Internet. Unfortunately, the 
Internet is rapidly becoming a victim of its own popularity it 
is running out of addresses. Over 4 billion addresses exist, 
but the practice of organizing the address space into classes 
wastes millions of addresses. In particular, the problem is the 
Class B network. For most organizations, a Class A network, 
with 16 million addresses is too big, and a Class C network 
with 256 addresses is too small. A Class B network appears 
to be the right solution for most companies. In reality, 
however, a Class B address is far too large for most organi 
zations. Many Class B networks have fewer than 50 hosts. A 
Class C network would have done the job, but many organi 
zations that ask for Class B networks thought that one day 
they would outgrow the 8 bit host ?eld. 
One proposed solution to the depleting address problem is 

Classless Inter Domain Routing (CIDR). The basic idea 
behind CIDR is to allocate the remaining Class C networks 
in varied sized blocks. If a site needs 2,000 addresses, it is 
given a block of contiguous Class C networks, and not a full 
Class B network address. In addition to using blocks of con 
tiguous Class C networks as units, the allocation rules for 
Class C addresses are also changed by partitioning the world 
into four zones. Each zone includes a prede?ned number of 
Class C networks. Although CIDR may buy a few more 
years time, IP addresses will still run out in the foreseeable 
future. 

Another proposed solution is Network Address Transla 
tion (NAT). This concept includes prede?ning a number of 
Class C network addresses to be local addresses (also called 
private addresses). The remainder of the addresses are con 
sidered global addresses. Global addresses are unique 
addresses that should only be used by one entity having 
access to the Internet. That is, no two entities on the Internet 
should have the same global address. Local addresses are not 
unique and are typically used for entities not having direct 
access to the Internet. Local addresses can be used by more 
than one organization or network. In the past, a local address 
could not be used to route on the Internet. Local addresses 
traditionally can only be used within a private network. NAT 
assumes that all of the machines on a private network will 
not need to access the Internet at all times. Therefore, there is 
no need for each machine to have a global address. A com 
pany can function with a small number of global addresses 
assigned to one or more gateway computers. The remainder 
of the machines on the private network will be assigned local 
addresses. When a particular machine on the private network 
using a local address attempts to initiate a communication to 
a machine outside of the private network (eg via the 
Internet), the gateway machine will intercept the 
communication, change the source machine’s local address 
to a global address and set up a table for translation between 
global addresses and local addresses. The table can contain 
the destination address, port numbers, sequencing 
information, byte counts and internal ?ags for each connec 
tion associated with a host address. Inbound packets are 
compared against entries in the table and permitted through 
the gateway only if an appropriate connection exists to vali 
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date their passage. One problem With the NAT approach is 
that it only Works for communication initiated by a host 
Within the private network to a ho st on the Internet Which has 
a global IP address. The NAT approach speci?cally Will not 
Work if the communication is initiated by a host outside of 
the private netWork and is directed to a host With a local 
address in the private netWork. 

Another solution that has been proposed is a neW version 
of the Internet Protocol called IPv6 (Internet Protocol ver 
sion 6, also knoWn as IPng). IPv6 is not compatible With the 
existing Internet Protocol (IPv4). For example, IPv6 has a 
longer address than IPv4. Additionally, the IPv6 header is 
different than the IPv4 header. Because IPv6 is not compat 
ible With IPv4, almost all routing equipment on the Internet 
must be replaced With updated equipment that is compatible 
With IPv6. Such Widespread replacement of legacy equip 
ment is enormously expensive. 

Another proposed solution is the Translating Relaying 
Internet Architecture Integrating Active Directories 
(TRIAD). TRIAD includes using a shim protocol betWeen 
the TCP layer and the IP layer Which carries a pair of Inter 
net Relay Tokens (IRTs). An IRT is a potentially opaque 
variable-length ?eld that extends the addressing beyond that 
provided by IPv4. The IRTs and the IP headers can include 
sets of local and global addresses that are changed/ shifted at 
different hops during communication. While TRIAD does 
help alleviate the diminishing address problem, it requires 
too many changes to applications, the TCP/IP stack and the 
various routers along a communication path. 
As can be seen, the current proposals to solve the dimin 

ishing IP addresses problem are inadequate and/or unduly 
expensive. Therefore, a system is needed that can effectively 
alleviate the diminishing IP addresses problem Without 
unreasonable costs. 

SUMMARY [OF THE INVENTION] 
[The present invention, roughly described, provides for a 

system] Embodiments are described for communicating 
With an entity using a local address and a global address. 
This [system] alleviates the diminishing IP address problem 
discussed above. The present [invention] embodiments also 
alloW[s] for communication to be initiated by a source entity 
outside a private netWork that is directed to a destination 
entity using a local address Within the private netWork. The 
source entity resolves the destination entity’s domain name 
into a global address and a local address. Messages are sent 
to the destination entity using both the global address and the 
local address. In one embodiment, both the global address 
and the local address are included in the message by encap 
sulating IP packets. Encapsulation reduces the amount of 
changes needed to be made to the current TCP/IP technol 
ogy. In another embodiment, pseudo addresses are used so 
that the socket layer interface can remain unchanged. 
One embodiment [of the present invention] includes 

obtaining a ?rst local address and a ?rst global address for a 
destination, and creating a message having encapsulation 
Within a single protocol level. The message includes the ?rst 
local address and the ?rst global address. The message is 
communicated toWard the destination. The inner layer of the 
encapsulation is used at the destination. 

Another embodiment [of the present invention] includes 
using a domain name to obtain a ?rst local address and a ?rst 
global address for a destination. A message is created that 
includes the ?rst local address, the ?rst global address and a 
?rst pseudo address. The message is communicated toWard 
the destination based on the ?rst local address and the ?rst 
global address. 
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4 
[An] In yet another embodiment, a destination receives a 

message. In some implementations, the message includes 
encapsulation. Based on the message received, a pseudo 
address is provided to an application on the destination. The 
application uses the pseudo address to reference an entity. 

[The present invention] This can be accomplished using 
hardWare, softWare, or a combination of both hardWare and 
softWare. The softWare used [for the present invention is] 
may be stored on one or more processor readable storage 

media including a hard disk drive, CD-ROM, optical disk, 
?oppy disk, RAM, ROM or other suitable storage device. In 
alternative embodiments, some or all of the softWare can be 
replaced by dedicated hardWare including custom integrated 
circuits, gate arrays, FPGAs, PLDs, and special purpose 
computers. 

[These and other objects and advantages of the invention 
Will appear more clearly from the folloWing detailed 
descriptions in Which the preferred embodiment of the 
invention has been set forth in conjunction With the draW 
ings.] 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 depicts an IP packet. 
FIG. 2 shoWs the format of a header of an IP packet. 

FIG. 3 depicts a ?rst packet encapsulated Within a second 
packet. 

FIG. 4 is a block diagram of tWo netWorks connected to 
the Internet. 

FIG. 5 depicts a portion of a DNS database. 

FIG. 6 depicts a portion of a DNS name space. 

FIG. 7 shoWs hoW a domain name is resolved to obtain an 
IP address. 

FIG. 8 shoWs hoW a domain name is used to obtain a local 
address. 

FIG. 9 depicts the format of an ICMP Echo message. 
FIG. 10 is a How chart describing the steps for using an 

ICMP Echo Request to obtain a local address. 
FIG. 11 is a How chart describing the steps for communi 

cating a message from a ?rst entity to a second entity accord 
ing to one embodiment [of the present invention]. 

FIG. 12 is a ?rst example of an encapsulated packet. 
FIG. 13 is a How chart describing the steps for responding 

to a message from a ?rst entity according to one embodiment 

[of the present invention]. 
FIG. 14 is an example of an encapsulated packet. 
FIG. 15 is a block diagram explaining the use of pseudo 

addresses. 
FIG. 16 is a How chart describing one embodiment of a 

process for using pseudo addresses. 
FIG. 17 is a How chart describing a method for resolving a 

domain name and choosing a pseudo address. 
FIG. 18 depicts an entry in a table. 
FIG. 19 is a How chart describing a process for starting 

communication using pseudo addresses. 
FIG. 20 depicts a set of encapsulated packets. 
FIG. 21 depicts a set of encapsulated packets. 
FIG. 22 is a How chart describing a method for communi 

cating. 
FIG. 23 depicts a set of encapsulated packets. 
FIG. 24 is a How chart describing a method for sending 

packets using pseudo addresses. 
FIG. 25 is a block diagram of one embodiment of hard 

Ware suitable for use With [the present invention] one or 
more embodiments. 
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DETAILED DESCRIPTION 

The TCP/IP reference model for designing and building a 
network includes at least four layers: the Physical and Data 
Link Layer, the Network Layer, the Transport Layer, and the 
Application Layer. The physical layer portion of Physical 
and Data Link Layer is concerned With transmitting raW bits 
over a communication channel. The design issues include 
ensuring that When one side sends a 1 bit it is received by the 
other side as a 1 bit, not as a 0 bit. Typical questions 
addressed are hoW many volts should be used to represent a 
1 bit, hoW many volts to represent a 0 bit, hoW many micro 
seconds a bit lasts, Whether transmissions may proceed 
simultaneously in both directions, hoW the initial connection 
is established, hoW it is torn doWn When both sides are 
?nished, and hoW many pins the netWork connector has. The 
data link portion of Physical and Data Link Layer takes the 
raW transmission facility and transforms it into a line that 
appears to be relatively free of transmission errors. It accom 
plishes this task by having the sender break the input data up 
into frames, transmit the frames and process the acknoWl 
edgment frames sent back by the receiver. 

The NetWork Layer permits a host to inject packets into a 
netWork and have them travel independently to the destina 
tion. The protocol used for the NetWork Layer on the Inter 
net is called the Internet Protocol (IP). The main function of 
the NetWork Layer is routing packets from a source entity to 
a destination entity. In most subnets, packets Will require 
multiple hops to make the journey. The NetWork Layer soft 
Ware uses one or more routing methods for deciding Which 
output line an incoming packet should be transmitted on. 
There are many routing methods that are Well knoWn in the 
art that can be used in a netWork layer. For purposes of this 
patent, no speci?c routing method is required. Any suitable 
routing method knoWn in the art Will su?ice. 

The netWork entity, the process implementing the netWork 
layer, receives a segment from the transport layer process. 
The netWork entity appends a header to the segment to form 
a packet. The packet is sent to a router on a netWork or the 
Internet. Each router has a table listing IP addresses for a 
number of distant netWorks and IP addresses for hosts in the 
netWork closest to the router. When an IP packet arrives, its 
destination address is looked up in the routing table. If the 
packet is for a distant netWork, it is forWarded to the next 
router listed in the table. If the distant netWork is not present 
in the router’s tables, the packet is forWarded to a default 
router With more extensive tables. If the packet is for a local 
host (eg on the router’s Local Area NetWork (LAN)), it is 
sent directly to the destination. 

Although every machine in the Internet has an IP address, 
these addresses alone cannot be used for sending packets 
because the data link layer does not understand Internet 
addresses. Most hosts are attached to a LAN by an interface 
board that only understands LAN addresses. For example, 
every Ethernet board comes equipped With a 48 bit Ethernet 
address. Manufacturers of Ethernet boards request a block of 
addresses from a central authority to ensure that no tWo 
boards have the same address. The boards send and receive 
frames based on a 48 bit Ethernet address. For one entity to 
transmit data to another entity on the same LAN using an 
Ethernet address, the entity can use the Address Resolution 
Protocol (ARP). This protocol includes the sender broad 
casting a packet onto the Ethernet asking Who oWns the par 
ticular IP address in question. That packet Will arrive at 
every machine on the Ethernet and each machine Will check 
its IP address. The machine that oWns the particular IP 
address Will respond With its Ethernet address. The sending 
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6 
machine noW has the Ethernet address for sending data 
directly to the destination on the LAN. At this point, the Data 
Link Layer on the sender builds an Ethernet frame addressed 
to the destination, puts the packet into the payload ?eld of 
the frame and dumps the frame onto the Ethernet. The Eth 
ernet board on the destination receives the frame, recogniZes 
it is a frame for itself, and extracts the IP packet from the 
frame. 

Transport Layer is designated to alloW peer entities on the 
source and destination to carry on a “conversation.” On the 
Internet, tWo end-to-end protocols are used. The ?rst one, 
the Transmission Control Protocol (TCP), is a reliable 
connection-oriented protocol that alloWs a byte stream origi 
nating on one machine to be delivered Without error to 
another machine on the Internet. It fragments the incoming 
byte stream into discrete packets and passes each one to the 
NetWork Layer. At the destination, the receiving TCP pro 
cess reassembles the received packets into the output stream. 
TCP also handles ?oW control to make sure a fast sender 
cannot sWamp a sloW receiver With more packets than it can 
handle. The second protocol used in the Transport Layer on 
the Internet, User Datagram Protocol (U DP), is an unreliable 
connectionless protocol for applications that do not Want 
TCP sequencing or How control. UDP is used for one-shot, 
client server type requests-reply queries for applications in 
Which prompt delivery is more important than accurate 
delivery. The Transport Layer is considered to be above the 
NetWork Layer to indicate that the NetWork Layer provides a 
service to the Transport Layer. Similarly, the Transport 
Layer is shoWn beloW the Application Layer to indicate that 
the Transport Layer provides a service to the Application 
Layer. The Application Layer contains the high level 
protocols, for example, Telnet, File Transfer Protocol (FTP), 
Electronic MailiSimple Mail Transfer Protocol (SMTP), 
and HyperText Transfer Protocol (HTTP). 
Communication in the Internet generally Works as fol 

loWs. The Transport Layer breaks up a stream of data from 
the Application Layer into a number of segments. The Net 
Work Layer, using the Internet Protocol, transports the seg 
ments in one or more IP packets from source to destination, 
Without regard to Whether these machines or entities are on 
the same netWork. Each segment can be fragmented into 
small units as it is transported. When all of the fragments 
?nally get to the destination machine, they are reassembled 
by the NetWork Layer into the original segment. This seg 
ment is then handed to the Transport Layer, Which inserts it 
into the receiving process’ (Application Layer) input stream. 

FIG. 1 depicts the structure of an IP packet 10. IP packet 
10 consists of header 12 and payload 14. Payload 14 stores 
the data received from the Transport Layer. 

FIG. 2 depicts the format of a header of an IP packet. The 
header is depicted to include six roWs. Each roW is 32 bits 
Wide. The ?rst ?ve roWs of the header comprise a 20 byte 
?xed portion of the header. The last roW of the header pro 
vides a variable siZed Options section 22. Version ?eld 24 
keeps track of Which version of the protocol the packet 
belongs to. The current version used on the Internet is ver 
sion 4. IHL ?eld 26 describes the length of the header in 32 
bit Words. Type ?eld 28 indicates the type of service 
requested. Various combinations of reliability and speed are 
possible. Length ?eld 30 includes the siZe of the packet, 
including both the header and the data. Identi?cation ?eld 32 
is needed to alloW the destination host to determine Which 
segment the received fragment belongs to. All fragments of a 
segment contain the same identi?cation value. Next comes 
three ?ags, Which include an unused bit 33 and then two 1 bit 
?elds 34 and 36. In one embodiment [of the present 
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invention], the unused bit 33 is used to indicate that the 
packet Was created [according to the present invention] and 
is storing both a global address and a local address for the 
destination. DF ?eld 34 stands for don’t fragment. It is an 
order to the routers not to fragment the segment because the 
destination is incapable of putting the pieces back together 
again. MF ?eld 36 stands for more fragments. All fragments 
except for the last one have this bit set. Fragment offset ?eld 
38 indicates Where in the current segment this fragment 
belongs. Time to Live ?eld 40 is used to limit packet life 
time. It is supposed to count time in seconds, alloWing a 
maximum lifetime of 255 seconds. In practice, it may count 
hops. The time is decremented on each hop by a router. 
When the time to live hits 0, the packet is discarded and a 
Warning is sent back to the source using an Internet Control 
Messaging Protocol (ICMP) packet. This feature prevents 
packets from Wandering around forever. Protocol Field 42 
indicates Which transport layer type is to receive the seg 
ment. TCP is one possibility, UDP is another. [The present 
invention is] Embodiments are not limited to any particular 
protocol. Checksum ?eld 44 veri?es the header. One method 
for implementing a checksum is to add up all 16 bit half 
Words as they arrive and take the ones compliment of the 
result. Note that the checksum must be re-computed at each 
hop because the Time to Live ?eld 40 changes. Source ?eld 
46 indicates the IP address for the source of the packet and 
destination ?eld 48 indicates the IP address for the destina 
tion of the packet. 

Options ?eld 22 is a variable length ?eld designed to hold 
other information. Currently, options used on the Internet 
indicate security, suggested routing path, previous routing 
path and time stamps. In one embodiment [of the present 
invention], it is contemplated that the source and the destina 
tion’s local address are added to Options ?eld 22. In some 
alternatives, the tWo local addresses can be encoded, 
compressed, encrypted or otherWise altered to provide more 
e?icient use of storage space, security or compatibility. In 
embodiments Where the address is encoded, encrypted, 
compressed, etc., the information stored is said to represent 
the address. That is, an entity can read that information and 
extract (or identify) the address from that information. 

In another embodiment, the local addresses of the source, 
destination or both are added to the end of the data portion of 
a packet as a trailer. In this case, Length ?eld 30 needs to 
account for the extra bytes added at the end of the data ?eld. 
Legacy routers can treat this trailer as an integral part of the 
data ?eld and ignore it. In yet another embodiment, source 
?eld 46 and destination ?eld 48 can be enlarged to 64 bits 
each so that they each can store a local address and a global 
address. 

In another embodiment [in the present invention], the 
local address and global address of an entity are both stored 
in a packet by utiliZing encapsulation. That is, one IP packet 
is encapsulated inside the payload of another IP packet. For 
example, FIG. 3 depicts tWo IP packets 90 and 92. Packet 90 
has the header portion 94 and payload 96. Packet 92 has a 
header portion 98 and a payload 100. Packet 92 is encapsu 
lated inside packet 90. That is, packet 92 is stored inside 
payload portion 96 of packet 90. 

Rather than use the entire set of global addresses for a 
Class A, B or C netWork, the present invention alloWs each 
corporate entity or netWork to be assigned one or a small 
number of global address to be used by a gateWay. A gate 
Way is an entity that connects a netWork to the Internet (or 
another network). Each of the hosts on the netWork can be 
assigned a local address. The same local addresses can be 
used by many different netWorks. When a source entity 
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8 
sends data to a destination entity With a local address, the 
data is sent to the global address for the destination’s net 
Work. The data also includes an indication of the local 
address of the destination entity. The gateWay associated 
With the global address receives the data and forWards it to 
the entity associated With the local address Within the data. 
Thus, communication With an entity using local address can 
be initiated by an entity outside the netWork. In addition, the 
gateWay receiving the data and forWarding it to the entity 
does not need to perform multiple domain name resolutions, 
and the structure of the IP packet has not been changed. 

FIG. 4 shoWs tWo netWorks connected to Internet 138. 
The ?rst netWork includes GateWay 1 Which has a global 
address GIPl and a local address of LIPl. GateWay 1 is con 
nected to a private netWork 144 Which is made up of a num 
ber of entities using local addresses. FIG. 4 shoWs three 
entities 146, 148 and 150; hoWever, more or less than three 
entities can also be used. Entity 146 is labeled as A, and has a 
local address of LIP A. Entity A does not have a global 
address. 

FIG. 4 shoWs GateWay 2 connected to Internet 138 and to 
private netWork 162. GateWay 2 has a global address of 
GIP2. FIG. 4 shoWs part of netWork 162 including three 
entities 166, 168 and 170; hoWever, more or less than three 
entities can be used. Entity 170 is labeled as B and has a 
local address of LIPB. In the description beloW, examples 
Will be made referring to the entities depicted in FIG. 4. 
Other con?gurations Will also Work [With the present inven 
tion]. [The present invention alloWs] Some embodiments 
allow entity A (“A”) to initiate a communication With entity 
B (“B”) by using both the global address for GateWay 2 
(GIP2) and the local address for B (LIPB). Similarly, B can 
initiate communication With A utiliZing the global address 
for GateWay 1 (GIP1) and the local address for A (LIP A). 
FIG. 4 shoWs tWo gateWays in the path betWeen entity A and 
entity B. In other embodiments, more or less than tWo gate 
Ways can be in the path betWeen entity A and entity B. 

For example purposes only, the remainder of the discus 
sion assumes that a message is being sent from A 146 to B 
170. For example purposes, it is assumed that A and B are 
computers. Alternatively, A and B can be other electronic 
devices that can communicate on the Internet. 

Typically, When an application seeks to establish commu 
nication With an entity on Internet, the application is only in 
possession of the entity’s domain name. The application 
makes a call to a resolver process, Which converts the 
domain name to an IP address. Every domain, Whether it is a 
single entity or a top level domain, has a set of resource 
records associated With it. For a single entity, the most com 
mon resource record is its IP address. When a resolver pro 
cess gives a domain name to the domain name system, it gets 
back the resource records associated With that domain name. 

A resource record has ?ve ?elds: domain name, time to 
live, class, type and value. The time to live ?eld gives an 
indication of hoW stable the record is. Information that is 
highly stable is assigned a large value such as the number of 
seconds in a day. The third ?eld is the class. For the Internet 
the class is IN. The fourth ?eld tells the type of resource 
record. One domain may have many resource records. There 
are at least eight types of resource records that are important 
to this discussion: SOA, A, MX, NS, CNAME, PTR, 
HINFO, and TXT. The value ?eld for an SOA record pro 
vides the name of the primary source of information about 
the name server Zone, e-mail address of its administrator, a 
unique serial number and various ?ags and time outs in the 
value ?eld. The value ?eld for anA record holds a 32 bit IP 




















