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(57) ABSTRACT 

[A copy prevention method and apparatus for a digital video 
system is disclosed including the steps of: (a) adding a 
header area of a header start code and key ?eld to a repro 
duced bit stream: (b) decrypting and transmitting the bit 
stream to which the header area is added: (0) detecting a key 
?eld of the decrypted and transmitted bit stream and detect 
ing copy prevention information; and (d) encrypting the bit 
stream according to information detected from stop (0) and 
recording it an tape.] A copy protection method including 
receiving encrypted digital data to be recorded, key informa 
tion which is required to decrypt the encrypted digital data, 
and?rst copy control information which indicates a copy 
permission status of the encrypted digital data; and record 
ing the encrypted digital data, the key information, and sec 
ond copy control information on a digital recording medium, 
based on at least a status of the first copy control informa 
tion. 

71 Claims, 7 Drawing Sheets 

Page!“ 

shaman 
cc mention 'mformgly?gn detec r 



US RE41,074 E 
Page 2 

4,796,220 
4,817,140 
4,871,140 
4,890,319 
4,937,679 
5,003,590 
5,014,274 
5,034,981 
5,034,985 
5,054,064 
5,057,947 
5,058,162 
5,073,925 
5,109,413 
5,134,656 
5,231,546 
5,243,650 
5,303,294 
5,315,448 
5,323,244 
5,392,351 
5,406,625 
5,418,853 
5,477,276 
5,506,903 
5,513,260 
5,530,756 

US. PATENT DOCUMENTS 

1/ 1989 Wolfe 
3/1989 Chandra et al. 
10/1989 Hoskinson et al. 
12/1989 Seth-Smith et al. 
6/ 1990 Ryan 
3/1991 Lechner et a1. 
5/ 1991 Higurashi et al. 
7/1991 Leonard et a1. 
7/ 1991 Keough 
10/1991 Walker et a1. 
10/ 1991 Shimada 
10/1991 Santon et al. 
12/1991 Nagata et al. 
4/ 1992 Comerford et a1. 
7/1992 Kudelski 
7/ 1993 Shimada 
9/1993 Roth et al. 
4/ 1994 Kimoto et al. 
5/1994 Ryan 
6/ 1994 Yamaguchi et al. 
2/1995 Hasebe et a1. 
4/1995 Kotaka et a1. 
5/1995 Kanota et al. 

12/ 1995 Oguro 
4/ 1996 Yamashita et a1. 
4/1996 Ryan 
6/ 1996 Bourel et al. D>D>D>D>D>>>>>>>>>>>>>>>>>>>>>>> 

5,546,461 
5,574,787 
5,576,843 
5,579,120 
5,588,058 
5,629,980 
5,646,992 
5,659,613 
5,673,357 
5,689,559 
5,689,561 
5,757,909 
5,757,910 
5,761,302 
5,778,064 
5,799,081 
5,832,084 
5,862,115 
5,881,038 
5,898,695 
5,907,443 
6,028,932 
6,052,242 
RE36,763 
6,236,971 
6,430,290 
7,114,745 

8/1996 
11/1996 
11/1996 
11/1996 
12/1996 
5/1997 

* 7/1997 

8/1997 
9/1997 
11/1997 
11/1997 
5/1998 
5/1998 
6/1998 
7/1998 
8/1998 

11/1998 
1/1999 
3/1999 
4/1999 
5/1999 
2/2000 
4/2000 
7/2000 

B1 5/2001 
B1 8/2002 
B2 10/2006 

m>>>>>>>>>>>>>>>>>>>>>>> 
* cited by examiner 

Ibaraki et al. 
Ryan 
Cookson et al. 
Oguro 
Le Berre 
Ste?k et al. 
Subler et al. ................ .. 705/53 

Copeland et al. 
Shima 
Park 
Pace 
Park 
Rim 
Park 
Kori et al. 
Kim et a1. 
Park 
Matsui et al. 
Oshima et al. 
Fujii et al. 
Hirata 
Park 
Hirata 
Kanota et a1. 
Ste?k et al. 
Van Willigen et a1. 
Schiitz et al. 



US. Patent Jan. 12, 2010 Sheet 1 of7 US RE41,074 E 

prior art 
101 102 

video video packet video PES‘ 
data encoder processor 

transmission 
103 104 muiti- w» 

1 l1 plexer 
audio “ midi; pocket audio PES 
data 8"“ 6" processor 

1 
105 

F I 62 
Transport header 
PES header 

payload ?xed length 

iidnspdnsimm: f. dudid video '_-' dudid i-Eudid ji; video video 11 audio 5- video 

/ ~‘\ 
/ “s ‘ 

I ~‘\ \‘~ 
I’ “\\\ ‘K‘\--.._ 

,1 24 bit: a bit: 16 bits 2 bitsH bits 8 bits “~\ ‘~~\ 
ket start stream PES cket PES head PES header PES header PES acket pédcde pre?x ID idii‘gii ‘° ?ags m length ?elds ddid pblock 

2 1 2 1 1 1 1 1 1 variable 1e 

SC PRDACR OCPUESCRRATETMACCRGEXT 

i———-—--——-J . se 0 1 
0:no1 ems ' 
118 bits b'“ 

OOznot exid 
10:40 bits 
11:80 hi1: 

P15 5“ Md‘ additional c PES extension extension shuf?in 
ms "Q; info ?eldopy ?ags ddid rieid by1es 



US. Patent Jan. 12, 2010 Sheet2 0f7 US RE41,074 E 

F ,l 6.3 
p or rt 

1(36 199 
I _ C: m I : 

userw m encrypbon B ) decryption D’ C) "L userra) 

1237 5:“ 198 
[k 1 
suggw key decrypter 

F l 6.4 

R,G,B deégger monitor 

VCR A 
1 

VCR B 
tape A ‘ 

Io bok 
p r¥1odec lope B 

recorc?ng 
mode 



US. Patent Jan. 12, 2010 Sheet 3 of7 US RE41,074 E 

F|G.5 

interface interface 

decryptkm corregctmg porhgn 
04-1“ 4: 

. _ co _prevention key '"sener mfornfzytlon detecgor 
I 

, 5 

co revention P'Wbock , informpoytign correcjtor 

Nib-h 

encryption 

recording 



US. Patent Jan. 12, 2010 Sheet 4 of7 US RE41,074 E 

FIG.6 

urallel data“) 
CR 
0C 

fan I info ?eld“) 

eventian 

extractor 

l 
header 
detector 

parallel data 

clk 

FIGJ 

H d w 

m h. a_ 5 

.oL P 

O 

.0 lllllrmw lllll llJ 

.1 | | _ 

_ 6 _ 

_ 1| D n 

" Ml? M _ _ _ 

t 

_ mm M n 

_ k .H S 

" ml , w _ m.“ . _ 
_ l2 0 l - 

u M 1 c u 

u o n u 

> _ 

u a F1 . _ 

IT I .bl; _ _ h H W _ _ u 

. 

_ lmm m n 

u m 19...»... J ED . _ 

u D Md _ r. n 
_ - O.“ L - 

n 12. I u u a‘ u 
_ _ 

_ _ _ _ 

_ _ 

. “ 

"ll llllllllllllllllllllllllllllll IL .mrnm k a_b d 
.MB d 



US. Patent Jan. 12, 2010 Sheet 5 of7 US RE41,074 E 

T" F | 0.8mm 1m x ml lmmumf 

F I 6.88 my xx x w x 00 X 01x w XWMM 

F l G.8Cd0t0_out mm X 10km: WX 

F | 050mm, r1 
F | G.8E m P m——~—— 

F I G.BF ggogg i 

21 F l 6.9 
pomilel duio(out) 

additional copy 'mfo ?eid 

copy. information 
posxtlon operator (was 

counter 

26 

E 



US. Patent Jan. 12, 2010 Sheet 6 of7 US RE41,074 E 

F l GJQA 
5 PES header flags 

duto?n) Pucketlengthf i X ‘X I 

g F | 0.105 

dombut) :IL xxxwpocketlengthx X L 1 

§ F | 0.100 

LCR i I . . . . .. 

i F l G.10D 

LOC §-_-__-J 
E F l G.10E 

counter g g F l G.10F 

r60 ; m 

i F | 6.106 
additional 1 
copy info 5 xx I 

additional copy info ?eld 





US RE41,074 E 
1 

COPY PREVENTION METHOD AND 
APPARATUS FOR DIGITAL VIDEO SYSTEM 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

[This is a continuation of application Ser. No. 09/053,288, 
?led Apr. 1, 1998, now US. Pat. No. 6,028,932, which is a 
continuation of Ser. No. 08/562,042, ?led Nov. 22, 1995, 
now US. Pat. No. 5,761,302, issued Jun. 2, 1998.] This is a 
reissue application of US. Pat. No. 6,347,144, which is a 
continuation ofapplication Ser. No. 09/053,288, ?ledApr 1, 
1998, now US. Pat. No. 6,028,932, which is a continuation 
ofSer No. O8/562,042,?ledNov. 22, 1995, now US. Pat. No. 
5,761,302. The contents ofall these applications are incor 
porated by reference. The above-identi?ed applications also 
claim priority to Korean Application No. 94-31373?led on 
Nov. 26, 1994. 

BACKGROUND OF THE INVENTION 

The present invention relates to a copy prevention tech 
nology for a digital video system, and more particularly, to a 
copy prevention method and apparatus for a digital VCR to 
which encryption is introduced to display a picture only in a 
VCR internally containing a corresponding encryption code, 
thereby preventing tape from being copied. 

General copy prevention methods for analog VCR are pre 
sented in US. Pat. Nos. 4,819,098, 4,571,642 and 4,577, 
216. 

First, US. Pat. NO. 4,819,098 discloses a method in 
which an interference signal is inserted into a video wave 
form in an automatic gain control circuit (AGC) of a VCR. 
Here, the inserted signal does not affect the AGC of its moni 
tor but has the AGC of the VCR record an accurate level of 
signal on a video tape. 

In US. Pat. No. [4,571,642] 4,577,216, there is presented 
a method in which a phase noise or other corrected signal is 
inserted into the [chrome] chroma burst of a video wave 
form. 

However, all the conventional technologies insert a dis 
tributing signal to an analog signal using the difference 
between a circuit of a monitor and a corresponding circuit of 
a VCR. Some VCRs may perform copy normally despite of 
copy prevention. Some monitors cannot display images of 
the original video tape. A conventional copy prevention 
introduced to an analog VCR system is hard to be applied to 
digital storage media (DSM). 

Speci?cally, in a satellite or high-de?nition TV decoder, 
as shown in FIG. 2, an MPEG bit stream received by a digital 
VCR is constructed to transmit a transport header, pack 
etiZed elementary stream [(PEG)] (PES) header and audio 
and video data respectively or simultaneously. 

The PES header contains a PES header ?ag area of 14 bits 
which is a ?eld for DSM such as digital VCR, and a PES 
header ?eld having a variable length. The PES header ?ag 
area includes 1-bit copyright (CR) ?ag, 1-bit original-or 
copy (OC) ?ag, 2-bit PD ?ag, 1-bit TM ?ag, and 1-bit AC 
?ag. 

The PES header ?eld varies in length, and part thereof is 
set by the [PC] PD, TM and AC ?ags. A PTS/DTS area is not 
present if the value of the PD ?ag is “00”. It is 40 bits if the 
value “10”. If the value is “11”, the area is 80 bits. A DSM 
trick mode ?eld is not present if the TM ?ag is “0”. If the ?ag 
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2 
is “1”, the ?eld is 8 bits. An additional copy information ?eld 
is 8 bits ifthe AC ?ag is “1”. 
When recording is carried out by the satellite receiver or 

high-de?nition TV decoder and compressed video data is 
encoded in encoder 101, it is converted into a packet form in 
packet processing portion [122] 102 as shown in FIG. 1. If 
the compressed audio data is encoded in audio encoder 103, 
it is converted into a packet form in packet processing por 
tion 104. 

When the outputs of packet processing portions 102 and 
104 are multiplexed in transmission multiplexer 105, a ?xed 
transmission stream shown in FIG. 2 is output to a digital 
VCR. In this case, for copy prevention, a public-key encryp 
tion is applied which is suggested in US. Pat. No. 4,200, 
770. This solves disadvantages in key management or key 
distribution when a conventional block-cipher or stream 
cipher algorithm such as data encryption standard (DES) 
encrypts or decrypts only with a secret key. 

This public-key encryption system has all users U hold 
unique encryption algorithm EPKU and description algo 
rithm DPKU. Here, encryption algorithm EPKU for the 
public-key is opened as a public-key to key supply portion 
107. Decryption algorithm DPKU for secret key is kept in 
secret. The characteristics of EPKU and DPKU are as follows. 

First, with respect to all users U and message m 

transmitted, DPKU(EPKU(m))=m. 
Second, encryption algorithm EPKU and decryption algo 

rithm DPKU do not require complicated calculation. 
Third, it is impossible to ?nd DPK'U satisfying DPK'U 

(EPKU(m))=m from encryption algorithm EPKU. 
In the encryption system having the above characteristics, 

as shown in FIG. 3, when userA transmits message m to user 
B, encryptor 106 receiving public-key algorithm EPKU for 
user B’s public-key from key supply portion 107 encrypts 
message m (EPKU(m))=c) and transmits the result to 
decrypter 109 via a public channel. Here, the public channel 
indicates a channel in which transmitted data is not kept in 
secret. 

Key decrypter 108 receiving the key information from key 
supply portion 107 outputs an algorithm DPKB, correspond 
ing to encryption algorithm EPKB, decryptor 109 decrypts 
(DPKB(c))=m) the output of encrypter 106 with decryption 
algorithm DPKB, and then transmits to user B. In other 
words, only user B can decrypt decryption algorithm DPKB 
corresponding to encryption algorithm EPKB. 
A concept developed from the public-key encryption is 

presented in US. Pat. No. 4,405,829. This public-key 
encryption system is called RSA system. A method in which 
the RSA public-key encryption is e?iciently calculated via 
batch processing is presented in US. Pat. No. 4,964,164. 

However, this public-key encryption is inappropriate for 
high-velocity encryption. A CA system is intended to 
[present] prevent illegal [view]viewing. However, there is no 
method of protecting a program distributed through a digital 
storage medium such as a digital VCR. 

SUMMARY OF THE INVENTION 

Therefore, it is an object of the present invention to an 
illegal copy prevention method and apparatus for a digital 
video system in which, in copy tape, encrypted key informa 
tion is transmitted and recorded so that a copied tape is 
reproducible only in a VCR having a corresponding 
encrypted key information, thereby prevented copy. 

[To accomplish the object of the present invention, there is 
provided a copy prevention method for a digital video sys 
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tem comprising the steps of: (a) adding a header area of a 
header start code and key ?eld to a reproduced bit stream; (b) 
decrypting and transmitting the bit stream to Which the 
header area is added; (c) detecting a key ?eld of the 
decrypted and transmitted bit stream and detecting copy pre 
vention information; and (d) encrypting the bit stream 
according to information detected from step (c) and record 
ing it on tape.] 

[For the object of the present invention, there is provided a 
copy prevention apparatus for a digital video system com 
prising: a reproduction block for adding key information to a 
reproduced bit stream, and decrypting and transmitting it; 
and a recording block for searching key information of the 
bit stream transmitted from the reproduction block is extract 
copy prevention information, and encrypting and recording 
the bit stream according to the extracted copy prevention 
information.] 

[The reproduction block comprises: reproduction means 
for reproducing data recorded on tape; key insertion means 
for adding key information to the bit stream of the reproduc 
tion means; and decryption means for decrypting the output 
of the key insertion means and transmitting it to a recording 
side VCR.] 

[The recording block comprises: key detecting/ correcting 
means for detecting key information from the transmitted bit 
stream of a reproducing-side VCR: copy prevention infor 
mation detecting means for searching the key information 
detected from the key detecting/correcting means to detect 
copy prevention information; encrypting means for encrypt 
ing the bit stream according the copy prevention information 
of the copy prevention information detecting means; and 
recording means for recording the bit stream encrypted in 
the encrypting means.] 

[The copy prevention information detecting means com 
prises: a PES header detecting portion for detecting a PES 
header from parallel data output from the key detecting/ 
correcting means; and a copy prevention information extrac 
tor enabled by a PES header detection signal of the PES 
header detecting portion to detect an additional copy infor 
mation ?eld] 

To accomplish the objects of the present invention, there is 
provided a copy protection method comprising receiving 
encrypted digital data to be recorded, key information which 
is required to decrypt the encrypted digital data, and first 
copy control information which indicates a copy permission 
status of the encrypted digital data; and recording the 
encrypted digital data, the key information, and second copy 
control information on a digital recording medium, based on 
at least a status of the first copy control information. 

According to another object there is provided a copy pro 
tection method comprising (a) providing digital content, key 
informationfor controlling at least decryption ofthe digital 
content, and copy control information for controlling copy 
ing of the digital content; and (b) recording the key 
information, the copy control information and the digital 
content on a digital recording medium. 

According to another object there is provided a copy pro 
tection method comprising receiving encrypted digital 
content, first key information for decrypting the encrypted 
digital content, and copy control information which indi 
cates whether or not a copy of the encrypted digital content 
is permitted; and controlling a recording or a reproducing of 
the encrypted digital content on or from a recording medium 
based on the first key information and/or the copy control 
information. 
According to another object there is provided a copy pro 

tection apparatus comprising a receiving unit configured to 
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4 
receive encrypted digital data to be recorded, key informa 
tion which is required to decrypt the encrypted digital data, 
and?rst copy control information which indicates a copy 
permission status of the encrypted digital data; and a 
recording unit configured to record the encrypted digital 
data, the key information, and second copy control informa 
tion on a digital recording medium, based on at least a status 

ofthe?rst copy control information. 
According to another object there is provided a copy pro 

tection apparatus comprising a providing unit configured to 
provide digital content, key information for controlling at 
least decryption of the digital content, and copy control 
information for controlling copying of the digital content; 
and a recording unit configured to record the key 
information, the copy control information and the digital 
content on a digital recording medium. 

According to another object there is provided a copy pro 
tection apparatus comprising a receiving unit configured to 
receive encrypted digital content, first key information for 
decrypting the encrypted digital content, and copy control 
information which indicates whether or not a copy of the 
encrypted digital content is permitted; and a controlling unit 
configured to control a recording or a reproducing of the 
encrypted digital content on or from a recording medium 
based on the first key information and/or the copy control 
information. 

BRIEF DESCRIPTION OF THE ATTACHED 
DRAWINGS 

FIG. 1 is a block diagram of a conventional packet pro 
cessing apparatus; 

FIG. 2 shoWs an example of a general transmission 
stream; 

FIG. 3 is a block diagram of a conventional public-key 
encryption system; 

FIG. 4 shoWs connections of systems of the present inven 
tion; 

FIG. 5 is a block diagram of a copy prevention apparatus 
for a digital video system of the present invention; 

FIG. 6 is a block diagram of the copy prevention informa 
tion detector of FIG. 5; 

FIG. 7 is a circuit diagram of the PES header detector of 
FIG. 6; 

FIGS. SA?SF are Waveform diagrams of input/output at 
the [respect] respective portions of FIG. 7; 

FIG. 9 is a circuit diagram of the copy prevention infor 
mation extractor of FIG. 4; 

FIGS. 10A*10G are Waveform diagrams of input/output 
at the respective portions of FIG. 9; and 

FIGS. llAillD shoW examples of a bit stream of the 
present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

Hereinafter, a preferred embodiment of the present inven 
tion Will be described beloW With reference to the attached 
draWings. 

Referring to FIG. 5, a copy prevention apparatus of the 
present invention comprises a reproducing portion 1 for 
reproducing data recorded on tape, a key inserting portion 2 
for adding a tape header start code and key ?eld at the front 
end of a bit stream of reproducing portion 1, a decrypting 
portion 3 for decrypting the output of key inserting portion 2 
and transmitting it as parallel data, a key detecting/ 
correcting portion 4 for detecting a key ?eld from the paral 
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lel data transmitted from decrypting portion 3, a copy pre 
vention information detecting portion 5 for detecting a PBS 
header from the key ?eld detected and extracting copy pre 
vention information, a copy prevention information correct 
ing portion 6 for correcting the output of copy prevention 
information detecting portion 5 if necessary, an encrypting 
portion 7 for encrypting the output of copy prevention infor 
mation correcting portion 6, and a recording portion 8 for 
recording the output of encrypting portion 7 on tape. 
As shoWn in FIG. 6, copy prevention information detect 

ing portion [6] 5 comprises a PBS header detecting portion 
10 for searching the parallel data in synchronization With a 
clock clk to detect the PES header, and a copy prevention 
information extractor 20 enabled by the PES header signal of 
PBS header detecting portion 10 to detect the copy preven 
tion information ?eld. 

Referring to FIG. 7, PES header detecting portion 10 
comprises ?rst and second ?ip?ops 11 and 12 for sequen 
tially delaying the parallel data according to clock [elk] clk, 
a packet start code detector 13 for searching the parallel data 
and the output of ?rst and second ?ip?ops 11 and 12 to 
detect the packet start code of the PES header, a stream ID 
detector 14 for searching the output of second ?ip?op 12 to 
detect the stream ID of the PES header, a delay 15 for 
sequentially delaying the output is-pscp of packet start code 
detector 13 according to clock clk, and a detection signal 
generator 16 for logically multiplying the outputs of delay 
15 and stream ID detector 14 and outputting a PBS header 
detection signal is-PES-header. 
As shoWn in FIG. 9, a copy prevention information extrac 

tor 20 comprises a D-?ip?op 21 for holding the parallel data 
output from PBS header detector 10, a D-?ip?op 22 for 
holding PES header detection signal is-PES-header of PBS 
header detector 10, a D-?ip?op 23 cleared by the output of 
D-?ip?op 22 and holding voltage (+5V) by a CR signal of 
the output of D-?ip?op 21 and outputting a signal LCR, a 
D-?ip?op 24 cleared by the output of D-?ip?op 22 and hold 
ing voltage (+5V) by an OC signal of the output of D-?ip?op 
21 and outputting a signal [LOR] LOC, a copy prevention 
information position operator 25 for searching the parallel 
data of PBS header detector 10 and calculating the position 
of an additional copy information ?eld, a counter 26 for 
counting the output of copy information position operator 
25, and a D-?ip?op 27 for holding the additional copy infor 
mation ?eld of the output of D-?ip?op 21. 

The operation and effect of the present invention Will be 
explained beloW. Generally, in case of reproducing or copy 
recording data on [tapa] tape, connections betWeen systems 
are made as shoWn in FIG. 4. 

With those connections, an MPEG bit stream reproduced 
from VCR A is input to a satellite receiver or high-de?nition 
TV so that it cannot be recogniZed Whether the stream is 
displayed on a screen or input to VCR B and recorded on 
another video tape. 

For this reason, according to the present invention, in case 
that the bit stream reproduced from VCR A is copied from 
VCR B, information on copy prevention is transmitted to 
VCR B from VCR A. VCR B analyZes this information 
Which is recorded With the bit stream. 

Here, the insertion position of the copy prevention infor 
mation contained in a GA bit stream is very limited because 
it must not affect decoding of the decoder of the satellite 
receiver or high-de?nition TV so that an image is displayed 
normally on a monitor. The copy prevention information 
may be inserted into the front end of the MPEG bit stream or 
inside the PES header. 
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6 
When the MPEG bit stream is decoded in units [or] of 

group of picture (GOP), the respective GOPs are classi?ed 
by their [cop] GOP start codes. This is useful in transmitting 
initialization data to a recording-side VCR because decoding 
is never affected even When a slight amount of data is added 
to the front end of the MPEG bit stream. 

The case of inserting the copy prevention information into 
the PES header is useful in repeated transmission of infor 
mation because copy prevention of a recording medium such 
as DSM is decided using CR and OC ?aps of the PES header 
and additional copy information ?eld. In this case, there are 
a variety of copy preventing methods. 

First, When a mode of “No Copy” is detected from the 
additional copy information ?eld of the PES header, VCR B 
is not able to enter its recording mode. 

Second, When a mode of “Copy Permitted” is detected in 
order to implement a copy prevention such as DAT mode, 
VCR B records but “No Copy” mode is recorded in the 
additional copy information ?eld to interrupt recopying from 
a copying tape. This means that a secondary source tape can 
be made, but a third source tape cannot. 

Third, for “Back-up Copy”, tape B copied from VCR B is 
reproducible normally only in VCR A. According to this 
method, reproducing-side VCR A encrypts the bit stream 
With its oWn inherent key and records it on tape so that only 
reproducing-side VCR A decrypts the MPEG bit stream 
recording on the tape. For every VCR set, a unique key is 
provided, encrypted by VCR’s key and recorded on tape B. 
HoWever, the VCR set for recording tape B is VCR B and 
tape B is encrypted by VCR A’s key so that VCR A’s key 
needs to be transmitted to VCR B With GA bit stream. 

Accordingly, When the key information of VCR A is trans 
mitted as a header in advance prior to the bit stream in the 
“Back-up Copy”, it is recorded at the front end of tape B, 
Which satis?es the insertion position of the copy prevention 
information mentioned before. 

Here, as shoWn in FIG. 2, the position of the additional 
copy information ?eld is varied Within the PES header 
according to Whether presentation time stamp (PTS)/ 
Decoding time stamp (DTS) and DSM trick mode ?eld are 
present or not. This varied position must be compensated. 
Here, information transmitted through the additional copy 
information is a copy prevention method to be performed by 
recording-side VCR B. 

In case of recording the bit stream shoWn in FIG. 11A in 
the method of “Back-up Copy”, the format of the bit stream 
recorded on tape is determined as shoWn in FIG. 11B. 

Here, a header area added to the front of the MPEG bit 
stream is formed With a tape header start code, that is, the 
header identi?er code, and a key ?eld for storing key infor 
mation. In case of encrypting the MPEG bit stream in units 
of GOP, encryption blocks are classi?ed by the packet start 
code pre?x and stream ID of the PES header. The encryption 
block is a basic unit of encryption and can change Whether 
encryption is performed in units of the encryption block, and 
encryption algorithm and key selection. Here, the encryption 
blocks must not be encrypted until the additional copy infor 
mation ?eld of the PES header. Encryption is performed 
until the end of the encryption block after the additional 
copy information ?eld. The ?rst ‘transmission header’ is not 
encrypted. 
The operation of performing the “back-up Copy” mode by 

adding the header Will be described beloW. 
First, in copying, When recording data of tape A is 

encrypted, reproducing-side VCRA decrypts it using the key 
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information of the key ?eld so as to make message m. Its key 
information is added to the header and transmitted in the 
format of FIG. 11C. 

Recording-side VCR B records the key information trans 
mitted from reproducing-side VCR A on the header of copy 
ing tape B and then records the encrypted bit stream. Here, 
When the key information is transmitted from reproducing 
side to recording side, for security, a public-key encryption 
may be employed to the system because the information 
may be exposed to a pirate. 

Such public-key encryption system ensures the secret of 
data even though the public-key is exposed but cannot be 
processed in real-time due to a great amount of calculation. 
Therefore, this system is not improper When the MPEG bit 
stream is encrypted directly. The “Back-up Copy” can be 
implemented When the MPEG bit stream is encrypted using 
a block-cipher algorithm or stream-cipher algorithm such as 
DES and a key used is encrypted in the public-key encryp 
tion. 

In this case, every VCR u incorporates encryption algo 
rithm EPK corres ondin to the ublic-ke and dec tion U P g P y I'YP 
algorithm DPKU corresponding to the secret key. Encryption 
algorithm EPKU takes a poWer key of VCR u, and decryption 
algorithm DPKU an internal key of VCR u. 

Here, the internal key may be opened to the public. 
Reproducing-side VCR A transmits the internal key on the 
key ?eld of the header because another VCR encrypts using 
the internal key. Recording-side VCR B randomly selects a 
key Y used in the block-cipher algorithm such as DES and 
encrypts it With the public-key encryption system using an 
external key EPKA. The result is recorded on the key ?eld of 
copying tape B. 

Sequentially, the data is divided into encryption blocks 
and encrypted and recorded in the block-cipher algorithm 
using key Y. In this method, the bit stream of FIG. 11D is 
recorded on copying tape B. 
When copying tape B is reproduced in reproducing-side 

VCR A, key Y can be restored by decryption DPKA[EPKA 
(Y)] in Which data is decrypted properly. In other VCRs, key 
Y cannot be found, Which disables the decryption of the bit 
stream. 

[As] An embodiment of the present invention, shoWn in 
FIG. 5, for performing such an operation Will be described 
beloW. 

When playback starts for tape copying, reproducing por 
tion 1 detects data recorded on tape as shoWn in FIG. 11A, 
and ampli?es it by a predetermined level. As shoWn in FIG. 
11B, key inserting portion 2 adds a header having a tape 
header start code and key ?eld to the GA bit stream of repro 
ducing portion 1 shoWn in FIG. 11A. Copy prevention infor 
mation is loaded on the additional copy information ?eld of 
the PES header to form a format shoWn in FIG. 11C. Here, 
decrypting portion 3 decrypts the bit stream formed in key 
inserting portion 2 and transmits it as parallel data to the 
recording-side VCR via an interface. 

When the bit stream of FIG. 11C is transmitted to the 
recording-side VCR via the interface, key detecting/ 
correcting portion 4 detects the key ?eld added to the bit 
stream and corrects the key ?eld if necessary. 

Copying prevention information detecting portion 5 
searches the PES header area to detect the additional copy 
information ?eld. Here, though a slight amount of informa 
tion is recorded in the additional copy information ?eld, 
redundancy is provided in several areas of the bit stream to 
increase reliability of information transmitted. 
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Copy prevention information detecting portion 5 extracts 

the value of AC ?ag from the PES header ?ag in order to 
calculate the position of the additional copy information 
?eld because it varies Within the PES header. Here, When 
copy prevention information correcting portion 6 corrects 
the output of copy prevention information detecting portion 
5, encrypting portion 7 performs encryption using the block 
cipher algorithm such as DES. Here, copy prevention infor 
mation correcting portion 6 performs correction While the 
input data is stored in a RAM. Accordingly, encrypting por 
tion 7 records the encrypted bit stream on tape in recording 
portion 8. Because the key information of the reproducing 
side VCR is added on the copying tape, only a VCR having 
this key information can reproduce tape normally. 
As shoWn in FIG. 6, in copy prevention information 

detecting portion 5, PES header detecting portion 10 
searches the output of key detecting/correcting portion 4 and 
outputs a header detection signal is-PES-header. After 
header detection signal is-PES-header is input, copy preven 
tion information extractor 20 detects the additional copy 
information ?eld and OC and CR ?ags. 
PES header detector 10 for detecting the PES header is 

formed as shoWn in FIG. 7. When bit stream dataiin is input 
as shoWn in FIG. 8A, ?rst ?ip?op 11 synchroniZed to clock 
clk is delayed for a predetermined time to output the bit 
stream delayed as shoWn in FIG. 8B. Second ?ip?op 12 
delays the output of ?rst ?ip?op 11 by are predetermined 
time and outputs the bit stream delayed as shoWn in FIG. 8C. 

Here, packet start code detecting portion 13 searches the 
bit stream shoWn in FIG. 8A and the output of ?rst and 
second ?ip?ops 11 and 12 shoWn in FIGS. 8B and SC in 
order to detect the packet start code of the PES header. When 
detection signal is-pscp is output as shoWn in FIG. 8D, delay 
15 in Which ?ip?ops are coupled at multi-stages delays it 
sequentially according to clock clk. 

Meanwhile, stream ID code detector 14 searches the out 
put of second ?ip?op 12 and detects the stream ID area of 
the PES header. Then, detection signal is-sid shoWn in FIG. 
SE is output to detection signal generator 16. Detection sig 
nal generator 16 logically multiplies the output of delay 15 
and stream ID code detector 14, and the ?ip?ops hold the 
output of the AND gate according to clock clk so that PES 
header detection signal is-PES-header is output to copy pre 
vention information extractor 20, as shoWn in FIG. [8P] 8F. 

Here, copy prevention information extractor 20 for detect 
ing the copy prevention information is formed as shoWn in 
FIG. 9. When the parallel data output from PES header 
detector 10 and shoWn in FIG. 10A is held and output as 
shoWn in FIG. 10B, D-?ip?op 22 synchronized to PES 
header detection signal is-PES-header of PES header detec 
tor 10 shoWn in FIG. 8F holds voltage +5V so that a HIGH 
signal is output to the clear ports of D-?ip?ops 23, 24 and 27 
to release the clear states. 

D-?ip?op 23 is synchroniZed to the CR ?ag or the output 
of D-?ip?op 21 shoWn in FIG. 10B to hold voltage Vcc so 
that a HIGH signal LCR is output as shoWn in FIG. 10C. 
D-?ip?op 24 is synchroniZed to the OC ?ag of the output of 
D-?ip?op 21 to hold voltage Vcc so that a HIGH signal LOC 
is output as shoWn in FIG. 10D. 
Copy prevention position detector 25 searches the PD, 

TM and AC ?ags of the parallel data of PES header detector 
10 shoWn in FIG. 10A to calculate the position of the addi 
tional copy information ?eld, Which is output to counter 26 
as shoWn in FIG. 10E. Counter 26 receiving the 4-bit value 
performs counting so that a HIGH signal is output as shoWn 
in FIG. 10F at a predetermined counting value. 
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D-?ip?op 27 synchronized to HIGH output rco of counter 
26 holds the additional copy information ?eld from the par 
allel data of D-?ip?op 21 shoWn in FIG. 10B. The ?eld is 
output as shoWn in FIG. 10C. 
As described above, in the copy prevention method and 

apparatus for a digital video system of the present invention, 
a key information is recorded With a bit stream so that a VCR 
having the key information reproduces tape normally, 
thereby preventing illegal copy of tape. In addition, for key 
information transmission, the public -key encryption is intro 
duced to disable a pirate to release the copy prevention, 
increasing reliability of copy prevention. 
What is claimed is: 
[1. A copy prevention method for a digital video system 

comprising the steps of: 
(a) receiving a digital data stream reproduced from a digi 

tal medium; 
(b) detecting an encryption key, Which is a portion of said 

received digital data stream; 
(c) decrypting said encryption key using key information; 
(d) decrypting said received digital data stream based on 

said decrypted encryption key; and 
(e) transmitting said decrypted digital data stream to at 

least one of a monitor and a digital recorder.] 
[2. A copy prevention method for a digital video system as 

claimed in claim 1, Wherein said key information is predeter 
mined by said digital video system.] 

[3. A copy prevention method for a digital video system as 
claimed in claim 1, Wherein said decrypting step (d) is oper 
ated in units of predetermined block of said received digital 
data stream.] 

[4. A copy prevention apparatus for a digital video system 
comprising: 

receiving means for receiving a digital data stream repro 
duced from a digital medium; 

a key detector to detect an encryption key, Which is a 
portion of said received digital data stream; 

a decryption unit to decrypt said encryption key using key 
information and to decrypt said received digital data 
stream based on said decrypted encryption key; and 

a controller to control transmission of said decrypted digi 
tal data stream to at least one of a monitor and a digital 

recorder.] 
[5. A copy prevention apparatus for a digital video system 

as claimed in claim 4, Wherein said key information is prede 
termined by said digital video system.] 

[6. A copy prevention apparatus for a digital video system 
as claimed in claim 4, Wherein said decryption unit is oper 
ated in units of predetermined block of said received digital 
data stream.] 

[7. A copy prevention method for a digital video system 
comprising the steps of: 

(a) receiving a digital data stream reproduced from a digi 
tal medium; 

(b) detecting an encryption key, Which is a portion of said 
received digital data stream; 

(c) decrypting said encryption key using key information; 
(d) decrypting said received digital data stream based on 

said decrypted encryption key.] 
[8. A copy prevention method for a digital video system as 

claimed in claim 7, Wherein said key information is predeter 
mined by said digital video system.] 

[9. A copy prevention method for a digital video system as 
claimed in claim 7, Wherein said decrypting step (d) is oper 
ated in units of predetermined block of said received digital 
data stream.] 
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[10. A copy prevention apparatus for a digital video sys 

tem comprising: 
receiving means for receiving a digital data stream repro 

duced from a digital medium; 
a key detector to detect an encryption key, Which is a 

portion of said received digital data stream; 
a decryption unit to decrypt said encryption key using key 

information and to decrypt said received digital data 
stream based on said decrypted encryption key.] 

[11. A copy prevention apparatus for a digital video sys 
tem as claimed in claim 10, Wherein said key information is 
predetermined by said digital video system.] 

[12. A copy prevention apparatus for a digital video sys 
tem as claimed in claim 10, Wherein said decryption unit is 
operated in units of predetermined block of said received 
digital data stream.] 

[13. A copy prevention method for a digital video system 
comprising the steps of: 

(a) receiving a digital data stream reproduced from a digi 
tal medium; 

(b) detecting an encryption key, Which is a portion of said 
received digital data stream; 

(c) decrypting said encryption key using predetermined 
key information; 

(d) decrypting said received digital data stream based on 
said decrypted encryption key.] 

[14. A copy prevention method for a digital video system 
as claimed in claim 13, Wherein said decrypting step (d) is 
operated in units of predetermined block of said received 
digital data stream.] 

[15. A copy prevention apparatus for a digital video sys 
tem comprising: 

receiving means for receiving a digital data stream repro 
duced from a digital medium; 

a key detector to detect an encryption key, Which is a 
portion of said received digital data stream; 

a decryption unit to decrypt said encryption key using 
predetermined key information and to decrypt said 
received digital data stream based on said decrypted 
encryption key.] 

[16. A copy prevention apparatus for a digital video sys 
tem as claimed in claim 15, Wherein said decrypting unit is 
operated in units of predetermined block of said received 
digital data stream.] 

[17. A copy prevention method for a digital data system, 
comprising the steps of: 

(a) receiving ?rst key information; 
(b) encrypting second key information using said ?rst key 

information; 
(c) encrypting digital data streams using said second key 

information; and 
(d) recording at least said encrypted second key informa 

tion and said encrypted digital data streams on a digital 

medium.] 
[18. The method of claim 17, Wherein said (b) randomly 

selects said second key information] 
[19. The method of claim 17, Wherein said step (c) 

encrypts said digital data streams in blocks.] 
[20. A copy prevention apparatus for a digital data system, 

comprising the steps of: 
an encryption unit receiving ?rst key information, 

encrypting second key information using said ?rst key 
information, and encrypting digital data streams using 
said second key information; and 
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a controller controlling recording of at least said 
encrypted second key information and said encrypted 
digital data streams on a digital medium] 

[21. The apparatus of claim 20, Wherein said encryption 
unit randomly selects said second key information] 

[22. The apparatus of claim 20, Wherein said encryption 
unit encrypts said digital data streams in blocks 

[23. A recording medium having a data structure for con 
trolling operation of copy prevention function in a digital 
data processing device, comprising: 

a digital data area storing digital data encrypted using ?rst 
key information; and 

a key information area storing said ?rst key information 
encrypted using second key information, said ?rst key 
information operatively controlling the decryption of 
said encrypted digital data in a digital data process 
device] 

[24. A copy prevention method for a digital data system, 
comprising: 

receiving ?rst key information, said ?rst key information 
for encrypting digital data; 

encrypting said ?rst key information using second infor 
mation; and 

transferring said encrypted ?rst key information] 
[25. The method of claim 24, Wherein said encrypting step 

public key encrypts said second key information] 
[26. The method of claim 24, Wherein said transferring 

step records said encrypted ?rst key information on a digital 
medium] 

[27. The method of claim 24, Wherein said transferring 
step transmits said encrypted ?rst key information] 

[28. A copy prevention apparatus for a digital data system, 
comprising: 

an encryption unit receiving ?rst key information, said 
?rst key information for encrypting digital data, and 
encrypting said ?rst key information using second key 
information; and 

a controller controlling a transfer of said encrypted ?rst 

key information] 
[29. The apparatus of claim 28, Wherein said encryption 

unit public key encrypts said ?rst key information] 
[30. The apparatus of claim 28, Wherein said controller 

controls recording said encrypted ?rst key information on a 
digital medium] 

[31. The apparatus of claim 28, Wherein said controller 
controls transmitting said encrypted ?rst key information] 

32. A copy protection method, comprising: 
receiving encrypted digital data to be recorded, key infor 

mation which is required to decrypt the encrypted digi 
tal data, and?rst copy control information which indi 
cates a copy permission status of the encrypted digital 
data; and 

recording the encrypted digital data, the key information, 
and second copy control information on a digital 
recording medium, based on at least a status ofthe?rst 
copy control information, 

wherein the encrypted digital data is partitioned into a 
GOP (Group Of Picture) unit, and 

wherein the recording step includes recording the 
encrypted digital data partitioned into the GOP unit 
and recording the second copy control informationfol 
lowed by the GOP unit. 

33. The method ofclaim 32, wherein said recording step 
records the encrypted digital data only when the first copy 
control information indicates that a copy is permitted. 
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34. The method ofclaim 33, wherein said recording step 

includes encrypting the key information and recording the 
encrypted key information in a control area followed by the 
encrypted digital data. 

35. The method of claim 33, wherein the second copy 
control information indicates that the copy has been gener 
ated. 

36. The method ofclaim 35, further comprising: 
recording an identifier to identi?) that the second copy 

control information is included. 
37. The method ofclaim 33, further comprising: 
recording classi?cation information to classify the 

encrypted digital data. 
38. The method of claim 37, wherein the classification 

information is recorded in a header portion of the encrypted 
digital data. 

39. The method ofclaim 32, wherein the key information 
is followed by the GOP unit. 

40. A copy protection method, comprising: 
receiving encrypted digital data to be recorded, key infor 

mation which is required to decrypt the encrypted digi 
tal data, and?rst copy control information which indi 
cates a copy permission status of the encrypted digital 
data; and 

recording the encrypted digital data, the key information, 
and second copy control information on a digital 
recording medium, based on at least a status of the first 
copy control information, 

wherein the received encrypted digital data is recorded as 
a GOP (Group Of Picture) unit, which is partitioned 
into a plurality ofpackets, each packet comprising a 
header portion and a data portion, and 

wherein the second copy information is included in the 
header portion of at least one packet. 

41. The method of claim 40, wherein an identifier is 
recorded in the header portion. 

42. The method ofclaim 4], wherein the key information 
is recorded in a control data area followed by the GOP unit. 

43. The method ofclaim 42, wherein classi?cation infor 
mation is recorded in the header portion of the packet, the 
classification information for classi?ing that the data por 
tion of the packet is encrypted. 

44. A copy protection method, comprising: 
receiving encrypted digital data to be recorded, key infor 

mation which is required to decrypt the encrypted digi 
tal data, and?rst copy control information which indi 
cates a copy permission status of the encrypted digital 
data; 

recording the encrypted digital data, the key information, 
and second copy control information on a digital 
recording medium, based on at least a status of the first 
copy control information, the encrypted digital content 
being partitioned into one or more?rst data units, the 
first data unit including a header portion and a data 
portion, and wherein said step of recording the 
encrypted digital data includes recording the one or 
more first data units; and 

recording the second copy control information in the 
header portion followed by the data portion. 

45. A copy protection method, comprising: 
providing digital content, key informationfor controlling 

at least a decryption of the digital content, and copy 
control informationfor controlling copying ofthe digi 
tal content, the digital content beingpartitioned into a 
GOP (Group Of Picture) unit; and 
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recording the key information, the copy control informa 
tion and the digital content partitioned into the GOP 
unit on a digital recording medium, 

wherein the copy control information is followed by the 
GOP unit. 

46. The method ofclaim 45, wherein the key information 
in said providing step is encrypted key information. 

47. The method of claim 46, wherein the encrypted key 
information is recorded in a control area followed by the 
digital content. 

48. The method of claim 47, wherein the copy control 
information is recorded in the control area followed by the 
digital content. 

49. The method ofclaim 46, wherein said recording step 
records the digital content as encrypted by the key informa 
tion. 

50. The method ofclaim 45, wherein said recording step 
includes recording a?ag to indicate that the copy control 
information is included thereby identifying an existence of 
the copy control information. 

5]. The method ofclaim 50, wherein the?ag and the copy 
control information are recorded in a control area followed 
by the digital content. 

52. The method ofclaim 45, wherein said recording step 
further records a ?ag to indicate that the copy control infor 
mation is included, in the areafollowed by the GOP unit. 

53. A copy protection method, comprising: 
providing digital content, key informationfor controlling 

at least decryption of the digital content, and copy con 
trol information for controlling copying of the digital 
content; and 

recording the key information, the copy control informa 
tion and the digital content on a digital recording 
medium, the digital content being partitioned into one 
or more?rst data units, the?rst data unit being parti 
tioned into one or more second data units, the second 
data unit including a header portion and a data 
portion, and 

the copy control information being included in the header 
portion followed by the data portion of at least one 
second data unit. 

54. The method ofclaim 53, wherein said recording step 
further records a ?ag to indicate that the copy control infor 
mation is included. 

55. The method ofclaim 53, wherein the key information 
is recorded in a control data area followed by a first of the 
first data units. 

56. A recording medium, comprising: 
aplurality of?rst data units, which are partitioned into a 

plurality of second data units, which include a header 
portion and a data portion respectively, an encrypted 
digital content being included in the data portions of 
the second data units; 

copy control information indicating whether or not a copy 
of the encrypted digital content is permitted; 

an identifier which identifies whether or not the copy con 
trol information exists; and 

encrypted key information, which is required to decrypt 
the encrypted digital content, 

wherein the copy control information and the identi er 
are included in the header portion ofthe second data 
unit. 

57. The recording medium ofclaim 56, wherein the copy 
control information and identi?er are included in a control 
data area followed by a first of the first data units. 

58. The recording medium ofclaim 56, wherein the copy 
control information can have a status to indicate that no 
more copies are permitted. 
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59. The recording medium of claim 57, wherein the 

encrypted key information is recorded in the control data 
area. 

60. The recording medium ofclaim 59, wherein one ofthe 
plurality of?rst data units comprises at least one GOP 
(Group Of Picture) unit. 

6]. The recording medium ofclaim 56, wherein classifica 
tion information is included in the headerportion to indicate 
if the data portion is encrypted. 

62. The recording medium of claim 56, wherein the 
encrypted digital content is decrypted only when the 
encrypted key information is normally decrypted. 

63. A copy protection method, comprising: 
retrieving encrypted digital content, first key information 
for decrypting the encrypted digital content, and copy 
control information which indicates whether or not a 
copy of the encrypted digital content is permitted; and 

controlling a reproducing of the encrypted digital content 
from a recording medium based on the?rst key infor 
mation and/or the copy control information, the digital 
content being partitioned into one or more first data 
units, the?rst data unit including a headerportion and 
a data portion, the encrypted digital content being 
included in the data portion and the copy control infor 
mation being included in the header portion followed 
by the data portion. 

64. The method ofclaim 63, wherein said controlling step 
includes decrypting the encrypted digital content based on 
the?rst key information. 

65. The method ofclaim 64, further comprising: 
decrypting the first key information based on second key 

information, and then decrypting the encrypted digital 
content based on the decrypted first key information. 

66. A copy protection apparatus, comprising: 
a receiving unit configured to receive encrypted digital 

data to be recorded, key information which is required 
to decrypt the encrypted digital data, and first copy 
control information which indicates a copy permission 
status of the encrypted digital data; 

a recording unit configured to record the encrypted digital 
data, the key information, and second copy control 
information on a digital recording medium; and 

a controller operably coupled to the recording unit, to 
determine at least a status of the first copy control 
information, and to allow the recording unit to record 
the encrypted digital data based on the determined 
result, 

wherein the encrypted digital data is partitioned into a 
GOP (Group Of Picture) unit, and 

wherein the controller is further configured to control the 
recording unit to record the encrypted digital data in 
the GOP unit, and record the second copy control infor 
mation in an areafollowed by the GOP unit. 

67. The apparatus ofclaim 66, wherein said controller is 
configured to control the recording unit to record the 
encrypted digital data only when the first copy control infor 
mation indicates that a copy is permitted as a result ofthe 
determination. 

68. The apparatus ofclaim 67, further comprising: 
an encrypting unit configured to encrypt the key 

information, 
wherein the recording unit is further configured to record 

the encrypted key information in a control portion fol 
lowed by the encrypted digital data, according to a 
control ofthe controller 
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69. The apparatus ofclaim 67, wherein the second copy 
control information indicates that the copy has been gener 
ated. 

70. The apparatus of claim 69, wherein the recording unit 
is further con?gured to record an identifier to identi?) that 
the second copy control information is included, according 
to a control ofthe controller. 

7]. The apparatus ofclaim 67, wherein the recording unit 
is further configured to record classi?cation information to 
classify the encrypted digital data, according to a control of 
the controller 

72. The apparatus ofclaim 7], wherein the recording unit 
is further configured to record the classification information 
in a header portion of the encrypted digital data, under con 
trol of the controller 

73. The apparatus ofclaim 66, wherein the recording unit 
is further configured to record key information in the portion 
followed by the GOP unit, under control of the controller 

74. A copy protection apparatus, comprising: 
a receiving unit configured to receive encrypted digital 

data to be recorded, key information which is required 
to decrypt the encrypted digital data, and first copy 
control information which indicates a copy permission 
status of the encrypted digital data; 

a recording unit configured to record the encrypted digital 
data, the key information, and second copy control 
information on a digital recording medium; and 

a controller operably coupled to the recording unit, to 
determine at least a status of the first copy control 
information, and to allow the recording unit to record 
the encrypted digital data based on the determined 
result, the received encrypted digital data being parti 
tioned into a GOP (Group Of Picture) unit, which is 
partitioned into a plurality of packets, each packet com 
prising a headerportion and a data portion, 

wherein the recording unit is further configured to record 
the GOP unit, and record the second copy control infor 
mation in the header portion of at least one packet 
under control of the controller. 

75. The apparatus ofclaim 74, wherein the recording unit 
is further configured to record an identifier in the header 
portion, under control of the controller. 

76. The apparatus ofclaim 75, wherein the recording unit 
isfurther configured to record the key information in a con 
trol data portion followed by the GOP unit, under control of 
the controller 

77. The apparatus ofclaim 76, wherein the recording unit 
is further configured to record classi?cation information in 
the header portion of the packet under control of the 
controller, the classification information for classi?1ing that 
the data portion of the packet is encrypted. 

78. A copy protection apparatus, comprising: 
a receiving unit configured to receive encrypted digital 

data to be recorded, key information which is required 
to decrypt the encrypted digital data, and first copy 
control information which indicates a copy permission 
status of the encrypted digital data; 

a recording unit configured to record the encrypted digital 
data, the key information, and second copy control 
information on a digital recording medium; and 

a controller operably coupled to the recording unit, to 
determine at least a status of the first copy control 
information, and to allow the recording unit to record 
the encrypted digital data based on the determined 
result, the received encrypted digital data being parti 
tioned into aplurality of?rst data units, each ofwhich 
includes a header portion and a data portion 
respectively, 
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wherein the recording unit is further configured to record 

the plurality of units, and to record the second copy 
control information in the header portion followed by 
the data portion in at least one first data unit, under 
control ofthe controller 

79. A copy protection apparatus, comprising: 
a providing unit configured to provide digital content, key 

information for controlling at least decryption of the 
digital content, and copy control information for con 
trolling copying ofthe digital content; 

a partitioning unit configured to partition the provided 
digital content into a plurality of first data units; 

a recording unit configured to record the key information, 
the copy control information and thepartitioned digital 
content on a digital recording medium; and 

a controller, operably coupled to the recording unit, to 
control the recording operation, 

wherein the digital content is partitioned into a GOP 
(Group Of Picture) unit, and 

wherein the recording unit is further configured to record 
the digital content in the GOP unit, and record the copy 
control information in an area followed by the GOP 
unit, under control ofthe controller. 

80. The apparatus ofclaim 79, wherein the key informa 
tion provided by the providing unit is encrypted key informa 
tion. 

8]. The apparatus ofclaim 80, wherein the recording unit 
is further configured to record the encrypted key information 
in a control portion followed by the digital content or in a 
portion of at least one of first data unit, under control of the 
controller. 

82. The apparatus ofclaim 8], wherein the recording unit 
is further configured to record the copy control information 
in the control portionfollowed by the digital content or in a 
portion of at least one of first data unit, under control of the 
controller. 

83. The apparatus ofclaim 80, further comprising: 
an encryption circuit configured to encrypt the digital 

content in a predetermined encryption algorithm, the 
digital content being encrypted by the key information, 

wherein the recording unit is further configured to record 
the digital content as encrypted by the encryption 
circuit, under control of the controller. 

84. The apparatus ofclaim 79, wherein the recording unit 
is further configured to record an identifier to indicate that 
the copy control information is included under control of the 
controller, thereby identifying an existence of the copy con 
trol information. 

85. The apparatus ofclaim 84, wherein the recording unit 
is further configured to record the identifier and the copy 
control information in a controlportionfollowed by the digi 
tal content or in aportion ofat least one [[O?l?rst data unit, 
under control of the controller. 

86. The apparatus ofclaim 79, wherein the recording unit 
is further configured to record an identifier to indicate that 
the copy control information is included in the portionfol 
lowed by the GOP unit or the portion ofat least one GOP 
unit, under control ofthe controller. 

87. A copy protection apparatus, comprising: 
a providing unit configured to provide digital content, key 

information for controlling at least decryption of the 
digital content, and copy control information for con 
trolling copying ofthe digital content; 

a partitioning unit configured to partition the provided 
digital content into a plurality of first data units; 
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a recording unit con?gured to record the key information, 
the copy control information and thepartitioned digital 
content on a digital recording medium; and 

a controller operably coupled to the recording unit, to 
control the recording operation, the digital content 
being partitioned into one or more?rst data units, the 
?rst data unit being partitioned into one or more sec 
ond data units, the second data unit including a header 
portion and a data portion, 

wherein the recording unit is further configured to record 
the copy control information in the header portion fol 
lowed by the data portion in at least one second data 
unit, under control ofthe controller. 

88. The apparatus ofclaim 87, wherein the recording unit 
is further configured to record an identifier to indicate that 
the copy control information is included, under control of 
the controller 

89. The apparatus of claim 87, wherein the recording unit 
isfurther configured to record the key information in a con 
trol data portion followed by a first of the first data units, 
under control of the controller. 

90. A copy protection apparatus, comprising: 
a retrieving circuit configured to retrieve a digital data, 

the digital data including encrypted digital content, 
first key information for decrypting the encrypted digi 
tal content, and copy control information which indi 
cates whether or not a copy of the encrypted digital 
content is permitted; and 

a control circuit configured to control a reproducing of the 
encrypted digital content from a recording medium 
based on the?rst key information and/or the copy con 
trol information, the digital data beingpartitioned into 
one or more?rst data units, the?rst data unit including 
a header portion and a data portion, the encrypted 
digital content being included in the data portion and 
the copy control information being included in the 
headerportionfollowed by the data portion. 

9]. The apparatus of claim 90, further comprising: 
a decrypting circuit configured to decrypt the data portion 

including the encrypted digital content based on the 
first key information. 

92. The apparatus of claim 9], wherein the decrypting 
circuit is configured to decrypt the first key information 
based on second key information, and then decrypt the 
encrypted digital content based on the decrypted first key 
information. 
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93. The method ofclaim 44, wherein said step ofrecord 

ing the encrypted digital data records the encrypted digital 
data only when the?rst copy control information indicates 
that a copy is permitted. 

94. The method ofclaim 93, wherein said step ofrecord 
ing the encrypted digital data includes encrypting the key 
information and recording the encrypted key information in 
a control area followed by the encrypted digital data. 

95. The method of claim 93, wherein the second copy 
control information indicates that the copy has been gener 
ated. 

96. The method ofclaim 95, further comprising: 
recording an identifier to identi?) that the second copy 

control information is included. 
97. The method ofclaim 93, further comprising: 
recording classi?cation information to classify the 

encrypted digital data. 
98. The method of claim 97, wherein the classification 

information is recorded in a header portion of the encrypted 
digital data. 

99. The apparatus of claim 78, wherein said recording 
unit is further configured to record the encrypted digital data 
only when the?rst copy control information indicates that a 
copy is permitted. 

100. The apparatus ofclaim 99, wherein said recording 
unit includes an encrypting unit configured to encrypt the 
key information and said recording unit is further configured 
to record the encrypted key information in a control area 
followed by the encrypted digital data, under control of the 
controller. 

10]. The apparatus ofclaim 99, wherein the second copy 
control information indicates that the copy has been 
generated, and 

wherein the recording unit is further configured to record 
an identifier to identify that the second copy control 
information is included, under control of the controller. 

102. The apparatus of claim 99, wherein the recording 
unit is further configured to record classi?cation informa 
tion to classi?) the encrypted digital data, under control of 
the controller. 


