
(19) United States 
(12) Reissued Patent 

Sugaya 
(10) Patent Number: 
(45) Date of Reissued Patent: 

USOORE41497E 

US RE41,497 E 
Aug. 10, 2010 

(54) RADIO TRANSMISSION METHOD AND 
RADIO TRANSMISSION DEVICE 

(75) Inventor: Shigeru Sugaya, Kanagawa (JP) 

(73) Assignee: Sony Corporation (JP) 

(21) App1.No.: 10/720,007 

(22) Filed: Nov. 21, 2003 

Related US. Patent Documents 
Reissue of: 
(64) Patent No.: 6,324,667 

Issued: Nov. 27, 2001 
Appl. No.: 09/232,630 
Filed: Jan. 19, 1999 

(30) Foreign Application Priority Data 

Jan. 23, 1998 (JP) ....................................... .. PIG-011853 

(51) Int. Cl. 
G06F 11/00 (2006.01) 
H03M 13/00 (2006.01) 

(52) US. Cl. ....................... .. 714/746; 714/751; 714/776 

(58) Field of Classi?cation Search ................ .. 714/746, 

714/752, 776, 758, 751, 52, 701; 370/312, 
370/342, 441, 471 

See application ?le for complete search history. 

5,646,941 A * 7/1997 Nishimura et a1. ........ .. 370/389 

5,675,736 A * 10/1997 Brady et a1. .... .. 709/239 

5,740,188 A * 4/1998 Olarig ............ .. 714/763 

5,944,843 A * 8/1999 Sharmaetal. 714/701 
6,084,888 A 7/2000 Watanabe et a1. . 370/473 
7,013,354 B1 * 3/2006 Becket a1. ................ .. 710/105 

FOREIGN PATENT DOCUMENTS 

EP 0 682 425 11/1995 
JP 57060751 4/1982 
JP 59079658 5/1984 
JP 59103442 6/1984 
JP 62125734 6/1987 
JP 63016744 1/1988 
JP 63018030 2/1988 
JP 63224443 9/1988 
JP 10135985 5/1990 
JP 04245819 9/1992 
JP 06120859 4/1994 
JP 07023030 1/1995 
JP 07193578 7/1995 
JP 07336367 12/1995 
JP 09051337 2/1997 
WO 97/45976 12/1997 

* cited by examiner 

Primary ExamineriPhung M Chung 
(74) Attorney, Agent, or FirmiLerner, David, Littenberg, 
KrumholZ & Mentlik, LLP 

(57) ABSTRACT 

A transmission process of control data is carried out simply 
(56) References Cited and the reliability of transmission of the control data is 

improved. Data transmission among a plurality of communi 
U-S- PATENT DOCUMENTS cation stations is performed With a predetermined packet 

4 500 989 A * 2/1985 Dahod ...................... .. 370/431 arrangemth and transmiSSion Of the comml data from a 
532123715 A 5/1993 Pieken et 31‘ 375/366 control station or a communication station is performed With 
5,345,594 A 9/1994 Tsuda . . . . . . . . . . . . . .. 455/18 the same predetermined packet arrangement 

5,430,738 A 7/1995 Tsuda .. .. 714/748 

5,638,384 A * 6/1997 Hayashi et a1. ........... .. 714/752 34 Claims, 9 Drawing Sheets 

Sn R?ieader lnformation(35bit)l Header CRC(32bit) D 
Silva Data Area(75bit) 

Sn Data AreaUSbit) 

514v- Data Area(75bit> , 

815% Data Area(75bit) 

Sue-'- Data Area(75bit) 

317‘» Data Area(75bit) 

518-» Data Area(38bit) CRC(32bit) l 1 
One Symbol Packet 

I smu 51012 Slot 3 $1014 I Slot5 | Slot6 

Fl ~/‘ Header @116 Data Area ICRJ 

sz Header ICHC (Region Which can be Allocated to Other Node Transmission) 

One Frame -——-———--——~_ 



US. Patent Aug. 10, 2010 Sheet 1 0f9 US RE41,497 E 

I 

F/G. 



US. Patent Aug. 10, 2010 Sheet 2 0f9 US RE41,497 E 

. . _ . - _ _ _ - - - _ . - . _ . _ _ _ _ _ _ . _ . , _ _ _ _ . _ _ _ . _ _ _ _ . _ _ _ _ _ _ _ - v _ _ _ _ - ‘ 

| 

; 21 

; Memory ~"24 2 £7 
E 25 22 §‘Q 

.1 S i 
Processing % -——n Data -—n Wireless 
Device 5 Interface Converting Processing 

‘T-" '- Unit ‘*"Unit 

l 
l 

l 
I 

l 
l 

I 
I 

l 
I r 1i 

ii,12,13.i4 i Control 3 
5 Unit ' 

i _______________________ -25? ........................ 129 Transmission 

Device 

lrll?. £7 

Upoer Rank Layer ~/‘5] 

I 
Link Layer ~/‘52 

I 
Lower Rank Layer vA53 



US. Patent Aug. 10, 2010 Sheet 3 0f9 US RE41,497 E 

‘1 14 

i ___________________ m ___________________ f Process Device g i Process Device i 

:l w - - - . __l - . _ _ _ _ - . --I - - - _ - -h: \i _ _ _ _ _ _ —l - - . — _ - h . --l - _ - - _ --': 

f (Input/Output Signal) F/‘1 4 5 (Input/Output Signal) : 
: interface - 253 25b~pinterface E 

: (Encoding/Decoding) i i (Encoding/Decoding) i 
E Modem Unit “(~23a 23b'\T Modem Unit E 

l T )22a 22b 5 T I l g 
Wireless , ~Control Information' Wireless _ E 
TransmisSion ? """"""""""" '"P TransmiSSion 
Process Unit ~r -------- --:---H Process Unit 1 

__________________________ _j Data Information [____________~_____________; 

S] 
S 
R Header information(35bit) v Header CRC(32bit) T 

One Symboi Packet 



US. Patent Aug. 10, 2010 Sheet 4 0f9 US RE41,497 E 

information 

Adding of header 
information F’?‘101 

1 
Control packet ~/~102 

Lower rank 
layer 103 

FIG. 7 

Sn-Qa R Header lnformation(35bit) Header CRC(32bit) T 

512 Data Area(75bit) 

Sra Data Area<75bit) 

S\4 Data Area(75bit), 

815 Data Area(75bit) 

516 Data Area(75bit) 

517 Data Area(75bit) 

318 Data Area(38bit) CRC(32bit) T 

' One Symbol Packet ' 



US. Patent Aug. 10, 2010 Sheet 5 0f9 US RE41,497 E 

F/G. 8 

Sow R Header Information€35bi0 Header CRC(32bit) T 

322 Data Area(75bit) 

323»/~ Data Area(38bit) CRC(32bit) T 

' One Symbol Packet 

F/G. .9 

information 

Adding of header 
information 

Adding 0f data $112 
portion 

Data packet %’“ii3 

Lower rank 
layer 

114 



US. Patent Aug. 10, 2010 Sheet 6 0f9 US RE41,497 E 

F/G. 70 

Decoding order 

Decoding of header ~,_121 
information 

122 

Suspend 123 YES 

Demand of YES ‘2 
retransmission 

126 

7 Control Control/data. 

Decoding of data _/_127 
portion 

Upper rank 
layer 128 



US. Patent Aug. 10, 2010 Sheet 7 0f9 US RE41,497 E 

FIG. ll 

531—] R Header lnformation(35bif) Header CRC(32bit) T 

832~I1 Header lnformation(35bif) CBC (32bit) 

$33~/~ Header information<35bif) CHC (32bit) T 

I One Symbol Packet 

FIG. 72 

imoortant control 
information 

Adding 0f header 
information 

i 
Adding 0f header $132 
information 

1 
Adding of header W,‘]33 
information 

1 
important controi F/ql34 
Dacket 

Lower rank 135 layer 





US RE41,497 E Sheet 9 0f 9 Aug. 10, 2010 US. Patent 

~ Lb 

W 25¢ 25 . J 

m Ts; Tl 
AcoRmecm; 262 6:5 3 @382 _< B cmu 5:5 552; BE Eumm: SE m Us 82 BS 55%: S; 

m 6; m Em Q s; m 6; N 6; IO; 

3 Gt 



US RE41,497 E 
1 

RADIO TRANSMISSION METHOD AND 
RADIO TRANSMISSION DEVICE 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

Notice: More than one reissue application has been ?led 
for the reissue of US. Pat. No. 6,324, 667. The reissue appli 
cations are this application and US. patent application Ser. 
No. 12/778, 678?led May 12, 2010, which is a continuation 
ofthis application. 

1. Field of the Invention 

The present invention relates to a radio transmission 
method and a radio transmission device suitable for being 
applied to a case of transmitting various kinds of information 
by, for example, a radio signal for making up a local area 
network (LAN) among a plurality of appliances. 

2. Description of the Related Art 
In the past, when a local area network is set up among a 

plurality of video appliances, a personal computer device 
and its peripherals in a narrow range such as in a home, in an 
of?ce and the like to make it possible to transmit data which 
are dealt with by those appliances, there is a case where data 
transmission can be carried out by radio transmission by 
connecting a radio signal transmitting/receiving device to 
each appliance instead of directly connecting respective 
appliances with a signal cable or something. 
By making up the local area network with the radio 

transmission, there is no need for directly connecting among 
respective appliances with signal cables, thereby making it 
possible to simplify a system arrangement. 
By the way, in a case where a local area network area is 

made up by using more than three units of radio devices, it 
has such an arrangement in which one unit of radio devices 
is designated as a control station and according to an indica 
tion by control data transmitted from the control station, a 
transmission path is secured for carrying out data transmis 
sion among respective appliances. 

Here, a control channel, a control slot for transmitting 
control data and the like have such an arrangement pre 
scribed by a radio transmission format and are made up such 
that generally the control data and other data are strictly 
discriminated when they are transmitted, and there has been 
a need that a receiving process of the control data and a 
receiving process of general transmission data are carried 
out by different processes. 

Also, because the control data is data for securing the 
transmission path, there is a need that the control data is 
surely transmitted to respective appliances, but actually, the 
control data are made to be transmitted under the same con 
dition as that of the other transmission data. As a result, a 
transmission system needs to be set up so as to transmit all of 
the transmission data including the control data on a trans 
mitting path with a high quality. However, with respect to the 
transmission data except the control data, there is a case 
where a transmission error of, for example, video data, audio 
data and the like are negligible, but in a case of a transmis 
sion error of the control data, it is undesirable. Therefore, 
even in the case of transmitting the video data, the audio data 
and the like, there previously was a need for setting a trans 
mission path in accordance with the transmission condition 
of the control data. 
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2 
SUMMARY OF THE INVENTION 

In view of the above point, an object of the present inven 
tion is to simply carry out the transmission process of the 
control data. 

Also, another object of the present invention is to improve 
the reliability of the transmission of the control data. 

According to ?rst aspect of the present invention, there is 
provided a data transmission method in which data transmis 
sion among a plurality of communication stations is carried 
out as data with a predetermined packet arrangement and the 
transmission of the control data from a control station for 
carrying out an access control is also made to be carried out 
by the same predetermined packet arrangement. 

According to the ?rst data transmission method of the 
present invention, the control data and the other data are 
transmitted with a common packet arrangement so that a 
reception process of the control data and the other data can 
be made common on a reception side. 

According to a second aspect of the invention, there is 
provided a data transmission method in which an error 
detecting code or an error correcting code is added to data to 
be transmitted among a plurality of communication stations 
before transmitting the data as well as an error detecting 
code or an error correcting code is independently added to 
the control data, which carries out the access control, before 
transmitting the control data. 

According to the second data transmission method of the 
present invention, it becomes possible to stringently add the 
error detecting code or the error correcting code to the con 
trol data than to the other data. 

According to a third aspect of the present invention, there 
is provided a data transmission method in which data to be 
transmitted among a plurality of the communication stations 
are transmitted as data which is made a predetermined 
packet arrangement and the transmission of the control data 
from the control station, which carries out the access control, 
is repeatedly carried out a plurality of times as the packet 
arrangement. 

According to the third data transmission method of the 
present invention, it is possible to raise a possibility that the 
control data can be correctly received on the reception side 
due to repeated transmission of the control data. 

According to a fourth aspect of the present invention, 
there is provided a data transmission method in which when 
the control data is detected by carrying out a decoding pro 
cess of data in a header portion of a signal received by the 
communication station, a control process of a communica 
tion based on the control data is carried out and when it is 
detected that data other than the control data is transmitted, 
the decoding process of data which is transmitted continu 
ously to the header portion is carried out and when the 
decoding processing can not be carried out, a resend demand 
is made to a transmission source station. 

According to the fourth data transmission of the present 
invention, when the control data and the other data are trans 
mitted as the same packet arrangement, each data can be 
properly processed and at the same time, when there is a case 
where the decoding of the received data can not be carried 
out, the data can be made to be transmitted again. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an explanatory diagram showing an example of a 
system arrangement according to an embodiment of the 
present invention; 

FIG. 2 is a block diagram showing a layer arrangement of 
a transmission device according to an embodiment of the 

present invention; 
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FIG. 3 is a block diagram showing a layer arrangement 
according to an embodiment of the present invention; 

FIG. 4 is a block diagram showing an example of informa 
tion transmission according to an embodiment of the present 
invention; 

FIG. 5 is an explanatory diagram showing an example of 
transmission data arrangement (example of one symbol 
packet) according to an embodiment of the present inven 
tion; 

FIG. 6 is a ?owchart showing a transmission process in a 
case of transmitting only header information according to 
and embodiment of the present invention; 

FIG. 7 is an explanatory diagram showing an example of 
the transmission arrangement (example of 8 symbol packet) 
according to an embodiment of the present invention; 

FIG. 8 is an explanatory diagram showing an example of a 
transmission data arrangement (example of 3 symbol 
packet) according to an embodiment of the present inven 
tion; 

FIG. 9 is a ?owchart showing the transmission process in 
a case of transmitting the header information and data 
according to an embodiment of the present invention; 

FIG. 10 is a ?owchart showing a reception process 
according to an embodiment of the present invention; 

FIG. 11 is an explanatory diagram showing an example of 
the transmission data arrangement according to another 
embodiment of the present invention; 

FIG. 12 is a ?owchart showing the transmission process 
according to another embodiment of the present invention; 

FIG. 13 is a ?owchart showing the reception process 
according to another embodiment of the present invention; 
and 

FIG. 14 is an explanatory diagram showing an example of 
the transmission data arrangement according to a further 
embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Hereafter, an embodiment according to the present inven 
tion will be explained with reference to the attached draw 
ings. 

In this embodiment, the present invention is applied to a 
system which carries out transmission and reception of 
video data, data for a computer and the like in a home and 
the like. First of all, an outline of a system arrangement of 
this embodiment will be explained with reference to FIG. 1. 
For example, as shown in FIG. 1, in a home where a plurality 
of rooms R1, R2, . . . R6 are provided, suppose that a video 

deck 11 is installed in the room R1, a video printer 12 in the 
room R2, a personal computer device 13 in the room R5, and 
a television receiver 14 in the room R6, respectively. At this 
time, there is an arrangement such that transmission devices 
1,2,3 and 4 are connected to respective devices 11, 12, 13 
and 14, and radio transmission of various kinds of data 
among respective devices among 11, 12, 13 and 14 can be 
carried out by the connected transmission devices 1, 2, 3 and 
4, respectively. 

For example, it is conceivable that a video program repro 
duced from a video tape in the video deck 11 is transmitted 
to and received by the television receiver 14, is transmitted 
to the personal computer device 13 to take an arbitrary 
image therein, and is transmitted to the video printer 12 to 
print out an arbitrary static image. Also, a video data pro 
cessed by the personal computer device 13 is transmitted to 
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4 
the video printer 12 to print out the same, is transmitted to 
the video deck 11 to be recorded in a video tape or the like 
and is transmitted to and received by the television receiver 
14. Also, it is conceivable that a video program as a televi 
sion broadcast which is being received by a tuner incorpo 
rated in the television receiver 14 is transmitted to the video 
deck 11 to be recorded in a video tape or the like, is transmit 
ted to the personal computer device 13 to take an arbitrary 
image therein and is transmitted to the video printer 12 to 
print out an arbitrary image. 

Here, an explanation will be made about arrangements of 
each of the transmission devices 1*4 which are connected to 
respective devices 11*14. Here, the transmission devices 
14 are made to have a common arrangement and a trans 
mission device 20 shown in FIG. 2 shows the whole of a 
device used as each of the transmission devices 14 making 
up the transmission system. This transmission device 20 is 
made up by comprising an antenna 21 for carrying out the 
transmission and the reception, and a radio processing unit 
22 connected to the antenna 21 for carrying out a radio trans 
mission process and a radio reception process, thereby mak 
ing it possible to carry out a radio transmission between the 
device and the other transmission devices. In this case, as a 
frequency for transmission and reception by the radio pro 
cessing unit 22 of this example, for example, a very high 
frequency band (for example, 5 GHz band) is used and a 
frequency (channel) for transmission and reception can be 
set in plural numbers. In this example, as for a transmission 
output, a relatively weak output is set and for example, when 
used indoors, an output to the extent of carrying out radio 
transmission of several meters to several ten meters 
(concretely, output to the extent of being able to transmit to 
as far as a neighboring room) is set. 

Then, the transmission device 20 is made up such that a 
data converting unit 23 is provided for carrying out data 
conversion of a signal received by the radio processing unit 
22 and for carrying out data conversion of a signal transmit 
ted from the radio processing unit 22, and the data converted 
by the data converting unit 23 can be temporarily memorized 
in a memory 24. This temporary memorization process by 
the memory 24 is used when a relay of a radio signal is 
carried out by the transmission device 20, and after the 
memorized data is read out at predetermined timing, con 
verted again by the data converting unit 23 and supplied to 
the radio processing unit 22 to carry out radio transmission. 

Also, there is an arrangement such that the converted data 
by the data converting unit 23 is supplied to processing 
devices (here, the video deck 11, the video printer 12, the 
personal computer device 13 and the television receiver 14) 
which are connected thereto through an interface 25 as well 
as data supplied from the connected processing devices is 
supplied to the data converting unit 23 through the interface 
25 so that the data can be subjected to a conversion process. 

There is an arrangement such that respective units in the 
transmission device 20 carry out processes based on control 
by a control unit 26 which is made up of a microcomputer 
and the like. In this case, when a signal received by the radio 
processing unit 22 is a control signal, the received signal is 
supplied to the control unit 26 through the data converting 
unit 23 and the control unit 26 sets the respective units in a 
state indicated by the received control signal. Also, as for a 
control signal transmitted from the control unit 26 to other 
transmission devices, the control unit 26 is made to supply 
the control signal therefrom to the radio processing unit 22 
through the data converting unit 23 to carry out the radio 
transmission thereof. 

Meanwhile, the transmission system of this example 
assembles the system by preparing a plurality of the trans 
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mission devices having the arrangement shown in FIG. 2 and 
is set such that one transmission device of them functions as 
a master (control station) for transmitting the control data 
and the other transmission devices receive the control signal 
and function as a slave which is set to a state indicated by the 
master. In this case, the transmission device of the master as 
the control station is disposed at a position so that in prin 
ciple it can directly communicate with all the slaves in the 
system, thereby making up a so-called star-type network. 
The transmission system is made up by using an arbitrary 

number of the above-mentioned transmission devices 20. 
For example, the transmission device 20 is used as each of 
the transmission devices 1*4 of the system shown in FIG. 1. 

Next, in a case where the transmission system is made up 
as shown in FIG. 1, a transmission process arrangement in 
the transmission device will be explained. Here, an example 
will be explained of video data or the like being transmitted 
from the video deck 11 connected to the transmission device 
1 in the room R1 to the television receiver 14 connected to 
the transmission device 4 in the room R6. 

The transmission process arrangement of this example is, 
as shown in FIG. 3, made up of an upper-rank layer 51, a link 
layer 52 and a lower-rank layer 53, and an application pro 
cess necessary for transmission control and a process neces 
sary for transmitting and receiving of data between the appli 
ances connected to the transmission device and the 
transmission device correspond to the upper-rank-layer 51. 
A process in which data supplied by control of the upper 
rank layer 51 is converted to data with a transmission 
arrangement as well as received data is converted to data for 
output by control of the upper-rank-layer 51 corresponds to 
the link layer 52. A process in which data supplied from the 
link layer 52 is subjected to a radio transmission process as 
well as reception processed data is supplied to the link layer 
52 corresponds to the lower-rank layer 53, and a process to 
convert as well as amplify a frequency for transmission and 
reception is included therein. Here, this example is charac 
terized by the process in the link layer 52. 
A transmission arrangement from the video deck 11 to the 

television receiver 14 becomes an arrangement as shown in 
FIG. 4. Data such as video data and the like output by the 
video deck 11, which is a process devices, is converted by an 
interface unit 25a of the transmission device 1, then sub 
jected to a cooling process by a modem unit 23a correspond 
ing to the data converting unit and transmitted as a radio 
signal with a predetermined frequency band by a radio signal 
processing unit 22a. 
On the transmission device 4 side, this radio signal is 

subjected to a reception process by a radio transmission pro 
cessing unit 22b, subjected to a decoding process by a 
modem unit 23b corresponding to the data converting unit, 
converted for output by an interface unit 25b and then sup 
plied to the television receiver 14 as a process device. 

Here, although transmission of necessary data such as the 
video data and the like is carried out between the transmis 
sion device 1 and the transmission device 4, control data for 
setting its transmission path is transmitted from the trans 
mission device of the master which is set to be a control 
station. Also, there is a case where control data of some kind 
is transmitted between the transmission device 1 and the 
transmission device 4. For example, when data transmission 
is to be started, a head portion of the transmission data is 
attached with an address of a transmission source and an 
address of a receiver as control data and then transmitted. 
Further, when a need arises for relay transmission by another 
transmission device between the transmission device 1 and 
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6 
the transmission device 4, there is a case where control data 
related to the relay transmission (for example, data for des 
ignating the relaying station) is transmitted. 
When an explanation is made as to an arrangement of the 

transmission data among respective transmission devices, 
here, there is an arrangement such that the transmission path 
is set by an Orthogonal Frequency Division Multiplex (so 
called OFDM modulation), in which an orthogonal modula 
tion process is carried out to convert a time axis to a fre 
quency axis at a time of transmission with a predetermined 
unit (for example, one symbol packet) as a unit and on a 
receiving side, a demodulation process is carried out to con 
vert the frequency axis of a received signal to the time axis. 
Meanwhile, in the following explanation, information which 
is actually desired to be transmitted such as video data, audio 
data and the like will be described as transmission data in 
order to discriminate it from the control data. 

The one symbol packet as a ?rst unit at a time of transmit 
ting data has such an arrangement as shown in FIG. 5. The 
example shown in FIG. 5 shows a packet S1 in a case of 
transmitting control data and here, one symbol packet has a 
capacity capable of transmitting 77 bits at the maximum and 
?rst, a reference bit R with 4 bits is arranged to be followed 
by header information with 35 bits indicating control data 
and following the control data, a header CRC (Cyclic 
Redundancy Code: hereafter is referred to as CRC) with 32 
bits is arranged. Lastly, a tail bit T with 6 bits is arranged. In 
a case of transmitting only the control data, only a signal of 
one symbol packet S1 is transmitted. 
The data having such an arrangement is generated by a 

process shown in the ?owchart of FIG. 6. That is, as a pack 
eting process of control information, a process to add the 
header information and the header CRC is carried out under 
the control of the control unit 26 (refer to FIG. 2) in the 
transmission device (step 101), and after being packeted to 
the state shown in FIG. 5 (step 102), the control information 
is supplied to the radio processing unit 22 side, which is a 
lower rank layer, for transmission (step 103). 

Next, an example of a case in which the control data is 
included in the head portion of the transmission data will be 
shown in FIG. 7. This example shows an example in a case 
of transmitting 8 symbol packets, in which a reference bit R 
with 4 bits is arranged at the head portion of a ?rst symbol 
packet S1 1 to be followed by the header information with 35 
bits indicating the control data and following the control 
data, the header CRC (Cyclic Redundance Code) with 32 
bits, which is an error detecting code of the control data, is 
arranged. Lastly, the tail bit T with 6 bits indicating an end of 
the control data is arranged. Meanwhile, the control data at 
the time indicates that there is the transmitted data. 

Then, from a second symbol packetl2 on, as long as the 
transmitted data succeeds, transmission data with 75 bits is 
arranged per one symbol packet, and for the last symbol 
packet SIS, the transmission data is arranged for ?rst half 38 
bits and in succession, a CRC with 32 bits, which is a trans 
mission data error detection code, is arranged and lastly, the 
tail bit T with 6 bits indicating an end of the transmission 
data is arranged. Meanwhile, the CRC in the eighth symbol 
packet 818 may be a CRC which is generated by including 
not only the transmission data after the second symbol 
packet $12 but the data in the ?rst symbol packet S 1 1 (header 
information and the like). 

Here, an example of the eight symbol packets is shown, 
but the number of the symbol packets is variable depending 
on the capacity of the transmission data (however, there is a 
case where the maximum number of the packets is 
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regulated). For example, as shown in FIG. 8, there is a case 
where the transmission data is composed of three symbol 
packets. That is, with respect to the ?rst symbol packet21, the 
control data or the like is transmitted with the same arrange 
ment as in the ?rst symbol S 1 1 shown in FIG. 7, the transmis 
sion data is arranged in from a second symbol packet $22 on 
and the CRC as the error detecting code for the data and the 
tail bit T are arranged in the latter half of a third symbol 
packet $23, or the last packet. 

Data in a case where the control data and the transmission 
data are mixed is generated by a process shown in the ?ow 
chart of FIG. 9. That is, after the process to add the header 
information which is the control data and the header CRC is 
carried out under the control of the control unit 26 (refer to 
FIG. 2) in the transmission device (step 111), a process to 
add the transmission data and its CRC is carried out (step 
112), these data are packeted to a state shown in FIG. 7 and 
FIG. 8 or the like (step 113) and supplied to the radio pro 
cessing unit 22 side, which is the lower rank layer (step 114), 
for transmission. 

Next, a decoding process at a time of receiving a transmit 
ted signal which is packeted to a state shown in FIG. 5, FIG. 
7 and FIG. 8 will be explained with reference to the ?ow 
chart in FIG. 10. First of all, the header information of the 
packet received is decoded under the control of the control 
unit 26 in the transmission device (step 121). Here, it is 
judged from the address for a receiver side included in the 
header information whether or not the transmission is to this 
station (step 122) and when it is judged that the transmission 
is addressed to another station other than this station, the 
decoding process is interrupted and waits until the next 
packet is received (step 123). 
When the control unit 26 judges that the transmission is to 

this station at step 122, it is judged whether or not it is 
possible to decode the transmitted signal by an error detect 
ing process (or error correcting process) which uses the 
header CRC and the like (step 124), and when the decoding 
is judged impossible, a process of transmitting control data 
demanding that transmission source station, or the control 
station transmit again this packet is carried out (step 125). 
When the control unit 26 judges it possible to decode the 

transmitted signal at a step 124, it is judged from informa 
tion indicated by the control data if the received packet is a 
packet of only the control data or a packet added with the 
transmission data (step 126), and when the packet is the one 
with only the control data, the control data is passed to the 
upper rank layer (step 128) and when the packet includes the 
transmission data, decoding of a transmission data portion is 
carried out (step 127) and the decoded transmitter data is 
passed to the upper rank layer (step 128). 
By transmitting the data having the above-mentioned 

packet arrangement, each transmission device performs pro 
cesses of transmitting and receiving the control data and 
processes of transmitting and receiving the transmission data 
are carried out by a packet having a common arrangement, 
and hence the control data and the other data can be sub 
jected to a common process, thereby reducing a load on the 
transmission device. Particularly, the decoding of the control 
data as well as the transmission data can be carried out by a 
common process with a sole decoding circuit, thereby mak 
ing it possible to simplify an arrangement of the receiving 
system although separate processes of them are carried out 
individually in the past. 

Also, because the error detecting code is independently 
added to only the control data in the header portion and 
further, the number of bits of the error detecting code there 
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8 
for is made to be comparatively a large value (that is, in the 
above-mentioned example, the header CRC with 32 bits 
whereas the control data with 35 bits) compared with that of 
the original data, a strong error detecting process and a 
strong error correcting process can be performed, thereby 
making it possible to prevent erroneous transmission of the 
control data before it happens. Further, because the error 
detecting and correcting processes and the decoding process 
can be carried out by the header portion alone, a judgement 
whether or not the information is in this station can be made 
by only a packet in the header portion. For example, when it 
is data to the other station, ensuing processes of receiving 
and decoding of the packet can be omitted. 

Meanwhile, by carrying out the strong error detecting and 
correcting processes to the header portion, it becomes pos 
sible to surely transmit at least only the control data without 
unnecessarily improving quality of a transmission path at a 
stage of designing the transmission path. That is, without 
making a packet size and the arrangement of the header 
information portion a special arrangement for the control 
data or designing a transmission path of unnecessarily high 
quality, high reliable transmission can be realized with a 
form which is suited to an existing packet format. 

Meanwhile, in the above-mentioned embodiment, the 
control data is made to be transmitted by one symbol packet 
only at the head, but the control data may well be transmitted 
by a plurality of symbol packets. In this case, with respect to 
important control data, the same data may well be transmit 
ted repeatedly a plurality of times. FIG. 11 is a diagram 
showing an example of a packet arrangement of this case, in 
which a reference bit R with 4 bits is arranged at the head of 
a ?rst symbol packet S31 to be followed by the header infor 
mation with 35 bits indicating the control data and following 
the control data, the header CRC with 32 bits, which is the 
error detecting code for the control data, is arranged and 
lastly, the tail bit T with 6 bits is arranged. The arrangement 
of this ?rst symbol packet S31 is the same as that of the 
packet S1 in the example shown in FIG. 5 of transmitting 
only one symbol packet, in which only control data in the 
packet symbol S31 concludes the control information. Then, 
in this example, in both a second symbol packet S32 and a 
third symbol packet S33, the same control data is arranged as 
the header information, and the same header CRC is repeat 
edly arranged. However, the reference bit R is not added to 
the second symbol packet S32 and the third symbol packet 
S33, and only the tail bit T is arranged in the third symbol 
packet S33 other than in the ?rst symbol packet S32. 

Data with the packet arrangement shown in FIG. 11 is 
generated by a process shown in the ?owchart of FIG. 12. 
That is, as a packeting process of the control information, 
after the process to add the header information and the 
header CRC to the ?rst symbol packet S31 (step 131) is 
carried out, a process to add the same information to the 
second symbol packet S32 is carried out (step 132) and 
further, a process to add the same information to the third 
symbol packet S33 is carried out (step 133). Then, these three 
packets are packeted to states as an important control packet 
shown in FIG. 11 (step 134), which is supplied to the radio 
processing unit 22 side, which is the lower rank layer, for 
transmission (step 135). 

Next, a process on a side for receiving and decoding a 
signal which repeats the control information three times will 
be explained with reference to the ?owchart in FIG. 13. First 
of all, the header information in the ?rst symbol packet S31 is 
decoded under the control of the control unit 26 in the trans 
mission device (step 141) to be followed by decoding of the 
header information in the second symbol packet S32 under 
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the control of the control unit 26 in the transmission device 
(step 142) and further, the header information in the third 
symbol packet S33 is decoded under the control of the con 
trol unit 26 in the transmission device (step 143). Then, it is 
judged whether or not the control data of all the control 
packet is correctly decoded (step 144) and when all the con 
trol data are decoded, veri?cation of an error corrected por 
tion is carried out by a majority judgement of the three con 
trol data under the control of the control unit 26 in the 
transmission device (step 145), thereby supplying the con 
trol data which is judged correct to the upper rank layer (step 
146). 
When it is judged that all the three header information is 

not decoded at step 144, it is judged whether or not the two 
header information can be decoded (step 147) and when the 
two header information can be decoded, the control data 
which decoded the two header information are compared 
with each other to judge whether or not they coincide with 
each other (step 148). Here, when they coincide with each 
other, the control data are supplied to the upper rank layer 
(step 149). When there is no coincidence at step 148, the 
control data are removed and are not used for the control. 

When it is judged that decoding of the two header infor 
mation can not be carried out at step 147, it is judged 
whether or not one header information can be decoded (step 
151), and when the one header information can be decoded, 
the control data which decoded the one header information 
is temporarily used (step 152) and supplied to the upper rank 
layer (step 153). When it is judged that the header informa 
tion can not entirely be decoded, the received data at this 
time is removed and is not used for the control (step 154). 
By repeatedly transmitting the header information includ 

ing the control data, a possibility becomes higher of the 
important control data being surely received and decoded on 
the receiving side, thereby making it possible to carry out the 
control process more positively. Meanwhile, here, the 
example of repeatedly transmitting the same header infor 
mation three times has been explained, but there may well be 
an arrangement in which the header information is repeat 
edly transmitted a plurality of times other than three times. 

Also, in the above-mentioned embodiment, an example of 
the packet arrangement in a case of making up the transmis 
sion panel with the Orthogonal Frequency Division Multi 
plex has been shown, but the embodiment can be applied to a 
packet arrangement in which the other transmission system 
makes up the transmission path. For example, FIG. 14 is a 
diagram showing an arrangement of a packet (frame) which 
is transmitted by a Time Division Multiplex (TDM) system, 
in which, in a case where one frame corresponding to the one 
packet in the above-mentioned example is made up of 6 
slots, the header information and its CRC are arranged in a 
?rst slot of a ?rst frame F1 and the transmission data is 
arranged in from the second slot on, and the CRC for the 
transmission data or the like is arranged in the last slot (here, 
a ?fth slot). Then, a next frame F2 is allocated for communi 
cating with the other communication (node) station. 

Then, the receiving side decodes the header information 
in the ?rst slot of each frame, judges the control data as well 
as if there is the transmission data in from the second slot on 
and the like. With such an arrangement being in place, the 
process according to the present invention can be applied to 
the arrangement in which the transmission path is set by the 
Time Division Multiplex system. 

Also, in a case of a Code Division Multiplex (CDM) 
system, a portion corresponding to the ?rst packet (frame) is 
encoded and decoded by using a speci?ed code and at a time 
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10 
when it is judged that the transmission data is included 
thereafter, by making data of all the packets (frames) 
decoded, the process of the present invention can be applied. 

Also, the above-mentioned embodiment is applied to the 
radio local area network in a home, but is also applied to the 
transmission control when the other transmission process is 
carried out. 

Also, in the above-mentioned embodiment, an explana 
tion has not particularly been made about the contents of the 
control data making up the header information, but there 
may well be transmitted control data of any form. Also, with 
respect to the transmission source for transmitting the header 
information, instead of a case where the transmission device 
in the transmission source carrying out the data transmission 
is made to carry out the transmission, a transmission device 
which is set to be a control station (master) other than the 
transmission device in the transmission source may well be 
made to carry out the transmission. 

According to the ?rst radio transmission method, the con 
trol data and the other data are transmitted with the common 
packet arrangement, the reception of the control data as well 
as the other data can be subjected to a common process on 
the reception side and hence the reception process of the 
control data can be easily carried out without carrying out a 
speci?ed process. 
According to the second radio transmission method, in the 

?rst radio transmission method, by adding the predeter 
mined error detecting code or the error correcting code to the 
data having the arrangement of the packet transmitted 
among a plurality of the communication stations as well as 
by independently adding the predetermined error detecting 
code or the error correcting code to the transmission data 
transmitted with the packet arrangement, it becomes pos 
sible to favorably transmit only the control data. 
According to the third radio transmission method, it 

becomes possible to more strictly add the error detecting 
code or the error correcting code to the control data than to 
the other data, and to excellently transmit only the control 
data as well as to surely control the transmission within a net 
work system with the control data from the controls station. 

According to the fourth radio transmission method, the 
repeated transmission of the control data enhances the possi 
bility of correctly receiving the control data on the reception 
side. 
According to the ?fth radio transmission method, in the 

fourth radio transmission method, by individually adding the 
error detecting code or the error correcting code to every one 
unit of the control data transmitted a plurality of times, by 
individually carrying out the error detecting process or the 
error correcting process at every one unit of the control data 
on the reception side and by carrying out the control process 
by utiliZing control data with no error, the favorable recep 
tion process becomes possible based on the control data 
transmitted a plurality of times. 

According to the sixth radio transmission method, in a 
case where the control data and the other data are transmitted 
with the same packet arrangement or the like, when the 
received data can not be decoded although each data can 
appropriately be processed, they are made to be transmitted 
again, thereby making it possible to appropriately carry out 
the reception process of the control data. 

According to the ?rst radio transmission device, the con 
trol device and the other data are transmitted in the form of 
the common packet arrangement, the reception processes of 
the control data and the other data can be made common on 
the reception side, thereby making it possible to simply carry 
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out the reception process of the control data without carrying 
out a special process. 

According to the second radio transmission device, in the 
?rst radio transmission device, by carrying out the error 
detecting process or the error correcting process based on 
the error detecting code or the error correcting code added to 
the data having the packet arrangement as well as by carry 
ing out the error detecting process or the error correcting 
process based on the error detecting code or the error cor 
recting code independently added to the control data 
included in the header portion, it becomes possible to carry 
out stringent error detection or error correction processes to 
the control data as well as to more surely receive the control 
data than the other data. 

According to the third radio transmission device, it 
becomes possible to more stringently carry out the error 
detection process or the error correction process to the con 
trol data than to the other data, to more surely receive only 
the control data and to carry out the control process of sure 
data transmission based on the control data. 

According to the fourth radio transmission device, 
because the same control data is repeatedly transmitted, a 
possibility becomes higher for this transmitted control data 
to correctly reach the other radio transmission device as well 
as a possibility becomes higher that transmission from the 
other transmission device by the control of this radio trans 
mission device within the network system can be correctly 
carried out, thereby making it possible to favorably control 
the transmission control. 

According to the ?fth radio transmission device, in the 
fourth radio transmission device, by individually adding the 
error detecting code or the error correcting code by the con 
trol data processing unit to every unit of the control data 
transmitted from the transmission processing unit a plurality 
of times, the error detecting process or the error correcting 
process can be carried out on the reception side at every unit 
of the control data, and a possibility becomes higher that the 
control data can be more correctly received. 

According to the sixth radio transmission device, in a case 
where the control data and the other data are transmitted 
with the same packet arrangement or the like, when the 
decoding of the reception data can not be carried out 
although each data is appropriately processed, a counter 
measure can be taken by transmitting its data again. 

Having described preferred embodiments of the present 
invention with reference to the accompanying drawings, it is 
to be understood that the present invention is not limited to 
the above-mentioned embodiments and that various changes 
and modi?cations can be effected therein by one skilled in 
the art without departing from the spirit or scope of the 
present invention as de?ned in the appended claims. 
What is claimed is: 
[1. A radio transmission method, comprising the steps of: 
transmitting data among a plurality of communication sta 

tions with a predetermined packet arrangement; 
transmitting control data from one of a communication 

station of said plurality of communication stations and 
a control station with said predetermined packet 
arrangement; 

adding one of a predetermined error detecting code and a 
predetermined error correcting code to said data to be 
transmitted among said plurality of communication sta 
tions with said predetermined packet arrangement; and 

adding independently one of an error detecting code and 
an error correcting code to said control data transmitted 
with said predetermined packet arrangement] 
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[2. A radio transmission method, comprising the steps of: 
transmitting data added with one of a ?rst error detecting 

code and a ?rst error correcting code among a plurality 
of communication stations; and 

transmitting control data indicating a transmission control 
of said data, wherein said control data is independently 
added with one of a second error detecting code and a 
second error correcting code.] 

[3. A radio transmission method, comprising the steps of: 
transmitting data among a plurality of communications 

stations with a predetermined packet arrangement; and 
transmitting control data repeatedly from one of a com 

munication station of said plurality of communication 
stations and a control station a plurality of times with 
said predetermined packet arrangement; 

adding one of an error detecting code and an error correct 
ing code to each of a plurality of units of said control 
data transmitted said plurality of times; 

performing one of an error detecting process and an error 
correcting process on a reception side, wherein each of 
said plurality of units of said control data carries out a 
control process by utiliZing said control data with no 
error.] 

[4. A radio transmission device, comprising: 
a transmission data processing unit for processing data 

transmitted between said radio transmission device and 
another said radio transmission device with a predeter 
mined packet arrangement; 

a control unit for judging whether control data for an 
access control is included in a header portion of said 
predetermined packet arrangement and for performing 
a corresponding control process; and 

one of an error detection processing unit and an error 

correction processing unit for performing one of a ?rst 
error detecting process and a ?rst error correcting pro 
cess by utiliZing one of a ?rst predetermined error 
detecting code and a ?rst predetermined error correct 
ing code, respectively, added to said data with said pre 
determined packet arrangement and at the same time 
for performing one of a second error detecting process 
and a second error correcting process by utiliZing one 
of a second predetermined error detecting code and a 
second predetermined error correcting code indepen 
dently added to said control data included in said 
header portion.] 

[5. A radio transmission device for use in performing 
radio data transmission between said radio transmission 
device and another said radio transmission device under a 
control from a predetermined one of said radio transmission 
devices, comprising: 

one of an error detection processing unit and an error 
correction processing unit for performing one of a ?rst 
error detecting process and a ?rst error correcting pro 
cess by utiliZing one of a ?rst error detecting code and a 
?rst error correcting code, respectively, added to data 
transmitted between said radio transmission device and 
said another radio transmission device and at the same 
time for performing one of a second error detecting 
process and a second error correcting process by error 
utiliZing a second error detecting code and a second 
error correcting code, respectively, independently 
added to control data for performing access control.] 

6. A radio transmission methodfor use in carrying out 
transmission and reception of data between stations, said 
method comprising: 
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transmitting a control packetfrom one ofa communica 
tion station ofa number ofcommunication stations or a 
control station; and 

transmitting, in response to said control packet, a data 
packet among said number of communication stations, 

each ofsaid controlpacket and said data packet having a 
header information ?eld and a ?rst ?eld for error 
detecting or error correcting, said data packet further 
having a data information ?eld and a second?eldfor 
error detecting or error correcting, 

in which a structure ofthe header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet is the same as that of the header 
information ?eld and the ?rst ?eld for error detecting 
or error correcting of said data packet, and 

in which a size ofsaid control packet is always smaller 
than a size ofsaid data packet. 

7. The method according to claim 6, in which the respec 
tive ?rst ?eld for error detecting or error correcting is for 
detecting or correcting an error or errors which occurred in 

the respective header information ?eld. 
8. The method according to claim 6, in which the second 

?eld for error detecting or error correcting is for detecting 
or correcting an error or errors which occurred in the data 

information?eld. 
9. The method according to claim 6, in which the control 

packet is without the data information ?eld. 
10. The method according to claim 6, in which the struc 

ture includes a size such that the size of the header informa 
tion?eld and the ?rst ?eld for error detecting or error cor 
recting is the same in said control packet and said data 
packet. 

11. The method according to claim 6, in which the control 
packet includes a tail code which indicates a termination of 
information in the respective control packet. 

12. The method according to claim 1], in which the tail 
code is arranged at an end of the ?rst ?eld for error detect 
ing or error correcting of the respective control packet. 

13. The method according to claim 6, in which the data 
packet includes a tail code which indicates a termination of 
information in the respective data packet. 

14. The method according to claim 13, in which the tail 
code is arranged after an end of the second ?eld for error 
detecting or error correcting of the respective data packet. 

15. The method according to claim 6, in which the size of 
said control packet has a maximum value of approximately 
77 bits. 

16. A radio transmission system for use in carrying out 
transmission and reception of data between stations, said 
system comprising: 

a ?rst transmitting unit operable to transmit a control 
packet; and 

a second transmitting unit operable to transmit a data 
packet in response to said control packet, 

each ofsaid controlpacket and said data packet having a 
header information ?eld and a ?rst ?eld for error 
detecting or error correcting, said data packet further 
having a data information ?eld and a second?eldfor 
error detecting or error correcting, 

in which a structure ofthe header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet is the same as that of the header 
information ?eld and the ?rst ?eld for error detecting 
or error correcting of said data packet, and 

in which a size ofsaid control packet is always smaller 
than a size ofsaid data packet. 

25 

30 

35 

40 

45 

50 

60 

65 

14 
17. The system according to claim 16, in which the?rst 

?eld for error detecting or error correcting is for detecting 
or correcting an error or errors which occurred in the 

header information ?eld. 
18. The system according to claim 16, in which the second 

?eld for error detecting or error correcting is for detecting 
or correcting an error or errors which occurred in the data 

information?eld. 
19. The system according to claim 16, in which the control 

packet is without the data information ?eld. 
20. The system according to claim 16, in which the struc 

ture includes a size such that the size of the header informa 
tion ?eld and the ?rst ?eld for error detecting or error cor 
recting is the same in said control packet and said data 
packet. 

21. The system according to claim 16, in which the control 
packet further has a tail code which indicates a termination 
of information in the respective control packet. 

22. The system according to claim 2], in which the tail 
code is arranged at an end of the ?rst ?eld for error detect 
ing or error correcting of the respective control packet. 

23. The system according to claim 16, in which the data 
packet further has a tail code which indicates a termination 
of information in the respective data packet. 

24. The system according to claim 23, in which the tail 
code is arranged after an end of the second ?eld for error 
detecting or error correcting of the respective data packet. 

25. The system according to claim 16, in which the size of 
said control packet has a maximum value ofapproximately 
77 bits. 

26. A computer storage device for use with a computer 
apparatus having a computer program stored thereon, the 
computer program when executed by a computer device or 
devices performs a radio transmission method for use in 
carrying out transmission and reception of data between 
stations, said method comprising: 

transmitting a control packetfrom one ofa communica 
tion station ofa number ofcommunication stations or a 
control station; and 

transmitting, in response to said control packet, a data 
packet among said number ofcommunication stations, 

each ofsaid controlpacket and said data packet having a 
header information ?eld and a ?rst ?eld for error 
detecting or error correcting, said data packet further 
having a data information ?eld and a second?eldfor 
error detecting or error correcting, 

in which a structure of the header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet is the same as that of the header 
information ?eld and the ?rst ?eld for error detecting 
or error correcting of said data packet, and 

in which a size ofsaid control packet is always smaller 
than a size ofsaid data packet. 

27. The device according to claim 26, in which the size of 
said control packet has a maximum value ofapproximately 
77 bits. 

28. A radio transmission methodfor use in carrying out 
transmission and reception of data between stations, said 
method comprising: 

transmitting a control packetfrom one ofa communica 
tion station ofa number ofcommunication stations or a 
control station; and 

transmitting, in response to said control packet, a data 
packet among said number ofcommunication stations, 

each ofsaid controlpacket and said data packet having a 
header information ?eld and a ?rst ?eld for error 
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detecting or error correcting, said data packet further 
having a data information ?eld and a second?eldfor 
error detecting or error correcting, 

in which a structure ofthe header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet is the same as that of the header 
information ?eld and the ?rst ?eld for error detecting 
or error correcting of said data packet, and 

in which said controlpacket does not include a data infor 

mation?eld. 
29. A radio transmission system for use in carrying out 

transmission and reception of data between stations, com 
prising: 

a ?rst transmitting unit operable to transmit a control 
packet; and 

a second transmitting unit operable to transmit a data 
packet in response to said control packet, 

each ofsaid controlpacket and said data packet having a 
header information ?eld and a ?rst ?eld for error 
detecting or error correcting, said data packet further 
having a data information ?eld and a second?eldfor 
error detecting or error correcting, 

in which a structure ofthe header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet is the same as that of the header 
information ?eld and the ?rst ?eld for error detecting 
or error correcting of said data packet, and 

in which said controlpacket does not include a data infor 
mation?eld. 

30. A computer storage device for use with a computer 
apparatus having a computer program stored thereon, the 
computer program when executed by a computer device or 
devices performs a radio transmission method for use in 
carrying out transmission and reception of data between 
stations, said method comprising: 

transmitting a control packetfrom one ofa communica 
tion station ofa number ofcommunication stations or a 
control station; and 

transmitting, in response to said control packet, a data 
packet among said number of communication stations, 

each ofsaid controlpacket and said data packet having a 
header information ?eld and a ?rst ?eld for error 
detecting or error correcting, said data packet further 
having a data information ?eld and a second?eldfor 
error detecting or error correcting, 

in which a structure ofthe header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet is the same as that of the header 
information ?eld and the ?rst ?eld for error detecting 
or error correcting of said data packet, and 

in which said controlpacket does not include a data infor 

mation?eld. 
3]. A radio transmission methodfor use in carrying out 

transmission and reception of data between stations, said 
method comprising: 

transmitting a control packet arrangement from one of a 
communication station ofa number ofcommunication 
stations or a control station; and 

transmitting, in response to said control packet 
arrangement, a data packet arrangement among said 
number of communication stations, 

each ofsaid control packet arrangement and said data 
packet arrangement having a header information?eld 
and a ?rst ?eld for error detecting or error correcting, 
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said data packet arrangement further having a data 
information ?eld and a second ?eld for error detecting 
or error correcting, 

in which a structure of the header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet arrangement is the same as that of 
the header information ?eld and the ?rst ?eld for error 
detecting or error correcting of said data packet 
arrangement, and 

in which a size of said control packet arrangement is 
always smaller than a size ofsaid data packet. 

32. The method according to claim 3], in which the size of 
said control packet arrangement has a maximum value of 
approximately 77 bits. 

33. A radio transmission system for use in carrying out 
transmission and reception of data between stations, said 
system comprising: 

a ?rst transmitting unit operable to transmit a control 
packet arrangement; and 

a second transmitting unit operable to transmit a data 
packet arrangement in response to said control packet, 

each of said control packet arrangement and said data 
packet arrangement having a header information ?eld 
and a ?rst ?eld for error detecting or error correcting, 
said data packet arrangement further having a data 
information ?eld and a second ?eld for error detecting 
or error correcting, 

in which a structure of the header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet arrangement is the same as that of 
the header information ?eld and the ?rst ?eld for error 
detecting or error correcting of said data packet 
arrangement, and 

in which a size of said control packet arrangement is 
always smaller than a size ofsaid data packet arrange 
ment. 

34. The system according to claim 33, in which the size of 
said control packet arrangement has a maximum value of 
approximately 77 bits. 

35. A computer storage device for use with a computer 
apparatus having a computer program stored thereon, the 
computer program when executed by a computer device or 
devices performs a radio transmission method for use in 
carrying out transmission and reception of data between 
stations, said method comprising: 

transmitting a control packet arrangement from one of a 
communication station ofa number ofcommunication 
stations or a control station; and 

transmitting, in response to said control packet, a data 
packet arrangement among said number ofcommuni 
cation stations, 

each of said control packet arrangement and said data 
packet arrangement having a header information ?eld 
and a ?rst ?eld for error detecting or error correcting, 
said data packet arrangement further having a data 
information ?eld and a second ?eld for error detecting 
or error correcting, 

in which a structure of the header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet arrangement is the same as that of 
the header information ?eld and the ?rst ?eld for error 
detecting or error correcting of said data packet 
arrangement, and 

in which a size of said control packet arrangement is 
always smaller than a size ofsaid data packet arrange 
ment. 
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36. The device according to claim 35, in which the size of 
said control packet arrangement has a maximum value of 
approximately 77 bits. 

37. A radio transmission methodfor use in carrying out 
transmission and reception of data between stations, said 
method comprising: 

transmitting a control packet arrangement from one of a 
communication station ofa number ofcommunication 
stations or a control station; and 

transmitting, in response to said control packet, a data 
packet arrangement among said number of communi 
cation stations, 

each ofsaid control packet arrangement and said data 
packet arrangement having a header information?eld 
and a ?rst ?eld for error detecting or error correcting, 
said data packet arrangement further having a data 
information ?eld and a second ?eld for error detecting 
or error correcting, 

in which a structure ofthe header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet arrangement is the same as that of 
the header information ?eld and the ?rst ?eld for error 
detecting or error correcting of said data packet 
arrangement, and 

in which said control packet arrangement does not 
include a data information?eld. 

38. A radio transmission system for use in carrying out 
transmission and reception of data between stations, com 
prising: 

a ?rst transmitting unit operable to transmit a control 
packet arrangement; and 

a second transmitting unit operable to transmit a data 
packet arrangement in response to said control packet 
arrangement, 

each ofsaid controlpacket and said data packet having a 
header information ?eld and a ?rst ?eld for error 
detecting or error correcting, said data packet arrange 
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mentfurther having a data information?eld and a sec 
ond ?eld for error detecting or error correcting, 

in which a structure of the header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet arrangement is the same as that of 
the header information ?eld and the ?rst ?eld for error 
detecting or error correcting of said data packet 
arrangement, and 

in which said control packet arrangement does not 
include a data information ?eld. 

39. A computer storage device for use with a computer 
apparatus having a computer program stored thereon, the 
computer program when executed by a computer device or 
devices performs a radio transmission method for use in 
carrying out transmission and reception of data between 
stations, said method comprising: 

transmitting a control packet arrangement from one of a 
communication station ofa number ofcommunication 
stations or a control station; and 

transmitting, in response to said control packet, a data 
packet arrangement among said number ofcommuni 
cation stations, 

each of said control packet arrangement and said data 
packet arrangement having a header information ?eld 
and a ?rst ?eld for error detecting or error correcting, 
said data packet arrangement further having a data 
information ?eld and a second ?eld for error detecting 
or error correcting, 

in which a structure of the header information ?eld and 
the ?rst ?eld for error detecting or error correcting of 
said control packet arrangement is the same as that of 
the header information ?eld and the ?rst ?eld for error 
detecting or error correcting of said data packet 
arrangement, and 

in which said control packet arrangement does not 
include a data information ?eld. 
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