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HYBRID SUBDIVISION IN COMPUTER 
GRAPHICS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

This is a Continuation of application Ser. No. 08/905,436 
?led Aug. 4, 1997 now US. Pat. No. 6,300,960. The disclo 
sure of the prior application(s) is hereby incorporated by 
reference herein in its entirety. 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The following co-pending US. Patent applications relate 
to the present application. Each of the listed co-pending 
applications is assigned to the same assignee as the present 
application. 

1. US. patent application Ser. No. 08/905,436, ?led Aug. 
4, 1997 and titled: “REALISTIC SURFACE SIMULATION 
IN COMPUTER ANIMATION”. 

2. US. patent application Ser. No. 08/905,434 ?led Aug. 
4, 1997 and titled: “TEXTURE MAPPING AND OTHER 
USES OF SCALAR FIELDS ON SUBDIVISON SUR 
FACES IN COMPUTER GRAPHICS AND ANIMATION”. 

FIELD OF THE INVENTION 

The invention relates generally to the art of computer 
graphics and the modeling of objects. More particularly the 
invention relates to the modeling of objects using subdivi 
sion surfaces and to the modeling of objects with semi-sharp 
creases or edges. 

BACKGROUND OF THE INVENTION 

No real objects have perfectly sharp features. All edges, 
even those on seemingly sharp objects, have some ?nite 
radius of curvature. Though inevitable in real life, this 
unavoidable lack of precision presents a dif?cult problem for 
computer graphics and computer animation. Some modeling 
methods, e.g., the use of piecewise linear surfaces (polygon 
meshes) work well for objects with sharp boundaries. Other 
methods, e.g., NURBS (non-uniform rational B-splines) 
work well (i.e., are more accurate and compact) for model 
ing curved surfaces, but fair less well and are less ef?cient 
for modeling objects with sharp features. 

In recent work, Hoppe, et al. have shown that piecewise 
smooth surfaces incorporating sharp features, including 
edges, creases, darts and corners, can be ef?ciently modeled 
using subdivision surfaces by altering the standard Loop 
subdivision rules in the region of such sharp features. 
Hoppe, et al., Piecewise Smooth Surface Reconstruction, 
Computer Graphics (SIGGRAPH ’94 Proceedings), pgs. 
2954302. The modi?ed subdivision surface technique devel 
oped by Hoppe, et al, provides for an ef?cient method for 
modeling objects containing both curved surfaces and sharp 
features. The resulting sharp features are, however, in?nitely 
sharp, i.e., the tangent plane is discontinuous across the 
sharp feature. 
Even the method of Hoppe, et al. does not, therefore, 

solve the problem of modeling real objects with ?nite radius 
edges, creases and corners. To model such objects with 
existing techniques, either subdivision surfaces, NURBS, or 
polygons, requires vastly complicating the model by includ 
ing many closely spaced control points or polygons in the 
region of the ?nite radius contour. As soon as one moves 
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2 
away from in?nite sharpness, which can be modeled easily 
and e?iciently with subdivision surfaces following Hoppe, et 
al. most, if not all of the advantages of the method are lost, 
and one must create a vastly more complicated model to 
enjoy the incremental enhancement in realism. Accordingly, 
there is a need for a way to e?iciently model objects with 
semi-sharp features and, more generally, there is a need for a 
way to sculpt the limit surface de?ned by subdivision with 
out complicating the initial mesh. 

SUMMARY OF THE INVENTION 

The present invention involves a method for modeling 
objects with surfaces created by sequentially combining dif 
ferent subdivision rules. By subdividing a mesh a ?nite num 
ber of times with one or more sets of “special rules” before 
taking the in?nite subdivision limit with “standard rules” 
one can produce different limit surfaces from the same initial 
mesh. 

One important application of the invention is to the mod 
eling of objects with smooth and semi-sharp features. The 
present invention allows one to model objects with edges 
and creases of continuously variable sharpness without add 
ing vertices or otherwise changing the underlying control 
point mesh. The result is achieved in the exemplary embodi 
ment by explicitly subdividing the initial mesh using the 
Hoppe, et al. rules or a variation which like the Hoppe, et al. 
rules do not require tangent plain continuity in the region of 
a sharp feature. After a ?nite number of iterations, one 
switches to the traditional continuous tangent plane rules for 
successive iterations. On may then push the ?nal mesh 
points to their smooth surface in?nite subdivision limits. The 
number of iterations performed with the “sharp” (i.e., dis 
continuous tangent plane) rules determines the sharpness of 
the feature on the limit surface. Though the number of 
explicit subdivisions must be an integer, “fractional smooth 
ness” can be achieved by interpolating the position of points 
between the locations determined using N and N+l itera 
tions with the sharp rules. 

In another exemplary embodiment, the invention is used 
to improve the shape of Catmull-Clark limit surfaces derived 
from initial meshes that include triangular faces. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The ?le of this patent contains at least one drawing 
executed in color. Copies of this patent with color drawings 
will be provided by the Patent and Trademark Of?ce upon 
request and payment of the necessary fee. 

FIG. 1 shows generally the elements of a computer system 
suitable for carrying out the present invention. 

FIG. 2 shows the main steps in generating a computer 
animation of a character using the techniques of the present 
invention. 

FIG. 3 shows the control point mesh of Geri’s head. 
FIG. 4 shows some points on the skin mesh which contrib 

ute to the energy function. 

FIG. 5 shows Geri’s head with a scalar ?eld for kh in red. 

FIG. 6 shows a portion of Geri’s hand with articulation 
weights set to the default value before smoothing. 

FIG. 7 shows Geri’s hand with articulation weights as 
scalar ?eld values derived by smoothing. 

FIG. 8 shows the result of texture mapping on a subdivi 
sion surface using the method of the present invention. 

FIG. 9 shows a neighborhood of a point in the control 
mesh prior to subdivision. 
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FIG. 10 shows a region of the control mesh With a sharp 
crease and its subdivision. 

FIG. 11 shoWs the control mesh of Geri’s hand With 
sharpness 1 features highlighted. 

FIG. 12 shoWs the resulting semi-sharp features in a ren 
dered image. 

FIG. 13 shoWs a triangular face in the initial mesh and its 
?rst subdivision. 

DETAILED DESCRIPTION OF AN EXEMPLARY 
EMBODIMENT 

FIG. 1 shoWs a computer system suitable for carrying out 
the invention. A main bus 1 is connected to one or more 
CPU’s 2 and a main memory 3. Also connected to the bus 
are a keyboard 4 and large disk memory 5. The frame buffer 
6 receives output information from the main bus and sends it 
through another bus 7 to either a CRT or another peripheral 
Which Writes the image directly onto ?lm. To illustrate the 
present invention We Will describe its use in the animation of 
a character, Geri. The main steps in that process are summa 
riZed in FIG. 2. 

The ?rst step 21 involves the production of a tWo dimen 
sional control mesh corresponding to a character to be mod 
eled and animated. In the present case, the mesh, shoWn in 
FIG. 3, Was derived from data scanned in from a physical 
model of Geri’s head. Alternatively, the mesh could be cre 
ated internally through a CAD program Without a physical 
model. Depending on the type of geometrical primitives to 
be used, eg polygons, NURBS or sub-division surfaces, the 
set of the control points should be selected so that the chosen 
primitive representation provides an accurate ?t to the origi 
nal model or design and captures all poses of the character 
during the animation. 

In an exemplary embodiment, Geri’s head, depicted in 
FIG. 3, the control mesh contains approximately 4100 con 
trol points grouped to form approximately 4300 polygon 
faces. The points Were entered manually using a touch probe 
on a physical model. Much care Was taken in selecting the 
control points. Regions With ?ne scale details require more 
control points, i.e., smaller polygons. In addition, regions 
With larger polygonsigreater spaced control pointsi 
should not directly abut regions of small polygons, instead, 
to prevent artifacts in the rendered image the number and 
position of control points should be chosen so that transi 
tions betWeen regions of high and loW detail (i.e., little and 
big polygons) are smooth. In addition, one should select the 
control points so that creases, or other semi-sharp features he 
along polygon edges (the treatment of these features Will be 
discussed in detail beloW). Control points are stored as a list 
Which includes an identi?er and the three dimensional coor 
dinates for each point. Points are grouped as polygons and 
stored in another list With a polygon identi?er and the iden 
ti?ers of the included points. Sharp features are also stored 
as ordered lists of vertices and sharpness values. 
Once the set of control points, polygons and creases de?n 

ing the kinematic head are entered and stored in the 
computer, the articulation engineer must determine hoW 
each point is to move for each gesture or character move 
ment. This step 22 is done by coding animation controls, 
Which effectuate transformations of the model correspond 
ing to different movements, e.g., jaW doWn, or left eyebroW 
up. The transformations may be either linear displacements 
or, as in the “jaW doWn” control, rotation about a speci?ed 
axis. The magnitude of the control, i.e., the amount of dis 
placement or angle of rotation is speci?ed by a scalar 
parameter, s, supplied by the animator. The corresponding 
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4 
transformation of the model can be Written as a function 
T(s). The possible movements of Geri’s face are speci?ed 
using approximately 252 such controls. The articulation 
engineer can specify the relative motion of different control 
points under a given animation control by assigning Weights 
to the control points. In the case of Geri’s head, each of the 
252 animation controls affects the motion of approximately 
150 control points to Which non-Zero Weights are assigned. 
The effect of the Weight is to specify the “strength” of the 
transformation at the given point, i.e., the transformation T 
With strength s at a point With Weight W is given by T(W* s). 
The Weights for a given control can either be assigned 
individually, control point by control point, or as a smooth 
scalar ?eld covering the portion of the mesh Whose location 
is altered by the transformation. The scalar ?eld approach, 
described in detail in beloW, offers a great improvement in 
ef?ciency over the point-by-point approach Which, for 252 
controls times an average of 150 Weights per control, Would 
require individually specifying almost 40,000 Weights to 
specify the motion of Geri’s head alone. 
The next step 23 in FIG. 2 is the creation of a second mesh 

of points, the skin mesh, Which Will typically be in one-to 
one correspondence With the control points of the kinematic 
head. This need not be the case, hoWever. In some 
embodiments, a skin mesh is used With a greater number of 
control points than are contained in the kinematic head and a 
projection of the skin points to the kinematic head is de?ned 
so that each skin point is “tied” to a unique point on the 
kinematic head (Which need not be a control point). Other 
embodiments may have a skin mesh that is sparser than the 
underlying kinematic head. In that case, the same projection 
strategy can be used to tie skin control points to points on the 
kinematic head. 

In the exemplary embodiment of Geri’s head, the posi 
tions of the skin points Were determined by copying the 
kinematic head control points While Geri’s face Was in the 
“neutral pose”, Which Was taken to be the expression on the 
model head When it Was scanned in With the touch probe. 
The “neutral pose” de?nes the equilibrium positions of the 
skin points, i.e., the position of Geri’s features for Which his 
skin mesh control points Will exactly match the positions of 
the control points of the kinematic head. 

In step 24, the articulation engineer speci?es the proper 
ties of Geri’s skin and the degree to Which it is constrained to 
folloW the underlying kinematic head. This is done by speci 
fying the local parameters of an energy function, the extrema 
of Which determine the position of the quasi-static surface, 
Which in the present example is the skin on Geri’s head. 
Though the details of the energy function used to simulate 
the skin on Geri’s head is illustrative, variations are possible 
and Will be readily apparent to those of ordinary skill in the 
art. The present invention is thus in no Way limited to the 
details of the described implementation. That said, the 
energy function used to model Geri’s head takes the form: 

non'edge 
pairs pairs 

triplets faces points 

The ?rst term accounts for stretching of the skin surface and 
is given by: ES1(Pl, P2)=kSl(\Pl—P2\—R)2 Where P1 and P2, as 
shoWn in FIG. 4, are the locations (in R3) of tWo nearest 
neighbor points connected by an edge of the mesh and R is 
the distance betWeen the points in the neutral pose. KSl is a 
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spring constant Which can either be speci?ed globally or 
locally for each edge as a combination of scalar ?eld values 
for the tWo points, e.g., KS1(Pl, P2)=Sl(Pl)+S1(P2) Where 
Sl(Pl) is a scalar ?eld de?ned on the mesh by one of the 
methods described beloW. The second term includes contri 
butions from nearest neighbor points Which are not con 
nected by an edge, e.g., points across a diagonal in a quadri 
lateral. BS2 (P1, P3) has the same form as the ?rst term but 
With a potentially different spring constant KS2 Which again 
may be constant through out the mesh or de?ned locally by a 
second scalar ?eld, KS2 (P1, P3)=S2(Pl)+S2(P3) The three 
point function Ep(Pl, P2, P3)=Kp(\(P3—P2)/Dl—(P2—Pl)/D2\— 
RP)2 is included to penaliZed bending and includes a contri 
bution from each connected triplet of points. D1 is the dis 
tance in R3 betWeen P3 and P2 in the neutral pose similarly 
D2 is the distance betWeen P2 and P1 in the neutral pose. R 
is the value of l(P3—P2)/Dl—(P2—Pl)/D2l When all three 
points are in their neutral pose positions (note that this is not 
generally Zero because (P3—P2) and (P2—Pl) are vectors in 
R3). The four point function, Ed(Pl, P2, P3, P4)=KdES2(Pl, 
P3)ES2(P2, P4) includes a contribution from each quadrilat 
eral face and is included to penaliZe skeWing. The coe?icient 
Kd may either be a constant throughout the mesh or a com 
bination of scalar ?eld values at the four vertices. 

The last term in the energy function penaliZes the skin 
points for straying from their corresponding kinematic mesh 
points: Eh(PS)=Kh\PS—Pk\2 Where PS is a skin mesh point and 
Pk is its corresponding point in the kinematic mesh. The 
spring constant Kh is generally given by a scalar ?eld associ 
ated With either the dynamic skin mesh or underlying kine 
matic mesh. 
De?ning Scalar Fields 

Scalar ?elds Were used at several points in the above 
described process in order to de?ne smoothly varying 
parameters on either the kinematic mesh or skin mesh. These 
include the articulation Weights Which specify the relative 
movement of kinematic mesh control points under the differ 
ent animation control transformations, as Well as the various 
spring constants and other locally variable parameters of the 
energy function. When modeling With subdivision surfaces, 
the control point mesh is a polygonal mesh of arbitrary 
topology, on Which one cannot de?ne global surface coordi 
nates and on Which there is no “natural” or “intrinsic” 
smooth local parameteriZation. The absence of a local 
parameteriZation has sloWed the adoption of subdivision sur 
faces as a means for modeling objects in computer 
animation, in part, because it Was believed that a surface 
parametrization Was necessary to de?ne scalar ?elds and 
perform parametric shading, e.g., texture or surface map 
ping. 
One aspect of the current invention is a solution to this 

problem and a method for consistently de?ning scalar ?elds 
on subdivision surfaces, including scalar ?elds Which can be 
used as “pseudo-coordinates” to perform parametric shad 
ing. Three exemplary methods for de?ning smoothly vary 
ing scalar ?elds on arbitrary polygonal meshes Which can be 
consistently mapped through the recursive subdivision pro 
cess are described beloW. 

Painting 
The ?rst method for de?ning scalar ?elds is by painting 

them directly onto the surface mesh. In this technique, an 
image of a portion of the surface on Which the ?eld is to be 
de?ned is painted using a standard tWo-dimensional com 
puter painting program, e.g., Amazon, the intensity of the 
color applied to the image is chosen to represent the desired 
magnitude of the scalar ?eld on the corresponding portion of 
the painted surface, e. g. if one Wants the skin of Geri’s fore 
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6 
head to more closely folloW the movement of his kinematic 
head than the ?esh in his joWls, one Would paint his forehead 
correspondingly darker When “applying” the ?eld giving rise 
to the parameter kh in the above described energy function. 
The ?rst step in the painting method is to perform a single 

subdivision of the control point mesh in the region on Which 
one intends to de?ne the scalar ?eld in order to obtain a mesh 
With only quadrilateral faces, as Will alWays be the case after 
the ?rst subdivision With Catmull-Clark rules (discussed in 
detail in the Subdivision section beloW). The faces in the 
once subdivided mesh are then numbered and separately 
coordinatiZed With tWo dimensional coordinates u and v 
assigned to each vertex (thus the need for quadrilateral 
faces). The surface is then further subdivided one or more 
additional times so that the resulting mesh su?iciently 
approximates the smooth surface limit. The u, v, coordinates 
for each patch (face in the once subdivided mesh) are carried 
through these additional subdivisions and coordinatiZe neW 
vertices Within the faces of the once subdivided mesh. The 
image is then rendered and painted With a tWo dimensional 
painting program such that the distribution and intensity of 
the applied color represents the desired local magnitude of 
the particular scalar ?eld being de?ned. The painted image is 
then scanned and patch numbers, u, v, coordinates, and color 
intensity are stored for each pixel. Each patch is then further 
subdivided until a dense set of points is obtained Within each 
patch including points With u, v coordinates close to those 
stored for each pixel in the painted image. The scanned pixel 
color intensities are then assigned as target scalar ?eld val 
ues to the corresponding points in this further subdivided 
mesh. 

Going back to the initial undivided mesh, one then assigns 
to its vertices initial guesses for the scalar ?eld values Which 
one hopes after several subdivisions Will reproduce the tar 
get values. The mesh is then subdivided to the level of re?ne 
ment at Which the target values Were assigned With scalar 
?eld values calculated from the initial guesses using the 
same subdivision rules used to calculate vertex locations in 
the re?ned mesh. The values of the scalar ?eld at the target 
points resulting from subdividing the mesh With the initial 
guesses is then compared With the target values at the corre 
sponding points. Differences from the target values are com 
puted and averaged back, reversing the subdivision 
calculations, to ?nd corrections to the initial guesses for sca 
lar ?eld values at the vertices in the unsubdivided mesh. This 
comparison and correction process is iterated until conver 
gence. The result is a smooth ?eld that closely approximates 
the painted intensities de?ned for any level of subdivision 
including the smooth surface limit. 
Smoothing 
The second more direct, if less picturesque, method for 

de?ning scalar ?elds is through smoothing. One begins by 
specifying values of the desired ?eld explicitly at some 
boundary or knoWn points in a region of the mesh and solv 
ing for the rest through an iterative relaxation approach con 
straining the scalar ?eld value of the vertices to be equal to 
the average of their nearest neighbors. FIG. 5 shoWs Geri’s 
face With the kh (“glue” ?eld) shoWn in red. Smoothing Was 
used in applying the kh ?eld to his chin region. The use of 
this method to assign smoothly varying articulation Weights 
is illustrated in FIGS. 6 and 7. To assign articulation Weights 
to control points in the transition region betWeen Geri’s 
thumb Which Will move With full strength, W=l under the 
control, and his palm Which Will not move at all, i.e., have 
Weight O under the control, one begins by enforcing these 
conditions and, as shoWn in FIG. 4, by giving the control 
points in the intermediate region default values of 1. One 
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then performs the iterative relaxation smoothing calculation 
until one obtains the result shoWn in FIG. 5., a smooth inter 
polation of intermediate scalar ?eld values over the control 
points in the transition region. 
Energy Method 

Scalar ?elds can also be used as pseudo coordinates to 
enable parameteric shading, e.g., texture and surface map 
ping. One reason that subdivision surfaces have not be more 
Widely adopted for modeling in computer graphics is that the 
absence of a surface parameteriZation Was thought to prevent 
the use of texture maps. One can, hoWever, utiliZing one 
aspect of the present invention, de?ne s and t scalar ?elds 
(“pseudo-coordinates”) on regions of the subdivision surface 
Which can serve as local coordinates for texture mapping. 

One cannot, of course, trick topology, so these pseudo coor 
dinate ?elds can only be consistently de?ned in topologi 
cally ?at regions of the surface. One can then patch these 
regions together either discontinuously (e.g., if one Wanted 
tWo different pieces of cloth to abut along a seem) or con 
tinuously (by requiring ?elds in overlapping regions to have 
common values). Pseudo-coordinates need only be de?ned, 
and consistency requirements need only be enforced after 
the model has been animated and only in regions in Which 
the texture mapping is to be applied. These static pseudo 
coordinate patching constraints are thus far easier to deal 
With and satisfy than the ubiquitous kinematic constraints 
required to model complex objects With NURB patches. 

Though s andt ?elds can be de?ned using either the paint 
ing or smoothing method described above, an elaboration of 
the smoothing method, the energy method, is useful for 
de?ning scalar ?elds to be used as pseudo-coordinates for 
texture mapping. To avoid unacceptable distortions in the 
surface texture, the mapping betWeen the surface in R3 and 
the s and t pseudo-coordinate parameteriZation of the texture 
sample in R2 should be at least roughly isometric (i.e. pre 
serve lengths and angles). If one pictures the mapping of the 
tWo dimensional texture onto the surface as ?tting a rubber 
sheet over the surface, one Wants to minimize the amount of 
stretching and puckering. If the mapping is onto a portion of 
the surface With curvature, a pucker free mapping is not 
possible. A best ?t, so to speak, can be achieved, hoWever, by 
utiliZing the ?rst tWo terms in the energy function described 
above restricted to tWo dimensions. Though this technique 
for achieving a “best ?t” approximate isometry is useful for 
texture mapping onto other curved surfaces, including those 
de?ned by NURBS, as Will be readily apparent to one of 
ordinary skill in the art, its implementation Will be described 
in detail for the case of subdivision surfaces. 

The aim is to insure that as closely as the geometry alloWs 
distances betWeen points measured along the surface embed 
ded in R3 equal distances measured betWeen the same points 
in the ?at tWo dimensional s and t pseudo-coordinates of the 
texture patch for all points on the surface to Which the tex 
ture mapping is to be applied. To achieve a good approxima 
tion to this best compromise solution, We begin by subdivid 
ing the initial mesh several times in the region to be texture 
mapped. This provides a ?ne enough mesh so that the dis 
tances betWeen nearest neighbor vertices measured in R3 
suf?ciently approximate the distance betWeen the same 
points measured along the surface. One then generally ori 
ents the texture on the surface by assigning s and t pseudo 
coordinates to several control points. One then completes the 
mapping, ?nding pseudo-coordinate s and t values for the 
remaining mesh vertices, by minimiZing a tWo dimensional 
energy function over the region of the mesh on Which the 
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8 
texture is to be applied. An exemplary energy function con 
tains the tWo point functions from the energy function 
de?ned above, i.e., 

non'edge 
pairs pairs 

With as before E1(Pl, P2)=k1(\Pl—P2\—R)2 but noW R is the 
distance betWeen the points as measured along the surface 
(as approximated by adding distances in three space along 
the subdivided mesh) and ‘Pl-P2‘ is the tWo dimensional 
Euclidean distance betWeen the points’ s and t pseudo 
coordinates, i.e., V(s1—s2)2+(t1—t2)2. This energy function 
can be minimiZed using NeWton’s method or other standard 
numerical technique as described beloW for minimiZing the 
full energy function to determine the position of skin points. 
Off-Line Steps 
At this point in the process all of the manual steps in the 

animation are ?nished. The remaining steps can all be per 
formed “off-line” as a precursor to the actual rendering of 
the scene. Because these steps do not require additional 
input by the animator and take a small fraction of the com 
putation time required for rendering, they add little to the 
time required for the overall animation project. 
Minimizing the Energy Function to Determine the Position 
of Skin Points 
The positions of the control points for the surface mesh 

are determined by minimiZing the energy function. This can 
be done iteratively using NeWton’ s method or other standard 
numerical technique. For each frame of animation, the loca 
tion of the skin control points can be taken initially to corre 
spond With the positions of the control points of the kine 
matic mesh. A quadratic approximation to the energy 
function is then computed and minimiZed yielding approxi 
mate positions for the control points for the surface mesh. 
These approximate positions are used in the next quadratic 
approximation Which is solved yielding more re?ned 
approximate positions. In practice, a feW iterations generally 
suf?ce. 
To drive the system to a de?nite solution in the situation in 

Which the energy function has a null space, an additional 
term is added to the energy function for each point in the 
dynamic mesh Which, for the nth iteration, takes the form 
(xN\Pl-”—Pi”_1\2. Where N is the number of successive qua 
dratic approximation iterations performed per frame and Pj” 
is the position of the jth control point after n iterations. 
Though the discussion of the exemplary embodiment to this 
point has dealt primarily With the quasi-static determination 
of the surface control point locations, this degeneracy break 
ing term can be slightly modi?ed to alloW for the incorpora 
tion of dynamic effects as Well, e.g., momentum of the sur 
face mesh. To do so one can replace the above described 
term With one of the form Em=otNlPi”—2Pi”_l+Pi”_2\2. One 
can then treat the iteration index as indicating time steps as 
Well and update the underlying kinematic control point posi 
tions in steps betWeen frames. The incorporation of momen 
tum in this manner may be useful in some cases, e.g., to 
automatically incorporate jiggling of ?eshy characters. 
Subdivision 
Once the positions of the skin mesh vertices are deter 

mined by iteratively minimiZing the energy function, the 
model can be re?ned prior to rendering in order to produce a 
smoother image. One method for re?ning the mesh is 
through recursive subdivision folloWing the method of Cat 
mull and Clark. See E. Catmull and J. Clark. Recursively 
generated B-Spline surfaces on arbitrary topological 
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meshes. Computer Aided Design, 10(6):35(¥355, 1978. One 
could apply other subdivision algorithms, e.g., D00 and 
Sabin, see D. D00 and M. Sabin. Behavior of recursive divi 
sion surfaces near extraordinary points. Computer Aided 
Design, 10(6): 356*360, 1978, or Loop if one chose the 
initial mesh to be triangular rather than quadrilateral, see 
Charles T. Loop. Smooth subdivision surfaces based on tri 
angles. M. S. Thesis, Department of Mathematics, Univer 
sity of Utah, August 1987. In the current example Catmull 
Clark subdivision Was used in part because a quadrilateral 
mesh better ?ts the symmetries of the objects being mod 
eled. In the limit of in?nite recursion. Catmull-Clark subdi 
vision leads to smooth surfaces Which retain the topology of 
the initial mesh and Which are locally equivalent to 
B-Splines except in the neighborhoods of a ?nite number of 
exceptional points at Which the initial mesh had a vertex or 
face With other than 4 edges. 

The details of constructing smooth surfaces (and approxi 
mations to smooth surfaces) through subdivision is noW Well 
knoWn in the art and Will only be discussed brie?y for com 
pleteness and as background to the discussion of hybrid sub 
division beloW. FIG. 9 shoWs a region about a vertex in a 
quadrilateral mesh. This may be either the initial skin mesh 
or the mesh resulting from one or more subdivisions. The 
vertex has n edges. For a “normal point,” n=4. If n is not 
equal to 4, the point is one of a ?nite number of exceptional 
points Which Will exist in any mesh that is not topologically 
?at. The number of such points Will not increase With subdi 
vision. FIG. 10 shoWs the same region overlaid With the 
mesh resulting from a single subdivision. The positions of 
the resulting vertices Which can be characteriZed as either 
vertex, edge, or face vertices, are linear combinations of the 
neighboring vertices in the unsubdivided mesh: 

. 1'1 

1:1 

Where j runs from 1 to n, the number of edges leaving the 
vertex S. Capital letters indicate points in the original mesh 
and small letters represent points in the next subdivision. 
The subdivision process can be Written as a linear transfor 

mation taking the vectorV=(S, R1, . . . Rn, Q1, . . .Qn)Tto the 
vector v=(s, r1, . . . ,rn, ql, . . . , qn)T de?ned by the 2n+1 by 

2n+1 square matrix M”: v=MnV. For Catmull-Clark subdivi 
sion about an ordinary point, i.e., When n=4, using the subdi 
vision formulas given above Mn takes the form: 

33331111 

955554444 
661011001 

616101100 

601610110 

M4:1/16610160011 
444004000 

404400400 

400440040 

440040004 

In practice, the subdivision procedure is applied a ?nite 
number of times, depending on the level of detail required of 
the object Which may be speci?ed explicitly or determined 
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automatically as a function of the screen area of the object in 
a given scene. Typically if one starts With an initial mesh 
With detail on the order of the control mesh for Geri’s head, 
4 or 5 subdivisions Will suf?ce to produce quadrilateral faces 
corresponding to a screen area in the rendered image of a 
small fraction of a pixel. Iterating the above formulas gives 
the positions and scalar ?eld values for the vertices in the 
?ner subdivided mesh as a function of the positions and 
scalar ?eld values of the control mesh. 

After a su?icient number of iterations to produce enough 
vertices and small enough faces for the desired resolution, 
the vertex points and their scalar ?eld values can be pushed 
to the in?nite iteration smooth surface limit. In the case of 
Catmull-Clark surfaces, the smooth surface limit is a cubic 
spline everyWhere but in the neighborhoods of the ?nite 
number of extraordinary points in the ?rst subdivision of the 
original mesh. These limit values are easily determined by 
analyZing the eigenspectrum and eigenvectors of the subdi 
vison matrix, M”. See M. Halstead, M. Kass, and T. DeRose. 
Ef?cient, fair interpolation using Catmull-Clark surfaces, 
Computer Graphics (SIGGRAPH 1993 Proceedings), vol 
ume 27, pages 35*44, August 1993. Speci?cally, applying 
the matrix Mn to a vector an in?nite number of times 
projects out the portion of the initial vector along the direc 
tion of the dominant right eigenvector of the matrix M”. If 
We take m=2n+1, the siZe of the square matrix M”, then We 
can Write the eigenvalues of Mn as eIZeZZ . . . em With 

corresponding right eigenvectors E1, . . . , Em. We can then 

uniquely decompose V as 

Where the c j are three dimensional coordinates and/ or val 
ues of various scalar ?elds on the surface but are scalars in 
the vector space in Which Mn acts. Applying Mn We get 
MnV=elclEl+e2c2E2+ . . . emcmEm. For (Mn)°°V to have a 
nontrivial limit the largest eigenvalue of Mn must equal 1. So 
that (Mn)°°V=clEl. Finally, A?ine invariance requires that 
the roWs of Mn sum to 1 Which means that E1=(1, . . . , 1). 

Which gives s°°=cl. 
If one chooses a basis for the left eigenvectors of Mn, 

L1, . . . Lm so that they form an orthonormal set With their 

right counterparts, i.e., LJ-~Ek=6J-k, this projection is given by 
the dot product Ll~V Where L1 is the left eigenvector of Mn 
With eigenvalue 1 and V is the column vector de?ned above 
of points in the neighborhood of S. For Catmull-Clark 
subdivision, the value of the this dot product and thus the 
position of the point s after in?nite subdivision is given by 

This formula gives not only the smooth surface limit value 
of the position of the vertex points in R3 but can also be used 
to calculate the smooth surface limit of any scalar ?elds at 
those points as a function of their values at points in the 
neighborhood of S. 

Similarly, With a bit more math, see Halstead, et al. cited 
above, it can be shoWn that the eigenvectors for the second 
and third largest eigenvalues of the local subdivision matrix 
Mn span the tangent space of the limit surface at the point s°°' 
One can again project these out of the vector V using the 
or‘thonormality property of the left and right eigenvectors 
giving c2=L2~V and c3=L3~V. Because c2 and c3 span the 
tangent space at the point s°°’ their cross product gives a 
vector normal to the limit surface at that point, i.e., N°°=c2>< 
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C3 at the point s°°' These tangent vectors have been calcu 
lated for Catmull-Clark subdivision and are given by: 

Where 

and c3 is obtained by replacing rl With rl-+1 and ql- With 
qi+l' 

After constructing N°°’ the smooth surface limit normal, at 
each of the vertices of the re?ned mesh. One can then inter 
polate these normals across the subpixel faces of the re?ned 
mesh to render the character using Phong shading. 
Hybrid Subdivision Schemes 
One aspect of the present invention is a method for creat 

ing surfaces by sequentially combining different subdivision 
rules. By subdividing a mesh a ?nite number of times With 
one or more sets of “special rules” before taking the in?nite 
subdivision limit With the “standard rules”, one can produce 
different limit surfaces from the same initial mesh. Combin 
ing different subdivision rules thus provides an additional 
degree of freedom Which can be a more ef?cient means for 
obtaining the desired limit surface than adding points to the 
initial mesh. BeloW We describe in detail tWo particular 
exemplary uses of this aspect of the invention in modeling 
Geri. Many others Will be readily apparent to those of ordi 
nary skill in the art. 
Semi-Sharp Edges and Creases 
Human skin is not a completely smooth surface. Faces 

and hands, for example, contain someWhat sharp features, 
both creases and edges. To model these features using the 
general smooth-surface-limit subdivision techniques out 
lined above, or more conventional B-spline patch methods, 
Would require a very complicated initial control mesh in 
Which the vertex spacing in regions of sharp features Would 
have to be very small, leading to lots of points and quadrilat 
erals. One method for modeling sharp features With subdivi 
sion surfaces Without adding substantially to the complexity 
of the initial control mesh is to alter the subdivision rules for 
points lying on corners or sharp edges or creases. As 
described above, these features can be incorporated and 
tagged in the initial control mesh. 
The sharpness of these features can be maintained 

throughout the otherWise smoothing subdivision process by 
decoupling the subdivision process along sharp edges so that 
points on either side of the sharp feature do not contribute to 
the position of points on the edge in subsequent subdivi 
sions. Locally modifying the subdivision algorithm in this 
Way results in a limit surface With sharp edges or creases 
across Which the tangent plane is discontinuous. Details of 
this method for modeling various sharp features using Loop 
subdivision on a triangular mesh can be found in Hoppe, et 
al. PieceWise smooth surface reconstruction. Computer 
Graphics (SIGGRAPH ’94 Proceedings) (1994) 295*302. 

The problem With using the Hoppe, et al. approach for the 
realistic animation of characters is that skin surfaces do not 
have in?nitely sharp edges. All real objects, including 
humans, have some ?nite radius of curvature along their 
otherWise sharp features. This fact may be ignored When 
rendering machined metal objects but is very apparent When 
modeling and rendering human faces. The exemplary 
embodiment includes a modi?cation of the above described 
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12 
subdivision algorithm to alloW the modeling and rendering 
of edges and creases of arbitrary and continuously variable 
sharpness. 

FIG. 11 shoWs a portion of the initial control mesh of 
Geri’s hand With sharp features highlighted. As described 
above, care Was taken in the initial choice of mesh vertices 
so that these sharp features lay along edges of the initial 
mesh. Their position in the mesh Was stored along With a 
sharpness value betWeen 0 and 5 (assuming 5 explicit subdi 
visions Was the maximum performed before pushing the ver 
tices to their limits). Because the skin mesh has the same 
topology as the control mesh, the corresponding edge in the 
skin mesh is uniquely identi?ed. To model an edge or crease 
With sharpness N Where N is an integer, one applies the sharp 
edge subdivision technique described in Hoppe et al. to 
determine the locations of points along the designated edge 
or crease for the ?rst N subdivisions. Thus to determine neW 
edge and vertex locations along the crease or edge instead of 
applying the standard Catmull-Clark formulas described 
above, one uses for example the folloWing sharp edge for 
mulas: 

l l 

Where R]. and Rk are the points on either side of S along the 
sharp edge or crease, as shoWn in FIG. 10. If S is a vertex at 
Which a crease or edge ceases to be sharp its position after 
subdivision is calculated using the normal Catmull-Clark 
formulas. 

After N subdivisions one applies the normal smooth algo 
rithm for subsequent explicit subdivisions and then pushes 
the points to their smooth surface limits. Thus for sharpness 
2 features, one applies the sharp formulas for the ?rst tWo 
subdivisions and then uses the smooth formulas for subse 
quent subdivision and for taking the smooth surface limit. 
One can get “fractional sharpness” e.g., 1.5, by linearly 
interpolating edge point locations betWeen the sharpness l 
and 2 results, i.e., calculate the position of control points 
after performing one sharp and one smooth subdivision and 
calculate the position of control points after subdividing 
tWice With the sharp subdivision rules and take the average 
of the tWo locations before subdividing farther With the 
smooth rules or pushing the points to their smooth surface 
limits. 
One can also determine the positions and tangents on the 

limit surface of points in the initial mesh on a semisharp 
feature Without explicitly iterating the semisharp rules, by 
analyZing the eigenstructure of the combined transformation 
matrix in a manner similar to that described above for the 
case of smooth subdivision. The limit surface position for 
the neighborhood of a semisharp feature of sharpness k is 
given by 

v°°=(Msmooth)°°(Msharp)kV Where We have suppressed the 
n index indicating the number of edges and added a subscript 
designating smooth and sharp transformations. As above for 
the smooth case, We can replace the application of Msmooth 
an in?nite number or times With dotting by L 1 its dominant 
left eigenvector, giving v°°=Ll~(MSha,P)kV. We can then 
replace L 1 by its decomposition in terms of left eigenvectors 
of Msharp. Ll=tlll+t2l2+ . . . tmlm where 11. are left eigenvec 

and are expansion coe?icients, scalars under tors of Msharp 
M k times from the right to this sharp‘ Msharp 
expansion, We get: v°°=(tl7tlkll+ . . . tmkmklm) Where the 7t] 
are the eigenvalues of Msharp. 










