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SYSTEM FOR SEARCHING A DATA BASE 
FOR INFORMATION ASSOCIATED WITH 
BROADCAST SEGMENTS BASED UPON 

BROADCAST TIME 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

The present invention relates to a search technique to 
search for and obtain broadcasted information precisely after 
having been broadcasted. 

There have hitherto been data base systems for searching 
data stored as a data base and accumulated on a computer 
system. A user retrieves desired information by operating a 
terminal device which is connected to a data base system 
directly, or through a network. For example, the user inputs 
from the terminal device a keyword representing the desired 
information; and the data base system carries out a search 
operation on the basis of the input keyword. The search 
results are supplied through the terminal device to the user. 
When the amount of information thus supplied is large, the 
user inputs additional keywords to perform a narrower 
search operation on the supplied information. 
The case where a user searches music data accumulated in 

a data base system will be described. For example, on the 
basis of the search result, the user may retrieve title 
information, etc. of a CD (Compact Disc) on which desired 
music pieces are recorded, which is useful if the user wishes 
to purchase the CD. Here, the music data is information 
related to the music pieces, and it constitutes various infor 
mation such as the titles of the music pieces, the names of 
the artists, the record album title, that is, the title of the music 
CD, the year of recording or public performance, the selling 
agency, etc. The music data may contain the audio data of 
the music data themselves. In the data base system, 
keywords, such as the artist’s name, the title of the music 
piece, the record album title, and the like are appended to the 
music data as appendant information. 

Let it be assumed that a user likes a music piece which is 
being broadcasted on a radio station and wishes to obtain 
information on that music piece. After the broadcast, the 
user searches the music data base by inputting the keywords 
that are appended to the music data, which keywords had 
been included in the announcer’s introduction of that music 
piece. Of course, if the keywords are not properly input, a 
successful search for that music piece will not be obtained. 
Accordingly, in the related art, there is the problem that the 
user will not obtain the information he desires if the user 
forgets the appendant information of the music piece that 
was broadcasted. 

One might consider the possibility that the user carries a 
terminal device operable at any time for searching a music 
data base so that he may use the terminal device to perform a 
search operation whenever a favorite music piece is broad 
casted However, it is very cumbersome to carry the terminal 
device at all times. 
One might also consider the case where the user ?rst 

begins to listen to the music piece from some midpoint 
thereof Since he could not hear the announcer’ s 
introduction, the user cannot know the appendant informa 
tion of the music piece, and thus he cannot know what 
should be input as a keyword. 
Now, for digital broadcast, the appendant information 

may be superposed on the broadcasted music data and may 
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2 
not be part of the announcer’s introduction. The user can 
obtain the appendant information from the broadcasted digi 
tal data. However, this requires that appendant information 
be created and superposed on every music data to be trans 
mitted from a broadcast station, and thus a large load is 
imposed on the broadcast station. This also requires the 
user’s reception device be designed to pick up the appendant 
information thus superposed. 

SUMMARY OF THE INVENTION 

Therefore, an object of the present invention is to provide 
a technique to perform a search operation on a data base that 
is searchable by keywords associated with the contents of 
that data base even when the user does not know a correct 
keyword when the contents are searched. 

According to an aspect of the present invention, a search 
system is provided for searching a data base for information 
associated with segments of broadcast information. An input 
device includes a store for storing time information repre 
senting a broadcast time at which a segment is broadcast. A 
communication device transmits the stored time information 
to a search device which accumulates a data base represent 
ing the segments and the broadcast times of respective seg 
ments. The data base is searched for information associated 
with those segments having broadcast times that match the 
transmitted time information. 
As another aspect, the present invention searches a data 

base for information associated with segments of broad 
casted material. A data base representing the segments and 
broadcast times at which respective segments are broad 
casted is accumulated. The data base is searched for infor 
mation associated with those segments having broadcast 
times that match time information which is input from an 
input device and represents the broadcast time at which a 
segment is broadcasted. 
According to a further aspect of the present invention, an 

input device is provided for searching a data base comprised 
of accumulated information representing broadcast seg 
ments and broadcast times at which the segments are broad 
casted. The input device inputs time information to a search 
device for searching the data base for information associated 
with a broadcast segment on the basis of the broadcast time 
at which the segment is broadcasted. At least the time infor 
mation representing the broadcast time at which the segment 
was broadcasted is stored; and the stored time information is 
transmitted as a search parameter. 

As a feature, the time formation is represented by the 
count value of a counter that counts predetermined clock 
signals. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The following detailed description will best be understood 
in conjunction with the accompanying drawings, in which: 

FIG. 1 is a schematic diagram showing an information 
search system according to the present invention; 

FIG. 2 is a schematic diagram showing an example of a 
music piece data search system according to a ?rst embodi 
ment; 

FIG. 3 is a schematic diagram showing a play list; 
FIG. 4 is a schematic diagram showing the general 

appearance of an assistance terminal, that is a book marker 
according to the ?rst embodiment; 

FIG. 5 is a block diagram showing an example of the book 
marker according to the ?rst embodiment; 

FIG. 6 is a schematic diagram showing an example of 
time information stored in a memory of the book marker; 
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FIG. 7 is a block diagram showing an example of the 
construction of a gateway device used in the present inven 
tion; 

FIG. 8 shows an example of a registration frame of the 
book marker, as may be displayed in the gateway device; 

FIG. 9 is a ?owchart of one example of search processing 
in accordance with the present invention; 

FIG. 10 is a schematic diagram showing an example of the 
display frame of the gateway device according to the ?rst 
embodiment; 

FIG. 11 is a block diagram showing an example of the 
book marker installed in a radio receiver according to a sec 

ond embodiment; 
FIG. 12 is a schematic diagram of an example of the 

search system according to a second embodiment; 
FIG. 13 is a schematic diagram showing an example of the 

display frame of the gateway device according to the second 
embodiment; 

FIG. 14 is a schematic diagram of the search system 
according to a modi?cation of the second embodiment; 

FIG. 15 is a block diagram of an example of a radio 
receiver installed in a general personal computer as the gate 
way device; and 

FIG. 16 is a block diagram showing a detection circuit for 
a radio receiver that may be used in the present invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Preferred embodiments according to the present invention 
will be described hereunder with reference to the accompa 
nying drawings. 

First, a summary of the invention will be described. FIG. 1 
schematically shows an information search system of the 
present invention. The system comprises two data bases 1 
and 2, a search engine 3 for performing a search operation on 
these data bases 1 and 2, and an assistance terminal 4 for 
supplying an assistance on a search condition to a user. 

In the data base 1 is accumulated information relevant to 
broadcast media of contents, also referred to herein as 
segments, which are broadcasted by broadcast media such as 
a radio broadcast or the like. For example, the titles of music 
pieces broadcasted by radio broadcast stations, the broadcast 
time information of the music pieces and broadcast station 
information are accumulated in association with one another 
in the data base 1. It is needless to say that information on 
segments of broadcast media other than the radio broadcast 
may be accumulated in the data base 1, or the contents are 
not limited to the information on the music pieces, but they 
may be information on commercial articles. 

In the following description, it is assumed that the broad 
cast media is a radio broadcast and the segment supplied 
from the broadcast media is a music piece. In the data base 2 
is accumulated information on the content, or segment, itself 
to be accumulated in the data base 1. For example, when the 
segment is a music piece broadcasted by the broadcast 
media, information on the segment itself such as the title of 
an album (CD) in which the music piece is recorded, player 
information, a selling agency, a selling date, etc. is accumu 
lated in association with the title of the music piece. In addi 
tion user, or client, information on this system may be accu 
mulated in the data base 2. ID information of users based on 
identi?cation information inherent to an assistance terminal 
4 described later, and other information on the users are 
accumulated in the data base 2. 

The search engine 3 searches information accumulated in 
the data base on the basis of a search condition indicated by a 
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4 
user. The engine described here means an assembly for sup 
plying speci?c functions, and the search engine 3 supplies a 
predetermined search function to the user. 

For example, when the user likes a music piece broad 
casted from a radio, the user indicates place information 5, 
broadcast station information 6 and time information 7 as a 
search condition to the search engine 3 if the user knows a 
broadcast station and a place, or geographic location, at 
which the music piece is broadcasted, and a broadcast time. 
The search engine 3 searches the data base 1 on the basis of 
the search condition thus set, and outputs the title of the 
music piece as a search result. The data base 2 is searched 
while the title of the music piece is set as the search 
condition, and, for example, the title of an album in which 
the music piece is recorded, the information on the selling 
agency and performing artists of the album, etc. are output. 
The search result of the data base 2 is returned to the user. 

It is possible that a user does not know the above informa 
tion 5, 6 and 7 as a search condition or the information is 
vague even when the user listens to a broadcast and wishes 
to search a favorite music piece. In the present invention, the 
assistance terminal 4 is dedicated to the user who may oper 
ate it for obtaining the time information 7 in advance. In 
addition, the place information 5 and the broadcast station 
information 6 which corresponds to the user are registered as 
user information in the data base 2 in advance. 

That is, when the user likes the broadcasted music piece, 
the user operates the assistance terminal 4 and stores the 
time information 7' at that time into the assistance terminal 
4. Thereafter, on the basis of the time information 7' stored in 
the assistance terminal 4, the user instructs the search engine 
3 to perform the search operation. The search engine 3 
searches the data base 1 by using as the search condition the 
time information 7' and the place information 5 and the 
broadcast information 6 of the user which are beforehand 
registered in the data base 2. The data base 2 is searched on 
the basis of the title of the music piece obtained as the search 
result. The search result thus output is returned to the user as 
a candidate of information desired by the user. 

As described above, by using the system according to the 
present invention, the user can operate the assistance termi 
nal 4 to store the time information 7' into the assistance 
terminal 4 to obtain desired information when the user likes 
a music piece. broadcasted. 

Next, a ?rst embodiment according to the present inven 
tion will be described. FIG. 2 shows an example of the con 
struction of a music piece data search system according to 
the ?rst embodiment. In FIG. 2, the common parts as shown 
in FIG. 1 are represented by the same reference numerals, 
and the detailed description thereof is omitted. A book mark 
search engine 10 is formed of the data base 1, the data base 2 
and the search engine 3. The book mark search engine 10 is 
connected to another site (not shown) through a communica 
tion line such as the Internet or the like. 

As an example, the is a place at which information open to 
the public on the network is placed, and the book mark 
search engine 10 is also one site. For example, the book 
mark search engine 10 is connected to a data base (not 
shown) at another site. 

The broadcast station 12 is a radio broadcast station, for 
example, and it broadcasts music pieces as segments on the 
basis of a play list which is prepared in advance. As an 
alternative, the play list may be prepared after the broadcast. 
It is needless to say that not only music pieces, but also 
article or other information may be broadcasted as segments. 
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Further, the broadcast station 12 is not limited to a radio 
broadcast station, but may be a television broadcast station 
or CATV (Cable Television) station Which performs a televi 
sion broadcast in a radio or Wire mode, a Wire broadcast 
station for broadcasting mainly music pieces in a Wire mode 
or the like. 

The book mark search engine 10 and the broadcast station 
12 are connected to each other through a communication 
line such as Internet or the like. The, above-described play 
list is transmitted from the broadcast station 12 to the book 
mark search engine 10. In the book mark search engine 10, 
the play list thus received is accumulated in the data base 1. 
FIG. 3 shoWs an example of the play list. In the case of FIG. 
3, one segment, that is, the music corresponding to one 
broadcasted music piece, is associated With the name of the 
broadcast station 12 from Which the segment is broadcasted 
(Station Name), the broadcast area of the broadcast station 
12 (Area), a broadcast start time (Start Time) of the segment 
(music piece), a broadcast end time, (End Time) of the seg 
ment and the name of the segment (Content). 

The play list to be accumulated in the data base 1 is not 
necessarily transmitted from the broadcast station 12 from 
Which the segment is actually broadcasted. For example, a 
play list Which is prepared by manually collecting broad 
casted information may be supplied to the data base 1 
through a predetermined storage medium and accumulated 
therein. Further, a play list may be prepared by a system 
different from that of the broadcast station 12, and then 
transmitted to the book mark search engine 10. Play lists of 
plural different broadcast stations 12 may be accumulated in 
the data base 1 With the respective broadcast stations 12 
being identi?ed. 

The book mark search engine 10 and the gateway device 
11 are interactively connected to each other through the 
communication line 8 such as Internet or the like. As 
described in more detail later, the gateWay device 11 is a 
personal computer, for example. It interactively communi 
cates With the book mark search engine 10, While communi 
cating With the assistance terminal 4 oWned by the user. 

The gateWay device 11 is not limited to personal comput 
ers. For example, a set top box for connecting a television 
receiver to a digital netWork may be used as the gateWay 
device 11, for example. In another case, IRD (Integrated 
Receiver Decoder) serving as a digital broadcast receiver 
may be used as the gateWay device 11. 

FIG. 4 shoWs an example of the general appearance of the 
assistance terminal 4 according to the ?rst embodiment. In 
the folloWing description, the assistance terminal 4 is 
referred to as a book marker 4. The book marker 4 has, for 
example, an input unit 20 comprising a button, and a display 
unit 21 on Which the current time is displayed. Further, it is 
provided With a connector 22 Which serves as an electrical 
connection point for communication With the gateWay 
device 11. 

The book marker 4 is of a relatively simple construction as 
described later, and can be accommodated in a compact 
housing, such as one used as a key holder. The book marker 
4 is not limited to this embodiment, and may be installed in 
various other electronic devices. For example, as described 
later, the book marker 4 may be incorporated in a radio 
receiver. It may be mounted in a car stereo system. Needless 
to say, the target in Which the book marker 4 is installed is 
not limited to an electronic device. The book marker 4 is 
preferably installed in something Which is used While mov 
ing or portably used. 

FIG. 5 shoWs an example of the construction of the book 
marker 4 according to the ?rst embodiment. CPU (Central 
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Processing Unit) 25 has a memory, a bus, a predetermined 
interface, etc., Which, for the purpose of simpli?cation are 
not shoWn. CPU 25 is connected to a button 20, a display 
unit 21, a memory 26, a timer 28 and an interface 29. The 
timer 28 is designed to output the current time, and can be 
corrected by the control of the CPU 25, as described beloW. 
The display unit 21 comprises, for example, an LCD (Liquid 
Crystal Display), and the display thereof is controlled by 
CPU 25. Time information output from the timer 28 is sup 
plied to the display unit 21 through CPU 25, and displayed. 
In an alternative embodiment, the display unit 21 may be 
omitted. 

A user’s operation of the button 20 is detected by CPU 25, 
and the time information present at that time in timer 28 is 
stored in the memory 26. As shoWn in FIG. 6, a plurality of 
time information pieces may be stored in the memory 26. 
Symbols based on serial numbers may be provided With the 
respective time information pieces so as to discriminate the 
time information pieces from one another. A terminal ID 27 
stored in a predetermined area of the memory 26 is a unique 
ID to specify each individual book marker 4. 

The interface 29 controls the communication With the 
external, that is, the gateWay device 11 through the connec 
tor 22. No speci?c limitation is imposed on the interface 
protocol, or standards, of the interface 20 for the communi 
cation With the gateWay device 11. For example, USB 
(Universal Serial Bus) may be used as the interface for com 
munication betWeen the book marker 4 and the gateWay 
device 11. As an alternative, the interface protocol de?ned in 
IEEE-l394 may be used. As another alternative, RS-232C 
may be used as the interface for communication. 

The communication is not limited to Wire communication, 
and communication betWeen the book marker 4 and the gate 
Way device 11 may be performed With infrared ray. signals 
by using an interface protocol based on IrDA (Infrared Data 
Association). In this case, the connector 22 and the interface 
29 are designed to communicate by infrared ray signals. 
The book marker 4 may be constructed as an IC card 

obtained by embedding an integrated circuit and a communi 
cation device in a card, or a PC card de?ned by PCMCIA 
(Personal Computer Memory Card International 
association) and JEIDA (Japan Electronic Industry Develop 
ment Association). When the book marker 4 is constructed 
as an IC card, the interface protocol of interface 29 conforms 
to the IC card construction. When the book marker 4 is con 
structed as a PC card, a connector compatible With the PC 
card is provided in the gateWay device 11, for example. 
Communication betWeen the book marker 4 and the gateWay 
device 11 can be performed by directly mounting the book 
marker 4 (as the PC card) in the compatible connector. 
The terminal ID 27 and the time information stored in the 

memory 26 can be read out from the memory 26 and output 
through the interface 29 to the outside on the basis of an 
instruction of CPU 25. 

FIG. 7 shoWs an example of the construction of the gate 
Way device 11. As described above, a general personal com 
puter may be used as the gateWay device 11. FIG. 7 illus 
trates an embodiment Where a general personal computer, or 
alternatively, a laptop or notebook computer, is used as the 
gateWay device 11. CPU 31, ROM (Read Only Memory) 32, 
RAM (Random Access Memory) 33, a display control cir 
cuit 34 and a storage medium, for example, a hard disc 36 
are connected to a bus 30. An input 91 comprising, for 
example, a key board and a prescribed type of pointing 
device Which can output a control signal based on the user’s 
operation is also connected to the bus 30. CPU 31 operates 
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on the basis of a program stored in ROM 32 or a hard disc 
36, and performs predetermined processing on the basis of 
the operation of the input means 91 by the user. RAM 33 is 
used, for example, as a Work memory for CPU 31. The dis 
play control signal output from CPU 31 is supplied to the 
display control circuit 34 to perform a display operation 
based on the display control signal on a display 35. 

Further, an interface 37 to communicate With the book 
marker 4 is connected to the bus 30. The interface 37 is 
compatible With the interface protocol supporting the inter 
face 29 of the book marker 4 such as USB, IEEE-l394, 
RS-232C, IrDA, etc. 
A communication device 38 to communicate With the 

book mark search engine 10 through the communication line 
8 also is connected to the bus 30. The communication device 
38 is a modem or the like, connected to a public telephone 
line as the communication line 8. The gateWay device 11 is 
connected to the Internet through the public telephone line, 
for example, by using the modem, and can perform interac 
tive communication With the book mark search engine 10 
through the Internet. 
A sound processor 39 connected to the bus 30 converts 

digital audio data supplied through the bus 30 to analog 
audio signals. The analog audio signals output from the 
sound processor 39 are reproduced by a speaker 90. 
As described above, it is necessary for the user to register 

information Which identi?es himself into the client data base 
2 of the book mark search engine 10 in advance. The regis 
tration may be performed by using the gateWay device 11. 
First, the user connects the book marker 4 to the gateWay 
device 11 by a prescribed interface. The user then operates 
the gateWay device 11 to register the user and the book 
marker 4 dedicated to the user. 

FIG. 8 shoWs an example of a display on a registration 
frame 40 of the display 35 When the user and the book 
marker 4 dedicated to the user are registered. The name of 
the user is input to a “Name” column 41. The terminal ID 27 
of the book marker 4 is input to a “book mark ID” column 
42. 

The input of the terminal ID 27 described above is per 
formed by the communication betWeen the gateWay device 
11 and the book marker 4. That is, a request for reading out 
the terminal ID 27 is transmitted from the gateWay device 11 
to the book marker 4. Under the control of CPU 25 based on 
this request, the terminal ID 27 is read out from the memory 
26 in the book marker. The terminal ID 27 thus read out is 
transmitted to the gateWay device 11 Whereat it is displayed 
on the “book mark ID” column 42 of the display 35, and also 
stored in RAM 33. 

Further, a post code (such as Zip code) and a telephone 
number for toll call of the place at Which the user resides are 
input to a “post code” column 43 and a “telephone number 
for toll call” column 44, respectively. The geographic area at 
Which the user is located is schematically shoWn as the 
user’s activity area on the basis of the contents input to the 
columns 43 and 44. An area name Which is independently set 
in advance may be input and accessed as a result of this post 
code and toll call number. Information specifying a radio 
station Which is frequently selected by the user is input to a 
“radio station” column 45. In this case, the name of the 
broadcast station (e.g. its call letters) is input. HoWever, it is 
not limited to the broadcast station name, but the frequency 
band of a radio broadcast may be input. 
A user’s credit card number or cash card number is input 

to a “card No.” column 46. The address of the user is accu 
rately input to an “address” column 47. This information is 
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8 
used When a service using the book marker 4 is folloWed by 
money charging processing, as described beloW. 

Each information segment input to the columns 41 to 47 
as described above is stored in RAM 33. When a particular 
operation is initiated, this information is read out from RAM 
33, and transmitted to the book mark search engine 10 by the 
communication device 38. At this time, it is preferable that 
the information to be transmitted is encrypted. 

The timer 28 of book marker 4 may be corrected When the 
book marker and the gateWay device 11 are connected to 
each other, for example, to register the terminal ID 27. When 
interactive communication is carried out betWeen the book 
marker 4 and the gateWay device 11, the timer 28 of the book 
marker 4 can be corrected by using the time information 
output from the timer (not shoWn) resident in the gateWay 
device 11. 

The same processing may be performed by unidirectional 
communication from the book marker 4 to the gateWay 
device 11. For example, When the book marker 4 and the 
gateWay device 11 are connected to each other to transmit 
the terminal ID 27 to the gateWay device 11, time informa 
tion from the timer 28 is transmitted to the gateWay device. 
At the gateWay device, the time information from timer 28 
and the time information represented by the timer resident in 
the gateWay device 11 may be compared With each other and 
the difference therebetWeen is used to calculate the correct 
time for timer 28. 

In these cases, the time information of the timer resident 
in the gateWay device 11 needs to be maintained at a correct 
time. 

In the foregoing description, the book marker 4 has a 
timer. HoWever, the present invention is not limited thereto. 
For example, a counter Which operates With a predetermine 
clock period may be provided to determine time information 
representing the time button 20 is pushed. This time infor 
mation may be the count value of the counter. For example, 
the count value When the user operates the button 20 is 
stored in the memory 26. When the book marker 4 is con 
nected to the gateWay device 11 and the count value stored in 
the memory 26 is transmitted to the gateWay device 11, the 
count value at the transmission time also is transmitted to the 
gateWay device 11 along With the count value read out from 
the memory 26. These count values are used to determine the 
actual time at Which button 20 Was pushed. 

The timer of the gateWay device 11 may be corrected by 
using a master clock located at the book mark search engine 
10. Master clock time information is obtained When the gate 
Way device communicates thereWith through the communi 
cation line 8 by the communication device 38, and the timer 
of the gateWay device 11 is corrected on the basis of this 
master time information. Alternatively, the gateWay device 
11 may be provided With a predetermined receiver to receive 
time information contained in a television broadcast or a 
radio broadcast, and this received time information is used to 
correct the timer of the gateWay device 11. 
The gateWay device 11 calculates the differential count 

value betWeen the count value Which is obtained When the 
user pushes the button 20 and the count value When trans 
mission from the book marker 4 is carried out. If the count 
period of the book marker counter is knoWn, the differential 
count value is readily converted into time and from Which 
the time at Which the user pushes the button 20 in the book 
marker 4 is calculated. Alternatively, the count value of the 
counter of the book marker 4 may be measured in the gate 
Way device after a ?xed period of time folloWing the connec 
tion of the book marker 4 to the gateWay device 11, thereby 
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calculating the differential count value even When the period 
of the counter of the book marker 4 is unclear. 

If this timing calculation is used, the display unit 21 need 
not display the clock information from timer 28 and there 
Would be no need to correct timer 28 of the book marker 4. 

In the foregoing description, the book marker counter per 
forms its counting operation With a predetermined clock 
period. Alternatively, the counter may be operated With a 
clock signal generated at any timing because the count value 
at the time button 20 is pushed and the time that transmission 
to the gateWay device begins are associated With each other. 
For example, the counter can be operated With a clock signal 
based on M sequence Which is generated by using a shift 
register and an exclusive OR circuit. Alternatively, the clock 
signal may be periodically varied to operate the counter. Of 
course, the gateWay device 11 needs to knoW the type of 
clock signal used by the counter in the book marker 4. Use of 
these clock signals to operate the counter can prevent unau 
thoriZed manufacture or use of the book marker 4. 

In the foregoing description, the time at Which the button 
20 is pushed in the book marker 4 is determined on the 
gateWay device 11. Alternatively, the gateWay device 11 sim 
ply may provide time information representing the time at 
Which the button 20 is pushed, and time information repre 
senting the time at Which this time information is transmitted 
from the book marker to the gateWay device; and this time 
information is transmitted to the search engine 10 from 
Which the accurate time at Which the button is pushed can be 
determined as a function of the master clock of the search 
engine. 

Next, the content search processing by the system shoWn 
in FIG. 2 Will be described With reference to the ?owchart of 
FIG. 9. First, in step S10, the terminal ID 27 of the user’s 
book marker 4 is registered to the book mark search engine 
10 described above. The user can use his book marker at any 
place, such as on a street or in a car. For example, if the user 
likes a music piece received by a radio mounted in a car, the 
user pushes the button 20 of the book marker at the time and 
place he hears that music piece. The time information When 
the button 20 is pushed is stored in the memory 26 of the 
book marker 4 (step S11). A plurality of time information 
pieces may be stored in the memory 26 of book marker 4 
(step S12). 
When the book marker 4 and the gateWay device 11 

(abbreviated as G.D in FIG. 9) are connected to each other as 
in step S13, the time information stored in the memory 26 of 
the book marker is read out together With the terminal ID 27, 
and transmitted to the gateWay device through interface 29 
and 37 (step S14). The processing of the step S14 may be set 
to be automatically started When the book marker 4 and the 
gateWay device 11 are connected to each other in step S13. 
In the next step S15, the time information and the terminal 
ID 27 Which are transmitted from the book marker to the 
gateWay device are transmitted from the gateWay device to 
the bookmark search engine 10 through the communication 
line. 

In step S16, in the bookmark search engine 10 performs 
the information search on the basis of the time information 
and the terminal ID transmitted from the gateWay device 11, 
Wherein the time information is used as the search param 
eter. For example, if the user Wishes to knoW music piece 
information, the data base 1 is searched on the basis of the 
time information, and the title of each music piece broad 
casted by each radio station at the time represented by the 
time information is output on the basis of the play list of 
each broadcast station accumulated in the data base 1. 
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The search condition is narroWed by using the registration 

information of the user, that is, the terminal ID27, such that 
the search of the data base is carried out on the basis of the 
terminal ID 27 transmitted from the gateWay device 11, and 
the registration information of the user Which is registered as 
the terminal ID 27 (see FIG. 8). For example, When the play 
list is searched in the data base 1, only the play list of a 
speci?c broadcast station is targeted for the search operation 
by using the broadcast station information (“radio station” 
column 45) When the terminal ID 27 is registered in the book 
mark search engine 10. 
When the play list of the targeted broadcast station is 

searched (step S17), the search result in the bookmark search 
engine 10 is transmitted to the gateWay device 11 and dis 
played on the display frame, an example of Which is 
described later. The displayed search result is checked to 
determine if this information is desired by the user (step 
S18). If no information desired by the user is contained in 
the search result, the gateWay device 11 so apprises the book 
mark search engine 10, and in step S19 the search condition 
is altered to perform the search operation again. For 
example, on the basis of the information input to the “post 
code” column 43 and the “toll call telephone number” col 
umn 44, the target broadcast station (as a search condition) is 
extended to all broadcast stations Which can be received 
Within the range de?ned by the post code and toll call tele 
phone number. The target broadcast station as the search 
condition is not limited to this, and may be extended to a 
geographic area adjacent to the area represented by columns 
43 and 44. 

In the re-searching operation of step S19, the search con 
dition can be automatically set at the book mark search 
engine 10. For example, through the processing of step S10, 
the registration content registered by the user is stepWise 
applied to the search condition. Alternatively, the search 
condition in the re-searching operation may be directly set 
by the user Who inputs a neW search parameter to the gate 
Way device 11. The search parameter thus input is transmit 
ted from the gateWay device to the book mark search engine 
10. 
When information desired by the user is contained in the 

search result, the search result is transmitted from the book 
mark search engine to the gateWay device in step S20. For 
example, in a case Where the information of a music piece is 
searched, the audio data of the music piece that is found is 
transmitted from the book mark search engine 10 to the gate 
Way device 11. The audio data of the music piece may have 
been accumulated in the data base 2 of the book mark search 
engine. Alternatively, the other site Which is connected to the 
book mark search engine through the Internet may be 
requested to transmit the audio data of that music piece. 
The user can store the transmitted audio data on the hard 

disc 36 of the gateWay device 11, for example, and repro 
duce the audio data by sound processor 39 and speaker 90. If 
the user likes the music piece represented by the audio data, 
the user can communicate With the book mark search engine 
10 by using the gateWay device 11 and request to purchase 
the album (CD or the like) on Which the music piece is 
recorded. 

FIG. 10 shoWs an example of the display frame of the 
gateWay device 11 Which displays the search results. On the 
upper portion of the frame are displayed the user name 51, 
the terminal ID 27 and the user’s activity area 52 as derived 
from his registration information. As an example, four 
broadcast stations in his activity area, consisting of three 
radio broadcast stations “AAAA”, “BBBB” and “CCCC” 
and one CATV (Cable Television) broadcast station “DDD” 
are registered. 


















