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(57) ABSTRACT 

A monitor control system capable of reprogramming the 
?inction of a LCD monitor. The monitor control system uti 
liZes VGA signal lines for Video signal transmission during 
normal mode of operation and the same VGA signal lines for 
transmitting erase/record commands and data when the eras 
able programmable ROM inside the monitor demands repro 
gramming. Using an isolator circuit in the monitor control 
system for isolating an erase/record pathway of an erasable 
programmable ROM from a normal Video pathway, data 
within the erasable programmable ROM can be modi?ed 
without opening up the monitor casing. Hence, the modi?ca 
tion of monitor ?inction is much more convenient. 

36 Claims, 5 Drawing Sheets 

/180 

400 
/ Vsync <—— 

ROM ERASE/ 
RECORD 
COMMAND 
DECODER 

1 

MODE RETURN 

ACTIVATION ' 

DEVICE ROM Address, Date, Control signals 

M600 DEVICE 

SIGNAL Hsync <—— 

DETECTOR 2% : 
GND <-—— 



US. Patent Nov. 30, 2010 Sheet 1 of5 US RE41,966 E 

Erase record/y 14 20 
Socke/at 8° F. t 5 3 

us \ |—-—->\-—\Jumper \ Fiosh ROM 

\ 
Vsync 
Hsync 

\ LCD MONITOR 39A 
10“ CONTROLLER 50L 18 

Gnd 

Panel connector 

FIG. 1 (PRIOR ART) 
18 

110 

80 

90 
3 

_____L_ _.__ 

F 1 22 1° 
I l 

I Rom L —————— ——F->——~———'——1‘ {/ 
' mmn I compumzzgiisr R: 

l 1 / / L"; ----------- M} ---- -->---J 

92 94 96 

FIG. 2 (PRIOR ART) 



US. Patent Nov. 30, 2010 Sheet 2 of5 US RE41,966 E 

120 
2 

Flash ROM 

Vsync 
MONITOR CONTROLLER Hsync 

WITH MONITOR- SDA 
180$ IN-SYSTEM SCL 18 

PROGRAMMING ROM R G B 

Panel connector 

FIG. 3 

18 
210 

190 Q 
3 

r "-‘~"1 180 
{ PARALLEL PORT 1 
1 VGA ADAPTER : 
} S L- ----------- _-A f 

192 PROGRAMMING I 
: COMPUTERL MONITORL: 200 
L * _ _ _ _ _ _ _ _ _ _ _ . _ _ _ _ ? _ ____/J_J 

194 19s 



US. Patent Nov. 30, 2010 Sheet 3 

IMAGE— 

CIRCUIT 
PROCESSING 

/\/ 700 

/\/ 500 

RECORD 
COMMAND 
DECODER 

ROM ERASE/ 
ACTIVATION ' 

400 
/J 

0f5 US RE41,966 E 

DEVICE ROM Address, Date, Control signals 

DEVICE 
MODE RETURN 

\AOOO 

SDA--> 
SCL —-> 

Hsync-a 
Vsync—+ 

MISP__START 

FIG. 5 

IIC MULTIPLE 
ADDRESS CONTENT 

COMPARATOR 

Set 

L/ 300 
————>SDA 
‘—> SCL 

——> 

———> Vsync 
Hsync 

310 

PROGRAMMING 
CONTROL FLAG UNIT 

MONITOR-IN-SYSTEM /\/ 320 

FIG. 6 
/4OO 

13L VIDEO PATHWAY 
ERASE/RECORD 

PATHWAY ISOLATOR 
/\/ 420 

SDA,SCL,Vsync,Hsync 
ERASE/ RECORD PATHWAY Select 

MISP__START 
---> 

MONITOR-IN-SYSTEM 
REPROGRAMMING 

INITIALIZATION CIRCUIT 

/\/ 41 O 

<——— MISP_St0p 

FIG. 7 



US. Patent Nov. 30, 2010 Sheet 4 of5 US RE41,966 E 

0 UL 

% S 

A D 

f S 

0 v 

1 5 
f E 
M 

FT“ 8 WW "m TR 
WU N d 

m 0 

e R 
0 d 

2 \\ S 
5 m 

f R E 

0% IV nnnvww CE 0 WuLDD /D EANn wMiw E w M C A 

FIG. 8 

520 

I 

l 
l 
l 

...1 

CENTRAL 
PROCESSING UNIT 

RANDOM ACCESS MEMORY 1K, 526 

s 

ERASE/RECORD 
CONTROL REGISTER 

I 
DIG toErase / Read/ Write 

l_________________.________.__._ 

FIG. 9 

W T S. w 

w. N 

a 5 

‘ R E 

N N 

R R5 U _| U m mm mm“ 
L 

E“ E0 D DR 0 OM M MO 
C 

N u a 0 ...m 8 m .awD uh. 
d M A / 

d 0 e R 

FIG . 1 O 



US. Patent Nov. 30, 2010 Sheet 5 0f 5 

ENTER THE MONITOR-IN-SYSTEM 
PROGRAMMING MODE OF OPERATION 

AND DECIDE IF THE COMMAND DEMANDS A 
RETURN TO THE NORMAL MODE 

READ IN ERASE/ RECORD DATA AND WRITE 
THE DATA INTO AN INTERNAL MEMORY UNIT 

FIG. 11 

US RE41,966 E 



US RE41,966 E 
1 

DEVICE AND METHOD FOR REPEATEDLY 
UPDATING THE FUNCTION OF A LCD 

MONITOR 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

CROSS-REFERENCE TO RELATED 
APPLICATION 

More than one reissue applications have been filed for the 
reissue of US. Pat. No. 6, 697, 058. This application is a con 
tinuation reissue application ofreissue application Ser. No. 
11/361,038,?led on Feb. 22, 2006, now allowed. The prior 
reissue application Ser. No. 11/361,038 is based on US. 
application Ser. No. 10/418,435, filed on Apr 1 7, 2003, now 
US. Pat. No. 6, 697, 058. US. Pat. No. 6, 697, 058 is a 
continuation-in-part of application Ser. No. 09/575,890, 
?led on May 22, 2000, now [pending] US. Pat. No. 6,661, 
411, which is a continuation-in-part of application Ser. No. 
09/414,251, ?led on Oct. 7, 1999, now U.S. Pat. No. 6,295, 
053. [This application] The US. Pat. No. 6,697,058 is also a 
continuation-in-part of application Ser. No. 09/543,008, 
?led on Apr. 4, 2000, now U.S. Pat. No. 6,577,301[, now 
allowed]. The entirety of each of the above-mentioned pat 
ents is hereby incorporated by reference herein and made a 
part ofthis speci?cation. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The invention relates to a device and a method for repeat 
edly updating the function of a liquid quid crystal (LCD) 
monitor, and more particularly to a device and a method for 
repeatedly updating the function of a LCD monitor by using 
Display Data Channel (DDC) signal lines for signal trans 
mission. 

2. Description of the Related Art 
In a current monitor system, particularly to a LCD 

monitor, a monitor controller must be exchanged when func 
tion modifying or debugging, resulting in high cost con 
sumed. As to a further advanced monitor system, a corre 
sponding monitor controller has a build-in read only 
memory (ROM) which is an erasable programmable read 
only memory. By updating data stored in the erasable pro 
grammable read only memory, function modi?cation and 
debugging can be achieved. 

Referring to FIG. 1, a conventional programmable LCD 
monitor with the circuit block diagram is shown. The con 
ventional LCD monitor has a total of 18 VGA signal lines 
electrically coupled to aVGA card, which includes a vertical 
synchronous signal (V sync) line, a horizontal synchronous 
signal (Hsync) line, a serial data (SDA) line, a serial clock 
(SCL) line, a ground (Gnd) line, a red (R) line, a green (G) 
line and a blue (B) line. During a normal operation, the LCD 
monitor controller 10 receives the VGA signals. The LCD 
monitor also coupled to a jumper 14 for connection to the 
?ash ROM 20 or the erase/record socket 80. The ?ash ROM 
20 stores the data used to control the displaying function. In 
addition, the LCD monitor 10 also has a panel connector to 
connect to the LCD displaying panel (not shown). Usually, 
the monitor controller 10 controls the display panel (not 
shown) based on the VGA signals. The Hsync, Vsync, SDA, 
SCL and R.G.B signal lines are electrically coupled to the 
monitor controller 10 for driving the scan and data signals to 
the LCD displaying panel. 
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2 
When it is necessary to modify the function of the monitor 

system, data stored in the ?ash ROM 20 needs to be updated. 
First, the case of the monitor must be opened. Then, the ?rst 
jumper 14 is used to separate the original circuit and the 
rewriting pathway to the ?ash ROM. And then, a cable con 
nected to the socket 80 to transmit the updated data. 

FIG. 2 is a schematic view showing the connection of a 
conventional LCD monitor system with a memory erase/ 
record system. After the external casing of the monitor 100 is 
open, a main circuit board 110 is revealed. An erase/record 
socket 80 and a set of VGA signal lines 18 are laid on the 
circuit board 110. The ?rst jumper 14 is found within a 
jumper area 22. The memory erase/record system 90 
includes a ROM writer 92, a computer system 94 and a 
programming monitor 96. The computer system 94 controls 
all the operations of the ROM writer 92. Programming status 
of the operation can be observed through the programming 
monitor 96. When the ROM writer is plugged into the erase/ 
record socket 80 of the main circuit board 110, memory 
inside the monitor can be reprogrammed by the computer 94 
so that a different monitor function can be used. 

Obviously, it is really inconvenient to update the monitor 
system because the case of the conventional monitor must be 
?rst opened, and then the jumper has to be switched for 
recording the erasable programmable read only memory of 
the monitor controller 10. 

As a result, it is rather inconvenience when the monitor 
system, such as LCD monitor, is updated because it is neces 
sary to open the case of the monitor and to switch jumpers 
for recording the erasable programmable read only memory 
of the monitor controller 10. 

SUMMARY OF THE INVENTION 

The invention is to provides a device for reprogramming 
function of a LCD monitor, which needs not to open the case 
and needs no the conventional jumper. Also and, it is not 
necessary to include a connector with pre-designed layout 
for isolating the previously original circuit and the rewriting 
pathway to the ?ash memory. The displaying function of the 
LCD monitor can be repeatedly updated and the information 
about on-screen display. 
The present invention provides a LCD monitor control 

system capable of reprogramming monitor function. The 
monitor control system utilizes the VGA signal lines for 
transmitting signals during normal operation. The same 
VGA signal lines are also used for transmitting erase/record 
commands to the monitor system and to erase/record data 
into an external erasable programmable ROM. 
The invention provides a device for reprogramming func 

tion of a LCD monitor, which includes a set of video graphic 
adapter (VGA) signal lines for transmitting a plurality of 
erase/record commands and a plurality of erase/record data. 
A signal detector is coupled to the VGA signal lines for 
detecting and re-transmitting the erase/record commands 
and data. An activation device is coupled to the signal 
detector, wherein the activation device is normally con 
nected to a video pathway, but as soon as erase/record com 
mands are detected, the activation device is switched to an 
erase/record pathway so that erase/record commands and 
data can be re-directed. A read-only-memory (ROM) erase/ 
record command decoder is coupled to the activation device 
via the erase/record pathway, wherein the decoder translates 
the erase/record commands into a plurality of erase/read/ 
write signals and translates the erase/record data into a plu 
rality of address signals and a plurality of data signals. A 
plurality of address signals, a plurality of data signals and a 
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plurality of control signals are coupled to the ROM erase/ 
record command decoder. Consequently, data stored in the 
external ROM unit can be modi?ed, according to the 
address, data and erase/read/Write signals coming from the 
command decoder. A mode return device is coupled to the 
ROM erase/record command decoder and the activation 
device. Wherein, the reprogramming status of the ROM unit 
can be determined from the address, data and read/Write 
signals so that the activation device can be triggered to 
sWitch over connection from the erase/record pathWay to the 
video pathWay as soon as reprogramming is ?nished. 

In the foregoing device, the signal detector further 
includes an inter-integrated circuit multiple address content 
comparator circuit, Which is coupled to the VGA signal lines 
for comparing With a plurality of consecutive address 
sequences in the erase/record data such that a set signal is 
transmitted When there is a match With a pre-set address 
sequence. A monitor-in-system programming control ?ag 
unit is coupled to the inter-integrated circuit multiple address 
content comparator circuit for transmitting a start signal 
after receiving the set signal. 

In the foregoing device, the activation device further 
includes a monitor-in-system reprogramming initialization 
circuit for producing a select signal after receiving the start 
signal, as Well as an erase/record pathWay isolator for 
sWitching over connection from the video pathWay to the 
erase/record pathWay after receiving the select signal and 
transmitting the erase/record commands and data via the 
erase/record pathWay. 

In the foregoing device, the ROM erase/record command 
decoder further includes an inter-integrated interface circuit 
for receiving and translating the erase/record commands and 
data, as Well as an erase/record command decoder for receiv 
ing translated erase/record commands and data and output 
ting address, data and erase/read/Write signals. 

In the foregoing device, the erase/record command 
decoder further includes a hidden ROM for holding a pro 
gram code for erase/record commands; a random access 
memory (RAM) unit for holding erase/record data; a central 
processing unit coupled to the hidden ROM, the RAM unit 
and the inter-integrated interface circuit. Wherein the central 
processing unit receives the erase/record commands and 
data passing through the inter-integrated circuit interface cir 
cuit and then stores the erase/record data in the RAM unit, 
While the erase/record commands are decoded by referring 
to the program code in the hidden ROM and then the 
decoded commands are re-transmitted. An erase/record con 
trol register coupled to the central processing unit for receiv 
ing the decoded erase/record commands and converting the 
erase/record commands into the interface control signals or 
erase/read/Write signals, and converting the erase/record 
data stored in the RAM unit into address and data signals. 

The invention further provides a system for reprogram 
ming the function of a liquid crystal display (LCD) monitor, 
Which comprises an erase/record device for holding and 
transmitting a plurality of erase/record commands and a plu 
rality of erase/record data. A set of video graphic adapter 
(VGA) signal lines coupled to the erase/record device for 
transmitting the erase/record commands and data. And, a 
LCD monitor controller With a monitor-in-system program 
ming function, Wherein the LCD monitor controller is 
coupled to the VGA signal lines so that the erase/record 
commands of the erase/record device and data are received 
from the erase/record device via the VGA signal lines, and 
then a plurality of address signals, a plurality of data signals, 
and a plurality of control signals are exported for reprogram 
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4 
ming a ROM unit, Wherein the ROM unit coupled to the 
LCD monitor controller via signal lines for transferring the 
address signals, the data signals and the control signals, so 
that data stored in the ROM unit can be modi?ed according 
to the address signals and the control signals, and the data 
signals coming from the LCD monitor controller. 

In the forgoing invention, the LCD monitor controller 
With monitor-in-system programming function includes a 
signal detector coupled to the VGA signal lines for detecting 
and transmitting the erase/record commands and data. An 
activation device is coupled to the signal detector. Wherein 
the activation device is normally connected to a video 
pathWay, but as soon as erase/record commands is detected, 
the activation device is sWitched to an erase/record pathWay 
so that erase/record commands and data can be re-directed. 
A ROM erase/record command decoder is coupled to the 
activation device via the erase/record pathWay, Wherein the 
decoder translates the erase/record commands into a plural 
ity of erase/read/Write signals and translates the erase/record 
data into a plurality of address signals and a plurality of data. 
A mode return device is coupled to the ROM erase/record 
command decoder and the activation device. Wherein, the 
reprogramming status of the ROM unit can be determined 
from the address, data and erase/read/Write signals so that 
the activation device can be triggered to sWitch over connec 
tion from the erase/record pathWay to the video pathWay as 
soon as reprogramming is ?nished. 

The invention also provides a method for reprogramming 
the function of a LCD monitor system. The method includes 
tapping a plurality of signals from a set of video graphic 
adapter (VGA) signal lines to perform a plurality of con 
secutive address sequence comparisons With a pre-set 
address sequence. A programming mode inside the LCD 
monitor system is triggered When one of the tapped consecu 
tive address sequences matches that of the pre-set address 
sequence. An erase/record command is read and it is decided 
What actions to take as soon as the programming mode is 
activated. The erase/record data is read and the erase/record 
data is Written into a memory unit When the erase/record 
command is for a Write operation, and then returning to the 
previous step. When the erase/record command demands a 
return to a non-programming mode, the process returns back 
to the very ?rst step. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will become more fully understood from 
the detailed description given hereinafter and the accompa 
nying draWings Which are given by Way of illustration only, 
and thus do not limit the present invention, and Wherein: 

FIG. 1 is a block diagram shoWing the circuit connections 
of various elements of a conventional programmable LCD 
monitor system; 

FIG. 2 is a schematic vieW shoWing the connection of a 
conventional LCD monitor system With a memory erase/ 
record system; 

FIG. 3 is a block diagram shoWing the circuit connections 
of various elements of a programmable monitor system 
according to this invention; 

FIG. 4 is a schematic vieW shoWing the connection of a 
LCD monitor system according to this invention With an 
erase/record device; 

FIG. 5 is a block diagram shoWing the circuit connections 
of various internal elements of the LCD monitor controller 
according to this invention; 

FIG. 6 is a block diagram shoWing the circuit connections 
of various internal elements of the signal detector according 
. to this invention; 
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FIG. 7 is a block diagram showing the circuit connections 
of various internal elements of the activation device accord 
ing to this invention; 

FIG. 8 is a block diagram showing the circuit connections 
of various internal elements of the ROM erase/record com 
mand decoder according to this invention; 

FIG. 9 is a block diagram shoWing the circuit connections 
of various internal elements of the erase/record command 
decoder; 

FIG. 10 is a block diagram shoWing the circuit connec 
tions of various internal elements of the mode return device; 
and 

FIG. 11 is a ?oW chart shoWing the steps for reprogram 
ming the memory inside a LCD monitor system of this 
invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring to FIG. 3, a block diagram schematically shoWs 
the circuit connections of various elements of a program 
mable monitor system according to this invention. The 
invention uses a monitor controller 180 With monitor-in 
system programming function to receive the VGA signals 
18, including Vsync, Hsync, SDA, SCL, and R.G.B. signals. 
The monitor controller 180 is also coupled to a LCD display 
ing panel (not shoWn) through a panel connector and a ?ash 
ROM 120. The VGA signals 18 are input to the monitor 
controller 180, then the monitor controller 180 also refers to 
the program stored in the ?ash ROM 120 to drive the LCD 
displaying panel. 
When the function of driving program in the ?ash ROM 

120 is desired to be updated, the updated program and data 
can be Written to the ?ash ROM 120 Without the need of 
opening the case of the monitor and the jumper for sWitch 
ing. For example, the updated information can be input 
through the SDA and SCL signal lines. Compared to the 
prior art, it is unnecessary to open the case of the monitor. In 
other Words, the function update of the monitor can be 
achieved by just using the original signal lines 18. 

FIG. 4 is a schematic vieW shoWing the connection of a 
LCD monitor system according to this invention With an 
erase/record device. The main circuit board 210 inside a 
monitor 200, such as a LCD monitor, is connected to an 
erase/record device 190 via the set of VGA signal lines 18. 
To reprogram the function of the monitor, erase/record com 
mands and erase/record data are ?rst programmed into a 
computer system 194. The erase/record commands and data 
are translated into an inter-integrated circuit (IIC) interface 
format. The translated erase/record commands and data are 
output from a parallel port VGA adapter via the set of VGA 
signal lines into the ROM unit inside the monitor controller 
180. 

Alternatively, the erase/record device can utiliZe an inter 
integrated circuit (IIC) interface circuit platform. To repro 
gram the function of the monitor, erase/record commands 
and data are ?rst Written into the memory area of the IIC 
interface circuit platform. The erase/record commands and 
data are sent in the IIC interface format to the ROM inside 
the monitor controller 180 directly via the VGA signal lines. 

In this embodiment of the invention, the serial data line 
SDA and the serial clock line SCL of the VGA signal lines 
are used to transmit erase/record commands and data in the 
IIC interface format. In practice, any tWo of the signal lines 
including SDA, SCL, Hsync and Vsync can be used for 
transmitting erase/record commands and data in the IIC 
interface format. 
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6 
FIG. 5 is a block diagram shoWing the circuit connections 

of various internal elements of the monitor controller 
according to this invention. The monitor controller 180, 
Which carries a ROM With a built-in control program, 
includes a signal detector 300, an activation device 400, a 
ROM erase/record command decoder 500, a mode return 
device 600, image-processing circuits 700, Which is the cir 
cuits other than the circuits belonging to the monitor control 
ler 180, and a ROM unit 800. 
VGA signal lines are connected to the signal detector 300. 

The signal detector 300 is a device for detecting any erase/ 
record commands and data on the VGA signal lines. Signals 
are next delivered to the activation device 400. 

The activation device 400 has a video pathWay and an 
erase/record pathWay. When erase/record commands are 
detected by the signal detector 300, the erase/record com 
mands and data are re-directed to the ROM erase/record 
command decoder 500 via the erase/record pathWay by the 
activation device 400. In the normal mode of operation, 
video signals are re-directed to the image-processing circuits 
700 via the video pathWay by the activation device 400. 
The ROM erase/record command decoder 500 translates 

the erase/record commands into erase/read/Write signals to 
be used by the ROM unit 120 and the erase/record data are 
also translated into addresses and data signals. The trans 
lated signals are the sent to the ROM unit 120 so that moni 
tor function can be modi?ed. 

The ROM erase/record command decoder 500 produces 
the address signals, the data signals, and the control signals 
and then exports the signals to an external ROM unit (not 
shoWn), Which stores a program code and data used for per 
forming displaying function. The external ROM can, for 
example, be the ?ash memory or erasable programmable 
ROM. HoWever, if an updated program is desired, the pro 
gram code can be erased and reprogrammed according to the 
address signals, data signals and erase/read/Write signals 
picked up by the ROM unit. 
The mode return device 600 is coupled to the ROM erase/ 

record command decoder 500 and the activation device 400. 
According to address, data and read/Write signals feedback 
from the decoder 500, progress in the reprogramming of 
ROM 120 can be determined. When the reprogramming is 
?nished, the mode return device 600 signals to the activation 
device 400 so that connection to the video pathWay is 
re-established. 

In the folloWing, elements and operation of each device 
are described in detail. 

FIG. 6 is a block diagram shoWing the circuit connections 
of various internal elements of the signal detector according 
to this invention. The inter-integrated circuit multiple 
address content comparator 310 of the signal detector 300 
taps the signals on the signal line SDA continuously, trying 
to match a pre-set address sequence. When the tapped con 
secutive address sequence matches that of the pre-set 
address sequence, a Set signal is sent to a monitor-in-system 
programming control ?ag unit 320. The transmission of a 
Set signal to the ?ag unit 320 indicates that reprogramming 
of the monitor system is desired. Consequently, a monitor 
in-system programming start MISPiSTART signal is trans 
mitted to the activation device 400. 

FIG. 7 is a block diagram shoWing the circuit connections 
of various internal elements of the activation device accord 
ing to this invention. As soon as the monitor-in-system 
reprogramming initialiZation circuit 410 of the activation 
device 400 picks up the MISPiSTART signal from the con 
trol ?ag unit 320, a Select signal is transmitted to an erase/ 
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record pathway isolator 420. On receiving the Select signal, 
the isolator 420 sWitches over the connection from the video 
pathWay to the erase/record pathWay so that erase/record 
commands and data signals is able to pass on. FIG. 8 is a 
block diagram shoWing the circuit connections of various 
internal elements of the ROM erase/record command 
decoder according to this invention. The HC interface circuit 
510 of the ROM erase/record command decoder 500 picks 
up the erase/record commands and data from the activation 
device 400. The erase/record commands and data are trans 
lated into an erase/record commands and data format com 
patible to the erase/record command decoder 520. The erase/ 
record command decoder 520 converts the translated erase/ 
record commands and data into address, data and erase/read/ 
Write signals. These address, data and erase/read/Write 
signals are transmitted to the ROM 120 for reprogramming. 

FIG. 9 is a block diagram shoWing the circuit connections 
of various internal elements of the erase/record command 
decoder. The erase/record command decoder 520 includes a 
hidden ROM 522, a RAM unit 526, a central processing unit 
(CPU) 524 and an erase/record control register 528. 
The hidden ROM 522 is a device for storing the program 

code of erase/record commands, and the RAM unit 526 is a 
device for storing erase/record data. The central processing 
unit 524 picks up the translated erase/record commands and 
data from the HC interface circuit. The erase/record data is 
stored in the RAM unit 526. The erase/record commands are 
decoded using the decoding program inside the hidden ROM 
522. The decoded erase/record commands are transmitted to 
an erase/record control register 528 Where the commands are 
converted into ROM interface control signals or erase/read/ 
Write signals. The erase/record data stored in the RAM unit 
526 is converted into address and data signals by the central 
processing unit 524. 

The erase/record command decoder 520 can also be 
implemented using a hardWare circuit. The erase/record 
commands picked up from the 11C circuit are divided into 
different states so that the commands can easily be converted 
into erase/read/Write, address and data signals. 

FIG. 10 is a block diagram shoWing the circuit connec 
tions of various internal elements of the mode return device. 
The mode return register 620 of the mode return device 600 
picks up feedback address, data and read/Write signals from 
the erase/record control register 528. When the erase/record 
procedure is complete, a mode return signal is sent to the 
mode return circuit 610. As soon as the mode return circuit 
610 picks up the mode return signal, a monitor-in-system 
programming MlSPiSTOP signal is issued to the activation 
device 400. The activation device 400 immediately sWitches 
over the connection from the erase/record pathWay to the 
video pathWay. 4 

FIG. 11 is a How chart shoWing the steps for reprogram 
ming the ROM inside a monitor system of this invention. 
First, the monitor system monitors incoming signals repeat 
edly to check for anything abnormal. Nothing happens in the 
normal or the video transmission mode. When something 
abnormal is sensed by the monitor system, signals on the 
VGA signal lines are tapped and a consecutive address 
sequence is compared With a pre-set address sequence. If the 
tapped address does not match the pre-set address, the moni 
tor system returns to a normal mode. HoWever, if there is a 
match betWeen the tapped address sequence and the pre-set 
address sequence, the monitor system enters a reprogram 
ming mode. The incoming erase/record commands are 
checked by the monitor system. If the erase/record command 
demands that the system perform a memory Write operation, 
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erase/record data are Written into the ROM unit inside the 
monitor controller. Thereafter, the next erase/record com 
mand is read. On the other hand, if the erase/record com 
mand demands a return to the normal mode of operation, the 
monitor system returns to the normal mode and mode check 
ing is again carried out. 

In summary, the invention provides a monitor control sys 
tem capable of reprogramming the function of a LCD moni 
tor. The monitor control system utiliZes the VGA signal lines 
for signal transmission in normal operation and the same 
VGA signal lines in the modi?cation of data inside the eras 
able programmable ROM of a monitor controller in the 
reprogramming mode. The original cable used by the VGA 
card can be used to reWrite a program used by the LCD 
monitor controller Without opening the case and no need of 
the jumper. Also and, the related on-screen display informa 
tion can also be updated. 

It Will be apparent to those skilled in the art that various 
modi?cations and variations can be made to the structure of 
the present invention Without departing from the scope or 
spirit of the invention. In vieW of the foregoing, it is intended 
that the present invention cover modi?cations and variations 
of this invention provided they fall Within the scope of the 
folloWing claims and their equivalents. 
What is claimed is: 
[1. A device for reprogramming the function of a liquid 

crystal display (LCD) monitor, comprising: 
a set of video graphic adapter (VGA) signal lines for 

transmitting a plurality of erase/record commands and a 
plurality of erase/record data; 

a signal detector coupled to the VGA signal lines for 
detecting and re-transmitting the erase/record com 
mands and data; 

an activation device coupled to the signal detector, 
Wherein the activation device is normally connected to 
a video pathWay, but as soon as erase/record commands 
are detected, the activation device is sWitched to an 
erase/record pathWay so that erase/record commands 
and data can be re-directed; 

a read-only-memory (ROM) erase/record command 
decoder connected to the activation device via the 
erase/record pathWay, Wherein the decoder translates 
the erase/record commands into a plurality of control 
signals and translates the erase/record data into a plu 
rality of address signals and a plurality of data signals; 

a plurality of signal lines for transferring the control 
signals, the address signals, and the data signals to an 
external ROM unit, Wherein a content of the ROM unit 
can be modi?ed according to the control signals, the 
address signals, and the data signals; and 

a mode return device coupled to the ROM erase/record 
command decoder and the activation device, Wherein 
the reprogramming status of the ROM unit can be 
determined from the address, data and read/Write sig 
nals so that the activation device can be triggered to 
sWitch over connection from the erase/record pathWay 
to the video pathWay as soon as reprogramming is ?n 

ished.] 
[2. The device of claim 1, Wherein the erase/record com 

mands and data come from an erase/record device that 
couples to the VGA signal lines.] 

[3. The device of claim 2, Wherein the erase/record device 
is a computer platform that sends the erase/record com 
mands and data in an inter-integrated circuit interface format 
via a parallel port VGA adapter] 

[4. The device of claim 2, Wherein the erase/record device 
is an inter-integrated circuit interface circuit platform for 
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transmitting erase/record commands and data in an inter 
integrated circuit interface format] 

[5. The device of claim 1, Wherein the signal detector 
further includes: 

an inter-integrated circuit multiple address content com 
parator circuit coupled to the VGA signal lines for com 
paring With a plurality of consecutive address 
sequences in the erase/record data such that a set signal 
is transmitted When there is a match With a pre-set 
address sequence; and 

a monitor-in-system programming control ?ag unit 
coupled to the inter-integrated circuit multiple address 
content comparator circuit for transmitting a start signal 
after receiving the set signal 

[6. The device of claim 1, Wherein the activation device 
further includes: 

a monitor-in-system reprogramming initialiZation circuit 
for producing a select signal after receiving the start 
signal; and 

an erase/record pathWay isolator for sWitching over con 
nection from the video pathWay to the erase/record 
pathWay after receiving the select signal and transmit 
ting the erase/record commands and data via the erase/ 
record pathWay.] 

[7. The device of claim 1, Wherein the ROM erase/record 
command decoder further includes: 

an inter-integrated interface circuit for receiving and 
translating the erase/record commands and data; and 

an erase/record command decoder for receiving translated 
erase/record commands and data and outputting 
address, data and erase/read/Write signals.] 

[8. The device of claim 7, Wherein the erase/record com 
mand decoder further includes: 

a hidden ROM for holding a program code for erase/ 
record commands; 

a random access memory (RAM) unit for holding erase/ 
record data; 

a central processing unit coupled to the hidden ROM, the 
RAM unit and the inter-integrated interface circuit, 
Wherein the central processing unit receives the erase/ 
record commands and data passing through the inter 
integrated circuit interface circuit and then stores the 
erase/record data in the RAM unit, While the erase/ 
record commands are decoded by referring to the pro 
gram code in the hidden ROM and then the decoded 
commands are re-transmitted; and 

an erase/record control register coupled to the central pro 
cessing unit for receiving the decoded erase/record 
commands and converting the erase/record commands 
into the interface control signals or erase/read/Write 
signals, and converting the erase/record data stored in 
the RAM unit into address and data signals.] 

[9. The device of claim 7, Wherein the erase/record com 
mand decoder is a hardWare circuit that separates each erase/ 
record command picked up by the inter-integrated circuit 
into a plurality of states for ease of decoding and converts 
the erase/record commands and data into erase/read/Write, 
address and data signals.] 

[10. The device of claim 1, Wherein the mode return 
device further includes: 

a mode return control register for receiving the address, 
data and erase/read/Write signals and producing a mode 
return signal as soon as a reprogramming operation is 
?nished; and 

a mode return circuit coupled to the mode return control 
register and the activation device for sending a stop 
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signal to the activation device after receiving the mode 
return signal so that the activation device sWitches over 
connection from the erase/record pathWay back to the 
video pathWay.] 

[11. The device of claim 1, Wherein the external ROM unit 
comprises a ?ash ROM unit.] 

[12. The device of claim 1, Wherein the external ROM unit 
comprises an erasable programmable ROM unit.] 

[13. A system for reprogramming the function of a liquid 
crystal display (LCD) monitor, comprising: 

an erase/record device for holding and transmitting a plu 
rality of erase/record commands and a plurality of 
erase/record data; 

a set of video graphic adapter (VGA) signal lines coupled 
to the erase/record device for transmitting the erase/ 
record commands and data; and 

a LCD monitor controller With a monitor-in-system pro 
gramming function, Wherein the LCD monitor control 
ler is coupled to the VGA signal lines so that the erase/ 
record commands of the erase/record device and data 
are received from the erase/record device via the VGA 
signal lines, and then a plurality of address signals, a 
plurality of data signals, and a plurality of control sig 
nals are exported for reprogramming a ROM unit, 
Wherein 

the ROM unit coupled to the LCD monitor controller via 
signal lines for transferring the address signals, the data 
signals and the control signals, so that data stored in the 
ROM unit can be modi?ed according to the address 
signals and the control signals, and the data signals 
coming from the LCD monitor controller.] 

[14. The system of claim 13, Wherein the erase/record 
device is a computer platform that sends the erase/record 
commands and data in an inter-integrated circuit interface 
format via a parallel port VGA adapter.] 

[15. The system of claim 13, Wherein the erase/record 
device is an inter-integrated circuit interface circuit platform 
for transmitting erase/ record commands and data in an inter 
integrated circuit interface format.] 

[16. The system of claim 13, Wherein the LCD monitor 
controller With monitor-in-system programming function 
includes: 

a signal detector coupled to the VGA signal lines for 
detecting and transmitting the erase/record commands 
and data; 

an activation device coupled to the signal detector, 
Wherein the activation device is normally connected to 
a video pathWay, but as soon as erase/record commands 
is detected, the activation device is sWitched to an 
erase/record pathWay so that erase/record commands 
and data can be re-directed; 

a ROM erase/record command decoder connected to the 
activation device via the erase/record pathWay, Wherein 
the decoder translates the erase/record commands into a 
plurality of erase/read/Write signals and translates the 
erase/record data into a plurality of address signals and 
a plurality of data signals; and 

a mode return device coupled to the ROM record com 
mand decoder and the activation device, Wherein the 
reprogramming status of a ROM unit can be determined 
from the address, data and erase/read/Write signals so 
that the activation device can be triggered to sWitch 
over connection from the erase/record pathWay to the 
video pathWay as soon as reprogramming is ?nished.] 
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[17. The system of claim 16, wherein the signal detector 
further includes: 

an inter-integrated circuit multiple address content com 
parator circuit coupled to the VGA signal lines for com 
paring With a plurality of consecutive address 
sequences in the erase/record data such that a set signal 
is transmitted When there is a match With a pre-set 
address sequence; and 

a monitor-in-system programming control ?ag unit 
coupled to the inter-integrated circuit multiple address 
content comparator circuit for transmitting a start signal 
after receiving the set signal 

[18. The system of claim 16, Wherein the activation device 
further includes: 

a monitor-in-system reprogramming initialiZation circuit 
for producing a select signal after receiving the start 
signal; and 

an erase/record pathWay isolator for sWitching over con 
nection from the video pathWay to the erase/record 
pathWay after receiving the select signal and transmit 
ting the erase/record commands and data via the erase/ 
record pathWay.] 

[19. The system of claim 16, Wherein the ROM erase/ 
record command decoder further includes: 

an inter-integrated interface circuit for receiving and 
translating the erase/record commands and data; and 

an erase/record command decoder for receiving translated 
erase/record commands and data and outputting 
address, data and erase/read/Write signals.] 

[20. The system of claim 19, Wherein the erase/record 
command decoder further includes: 

a hidden ROM for holding a program code for erase/ 
record commands; 

a random access memory (RAM) unit for holding erase/ 
record data; 

a central processing unit coupled to the hidden ROM, the 
RAM unit and the inter-integrated interface circuit, 
Wherein the central processing unit receives the erase/ 
record commands and data passing through the inter 
integrated circuit interface circuit and then stores the 
erase/record data in the RAM unit, While the erase/ 
record commands are decoded by referring to the pro 
gram code in the hidden ROM after Which the decoded 
commands are re-transmitted; and 

an erase/record control register coupled to the central pro 
cessing unit for receiving the decoded erase/record 
commands and converting the erase/record commands 
into the interface control signals or erase/read/Write 
signals, and converting the erase/record data stored in 
the RAM unit into address and data signals.] 

[21. The system of claim 19, Wherein the erase/record 
command decoder is a hardWare circuit that separates each 
erase/record command picked up by the inter-integrated cir 
cuit into a plurality of states for ease of decoding and con 
verts the erase/record commands and data into erase/read/ 
Write, address and data signals.] 

[22. The system of claim 16, Wherein the mode return 
device further includes: 

a mode return control register for receiving the address, 
data and read/Write signals and producing a mode 
return signal as soon as a reprogramming operation is 
?nished; and 

a mode return circuit coupled to the mode return control 
register and the activation device for sending a stop 
signal to the activation device after receiving the mode 
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return signal so that the activation device sWitches con 
nection from the erase/record pathWay back to the 
video pathWay.] 

[23. The system of claim 13, Wherein the ROM unit inside 
the monitor controller is a ?ash ROM unit.] 

[24. The system of claim 13, Wherein the ROM unit com 
prises an erasable programmable ROM unit.] 

[25. A method for reprogramming the function of a liquid 
crystal display (LCD) monitor system, comprising the steps 
of: 

tapping a plurality of signals from a set of video graphic 
adapter (VGA) signal lines to perform a plurality of 
consecutive address sequence comparisons With a pre 
set address sequence; 

triggering a programming mode inside the LCD monitor 
system When one of the tapped consecutive address 
sequences matches that of the pre-set address sequence; 

reading an erase/record command and deciding What 
actions to take as soon as the programming mode is 

activated; 
reading in erase/record data and Writing the erase/record 

data into a memory unit When the erase/record com 
mand is for a Write operation, and then returning to the 
previous step; and 

returning to the very ?rst step When the erase/record com 
mand demands a return to a non-programming mode.] 

[26. The method of claim 25, Wherein reprogramming 
starts only When the LCD monitor system is not operating in 
a normal mode.] 

[27. The method of claim 25, Wherein the LCD monitor 
system continues to operate in a normal video transmission 
mode When the tapped consecutive address sequence does 
not match any pre-set address sequence.] 

28. A devicefor reprogramming thefunction ofa display, 
comprising: 

a set ofvideo signal lines for transmitting a plurality of 
erase/record commands and a plurality of erase/record 
data; 

a signal detector coupled to the video signal lines for 
detecting and re-transmitting the erase/record com 
mands and data; 

an activation and command decoder device coupled to the 
signal detector, wherein the activation device is nor 
mally connected to a video pathway, but after the erase/ 
record commands are detected, the activation device is 
switched to an erase/record pathway so that the erase/ 
record data can be re-directed, wherein the activation 
and command decoder translates the erase/record com 
mands into aplurality ofcontrol signals and translates 
the erase/record data into a plurality of data signals; 

a plurality ofsignal linesfor transferring the control sig 
nals and the data signals to a ROM unit, wherein a 
content of the ROM unit is modi?ed according to the 
control signals and the data signals. 

29. The device ofclaim 28, wherein the erase/record com 
mands and data come from an erase/record device that 
couples to the video signal lines. 

30. The device of claim 29, wherein the erase/record 
device is a computer platform that sends the erase/record 
commands and data in an inter-integrated circuit interface 
format via a video port. 

3]. The device of claim 29, wherein the erase/record 
device is an inter-integrated circuit interface circuit plat 
form for transmitting erase/record commands and data in an 
inter-integrated circuit interface format. 
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32. The device of claim 28, wherein the signal detector 
further includes: 

an inter-integrated circuit address content comparator 
circuit coupled to the video signal linesfor comparing 
with an address in the erase/record data such that a set 
signal is transmitted when there is a match with a pre 
set address; and 

a monitor-in-system programming control ?ag unit 
coupled to the inter-integrated circuit address content 
comparator circuit for transmitting a start signal after 
receiving the set signal. 

33. The device of claim 28, wherein the activation and 
command decoder device further includes: 

a monitor-in-system reprogramming initialization circuit 
for producing a select signal after receiving the start 
signal; and 

an erase/record pathway isolator for switching over con 
nection from the video pathway to the erase/record 
pathway after receiving the select signal and transmit 
ting the erase/record commands and data via the erase/ 
record pathway. 

34. The device of claim 28, wherein the activation and 
command decoder device further includes: 

an inter-integrated interface circuit for receiving and 
translating the erase/record commands and data; and 

an erase/record command decoder for receiving trans 
lated erase/record commands and data and outputting 
address, data and erase/read/write signals. 

35. The device ofclaim 34, wherein the erase/record com 
mand decoder further includes: 

a hidden ROM for holding a program code for erase/ 
record commands; 

a random access memory unit for holding erase/ 
record data; 

a centralprocessing unit coupled to the hidden ROM the 
RAM unit and the inter-integrated interface circuit, 
wherein the central processing unit receives the erase/ 
record commands and data passing through the inter 
integrated circuit interface circuit and then stores the 
erase/record data in the RAM unit, while the erase/ 
record commands are decoded by referring to the pro 
gram code in the hidden ROM and then the decoded 
commands are re-transmitted; and 

an erase/record control register coupled to the central 
processing unit for receiving the decoded erase/record 
commands and converting the erase/record commands 
into the interface control signals or erase/read/write 
signals, and converting the erase/record data stored in 
the RAM unit into address and data signals. 

36. The device ofclaim 34, wherein the erase/record com 
mand decoder is a hardware circuit that separates each 
erase/record command picked up by the inter-integrated cir 
cuit into a plurality ofstatesfor ease ofdecoding and con 
verts the erase/record commands and data into erase/read/ 
write, address and data signals. 

37. The device ofclaim 28, wherein the video signal lines 
comprise video graphic adapter (VGA) signal lines. 

38. The device ofclaim 28, wherein the video signal lines 
comprise digital visual interface (DVI) signal lines. 

39. The device ofclaim 28, wherein the video signal lines 
comprise high definition multimedia interface (HDMI) sig 
nal lines. 

40. The device ofclaim 28, wherein the video signal lines 
comprise component video lines. 

4]. The device ofclaim 28, wherein the video signal lines 
comprise S-video lines. 
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42. The device ofclaim 28, wherein the external ROM unit 

comprises a ?ash ROM unit. 
43. The device ofclaim 28, wherein the external ROM unit 

comprises an erasable programmable ROM unit. 
44. A systemfor reprogramming thefunction ofa display, 

comprising: 
an erase/record devicefor holding and transmitting aplu 

rality of erase/record commands and a plurality of 
erase/record data; 

a set of video signal lines coupled to the erase/record 
device for transmitting the erase/record commands and 
data; and 

a display controller with a programming function, 
wherein the display controller is coupled to the video 
signal lines so that the erase/record commands of the 
erase/record device and data are received from the 
erase/record device via the video signal lines, and then 
a plurality of data signals and a plurality of control 
signals are exported for reprogramming a ROM unit, 

wherein the ROM unit coupled to the display controller 
via signal linesfor transferring the data signals and the 
control signals, so that data stored in the ROM unit are 
modified according to the control signals and the data 
signals comingfrom the display controller 

45. The system of claim 44, wherein the erase/record 
device is a computer platform that sends the erase/record 
commands and data in an inter-integrated circuit interface 
format via a video port. 

46. The system of claim 44, wherein the erase/record 
device is an inter-integrated circuit interface circuit plat 
form for transmitting erase/record commands and data in an 
inter-integrated circuit interface format. 

47. The system ofclaim 44, wherein the display controller 
with monitor-in-system programming function includes: 

a signal detector coupled to the video signal lines for 
detecting and transmitting the erase/record commands 
and data; 

an activation device coupled to the signal detector, 
wherein the activation device is normally connected to 
a video pathway, but after the erase/record commands 
is detected, the activation device is switched to an 
erase/record pathway so that erase/record commands 
and data can be re-directed; 

a command decoder connected to the activation device 
via the erase/record pathway, wherein the decoder 
translates the erase/record commands into a plurality 
of erase/read/write signals and translates the erase/ 
record data into aplurality ofdata signals; and 

a mode return device coupled to the command decoder 
and the activation device, wherein the reprogramming 
status of a ROM unit can be determined from the data 
and erase/read/write signals so that the activation 
device can be triggered to switch over connection from 
the erase/record pathway to the video pathway after 
reprogramming is finished. 

48. The system ofclaim 47, wherein the signal detector 
further includes: 

an inter-integrated circuit address content comparator 
circuit coupled to the video signal linesfor comparing 
with an address in the erase/record data such that a set 
signal is transmitted when there is a match with a pre 
set address; and 

a monitor-in-system programming control ?ag unit 
coupled to the inter-integrated circuit address content 
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comparator circuit for transmitting a start signal after 
receiving the set signal. 

49. The system ofclaim 47, wherein the activation device 
further includes: 

a monitor-in-system reprogramming initialization circuit 
for producing a select signal after receiving the start 
signal; and 

an erase/record pathway isolator for switching over con 
nection from the video pathway to the erase/record 
pathway after receiving the select signal and transmit 
ting the erase/record commands and data via the erase/ 
record pathway. 

50. The system ofclaim 47, wherein the command decoder 
further includes: 

an inter-integrated interface circuit for receiving and 
translating the erase/record commands and data; and 

an erase/record command decoder for receiving trans 
lated erase/record commands and data and outputting 
address, data and erase/read/write signals. 

5]. The system of claim 50, wherein the erase/record com 
mand decoder further includes: 

a hidden ROMfor holding a program code for erase/ 
record commands; 

a random access memory unit for holding erase/ 
record data; 

a centralprocessing unit coupled to the hidden ROM the 
RAM unit and the inter-integrated interface circuit, 
wherein the central processing unit receives the erase/ 
record commands and data passing through the inter 
integrated circuit interface circuit and then stores the 
erase/record data in the RAM unit, while the erase/ 
record commands are decoded by referring to the pro 
gram code in the hidden ROM after which the decoded 
commands are re-transmitted; and 

an erase/record control register coupled to the central 
processing unit for receiving the decoded erase/record 
commands and converting the erase/record commands 
into the interface control signals or erase/read/write 
signals, and converting the erase/record data stored in 
the RAM unit into address and data signals. 

52. The system of claim 50, wherein the erase/record com 
mand decoder is a hardware circuit that separates each 
erase/record command picked up by the inter-integrated cir 
cuit into a plurality ofstatesfor ease ofdecoding and con 
verts the erase/record commands and data into erase/read/ 
write, address and data signals. 
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53. The system of claim 47, wherein the mode return 

device further includes: 
a mode return control register for receiving the address, 

data and read/write signals and producing a mode 
return signal after a reprogramming operation is ?n 
ished; and 

a mode return circuit coupled to the mode return control 
register and the activation device for sending a stop 
signal to the activation device after receiving the mode 
return signal so that the activation device switches con 
nection from the erase/record pathway to the video 
pathway. 

54. The device ofclaim 44, wherein the video signal lines 
comprise video graphic adapter (VGA) signal lines. 

55. The device ofclaim 44, wherein the video signal lines 
comprise digital visual interface (DVI) signal lines. 

56. The device ofclaim 44, wherein the video signal lines 
comprise high definition multimedia interface (HDMI) sig 
nal lines. 

57. The device ofclaim 44, wherein the video signal lines 
comprise component video lines. 

58. The device ofclaim 44, wherein the video signal lines 
comprise S-video lines. 

59. The system ofclaim 44, wherein the ROM unit inside 
the monitor controller is a?ash ROM unit. 

60. The system ofclaim 44, wherein the ROM unit com 
prises an erasable programmable ROM unit. 

6]. A methodfor reprogramming thefunction ofa display 
system, comprising the steps of' 

tapping a plurality ofsignals from a set of video signal 
lines to perform an address comparison with a pre-set 
address; 

triggering a programming mode inside the display system 
when one of the tapped address matches that of the 
pre-set address; 

reading an erase/record command and deciding what 
actions to take after the programming mode is acti 
vated; 

reading in erase/record data and writing the erase/record 
data into a memory unit when the erase/record com 
mand isfor a record operation. 

62. The method of claim 6], wherein reprogramming 
starts only when the display system is not operating in a 
normal mode. 

63. The method of claim 6], wherein the display system 
continues to operate in a normal video transmission mode 
when the tapped address does not match any pre-set address. 


