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EQUALIZER PERFORMANCE 
ENHANCEMENTS FOR BROADBAND 

WIRELESS APPLICATIONS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates to a home base modem system in a 
wireless communication system that provides telephone, 
data and Internet connectivity to a plurality of users. 

2. Description of Related Art 
Several systems are currently in place for connecting 

computer users to one another and to the Internet. For 
example, many companies such as Cisco Systems, provide 
data routers that route data from personal computers and 
computer networks to the Internet along conventional 
twisted pair wires and ?ber optic lines. These same systems 
are also used to connect separate of?ces together in a wide 
area data network. 

However, these systems suffer signi?cant disadvantages 
because of the time and expense required to lay high capac 
ity communications cables between each of?ce. This process 
is time consuming and expensive. What is needed in the art 
is a high capacity system that provides data links between 
o?ices, but does not require expensive communication 
cables to be installed. 

Many types of current wireless communication systems 
facilitate two-way communication between a plurality of 
subscriber radio stations or subscriber units (either ?xed or 
portable) and a ?xed network infrastructure. Exemplary sys 
tems include mobile cellular telephone systems, personal 
communication systems (PCS), and cordless telephones. 
The objective of these wireless communication systems is to 
provide communication channels on demand between the 
subscriber units and the home base in order to connect the 
subscriber unit with the ?xed network infrastructure (usually 
a wired-line system). Several types of multiple access sys 
tems currently exist for wirelessly transferring data between 
multiple sites. For example, wireless communication sys 
tems have typically used a Code Division Multiple Access 
(CDMA), Time Division Multiple Access (TDMA) or Fre 
quency Division Multiple Access (FDMA) type system to 
facilitate the exchange of information between two users. 
These access schemes are well known in the art. 

Often in these wireless communication systems a modem 
is used for modulating and demodulating the information 
that is exchanged between users. Inside the modem circuit 
an equalizer is employed to correct distortions either in the 
wireless channel or ?x imperfections in the analog circuitry. 
A novel equalizer with enhancements to improve perfor 
mance especially using higher order QAM modulation is 
described herein. 

SUMMARY OF THE INVENTION 

In one embodiment, the method comprises demodulating 
a data stream transmitted between remote sites and a home 
base using stored parameters for each remote site compris 
ing receiving data from a current remote site at a home base, 
retrieving a parameter associated with a next remote site 
from a memory, storing the retrieved parameter for the next 
remote site in a ?rst buffer, storing a second parameter asso 
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2 
ciated with the current remote site into the memory, deter 
mining the initial phase and gain values for the next remote 
site based on the retrieved parameter, receiving data from the 
next remote site at the home base, and demodulating the data 
received from the next remote site using the determined ini 
tial phase and gain values. 

In one embodiment, the method comprises compensating 
for gain droop in a modem which stores equalizer coef? 
cients across data bursts between a remote site and a home 
base comprising receiving channel data values from an 
equalizer, calculating the gain for the equalizer based on the 
received channel data values, and scaling the input to the 
equalizer to achieve a value of 1 based on the calculated 
gain. 

In one embodiment, the method comprises minimizing 
errors caused by adapting equalizer coef?cients for each data 
burst from a remote site to a home base comprising retriev 
ing a ?rst equalizer coef?cient for a current remote site, 
demodulating a data burst from the current remote site, 
determining the S/N ratio for the received burst, determining 
the error rate from the demodulated burst, comparing the 
determined S/N ratio and error rate to de?ned thresholds, 
and updating the ?rst equalizer coef?cient based on the com 
parisons. 

In one embodiment, the method comprises improving the 
convergence of an equalizer in a multi-modulation modem 
using a two part preamble comprising de?ning a ?rst part of 
a preamble with a lower order section, wherein the lower 
order section is transmitted using QPSK modulation, de?n 
ing a second part of the preamble with a higher order section, 
wherein the higher order section is transmitted using QAM 
64 modulation, transmitting both the ?rst and second parts of 
the preamble, receiving the transmitted preamble, and con 
verging the equalizer based on the received preamble. 

In one embodiment, the method comprises providing a 
soft reset to a modem comprising generating an interrupt to 
the modem, halting the modem interface, setting a reset bit, 
?ushing a buffer, realigning the buffer, reprogramming the 
buffer, and restarting the interface. 

In one embodiment, the method comprises determining an 
adaptation factor for an equalizer based on the expected 
modulation type of an incoming burst transmission compris 
ing calculating channel characteristics and metrics for a ?rst 
burst transmission from a remote site, comparing the chan 
nel characteristics and metrics, determining an expected 
modulation type for a second burst transmission from the 
remote site based on the comparison, selecting an adaptation 
factor based on the expected modulation type, and applying 
the selected adaptation factor to the second burst transmis 
sion. 

In one embodiment, the method comprises correcting the 
phase shift caused by the storage of tap values after each 
incoming burst transmission comprising determining an 
angle of correction based on correlating the input and output 
of the equalizer and applying the determined angle of cor 
rection to the incoming signal. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of one embodiment of a modem. 

FIG. 2 is a block diagram of one embodiment of a receiver 
module for the modem. 

FIG. 3 is a block diagram of one embodiment of a Digital 
Equalization module from FIG. 2. 

FIG. 4 is a block diagram of one embodiment of the gain 
droop compensation module shown in FIG. 3. 
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FIG. 5 illustrates a comparison of 64QAM Error Histo 
grams using a two-type preamble with 2000 FT Cable. 

FIG. 6 is a zoomed view of FIG. 5. 

FIG. 7 gives the BER and the probability of the ?rst RS 
word using the two-type preamble and different cable 
length. 

FIG. 8 is a block diagram of one embodiment of a tap 
update circuit from the digital equalization module shown in 
FIG. 3. 

FIG. 9 is a block diagram of one embodiment of a system 
for estimating the phase shift caused by the digital equaliza 
tion module shown in FIG. 3. 

FIG. 10 is an illustration of one state of the digital equal 
ization module shown in FIG. 3. 

FIG. 11 is an internal block diagram of a parameter stor 
age module. 

FIG. 12 is a signal ?ow diagram of the process performed 
by the parameter storage module in processing uplink bursts. 

FIG. 13 is a block diagram of one embodiment of a Digital 
Equalization Parameter Storage and Recovery system. 

FIG. 14 is a ?ow chart illustrating the process performed 
by the error recovery module 968 shown in FIG. 13. 

Like reference numbers and designations in the various 
drawings indicate like elements. 

DETAILED DESCRIPTION OF THE INVENTION 

Throughout this description, the embodiment and 
examples shown should be considered as exemplars, rather 
than as limitations on the present invention. 

As shown in FIG. 1, one embodiment of a modem 100 
includes a receiver module 102 and a transmitter module 
104. The transmitter module 104 receives digital data from a 
communications processor (not shown) and converts the 
data to an appropriately modulated analog carrier signal, for 
example, quadrature amplitude modulation (QAM) or 
quadrature phase shift keying modulation. The analog signal 
may or may not be up converted to a carrier frequency prior 
to transmission. The receiver module 102 demodulates an 
incoming modulated carrier signal and converts it back to its 
original digital form. A similar or identical modem may be 
used as the other end of a communication link. 

One embodiment of the receiver module 102 is illustrated 
in FIG. 2. The receiver module 102 includes a conditioning 
circuit module 908, a digital equalization module 930, a 
digital phase-locked loop module 950, a decode/decryption 
module 959, a parameter storage memory module 933, an 
initial gain adjust module 920, an adaptive modulation mod 
ule 980, a signal to noise ratio (“SNR”) calculator 935, and 
an acquisition, tracking, and modulation control module 
918. 
One embodiment of the conditioning circuit module 908 

includes an analog to digital converter 910, a digital quadra 
ture mixer 912, a matched ?lter 914, a correlation timing 
recovery module 916, an automatic frequency control mod 
ule 971, an automatic gain control module 970, a dual digital 
to analog converter 924, and a voltage controlled oscillator 
922. The down-converted signal from the Intermediate Fre 
quency (IE) is sampled by the digital to analog converter 910 
to produce a digital output that is provided to the digital 
quadrature mixer 912. In one embodiment, the digital 
quadrature mixer 912 splits the received signal into it’s 
quadrature components and translates the signal, for 
example, from a 20 MHz IE, to baseband. 

The matched ?lter module 914 maximizes the signal to 
noise ratio by “matching” the frequency response of the 
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4 
receiver module 102 to the signal generated at the transmit 
ter module 104. In one embodiment, the matched ?lter mod 
ule 914 also rejects adjacent and unwanted signals that could 
be generated by other transmitters in the system, or interfer 
ing spurs generated by imperfections in the analog circuitry. 

Still referring to FIG. 2, the ?ltered output from the 
matched ?lter 914 is then driven into the correlation timing 
recovery module 916. 

The acquisition, tracking and modulation control module 
918 provides control information, such as the modulation 
type or format of data, for the received burst to the correla 
tion timing recovery module 916. The acquisition, tracking 
and modulation control module 918 performs acquisition 
tracking and modulation control. Multiple data signals are 
fed to the acquisition, tracking and modulation control mod 
ule 918 to control the high level operations of the receiver 
module 102. 

In one embodiment, the correlation timing recovery mod 
ule 916 aligns the symbol timing to the samples fed to the 
digital equalization 930, and calculates the initial gain and 
phase offset so that the digital equalization 930 can quickly 
perform channel inversion and correct any residual distor 
tion due to inaccuracies in the phase and timing estimations. 
In one embodiment, the correlation timing recovery module 
916 calculates the sample timing error by performing corre 
lation between the received preamble with a copy of the 
expected preamble. The output of the correlation timing 
recovery module 916 is fed to an interpolation circuit, which 
further re?nes the received sample timing offset. After the 
interpolation ?lter of the correlated preamble sequence, an 
accurate calculation, for example, to 1/16 symbol time is fed 
to a polyphase ?lter which manipulates the received samples 
to correct for the timing. Even though the samples may be 
aligned to the correct timing, the constellation may be 
rotated relative to a phase of zero degrees. The correlation 
timing recovery module 916 will calculate this angle and 
feed it to the numerically controlled oscillator 952 so that the 
timing and phase are corrected enough for the digital equal 
ization 930 to quickly ?x any further distortions. 

In one embodiment, the correlation timing recovery mod 
ule 916 calculates the received gain offset. The gain is 
adjusted once based on the detected energy in the preamble 
correlator. Gain is adjusted digitally by feeding a value to the 
initial gain adjust 920. The initial gain adjust 920 maps the 
received quadrature symbols to the proper level before they 
are equalized by the equalizer. The initial gain is calculated 
by the correlation timing recovery module 916. The correla 
tion timing recovery module 916 performs frequency acqui 
sition and automatic frequency correction (AFC) in combi 
nation with AFC 971. 

The modem 100 may be equipped with a process for pro 
viding soft resets. A reset signal, while the modem 100 is in 
transmit mode, may occur in several instances. For example, 
during uplink transmission, a software module may be too 
slow in sending data to the modem 100, as may occur if the 
data is modulated using quadrature amplitude modulation 
64. In such a case, the limited data received by the modem 
100 may cause an interrupt to be generated. The modem 100 
then halts the transmit interface and sets a transmit-reset bit. 
The modem 100 then ?ushes, realigns, and reprograms the 
necessary buffers. Once this process is completed, the 
modem 100 restarts the transmit interface, completing the 
reset operation. 

Similarly, a reset signal may occur while the modem 100 
is in a receive mode. For example, the modem 100 may 
receive only bad cyclic redundancy check packets. In such a 
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case, the modem 100 halts the receive interface and sets a 
receive-reset bit. The modem 100 then ?ushes and realigns 
the receive buffers and reprograms the necessary buffers. 
The modem 100 then restarts the receive interface, thus com 
pleting the reset operation. 
One embodiment of the digital equalization module 930, 

illustrated in FIGS. 2 and 3, includes a gain droop compen 
sation module 941, an adaptive ?lter module 932, a feed 
forward tap update module 934, a decision feedback module 
936, a DFE adaptation module 938, and an EQ Error calcu 
lator module 940. 

The gain droop compensation loop 941 is located between 
the output of the correlation timing recovery module 916 and 
the input of the digital equalization module 930. The gain 
droop compensation loop 941 accounts for any gain varia 
tions due to radio droop in an outdoor unit (not shown) forc 
ing a gain factor which is a ratio to the calculated gain 
observed in the digital equalization module 930. In one 
embodiment, this gain ratio is kept to unity. 
A detailed description of the gain droop compensation 

loop 941 is shown in FIG. 4. The outputs of the digital equal 
ization module 930, for example, taps 4 and 5, are multiplied 
by 0.625 and 1, respectively. In one embodiment, the values 
of taps 4 and 5 are received after every symbol. This value is 
then summed with the resulting value being subtracted from 
nominal ‘ l ’. In one embodiment, this ?nal value is 253. An 
adaptation factor (u in FIG. 4), is then applied to this ?nal 
value which is used to increment or decrement a gain con 
stant similar to the adaptive ?lter 932 described in the digital 
equalization module 930. The gain constant multiplies the 
input signal value to provide a gain to the digital equaliza 
tion module 930 to be ‘1’. A gain of ‘l’ enhances the stabil 
ity of the digital equalization module 930. In one 
embodiment, the gain constant is reset every burst wherein at 
the end of each burst, the digital equalization module 930 
has a gain of ‘l.’ In one embodiment where the digital equal 
ization module 930 has a gain of ‘l’, the gain estimation 
module 921 of the Correlation Timing Recovery module 916 
assumes that the digital equalization module 930 starts with 
an initial gain of ‘l.’ 

The digital equalization module 930 corrects any signal 
impairments due to multipath reception or distortion caused 
by imperfections in the analog receiver circuits. In the 
modem, the transmitter module 104 sends a known training 
sequence before the burst so that the digital equalization 
module 930 can learn what the distortion is and undo it 
before the data arrives. The length of time the digital equal 
ization module 930 is allowed to observe the impairments 
must be balanced against the amount of bandwidth that is 
wasted sending the training sequences over the channel. The 
digital equalization module 930 decimates the received data 
from the correlation timing recovery module 916 into a one 
sample-per-symbol complex signal. 

Within the equalizer, the acquisition, tracking and modu 
lation control module 918 ascertains the next remote site’s 
address and its expected modulation type based on compari 
sons of channel characteristics and metrics. In one 
embodiment, a reed solomon decoder module 962, illus 
trated as a component of the decode/ decryption module 959, 
and the SNR calculator 935 calculate these channel charac 
teristics and metrics. Once calculated, the adaptive modula 
tion algorithm 980 compares the calculated channel charac 
teristics and metrics and provides the information to the 
higher layers of the communication system. The higher lay 
ers then de?ne what the expected modulation format is for 
the received burst from the next remote site. The higher lay 
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6 
ers convey these results to the acquisition, tracking and 
modulation control module 918. Depending on what modu 
lation is expected, the digital equalizer uses different adapta 
tion factors (u’s) for each received burst. Selecting an adap 
tation factor that is optimized for the received modulation 
type improves the performance of the modem by increasing 
the probability that the parameters stored in the parameter 
memory storage module 933 at the end of the processed 
burst will be valid. 

Returning to FIG. 3, the digital equalization module 930 
is composed of two sections: a feed-forward section and a 
feedback section. The feed-forward section is composed of 
an adaptive ?lter 932 and a feed forward tap update module 
934. In one embodiment, the feed forward tap update 934 
adapts the coef?cients for the feed-forward section of the 
digital equalization module 930 based on the Least Mean 
Squares (LMS) module. This is a gradient descent-based 
feed forward tap update 934, which converges to a local 
minima by forcing the output of the adaptive ?lter 932 to a 
known state or a training sequence. The tap update formula 
for the gradient LMS module is given by: 

W(k) is the value of the new coef?cient. W(k—l) is the 
value of the coef?cient at the last instant in time. M is the 
step-size variable, and V] is the complex gradient of the 
system. The gradient for each dimension (tap) C for time k is 
given by: 

The equation for the error of the equalizer at time k is 
given by: 

Where: 
e=the error between the desired signal (training or 

decisions) and the ?ltered signal complex (I and Q 
channels) signal X 

d=The desired signal from a training sequence or feed 
back decisions 

W=The complex vector of the ?lter taps 
X=The input signal. 
The preambles not only are used for timing recovery but 

are also used to converge the digital equalization module 
930. The preambles are chosen so that home bases in adja 
cent sectors do not interfere with one another and that close 
remote sites will not interfere with one another. There is a 
different Preamble for uplink, and a different preamble for 
downlink. There are four types of uplink preambles (l) 
Unscheduled registration bursts, (2) scheduled l6-QAM 
bursts, (3) scheduled QPSK bursts, and (4) scheduled 
64-QAM bursts. The hardware is designed to detect which 
preamble is being transmitted and decode the burst using the 
correct preamble. The preamble for the higher orders are 
subdivided into a QPSK section, and a higher order section 
allowing faster convergence in the digital equalization mod 
ule 930 which is critical in burst modem design and at the 
same time can be used for symbol timing recovery. 

1) The preamble is a mixture of both End Points and 
Middle QAM-64 Points 

2) The Preamble is chosen for Uplink and Downlink Dif 
ferently so that Adjacent home bases will not detect 
each other as transmitting remote sites 
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FIG. 5 illustrates a comparison of QAM-64 Error Histo 
grams using a two-type preamble with 2000 FT Cable. FIG. 
6 is a zoomed view of FIG. 5. FIG. 7 gives the BER and the 
probability of the ?rst reed-solomon (“RS”) word using the 
two-type preamble and different cable length. For example, 
if the digital equalization module 930 is pre compensate over 
1000 FT cable using Preamble type 2 we get the following 
results: BER of 5.8le-4 and an RS Error Rate of 1.5e-5. 

FIG. 8 illustrates an embodiment of a feed forward tap 

update module 934 (illustrated in FIG. 3). Upon initial 
acquisition, remote sites Reset, or remote sites register, the 
taps are reset such that the center tap is set to ‘1’ and the 
other taps are reset to ‘0’. If the taps have been initialized 
and adapted in past history, the tap update circuit receives a 
stored coe?icient from the medium access control processor. 
The taps are updated to their new value by converging with 
either a training sequence (preamble) or the decision feed 
back 936 data from the decision device 958. After remote 
site processing, the medium access control processor is 
responsible for storing the updated coef?cients to a remote 
site database. 

Preferably, the digital equalization module 930 coef? 
cients are initialized to take advantage of the knowledge 
gained during the previous bursts. Initialization relieves 
some of the concerns related to the digital equalization mod 
ule 930 convergence time. One approach is to initialize the 
taps with the values from the end of the previous burst. 
However, this results in the digital equalization module 930 
possibly having adapted to correct a phase shift (e.g., one 
introduced by phase noise or frequency offset) during the 
previous burst. At the beginning of the new burst, the corre 
lation timing recovery module 916 re-calculates the initial 
phase and sets the symbol rotator to properly rotate the sig 
nal. This calculation assumes that the digital equalization 
module 930 does not introduce any overall phase rotation. 
A method for estimating the phase shift caused by the 

digital equalization module 930 and the mathematical basis 
will now be described. 

FIG. 9 illustrates a simpli?ed block diagram of the sys 
tem. For purposes of simplicity, the transmit and matched 
?lters are assumed to have 2 samples per symbol. The odd 
samples of x are assumed to be zero (i.e., the pulse shape 
?lter does the interpolation from 1 sample/symbol to 2 
samples/symbol). The digital equalization module 930 is 
assumed to be T/2 spaced. 

If the channel is assumed to have no intersymbol 
interference, and the cascade of the transmit and matched 
?lters is assumed to create an ideal Nyquist ?lter, then the 
even values of y are simply phase-shifted versions of the 
transmitted symbols, x. This is true because the even values 
of h are zero (except for ho). If the digital equalization mod 
ule 930 is also assumed to do a decimation (as our imple 
mentation does), then the digital equalization module 930 
outputs a value when the even values of y line up with the 
main tap. To determine the phase shift induced by the digital 
equalization module 930, the correlation between the input 
and output of the digital equalization module 930 at zero lag 
is desired. This is illustrated by the calculations described 
below. 

The output of the expectation operator for each tap is 
calculated individually (denoted it as rm): 
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r2 = El¢2Yk+27k} 

= C2Ean+2Ej€Yneijgl 

= C2Ean+2Ynl 

but transmit symbols (x) are uncorrelated so 

= 020 = 0 

111 = Elcil ykilyk} 

Summing all the contributors to the correlation, only those 
from the main tap and the two adjacent to the main tap are 
non-zero: 

Calculating for the angle of the correlation value: 

for raised cosine ?lter, 
with 0t of 0.25 

02q=angle(0.627cil+co+0. 62701) 

A Mathcad simulation has been used to check the results 
shown above. With no timing error, the module shown above 
has been veri?ed to be accurate. Although timing error was 
not included in the analysis above, the Mathcad simulation 
has shown that with reasonable timing error (e.g., T/8), the 
errors in the method shown above are very small (<0.3°). 
One embodiment of the adaptation module 938 in the 

digital equalization module 930 (illustrated in FIGS. 2 and 
3) uses a T/2 feed-forward ?lter, followed by a T-spaced 
decision feedback section. If the correct decisions are 
assumed to have been made, the adaptation module 938 can 
be illustrated as shown in FIG. 10. 
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By calculating the correlation as described above with 
reference to FIG. 9, the angle of the correlation is arrived at 
as follows: 

for raised cosine ?lter, 
with 0t of 0.25 

If the channel has non-zero intersymbol interference, the 
above descriptions can be characterized as approximately 
true. Intersymbol interference will change the weighting fac 
tor for the two taps adjacent to the main tap, and the contri 
bution of the other taps to the digital equalization module 
930 phase shift becomes non-zero. Simulation results have 
shown that the adaptive module 938 described above is 
effective with all intermediate frequency ?lter models. Thus, 
since the magnitude of the intersymbol interference is typi 
cally small, it can be neglected. 
As illustrated in FIG. 2, the output of the digital equaliza 

tion module 930 is fed to the digital phase-locked loop mod 
ule 950. One embodiment of the digital phase-locked loop 
module 950 includes a numerically controlled oscillator 952, 
a loop ?lter module 954, a phase error module 956, and a 
decision device 958. The decision device 958 receives the 
signal from the digital equalization module 930 and maps 
each complex signal pair into a sliced constellation symbol. 

The digital phase-locked loop 950 uses the input and out 
put of the decision device 958 to continuously correct any 
phase error using hardware complex multipliers (or rotators) 
953. The output of the decision device 958 is also fed back 
into the decision feedback module 936 of the digital equal 
ization module 930, where it is used to adapt the equalizer 
coe?icients. 

FIG. 2 illustrates a parameter storage module 933. The 
parameter storage module 933 contains channel 
characteristics, in the form of taps, corresponding to each 
remote site. In one embodiment, each remote site has differ 
ent tap values, each of which corresponds to a recent com 
munication parameter by the remote site. Since each remote 
site has different channel characteristic, each remote site’s 
tap values must be stored and retrieved independently. The 
digital equalization module 930 receives, from the parameter 
storage module 933, the tap values corresponding to the 
remote site that is presently sending an uplink burst to the 
modem 100. Once received, the digital equalization module 
930 sets the correct channel characteristics for the incoming 
burst from the remote site which helps the modem 100 per 
form by keeping estimates of the channel characteristics for 
each transmission from each remote site. In one 
embodiment, the acquisition, tracking and modulation con 
trol module 918 generates an index of remote sites and their 
associated tap values to expedite their retrieval from the 
parameter storage module 933. After receiving a burst from 
one of the remote sites, the parameter storage module 933 
updates the stored tap values for that remote site. 

FIG. 12 is a signal ?ow diagram of the process performed 
by the parameter storage module 933, illustrated in FIG. 2, 
in processing uplink bursts after the correlation timing 
recovery module 916 but before the decision device module 
958. The process stores and retrieves parameters to/from 
memory when processing bursts from different remote sites 
at the home base receiver module 102. 

The process begins at a start state 2540. Next at a state 
2542 the home base receiver retrieves a remote site number 
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10 
from the acquisition, tracking and modulation control 918. 
Next, at a state 2544, the parameter storage module 933 
retrieves parameters for this (next) remote site, for example, 
the equalizer taps from the previous burst. Next, at a state 
2546, the parameter storage module 933 retrieves param 
eters for this (next) remote site, for example, the attenuation 
levels. In one embodiment, these parameters are stored in a 
?rst temporary buffer. Flow proceeds to a state 2550 where 
the parameter storage module 933 waits until the current 
burst is completed. Flow continues to a decision state 2552 
where the process determines whether the current burst is 
completed. If the home base receiver is currently processing 
an uplink burst, the parameter storage module 933 waits 
until the current burst is ?nished. In one embodiment, the 
acquisition, tracking and modulation control module 918 
informs the parameter storage module 933 that the current 
burst is ?nished. If the current burst is not completed, the 
process loops back to state 2550. Otherwise, if the current 
burst is completed, ?ow proceeds to a state 2554 where the 
retrieved parameters for the current remote site are stored 
into a second temporary buffer. 

In one embodiment, the decision whether to store the 
parameters depends on the state of the processed error met 
rics calculated by the error recovery module 968. For 
example, if the error thresholds are not exceeded, the param 
eter storage module 933 stores the retrieved parameters. 
Next at a state 2556, the attenuation and EQ taps for the 
current remote site retrieved from the feed forward tap 
update 934 and DFE adaptive algorithm 938 are stored into a 
second temporary buffer. Flow proceeds to a state 2558 
where the parameters from the ?rst temporary buffer for the 
next remote site burst are transferred to the feed forward tap 
update 934 and DFE adaptive algorithm 938 modules. 

Continuing to a state 2560, the modem 100 waits for the 
next remote site burst to arrive. Also at state 2560, the 
parameter storage module 933 writes the parameters from 
the second temporary buffer to the parameter storage 
memory 933. Next at a decision state 2562, the correlation 
timing recovery module 916 sends a message to the modem 
processing blocks when the next remote site burst is present. 
If a burst is not present, ?ow loops back to state 2560 as 
discussed above. Otherwise, if the next remote site burst is 
present, the process continues to a state 2564 where the cor 
relation timing recovery module 916 calculates the initial 
phase and gain of the burst. Next at a state 2566, the correla 
tion timing recovery module 916 applies the gain and phase 
to the initial gain adjust module 920 and 952 respectfully. 
Next at a state 2568 the parameter storage memory 933 cal 
culates the Equalizer phase offset from the retrieved EQ taps 
and then applies this offset to the numerically controlled 
oscillator 952. Next at a state 2570, the burst is ready to be 
processed by the receive chain of the home base receiver 
module 102. Flow then proceeds to an end state 2572. In one 
embodiment, this process is performed for each received 
uplink burst. 

To increase the likelihood that the stored channel 
parameters, or taps, will be valid for an incoming burst, 
factors, such as, symbol timing, interpolator timing, end of a 
burst gain value, and any phase offset generated by the digi 
tal equalization module 930, may be optimized. In one 
embodiment, locking the symbol timing within 1/8 symbol, 
locking the timing interpolator, providing a nominal gain of 
‘l’ for the taps at the end of a burst, and compensating for 
any phase offset generated by the digital equalization mod 
ule 930 at the beginning of the following burst are done to 
increase the likelihood that an incoming burst will be recog 
nized and found valid. 
















