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(57) ABSTRACT 

When setting a recording poWer for use in recording optical 
information on a DVD-R, by using any one of sectors pro 
vided on the DVD-R as a PCA, Whether a predetermined 
special detected signal is detected or not in the sectors is 
checked (Step S2), a non-used sector Where no special 
detected signal is detected, of the sectors, is retrieved, based 
on the check result (Step S3), a mark signal for obtaining the 
special detected signal is recorded in the retrieved non-used 
sector (Step S5), a setting signal for setting a recording 
poWer is recorded in the non-used sector excluding the area 
Where at least the mark signal is recorded (Step S6), and the 
recorded setting signal is optically detected to set the record 
ing poWer (Step S13). 

12 Claims, 5 Drawing Sheets 
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METHOD AND APPARATUS FOR SETTING 
RECORDING PARAMETER ON NON-USED 
AREA OF OPTICAL RECORDABLE DISC 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to a technical ?eld of a 
parameter setting apparatus, a parameter setting method, an 
information recording apparatus, an information recording 
method, and an information recording medium. More 
particularly, it relates to a technical ?eld of a parameter set 
ting apparatus and a parameter setting method for setting a 
recording parameter, which is used for recording informa 
tion lo a recording medium, before a recording of 
information, an information recording apparatus and an 
information recording method, including the above param 
eter setting apparatus, for recording information, and an 
information recording medium in which a setting program 
for setting the recording parameter is recorded in a readable 
way by a computer. 

2. Description of the Related Art 
Recently, a DVD that is an optical disk having extremely 

higher storage capacities than a conventional CD (Compact 
Disc) is standardized, and a read-only DVD is in general use. 

Further, not only the read-only DVD but also a rewritable 
progresses in standardization. 

As the recordable DVD, there are a DVD-R (DVD 
Recordable) that is a DVD capable of recording information 
only once (namely, capable of writing once) and a DVD-RW 
(DVD-Re-Recordable) capable of recording information 
multiple times, and the both DVDs are sequentially being 
standardized. 

Generally, when information is recorded in the recordable 
DVD, optical beams for recording, which is intensive 
modulated in accordance with the information to be 
recorded, is irradiated on the DVD so as to record the infor 
mation. Therefore, it is necessary to perform calibration pro 
cessing on the intensity of the optical beams (hereinafter, 
referred to as a recording power simply) every time informa 
tion is recorded. This is why there is some case where the 
optimum recording power at the information recording may 
vary, caused by a stain of the recordable DVD itself, 
temperature, or a time-varying re?ectivity on the informa 
tion recorded surface. 

Accordingly, the above DVD-R standard de?nes that an 
area referred to as a PCA (Power Calibration Area) and an 
RMA (Recording Management Area) should be at a position 
inward from the lead-in area in the DVD-R, in order to do 
the calibration processing. 

The PCA is divided into several sectors and the calibra 
tion processing will be executed by using one or several 
sectors. More concretely, in the PCA corresponding to one 
or several sectors, while increasing the recording power 
step-by-step from a predetermined minimum value to a pre 
determined maximum value, setting signals having the ran 
dom pulse width, for example, from 3T to 1 1T (T is the time 
unit for use in recording information by the information 
recording appratus R) are sequentially recorded, and the 
recorded setting signals are sequentially detected and 
reproduced, from that one recorded with the minimum 
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2 
recording power. The recording power used for recording a 
setting signal in which the peak level is equal to the bottom 
level in every reproduced signal corresponding to the above 
pulse width at a time of the playback, is set as the optimum 
recording power of the optical beam in the information 
recording, and thereafter, actual recording of the recording 
information is executed by use of the optical beam of the 
optimum recording power. 
The optimum recording power thus calculated and the 

number of a sector within the PCA used for setting the opti 
mum recording power (in a short, the number of a used 
sector) are recorded within the RMA in a distinguishable 
way, as the calibration information and thereafter, the 
recording of the actual recording information starts. 

In the above-mentioned DVD-R, since the information 
can be recorded only once on the overall surface thereof, a 
sector within the PCA used once for the optimization of the 
recording power cannot be used for the optimization thereaf 
ter. At this time, if a new recording power is optimized by 
use of the used sector by mistake, the recording power can 
not be optimized accurately, thereby failing in the accurate 
information recording thereafter. 

In the above DVD-R standard, in the next calibration pro 
cessing of the recording power, standardized is that a sector 
within the PCA which has never been used for the calibra 
tion processing so far is retrieved by referring to the descrip 
tion within the RMA and that the calibration processing of 
the recording power is executed by use of the retrieved non 
used sector. 

However, that there are 400 areas capable of describing 
calibration history in the RMA, is standardized, and the tim 
ing (for example, at an eject time of the DVD-R after ?nish 
ing recording) when the calibration history should be 
described is not standardized. Owing to this, there are some 
cases where the calibration history cannot be described 
assuredly or some cases where the corresponding area after 
description of the calibration history cannot be retrieved 
accurately. In these cases, it becomes impossible to distin 
guish which sector is a used one within the PCA, which 
results in making a mistake of performing the calibration 
processing using a used sector. 

To cope with the above problem, heretofore, there is 
adopted a method of detecting a detected/playback signal 
corresponding to an actually recorded setting signal by scan 
ning the PCA using the optical beams and retrieving a used 
sector from the level thereof, as disclosed in, for example, 
Japanese Patent Application Laid-Open No. 1 1-175977. 

According to the above-mentioned conventional retrieval 
method of the used sector, as for a sector where a setting 
signal is recorded with the minimum recording power (near 
to zero level), since the recording power is too small to 
detect a detected/playback signal in the retrieval method, it 
may be regarded as the non-used sector, even if a used 
sector. Therefore, the calibration processing of the recording 
power may be performed by using a used sector, similarly in 
the conventional method, thereby failing in the accurate cali 
bration processing. 

SUMMARY OF THE INVENTION 

In consideration of the above problem, an object of the 
present invention is to provide a parameter setting apparatus 
and a parameter setting method capable of accurately 
retrieving a non-used sector in the PCA and performing the 
accurate calibration of the recording power by use of the 
above non-used sectors an information recording apparatus 
and an information recording method for information 
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recording, including the above parameter setting apparatus, 
and an information recording medium With a setting pro 
gram for setting the recording parameter recorded there in a 
readable Way by a computer. 

The above object of the present invention can be achieved 
by a parameter setting apparatus of the present invention for 
setting a recording parameter for use in optical information 
recording on a recording medium, by use of any one of a 
plurality of setting areas previously provided on the record 
ing medium. The apparatus is provided With: a checking 
device for checking Whether a special detected signal is opti 
cally detected or not from the setting areas; a retrieving 
device for retrieving a non-used area that is the setting area 
Where no special detected signal is detected, of the setting 
areas, based on the check result of the checking device; a 
mark signal recording device for optically recording a mark 
signal for obtaining the special detected signal optically, in 
the detected non-used setting area setting signal recording 
device for recording a setting signal for setting the recording 
parameter, at least, in the non-used setting area excluding an 
area Where the mark signal is recorded; and a setting device 
for setting the recording parameter by optically detecting the 
recorded setting signal. 

According to the present invention, since the non-used 
setting area is retrieved by referring to the special detected 
signal, so that the mark signal and the setting signal is 
recorded, and the recording parameter is set by use of the 
recorded setting signal, it is possible to retrieve the non-used 
setting area accurately and set the recording parameter accu 
rately by use of this. Therefore use of the accurately-set 
recording parameter enables the accurate and assured infor 
mation recording. 

In one aspect of the present invention, the mark signal 
recording device records the mark signal at a position 
detected prior to the setting signal recorded in the non-used 
setting area. 

According to this aspect, since the mark signal is recorded 
at a position detected prior to the setting signal, the accurate 
detection of the ?rst detected position in the setting area 
enables accurate detection of a non-used setting area. 

In another aspect of the present invention, the mark signal 
recording device repeats the recording of the mark signal at a 
predetermined interval during the recording of the setting 
signal. 

According to this aspect, since the mark signal is recorded 
at a predetermined interval during recording the setting 
signal, it is possible to prevent from a detection mistake of a 
non-used setting area caused by detecting no special 
detected signal for a long time. 

In further aspect of the present invention, the checking 
device is further provided With: a position retrieving device 
for retrieving a predicted position of the setting area on the 
recording medium Where the special detected signal is to be 
optically detected; a ?rst moving device for moving an 
executing device for detecting the setting signal and the spe 
cial detected signal, from the retrieved predicted position, to 
a retrieval starting position on the recording medium distant 
from there at least by a distance corresponding to the prede 
termined interval; and a second moving device for repeating 
an operation of further moving the executing device again 
from the special detected signal-detected position on the 
recording medium to a position on the recording medium 
distant from there at least by a distance corresponding to the 
predetermined interval, When the special detected signal is 
detected While the executing device is moved from the 
retrieval starting position to the predicted position, and fur 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
ther moving the executing device to the predicted position, 
from a position of the executing device after the above fur 
ther moving used as the retrieval starting position, so as to 
check Whether the special detected signal is detected or not 
In addition, the retrieving device regards the setting area 
adjacent to the setting area Where the special detected signal 
detected last is recorded as the non-used setting area, When 
none of the special detected signal is detected While the 
executing device is moved from the retrieval starting posi 
tion to the predicted position. 

According to this aspect, since a non-used setting area is 
detected based on the special detected signal While repeating 
the transition of the executing device from the retrieval start 
ing position to the predicted position and the update of the 
retrieval starting position, it is possible to detect the non 
used setting area accurately. 

In further aspect of the present invention, the recording 
parameter is intensity of an optical beam for use in the infor 
mation recording. 

According to this aspect, use of a non-used setting area 
enables the accurate setting of the intensity of the recording 
optical beam. 

In further aspect of the present invention, the apparatus is 
further provided With a recording device for executing the 
information recording by use of the set recording parameter. 

According to this aspect, use of the accurately-set record 
ing parameter enables the accurate and assured information 
recording. 
The above object of the present invention can be achieved 

by a parameter setting method of the present invention for 
setting a recording parameter for use in optical information 
recording on a recording medium, using any one of a plural 
ity of setting areas previously provided on the recording 
medium. The method is provided With: a checking process 
for checking Whether a special detected signal is optically 
detected or not from the setting areas; a retrieving process 
for retrieving a non-used area that is the setting area Where 
no special detected signal is detected, of the setting areas, 
based on the check result in the checking process, a mark 
signal recording process for optically recording a mark sig 
nal for obtaining the special detected signal optically, in the 
detected non-used setting area; a setting signal recording 
process for recording a setting signal for setting the record 
ing parameter, at least, in the non-used setting area exclud 
ing an area Where the mark signal is recorded; and a setting 
process for setting the recording parameter by optically 
detecting the recorded setting signal. 

According to the present invention, since a non-used set 
ting area is retrieved by referring to the special detected 
signal, so to record the mark signal and the setting signal and 
the recording parameter is set by use of this recorded setting 
signal, it is possible to retrieve the non-used setting area 
accurately and set the recording parameter accurately by use 
of this. Therefore use of the accurately-set recording param 
eter enables the accurate and assured information recording. 
In one aspect of the present invention, in the mark signal 
recording process, the mark signal is recorded at a position 
detected prior to the setting signal recorded in the non-used 
setting area. 
According to this aspect, since the mark signal is recorded 

at a position detected prior to the setting signal, the accurate 
detection of the ?rst detected position in the setting area 
enables accurate detection of a non-used setting area. 

In another aspect of the present invention, in the mark 
signal recording process, the recording of the mark signal is 
repeated at a predetermined interval during the recording of 
the setting signal. 
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According to this aspect, since the mark signal is recorded 
at a predetermined interval during recording the setting 
signal, it is possible to prevent from a detection mistake of a 
non-used setting area caused by detecting no special setting 
signal for a long time. 

In further aspect of the present invention, the checking 
process is further provided With: a position retrieving pro 
cess for retrieving a predicted position of the setting area on 
the recording medium Where the special detected signal is to 
be optically detected; a ?rst moving process for moving an 
executing device for detecting the setting signal and the spe 
cial detected signal, from the retrieved predicted position, to 
a retrieval starting position on the recording medium distant 
from there at least by a distance corresponding to the prede 
termined interval; and a second moving process for repeat 
ing an operation of further moving the executing device 
again from the special detected signal-detected position on 
the recording medium to a position on the recording medium 
distant from there at least by a distance corresponding to the 
predetermined interval, When the special detected signal is 
detected While the executing device is moved from the 
retrieval starting position to the predicted position, and fur 
ther moving the executing device to the predicted position, 
from a position of the executing device after the above fur 
ther moving used as the retrieval starting position, so as to 
check Whether the special detected signal is detected or not. 
In addition, in the retrieving process, the setting area adja 
cent to the setting area Where the special detected signal 
detected last is recorded, is regarded as the non-used setting 
area, When none of the special detected signal is detected 
While the executing device is moved from the retrieval start 
ing position to the predicted position. 

According to this aspect, since a non-used setting area is 
detected based on the special detected signal While repeating 
the transition of the executing device from the retrieval start 
ing position to the predicted position and the update of the 
retrieval starting position, it is possible to detect the non 
used setting area accurately. 

In further aspect of the present invention, the recording 
parameter is intensity of an optical beam for use in the infor 
mation recording. 

According to this aspect, use of a non-used setting area 
enables the accurate setting of the intensity of the recording 
optical beam. 

In further aspect of the present invention, the method is 
further provided With a recording process for executing the 
information recording by use of the set recording parameter. 

The above object of the present invention can be achieved 
by an information recording medium of the present inven 
tion in Which a setting program is recorded in a readable Way 
by a setting computer, Which is included in a recording 
parameter setting apparatus for setting a recording parameter 
for use in optical information recording on the recording 
medium, using any one of a plurality of setting areas previ 
ously provided on the recording medium. The setting pro 
gram causes the setting computer to function as: a checking 
device for checking Whether a special detected signal is opti 
cally detected or not from the setting areas; a retrieving 
device for retrieving a non-used area that is the setting area 
Where no special detected signal is detected, of the setting 
areas, based on the check result of the checking device; a 
mark signal recording device for optically recording a mark 
signal for obtaining the special detected signal optically, in 
the detected non-used setting area; a setting signal recording 
device for recording a setting signal for setting the recording 
parameter, at least, in the non-used setting area excluding an 
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6 
area Where the mark signal is recorded; and a setting device 
for setting the recording parameter by optically detecting the 
recorded setting signal. 

According to the present invention, since the setting com 
puter Works so as to retrieve a non-used setting area by refer 
ring to the special detected signal to record the mark signal 
and the setting signal and so as to set the recording param 
eter by use of this recorded setting signal, it is possible to 
retrieve the non-used setting area accurately and set the 
recording parameter accurately by use of this Therefore use 
of the accurately-set recording parameter enables the accu 
rate and assured information recording. 

In one aspect of the present invention, the mark signal 
recording device records the mark signal at a position 
detected prior to the setting signal recorded in the non-used 
setting area. 
According to this aspect, since the setting computer Works 

so as to record the mark signal at a position detected prior to 
the setting signal, the accurate detection of the ?rst detected 
position in the setting area enables accurate detection of a 
non-used setting area. 

In another aspect of the present invention, the mark signal 
recording device repeats the recording of the mark signal at a 
predetermined interval during the recording of the setting 
signal. 
According to this aspect, since the setting computer Works 

so as to record the mark signal at a predetermined interval 
during recording the setting signal, it is possible to prevent 
from a detection mistake of a non-used setting area caused 
by detecting no special setting signal for a long time. 

In further aspect of the present invention, the checking 
device is further provided With: a position retrieving device 
for retrieving a predicted position of the setting area on the 
recording medium Where the special detected signal is to be 
optically detected; a ?rst moving device for moving an 
executing device for detecting the setting signal and the spe 
cial detected signal, from the retrieved predicted position, to 
a retrieval starting position on the recording medium distant 
from there at least by a distance corresponding to the prede 
termined interval; and a second moving device for repeating 
an operation of further moving the executing device again 
from the special detected signal-detected position on the 
recording medium to a position on the recording medium 
distant from there at least by a distance corresponding to the 
predetermined interval, When the special detected signal is 
detected While the executing device is moved from the 
retrieval starting position to the predicted position, and fur 
ther moving the executing device to the predicted position, 
from a position of the executing device after the above fur 
ther moving used as the retrieval starting position, so as to 
check Whether the special detected signal is detected or not. 
In addition, the retrieving device regards the setting area 
adjacent to the setting area Where the special detected signal 
detected last is recorded as the non-used setting area, When 
none of the special detected signal is detected While the 
executing device is moved from the retrieval starting posi 
tion to the predicted position. 

According to this aspect, since the setting computer Works 
so as to detect a non-used setting area based on the special 
detected signal While repeating the transition of the execut 
ing device from the retrieval starting position to the pre 
dicted position and the update of the retrieval starting 
position, it is possible to detect the non-used setting area 
accurately. 

In further aspect of the present invention, the recording 
parameter is intensity of an optical beam for use in the infor 
mation recording. 
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According to this aspect, use of a non-used setting area 
enables the accurate setting of the intensity of the recording 
optical beam. 

In further aspect of the present invention, the setting pro 
gram further causes the setting computer to function as a 
recording device for executing the information recording by 
use of the set recording parameter. 

According to this aspect, use of the accurately-set record 
ing parameter enables the accurate and assured information 
recording. 

The above object of the present invention can be achieved 
by a computer data signal embodied in a carrier Wave and 
representing a sequence of instructions of the present 
invention, Which is executed by a setting computer, Which is 
included in a recording parameter setting apparatus for set 
ting a recording parameter for use in optical information 
recording on the recording medium, using any one of a plu 
rality of setting areas previously provided on the recording 
medium. The instructions is provided With the steps of: 
checking Whether a special detected signal is optically 
detected or not from the setting areas; retrieving a non-used 
area that is the setting area Where no special detected signal 
is detected, of the setting areas, based on the check result of 
the step of checking; optically recording a mark signal for 
obtaining the special detected signal optically, in the 
detected non-used setting area; recording a setting signal for 
setting the recording parameter, at least, in the non-used set 
ting area excluding an area Where the mark signal is 
recorded, and setting the recording parameter by optically 
detecting the recorded setting signal. 

According to the present invention, since the setting com 
puter Works so as to retrieve a non-used setting area by refer 
ring to the special detected signal to record the mark signal 
and the setting signal and so as to set the recording param 
eter by use of this recorded setting signal, it is possible to 
retrieve the non-used setting area accurately and set the 
recording parameter accurately by use of this. Therefore use 
of the accurately-set recording parameter enables the accu 
rate and assured information recording. 

In one aspect of the present invention, the step of optically 
recording the mark signal records the mark signal at a posi 
tion detected prior to the setting signal recorded in the non 
used setting area. 

According to this aspect, since the setting computer Works 
so as to record the mark signal at a position detected prior to 
the setting signal, the accurate detection of the ?rst detected 
position in the setting area enables accurate detection of a 
non-used setting area. 

In another aspect of the present invention, the step of opti 
cally recording the mark signal repeats the recording of the 
mark signal at a predetermined interval during the recording 
of the setting signal. 

According to this aspect, since the setting computer Works 
so as to record the mark signal at a predetermined interval 
during recording the setting signal, it is possible to prevent 
from a detection mistake of a non-used setting area caused 
by detecting no special setting signal for a long time. 

In further aspect of the present invention, the step of 
checking is further provided With the steps of: retrieving a 
predicted position of the setting area on the recording 
medium Where the special detected signal is to be optically 
detected; moving an executing device for detecting the set 
ting signal and the special detected signal, from the retrieved 
predicted position, to a retrieval starting position on the 
recording medium distant from there at least by a distance 
corresponding to the predetermined interval; and repeating 

20 

25 

30 

40 

45 

50 

55 

60 

65 

8 
an operation of further moving the executing device again 
from the special detected signal-detected position on the 
recording medium to a position on the recording medium 
distant from there at least by a distance corresponding to the 
predetermined interval, When the special detected signal is 
detected While the executing device is moved from the 
retrieval starting position to the predicted position, and fur 
ther moving the executing device to the predicted position, 
from a position of the executing device after the above fur 
ther moving used as the retrieval starting position, so as to 
check Whether the special detected signal is detected or not, 
and the step of retrieving the non-used area regards the set 
ting area adjacent to the setting area Where the special 
detected signal detected last is recorded as the non-used set 
ting areas When none of the special detected signal is 
detected While the executing device is moved from the 
retrieval starting position to the predicted position. 

According to this aspect, since the setting computer Works 
so as to detect a non-used setting area based on the special 
detected signal While repeating the transition of the execut 
ing device from the retrieval starting position to the pre 
dicted position and the update of the retrieval starting 
position, it is possible to detect the non-used setting area 
accurately. 

In further aspect of the present invention, the recording 
parameter is intensity of an optical beam for use in the infor 
mation recording. 

According to this aspect, use of a non-used setting area 
enables the accurate setting of the intensity of the recording 
optical beam. 

In further aspect of the present invention, the instructions 
are further provided With the step of executing the informa 
tion recording by use of the set recording parameter. 

According to this aspect, use of the accurately-set record 
ing parameter enables the accurate and assured information 
recording. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram shoWing a schematic structure 
of an information recording apparatus according to a pre 
ferred embodiment of the present invention; 

FIG. 2 is a schematic vieW shoWing the detailed structure 
of a DVD-R according to the embodiment. 

FIG. 3 is a How chart (I) shoWing the recording poWer 
setting processing according to the embodiment. 

FIG. 4 is a How chart (II) shoWing the recording poWer 
setting processing according to the embodiment. 

FIG. 5 is a vieW shoWing various Waveforms correspond 
ing to the recording poWer setting processing of the embodi 
ment. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

A preferred embodiment of the present invention Will be 
described With reference to the draWings. 
An embodiment described beloW is an embodiment When 

the present invention is adopted to the setting processing of 
the recording poWer performed prior to the actual informa 
tion recording processing, in an information recording appa 
ratus for recording information in the DVD-R as the above 
recording medium. 
A schematic structure and operation of an information 

recording apparatus of the embodiment Will be described by 
referring FIG. 1 and FIG. 2. 



US RE42,023 E 
9 

FIG. 1 is a block diagram showing the schematic structure 
of the information recording apparatus of the embodiment, 
and FIG. 2 is a schematic vieW showing the detailed struc 
ture of a DVD-R1. 

As illustrated in FIG. 1, an information recording appara 
tus R of the embodiment is comprised of: a pickup 2 as 
retrieving device, setting signal recording device, detecting 
device, performing device, and a mark signal recording 
device; an RF (Radio Frequency) detecting section 3; a con 
trol section 4 comprised of a CPU and the like as checking 
device, position retrieving device, ?rst moving device, sec 
ond moving device, and setting device; a timing creating unit 
5; a recording poWer setting section 6; a recording pattern 
generating section 7; a recording Waveform creating section 
8; a driving section 9; a laser driver 10; a pre-format detect 
ing section 11; a condenser 21; a level detecting section 24 
including a peak detecting section 22 and a bottom detecting 
section 23; and a sWitch 25. 

An operation of each component Will be described noW. 

At ?rst, an operation of general information recording 
processing Will be described. 

Address information indicating the position of the 
recorded information on the DVD-R1 and a synchronization 
signal are previously recorded (in its manufacturing stage) 
by forming a pre-pit. 

At the timing of recording information on the DVD-R1, 
the pickup 2 irradiates an optical beam B for information 
recording to the pre-pit just before the actual information 
recording, detects the address information indicating the 
record position of the information to be recorded entered 
from the outside and the synchronization signal for creating 
a recording clock used as a reference clock in the recording 
processing, according to, for example, a push-pull method, 
and creates a push-pull signal Spp including the above tWo 
so to supply it to the pre-format detecting section 11. 

Then, the pre-format detecting section 11 separates the 
push-pull signal Spp into the synchronization signal Ssyc 
and the address information Sadr, and supplies the synchro 
nization signal Ssyc to the liming creating section 5 and the 
address information Sadr to the control section 4. 

The timing creating section 5 creates the recording clock 
signal Stm based on the synchronization signal Ssyc, and 
supplies it to the recording poWer setting section 6 and the 
recording pattern generating section 7. 

While, the recording information Sr entered from the out 
side is supplied to the control section 4. 
The control section 4 adds an error correction mark to the 

supplied recording information Sr and modulates the sup 
plied recording information Sr. Based on the address infor 
mation Sadr, it recognizes the record position on the DVD 
R1 to record the supplied recording information Sr, and 
supplies the recording information Sr to the recording Wave 
form creating section 8 through the sWitch 25, as the record 
ing signal Srr at the timing corresponding to the record posi 
tion. 

The recording pattern generating section 7 generates a 
recording pattern signal Spt having a random pulse Width 
from 3T to UT, using recording clock signal Stm as a refer 
ence clock, based on the control signal Sct from the control 
section 4, and supplies it to the recording Waveform creating 
section 8 through the sWitch 25, in the normalization pro 
cessing described later. 

The recording Waveform creating section 8 performs the 
Waveform shaping processing (strategy processing), Which 
shapes and optimizes the form of the recording pit formed in 
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the recording track on the DVD-R1 correspondingly to the 
Waveform of the recording pattern signal Spt, on the record 
ing signal Srr or the recording pattern signal Spt, and gener 
ates a shaped pattern signal Ssr to supply it to the driving 
section 9. 

While, the recording poWer setting section 6 generates a 
poWer signal Spc indicating the recording poWer set in the 
recording poWer setting processing described later Which is 
executed prior to the information recording, based on the 
control signal Scp from the control section 4, and supplies it 
to the driving section 9. 
The driving section 9 generates a driving signal Sdd for 

irradiating the optical beam B for recording by the recording 
poWer indicated by the poWer signal Spc and supplies it to 
the driver 10. 
The driver 10 drives a semiconductor laser, not illustrated, 

Within the pickup 2, so as to generate a driving signal Sd for 
irradiating the recording optical beam B intensity-modulated 
correspondingly to the Waveform change indicated by the 
shaped pattern signal Ssr, With reference to the recording 
poWer indicated by the poWer signal Spc, and so as to supply 
it to the semiconductor laser Within the pickup 2. 
The recording optical beam B corresponding to the origi 

nal recording information Sr is irradiated on the DVD-R1 by 
driving the semiconductor laser according to the driving sig 
nal Sd, hence to form a recording pit corresponding to the 
recording information Sr in the recording track on the DVD 
R1, thereby completing a serried of recording processing of 
the recording information Sr. 

The calibration processing of the recording poWer con 
cerned With the embodiment, Which is performed prior to the 
above-mentioned recording processing, Will be described. 
As mentioned above, the calibration processing con 

cerned With the embodiment is performed by using the PCA 
and RMA formed in the inner portion than the lead-in area 
on the DVD-R1. 

The detailed structure of the DVD-R1 including the PCA 
and the RMA Will be described by using FIG. 2. 
As illustrated in FIG. 2A, the DVD-R1 of the embodiment 

is comprised of: from the inside, a clump hole CH for 
mounting and ?xing the DVD-R1 around a rotation axis of a 
spindle motor, not illustrated, Within the information record 
ing unit R; a non-recordable area 16 Where information is 
not recorded on the inner peripheral side; the PCA 18; the 
RMA 12; an information area DA Where actual recording 
processing is performed; and an end area 17. 

The information area DA is further comprised of: a lead 
in area 13 Where start information and the like to be read out 
When reproducing the recording information recorded in a 
data area 14 described later is recorded; the data area 14 
Where the recording information is recorded; and a lead-out 
area 15 Where end information and the like to be read out 
When ?nishing the playback of the recording information 
recorded in the data area 14 is recorded. The lead-in area 13 
is an area for recording the start information and the like 
prior to recording the information in the data area 14, While 
the lead-out area 15 is an area for recording the end informa 
tion and the like after fully ?nishing the recording on the 
overall DVD-R1 (namely, When all recording of the record 
ing information for the DVD-R1 is ?nished). 
The PCA 18 is divided into the number N of sectors 20 

(for example, N is 7000), and one or more of these sectors 20 
are used to perform the calibration processing of the record 
ing poWer of the recording optical beam B. 

Further, it is standardized that the respective sectors 20 are 
used sequentially from the sector 20_ 1 on the outer periphery 
of the DVD-R1. 
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For example, in the case of performing one calibration 
processing by use of only one sector 20, one calibration 
processing is performed on the sector 20_l by recording a 
setting signal With the recording poWer increasing sequen 
tially from the inner periphery to the outer periphery (refer to 
a dotted line of FIG. 2), and the next calibration is performed 
on the sector 20_2 by recording a setting signal With the 
recording poWer increasing sequentially from the inner 
periphery to the outer periphery (refer to a dotted line of 
FIG. 2). 

While, the RMA 12 is provided With 400 setting recording 
areas for sequentially Writing the values of the optimum 
recording poWers having been set in the above calibration 
processing at a predetermined timing and the numbers of the 
sectors 20 Within the PCA18 having been used so far for the 
calibration processing. 

Returning to FIG. 1, in the above calibration processing 
by use of the PCA 18 and the RMA 12, for example, in the 
case of performing one calibration processing by use of only 
one sector 20 as mentioned above, at ?rst, the control section 
4 supplies the control signal Sct to the recording pattern 
generating section 7 so as to generate the recording pattern 
signal Spt having the above-mentioned random pulse Width 
from 3T to UT. 

The control section 4 supplies the control signal Scp to the 
recording poWer setting section 6 so as to control it to record 
the setting signal on the sector 2_l While increasing the 
recording poWer step -by-step from the inner periphery to the 
outer periphery (refer to the dotted line of FIG. 2). 

Thus, the recording poWer setting section 6 supplies the 
poWer signal Spc in a manner of increasing the recording 
poWer step-by-step. 

The driving section 9 and the driver 10 record the setting 
signal sequentially Within the sector 20_l While increasing 
the recording poWer step-by-step based on the poWer signal 
Spc. This processing enables the setting signal step-by-step 
varying in a staircase pattern in the playback intensity to be 
recorded in the sector 20_1. 

The peak level and the bottom level of the detected signal 
Srf obtained by reproducing the setting signal recorded in 
the above Way, using the pickup 2, are detected by the level 
detecting section 24. 

The level detecting section 24 eliminates the direct current 
component of the detected signal Srf through the condenser 
21, obtains the peak level and the bottom level of the con 
denser signal Scd that is the resultant output, respectively 
through the peak detecting section 22 and the bottom detect 
ing section 23, and supplies a peak level signal Spl and a 
bottom level signal Sbl to the control section 4. 

Thus, the control section 4 sets the recording poWer in 
recording the setting signal in Which the peak level is equal 
to the bottom level for every detected signal Srf correspond 
ing to the pulse Width from 3T to UT, based on the peak 
level signal Spl and the bottom level signal Sbl, as the opti 
mum recording poWer at that time, in the memory, not 
illustrated, hence to use it for the recording processing of the 
actual recording information Sr thereafter. 

The calibration processing concerned With the embodi 
ment executed chie?y by the control section 4 Will be 
described more concretely by using FIG. 3 to FIG. 5. 

FIG. 3 and FIG. 4 are How chars shoWing the calibration 
processing, and FIG. 5 is a vieW shoWing various Waveforms 
corresponding to the calibration processing. 

In the calibration processing described later, one calibra 
tion processing is executed by using 64 pieces of sectors 20, 
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and further in one sector 20, the setting signal is recorded 
With the same recording poWer and a mark signal described 
later is recorded in every 32 sectors. Further, in FIG. 5, the 
level of the detected signal Srf becomes higher in a doWn 
Ward direction. 

As illustrated in FIG. 3, in the calibration processing of 
the embodiment (recording poWer setting processing), at 
?rst, each initial setting is executed (Step S1). 
NoW, the initial setting processing in Step S1 Will be more 

speci?cally described. In the initial setting processing, a 
parameter X that is the counter value (incremented by one 
every time the recording poWer is increased by one step) 
indicating the space betWeen the mark signals When a plural 
ity of mark signals described later are recorded, is initialiZed 
(namely, parameter XeO), the number M of changed steps 
of the recording poWer(in the case of embodiment is M=64) 
is set in a parameterY indicating the changing frequency of 
the recording poWer When the setting signal is recorded, and 
further, the initial value of the recording poWer (more 
speci?cally, the minimum value de?ned by the DVD-R 
format) is set in recording the setting signal other than the 
mark signal. 
When the initial setting is ?nished, in the PCA 18, the 

head position of the sectors 20 used for the calibration pro 
cessing so far having been executed (in other Words, the head 
position of the used area) is retrieved on the DVD-R1 (Step 
S2). The retrieval processing Will be described later by using 
FIG. 4. 

When the head position of the used area is retrieved, the 
position of irradiating the optical beam B is inWardly moved 
from the head position by the 64 sectors, and the head posi 
tion of the sectors 20 used for the next calibration processing 
(in other Words, the head position of the non-used area) is 
retrieved on the DVD-R1 (Step S3). In the retrieval process 
ing in Step S3, more speci?cally, the head position of the 
sectors 20 used for the next calibration processing is 
retrieved by referring to the number of the respective sectors 
20 (address information) previously recorded by the pre-pit. 
The position of irradiating the optical beam 13 is moved, 

according to the retrieval, by operating a tracking 
servomechanism, not illustrated, based on a control of the 
control section 4. 

When the head position of the non-used area is retrieved, 
Whether the value of the parameter X is noW “0” or not is 
checked (Step S4). 

Just after retrieving the non-used area, since the parameter 
X is “0” (YES; Step S4), the recording poWer When the 
setting signal is recorded last is stored in a memory, not 
illustrated, Within the control section 4, “32” (indicating that 
the mark signal is to be recorded in every 32 sectors) is set in 
the parameter X, and in the information recording unit R, the 
mark signal is recorded Within the sector 20 for a predeter 
mined hour With the possible maximum recording poWer 
(Step S5). According to the processing of Step S5, the initial 
mark signal is recorded at the head position of the non-used 
area. 

The parameters X and Y are decremented by one (Step 
S7), and Whether the parameter Y becomes “0” or not, in 
other Words, Whether one calibration processing is com 
pleted or not is checked (Steps S8). 

Since the one calibration processing is not ?nished yet 
(N 0; Step S8), this step Will return to Step S4 again, after the 
recording time for one sector elapses (Step S9). 

Since the value of the parameter X is not “0” in this Step 
S4 (NO; Step S4), the setting signal is recorded With the 
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recording power of the setting signal increased by one step 
from the initial value set in Step S1 (Step S6), and this step 
Will return to Step S7 again, Where each parameter is decre 
mented by one (Step S7), thereby repeating a series of the 
above-mentioned processing. 
By repeating the processing from Step S1 to Step S9 as 

mentioned above, the second mark signal is recorded at the 
head position of the non-used area and at the position distant 
from the head position by 32 sectors (since one calibration 
processing is completed by using 64 sectors in the calibra 
tion processing of this embodiment, there are only tWo mark 
signals that are recorded betWeen the one calibration 
processing), and the setting signal is recorded With the 
recording poWer increased by every one step for every sector 
up to the maximum value, in the space betWeen the mark 
signals and the space betWeen the mark signal and the end 
position of the non-used area. 
When the recording of the setting signal for 64 sectors is 

completed (YES; Step S8), the head position of the recorded 
area (the recorded area Within the PCA 18 Where the mark 
signal and the setting signal are recorded according to the 
processing of the above Step S1 to Step S9) is retrieved 
according to the same processing as in the above-mentioned 
Step S2 (Step S10), and from the head position, the setting 
signal and the mark signal for 64 sectors are detected and 
reproduced, hence to create the detected signal Srf (Step 
S11) Further, the level thereof is obtained in the RF detecting 
section 3 (Step S12), and the level signal Sp is created and 
supplied to the control section 4. 
As the Waveform of the detected signal Srf at that time, as 

shoW in FIG. 5, a special detected signal SP of the maximum 
level corresponding to the mark signal is detected at the head 
position of the recorded area formed by process of step 1 to 
step 9 and the position outWardly distant from the head posi 
tion by 32 sectors, and from the area betWeen the both 
positions, the detected signals Srf having the playback level 
corresponding to the respective setting signals outWardly 
increased in every sector are detected. The level signal Sp 
Which becomes the “HIGH” level (refer to the bottom of 
FIG. 5) at a time of detecting the detected signal Srf having a 
level more than the predetermined optimum level, of these 
special detected signals SP and the detected signals Sfr, is 
supplied to the control section 1. 

Based on the peak level signal Spl and the bottom level 
signal Sbl supplied from the level detecting section 24, When 
the setting signal having the peak level and the bottom level 
Which are equal to each other, for every detected signal Sfr 
corresponding to the pulse Width from 3T to 1 1T (refer to the 
timing T) is obtained, the recording poWer at that time is set 
in a memory, not illustrated, Within the control section 4 as 
the optimum recording poWer (Step S13), and thereafter 
used for the recording processing of the actual recording 
information Sr. 

After a series of the calibration processing shoWn in FIG. 
3 is ?nished, the number of a sector used as the recorded area 
and the recording poWer set in the above are recorded Within 
the setting recording area corresponding to the RMA12. 

The retrieval processing from Step S2 to Step S10 Will be 
described by using FIG. 4. 

In the retrieval processing, as illustrated in FIG. 4, at ?rst, 
the setting recording area Where the used (recorded) sector 
number and the setting recording poWer are recorded in the 
last calibration processing is retrieved, so to obtain the used 
(recorded) sector number (address at the head position of the 
used area (Step S20), and the position of irradiating the opti 
cal beam B is moved to the head position (Step S21). 

20 

25 

30 

35 

45 

50 

55 

60 

65 

14 
While the irradiation position is moved outWardly from 

the head position, Whether a detected signal Srf having some 
level is detected or not is checked (Step S22). 
The irradiation position is inWardly jumped to a position 

for tWo tracks in a Way of skipping over 64 sectors (Step 
S23), referring to the address information recorded by the 
pre-pit from the ?rst position of detecting the detected signal 
Srf, and While moving the irradiation position again out 
Wardly from the moved position, Whether the detected signal 
Srf is detected or not is checked and retrieved(Step S24). 
When detecting the detected signal Srf having some level 

(YES, Step S24), the current irradiation position is regarded 
to be Within the used (recorded) area, the address of the 
position is obtained (Step S25) and this step Will return to 
Step 23, Where the above-mentioned track jump processing 
Will be repeated. 

While, in the judge of Step S24, When no detected signal 
Srf is detected (N 0; Step S24), Whether or not the check and 
retrieval has been completed in the irradiation position 
before the track jump (Step S23) is checked (Step S26) 
When the check and retrieval has not been completed (NO; 
Step S26), this step Will return to Step S24 again, Where the 
check and retrieval is continued, While When the check and 
retrieval has been completed (YES; Step S26), the position 
corresponding to the last obtained address (Step S25) is 
regarded as the head position the used (recorded) area (Step 
S27), and then the processing Will be returned to Step S3 or 
Step S11. 
As mentioned above, according to the above calibration 

processing in the information recording unit R, the non-used 
area is retrieved, referring to the special detected signal SP, 
to record the mark signal and the setting signal, and the 
setting of the recording poWer is performed, using thus 
recorded setting signal. Therefore, the non-used area can be 
retrieved accurately and by using this, the setting of the 
recording poWer can be performed accurately. 

Since the mark signal is recorded at the position detected 
prior to the setting signal, the ?rst detected position can be 
accurately detected in the PCA18, thereby detecting the non 
used area assuredly. 

Since the mark signal is recorded in every 32 sectors dur 
ing recording of the setting signal, detection error of the 
non-used area caused by detecting no special detected signal 
SP for a long time can be prevented. 

Since the used (recorded) area is detected based on the 
special detected signal SP While repeating the transition of 
the irradiation position of the optical beam B from the head 
position of the used (recorded) area indicated by the RMA 
12 to the position of detecting the detected signal Srf and the 
update of the same head position, the non-used area can be 
detected assuredly. 

Since the information recording is executed by using the 
set recording poWer, the information recording can be 
executed accurately and assuredly by using the accurately 
set recording poWer. 

In the above-mentioned embodiment, although the 
description has been made in the case of one calibration 
processing by use of 64 sectors, the same effect as the 
present invention can be obtained even in the case of one 
calibration processing by use of only one sector 20, if the 
mark signal is recorded at the head. 

In the above-mentioned embodiment, although the 
description has been made in the case Where the present 
invention is adopted to the calibration processing of the 
recording poWer on the DVD-R1, the present invention can 



US RE42,023 E 
15 

be adopted to the calibration processing of the recording 
poWer on a general CD-R (CD-Recordable). 

Further, With a program corresponding to the How charts 
shoWn in FIG. 3 and FIG. 4 recorded in a ?exible disk or a 
hard disk as the information recording medium, this pro 
gram can be read out and executed by a general microcom 
puter or the like. Therefore, the same microcomputer may be 
used as the control section 4 of the embodiment. 

The invention may be embodied in other speci?c forms 
Without departing from the spirit or essential characteristics 
thereof. The present embodiments are therefore to be consid 
ered in all respects as illustrative and not restrictive, the 
scope of the invention being indicated by the appended 
claims rather than by the forgoing description and all 
changes Which come Within the meaning and range of 
equivalency of the claims are therefore intended to be 
embraces therein. 

The entire disclosure of Japanese Patent Application No. 
2000-313588 ?led on Oct. 13, 2000 including the 
speci?cation, claims, draWings and summary is incorporated 
herein by reference in its entirety. 
What is claimed: 
[1. A parameter setting apparatus for setting a recording 

parameter for use in optical information recording on a 
recording medium, by use of any one of a plurality of setting 
areas previously provided on the recording medium, the 
apparatus comprising: 

a checking device for checking Whether a special detected 
signal is optically detected or not from the setting areas; 

a locating device for locating a non-used area that is the 
setting area Where no special detected signal is 
detected, of the setting areas, based on the check result 
of the checking device; 

a mark signal recording device for optically recording a 
mark signal for obtaining the special detected signal 
optically, in the non-used setting area; 

a setting signal recording device for recording a setting 
signal for setting the recording parameter, at least, in 
the non-used setting area excluding an area Where the 
mark signal is recorded; and 

a setting device for setting the recording parameter by 
optically detecting the recorded setting signal 

[2. The parameter setting apparatus according to claim 1, 
Wherein 

the mark signal recording device records the mark signal 
at a position detected prior to the setting signal 
recorded in the non-used setting area.] 

3. [The] A parameter setting apparatus [according to claim 
1]for setting a recordingparameterfor use in optical infor 
mation recording on a recording medium, by use ofany one 
of a plurality of setting areas previously provided on the 
recording medium, the apparatus comprising: 

a checking device for checking whether a special detected 
signal is optically detected or not from the setting 
areas; 

a locating devicefor locating a non-used area that is the 
setting area where no special detected signal is 
detected, of the setting areas, based on the check result 
of the checking device; 

a mark signal recording devicefor optically recording a 
mark signal for obtaining the special detected signal 
optically, in the non-used setting area; 

a setting signal recording device for recording a setting 
signal for setting the recording parameter, at least, in 
the non-used setting area excluding an area where the 
mark signal is recorded; and 
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a setting device for setting the recording parameter by 

optically detecting the recorded setting signal, 
Wherein the mark signal recording device repeats the 

recording of the mark signal at a predetermined interval 
during the recording of the setting signal. 

[4. The parameter setting apparatus according to claim 2, 
Wherein 

the mark signal recording device repeats the recording of 
the mark signal at a predetermined interval during the 
recording of the setting signal.] 

5. The parameter setting apparatus according to claim 3, 
Wherein the checking device further comprises: 

a position retrieving device for retrieving a predicted posi 
tion of the setting area on the recording medium Where 
the special detected signal is to be optically detected; 

a ?rst moving device for moving an executing device for 
detecting the setting signal and the special detected 
signal, from the retrieved predicted position, to a 
retrieval starting position on the recording medium dis 
tant from there at least by a distance corresponding to 
the predetermined interval; and 

a second moving device for repeating an operation of fur 
ther moving the executing device again from the special 
detected signal-detected position on the recording 
medium to a position on the recording medium distant 
from there at least by a distance corresponding to the 
predetermined interval, When the special detected sig 
nal is detected While the executing device is moved 
from the retrieval starting position to the predicted 
position, and further moving the executing device to the 
predicted position, from a position of the executing 
device after the above further moving used as the 
retrieval starting position, so as to check Whether the 
special detected signal is detected or not; and 

the locating device regards the setting area adjacent to the 
setting area Where the special detected signal detected 
last is recorded as the non-used setting area, When none 
of the special detected signal is detected While the 
executing device is moved from the retrieval starting 
position to the predicted position. 

6. The parameter setting apparatus according to claim [1] 
3, Wherein the recording parameter is intensity of an optical 
beam for use in the information recording. 

7. The parameter setting apparatus according to claim [1] 
3, further comprising a recording device for executing the 
information recording by use of the set recording parameter. 

[8. A parameter setting method for setting a recording 
parameter for use in optical information recording on a 
recording medium, using any one of a plurality of setting 
areas previously provided on the recording medium, the 
method comprising: 

a checking process for checking Whether a special 
detected signal is optically detected or not from the 
setting areas; 

a locating process for locating a non-used area that is the 
setting area Where no special detected signal is 
detected, of the setting areas, based on the check result 
in the checking process; 

a mark signal recording process for optically recording a 
mark signal for obtaining the special detected signal 
optically, in the non-used setting area; 

a setting signal recording process for recording a setting 
signal for setting the recording parameter, at least, in 
the non-used setting area excluding an area Where the 
mark signal is recorded; and 
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a setting process for setting the recording parameter by 
optically detecting the recorded setting signal 

[9. The parameter setting method according to claim 8, 
Wherein 

in the mark signal recording process, the mark signal is 
recorded at a position detected prior to the setting sig 
nal recorded in the non-used setting area.] 

10. [The] A parameter setting method [according to claim 
8] for setting a recording parameter for use in optical infor 
mation recording on a recording medium, using any one ofa 
plurality of setting areas previously provided on the record 
ing medium, the method comprising: 

a checking process for checking whether a special 
detected signal is optically detected or not from the 
setting areas; 

a locatingprocessfor locating a non-used area that is the 
setting area where no special detected signal is 
detected, of the setting areas, based on the check result 
in the checking process; 

a mark signal recordingprocessfor optically recording a 
mark signal for obtaining the special detected signal 
optically, in the non-used setting area; 

a setting signal recording process for recording a setting 
signal for setting the recording parameter, at least, in 
the non-used setting area excluding an area where the 
mark signal is recorded; and 

a setting process for setting the recording parameter by 
optically detecting the recorded setting signal, 

Wherein in the mark signal recording process, the record 
ing of the mark signal is repeated at a predetermined 
interval during the recording of the setting signal. 

[11. The parameter setting method according to claim 9, 
Wherein 

in the mark signal recording process, the recording of the 
mark signal is repeated at a predetermined interval dur 
ing the recording of the setting signal.] 

12. The parameter setting method according to claim 10, 
Wherein the checking process further comprises: 

a position retrieving process for retrieving a predicted 
position of the setting area on the recording medium 
Where the special detected signal is to be optically 
detected; 

a ?rst moving process for moving an executing device for 
detecting the setting signal and the special detected 
signal, from the retrieved predicted position, to a 
retrieval starting position on the recording medium dis 
tant from there at least by a distance corresponding to 
the predetermined interval; and 

a second moving process for repeating an operation of 
further moving the executing device again from the 
special detected signal-detected position on the record 
ing medium to a position on the recording medium dis 
tant from there at least by a distance corresponding to 
the predetermined interval, When the special detected 
signal is detected While the executing device is moved 
from the retrieval starting position to the predicted 
position, and further moving the executing device to the 
predicted position, from a position of the executing 
device after the above further moving used as the 
retrieval starting position, so as to check Whether the 
special detected signal is detected or not; and 

in the locating process, the setting area adjacent to the 
setting area Where the special detected signal detected 
last is recorded, is regarded as the non-used setting 
area, When none of the special detected signal is 
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18 
detected While the executing device is moved from the 
retrieval starting position to the predicted position. 

13. The parameter setting method according to claim [8] 
1 0, Wherein the recording parameter is intensity of an optical 
beam for use in the information recording. 

14. The parameter setting method according to claim [8] 
10, further comprising a recording process for executing the 
information recording by use of the set recording parameter. 

[15. An information recording medium in Which a setting 
program is recorded in a readable Way by a setting computer, 
Which is included in a recording parameter setting apparatus 
for setting a recording parameter for use in optical informa 
tion recording on the recording medium, using any one of a 
plurality of setting areas previously provided on the record 
ing medium, the setting program causing the setting com 
puter to function as: 

a checking device for checking Whether a special detected 
signal is optically detected or not from the setting areas; 

a locating device for locating a non-used area that is the 
setting area Where no special detected signal is 
detected, of the setting areas, based on the check result 
of the checking device; 

a mark signal recording device for optically recording a 
mark signal for obtaining the special detected signal 
optically, in the non-used setting area; 

a setting signal recording device for recording a setting 
signal for setting the recording parameter, at least, in 
the non-used setting area excluding an area Where the 
mark signal is recorded; and 

a setting device for setting the recording parameter by 
optically detecting the recorded setting signal] 

[16. The information recording medium according to 
claim 15, Wherein 

the mark signal recording device records the mark signal 
at a position detected prior to the setting signal 
recorded in the non-used setting area.] 

17. [The] A information recording medium [according 
claim 15] in which a settingprogram is recorded in a read 
able way by a setting computer, which is included in a 
recording parameter setting apparatus for setting a record 
ing parameterfor use in optical information recording on 
the recording medium, using any one ofa plurality ofsetting 
areas previously provided on the recording medium, the set 
ting program causing the setting computer to function as: 

a checking device for checking whether a special detected 
signal is optically detected or not from the setting 
areas; 

a locating devicefor locating a non-used area that is the 
setting area where no special detected signal is 
detected, of the setting areas, based on the check result 
of the checking device; 

a mark signal recording device for optically recording a 
mark signal for obtaining the special detected signal 
optically, in the non-used setting area; 

a setting signal recording device for recording a setting 
signalfor setting the recording parameter, at least, in 
the non-used setting area excluding an area where the 
mark signal is recorded; and 

a setting device for setting the recording parameter by 
optically detecting the recorded setting signal, 

Wherein the mark signal recording device repeats the 
recording of the mark signal at a predetermined interval 
during the recording of the setting signal. 

[18. The information recording medium according claim 
16, Wherein 
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the mark signal recording device repeats the recording of 
the mark signal at a predetermined interval during the 
recording of the setting signal.] 

19. The information recording medium according to claim 
17, Wherein the checking device further comprises: 

a position retrieving device for retrieving a predicted posi 
tion of the setting area on the recording medium Where 
the special detected signal is to be optically detected; 

a ?rst moving device for moving an executing device for 
detecting the setting signal and the special detected 
signal, from the retrieved predicted position, to a 
retrieval starting position on the recording medium dis 
tant from there at least by a distance corresponding to 
the predetermined interval; and 

a second moving device for repeating an operation of fur 
ther moving the executing device again from the special 
detected signal-detected position on the recording 
medium to a position on the recording medium distant 
from there at least by a distance corresponding to the 
predetermined interval, When the special detected sig 
nal is detected While the executing device is moved 
from the retrieval starting position to the predicted 
position, and further moving the executing device to the 
predicted position, from a position of the executing 
device after the above further moving used as the 
retrieval starting position, so as to check Whether the 
special detected signal is detected or not; and 

the locating device regards the setting area adjacent to the 
setting area Where the special detected signal detected 
last is recorded as the non-used setting area, When none 
of the special detected signal is detected While the 
executing device is moved from the retrieval starting 
position to the predicted position. 

20. The information recording medium according to claim 
[15] 17, Wherein the recording parameter is intensity of an 
optical beam for use in the information recording. 

21. The information recording medium according claim 
[15] 1 7, Wherein the setting program further causes the set 
ting computer to function as: a recording device for execut 
ing the information recording by use of the set recording 
parameter. 

[22. A computer data signal embodied in a carrier Wave 
and representing a sequence of instructions, Which is 
executed by a setting computer, Which is included in a 
recording parameter setting apparatus for setting a recording 
parameter for use in optical information recording on the 
recording medium, using any one of a plurality of setting 
areas previously provided on the recording medium, said 
instructions comprising the steps of: 

checking Whether a special detected signal is optically 
detected or not from the setting areas; 

locating a non-used area that is the setting area Where no 
special detected signal is detected, of the setting areas, 
based on the check result of the step of checking; 

optically recording a mark signal for obtaining the special 
detected signal optically, in the non-used setting area; 

recording a setting signal for setting the recording 
parameter, at least, in the non-used setting area exclud 
ing an area Where the mark signal is recorded; and 

setting the recording parameter by optically detecting the 
recorded setting signal 
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[23. The computer data signal embodied in a carrier Wave 

and representing a sequence of instructions according to 
claim 22, Wherein 

the step of optically recording the mark signal records the 
mark signal at a position detected prior to the setting 
signal recorded in the non-used setting area.] 

[24. The computer data signal embodied in a carrier Wave 
and representing a sequence of instructions according claim 
22, Wherein 

the step of optically recording the mark signal repeats the 
recording of the mark signal at a predetermined interval 
during the recording of the setting signal 

[25. The computer data signal embodied in a carrier Wave 
and representing a sequence of instructions according claim 
23, Wherein 

the step of optically recording the mark signal repeats the 
recording of the mark signal at a predetermined interval 
during the recording of the setting signal 

[26. The computer data signal embodied in a carrier Wave 
and representing a sequence of instructions according to 
claim 24, Wherein the step of checking further comprises the 
steps of: 

retrieving a predicted position of the setting area on the 
recording medium Where the special detected signal is 
to be optically detected; 

moving an executing device for detecting the setting sig 
nal and the special detected signal, from the retrieved 
predicted position, to a retrieval starting position on the 
recording medium distant from there at least by a dis 
tance corresponding to the predetermined interval; and 

repeating an operation of further moving the executing 
device again from the special detected signal-detected 
position on the recording medium to a position on the 
recording medium distant from there at least by a dis 
tance corresponding to the predetermined interval, 
When the special detected signal is detected While the 
executing device is moved from the retrieval starting 
position to the predicted position, and further moving 
the executing device to the predicted position, from a 
position of the executing device after the above further 
moving used as the retrieval starting position, so as to 
check Whether the special detected signal is detected or 
not, and 

the step of locating the non-used area regards the setting 
area adjacent to the setting area Where the special 
detected signal detected last is recorded as the non-used 
setting area, When none of the special detected signal is 
detected While the executing device is moved from the 
retrieval starling position to the predicted position.] 

[27. The computer data signal embodied in a carrier Wave 
and representing a sequence of instructions according to 
claim 22, Wherein 

the recording parameter is intensity of an optical beam for 
use in the information recording.] 

[28. The computer data signal embodied in a carrier Wave 
and representing a sequence of instructions according to 
claim 22, Wherein said instructions further comprises the 
step of executing the information recording by use of the set 
recording parameter] 


