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CIRCUIT FOR CONTROLLING AN 
ENABLING TIME OF AN INTERNAL 

CONTROL SIGNAL ACCORDING TO AN 
OPERATING FREQUENCY OF A MEMORY 
DEVICE AND THE METHOD THEREOF 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a method for controlling a 

sense ampli?er of a memory device, and more particularly, 
to a method and circuit for automatically controlling an 
operation of a sense ampli?er in correspondence With varia 
tions of operating voltage and frequency of a memory 
device. 

2. Description of the Related Art 
FIG. 1 is a diagram illustrating a read and Write operations 

in a general memory device. 
As shoWn in FIG. 1, during a Write operation, data applied 

through an input/output data pad is transferred to a bitline 
sense ampli?er through a data input buffer and a data input 
register. While, during a read operation, cell data ampli?ed 
by the bitline sense ampli?er is transferred to the input/ 
output data pad through a data sense ampli?er, a pipe 
register, and a data output buffer. 

In FIG. 1, signal Yi is a pulse signal to connect the bitline 
sense ampli?er With the data sense ampli?er so as to control 
an operation of a data bus. While the signal Yi controlling the 
data bus is being enabled, the Write data is transferred to the 
bitline sense ampli?er from a Write driver and the read data 
is transferred to the data sense ampli?er from the bitline 
sense ampli?er. It is advantageous to make a pulse Width of 
the signal Yi Wider in transferring valid data in an active 
operation mode (the read or Write operation). It is also e?i 
cient to improve the performance of tDPL (a time from When 
a CAS pulse signal is generated internally by a Write com 
mand to When a precharge pulse signal is generated inter 
nally by a precharge command) because the time parameter 
tDPL contributes to making restoring facilities of data better. 
Therefore, it is usual to establish the pulse Width of the sig 
nal Yi as Wider as possible Within the permissible range and 
to use it With shrinking doWn in accordance With operational 
conditions. In reference, as an operating frequency of a 
memory device increases (i.e., a clock cycle period is 
shorter), a permissible pulse Width of the signal Yi becomes 
narrower. 

Meanwhile, as the signal Yi is made from responding to a 
read/Write strobe pulse signal rdWtatbZp13 output from a 
read/Write strobe pulse generator, hereinafter Will be 
explained about the read/Write strobe pulse generator. 

FIG. 2A illustrates an example of a conventional read/ 
Write strobe pulse generator and FIG. 2B is a Waveform 
diagram of signals used in the circuit shoWn in FIG. 2A. 

In FIG. 2A, signals extyp8 and icasp6 are signals to make 
a data transmission line short or open, so as to read data to a 

peripheral circuit from a cell array of the memory device or 
to Write data in the cell array of the memory device from a 
peripheral circuit. For information, it’s named a core section 
for the range including a memory cell and a bitline sense 
ampli?er and the rest a peripheral circuit. 

In detail, the signal extyp8 is a pulse signal that is gener 
ated in sync With a clock signal When a read or Write com 

mand (burst command) is applied to the memory device. 
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2 
And, the signal icasp6 is a signal to be used in operating the 
memory device by generating a self-burst operation com 
mand that is established With a burst length set by an MRS 
(mode register set) mode from a clock time later by one 
clock cycle period than a clock time When a read or Write 
command is applied from the external. 
The signal rdWtstbZp13 is a signal to be active for the 

burst length set by the MRS mode, being activated in sync 
With the signals of the burst operation command (external= 
exryp8 & internal=icasp61). In other Words, the signal rdWt 
stbZp13 is to be used to inform an activation time of the 
input/output sense ampli?er in amplifying and transferring 
data, Which is to be sent to a peripheral circuit from a core 
circuit region, to the data output buffer, resetting the data 
transmission line of the peripheral circuit after completing 
the data ampli?cation and transmission by the sense ampli 
?er. 

A signal pWrup is a signal to set an initial data value, 
retaining loW level after falling doWn to loW level from high 
level. Signal termiz is a signal used in a test mode being 
held on loW level during a normal operation. A signal 
tmiclkpulsez is used in a test mode. Such signals Will be 
described in detail in conjunction With embodiments of the 
present invention hereinafter. 
A circuit operation of FIG. 2A is illustrated, as folloWs, 

With reference to the Waveform diagram of FIG. 2B. 
As illustrated in FIG. 2B, When the read/Write command 

is applied to the memory device in sync With the clock signal 
clock, the pulse signal extyp8 is generated. If the pulse sig 
nal extyp8 is enabled, a plurality of pulse signals icasp6 is 
generated in sync With the next clocks in sequence. As 
shoWn in FIG. 2B, the read/Write strobe pulse signal rdWtst 
bZp13 is generated in sync With rising edges of the pulse 
signals extyp8 and icasp6. 

Here, in the conventional circuit shoWn in FIG. 2A, it can 
be seen that the pulse Width of the read/Write strobe pulse 
signal rdWtstbZp13 generated from a pulse Width adjusting 
circuit 200 is ?xed nevertheless of the operating frequency 
of the memory device. Here, a delay time from a node A 
from a node D is determined by a delay circuit 20. As the 
delay time of the delay circuit 20 in the pulse Width adjusting 
circuit 200 is ?xed, the pulse Width of the signal outputted 
from the pulse Width adjusting circuit 200 is alWays constant 
Without regarding to the operating frequency of the memory 
device. 

But, it needs to adjust a pulse Width of the read/Write 
strobe pulse signal rdWtstbZp13 When an operating fre 
quency of the memory device varies. In a conventional art, 
While the delay time of the delay circuit 20 is variable by 
modifying a metal option during a FIB process When an 
operating frequency of the memory device varies, it needs 
much costs and times. 

In addition, With the conventional art, there is no Way to 
correct a variation of the pulse Width of the read/Write strobe 
pulse signal rdWtstbZp13 When an operation voltage of the 
memory device varies. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention has been made in an 
effort to solve the problems occurring in the related art, and 
an object of the present invention is to provide a method of 
automatically controlling a pulse Width of a signal output 
from a pulse Width adjusting circuit in accordance With 
variation of an operating frequency of a memory device. 

Another object of the present invention is to provide a 
method of controlling a pulse Width of a read/Write strobe 
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pulse signal rdWtstbZp13 in correspondence With variation 
of an external clock signal. 

In order to achieve the above object, according to one 
aspect of the present invention, there is provided a read/Write 
strobe pulse generator generally usable even When an oper 
ating frequency of a memory device varies. 

According to another aspect of the present invention, 
there is also provided a method of delaying a signal output 
ted from a read/Write strobe pulse generator by applying an 
external address signal and controlling a Width of the read/ 
Write pulse. 

According to still another aspect of the present invention, 
What’s provided is a method of controlling a pulse Width of a 
read/Write strobe pulse signal rdWtstbZp13 in accordance 
With variation of an operation voltage of a memory device. 

By the features of the present invention, an embodiment 
of the present invention is a circuit for controlling an 
enabling period of an internal control signal in accordance 
With variation of an operating frequency in a memory 
device, Which comprises a pulse Width adjusting circuit for 
changing a pulse Width of an input signal in accordance With 
the operating frequency; a signal transmission circuit for 
bu?ing a signal outputted from the pulse Width adjusting 
circuit; and an output circuit for outputting a ?rst signal to 
control an operation of a data bus of the memory device in 
response to a signal output from the signal transmission cir 
cuit. 

In this embodiment, the pulse Width adjusting circuit 
comprises a ?rst delay circuit and a NAND gate, in Which 
the NAND gate receives the input signal and an output signal 
of the ?rst delay circuit, and the ?rst delay circuit receives 
the input signal and a clock signal of the memory device and 
adjusts a delay time in accordance With a frequency of the 
clock signal until the input signal is applied to an input ter 
minal of the NAND gate. 

In this embodiment, as a cycle period of the clock signal is 
shorter, a pulse Width of the ?rst signal is narroWer. 

Another embodiment of the present invention is a method 
for controlling an enabling period of an internal control sig 
nal in accordance With variation of an operating frequency in 
a memory device, Which comprises the steps of: (a) receiv 
ing an input signal; (b) delaying the input signal for a prede 
termined time; (c) operating the input signal and a signal 
delayed from the input signal in a NAND logic; and (d) 
outputting a result of operating the NAND logic. 

In this embodiment, it further comprises the step of: (b-1) 
determining the predetermined time of the step (b) in accor 
dance With a frequency of a clock signal of the memory 
device. 

In this embodiment, as the frequency of the clock signal 
increases, a pulse Width of a signal outputted from the step 
(d) is narroWer. 

In this embodiment, it further comprises the step of (b-2) 
more reducing a pulse Width of a signal outputted from the 
step (d) by using an address signal of the memory device. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above objects, and other features and advantages of 
the present invention Will become more apparent after a 
reading of the folloWing detailed description When taken in 
conjunction With the draWings, in Which: 

FIG. 1 is a diagram illustrating a read and Write operation 
in a general memory device; 

FIG. 2A illustrates an example of a conventional read/ 
Write strobe pulse generator; 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
FIG. 2B is a Waveform diagram of signals used in the 

circuit shoWn in FIG. 2A; 
FIG. 3 illustrates an exemplary embodiment of a read/ 

Write strobe pulse generator in accordance With the present 
invention; 

FIGS. 4 through 10 illustrate embodiments of a delay cir 
cuit 30 in a pulse Width adjusting circuit 300 shoWn in FIG. 
3; 

FIG. 11 is an operational timing diagram of the conven 
tional circuit shoWn in FIG. 2A; 

FIG. 12 is a Waveform diagram illustrating a pulse Width 
variation of the read/Write strobe pulse signal rdWtstbZp13 
output from the conventional circuit of FIG. 2A When an 
operation voltage vdd of a memory device varies; 

FIG. 13 is a Waveform diagram of signals used in the 
circuit of the present invention, speci?cally an exemplary 
Waveform diagram of signals used in the circuit of FIG. 5; 

FIG. 14 is a diagram illustrating a procedure of changing 
logical levels of ?ag signals Flag1 and Flag 2 in accordance 
With a frequency of a clock signal clkiin; 

FIG. 15 is a diagram illustrating a Waveform of an output 
signal rdWtstbZp13 When paths C1 and C2 shoWn in FIG. 10 
are used therein; and 

FIG. 16 is a Waveform diagram illustrating a variation of 
the output signal rdWtstbZp13 in accordance With a variation 
of the operation voltage. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Reference Will noW be made in greater detail to a pre 
ferred embodiment of the invention, an example of Which is 
illustrated in the accompanying draWings. Wherever 
possible, the same reference numerals Will be used through 
out the draWings and the description to refer to the same or 
like parts. 

FIG. 3 illustrates an exemplary embodiment of a read/ 
Write strobe pulse generator in accordance With the present 
invention. 

The circuit of FIG. 3 is different from the circuit of FIG. 
2A in that a delay circuit 30 in a pulse Width adjusting circuit 
300 is controlled by a clock signal clkiin and address sig 
nals addi0 and addil. 
The circuit of FIG. 3 is comprised of an input signal 

receiver 310, a pulse Width adjusting circuit 300, a signal 
transmission circuit 320, a test mode circuit 330, and an 
output circuit 340. 
The input signal receiver 310 includes inverters INV30 

and INV31, and a NAND gate NAND30. An input signal 
extyp8 is applied to the inverter INV30 and an input signal 
icasp6 is applied to the inverter INV31. Output signals of the 
inverters INV30 and INV31 are applied to the NAND gate 
NAND30. 

The pulse Width adjusting circuit 300 includes the delay 
circuit 30 and the NAND gate NAND31. 
The delay circuit 30 receives an output signal of the 

NAND gate NAND30, a test mode signal tmzil, the clock 
signal clkiin, and the address signals addi0 and addil. 
The NAND gate NAND31 receives the output signal of 

the NAND gate NAND30 and an output signal of the delay 
circuit 30. An output signal of the pulse Width adjusting 
circuit 300 is an output signal of the NAND gate NAND31. 
A delay time from a node A to a node D is determined by the 
delay circuit 30. The delay time by the delay circuit 30 is 
adjustable by means of a frequency of the clock signal clki 














