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ULTRASONIC DIAGNOSTIC IMAGING WITH 
HARMONIC CONTRAST AGENTS 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

This application claims the benefit of US. Provisional 
Application No. 60/005,009, ?led Oct. 10, 1995. 

This invention relates to ultrasonic diagnosis and imaging 
of the body with ultrasonic contrast agents and, in particular, 
to new methods and apparatus for ultrasonically detecting and 
imaging with contrast agents. 

Ultrasonic diagnostic imaging systems are capable of 
imaging and measuring the physiology within the body in a 
completely noninvasive manner. Ultrasonic waves are trans 

mitted into the body from the surface of the skin and are 
re?ected from tissue and cells within the body. The re?ected 
echoes are received by an ultrasonic transducer and processed 
to produce an image or measurement of blood ?ow. Diagnosis 
is thereby possible with no intervention into the body of the 
patient. 

However materials known as ultrasonic contrast agents can 
be introduced into the body to enhance ultrasonic diagnosis. 
Contrast agents are substances which will strongly interact 
with ultrasonic waves, returning echoes which may be clearly 
distinguished from those returned by blood and tissue. One 
class of substances which has been found to be especially 
useful as an ultrasonic contrast agent is gases, in the form of 
tiny bubbles called microbubbles. Microbubbles present a 
signi?cant acoustic impedance mismatch in comparison to 
tissue and ?uids, and nonlinear behavior in certain acoustic 
?elds which is readily detectable through special ultrasonic 
processing. In order to infuse bubbles into the body so that 
they will survive passage through the pulmonary system and 
circulate throughout the vascular system, gases have been 
stabilized in solutions in the form of tiny microbubbles. 
Microbubble contrast agents are useful for imaging the 
body’s vascular system, for instance, as the contrast agent can 
be injected into the bloodstream and will pass through the 
veins and arteries of the body with the blood supply until 
?ltered from the blood stream in the lungs, kidneys and liver. 
One property of microbubble contrast agents currently 

under investigation is harmonic response. These harmonic 
contrast agents exhibit signi?cant, detectable responses at 
frequencies which are harmonics of the transmitted ultrasonic 
frequency. This property is useful for clutter rejection of the 
received signals. When the transmitted frequency band is 
used as the received frequency band, echoes will be returned 
from the microbubbles, but also from surrounding tissue, the 
latter comprising clutter in the received echo signals. But with 
harmonic contrast agents, reception occurs at harmonic fre 
quencies, where fundamental band clutter from tissue is 
ignored. Since tissue generally re?ects very minimal har 
monic components, the received harmonic band enables the 
microbubble echoes to be received with a high signal to noise 
ratio. 

In accordance with the principles of present invention, a 
technique is provided for the detection and imaging of har 
monic ultrasonic contrast agents. The harmonic contrast 
agent is insoni?ed by alternate polarity transmitted pulses, 
and the echo signals received from the transmitted pulses are 
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2 
combined. The result is a suppression of harmonic compo 
nents of the transmitted ultrasonic waves and the elimination 
of clutter. 

In the drawings: 
FIG. 1 illustrates in block diagram form apparatus con 

structed in accordance with the present invention which pro 
vides performance advantages for harmonic contrast agent 
detection; 

FIGS. 2 and 3 illustrate passband characteristics used to 
explain the performance of the embodiment of FIG. 1; 

FIGS. 4a and 4b illustrates the alternate polarity pulsing of 
harmonic contrast agents; and 

FIGS. 5ai5c illustrate nonlinear response waveforms pro 
duced by alternate polarity acquisition of contrast agent ech 
oes. 

Referring to FIG. 1, an ultrasonic diagnostic system foruse 
with harmonic contrast agents in accordance with the present 
invention is shown in block diagram form. In this system an 
array transducer 112 of a probe 110 transmits ultrasonic 
energy and receives echoes returned in response to this trans 
mission. The response characteristic of the transducer can 
exhibit two passbands, one around the central transmit fre 
quency and another about the center of the received passband. 
For imaging harmonic contrast agents, a broadband trans 
ducer having a pas sband encompassing both the transmit and 
receive passbands is preferred. The transducer may be manu 
factured and tuned to exhibit a response characteristic as 
shown in FIG. 2, in which the lower hump 60 of the response 
characteristic is centered about the center transmit frequency 
ft, and the upper hump 62 is centered about the center fre 
quency f, of the response passband. The transducer response 
characteristic of FIG. 3 is preferred, however, as the single 
dominant characteristic 64 allows the probe to be suitable for 
both harmonic contrast imaging and imaging without har 
monic contrast agents. The characteristic 64 encompasses the 
central transmit frequency ft, and also the harmonic receive 
passband bounded between frequencies fL and fc, and cen 
tered about frequency f,. A typical harmonic contrast agent 
can have a response such that transmission about a central 
transmit frequency of l .7 MHZ will result in harmonic retum 
ing echo signals about a frequency of 3.4 MHZ. A bandwidth 
characteristic 64 of approximately 2 MHZ would be suitable 
for these harmonic frequencies. 

In FIG. 1 a central controller 120 provides a control signal 
ft, to a transmit frequency control circuit or pulser 121 to 
control the center frequency and time of transmission of the 
transmitted ultrasonic energy. The transmit frequency control 
circuit pulses the elements of the transducer array 112 by 
means of a transmit/receive switch 114. 

Echoes received by the transducer array 112 are coupled 
through the T/R switch 114 and digitiZed by analog to digital 
converters 115. The sampling frequency fs of the A/D con 
verters 115 is controlled by the central controller. The desired 
sampling rate dictated by sampling theory is at least twice the 
highest frequency fc of the received passband and, for the 
preceding exemplary frequencies, might be on the order of at 
least 8 MHZ. Sampling rates higher than the minimum 
requirement are also desirable. 

The echo signal samples from the individual transducer 
elements are delayed and summed by a beamformer 116 to 
form coherent echo signals. The digital coherent echo signals 
are then ?ltered by a digital ?lter 1 18. In this embodiment, the 
transmit frequency ft, is not tied to the receiver, and hence the 
receiver is free to receive a band of frequencies which is 
separate from the transmitted band. The digital ?lter 118 
bandpass ?lters the signals in the passband bounded by fre 
quencies fL and fc in FIG. 3, and can also shift the frequency 
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band to a lower or baseband frequency range. The digital ?lter 
could be a ?lter With a l MHZ passband and a center fre 
quency of 3.4 MHZ in the above example. A preferred digital 
?lter is a parallel arrangement of serially coupled multipliers 
and accumulators. This arrangement is controlled by the cen 
tral controller 120, Which provides multiplier Weights and 
decimation control Which control the characteristics of the 
digital ?lter. Preferably the arrangement is controlled to oper 
ate as a ?nite impulse response (FIR) ?lter, and performs both 
?ltering and decimation. 

Filtered echo signals from tissue, generally ?ltered by a 
passband centered about or demodulated from the transmit 
frequency, are coupled to a B mode processor 37 for conven 
tional B mode processing. Filtered echo signals of the har 
monic contrast agent passband are coupled to a contrast sig 
nal detector 128 Which performs pulse to pulse summation or 
integration of temporally discrete echoes from a given spatial 
location, amplitude or envelope detects the combined signals. 
Simple tWo pulse summation of the form Pl+P2 may be 
employed Where P 1 represents the echoes received folloWing 
one pulse and P2 represents the echoes received folloWing 
another pulse. The combination of echoes from consecutive 
pulses may, if desired, be performed before the digital ?lter 
118 rather than after, the decision being a matter of choice of 
system design. 
The ?ltered echo signals from the digital ?lter 118 are also 

coupled to a Doppler processor 130 for conventional Doppler 
processing to produce velocity and poWer Doppler signals. 
The outputs of these processors are coupled to a 3D image 
rendering processor 132 for the rendering of three dimen 
sional images, Which are stored in a 3D image memory 134. 
Three dimensional rendering may be performed as described 
in US. patent application Ser. No. 08/638,710, and in US. 
Pat. Nos. 5,474,073 and 5,485,842, the latter tWo patents 
illustrating three dimensional poWer Doppler ultrasonic 
imaging techniques. The signals from the contrast signal 
detector 128, the processors 37 and 130, and the three dimen 
sional image signals are coupled to a video processor 140 
Where they may be selected for display on an image display 
50 as dictated by user selection. The video processor prefer 
ably includes persistence processing, Whereby momentary 
intensity peaks of detected contrast agents can be sustained in 
the image. One technique for providing persistence is through 
frame averaging, Whereby neW image frames are combined 
With previous frame information on a spatial basis. The com 
bination can be done by Weighting the contributions of the old 
and neW frame information and the frame information can be 
combined in a recursive manner; that is, old frame informa 
tion is fed back for combining With neW frame information. A 
preferred persistence technique is the fast attack, sloW decay 
technique described in US. Pat. No. 5,215,094, Which can be 
applied to both Doppler and contrast agent images. 

The apparatus of FIG. 1 performs alternate polarity pulse 
transmission as illustrated in FIGS. 4a and 4b. In the ?rst 
transmission of FIG. 4a, the central controller 120 provides a 
?rst polarity control signal ft,l to the pulser 121, Which drives 
the transducer elements 112 to transmit a ?rst polarity pulse 
20. For the second transmission of FIG. 4b, the central con 
troller 120 provides a second polarity control signal ft,2 to the 
pulser 121, Which drives the transducer elements 112 to trans 
mit a second polarity pulse 22. 

The echoes received from microbubbles in response to 
these alternate polarity transmissions are shoWn in FIGS. 5a 
and 5b. FIG. 5a illustrates an echo Waveform 310 received 
from the ?rst pulsing of a microbubble contrast agent. The 
nonuniform amplitudes on either side of the Zero reference 
level illustrate nonlinear re?exive action of microbubbles in 
the presence of acoustic Waves, as the microbubbles nonlin 
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4 
early compress and expand. The echo Waveform of 310 FIG. 
5a results from transmission of an ultrasonic pulse exhibiting 
a ?rst polarity. 

FolloWing transmission of the ultrasonic pulse exhibiting 
the opposite polarity, the echo Waveform 312 of FIG. 5b 
results. This Waveform is similarly nonlinear, but out of phase 
With the ?rst Waveform due to the change in pulse polarity. 
When the tWo Waveforms are combined, a harmonic response 
is obtained, as shoWn in FIG. 5c. The highly nonlinear Wave 
form of FIG. 5c is readily detected, causing the system to 
become highly sensitive to the contrast agent Which produced 
the nonlinear echo responses. 
A mathematical analysis of this effect and response is as 

folloWs. To detect the harmonic response of microbubbles, 
the harmonic component in the incident pressure Wave must 
be suppressed. Based on the analytical solution of the 
dynamic motion of microbubbles, the primary component of 
the backscattering pressure magnitude is linearly propor 
tional to the incident pres sure and the harmonic component is 
quadratically proportional to the incident pressure pl. or ps(u)) 
up, and pS(2u))0tpl-2. Thus, neglecting the higher order terms, 
one may Write the backscattering pressure magnitude p 3(a)) 
from a microbubble in a generic form 

(1) 

Where kl and k2 are parametrically related to the acoustic 
properties of the microbubble such as siZe, viscosity, surface 
tension, ambient pressure, etc. 
NoW assume that the microbubble is excited by tWo narroW 

band signals at different times but With the same magnitude p 
and at the same frequency 00, but With opposite polarity: pl- lrp 
cos out and pi2:—p cos out. Then the back-scattered pressure 
Wave from pilrp cos out is 

and from pil:—p cos out is 

(3) 

Then the total backscattered pressure magnitude may be 
obtained by summing Equations (2) and (3), 

Equation (4) shoWs that the primary component is eliminated 
if kl(u)) and k2(u)) do not change substantially in the time 
duration 6t, Where 6t is small. 
Assume the backscattering from microbubbles is quasi 

stationary over T, Where T is the pulse repetition interval. 
Therefore, the average nonlinear acoustic properties are not 
changed over time T, or 

The relationship of Equation (4) Will hold by summing the 
pulse echoes from tWo pulses Which are time-diverse in T. The 
quasi-stationary assumption is valid for sloW perfused ?oW, 
such as myocardial perfusion. 
When the bandWidth of the incident pressure Wave is Wide, 

the Wideband excitation Wave P(t) may be represented by a 
Fourier series 
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Thus the backscattered pressure magnitude of the 
microbubbles from P(t) may be Written as 

p81 = z k1(wi)A(wi) + z k2(wi)A2(wi) (5) 

and the backscattered pressure magnitude of the 
microbubbles from —P(t) may be Written as 

(6) P82 = _zkl(wi)A(wi) + z k2(wi)A2(wi) 

Summing Equations (5) and (6), one may obtain 

Again, the harmonic component is extracted and the primary 
component is eliminated. 

Let us assume the nonlinearity in tissue is negligible. Since 
the backscattered pressure in a linear medium is linearly 
proportional to the incident pres sure Wave, the polarity of the 
backscattered Wave Will be changed as the polarity of the 
incident pressure Wave is changed. Assuming the tissue is 
relatively stationary during the period of tWo consecutive 
pulses, summing the pulse echoes from consecutive pulses 
With opposite polarity Will cancel the echo response from 
tissue. Thus, tissue clutter Will be suppressed. 

The concept of summing the pulse echoes from tWo pulses 
of opposite polarity may be generaliZed into processing ech 
oes from multiple pulses With alternate polarity to maximize 
the sensitivity and minimiZe the variance, assuming the tissue 
is stationary during the pulsing interval. Let the pulse 
sequence be 

Accumulating the partial sum of consecutive pairs of echoes 
results in 

What is claimed is: 
1. A method of ultrasonically detecting the ultrasonic 

response of an ultrasonic contrast agent comprising the steps 
of: 

transmitting a ?rst ultrasonic pulse to said ultrasonic con 
trast agent to cause a ?rst harmonic response; 

transmitting a second ultrasonic pulse of a different polar 
ity than said ?rst ultrasonic pulse to said harmonic con 
trast agent to cause a second harmonic response; 

detecting said ?rst and second harmonic responses; and 
combining said ?rst and second harmonic responses. 
2. The method of claim 1, Wherein said step of combining 

comprises summing said ?rst and second harmonic 
responses. 

3. The method of claim 1, Wherein said step of combining 
comprises integrating said ?rst and second harmonic 
responses. 
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6 
4. The method of claim 1, Wherein said transmitting step 

comprises transmitting pulses Which exhibit a pulse energy 
Which is Within a range Which causes microbubbles of said 
ultrasonic contrast agent to oscillate Without substantial 
microbubble destruction. 

5. A method of ultrasonically detecting the nonlinear 
response of a substance within the body comprising the steps 
of‘ 

transmitting at least three ultrasonic pulses into the body 
which exhibit first and second characteristics that cause 
a reduction in the linear echo response when echoes 
received in response to such pulses are combined; 

receiving echoes in response to said ultrasonic pulses; and 
combining said echoes to produce a nonlinear response. 
6. The method ofclaim 5, wherein said step ofreceiving 

echoes comprises receiving echoes from a given location in 
the body. 

7. The method ofclaim 5, wherein said ultrasonic pulses 
are transmitted in a sequence in which said first and second 
characteristics are alternated from pulse to pulse. 

8. The method ofclaim 5, wherein said step ofcombining 
comprises summing pairs of echoes. 

9. The method ofclaim 5, wherein said ultrasonic pulses 
are transmitted in a sequence in which said first and second 
characteristics are alternated from pulse to pulse; and 

wherein said step ofcombining comprises summingpairs 
of echoes from successive pulses. 

10. The method ofclaim 5, wherein said?rst and second 
characteristics comprise first and second polarities. 

1 1. The methodofclaim 10, wherein said transmitted ultra 
sonic pulses are oftheform {p —pp. . . 

12. The method ofclaim 5, wherein said step ofcombining 
produces a sum result S which is substantially equal to 

nil 

S = Z (Ej + EM). 
j:l 

where Ej and Ej+1 are pulse echoes. 
13. The method ofclaim 12, wherein the number ofultra 

sonic pulses which is transmitted is three. 
14. A method of ultrasonically detecting the nonlinear 

ultrasonic response of a medium inside the body comprising 
the steps of.‘' 

transmitting a first ultrasonic pulse to said medium to 
cause a first echo response; 

transmitting a second ultrasonic pulse to said medium to 
cause a second echo response; 

transmitting a third ultrasonic pulse to said medium to 
cause a third echo response which is substantially the 
same as said first echo response; and 

combining said first, second and third echo responses to 
produce a nonlinear response. 

15. The methodofclaim 14, wherein said transmitted ultra 
sonic pulses are oftheform {p —pp}. 

16. The method ofclaim 14, wherein saidstep ofcombining 
produces a sum result S which is substantially equal to 

nil 

S = Z (Ej + EM). 
j:l 

where E . and E .+1 are pulse echoes. 
1 7. A method of ultrasonically detecting the nonlinear 

response of a substance within the body comprising the steps 
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transmitting at least three ultrasonic pulses into the body in 
a sequence which is oftheform {p —pp —p. . . —p p}; 

receiving echoes in response to said ultrasonic pulses 
which comprise a sequence oftheform {E1 E2 E3 E4. . . 
EnJ En}; and 

accumulating said echoes to produce a nonlinear 
response. 

18. The method ofclaim 1 7, wherein said step ofaccumu 
lating comprises accumulating pairs of consecutive echoes. 

19. The method ofclaim 1 7, wherein said step ofaccumu 
lating produces a sum result S which is substantially equal to 

nil 

S = Z (Ej + EM). 
j:l 

where E - and E -+1 are pulse echoes. 
20. A method of ultrasonically detecting the nonlinear 

response of a substance within the body comprising the steps 
of‘ 

transmitting a sequence of at least three ultrasonic pulses 
into the body which exhibit a transmit characteristic 
which alternates from pulse to pulse; 

8 
receiving echoes in response to said ultrasonic pulses; and 
combining said echoes to produce a nonlinear response. 
2]. The method ofclaim 20, wherein saidpulses are trans 

mitted to a given location in the body; and 
wherein said step ofcombining reduces the primary com 
ponent of said echoes and produces a harmonic 
response. 

22. The method ofclaim 20, wherein said step oftransmit 
ting produces a sequence of echoes relating to a given loca 
tion in the body in which thephase oftheprimary component 
of echoes produced by one transmit characteristic is out of 
phase with the phase of the primary component of echoes 
produced by the alternate transmit characteristic. 

23. The method ofclaim 22, wherein saidstep ofcombining 
reduces the primary component ofthe combined echoes and 
produces a harmonic response. 

24. The method ofclaim 23, wherein said transmit charac 
teristic is a polarity diferential from pulse to pulse. 

25. The method ofclaim 23, wherein said transmit charac 
20 teristic is a phase di?'erential?’om pulse to pulse. 


