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METHOD FOR CONTROLLING HOME 
NETWORK SYSTEM 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application is a Reissue Application ofpalenl appli 
cation Ser. No. 10/407,225?led 0n 7API’. 2003, issued as US. 
Pat. No. 7,483, 954 B] on 27Jan. 2009, and which claims the 
bene?t of the Korean Application No. P2002-50597 ?led on 
Aug. 26, 2002, which is hereby incorporated by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a home network system, 

and more particularly, to a method for controlling a home 
network system to automatically upload user interface (UI) 
and function information of slave appliances to a master 
appliance and a personal video recorder (PVR) to use the 
uploaded information. 

2. Discussion of the RelatedArt 
In earlier stages of the development of home automation 

systems that automatically control various kinds of appli 
ances in a home or at a place far away from a home, each 
appliance was controlled independently through a telephone 
line or infrared rays. However, such appliances could not be 
controlled as a group even if they were in some way associ 
ated with one another. In more recent years, home network 
systems have been developed in which a network is con 
structed among the respective home appliances using a com 
munication means and in which a controller is provided to 
control and manage the appliances. 

FIG. 1 is a schematic block diagram of a background art 
home network system. FIG. 2 is a block diagram illustrating 
a master appliance that uploads UI and function information 
of a slave appliance in the background art home network 
system shown in FIG. 1. As shown in FIG. 1, a home network 
is constructed by connecting a plurality of home electronic 
appliances such as, for example, refrigerators, air condition 
ers, microwave ovens, washing machines, and personal com 
puters (PCs) through a communication bus. 

The microcomputers included in many home appliances 
have serial communication capabilities, and they can com 
municate with other microcomputers or appliances. Memo 
ries can be used in the microcomputers having siZes that vary 
according to the characteristics of the appliances. 

In a network that includes one or more PCs and their 

peripheral appliances or multimedia appliances including 
digital television receivers (DTVs), high-grade hardware 
speci?cations are adopted to operate their basic functions. 
Thus, a standard for a high-speed communication with a large 
amount of data is required. 

However, in home appliances such as, for example, refrig 
erators, washing machines, microwave ovens, electric lamps, 
gas alarms, desk lamps, and boilers, microcomputers that 
have relatively low-grade functions of less than 8 bits are 
generally used in order to perform their storage and other 
functions. In a home network composed of such home appli 
ances, a remote control that monitors the operating state of the 
appliances is the main device for managing the appliances in 
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2 
the network. Thus, a standard for communication using rela 
tively small-scale microcomputer resources is required, 
unlike the network composed of a PC or multimedia-series 
appliances. 
A home network control protocol (HNCP) is a communi 

cation standard that de?nes the connection method of signal 
lines and the order of signal ?ow for communication among 
appliances in the home network. Communications with other 
appliances or the Internet can be performed using a network 
manager that serves as a bridge between the HNCP and other 
external protocols to control the home network. 

FIG. 1 shows a DTV as a master appliance that uses the 

HNCP standard. The HNCP standard is a home networking 
standard for performing communications between master 
appliances such as DTVss and slave appliances through the 
RS232C standard of a PLC modern using the existing power 
lines without incurring the cost of installing an additional 
line. 

In the background art system, as shown in FIG. 2, the UI 
and function information used in communicating with a slave 
appliance 22 is basically prede?ned when a master appliance 
such as DTVs is developed, and is stored in an internal 
memory such as a ?ash ROM 23. Any additional UI or func 
tions cannot be used without separate measurements. Thus, in 
order to use them, a separate procedure is used in upgrading 
the software of the master appliance 21. 
As described above, according to the background art sys 

tem, the UI and functions for communications with the slave 
appliances are prede?ned irrespective of the characteristics of 
the slave appliances. This means that only particular kinds of 
items and slave appliances can be used, and the independent 
UI and function information of the slave appliances should be 
stored in separate memories provided in the respective slave 
appliances. 
The background art home network system and the opera 

tion method thereof have the following further problems and 
disadvantages. According to the background art system, since 
the UI and functions for communications with the slave appli 
ances are prede?ned irrespective of the characteristics of the 
slave appliances, non-de?ned slave appliances cannot be used 
through the home network. This means that only particular 
kinds of items and slave appliances can be used, and it is 
dif?cult to use appliances in the home network system that 
may, for example, be a product of a different manufacturer 
and therefore be incompatible with one another. Also, in the 
event that the memory capacity of the master appliance is 
insuf?cient, the UI cannot be used. 

SUMMARY OF THE INVENTION 

Accordingly, the present invention is directed to a method 
for controlling a home network system that substantially 
obviates one or more problems due to limitations and disad 
vantages of the background art. 
An object of the present invention is to provide a method 

for controlling a home network system that can automatically 
upload UI and function information of slave appliances asso 
ciated with the home network system to a master appliance 
and a personal video recorder (PVR) to use the information. 

Additional advantages, objects, and features of the inven 
tion will be set forth in part in the description which follows 
and in part will become apparent to those having ordinary 
skill in the art upon examination of the following or may be 
learned from practice of the invention. The objectives and 
other advantages of the invention may be realized and 
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attained by the structure particularly pointed out in the written 
description and claims hereof as well as the appended draw 
ings. 

To achieve this object and other advantages and in accor 
dance with the purpose of the invention, as embodied and 
broadly described herein, a method of communicating 
between a ?rst device and at least one second device is dis 
closed, including determining whether the at least one second 
device includes ?rst individual user interface information and 
?rst function information; sending the ?rst function informa 
tion from the at least one second device to the ?rst device if it 
is determined that the at least one second device includes the 
?rst function information; and performing communication 
between the ?rst device and the at least one second device 
based on the received ?rst function information. 

In another aspect of the present invention, a method of 
communicating between a ?rst device and at least one second 
device, including determining whether information stored in 
a memory of the at least one second device corresponds to an 
updated version of ?rst user interface information and ?rst 
function information of the at least one second device; send 
ing the ?rst function information from the at least one second 
device to the ?rst device if it is determined that the at least one 
second device includes the ?rst function information; and 
performing communication between the ?rst device and the at 
least one second device based on the received ?rst function 
information. 

In yet another aspect of the present invention, a communi 
cation system includes a ?rst device that determines whether 
at least one second device includes ?rst individual user inter 
face information and ?rst function information, wherein the 
at least one second device sends the ?rst function information 
to a storage area of the ?rst device if it is determined that the 
at least one second device includes the ?rst function informa 
tion, and communication is performed between the ?rst 
device and the at least one second device based on the sent 
?rst function information. 

It is to be understood that both the foregoing general 
description and the following detailed description of the 
present invention are exemplary and explanatory and are 
intended to provide further explanation of the invention as 
claimed. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings, which are included to pro 
vide a further understanding of the invention and are incor 
porated in and constitute a part of this application, illustrate 
embodiment(s) of the invention and together with the descrip 
tion serve to explain the principle of the invention. In the 
drawings: 

FIG. 1 is a schematic block diagram of a background art 
home network system; 

FIG. 2 is a block diagram illustrating a master appliance 
that uploads UI and function information from a slave appli 
ance in the background art home network system; 

FIG. 3 is a block diagram illustrating a master appliance 
that uploads UI and function information from a slave appli 
ance according to a ?rst embodiment of the present invention; 

FIG. 4 is a ?owchart illustrating a method of uploading of 
UI and function information from a slave appliance in a home 
network system according to a ?rst embodiment of the 
present invention; 

FIG. 5 is a block diagram illustrating a master appliance 
that uploads UI and function information from a slave appli 
ance in a home network system according to a second 
embodiment of the present invention; and 
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4 
FIG. 6 is a ?owchart illustrating a method of uploading of 

UI and function information from a slave appliance according 
to a second embodiment of the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

Reference will now be made in detail to the preferred 
embodiments of the present invention, examples of which are 
illustrated in the accompanying drawings. Wherever pos 
sible, the same reference numbers will be used throughout the 
drawings to refer to the same or like parts. 
The present invention discloses a system for uploading 

user interface (UI) and function (or operation) information 
stored in one or more respectively associated slave appliances 
to a storage area of a master appliance for interacting with 
each slave appliance. The present invention enables a master 
appliance to use individual UI and function information of the 
respective slave appliances and to directly interact with each 
slave appliance without any additional program upgrade pro 
cess of the master appliance. When a protocol of a basic user 
interface and a slave user interface is established, an environ 
ment for enabling a master appliance to interact with appli 
ances of a different manufacturer is provided. 

FIG. 3 is a block diagram illustrating a home network 
system including a master appliance (or device) 31 that 
uploads UI and function information from a slave appliance 
32 according to a ?rst embodiment of the present invention. 
The home network system shown in FIG. 1 enables the master 
appliance 31 to interact with the slave appliance 32 using 
individual UI and function information of the slave appliance 
32 without any additional program or data upgrade process. 
As shown in FIG. 3, the home network system includes a 
master appliance 31 for managing the communications on a 
home network. A basic user interface block 33 is provided in 
the master appliance 3 1 for storing basic information required 
for home networking. A slave UI and function storage area 34 
stores slave UI and function information. A storage means 35, 
which may be a ?ash ROM for example, is provided in the 
slave appliance 32 for storing UI and function information of 
the slave appliance 32 itself and for responding in accordance 
with a request for the UI and function information of the slave 
UI and function storage area 34. Alternatively, one or more 
storage areas on a database server can replace the user inter 

face block 33, the slave UI and function storage area 34 and 
the storage means 35 for storing the respective information. 
The database server can be connected to and accessible over 
the Internet. 

According to the present invention, the master appliance 31 
originally has only the basic user interface information, and 
the independent UI and function information of the respective 
slave appliance 32 is originally stored in a separate memory 
such as the ?ash ROM 35 in the respective appliance 32. 
When the power of the master appliance 31 is turned on, it 

searches for the respective slave appliance 32, and uploads 
the UI and function information stored in the memory of the 
respective slave appliance 32 to the slave UI and function 
storage area 34 of the master appliance 31. Next, the master 
appliance 31 combines the information already stored in the 
basic user interface block 33 and the uploaded slave UI and 
function information, and uses the combined data for com 
municating with the slave appliance 32. 
The method for controlling a home network system as 

constructed above according to a ?rst embodiment of the 
present invention will now be described in detail. FIG. 4 is a 
?owchart illustrating the method of uploading UI and func 
tion information from a slave appliance in a home network 
system according to the ?rst embodiment of the present 
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invention. When the power of the master appliance 31 is 
turned on in step S401, it sets the basic settings such as an OS 
and HNCP modem activation. When the basic settings are 
completed, the master appliance 31 con?rms the connection 
of the slave appliances 32 to a HNCP network in step S402. 
The con?rmation of the connection can be made over the 
Internet in one aspect of the present invention. 

Then, the master appliance 31 checks whether the respec 
tive slave appliance 32 connected to the network has indi 
vidual UI and function information in step S403. If it is 
determined that the slave appliance 32 does not have indi 
vidual UI and function information, the master appliance 31 
selects and stores in the slave UI and function storage area 34 
the basic UI and function information previously stored in the 
master appliance 31, and then performs communication with 
the slave appliance 32 using the selected information in steps 
S406 and S407. 
On the other hand, if it is determined that the respective 

slave appliance 32 does have individual UI and function 
information, the master appliance 31 sends a request to the 
slave appliance 32 to upload the information in step S404, and 
the respective slave appliance 32 prepares the transmission of 
the information. Thereafter, the slave appliance 32 transmits 
the independent UI and function information to the master 
appliance 31, and the master appliance 31 receives the infor 
mation and stores the received information in the slave UI and 
function storage area 34 in step S405. Finally, the master 
appliance 31 performs communication with the slave appli 
ance 32 through the HNCP network in step S407. Accord 
ingly, the user can perform communication with a slave appli 
ance that has its own individual UI and function information 
using the uploaded UI and function information. Altema 
tively, the user can perform communication with a slave 
appliance that does not have independent UI and function 
information using the basic UI and function information pre 
de?ned in the master appliance 31. 
When the power of the master appliance 31 is turned on 

again after the entire operation is terminated and then the 
power is turned off, the master appliance 31 re-performs the 
above-described procedure since the individual UI and func 
tion information stored in the slave UI and function storage 
area 34 of the master appliance 31 gets deleted. 

The home network system for communications with slave 
appliances having large-capacity UI and function informa 
tion according to a second embodiment of the present inven 
tion is described with respect to FIG. 5. FIG. 5 is a block 
diagram illustrating a master appliance that uploads UI and 
function information from a slave appliance in a home net 
work system according to the second embodiment of the 
present invention. The home network system according to the 
second embodiment of the present invention is for enabling 
communications with a slave appliance 52 using individual 
UI and function information of the slave appliance 52 without 
any additional program or data upgrade. As shown in FIG. 5, 
the home network system includes a master appliance 51 for 
managing the communications on a home network. A basic 
UI block 53 is provided in the master appliance 51 for storing 
basic information required for home networking. An external 
personal video recorder (PVR) 54 has a slave UI and function 
storage area 56 for storing slave UI and function information. 
A storage means, which may be a ?ash ROM 55 for example, 
is provided in the slave appliance 52 for storing UI and func 
tion information of the slave appliance 52 itself and for 
responding in accordance with a request for the UI and func 
tion information of the slave UI and function storage area 56. 

According to the second embodiment of the present inven 
tion, the master device 51 originally contains only the basic 
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6 
user interface data, and the individual UI and function infor 
mation of the respective slave appliance 52 is initially stored 
in the separate memory such as the ?ash ROM 55 in the 
respective appliance 52. 
When the power of the master appliance 51 is turned on, it 

searches for the respective slave appliance 52, and uploads 
the UI and function information stored in the memory of the 
respective slave appliance 52 to the external storage area, that 
is, to the slave UI and function storage area 56. Next, the 
master appliance 51 combines the information in the basic 
user interface block 53 and the UI and function information in 
the slave appliance itself 52, and uses the combined data for 
communicating with the slave appliance 52. 

In the home network system according to the second 
embodiment of the present invention, it is possible for the 
slave appliance 52 to perform uploading only once when it is 
initially installed, and for the master appliance 51 to load 
again the UI received from the external network to the slave 
appliance 52. 
The method for controlling a home network system as 

constructed above according to the second embodiment of the 
present invention will now be described in detail. FIG. 6 is a 
?owchart illustrating a method of uploading UI and function 
information from a slave appliance according to the second 
embodiment of the present invention. When the power of the 
master appliance 51 is turned on, it sets the basic settings such 
as an OS and HNCP modem activation in step S601. When the 
basic settings are completed, the master appliance 51 con 
?rms the connection of the slave appliance 52 to a HNCP 
network in step S602. 

After con?rming the connection to the slave appliance 52, 
the master appliance 51 checks to determine the existence of 
the individual UI and function information previously 
uploaded from the slave appliance and stored in a PVR or a 
speci?ed area of a built-in hard disc drive (HDD), that is, in 
the slave UI and function storage area 56, before the power is 
turned on in step S603. 

If it is determined that the information is uploaded from the 
respective slave appliance and stored in the slave UI and 
function storage area 56 before the power is turned on, the 
master appliance 51 compares the version of the existing 
uploaded UI and function information with a version of the 
individual UI and function information currently stored in the 
memory areas of the respective slave appliances 52 in step 
S604. If the individual UI and function information stored in 
the memory areas of the slave appliances 52 corresponds to a 
new version, the master appliance 51 sends a request to the 
slave appliance 52 to upload the corresponding UI and func 
tion information in step S607, and uploads the individual UI 
and function information stored in the slave appliances 52 
itself to the PVR or the master HDD in step S608. When the 
upload to the PVR or the master HDD is completed, the 
master appliance 51 uploads the uploaded UI and function 
information to the memory of the master appliance 51 in step 
S605. 
On the other hand, if the individual UI and function infor 

mation stored in the memory areas of the slave appliances 52 
are determined not to correspond to a new version as a result 

of comparison at the version comparison step, the master 
appliance 51 directly performs step S605. In addition, if it is 
determined that there is no individual independent UI and 
function information uploaded from the respective slave 
appliance and stored in the slave UI and function storage area 
56 before the power is turned on, the master appliance 51 
determines whether the slave appliance itself has the UI and 
function information without performing the version com 
parison step in step S606. 
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If the slave appliance 52 does not have UI and function 
information, the master appliance 51 performs the commu 
nication by selecting and using the basic user interface and 
function information initially stored in the master appliance 
51 in steps S609 and S610. Meanwhile, if the slave appliance 
52 does have UI and function information, the master appli 
ance 51 performs steps S607, S608 and S605. 

If the UI and function information is secured through the 
above-described procedure, the master appliance 51 performs 
communication With the slave appliance 52 through the 
HNCP netWork in step S610. At this time, the user performs 
communication With a slave appliance that has independent 
UI and function information using the uploaded UI and func 
tion information. The user performs communication With a 
slave appliance that does not have independent UI and func 
tion information using the basic UI and function information 
prede?ned in the master appliance 51. As a result, When using 
the HNCP, the present invention can control appliances, 
Which are not prede?ned in the master appliance, by upload 
ing the UI and function information de?ned in the respective 
associated slave appliances to the DTV and the PVR and use 
the independent UT of each slave appliance. 

The home netWork system and the method for controlling 
the home netWork system according to the present invention 
have the folloWing advantages. In order to use UI and function 
information of a neW slave appliance, the program or appli 
cation of the master appliance does not need to be externally 
upgraded by a service man, but the UI and function informa 
tion held in the respective slave appliances themselves are 
uploaded to the master appliance at the moment When the 
slave appliances are connected to the netWork, so that the 
control of the home network can easily be achieved. That is, 
diverse functions and the UI suitable for the respective slave 
appliances can be used Without any separate external upgrad 
ing process. Also, even the large-capacity UI and function 
information can be used in accordance With the capacity of 
the PVR and the built-in HDD, and in case that only the ?xed 
basic standard is de?ned, slave appliances of other manufac 
turers can be connected and used on the netWork. 

It Will be apparent to those skilled in the art than various 
modi?cations and variations can be made in the present 
invention. Thus, it is intended that the present invention cov 
ers the modi?cations and variations of this invention provided 
they come Within the scope of the appended claims and their 
equivalents. 
What is claimed is: 
1. A method of communicating betWeen a ?rst device and 

at least one second device, the method comprising: 
prestoring in the ?rst device an original version of ?rst user 

interface information and ?rst function information used 
in communicating With the at least one second device, 
the prestored information corresponding to a previous 
upload from a memory of the at least one second device; 

comparing the original version of the ?rst user interface 
information and the ?rst function information prestored 
in the ?rst device to ?rst user interface information and 
?rst function information stored in the memory of the at 
least one second device to determine Whether the ?rst 
user interface information and the ?rst function infor 
mation stored in the memory of the at least one second 
device corresponds to an updated version of ?rst user 
interface information and ?rst function information for 
controlling the at least one second device; 

sending the updated version of the ?rst user interface infor 
mation and the ?rst function information from the at 
least one second device to the ?rst device, if it is deter 
mined that the at least one second device includes the 
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8 
updated version of the ?rst user interface information 
and the ?rst function information for controlling the at 
least one second device; 

performing communication betWeen the ?rst device and 
the at least one second device based on the updated 
version of the ?rst user interface information and the ?rst 
function information, if the updated version of the ?rst 
user interface information and the ?rst function infor 
mation is received by the ?rst device; and 

performing communication betWeen the ?rst device and 
the at least one second device based on the original 
version of the ?rst user interface information and the ?rst 
function information prestored in the ?rst device, if it is 
determined that the at least one second device does not 
include the updated version of the ?rst user interface 
information and the ?rst function information for con 
trolling the at least one second device, 

Wherein the at least one second device is controlled based 
on one of the updated version of the ?rst user interface 
information and the ?rst function information and the 
original version of the ?rst user interface information 
and the ?rst function information, the one of the updated 
version of the ?rst function information and the original 
version of the ?rst function information controlling at 
least one function of the at least one second device based 
on the one of the updated version of the ?rst user inter 
face information and the original version of the ?rst user 
interface information. 

2. The method according to claim 1, further comprising: 
con?rming a connection betWeen the ?rst device and the at 

least one second device When poWer is supplied to the 
?rst device. 

3. The method according to claim 1, Wherein the ?rst 
device and the at least one second device are parts of a home 
netWork control protocol (HNCP) netWork. 

4. The method according to claim 1, further comprising 
prestoring in the ?rst device basic user interface information 
and basic function information for controlling the at least one 
second device When the information prestored in the ?rst 
device is deleted and the memory of the at least one second 
device does not have ?rst user interface information and ?rst 
function information. 

5. The method according to claim 1, Wherein the ?rst user 
interface information and the ?rst function information are 
deleted from the ?rst device When poWer to the ?rst device is 
turned off. 

6. The method according to claim 1, Wherein said compar 
ing and said sending are performed automatically When the 
?rst device is poWered. 

7. The method according to claim 1, Wherein the memory 
of the at least one second device is a storage area on a database 

server accessible over the Internet, 
Wherein said comparing and said sending are performed 

over the lntemet, and 
Wherein the ?rst device communicates With the at least one 

second device via a home netWork control protocol 
(HNCP) netWork. 

8. A communication system comprising: 
at least one second device; and 
a ?rst device coupled to the at least one second device, the 

?rst device being con?gured to: 
prestore in said ?rst device an original version of ?rst user 

interface information and ?rst function information used 
in communicating With the at least one second device, 
the prestored information corresponding to a previous 
upload from a memory of the at least one second device, 
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compare the prestored information in said ?rst device to 
?rst user interface information and ?rst function infor 
mation stored in the memory of the at least one second 
device to determine Whether the information stored in 
the memory of the at least one second device corre 
sponds to an updated version of ?rst user interface infor 
mation and ?rst function information for controlling the 
at least one second device, 

receive the updated version of the ?rst user interface infor 
mation and the ?rst function information from the at 
least one second device, if it is determined that the at 
least one second device includes the updated version of 
the ?rst user interface information and the ?rst function 
information for controlling the at least one second 

device, 
communicate With the at least one second device based on 

the updated version of the ?rst user interface information 
and the ?rst function information, if the updated version 
of the ?rst user interface information and the ?rst func 
tion information is received, and 

communicate With the at least one second device based on 

the prestored information, if it is determined that the at 
least one second device does not include the updated 
version of the ?rst user interface information and the ?rst 
function information for controlling the at least one sec 

ond device, 
Wherein the at least one second device is controlled based 

on one of the updated version of the ?rst user interface 
information and the ?rst function information and the 
original version of the ?rst user interface information 
and the ?rst function information, the one of the updated 
version of the ?rst function information and the original 
version of the ?rst function information controlling at 
least one function of the at least one second device based 
on the one of the updated version of the ?rst user inter 
face information and the original version of the ?rst user 
interface information. 

9. The communication system according to claim 8, 
Wherein the original version of the ?rst user interface infor 

mation and the ?rst function information is prestored in 
at least one of an internal storage means of the ?rst 
device and an external storage means associated With the 
?rst device, and 

Wherein the internal storage means is a master hard disc 
drive and the external storage means is a memory area of 
a personal video recorder. 

10. A master appliance communicating with a slave appli 
ance, comprising: 

a storage con?gured to store an original version of user 

interface information andfunction information used in 
communicating with the slave appliance, the stored 
information corresponding to a previous upload from a 
memory of the slave appliance; and 

a master control device configured to 
confirm a connection with the slave appliance, 
compare the stored original version information to 

information stored in the memory of the connected 
slave appliance to determine whether the information 
stored in the memory of the slave appliance corre 
sponds to an updated version of user interface infor 
mation andfunction information for controlling the 
slave appliance, 

receive the updated version of user interface informa 
tion andfunction information from the slave appli 
ance, it is determined that the slave appliance 
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includes the updated version of user interface infor 
mation andfunction information for controlling the 
slave appliance, 

communicate with the slave appliance based on the 
updated version of user interface information and 
function information, the updated version of user 
interface information and function information is 
received, and 

communicate with the slave appliance based on the 
storedoriginal version information, ifit is determined 
that the slave appliance does not include the updated 
version of user interface information and function 
information for controlling the slave appliance, 

wherein the slave appliance is controlled based on one of 
the updated version of user interface information and 
function information and the original version of user 
interface information andfunction information, the one 
ofthe updated version offunction information and the 
original version offunction information controlling at 
least one function of the slave appliance based on the 
one of the updated version of user interface information 
and the original version ofuser interface information. 

1]. A method ofcommunicating with a slave appliance, in 
a master appliance, comprising: 

storing an original version of user interface information 
andfunction information used in communicating with 
the slave appliance, the stored information correspond 
ing to a previous uploadfrom a memory of the slave 
appliance; 

comparing the stored original version information to infor 
mation stored in the memory of the connected slave 
appliance to determine whether the information stored 
in the memory ofthe slave appliance corresponds to an 
updated version of user interface information and func 
tion informationfor controlling the slave appliance; 

receiving the updated version of user interface information 
andfunction informationfrom the slave appliance, ifit is 
determined that the slave appliance includes the 
updated version of user interface information and func 
tion informationfor controlling the slave appliance; 

communicating with the slave appliance based on the 
updated version of user interface information and func 
tion information, the updated version of user interface 
information and function information is received; and 

communicating with the slave appliance based on the 
stored original version information, ifit is determined 
that the slave appliance does not include the updated 
version of user interface information andfunction infor 
mationfor controlling the slave appliance, 

wherein the slave appliance is controlled based on one of 
the updated version of user interface information and 
function information and the original version of user 
interface information andfunction information, the one 
ofthe updated version offunction information and the 
original version offunction information controlling at 
least one function of the slave appliance based on the 
one of the updated version of user interface information 
and the original version ofuser interface information. 

12. A slave appliance communicating with a master appli 
ance, comprising: 

a storage configured to store user interface information 
andfunction information used in communicating with 
the master appliance; and 

a slave control device configured to 
send the stored user interface information and function 

information to the master appliance according to a 
request of the master appliance, wherein the request 
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ofthe master appliance isprovided after comparing, 
in the master appliance, the stored information in the 
slave appliance to stored information in the memory 
of the master appliance to determine whether the 
stored information in the slave appliance corresponds 
to an updated version of user interface information 
and function information for controlling the slave 
appliance, 

communicate with the master appliance based on the 

and the original version ofuser interface information. 

5 

12 
a storage configured to store ?rst information including 

first user interface information and first function infor 
mation used in communicating with the slave appliance; 
and 

a master control device configured to 

confirm a connection with the slave appliance, 
compare the stored ?rst information to second informa 

tion including second user interface information and 
secondfunction information stored in a memory ofthe 

updated version of user interface information and 10 connected slave appliance, to determine whether the 
function information, ifthe stored information in the second information stored in the memory ofthe slave 
storage corresponds to the updated version of user appliance corresponds to an updated version of first 
interface information and function information, and user interface information and first function informa 

communicate with the master appliance based on an 15 tionfor controlling the slave appliance, 
original version of user interface information and receive the second information including second user 
function information thatisstoredin the masterappli- interface information and secondfunction informa 
ance, ifit is determined that the slave appliance does tionfrom the slave appliance, ifit is determined that 
not include the updated version of user interface the slave appliance includes the second information 
information andfunction informationfor controlling 20 for controlling the slave appliance, 
the slave appliance, communicate with the slave appliance based on the 

wherein the slave appliance is controlled based on one of received second information including second user 
the updated version ofuser interface information and interface information and secondfunction informa 
function information and the original version of user 11'0", ifthe 5600115] infm’mllllbn is received, and 
interface information andfunction information, the one 25 commuhtcate With the Slave aPPlhthce based 0” the 
ofthe updated version offunction information and the stored?t’st thfot’mattohl tftt t5 determthed that the 
original version offunction information controlling at connected Slave aPPltahce does hot thclude the 
least onefunction ofthe slave appliance based on the updated Versi?” _Of?rst We’, interface hnformation 
one ofthe updated Version ofuser interface information 30 andfirstfunction informationfor controlling the slave 

app iance, 
wherein the slave appliance is controlled based on one of 

the?rst information and the second information, the one 
ofthe?rstfunction information and the secondfunction 
information controlling at least onefunction ofthe slave 

35 appliance based on the one of the first user interface 
information and the second user interface information. 

15. A method ofcommunicating with a slave appliance, in 
a master appliance, comprising: 

storing ?rst information including first user interface 
information and?rstfunction information used in com 

13. A method ofcommunicating with a master appliance, in 
a slave appliance, comprising: 

storing user interface information andfunction informa 
tion used in communicating with the master appliance; 

sending the stored user interface information and function 
information to the master appliance according to a 
request of the master appliance, wherein the request of 
the master appliance isprovided after comparing, in the 
master appliance, the stored information in the slave 40 
appliance to stored information in the memory of the 
master appliance to determine whether the stored infor 
mation in the slave appliance corresponds to an updated 
version of user interface information and function infor 

14. A master appliance communicating with a slave appli 
ance, comprising: 

municating with the slave appliance; 
comparing the stored ?rst information to second informa 

tion including second user interface information and 
secondfunction information stored in a memory ofthe 

mation for controlling the slave appliance; 45 connected slave appliance, to determine whether the 
communicating with the master appliance based on the second information stored in the memory of the slave 

updated version of user interface information and func- appliance corresponds to an updated version of first 
tion information, the stored information in the storage user interface information and ?rstfunction information 
corresponds to the updated version of user interface for controlling the slave appliance; 
information andfunction information; and 50 receiving the second information including second user 

communicating with the master appliance based on an interface information and secondfunction information 
original version ofuser interface information andfunc- from the slave appliance, ifit is determinedthat the slave 
tion information that is stored in the master appliance, appliance includes the second informationfor control 
it is determined that the slave appliance does not include ling the slave appliance; 
the updated version of user interface information and 55 communicating with the slave appliance based on the 
function information forcontrolling the slave appliance, received second information including second user 

wherein the slave appliance is controlled based on one of interface information and secondfunction information, 
the updated version of user interface information and the second information is received; and 
function information and the original version of user communicating with the slave appliance based on the 
interface information andfunction information, the one 60 stored?rst information, ifit is determined that the con 
of the updated version of function information and the nected slave appliance does not include the updated 
original version offunction information controlling at version of?rst user interface information and?rstfunc 
least onefunction ofthe slave appliance based on the tion informationfor controlling the slave appliance, 
one ofthe updated version ofuser interface information wherein the slave appliance is controlled based on one of 
and the original version ofuser interface information. 65 the?rst information and the second information, the one 

ofthe?rstfunction information and the secondfunction 
information controlling at least onefunction ofthe slave 
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appliance based on the one of the first user interface 
information and the second user interface information. 

16. A slave appliance communicating with a master appli 
ance, comprising: 

a storage con?gured to store second information including 5 
second user interface information and second function 
information used in communicating with the master 
appliance; and 

a slave control device configured to 
send the second information including second user 

interface information and secondfunction informa 
tion to the master appliance according to a request of 
the master appliance, wherein the request of the mas 
ter appliance isprovided after comparing, in the mas 
ter appliance, the second information stored in the 
slave appliance to first information stored in the 
memory ofthe master appliance to determine whether 
the second information stored in the slave appliance 
corresponds to an updated version of first information 20 
including first user interface information and first 
function informationfor controlling the slave appli 
ance, 

communicate with the master appliance based on the 

second information including second user interface 25 
information and secondfunction information, ifit is 
determined that the second information stored in the 
storage corresponds to the updated version of first 
information including?rst user interface information 
and?rstfunction information stored in the memory of 
the master appliance, and 

communicate with the master appliance based on the 

first information including first user interface infor 
mation and?rstfunction information, ifit is deter 
mined that the slave appliance does not include the 
updated version of first information including first 
user interface information and first function informa 
tionfor controlling the slave appliance, 

wherein the slave appliance is controlled based on one of 40 

the?rst information and the second information, the one 
ofthe?rstfunction information and the secondfunction 
information controlling at least onefunction ofthe slave 
appliance based on the one of the first user interface 
information and the second user interface information. 45 

1 7. A method ofcommunicating with a master appliance, in 
a slave appliance, comprising: 

storing second information including second user inter 
face information and secondfunction information used 
in communicating with the master appliance; 50 

sending the second information including second user 

mation including first user interface information and 
first function information stored in the memory of the 
master appliance; and 

communicating with the master appliance based on the 
first information including first user interface informa 
tion and?rstfunction information, ifit is determined 
that the slave appliance does not include the updated 
version of first information including first user interface 
information and?rstfunction information for control 

10 ling the slave appliance, 
wherein the slave appliance is controlled based on one of 

the?rst information and the second information, the one 
ofthe?rstfunction information and the secondfunction 
information controlling at least onefunction ofthe slave 

15 appliance based on the one of the first user interface 
information and the second user interface information. 

18. A master appliance communicating with a slave appli 
ance, comprising: 

a storage configured to store information; and 
a master control device configured to 

confirm a connection with the slave appliance, 
receive an updated version of user interface information 

andfunction information from the connected slave 
appliance and upload the received updated version of 
user interface information and function information 
to the storage, ifit is determined that the slave appli 
ance includes the updated version of user interface 
information andfunction informationfor controlling 
the slave appliance, and 

30 communicate with the slave appliance based on the 
updated version of user interface information and 
function information, the updated version of user 
interface information and function information is 
received, 

35 wherein the slave appliance is controlled based on the 
updated version of user interface information and func 
tion information, the updated version of function infor 
mation controlling at least one function of the slave 
appliance based on the updated version of user interface 
information. 

19. A method ofcommunicating with a slave appliance, in 
a master appliance, comprising: 

confirming a connection with the slave appliance; 
receiving an updated version of user interface information 

and function information from the connected slave 
appliance, ifit is determined that the slave appliance 
includes the updated version of user interface informa 
tion andfunction informationfor controlling the slave 
appliance; 

uploading the received updated version of user interface 
information and function information to the storage; 

interface information and secondfunction information 
to the master appliance according to a request of the 
master appliance, wherein the request of the master 

and 
communicating with the slave appliance based on the 

updated version of user interface information and func 
appliance is provided after comparing, in the master 55 tion information, the updated version of user interface 
appliance, the second information stored in the slave information and function information is received, 
appliance to first information stored in the memory of wherein the slave appliance is controlled based on the 
the master appliance to determine whether the second updated version of user interface information and func 
information stored in the slave appliance corresponds to tion information, the updated version of function infor 
an updated version of?rst information including?rst 60 mation controlling at least one function of the slave 
user interface information and first function information 
for controlling the slave appliance; 

appliance based on the updated version of user interface 
information. 

communicating with the master appliance based on the 
second information including second user interface 
information and secondfunction information, ifit is 65 
determined that the second information stored in the 
storage corresponds to the updated version of first infor 

20. A slave appliance communicating with a master appli 
ance, comprising: 

a storage configured to store user interface information 
andfunction information used in communicating with 
the master appliance; and 



US RE43,069 E 
15 

a slave control device con?gured to 
send the stored user interface information and function 

information to the master appliance when the slave 
appliance is connected with the master appliance and 
the stored user interface information and function 
information in the storage ofthe slave appliance cor 
responds to an updated version of user interface 
information andfunction information that is stored in 
the master appliance, 

communicate with the master appliance based on the 
updated version of user interface information and 
function information, after the master appliance 
receives the updated version of user interface infor 
mation andfunction informationfrom the slave appli 
ance, 

wherein the slave appliance is controlled based on the 
updated version of user interface information and func 
tion information, the updated version of function infor 
mation controlling at least one function of the slave 
appliance based on the updated version of user interface 
information. 

2]. A method ofcommunicating with a master appliance, in 
a slave appliance, comprising: 

20 

16 
storing user interface information and function informa 

tion used in communicating with the master appliance; 
sending the stored user interface information and function 

information to the master appliance when the slave 
appliance is connected with the master appliance and 
the stored user interface information andfunction infor 
mation in the storage ofthe slave appliance corresponds 
to an updated version of user interface information and 
function information that is stored in the master appli 
ance; and 

communicating with the master appliance based on the 
updated version of user interface information and func 
tion information, after the master appliance receives the 
updated version of user interface information and func 
tion information from the slave appliance, 

wherein the slave appliance is controlled based on the 
updated version of user interface information and func 
tion information, the updated version of function infor 
mation controlling at least one function of the slave 
appliance based on the updated version of user interface 
information. 


