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PRINTED WIRING BOARD AND METHOD 
FOR MANUFACTURING THE SAME 

Matter enclosed in heavy brackets [ ] appears in the 
original patent but forms no part of this reissue speci?ca 
tion; matter printed in italics indicates the additions 
made by reissue. 

TECHNICAL FIELD 

This invention relates to a printed circuit board and a 
method of producing the same, and more particularly to a 
printed circuit board which can control the occurrence of 
cracks in the heat cycle and prevent the dissolution of the 
conductor circuit caused by roughening of an interlaminar 
insulating layer without the degradation of peel strength, and 
a method of producing the same. 

BACKGROUND ART 

Recently, so-called build-up multilayer wiring board are in 
demand for high densi?cation of multilayer wiring boards. 
This build-up multilayer wiring board is produced, for 
example, by a method as described in JP-B-4-55555. That is, 
an insulating agent composed of a photosensitive adhesive for 
electroless plating is applied onto a core substrate, dried, 
exposed to a light and developed to form an interlaminar 
insulating resin layer having openings for viaholes, and then 
the surface of the interlaminar insulating resin layer is rough 
ened by treating with an oxidizing agent or the like, and a 
plating resist is formed on the roughened surface, and there 
after a non-forming portion of the plating resist is subjected to 
an electroless plating to form viaholes and conductor circuits, 
and then such steps are repeated plural times to obtain a 
build-up multilayer wiring board. 

However, in the thus obtained multilayer printed circuit 
board, the conductor circuit is formed on the non-forming 
portion of the plating resist and the plating resist remains in 
the inner layer as it was. 

Therefore, if IC chips are mounted on such a wiring board, 
there is a problem that warping of the board is caused by a 
difference of thermal expansion coef?cient between IC chip 
and the insulating resin layer in the heat cycle to concentrate 
stress into aboundary portion between the plating resist and 
the conductor circuit due to poor adhesion therebetween and 
hence cracks are generated in the interlaminar insulating 
layer contacting with the boundary portion. 
As a technique capable of solving this problem, there is a 

method of removing the plating resist retained in the inner 
layer and forming a roughened layer on the surface of the 
conductor circuit to provide an adhesion to the interlaminar 
insulating layer. For example, JP-A-6-283860 discloses a 
technique of removing the plating resist in the inner layer and 
providing a roughened layer of copper-nickel-phosphorus on 
the surface of the conductor circuit composed of an electro 
less plated ?lm to prevent interlaminar peeling. 

In the invention of JP-A-6-283860, however, there is no 
understanding about cracks caused when the heat cycle test is 
actually carried out after the mounting of IC chips, and only 
a conductor circuit composed of only an electroless plated 
?lm is disclosed. Moreover, when a supplementary test of the 
heat cycle at —55° C.~+125° C. is carried out (see Compara 
tive Example 1 as mentioned later), cracking is not observed 
in about 1000 cycles, but when the cycle number exceeds 
1000 cycles, cracking is observed. 
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2 
As another technique capable of solving the above prob 

lem, there is considered a method of adopting so-called semi 
additive process to remove the plating resist. In the semi 
additive process, however, the conductor circuit is comprised 
of an electroless plated ?lm and an electrolytic plated ?lm, so 
that there is a problem that when the surface of the insulating 
resin layer is subjected to a roughening treatment, a surface 
portion composed of the electrolytic plated ?lm of the con 
ductor circuit is dissolved by the local electrode reaction. 
On the other hand, in order to mount IC chips on the printed 

circuit board, it is necessary to form a solder bump on the 
circuit board. As a method of forming the solder bump, there 
has hitherto been adopted a method wherein an alignment 
mark composed of a conductor layer is previously formed on 
a mask for printing such as a metal mask, a plastic mask or the 
like and a printed circuit board in order to determine position 
ing of the mask for printing and the printed circuit board, and 
then both alignment marks are adjusted to each other to lami 
nate the mask for printing on the printed circuit board at a 
given position, and thereafter a cream solder is printed 
thereon. In this case, a solder resist layer opening a portion of 
the alignment mark or the pad for solder bump formation is 
formed on the printed circuit board. 

Therefore, if IC chips are mounted on such a printed circuit 
board, there is a problem that warping of the board is caused 
by a difference of thermal expansion coef?cient between IC 
chip and the insulating resin layer in the heat cycle to con 
centrate stress in a boundary portion between the solder resist 
layer and the conductor layer (inclusive of the alignment 
mark and the pad for solder bump formation) due to the 
absence of adhesion therebetween and hence cracks are gen 
erated in the solder resist layer starting from the boundary 
portion and the solder resist is peeled off. 

It is, therefore, an object of the invention to solve the 
aforementioned problems of the conventional technique. 

It is a main object of the invention to provide a printed 
circuit board capable of effectively preventing cracks and 
interlaminar peeling of the interlaminar insulating layer cre 
ated in the heat cycle without degrading other properties, 
particularly peel strength of conductor (adhesion between a 
conductor circuit and an interlaminar insulating layer, adhe 
sion between a viahole and an under layer conductor circuit, 
or adhesion between a conductor layer and a solder resist 
layer). 

It is another object of the invention to provide a printed 
circuit board capable of preventing the dissolution of the 
surface of the conductor circuit through the local electrode 
reaction. 

It is still another object of the invention to provide a method 
of advantageously producing such a printed circuit board. 

DISCLOSURE OF THE INVENTION 

The inventors have made various studies in order to achieve 
the above objects and as a result the invention lying in the 
following constructions has been accomplished. 

(l) The printed circuit board according to the invention is a 
printed circuit board formed by laminating an interlaminar 
insulating layer on a conductor circuit of a substrate and 
repeating formation of conductor circuit and an interlaminar 
insulating layer, characterized in that the conductor circuit is 
comprised of an electroless plated ?lm and an electrolytic 
plated ?lm, and a roughened layer is formed on at least a part 
of the surface of the conductor circuit. 

(2) The printed circuit board according to the invention is a 
printed circuit board formed by laminating an interlaminar 
insulating layer on a conductor circuit of a substrate and 
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repeating formation of conductor circuit and an interlaminar 
insulating layer, characterized in that the conductor circuit is 
comprised of an electroless plated ?lm and an electrolytic 
plated ?lm, and a roughened layer is formed on at least a part 
of the surface of the conductor circuit, and the surface of the 
roughened layer is covered with a layer of a metal having an 
ionization tendency of more than copper but less than tita 
nium or a noble metal. 

In the printed circuit board described in the item (1) or (2), 
it is preferable that the roughened layer is formed on at least 
a part of the surface inclusive of a side surface of the conduc 
tor circuit and that the roughened layer is a plated layer of 
copper-nickel phosphorus alloy. 

(3) A method of producing the multilayer printed circuit 
board according to the invention comprises subjecting a sur 
face of a substrate to an electroless plating, forming a plating 
resist thereon, subjecting the substrate to an electrolytic plat 
ing, removing the plating resist, etching and removing the 
electroless plated ?lm beneath the plating resist to form a 
conductor circuit comprised of the electroless plated ?lm and 
the electrolytic plated ?lm, forming a roughened layer on at 
least a part of the surface of the conductor circuit and then 
forming an interlaminar insulating layer thereon. 

(4) A method of producing the multilayer printed circuit 
board according to the invention comprises subjecting a sur 
face of a substrate to an electroless plating, forming a plating 
resist thereon, subjecting the substrate to an electrolytic plat 
ing, removing the plating resist, etching and removing the 
electroless plated ?lm beneath the plating resist to form a 
conductor circuit comprised of the electroless plated ?lm and 
the electrolytic plated ?lm, forming a roughened layer on at 
least a part of the surface of the conductor circuit, covering the 
surface of the roughened layer with a layer of a metal having 
an ionization tendency of more than copper but less than 
titanium or a noble metal and forming an interlaminar insu 
lating layer thereon. 

In the method described in item (3) or (4), the roughened 
layer is preferably formed by plating of copper-nickel-phos 
phorus alloy. 

(5) The printed circuit board according to the invention is a 
multilayer printed circuit board comprising a substrate pro 
vided with an under layer conductor circuit, an interlaminar 
insulating layer formed thereon and an upperlayer conductor 
circuit formed on the interlaminar insulating layer, and a 
viahole connecting both the conductor circuits to each other, 
in which the viahole is comprised of an electroless plated ?lm 
and an electrolytic plated ?lm, and a roughened layer having 
an roughened surface formed by etching treatment, polishing 
treatment, or redox treatment, or having a roughened surface 
formed by a plated ?lm is formed on at least a part of the 
surface of the lower layer conductor circuit connecting to the 
viahole. 

In the printed circuit board described in item (5), the rough 
ened layer is preferably formed by plating of copper-nickel 
phosphorus alloy. 

(6) A method of producing the multilayer printed circuit 
board according to the invention comprises forming an under 
layer conductor circuit on a surface of a substrate, forming a 
roughened layer by an etching treatment, polishing treatment, 
redox treatment, or a plating treatment on at least a part of a 
surface of the under layer conductor circuit to be connected to 
a viahole, forming an interlaminar insulating layer thereon, 
and forming openings for viaholes in the interlaminar insu 
lating layer, subjecting the interlaminar insulating layer to an 
electroless plating, forming a plating resist thereon and sub 
jecting the substrate to an electrolytic plating, removing the 
plating resist, etching and removing the electroless plated 
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4 
?lm beneath the plating resist to form an upperlayer conduc 
tor circuit comprised of the electroless plated ?lm and the 
electrolytic plated ?lm and a viahole. ?lm beneath the plating 
resist to form an upperlayer conductor circuit comprised of 
the electroless plated ?lm and the electrolytic plated ?lm and 
a viahole. 

In the method described in item (6), the roughened layer is 
preferably formed by plating of copper-nickel-phosphorus 
alloy. 

(7) A printed circuit board provided with a conductor layer 
used as an alignment mark, in which a roughened layer is 
formed on at least a part of the surface of the conductor layer. 

In the printed circuit board described in item (7), the con 
ductor layer is preferably comprised of an electroless plated 
?lm and an electrolytic plated ?lm. 

(8) A printed circuit board provided with a conductor layer 
used as an alignment mark, in which the conductor layer is 
comprised of an electroless plated ?lm and an electrolytic 
plated ?lm. 

In the printed circuit board described in item (8), it is 
preferable that the roughened layer is formed on at least a part 
of the surface of the conductor layer. 

In the printed circuit board described in item (7) or (8), it is 
preferable that the alignment mark is an opening portion 
formed by exposing only the surface of the conductor layer 
from a solder resist formed on the conductor layer, and it is 
preferable that a metal layer of nickel-gold is formed on the 
conductor layer exposed from the opening portion. 

Further, in the printed circuit board described in item (7) or 
(8), it is preferable that the alignment mark is used for posi 
tioning to a printed mask, an IC chip mounting and position 
ing in the mounting of a printed circuit board packaged a 
semiconductor element to another printed circuit board. 

BRIEF EXPLANTION OF THE DRAWINGS 

FIGS. 1-19 are ?ow charts showing production steps of a 
printed circuit board in Example 1; 

FIG. 20 is a triangular diagram showing a composition of 
copper-nickel-phosphorus roughened layer; 

FIGS. 21-40 are ?ow charts showing production steps of a 
printed circuit board in Example 5; 

FIG. 41 is a partial sectional view showing an alignment 
mark composed of a conductor layer and used for positioning 
to a printed mask or an IC chip mounting; 

FIG. 42 is a partial sectional view showing an alignment 
mark composed of a conductor layer and used for positioning 
in the mounting of a printed circuit board packaged a semi 
conductor element to another printed circuit board; and 

FIG. 43 is a plane view of a printed circuit board. 
In these drawings, numeral 1 is a substrate, numeral 2 an 

interlaminar insulating resin layer (an adhesive layer for elec 
troless plating), numeral 2a an insulating layer, numeral 2b an 
adhesive layer, numeral 3 a plating resist, numeral 4 an inner 
layer conductor circuit (an inner layer copper pattern), 
numeral 5 an outer layer conductor circuit (an outer layer 
copper pattern), numeral 6 an opening for viahole, numeral 7 
a viahole (BVH), numeral 8 a copper foil, numeral 9 a 
through-hole, numeral 10 a ?lling resin (a resin ?ller), 
numeral 11 a roughened layer, numeral 12 an electroless 
copper plated ?lm, numeral 13 an electrolytic copper plated 
?lm, numeral 14 a solder resist layer, numeral 15 a nickel 
plated layer, numeral 16 a gold plated layer, numeral 17 a 
solder bump (a solder body), numeral 18 an alignment mark 
(used for positioning to a printed mask), numeral 19 an align 
ment mark (used for positioning to an IC chip mounting), 
numeral 20 an alignment mark (used for positioning in the 


























