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To all whom it may concern: 
Be it, known that I, SIDNEY M. MURRAY, a 

citizen of the United States, residing at Ma 
rysvale, in the county of Piute and State of 
Utah, have invented new and useful Improve 
ments in Gun-Sights, of which the following 
is a specification. 
My invention has relation to improvements. 

in gun-sights; and it consists in the construc 
tion and arrangement of parts, as will be here 
inafter described, and particularly pointed out 
in the claim. 

In the drawings, Figure 1 is a side eleva 
tion of a portion of the barrel of a firearm, 
showing the improved sight applied thereto. 
Fig. 2 is a rear end elevation of the sight. 
Fig. 3 is a transverse vertical section there 
through. Fig. 4 is a top plan view of the 
same. Fig. 5 is a detail perspective view of 
the complete sight, showing the bead removed 
therefrom. 
Similar numerals of reference are employed 

to indicate corresponding parts in the several 
views. 
The numeral 1 designates the muzzle ex 

tremity of a rifle or shotgun barrel and has 
extending across the upper portion thereof a 
dovetail groove 2 to receive a correspond 
ingly-shaped base-flange 3, depending from a 
base 4, from the center of which rises the 
sight-body 5, formed with vertical walls which 
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serve to form a longitudinal recess 6, opening 
out through the front end 7 and terminating 
at a rear closed wall 8 of less vertical extent 
than the rear maximum height of the sight 
body. The upper edge 9 of the sight-body in 
clines continuously downwardly from the rear 
toward the front end, and extending through 
one side of the body near the top is a set-screw 
10. The bead or sight-piece 11 is intended to 
be constructed of any suitable material adapt 
ed for the purpose-such asivory, brass, cop 
per, tin, or other substance-which may be 
colored as desired. This bead is of approxi 
mately the same contour as the body within 
the confines of the recess, but is of greater 

vertical extent than the distance between t 
base of the slot and the upper edge of t e 
body, so that the upper edge of the bead, 
which is inclined in a plane parallel with the 
said upper edge 9, will project above the lat 
ter edge. After the bead is inserted in the 
wall thereof. A set-screw 10 is tightened and 
impinges against one side of the bead to hold 
the latter firmly in applied position. At any 
time that it may be desired to substitute one 
bead for another the screw 10 is loosened, 
when the bead may be readily forced out of 
the sight-body by the use of a penknife-blade 
or other small implement, and the substitute 
bead is then inserted and secured by the set 
SCreW. 

It is proposed to equip the sight with a num 
ber of beads of different colors and materials, 
so that the user of a firearm having the im 

bead. It will also be understood that changes 
in the proportions, dimensions, and minor de 
tails may be resorted to without in the least 
departing from the spirit of the invention. 
Having thus fully described the invention, 

what is claimed as new is 
A gun-sight comprising the muzzle extrem 

ity having a dovetail groove extending trans 
versely across its upper surface, a base-flange 
having another base-flange depending there 
from having opposite side edges which cor 
respond to the shape of the dovetail groove, 
a central sight-body mounted on the first 
extending upwardly therefrom, said walls be 
ing spaced apart to form a recess between 
them, the walls being further provided with 
open front ends and also having a wall for 
closing the rear ends, said rear wall being of 
a less vertical extent than the height of the 
side walls, one of the side walls being pro 
vided with a side opening, the upper edges of 
the walls being continuously inclined down 
wardly to their outer ends, a bead or sight 
piece constructed to conform to the config 

recess 6 it contacts with the bottom and rear. 

mentioned base-flange having vertical walls 
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proved sight thereon may readily change the 
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one side of the bead or sight-piece, substati 
tially as specified. O 

In testimony whereof I affix ny signature in 
presence of two witnesses. 

uration of the shape of the side walls, said 
sight serving to be mounted in the recess so 
as to contact with the bottom of the recess 
and against the rear wall, the sight-piece be 
ing vertically higher than the side walls and 5 SIDNEY M. MIURRAY. 
extending above the upper edge surfaces of Witnesses: 
the same, and means passing through the SAMUEL L. PAGE, 
openiling in the side wall and impinging against MOLLIE BAC. E. 


