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(57) ABSTRACT 

Prosthetic liner formed of a molded silicone elastomer 

material including an inner wall, a circular Outer wall having 
radii of curvature centered along a first longitudinal axis of 
external Symmetry extending longitudinally centrally within 
the liner, the inner wall including a circular curved inside 
anterior wall portion extending along a liner length and 
having first radii of curvature centered on a Second longi 
tudinal axis of anterior curvature extending longitudinally 
along the liner length and a circular curved inside posterior 
wall portion having a Second radii of curvature centered on 
a third longitudinal axis of posterior curvature extending 
along Said liner length. The first, Second and third longitu 
dinal axes lie in a common longitudinally and transversely 
extending plane bisecting the anterior and posterior wall 
portions, and the Second and third axes are spaced apart a 
predetermined offset distance on opposed sides of the first 
axis to thereby define an anterior wall portion that is thicker 
along the liner length than the posterior portion. 
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PROSTHETIC LINER 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. This application is a divisional application of U.S. 
patent application Ser. No. 09/805,125 filed on Mar. 14, 
2001, which claims the benefit of Provisional Application 
No. 60/189,039 filed Mar. 14, 2000. 

1. FIELD OF THE INVENTION 

0002 This invention relates to liners useful for prosthetic 
applications. 

2. BACKGROUND OF THE INVENTION 

0.003 Various silicone elastomer materials have been 
proposed for use in prosthetic devices Such as Suction liners 
of the type described in U.S. Pat. No. 4,923,474 granted to 
Klasson and Kristinsson on May 8, 1990. Other examples of 
such suction liners include U.S. Pat. No. 5,728,168 granted 
Mar. 17, 1998 to Laghi et al. and U.S. Pat. No. 5,830,237 
granted to Kania Nov. 3, 1998. 
0004 Composite elastomer materials useful for both suc 
tion liners and sealing sleeves are disclosed in U.S. Pat. No. 
5,571,208 granted Nov. 5, 1996 to Caspers. 
0005. It is highly desirable to provide a relatively soft 
cushion in contact with or adjacent the skin of the user of a 
prosthetic device for comfort. However, the cushion must be 
relatively inert with respect to the skin of the user, be readily 
washable and feel comfortable. Silicone elastomers and 
Silicone gels are generally known for Such applications and 
function Satisfactorily as Suction liners in Sleeves both when 
the Silicone material is used alone and when it is used in 
combination with an outer Stretchable fabric covering. 
0006. It has been observed, however, that as the thickness 
of the Silicone elastomer cushion grows, So does the weight 
of the suction liner. It is highly desirable to obtain the soft 
cushioning effect of a Silicone elastomer in a Suction liner 
application while reducing the Overall weight of the liner 
attributable to the silicone elastomer. 

0007. In suction sleeves formed with a silicone elastomer 
liner, it is desirable to form a relatively thin posterior wall 
and a relatively thick anterior wall to provide cushioning on 
the anterior wall while avoiding interference with movement 
of the prosthetic user, particularly with a below-the-knee 
amputee. Such a configuration, on the other hand, generally 
requires a discontinuity of curvature in the transition regions 
between the anterior and posterior walls. This rapid transi 
tion in wall thickneSS and curvature can be a Source of 
discomfort to a prosthetic user and it is desirable to avoid 
Such rapid change in elastomer wall thickness in these 
transition regions. 

BRIEF SUMMARY OF THE INVENTION 

0008. The present invention is a composite elastic mate 
rial particularly useful for prosthetic applications and that is 
formed of at least one cured Silicone elastomer layer con 
taining Silicone oil and hollow microSpheres dispersed 
throughout the elastomer layer. 
0009. The composite elastic material preferably also 
includes an elasticized fabric layer intimately bonded to one 
Side of the Silicone elastomer layer described above. 
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0010. The composite elastic material may be used in the 
form of a tubular prosthetic Suction liner having a closed 
distal end and dimensioned and configured So as to be 
rollable onto a distal end of a residual limb of a prosthetic 
device user, with a Silicone elastomer layer on the interior of 
the liner and the elasticized fabric on the exterior of the liner. 
Such residual limb receiving liners are used between a 
Socket of a prosthetic appliance and the residual limb of the 
appliance user. 
0011. The composite elastic material also may be used as 
a Sealing Sleeve that is tubular in form and open at opposed 
ends, with the Silicone elastomer layer covering the inside 
wall of the sleeve and the elasticized fabric covering the 
exterior of the Sleeve. Such a sleeve is dimensioned and 
configured to be installed as a Suction Seal between a 
prosthetic device and the residual limb of the prosthetic 
device user, with the Silicone elastomer layer facing towards 
the location of the residual limb with the upper end of the 
prosthetic device located within the sleeve. 
0012. When used in a suction liner, the composite elastic 
material may include a distension controlling reinforcement 
matrix embedded in the Silicone elastomer layer over a distal 
end area of the Suction liner, wherein the reinforcement 
matrix, for example a circular knit textile, contains rein 
forcement elements that provide Substantial Stiffness against 
elongation of the liner in a direction along the liner length 
but which do not provide Substantial resistance against 
distension of the Silicone elastomer layer in directions 
transverse to the liner length. 
0013 A rigid prosthetic connector element may be 
attached to the distal end of the Suction liner by embedding 
the connector element in a cured Silicone elastomer distal 
end cap adhered to the distal end of the suction liner. The 
connector is sufficiently exposed while embedded in the end 
cap So as to provide access to a prosthetic connector pin that 
may be fastened to the connector. The Silicone elastomer 
distal end cap may be formed of a Silicone elastomer having 
a higher durometer than the composite elastic Silicone 
elastomer layer to provide a more rigid Support Zone at the 
distal end of the Suction liner. 

0014. The microspheres used in the composite elastic 
material preferably are expanded polymeric Shells having a 
density of 0.005 g/cm to 1.25 g/cm, preferably 0.05 g/cm. 
0015 The silicone elastomer layer preferably comprises, 
by weight, 50-99.4% silicone elastomer, 0.5-45% silicone 
oil; and 0.1-5% microspheres. Preferably, the ratio of sili 
cone elastomer, silicone oil and microspheres is: 77.25% 
silicone elastomer, 10% silicone oil and 0.75% micro 
spheres (by weight). 
0016 Preferably, the silicone elastomer material of the 
composite elastic material is blended with one or more skin 
treating agents Such as Vaseline (Petroleum Jelly) and aloe 
Vera. For example, the Silicone elastomer may be blended 
with up to 3% aloe Vera by weight of the silicone elastomer 
layer, with the balance of the skin treatment agent consti 
tuting Vaseline, So that the Silicone elastomer layer is 
blended with skin treatment agents up to about 20% by 
weight of the Silicone elastomer layer. 
0017. The composite elastic material containing silicone 
elastomer, Silicone oil, and microSpheres preferably has a 
density of 0.5 g/cm to 1.3 g/cm; a tensile strength of at 
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least 0.1 Pa; a durometer (00) of 13-62; a 100% modulus of 
5 kPa to 250 kPa; and a compression set of 0 to 30. 
0.018. The invention also contemplates a suction liner 
formed of the composite elastic material in accordance with 
the invention wherein the Suction liner is tapered conically 
inwardly towards its distal end from its open proximal end, 
and wherein the sleeve has a circular outer wall having radii 
of curvature centered along a first longitudinal sleeve axis of 
external Symmetry extending longitudinally centrally within 
the Sleeve, a circular curved inside anterior wall portion 
extending along a sleeve length and having first radii of 
curvature centered on a Second longitudinal axis of anterior 
curvature extending longitudinally along Said sleeve length 
and a circular curved inside posterior wall portion having 
Second radii of curvature centered on a third longitudinal 
axis of posterior curvature extending along Said sleeve 
length; Said first, Second and third longitudinal axes lying in 
a common longitudinally and transversely extending plane 
bisecting the anterior and posterior wall portions, and 
wherein Said Second and third axes are Spaced apart at 
predetermined offset distance on opposed Sides of Said first 
axis to thereby define an anterior wall portion that is thicker 
along the sleeve length than the posterior portion; and 
further wherein the anterior and posterior wall portions 
interSect each other along Said sleeve length on the sleeve 
interior along diametrically opposed inner transition wall 
portions that extend tangentially relative to the adjoining 
anterior and posterior wall portions along Said sleeve length, 
whereby the interior wall of the Suction sleeve along the 
transition wall portions is free of rapid changes in thickness, 
curvature or croSS-Section profile. 
0.019 Preferably, the second and third radii of curvature 
are equal to each other along their respective Second and 
third axes. 

0020. A spherical curved inside distal wall portion may 
be provided within the Suction liner, said distal wall portion 
joining the adjoining interior wall of the Suction liner along 
a tangency that forms a Smooth transition between the inside 
distal wall portion and the adjoining interior wall of the 
Suction liner. The thickness of the adjacent interior wall of 
the Suction liner may be the same as the thickness of the 
anterior wall of the Suction liner. 

0021 When provided with an elasticized fabric layer 
bonded on one side of the Silicone elastomer layer, a thin 
continuous coating of Second cured elastomer material is 
provided on the elasticized fabric between the fabric and the 
principal Silicone elastomer layer. The thin coating of the 
Second elastomer material partially penetrates and is embed 
ded in the fabric layer and forms a continuous coating over 
the textile material between the textile and the principal 
Silicone elastomer layer. The Silicone elastomer coating 
material is fully stretchable elastically at least to Same extent 
as the elasticized fabric layer to which it is attached and 
adhered. 

0022. When the composite elastic material is formed into 
a Sealing sleeve with an elasticized textile fabric layer 
bonded on one side of the Silicone elastomer layer, the textile 
fabric may be a circular rib knit formed principally of Nylon 
with a small amount of Lycra (a fiber available from 
DuPont) or other stretchable fiber. A secondary coating of 
cured Silicone elastomer material may be used between the 
principal Silicone elastomer layer and the fabric, in the same 
manner as described above. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

0023. With reference to the appended drawings which 
illustrate preferred embodiments of the invention: 
0024 FIG. 1 is a cross-section of a suction liner con 
Structed in accordance with the present invention and ulti 
lizing a composite elastic material also made in accordance 
with the invention; 
0025 FIG. 2 is a distal end view of the suction liner 
shown in FIG. 1; 
0026 FIG. 3 is a section taken along line III-III of FIG. 
1; 
0027 FIG. 4 is an enlarged view of FIG. 3; 
0028 FIG. 5 illustrates a sealing liner made with a 
composite elastic material in accordance with the present 
invention; 

0029 FIG. 6 is a side elevational view of another 
example of a Suction liner made with a composite elastic 
material in accordance with the present invention; 
0030 FIG. 7 is an isometric view of the suction liner 
shown in FIG. 6; 
0031 FIG. 8 is a front elevation view of the suction liner 
shown in FIG. 6; 
0032 FIG. 9 is a section view taken along line IX-IX of 
FIG. 8; and 

0033) 
FIG 8. 

FIG. 10 is a section view taken along line X-X of 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS OF THE INVENTION 

0034 FIG. 1 schematically illustrates in a cross-section 
view a prosthetic suction liner 10 formed in part of a 
composite elastic material 12 on its interior Surface and an 
elasticized fabric layer 14 on its exterior Surface at least up 
to its distal end area 16, where a distal end cap 18 having 
embedded therein a rigid prosthetic connector 20 formed, for 
example, of aluminum or other metal, or rigid plastic Such 
as Nylon. 
0035. The liner 10 is formed as a close ended tapered 
tubular element, as is conventional for Such Suction liners. 
The distal end cap 18 firmly joins the prosthetic connector 
20 to the Suction liner 10 while providing a cushioning and 
Stabilizing Surface at the distal end of the liner. The pros 
thetic connector 20 includes preferably a threaded aperture 
22 for providing access to a threaded prosthetic pin connec 
tor in a manner well known in the art. 

0036 FIG. 2 shows the suction liner in an end view as 
seen from the distal end of the liner. 

0037 FIG. 3 is a cross-section view taken along line 
III-III of FIG. 1 and shows the composite elastic material 
12, the elasticized fabric layer 14, and a Second thin con 
tinuous coating of Silicone elastomer material 24 partially 
embedded in the elasticized fabric layer 14 while not com 
pletely penetrating the fabric layer. The intermediate coating 
24 is bonded on its opposite Side to the composite elastic 
material 12, whereby the entire assembly of composite 
elastic material 12, elastomer coating 24 and elasticized 
fabric 14 is at least freely radially elastically distendable. 
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0.038. The composite elastic material layer 12 may have 
embedded therein a matrix of fibers 26 or other Suitable 
Stiffness reinforcement having properties Such that the com 
posite elastic layer 12 is rendered relatively Stiff against 
longitudinal elongation while it is freely distendable radially 
of the Suction liner for use in liner applications when axial 
elongation of the liner must be limited. 
0039 FIG. 4 is an enlarged view of FIG.3 and shows the 
composite elastic material made in accordance with the 
present invention in more detail as well as the wall Section 
of a suction liner 40 made with such material. Layer 12 is the 
composite elastic material comprising a cured Silicone elas 
tomer containing Silicone oil and hollow microSpheres 28 
dispersed throughout the Silicone elastomer layer. 

0040. The illustrations in FIGS. 3 and 4 also show the 
reinforcement fibers 26 embedded in the silicone elastomer 
layer, but it should be understood that such reinforcement 
fibers are optional and extend over a distal portion of the 
liner to limit axial distension of the liner in Such distal 
portion. The reinforcement fibers 26, of course, do not 
constitute a portion of the basic composite elastic material 
described above. 

0041 More specifically, the composite elastic material 
layer 12 itself is regarded as a new and useful composite 
elastic material independently of the fibers 28, the outer 
fabric 14 and the intermediate coating. 
0042. In a preferred example, the composite elastic mate 
rial 12 is formed principally of a Silicone elastomer obtain 
able from NuSilTechnology of Carpinteria, California under 
Product Designation CF13-2188. For a fuller description of 
the silicone material, reference may be made to U.S. Pat. No. 
6,136,039 granted Oct. 24, 2000, owned by the assignee of 
the invention described herein. 

0.043 Embedded within the silicone elastomer material 
of layer 12 are hollow thermoplastic microSpheres consist 
ing of a polymeric Shell with an enclosed blowing agent. The 
Specific thermoplastic microSpheres utilized in this example 
of the invention are expanded microSpheres obtained from 
AKZO NOBEL of Sweden under the trade name EXPAN 
CEL(R), Product No. 551DE. 
0044) The microspheres 28 preferably have a density of 
0.005 g/cm to 1.25 g/cm, preferably 0.05 g/cm. 
0.045 For a fuller understanding of the formulation of 
EXPANCEL(R) microspheres, reference may be made to 
EXPANCELE Technical Bulletin 29 and the EXPANCELE) 
product specification and material Safety data sheets, all 
available from AKZO NOBEL, S-850, 13, Sundsvall, Swe 
den. 

0046) The silicone oil included in the composite elastic 
material may be obtained from GE Bayer Silicones GmbH 
of DJ1 368 Leverkusen, Germany under Product Name 
Baysilone Fluid M350. 
0047. In a preferred form, the composite elastic layer 12 
comprises 50-99.4% by weight of silicone elastomer, pref 
erably 77.25%; 0.5-45% by weight of silicone oil, preferably 
10%; and 0.1-5% by weight of microspheres, preferably 
O.75%. 

0.048. The composite elastic layer 12 also may include 
one or more skin treatment agents blended into the Silicone 
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elastomer, for example Vaseline or petroleum jelly and aloe 
vera. In a preferred example, up to 20% by weight of the 
composite elastic layer, preferably 11.9%, may be Vaseline 
and up to 3%, preferably 0.1%, may be a secondary skin 
treatment agent Such as aloe Vera. 
0049. While EXPANCEL(R) hollow microspheres as 
described above are preferred, it should be understood that 
other hollow microspheres having a density range of 0.005 
g/cm to 1.24 g/cm, preferably 0.05 g/cm, could be used. 
0050. When prepared as described above, a preferred 
embodiment of the composite elastic layer will have a 
density of 0.5 g/cm to 1.3 g/cm, preferably 0.94 g/cm; a 
tensile Strength greater than 0.1 Pa, preferably greater than 
0.5 Pa.; a durometer (00) of 13 to 62, preferably 22; a 100% 
modulus of 5 kPa to 250, preferably 20 kPa; and a com 
pression set of 0 to 30, preferably 8. 
0051. It should be understood that different or additional 
skin treating agents may be utilized, depending upon the 
skin condition to be treated by the skin treating agent. For 
use as a typical Suction sleeve, Vaseline and aloe Vera are 
believed to provide good properties for the composite elastic 
layer that typically directly contacts or is in close proximity 
with the skin of a prosthetic user. 
0052. When the composite elastic material 12 is lami 
nated or bonded with an elasticized textile layer 14, such 
layer 14, in a preferred embodiment, may be described as a 
Supplex Nylon circular knit of 87% Nylon, 13% Spandex 
fibers using 28 needles per 2.5 cm having a weight per 
Square yard of 6.9 OZS. and a weight per linear yard of 12 OZS. 
Such a Supplex Nylon is obtainable from Agmont Inc. of 
Montreal, Quebec, Canada under Style Name 5095. This 
material has a finished width of 60" (152.4 cm) and is 
Substantially elastically distendable along its length and 
width in a manner appropriate for a prosthetic Suction liner. 
0053. The reinforcing fibers 26 may be a circular knit 
textile formed of relatively non-distendable fibers (at least 
within the load ranges contemplated for use in a prosthetic 
Suction liner) wherein the knit construction is Such that the 
layer 26 Strongly resists elongation in a longitudinal direc 
tion while being freely distendable laterally in a radial 
direction when it is embedded in the composite elastic layer 
12. Any appropriate reinforcement matrix that would pro 
vide Such properties could be used for layer 26, but as a 
practical matter a circular knit glass fiber or Nylon material 
is appropriate, provided it has the anisotropic properties 
described above. 

0054 The textile layer 14 is normally air permeable and 
is usually formed from a flat knit elasticized fabric that has 
been rolled into a tube and Stitched along abutting Side edges 
along the length of the tube. The inside surface of the fabric 
layer 14 facing the composite elastic layer 12 is coated with 
a thin layer of cured Silicone elastomer 24 that is partially 
embedded in the fibers of the textile 14 without completely 
penetrating the textile 14. The Silicone elastomer layer 24 is 
cured while embedded in the textile so that it is firmly 
adhered to the textile and preferably renders the textile and 
Silicone layer 24 impermeable to air. The thin coating of 
Silicone elastomer 24 provides a good bonding Surface for 
the composite elastic layer 12 described above. 
0055) Preferably, the silicone layer 24 is obtainable under 
Product No. CF15-2188 from NuSil Technology of Carpin 
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teria, Calif. Physical properties of the combined composite 
elastic layer 12, coating 24 and elasticized fabric 14 include 
a tensile Strength greater than 1 Pa, preferably greater than 
2 Pa; and a 100% modulus of 5 to 300 kPa, preferably 55 
kPa. 

0056. The distal end cap 18 may be formed of a silicone 
elastomer including 98% by weight silicone rubber, type 
MED-4950 or type MED-4050 or type CF15-2188, all 
available from NuSil Technology, with the balance (2%) 
constituted of a color mixture, for example a color powder 
blended from 12.5 parts Lucas color No. 2408, 12.5 parts 
Lucas color No. 2439 and 75 parts Lucas color No. 2510 all 
obtainable from Fr. Schoenfeld GmbH and Co. Further 
properties of MED-4950 as published by NuSil Technology 
include: the material uses a platinum cure System; a preSS 
cure time of 50 minutes at 150 C.; durometer 45-55; tensile 
strength 1000 psi (6.9 MPa); elongation 400%; and a tear 
strength 230 ppi (40.3 kN/M). 
0057. As illustrated in FIG. 5, a sealing sleeve 30, for 
example a sleeve capable of Sealing the gap between the 
upper end of a prosthetic Socket and a residual limb as 
illustrated in U.S. Pat. No. 5,571,208 includes an outer 
textile layer 32 that is an elasticized, porous or air permeable 
fabric on which a continuous cured Silicone coating 34 has 
been applied and bonded thereto in the Same manner as the 
coating 24 attached to the layer 14 of the Suction sleeve 
material as illustrated in FIGS. 1-4 and described above. 

0.058. The interior surface of the sleeve 30 includes a 
composite elastic material 36 formed in the same manner as 
the composite elastic layer 12 illustrated in FIGS. 1-4 and 
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described above. The thickness of the composite elastic 
material 36 may be adjusted to fit the requirements of a 
Sealing sleeve. The composite elastic layer 36 is intimately 
bonded and adhered to the coating 34. The combined 
assembly of the textile 32, coating 34 and composite elastic 
layer 36 is fully distendable both radially and longitudinally 
in accordance with the requirements of a Sealing sleeve for 
prosthetic applications. 

0059) The outer fabric layer 32, in a preferred embodi 
ment, may be a circular rib knit fabric made of 95% Nylon 
and 5% Lycra, (a synthetic fiber product made by DuPont) 
knit as a 1x1 rib using 220 needles per 2.5 cm for a 12 cm 
width tube and 264 needles per 2.5 cm for a 14 cm tube. This 
fabric may be obtained from RX-Textile of Monroe, N.C. 

0060 A preferred formed of the suction liner made with 
the composite elastic material layer 12 is illustrated in FIGS. 
6-10 (the fabric is omitted in the views as being nonessen 
tial). The composite elastic material including the cured 
Silicone elastomer layer with Silicone oil and hollow micro 
Spheres and outer fabric is molded or formed as a tapered 
Suction liner 40 having a closed distal end 42 of uniform 
thickness, an external profile 44 (see FIG. 10) that is circular 
with the radii of curvature of the external Surface 44 centered 
on a first central longitudinal axis 46 extending through the 
Suction liner 40. The geometry of such suction liner is 
illustrated in FIGS. 6-10. Moreover, the following table 1 
describes the variables shown in FIGS. 6-10 and also 
describes typical values of Some of the variables for different 
size Suction liners listed in the left column of the table 
entitled “Typical Values of Variables”. 

TABLE 1. 

VARIABLE DESCRIPTION 

Variable name Description 

Angle of socket opening 
Height of flange in proximal area 
Height to flange in distal area 
Height of flange in distal area 
Height of second cut 
Total height of socket 
Height from radius to start of distal flange 
Offset in lathe 
Radius on Distal end 
Radius on proximal end 
Thickness in anterior area 
Thickness in posterior area 
Thickness of socket in top 

TYPICAL VALUES OF WARIABLES 

Angle 
H fl prox 

HHtot 
Hist 
Offset 
Rrad1 
RRad2 
Tha 
Thp 
Thtop 

Size Rrad1 HH1 HH2 HH3 

12 19 irradi1 + Hist 80 Hhtot - HH1 - Tha 
14 22.5 rrad1 + Hist 80 Hhtot - HH1 - Tha 
16 25.5 rrad1 + Hst 80 Hhtot - HH1 - Tha 
18 28.5 rrad1 + Hist 80 Hhtot - HH1 - Tha 
2O 31.5 rrad1 + Hist 80 Hhtot - HH1 - Tha 
21 33.5 rrad1 + Hst 80 Hhtot - HH1 - Tha 
22 35.5 rrad1 + Hst 80 Hhtot - HH1 - Tha 
23.5 37.5 rrad1 + Hst 80 Hhtot - HH1 - Tha 
25 40 irradi1 + Hist 80 Hhtot - HH1 - Tha 
26.5 42.5 rrad1 + Hist 80 Hhtot - HH1 - Tha 
28 45 irradi1 + Hist 80 Hhtot - HH1 - Tha 
3O 48 irradi1 + Hist 80 Hhtot - HH1 - Tha 
32 51 irradi1 + Hist 80 Hhtot - HH1 - Tha 
34 54 irradi1 + Hist 80 Hhtot - HH1 - Tha 

Hhtot RRad2 Tha Angle Hfh prox Offset Thp Hst Thtop 

450 44.1 6 3 40 3 3 20 
450 48.1 6 3 40 3 3 20 
450 S1 6 3 40 3 3 20 
450 S3.8 6 3 40 3 3 20 
45O 56.7 6 3 40 3 3 20 
450 S8.6 6 3 40 3 3 20 
450 60.5 6 3 40 3 3 20 
450 62.4 6 3 40 3 3 20 
450 64.7 6 3 40 3 3 20 
450 67.1 6 3 40 3 3 20 
450 69.5 6 3 40 3 3 20 
45O 723 6 3 40 3 3 20 
450 75.1 6 3 40 3 3 20 
450 78 6 3 40 3 3 20 
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TABLE 1-continued 

36 57 irradi1 + Hist 80 Hhtot - HH1 - Tha 450 80.8 
38 60.5 rrad1 + Hist 80 Hhtot - HH1 - Tha 450 84.2 
40 64 irradi1 + Hist 80 Hhtot - HH1 - Tha 450 87.5 
42.5 67.5 rrad1 + Hst 80 Hhtot - HH1 - Tha 450 90.8 
45 71.5 rrad1 + Hist 80 Hhtot - HH1 - Tha 450 94.6 

0061 The suction liner 40 includes a circular curved 
inside anterior wall portion 50 having first radii of curvature 
centered on a Second longitudinal axis of anterior curvature 
52 extending longitudinally through the Suction sleeve 
towards the anterior side of the first central axis 46 and a 
posterior wall portion 54 having Second radii of curvature 
centered on a third longitudinal axis 56 located in the 
posterior direction relative to the central axis 46, Said first, 
second and third longitudinal axes 46.52 and 56 all lying in 
a common longitudinally and transversely extending imagi 
nary plane 60 (FIG. 10) bisecting the anterior and posterior 
wall portions 50.54 and wherein the second and third axes 
52 and 56 are Spaced apart a predetermined offset distance 
from each other on opposed sides of the first axis 46. Thus, 
this arrangement produces a posterior wall that is thinner 
than the anterior wall as shown in FIG. 10. 

0062) The anterior and posterior wall portions 50.54 
interSect each other along inner diametrically opposed tran 
Sition wall portions 62 that extend tangentially relative to the 
adjoining anterior and posterior wall portions along the 
sleeve length, so that the interior wall surface of the suction 
liner along the transition areas 62 are free of rapid changes 
in thickness, curvature or cross-section profile, as Seen best 
in FIG. 10. 

0.063. In the example illustrated, the radii of curvature of 
the inside Surfaces of the anterior and posterior portions of 
the Sleeve are equal to each other along their respective 
Second and third axes, as observable in FIG. 10. A formula 
for generating the interior profile of the Suction sleeve 
shown in FIGS. 6-10 is indicated at the bottom of FIG. 6, 
and Such formula is used to control a computer assisted 
machine tool (e.g., lathe) used to form a male mold element 
that shapes the inner profile of the liner. 
0064. At the proximal area of the suction liner 40 (the 
open end of the sleeve) a flange area 66 is provided wherein 
the thickness of the composite elastic material progressively 
thins as the top-edge 68 is approached. The inside Surface of 
the flange portion 66 of the anterior wall 50, as seen in FIG. 
9, tapers inwardly as the top edge 68 is approached as shown 
at 70 and the outer surface of the proximal end of the flange 
portion 66 of posterior wall 54 also tapers inwardly as shown 
at 72 in FIG. 9. Preferably, the top edge 68 of the sleeve is 
relatively thin as compared with the thickness of the remain 
der of the sleeve. 

0065. The distal end 42 of the sleeve is spherical in 
curvature and joins the adjoining Side wall of the sleeve 
along a tangent So as to provide a Smooth interior and 
exterior contour as the sleeve transitions between the tapered 
conical upper portion and the Spherically curved closed end 
portion 42. The thickness of the end portion 42 may be the 
same thickness as the anterior wall 50. The posterior wall 54 
transitions from the same thickneSS as the anterior wall at the 
distal end of the sleeve to a thinner wall section over the 
length of the sleeve in which the thinner wall section is 
desired. A smooth transition area 74 is provided between the 
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thinner posterior wall section 54 and the full thickness of the 
wall portion of the sleeve at the distal end of the sleeve. 
0066. The invention is not limited to the specific embodi 
ments and examples described herein, but rather extends to 
the full Scope of the disclosure, drawings and claims hereof 
as well as variations thereof that may be readily apparent to 
a perSon Skilled in the art and which would constitute the 
equivalents of the disclosed elements described herein. 

I claim: 
1. A Suction liner having proximal and distal ends and 

tapering inwardly towards its distal end, Said liner including 
a molded Silicone elastomer inner wall, a circular outer wall 
having radii of curvature centered along a liner first longi 
tudinal axis of external Symmetry extending longitudinally 
centrally within the liner; Said inner wall including a circular 
curved inside anterior wall portion extending along a liner 
length and having first radii of curvature centered on a 
Second longitudinal axis of anterior curvature extending 
longitudinally along Said liner length, and a circular curved 
inside posterior wall portion having Second radii of curva 
ture centered on a third longitudinal axis of posterior cur 
Vature extending along Said liner length, Said first, Second 
and third longitudinal axes lying in a common longitudinally 
and transversely extending plane bisecting the interior and 
posterior wall portions, and wherein Said Second and third 
axes are Spaced apart a predetermined offset distance on 
opposed sides of Said first axis to thereby define an anterior 
wall portion that is thicker along Said liner length than the 
posterior portion; and further wherein Said anterior and 
posterior wall portions interSect each other along Said liner 
length on the liner interior along diametrically opposed inner 
transition wall portions that extend tangentially relative to 
the adjoining anterior and posterior wall portions along Said 
liner length, whereby the interior wall of the Suction liner 
along the inner transition wall portions are free of rapid 
changes in thickness, curvature or cross-section profile. 

2. The Suction liner as claimed in claim 1, wherein Said 
Second and third radii are equal to each other along their 
respective Second and third axes. 

3. The Suction liner as claimed in claim 1 or 2, including 
a spherical curved inside distal wall portion of Said Suction 
liner, Said distal wall portion joining the adjoining interior 
wall of the Suction liner along a tangency that forms a 
Smooth transition between the inside distal wall portion and 
the adjoining interior wall of the Suction liner, and further 
wherein the adjoining wall of the Suction liner is circular in 
croSS-Section and has a center of curvature located on Said 
first axis; and further wherein the thickness of the wall of the 
Suction liner adjoining Said spherical curved distal wall 
portion is uniform and equal to the thickness of Said anterior 
wall portion. 


