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To all thom, it may conceri Be it known that i, GEORGE FLAGGE, a 
citizen of the United States, and resident of 
Milwaukee, in the county of Milwaukee and 
State of Wisconsin, have invented new and useful improvements in Conductor-Hooks, of which the following is a description, ref 
erence being had to the accompanying draw 
ings, which are a part of this specificationi. 
This invention relates to conductor hooks 

and has for its object to provide a conductor 
hook which can be simply and easily con 
structed of wire as in the manufacture of 
wire nails and the like. 
Another object of the invention is to pro 

wide a conductor hook which may be driven 
into the building without being bent or 
splitting the wood into which it is driven. 

With the above and other objects in view 
the inve?tion consists in the conductoi hook 
as herein claimed and all equivalents. Referring to the accompanying drawings 
in which like characters of reference indi 
cate the same parts in the different views: 
Figure 1 is a side view of a conductor hook 
constructed in accordance with this inven 
tion; and, Fig. 2 is an end view thereof. 

in these drawings 10 indicates the stem 
or shank of the conductor hook which is 
sharpened or pointed at its end i and has 
a reverse bend 12 at its other end forming 
a driving head or shoulder to be struck 
by the hammer when driving the conductor 
hook in place. The driving head 12 which 
is formed by bending the wire of which the 
device is made at approximately right 
angles to the shank or stem portion 11 and 
then bending it back upon itself and con 
tinuing it beyond the line of the shank or 
stem portion and then bending it in the 
opposite direction to the stem portion af 
fords a driving surface to be engaged by 
the hammer directly in line with the stem 
portion so that in driving the hook in place 
there is no tendency to twist or rack the 
device. On leaving the driving shoulder 
or head 12 the wire is bent to a curve to 
form the hook portion 13 of the device 
and this portion is preferably flattened to 

tioned bent 

extend its bearing surface on the conductor and is depressed along a medial line to 
form an outstanding rib 14 for strength 
ening and stiffening it. The flattening of 
the hook portion may be gradual so that it 
becomes thinner and wider as the end is 
approached as shown or the flattening may 
be uniform throughout the bent portiori. 
The form shown presents a neater appear 
ance, and gives greater strength to the hook 
portion near the driving shoulder or head 
thereof. - By means of this invention a conductor 
hook is provided which is capable of use 
without injury to the support into which it is driven its sharp pointed wire nail-like 
stem or shank being capable of penetrating 
the wooden or other support without exert ing a material wedging or splitting action 
thereon and the construction is such that 
...the driving head being directly in a line 
ment with the stem portion has no tendency 
to distortion or other injury as with the 
driving heads of other conductor hooks. 
The hook portion presents a wide bearing 
surface for the conductor and is sufficiently stiff and unyielding to securely hold the 
conductor in place and the entire device. 
being made of a heavy malleable wire is 
easily constructed and cheaply manufac 
tured. What I claim as new and desire to secure 
by Letters Patent is: 1. A conductor hook formed of a length 
of wire sharpened at one end to form a 
pointed stem and bent at right angles to 
the stem and then reversely upon itself also 
at right angles to the stem and continuing 
for a greater length than the first men portion to form a straight 
driving head with the reversely bent 
tions in engagement, with each other, the 
end of the wire ther bending in a direction opposite the stem portion and terminating 
in a curved hook portion with the end 
thereof connected with the driving head 
offset laterally with relation to the stem. 

2. A conductor hook formed integrally 
with a straight tapered driving stem and 
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a curved hook and having a reverse bend In testimony whereof, affix my signa 
at the is: if se i. and hook E. ture, in presence of two witnesses. ling a driving head disposed transverse 
to the stein id Seri both E. GEORGE FLAGGE. 
and inwardly beyond its axis, the stem be- Witnesses: 
ing offset outwardly from the adjoining KATIIERIN E Hoir, 
end of the hook, CLARA MUEHLBACH. 


