FLUID FLOW CONNECTOR

Abstract: Fitting for attachment to a membrane of an inflatable device comprises a mounting adapter (1) to be secured to said membrane. A resiliently deformable part (5c) associated with said mounting adapter is arranged to embrace and hold an initially separate insert (2). The resiliently deformable part (5c) is arranged such that when the mounting adapter is secured to the membrane and exposed to a force exerted by fluid at one of two sides of the membrane, the resiliently deformable part is urged into applying engagement with the insert (2). A variety of different inserts (2) having different valve arrangements can be held by the mounting adapter.
ZW), Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM),
European (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI,
FR, GB, GR, HU, IE, IS, IT, LT, LU, MC, NL, PL, PT, RO,
SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN,
GQ, GW, ML, MR, NE, SN, TD, TG).

Published:
— with international search report

For two-letter codes and other abbreviations, refer to the "Guidance Notes on Codes and Abbreviations" appearing at the beginning of each regular issue of the PCT Gazette.
FLUID FLOW CONNECTOR

This invention relates to fittings for attachment to membranes of the kind used to fabricate inflatable structures, for example temporary water tanks, boats and bathing aids.

Such fittings, usually fall into two categories: firstly those designated to a single function, for example a pressure relief valve, which is normally non-removably fitted during the manufacture of the structure of which the membrane forms a part, by clamping, bonding or welding and which are intended to remain as part of the product throughout its useful life. Secondly, fittings including threaded flanges can be used which are clamped, bonded or welded to the membrane into which an adapter or connector can be attached and which is subsequently removable from the membrane for service or maintenance purposes.

A problem arises with known fittings of the first type mentioned above in that they have to be fitted to the membrane in the early stages of the manufacturing process and can then be difficult to service. This can lead to the replacement of a whole structure to which the fitting is connected, if the fitting fails. A further problem associated with fittings of the first type is that there may be a compromise between the material requirements of the relief valve, for example and the compatibility required to attach the fitting to the structure’s membrane. Known fittings of the above mentioned second type can be vulnerable to the adaptor being unsecured or removed while the structure is in use, leading in some circumstances, to a potentially dangerous escape of fluid contained within the structure. Furthermore, fittings of this type, and the adaptors for connection thereto, can be expensive to manufacture because of the close tolerances
necessary for the threads in both of the components to cooperate accurately.

The object of the invention is to overcome, or at least minimise, the problems associated with the known fittings of the first and second type set out above.

According to the invention there is provided a fitting for attachment to a membrane, said fitting comprising a mounting adaptor to be secured to such membrane, a resiliently deformable part associated with said mounting adaptor and arranged to embrace and hold an initially separate insert, said resiliently deformable part being arranged such that when the mounting adaptor is secured to said member and exposed to a force of a fluid exerted by fluid at one of two sides of the membrane, the resiliently deformable part is urged into gripping engagement with the insert.

The fitting for attachment to a membrane forming part of a structure comprises a mounting adaptor to be secured to such membrane and being provided with a resiliently deformable part arranged to embrace and hold an initially separate insert, said resiliently deformable part being arranged, such that when the mounting adaptor is secured to said structure it is exposed to a force of a fluid held within the structure urging the mounting adaptor into gripping engagement with the insert.

This arrangement enables different types of inserts to be used with the mounting adaptor and the insert which is fitted to a mounting can be replaced with an insert of the same type or a different type if necessary.

Thus, it is intended that the insert will take the form of the functional part of the fitting.

Preferably, the mounting adaptor is arranged to be secured in an aperture
formed in the membrane of the structure, the said resiliently deformable part of said mounting adaptor projecting into the interior of the structure so that, in use, it can be exposed to the pressure of air or gas or liquid held within the interior of the structure.

The mounting adaptor preferably has a flange arranged to be secured to the membrane of the structure. The flange may be formed from a weldable material whereby it may be welded to the membrane of the structure, for example if the device is to be made from a plastics or plastics-coated material. Preferably, the flange is provided with an annular channel for holding a rigid ring. More preferably, the flange is provided with two annular weld areas either side of said channel. Preferably, the flange is provided with an annular lip for locating the mounting adaptor within an aperture of said membrane and which upon melting welds the edges of the aperture to the mounting adaptor. Preferably, the lip is bonded to the flange.

The insert is preferably cylindrical and the central part of the mounting has the form of a correspondingly shaped sleeve. An axial end of the sleeve is preferably joined by a radially extending web to an outer cylindrical part which is in turn joined to the flange. In use, the sleeve is flexibly connected to the outer cylindrical part at the axial end furthest from the membrane. Preferably, said sleeve makes contact with the fluid in the structure.

The central part of the mounting preferably has a circumferential recess which receives the insert. The insert is preferably hollow so that it provides a fluid flow conduit or can be constructed as a functional device such as, for example, a valve or a support means for the structure. A support means may have, for example, one or more suction pads to enable the structure to be affixed to a surface.
Preferably the fitting can be formed from an elastomeric material and may be formed by injection moulding. The fitting can be attached to the membrane by welding, for example radio frequency, ultrasonic, laser or direct thermal welding, or in any other way such as for example, by adhesive bonding using a suitable adhesive.

In a further aspect of the invention, two or more fittings maybe connected by enclosed structures attached between the fittings providing a flow path for the fluid held within the structures. Two or more separate structures having fittings can therefore be connected in this manner.

The invention will now be described by way of example only and with reference to the accompanying drawings, in which:-

FIGURE 1d is a perspective view, partly cut-away, of a preferred form of fitting embodying the invention. Figure 1d shows a plain insert mounted in the fitting. FIGURES 1a, 1b (partly cut-away) and 1c show three alternate forms of insert which may also be fitted,

FIGURE 2 shows fittings in accordance with the present invention being used to join adjacent membranes of adjacent structures.

Referring now to the figures, FIGURE 1d of the drawings shows a fitting according to the invention comprising a mounting in the form of a housing 1 adapted for attachment to an inflatable air bag or other structure and a plain insert 2 fitted in the housing. The structure may for example be a structure for holding water. Alternate forms of insert 2 are illustrated in FIGURES 1a, 1b and 1c. Preferably the
housing and the insert are formed from moulded plastics material but of course it will be understood that these structures can be formed from any suitable material as desired or as appropriate.

The housing 1 comprises a flange 4 which extends around a central part 5. The flange 4 has an inner face 4a which is intended to be welded to an inside portion of the wall of a structure surrounding a circular hole in the structure through which the central part extends to the exterior of the structure, the wall of the structure being made of a flexible impermeable material such as a plastics material or a plastics coated fabric of, for example, "Nylon".

The flange 4 is shaped to form between its inner and outer edges an inwardly projecting annular channel 6 for accommodating a reinforcing ring (not shown). The reinforcing ring assists in ensuring that the housing is not distorted by stress caused by the pressure of the inflatable structure and therefore ensures correct positioning of the housing to the membrane of the inflatable structure. The provision of the channel 6 also creates two narrow annular weld areas at opposite sides of the channel 6. The use of two annular weld areas either side of said channel add security to the connection of the fitting to the material and the said areas together provide a greater spread of any load applied to the weld into a maximum area of the fabric of the structure. The provision of the annular channel 6, also enables a pressure test to be carried out on the welds of the housing 1 by providing a position to pressure test the joint between the flange and membrane of the structure.

Adjacent to the inner edge of the flange 4, where it is joined to the central part 5, there is formed an outwardly directed annular lip 7. This lip 7 serves to locate and,
by melting when welded, seals the edge of the circular hole in the membrane of the structure through which the central part 5 extends.

The central part 5 of the housing 1 is generally U-shaped in section to provide an outer cylindrical part 5a flexibly connected by a radial web 5b to an inner sleeve-like cylindrical part 5c. Outer cylindrical part 5a is rigid with respect to the inner cylindrical part 5c which is a resiliently deformable part. Part 5c projects into the interior of the fluid filled structure. The outer part 5a is thicker than the inner part 5c and of the flange 4 and is preferably of tapering form in section so that it maximises the connector's tolerance to distortion and resists crushing of the connector. A crush ring can also be provided which is attached to the outer cylindrical part 5a and which acts to increase the resistance to any crushing of the connector.

Parts 5b and 5c act together to seal the fitting so as to prevent fluid ingress or egress from the structure. Furthermore, when formed from an elastomeric material, the parts 5b and 5c assist in providing a positive engagement and security of engagement between the insert 2 and the housing.

The insert 2 comprises a cylindrical portion 2a which has an external diameter substantially the same as the internal diameter of the inner part 5c of the housing 1 so that it is embraced by the latter. The portion 2a is formed externally with two spaced circumferential ribs 8, 9, one at the inner end of the portion and the other at a spacing from the outer end of the portion. These ribs form an external circumferential recess 10 which receives the circumferential part 5c of the housing, the ribs engaging opposite ends of the circumferential part to hold the insert in the housing. The insert is a snap-in fit in the housing, said part 5c being resiliently deformed as the insert is pushed into
the housing. Sealing points SP between the insert 2 and the housing 1 are formed at each end of inner sleeve-like cylindrical part 5c by the action of part 5c resiliently gripping the recess 10.

The arrangement of the recess 10 and the circumferential part 5c of the housing enable the insert to be fitted the other way round in the housing. For example, if the valve contained in the insert is a one-way valve it can be fitted so that it permits fluid to flow into or out of the structure.

The arrangement of the thinner section cylindrical part 5c of the housing, which is resiliently deformable, and its connection to the thicker part 5a by the thin section part 5b allows the housing and the insert to move independently of one another. Also, the central part 5 of the housing is exposed to the pressure of the fluid in the structure so that it is urged into gripping engagement with the insert. Moreover the grip exerted by the central part on the insert increases as the fluid pressure in the structure increases. This enhances the seal between the housing and the insert and allows a relatively soft plastics compound to be used for the housing, which makes insertion and removal of the insert into and from the housing easier. The insert is also held more securely in the housing when the structure is pressurised.

The plastics material from which the housing is made will be chosen to be compatible with the material of the structure to which it is to be welded or otherwise attached. The connector material can be of any material chosen to be compatible with its function.

A valve provided in the insert may take various forms. Two examples are shown in FIGURES 1a and 1b.
In the valve in FIGURE 1a, the insert 2 is formed internally with an inwardly projecting valve seat 11 having an inner face arranged to cooperate with a circular valve member 12. This valve member is attached by a screw 13 to a tapered coil spring 14 the inner end of which bears against an outer face of the valve seat 11 so that the valve member is normally urged by the spring into engagement with the inner face of the valve seat.

This valve acts as a pressure relief valve.

The valve in FIGURE 1b comprises a resilient valve member 16 having a central stem 17 which is held in an aperture formed in a crosspiece 18 moulded integrally with the insert 2. This valve is normally used to provide means of inflation and deflation of an inflatable structure whilst providing an air-tight seal in normal use.

A further form of an insert 2 is shown in FIGURE 1c. It shows an insert having a means 20 for attaching an inflation tube 21 to the insert. Means 20 can thus be inserted into the tube 21 to provide a connection to the insert 2. The free end of the tube can then be connected to a pump and the inflatable body to which the inset is attached can be deflated or inflated accordingly.

In FIGURE 2 it is shown that one, or more, fittings according to the invention can be mounted so as to link together adjacent membranes by extending the fittings through adjacent apertures in the respective membrane of adjacent containers. In this way more than one structure can be connected using the fitting of the invention. The same numerals used in FIGURES 1a, 1b, 1c and 1d are also used in FIGURE 2 when referring to the same features. An alternative form of insert 2 having a weldable flange 30 is shown welded to a membrane wall A of a container. Flange 4 of housing 1 is
welded to membrane wall B of an adjacent container. Insert 2 can be fitted into the housing 1, thereby enabling fluid and mechanical connections between adjacent containers.

It is of course to be understood that the invention is not to be restricted to the details of the above embodiments which have been described by way of example only.
Claims

1. A fitting for attachment to a membrane, said fitting comprising a mounting adaptor to be secured to said membrane, a resiliently deformable part associated with said mounting adaptor and arranged to embrace and hold an initially separate insert, said resiliently deformable part being arranged such that when the mounting adaptor is secured to said membrane and exposed to a force exerted by fluid at one of two sides of the membrane, the resiliently deformable part is urged into gripping engagement with the insert.

2. A fitting as claimed in claim 1 wherein the mounting adaptor is provided with a flange for arranging and securing the fitting to the membrane.

3. A fitting as claimed in claim 2 wherein the flange is formed from a weldable material whereby it may be welded to the membrane of the structure.

4. A fitting as claimed in claim 2 or claim 3 wherein the flange is provided with an annular channel.

5. A fitting as claimed in claim 2, 3 or 4 wherein the flange is provided with a rigid ring.

6. A fitting as claimed in any of claims 2 to 5 wherein the flange is provided with two annular weld areas either side of said channel.
7. A fitting as claimed in any of claims 2 to 6 wherein the resiliently deformable part is joined to the flange.

8. A fitting as claimed in any preceding claim wherein the resiliently deformable part comprises a sleeve for receiving the insert, said sleeve joined by a radially extending web to an outer cylindrical part.

9. A fitting as claimed in claim 8 which when in use is in contact with the fluid.

10. A fitting as claimed in claim 8 or claim 9 wherein the outer cylindrical part is substantially rigid relative to the resiliently deformable part.

11. A fitting as claimed in any of claims 8 to 10 wherein an axial end of the sleeve is flexibly connected to the outer cylindrical part.

12. A fitting as claimed in claim 11 which when attached to a membrane the axial end furthest from the membrane of the sleeve is flexibly connected to the outer cylindrical part.

13. A fitting as claimed in any of claims 2 to 12 wherein at location of the joint of the resiliently deformable part with the flange there is provided an annular lip for locating the fitting within an aperture of the membrane and which upon melting welds the edges of the aperture to the fitting.
14. A fitting as claimed in claim 13 wherein the annular lip is bonded to seal the edges of the aperture.

15. A fitting as claimed in any preceding claim wherein the insert comprises a substantially cylindrical portion.

16. A fitting as claimed in any preceding claim wherein the insert is provided with circumferential ribs and a circumferential recess there between.

17. A fitting as claimed in any preceding claim wherein the insert is provided with ribs to engage with said resiliently deformable part.

18. A claim as claimed in any preceding claim wherein the insert is hollow.

19. A fitting as claimed in any preceding claim wherein the insert comprises a valve means.

20. A fitting as claimed in any preceding claim wherein the insert comprises a support means for attaching the membrane to a surface comprising at least one suction pad.

21. An assembly comprising a fitting in accordance with any preceding claim for attachment to a membrane of an inflatable structure.
22. An assembly comprising a fitting in accordance with any preceding claim for attachment to a membrane of a liquid container.

23. An assembly as claimed in claim 21 wherein the fluid in the inflatable structure comprises a gas.

24. An assembly as claimed in claim 22 wherein the fluid in the liquid container comprises a liquid.

25. A fitting as claimed in any preceding claim connectable to a further fitting.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

IPC 7  B63C9/00  B65D25/42  F16K15/20  F16L41/08

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

IPC 7  B63C  B65D  F16K  F16L  A47C  B60C  A63B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5 601 291 A (GAVIN ET AL) 11 February 1997 (1997-02-11) column 4, lines 39-55 column 5, line 54 - column 6, line 19 figures 2-6</td>
<td>1-25</td>
</tr>
<tr>
<td>X</td>
<td>US 5 655 564 A (GAVIN ET AL) 12 August 1997 (1997-08-12) abstract figures 7-11</td>
<td>1-7</td>
</tr>
</tbody>
</table>

X Further documents are listed in the continuation of box C. X Patent family members are listed in annex.

* Special category of cited documents:
*E* document defining the general state of the art which is not considered to be of particular relevance
*L* document which may throw doubts on priority claims or which is cited to establish the publication date of another citation or other special reason (as specified)
*O* document referring to an oral disclosure, use, exhibition or other means
*P* document published prior to the international filing date but later than the priority date claimed

*T* later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
*X* document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
*Y* document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

* document member of the same patent family

Date of the actual completion of the international search
10 June 2005

Date of mailing of the international search report
24/06/2005

Name and mailing address of the ISA
European Patent Office, P.B. 5816 Patentlaan 2 NL - 2280 HV Rijswijk Tel. (+31-70) 340-2640, Fax. 31 851 epo nl, Fac. (+31-70) 340-3016

Authorized officer
Durrenberger, X
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>US 2 701 579 A (HASSELQUIST VICTOR H) 8 February 1955 (1955-02-08) the whole document</td>
<td>1-25</td>
</tr>
<tr>
<td>A</td>
<td>US 3 465 780 A (JACOBUS HENRICUS DUYMELINCK ET AL) 9 September 1969 (1969-09-09) the whole document</td>
<td>1-25</td>
</tr>
<tr>
<td>A</td>
<td>US 6 460 560 B1 (WEINHEIMER JACEK M ET AL) 8 October 2002 (2002-10-08) the whole document</td>
<td>1,19,23</td>
</tr>
<tr>
<td>Patent document cited in search report</td>
<td>Publication date</td>
<td>Patent family member(s)</td>
</tr>
<tr>
<td>--------------------------------------</td>
<td>-----------------</td>
<td>-------------------------</td>
</tr>
<tr>
<td>US 5601291 A</td>
<td>11-02-1997</td>
<td>CA 2171653 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2171654 A1</td>
</tr>
<tr>
<td></td>
<td></td>
<td>US 5626346 A</td>
</tr>
<tr>
<td>US 2003056823 A1</td>
<td>27-03-2003</td>
<td>NONE</td>
</tr>
<tr>
<td>US 2701579 A</td>
<td>08-02-1955</td>
<td>NONE</td>
</tr>
<tr>
<td>US 3465780 A</td>
<td>09-09-1969</td>
<td>NONE</td>
</tr>
<tr>
<td>US 6460560 B1</td>
<td>08-10-2002</td>
<td>NONE</td>
</tr>
</tbody>
</table>