(54) Title: FORMED SURFACE MOUNT RESISTOR AND METHOD FOR MAKING SAME

(57) Abstract: A surface mount resistor is formed from an elongated resistive body having first and second terminal ends and a raised center portion formed therebetween. The raised center portion includes slots in its edges which form a serpentine current path through the raised center portion of the resistor. A dielectric surrounds and encapsulates the raised center portion and an electrically conductive material coats the first and second terminal ends. The method for manufacturing involves utilizing an elongated ribbon which is of unitary construction and which is formed to create a carrier strip and a raised center portion for the resistors ultimately to be formed.
BACKGROUND OF THE INVENTION

The present invention relates to a formed surface mount resistor and method for making same.

Surface mount resistors have been available for the electronics market for many years. Their construction has comprised a flat rectangular or cylindrically shaped ceramic substrate with a conductive metal plated to the ends of the ceramic to form the electrical termination points. A resistive metal is deposited on the ceramic substrate between the terminations, making electrical contact with each of the terminations to form an electrically continuous path for current flow from one termination to the other.

An improvement in surface mount resistors is shown in United States Patent 5,604,477. In this patent a surface mount resistor is formed by joining three strips of material together in edge to edge relation. The upper and lower strips are formed from copper and the center strip is formed from an electrically resistive material. The resistive material is coated with epoxy and the upper and lower strips are coated with tin or solder. The strips may be moved in a continuous path for cutting, calibrating, and separating to form a plurality of electrical resistors.

A primary object of the present invention is the provision of an improved formed surface mount resistor and method for making same.

A further object of the present invention is the provision of a method for making a formed surface mount resistor which utilizes a single ribbon of material for the resistor body and the carrier strip.

A further object of the present invention is the provision of an improved formed surface mount resistor and method for making same which reduces the number of steps and improves the speed of production from that shown in U.S. Patent 5,604,477.
A further object of the present invention is the provision of an improved formed surface mount resistor and method for making same wherein the resulting resistor is efficient in operation and improved in quality.

A further object of the present invention is the provision of a formed surface mount resistor and method for making same which is economical to manufacture, durable in use and efficient in operation.

**SUMMARY OF THE INVENTION**

The foregoing objects may be achieved by a surface mount resistor comprising an elongated resistive body formed from a single piece of electrically resistive material. The resistive body includes first and second terminal ends and a raised center portion positioned above first and second terminal ends. The raised center portion includes first and second opposite edges and has a plurality of slots extending into the lateral edges so as to create a serpentine current path through the raised center portion from first terminal end to the second terminal end. A dielectric material surrounds and encapsulates the raised center portion. An electrically conductive material coats the first and second terminal ends.

The method for making the surface mount resistor of the present invention comprises taking an elongated ribbon of electrically resistive material having upper and lower ribbon edges. The ribbon is partially separated into a plurality of individual body members, each having opposite side edges and first and second terminal ends with a central portion therebetween. The ribbon includes a carrier portion interconnecting the plurality of body members. A plurality of slots are formed in the opposite side edges of the body members so as to create a serpentine current path from the first terminal end through the central portion to the second terminal end in each of the body members. The cross sectional shapes of the body members are then formed so that the central portion is raised above the first and second terminal ends. The raised central portion is then encapsulated within a
dielectric material and the terminal ends of the body members are coated with an electrically conductive material.

In one embodiment of the method the step of forming the cross sectional shape of the body members is performed by forming the ribbon before the separating step is accomplished.

In another embodiment of the method of the present invention the step of forming the cross sectional shape of the body members is performed on the body members after the separating step has been performed.

Various types of forming methods may be used, including roll forming to create the forming of the raised portion or stamping may also be used. Preferably the roll forming method is used when the forming is accomplished before separating the strip into the various body members. Stamping is the preferred method if the forming is accomplished after the body members have been separated.

BRIEF DESCRIPTION OF THE FIGURES OF THE DRAWINGS

Figure 1 is a perspective view of a resistor made according to the present invention.

Figure 2 is a schematic flow diagram showing the process for making the present resistor.

Figure 3 is an enlarged sectional view taken along line 3-3 of Figure 2.
Figure 3A is an elevational view taken from the left of Figure 3.
Figure 4 is an enlarged view taken along line 4-4 of Figure 2.
Figure 5 is an enlarged view taken along line 5-5 of Figure 2.
Figure 6 is an enlarged view taken along line 6-6 of Figure 2.
Figure 6A is a sectional view taken along line 6A-6A of Figure 6.
Figure 7 is an enlarged view taken along line 7-7 of Figure 2.
Figure 7A is a sectional view taken along line 7A-7A of Figure 7.
DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENT

Referring to the drawings the numeral 10 generally designates the surface mount resistor of the present invention. Resistor 10 includes a raised center 12 and first and second end terminals 14, 16. The bottom surfaces of terminals 14, 16 form first and second stand offs 18, 20 which permit the resistor to be mounted on a surface with the raised center 12 spaced above the surface on which the resistor is mounted.

Figure 2 shows a schematic representation of the method for manufacturing the resistor of the present invention. A reel 22 includes a unitary ribbon 24 wound around it. The ribbon 24 is shown in enlarged detail in Figures 3 and 3A. It includes a carrier portion 26, an upper terminal portion 28, and a lower terminal portion 30. Between portions 28, 30 is a raised center portion 34. A cut line 32 is represented by a dashed line 32, and later in the process a longitudinal cut will be made along this line to produce the individual resistors. The ribbon 24 is of unitary construction, and is formed of an electrically resistive material. The preferred material for the resistive material is copper nickel, but other well known resistive materials such as nickel iron, nickel chromium or a copper based alloy may be used.

In one form of the present invention the forming of the raised portion 34 is done by roll forming the resistive strip either before it is wound upon the reel 22, or after it has been unwound from the reel 22, but before it has been punched or formed into individual resistors.

In another form of the invention, the resistive material 24 is in a flat unformed state on the reel 22, and is unwound and formed into individual resistors before the raised portion 34 is formed. In this modified form of the invention the forming of the raised portion 34 may be accomplished by stamping and is preferably accomplished before the individual resistors are separated from the strip.

The numeral 36 in Figure 2 represents the step of roll forming the resistive strip either before it is placed on reel 22 or immediately thereafter.
The carrier portion 26 of strip 24 is used as an indexing device for carrying the resistors through the entire manufacturing operation.

The next step which is performed on the strip 24 is the punching of transfer holes, represented by block 38 in Figure 2. Holes 40 are punched into the carrier strip 26 and are used for indexing the strip through the manufacturing process.

The next step performed on the strip 24 is the step of separating the individual resistor bodies from one another and is represented by the block 42 in Figure 2. Figure 4 illustrates the manner in which this separation process is accomplished. The upper edge of strip 24 is trimmed to provide an upper edge 44 for each of the resistor elements. At the same time a separating slot 46 is formed between each of the resistor bodies. The slots 46 protrude downwardly slightly below the cut line 32. While various methods may be used for cutting or forming the edges 44 and the slots 46, the preferred method is to do so by stamping the strip 24.

Figure 5 illustrates the result of the adjusting and calibrating step performed on the resistors and represented by the block 60 in Figure 2. Side slots 48, 50 are formed in the edges of the resistor body so as to create a serpentine path represented by arrow 52 for the current to pass from terminal 28 to 30. During this adjusting process, the slots 48, 50 are cut preferably by laser and the resistance of the resistance body is monitored and measured until the precise resistance value is achieved.

The next step to be performed on the resistor is the encapsulation of the central portion within a dielectric material, and is represented by block 62 in Figure 2. As can be seen in Figures 6 and 6A the dielectric material 54 is applied so that it surrounds the entire central portion 34 of the resistor blank.

The purposes of the encapsulating operation include providing protection from various environments to which the resistor may be exposed; adding rigidity to the resistance element which has been weakened by the value adjustment operation; and providing a dielectric insulation to insulate the resistor from other components or metallic surfaces it may contact during
its actual operation. The encapsulating material 54 is applied in a manner which only covers the central portion 34. A liquid high temperature coating material roll coated to both sides of the central portion 34 is the preferred method. The terminal ends 28, 30 of the resistor blank are left exposed.

Next in the manufacturing process is the application of marking information, printing, to the encapsulated front surface of the resistor. This step is represented by block 64 in Figure 2. This is accomplished by transfer printing the necessary information on the front surface of the resistor with marking ink. The strip is then moved to the separating station represented by block 65 where the individual resistors are cut away from the carrier strip 24. The individual resistors are plated with solder to create a solder coating 58 as shown in Figure 7A. The individual resistors 10 are then complete and they are attached to a plastic tape 68 at a packaging station represented by the numeral 66.

The forming of the raised portion 34 can be accomplished at various stages of the manufacturing process as desired. For example, the raised portion can be roll formed before the strip 24 is placed on reel 22, or it can be roll formed immediately after it is unwound from reel 22. A further modified form of the method may involve waiting until after the separation step 42 and the adjust and calibrate step 60 before stamping the individual resistor blanks to create the raised portion 34. The advantage of this later method is that the raised portion is not deformed or bent during the performance of the punching step 38, the separating step 42, or the adjust and calibration step 60.

The preferred method for forming the transfer holes, for trimming the upper edge of the strip to length, and forming the separate resistor blanks is stamping or punching. However, other methods such as cutting with lasers, drilling, etching, and grinding may be used.

The preferred method for calibrating the resistor is to cut the resistor with a laser. However, punching, milling, grinding or other conventional means may be used.
The dielectric material used for the resistor is preferably a rolled high temperature coating, but various types of paint, silicon, and glass in the forms of liquid, powder, or paste may be used. They may be applied by molding, spraying, brushing, or static dispensing.

The solder that is applied may be a plating which is preferable or could also be a conventional solder paste or hot solder dip material.

The marking ink used for the resistor is preferably a white liquid, but various colors and types of marking ink may be used. They may be applied by transfer pad, ink jet, transfer roller. The marking may also be accomplished by use of a marking laser beam.

In the drawings and specification there has been set forth a preferred embodiment of the invention, and although specific terms are employed, these are used in a generic and descriptive sense only and not for purposes of limitation. Changes in the form and the proportion of parts as well as in the substitution of equivalents are contemplated as circumstances may suggest or render expedient without departing from the spirit or scope of the invention as further defined in the following claims.
CLAIMS
What is claimed is:

1. A surface mount resistor comprising: An elongated resistive body formed from a single piece of electrically resistive material, said resistive body having first and second terminal ends and a raised center portion positioned above said first and second terminal ends; said raised center portion including first and second opposite edges, and having a plurality of slots extending into said lateral edges so as to create a serpentine current path through said raised center portion from said first terminal end to said second terminal end; a dielectric material surrounding and encapsulating said raised center portion; an electrically conductive material coating said first and second terminal ends.

2. A surface mount resistor according to claim 1 wherein said first and second terminal ends are flat and lie in a first plane, and said raised center portion is positioned above said first plane.

3. A surface mount resistor according to claim 2 wherein said raised center portion is flat and lies in a second plane above said first plane.

4. A surface mount resistor according to claim 3 wherein said resistive body includes first and second inclined portions between said raised center portion and said first and second terminal ends, respectively.

5. A method for making a plurality of surface mount resistors comprising: taking an elongated ribbon of electrically resistive material having upper and lower ribbon edges; partially separating said elongated ribbon into a plurality of individual body members, each having opposite side edges and first and second terminal ends with a central portion there between, said ribbon having a carrier portion interconnecting said plurality of said body members; forming a plurality of slots in said opposite side edges of said body members so as to
create a serpentine current path from said first terminal end through said central portion to said second terminal end in each of said body members; forming the cross sectional shape of said body members so that said central portion is raised above said first and second terminal ends; encapsulating said raised central portion within a dielectric material; coating said first and second terminal ends with an electrically conductive material.

6. A method according to claim 5 wherein said step of forming the cross sectional shape of said body members is performed by forming said ribbon before said separating step.

7. A method according to claim 6 wherein said step of forming the cross sectional shape of said body members is performed by roll forming said ribbon before said separating step.

8. A method according to claim 5 wherein said step of forming the cross sectional shape of said body members is performed on said body members after said separating step.

9. A method according to claim 8 wherein said step of forming the cross sectional shape of said body members is performed by stamping said body members.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC 7 H01C17/00

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
IPC 7 H01C

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practical, search terms used)
EPO-Internal, PAJ, WPI Data

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 5 287 083 A (PERSON HERMAN R ET AL)</td>
<td>1-5,8,9</td>
</tr>
<tr>
<td></td>
<td>15 February 1994 (1994-02-15)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 2, line 18 - line 62</td>
<td></td>
</tr>
<tr>
<td></td>
<td>column 3, line 18 -column 5, line 32</td>
<td></td>
</tr>
<tr>
<td></td>
<td>figures 1-10</td>
<td></td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>US 5 604 477 A (RAINER WALTER ET AL)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>18 February 1997 (1997-02-18)</td>
<td></td>
</tr>
<tr>
<td></td>
<td>cited in the application</td>
<td></td>
</tr>
</tbody>
</table>

 Further documents are listed in the continuation of box C.  

 Patent family members are listed in annex.

* Special categories of cited documents :

*A* document defining the general state of the art which is not considered to be of particular relevance

"E" earlier document but published on or after the international filing date

*L* document which may throw doubt on priority claim(s) or which is cited to establish the publication date of another citation or other special reason (as specified)

"O" document referring to an oral disclosure, use, exhibition or other means

"P" document published prior to the international filing date but later than the priority date claimed

"T" later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention

"X" document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone

"Y" document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.

"S" document member of the same patent family

Date of the actual completion of the international search

18 April 2001

Date of mailing of the international search report

24/04/2001

Name and mailing address of the ISA

European Patent Office, P.B. 5818 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl
Fax. (+31-70) 340-3016

Authorized officer

Goossens, A
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td>US 5287083 A</td>
<td>15-02-1994</td>
<td>CA 2092636 A, C</td>
<td>01-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 4310288 A</td>
<td>07-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>FR 2690003 A</td>
<td>15-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>GB 2265761 A, B</td>
<td>06-10-1993</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 2026305 C</td>
<td>26-02-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 6020802 A</td>
<td>28-01-1994</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 7038321 B</td>
<td>26-04-1995</td>
</tr>
<tr>
<td></td>
<td></td>
<td>CA 2164017 A</td>
<td>08-06-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69507871 D</td>
<td>25-03-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>DE 69507871 T</td>
<td>07-10-1999</td>
</tr>
<tr>
<td></td>
<td></td>
<td>EP 0716427 A</td>
<td>12-06-1996</td>
</tr>
<tr>
<td></td>
<td></td>
<td>JP 8236324 A</td>
<td>13-09-1996</td>
</tr>
</tbody>
</table>