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UNITED STATES PATENT OFFICE 

This invention relates to the protection of bank 
Valults etc., Wherein the use of a protective remote 
control for Vault door locks, making necessary the 
Services of two persons to open the vault door, is 
designed to prevent bandit attack on vaults par 
ticularly at opening time in the morning or at 
any time during the day. It is one of the features 
of my invention that the person operating the 
remote control is protected from attack by bandits 
by an armored guard room in which the remote 

: control is located, and that he is automatically 
kept prisoner in said guard room for a long 
"enough period to insure against one of the 
bandits entering the guard room to operate the 
$remote control for the vault door. 

Many recent robberies of bank vaults have 
occurred in the early hours of the morning after 
the normal time lock on the vault door is re 
leased and before normal opening time, namely, 
from six o'clock in some instances when the time 
clock releases, to nine o'clock just before the 
day's business has commenced. These robberies 
have been especially vexatious for, knowing that 
the time lock of the usual vault door releases at 
an early hour so that the bank may be made 
ready for business at the proper time, bandits 
have broken in the banking or other room and 
a Waited the arrival of the proper official, or have 
kidnaped him the night before and then, after 
the release of the time lock, they have forced the 
official to unlock the combination lock and open 
the vault door. 
The principal object of my invention is to 

provide a system of controls for a vault door 
which requires the services of at least two per 
sons one of whom operates the usual combina 
tion locks and the other of whom operates a Sup 
plemental locking device by means of a remote 
control mounted in a bulletproof guardroom to 
prevent bandit attacks especially in the morning 
and throughout the day. The control guard room 
door must be closed to operate the remote con 
trol, and when the door is closed it is auto 
matically locked for a predetermined period such 
as two hours so that no bandit will ordinarily 
enter the guard room to operate the remote con 
trols as to do so would result in his capture. 
The guard or bank official who normally enters 

the guard room to operate the remote control to 
permit opening of the vault door will be auto 
matically protected from gunfire or other attack 
by the bandit and Will be in a position to cover 
the entrance to the vault, the banking room and 
the exits, by suitable firearms which he may 
discharge through the guard room port holes in 

case of bandit attack at opening time or during 
the day. He will also be provided with suitable 
alarm signals connecting with the police depart 
ment or other outside location to warn authorities 
of any raid or hold-up, and with gas masks to 
counteract a gas attack. The guard room is 
normally made only large enough to permit one 
person to enter the same. 
In this Way, it will be seen, the bandit attack is 

completely foiled because the bandits will not 
have one of their men enter the guard room and 
be made a prisoner for two or more hours which 
would result in his capture and eventually the 
capture of the rest of the bandit gang; neither 
Will they be able to force the cashier or guard to 
enter the guard room to operate the remote 
control, for once inside the guard room the 
cashier or guard will be automatically protected 
from the bandits and can safely refuse to operate 
the controls to open the vault door or can send 
an alarm, or fire out upon the bandits from his 
protected position. If a bandit should force his 
entrance into the guard room with the bank 
Official he will be automatically locked therein 
for two or more hours and neither of them can 
get out for that time. 
As an additional feature of my invention. I 

may provide in a preferred form, a series of 
controls for the door to the guard room control 
and for the vault door lock which automatically 
operate an alarm if an attempt is made to close 
the guard room door at an improper hour or if 
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the correct sequential operation of the controls , 
for the vault door is not followed. In this way 
any attempt to operate the controls by an in 
experienced person will probably cause an alarm. 
Another feature of the invention is to provide 

control circuits for suitable" alarm mechanism in 
operative relation with the guard room door and 
with the remote control lock so that any attempt 
to force the mechanism by the bandits or even 
"by authorized persons will operate the alarms. 
Safety release mechanism may be provided but it 
preferably cannot be operated even by authorized 
persons without Sounding an alarm. 
As a subsidiary feature of the invention, the 

guard control roon may constitute the teller's 
cage, for example, rather than be a separate 
compartment requiring the services of an addi 
tional man. In such case as in small banks for 
example, the vault door would be opened by two 
people, one operating the remote control lock 
from within the guard room and the other re 
leasing the combination locks on the vault door, 
but the teller, being in his cage in this case the 
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2 
guard room, although locked therein, would still 
be free to carry on the bank's business with cus 
tomers. In such an arrangement, the cage would 
be provided with bandit proof deal trays or other 
means for receiving and paying out money. 

Further objects and advantages of this inven 
tion will appear from the following disclosure 
thereof taken in connection with the attached 
drawings which illustrate a preferred form of 
embodiment thereof and in which: 

Figure 1 is a partial front elevation of the in 
terior of a bank room having a vault door and 
armored remote control guard room; 

Figure 2 is a horizontal Section taken Sub 
stantially along the line 2-2 of Figure 1; 

Figure 3 is a horizontal Section taken Sub 
stantially along the line 3-3 of Figure 1 and 
showing the air vents; 

Figure 4 is a central vertical Section taken Sub 
stantially along the line 4-4 of Figure 1; 

Figure 5 is a central vertical section taken at 
right angles to Figure 4 and showing the control 
panel door Open to expose the controls; 

Figure 6 is a horizontal Section on a larger 
Scale showing one form of embodiment of the 
lock for the vault door, operated by the remote 
control; 

Figure 7 is a section through one form of guard 
room door lock operated by a time clock for 
keeping the guard room door locked closed for 
a predetermined time after the guard has en 
tered; 

Figure 8 is a partial vertical section showing a 
modified form of control room door operating 
means, and 

Figure 9 is a diagrammatic layout of an ill 
lustrative Wiring diagram. 

In the form of embodiment of my invention 
illustrated herein I provide an armored and bul 
let proof guard room 0, such as shown in Figure 
1, preferably mounted Some distance from the 
vault door 2 which may lead to a bank storage 
compartment or other safe keeping room. In 
common practice, especially in banks, the vault 
door 2 is provided with a time lock (not shown) 
which prevents the opening of the door until a 
predetermined hour in the morning; after the 
predetermined time the door may be opened by 
an operation of the combination locks 3 and 4 
by a person on the outside of the vault familiar 
With the combination. After the time lock has 
released and after the combination lock is op 
erated and released, the door 2 may be opened 
by the use of the handle 5. This is the usual 
construction of bank vault doors and is well 
known in the art, and bandits often have availed 
themselves of this knowledge to force the proper 
party to open the combination locks 3 and 4 
after the release of the time lock in the morning 
and prior to the arrival of the bank force so that 
a robbery could be consummated with the mini 
mum of interference and the maximum of results. 
In the practice of my invention the vault door 

2 is provided with a supplemental lock 6, the 
details of one form of which are shown in Fig 
lure 6. This lock serves the principal purpose of 
preventing the opening of the door 2 except 
when the lock 6 is properly released even though 
the normal time lock and combination lock are 
released. The supplemental lock may be placed 
On the inside or outside of the vault door and 
need not be of unusually strong construction as 
it is provided with alarm mechanism so that when 
it is improperly opened or tampered with or de 
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stroyed an alarm will sound in the police sta 
tion or elsewhere as desired. 
The supplemental lock 6 is controlled through 

a Suitable remote electrical or mechanical cir 
cuit from a guard room 0 which may be of any 5 
desired construction but is preferably bullet proof 
or armored against usual gun fire and is pref 
erably protected in any well known manner such 
aS by electric alarm Systems , against burglar 
attack, The door 8 to the guard room is also 
bullet proof and is preferably cylindrical in 
shape to facilitate rotation and closure, the door 
being mounted on suitable rollers 9 for this pur 
pose. The door is also provided with one or more 
gun ports 20 below suitable bullet proof sight : 
glasses 2 and is arranged to rotate through an 
angle of approximately 150° so that a guard 
Within the enclosure will be able to cover with 
gun fire almost any part of the bank. Additional 
sight glasses 23 and 24 may be provided in the 2 
side Walls of the guard room. The door is pro 
Vided with a suitable handle 22 through which it 
may be SWung closed. While I have illustrated a 
Cylindrical shaped guard room with a cylindrical 
door it will be understood that this shape is not . 
eSSential and that hexagonal, rectangular or 
other shaped rooms with swinging doors may 
be readily used. 
The controls for the supplemental lock 6 

are arranged SO that they cannot be operated ex 
cept when the guard room door 8 is closed and 
when the guard room door 8 is closed, it is held 
closed for a predetermined period such as two 
Or more hourS SO that any One entering the guard 
room to operate the controls for the lock 6 will ... 
be kept a prisoner for the predetermined period. 
AS the controls Within the guard room cannot 
be operated except by entering the guard room 
and closing the door, the person in the guard 
room is protected and is free of any compulsion by 
the bandits. 
One form of apparatus for holding the guard 

room door 8 closed is shown in Figure 7 and in 
cludes a guard room door control 30 which is pro 
Vided with a gravity actuated latch 33 which con- ; 
tacts with lugs 32 and 32a mounted on the top 
of guard room door 8 as shown in Figure 3. The 
latch 33 may be actuated to release position by 
the Solenoids 34 connected by a suitable elec 
trical conduit 35 in a circuit through a time clock 5 
40 hereinafter described which may be set to 
permit release of the guard room at predeter. 
mined intervals. 
Two sets of lugs, which are preferably of a 

Wedge or similar shape, are provided to permit 5 
locking of the guard room door 8 in either an 
Open Ol' closed position. Lugs 32a are spaced 
relatively close together and when the door is 
rotated to a position such that latch 33 will en 
gage both of the lugs, the door 8 cannot be 
moved except by release of the latch actuating 
Solenoid 34 which is prevented after business 
hours by means of a circuit hereinafter described 
which includes contacts on time clock 40. This 
prevents an unauthorized person from seeking to 6: 
hide in and close the guard room after business 
hours anticipating an opportunity, during busi 
ness hours the following morning, of releasing the 
supplemental vault door lock f S. 
The second set of lugs 32 are spaced from each 

other so that When the guard room door 8 is 
closed, it can be moved through the desired angle 
hereinbefore described. While the door can be 
closed from a released position, by merely rotat 
ing it, nevertheless, it cannot be opened for exit 7 
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intervals during business hours. 
rangement similarly permits, releasing of the door 
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of the occupant until the latch 33 is raised by ac 
stuation of the solenoid 34 and again, by circuit 
Irelation controlled by time clock 4), I have air 
ranged for opening of the door only at specific 

This circuit air 

from its locked open position. 
The latch 33 is provided with a switch 37, the 

contacts of which are controlled by the upward 
0. 

after business hours, it not having been locked 
movement of the latch and if the door is closed 

open, the switch 37 will operate the general alarm 
76. Operation of the controls for the release of 
supplemental lock. 6 is thus restricted to business 
Jours or the alarm would be operated, and the 
"guard room door cannot be opened when once 
closed except at predetermined periods as de 
scribed in connection with the operation of the 
time clock; 40. 
One form of embodiment of a Supplemental 

... lock 6 such as shown in Figure: 6, may be pro 
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vided with a latch 42, which is retracted by the 
solenoid 43 connected by conduit 25 with certain 
combination switches 45 and 46 on the remote 
control panel 26 as shown in Figure 5. The Sup 
plemental lock may also be surrounded with suit 
able heat and drill protection 6a as illustrated 
diagrammatically in Figure 9, so that any at 
tempted destruction of the lock 6 will also oper 
ate alarm 76. Constructions embodying such 
protection are now well known to the art. A 
typical example of a suitable construction is de 
scribed in United States Letters Patent No. 
:04.1395, issued on October 15, 1912, to John P. 
Williams, and Hermann Huhn for an "Electro 
thermostatic lining for vaults, safes, etc.' 
The control panel for operating the Supple 

mental lock is to release the vault door and for releasing the guard room door control 30 is 
indicated at 26, in Figure 5. It may be provided 
with a door 27 which cannot be reached until One 
enters the guard room fe and closes the guard 
room door 8. The door 27 as shown in Figure 
2 opens into the guard room through the open 
ing 8a in the door 8 which serves as the en 
trance to the guard room. The door 2 cannot 
be opened therefore until the door 8 has been 
moved to a position where its opening 8d. is op 
posite the control panel 26, and this automatical 
ly closes the entrance to the guard room and as 
ne of the lugs 32 on the top of the door passes 

under latch 33 the latch 33 locks the guard room 
door 8 closed. 
The combination switches 45 and 46 which may 

be mounted on panel 26 are in suitable circuit 
relation with the solenoid 43 as hereinafter de 
scribed, and so arranged that when turned in 
the proper direction to the proper point the Sole 
noid 43 will withdraw the latch 42 so that the 
vault door may be opened. If the combination 
switches 45 or 46 should be turned in an in 
proper sequence or in the reverse direction the 
alarm T6 will be sounded and if the latch is With 
drawn after business hours the switch 8 will 
also operate alarm 76. 
The panel 26 also contains a clock 46 having 

continuous twenty-four hour Operation and pro 
vided with circuit opening and closing contacts 
as hereinafter described (see Figure 9 and de 
scription) which are so arranged as to permit 
proper or authorized use of the guard room and 
remote controls but so as to operate alarm 6 
if the guardroom or controls are operated in 3. 
improper manner or at an unauthorized time. 
Acircuit is provided so that, should the door -8 

37; and operate alarm 76. 
provided through the clock 40 so that the guard 
room door 8, once closed, cannot be opened 

periodic intervals. 
that the door 8 cannot be released except at 
eight-thirty o'clock, ten o'clock, twelve o'clock, 
one o'clock, three o'clock, and four-thirty o'clock 

3 
not be positively locked by the lugs 32a, closing 
thereof, and consequent movement of latch 33 by 
a lug. 32 after business hours Will close the SWitch 

A further circuit is 

except by contacting the switch 47 at certain 
Preferably the control is such 

during the day and-only at Such periods for ap 
proximately five minutes. It will be clear there 
fore that if anyone goes into the guard room he 
will be forced to stay in and be kept a prisoner 
for a particular period of time which in the morn 
ing may betwo-hours and if the guard room is not 

: closed, no opening of supplemental lock f6 is pos 
ssible. 
to take the risk in being held a prisoner for such 
a long, period, nor Will a bandit relish having an 

It is clear that no bandit would be Willing 

employee of the bank in a bullet proof guard 
room where he is protected from the bandits and 
is free to sound alarm 76, operate a code signal 
89, which is described hereinafter, or to shoot at 
the bandit at Will. 
The clock 40 is set so as to permit entrance into 

the guard room under proper conditions without 
operating alarm 76 between eight o'clock in the 

: morning and five o'clock at night as the vaults are 
usually kept closed except for short periods during 
the day when access thereto is necessary. The 
clock also actuates a periodic Warning signal 
controlled by the reset control 64 which requires 
the guard to operate the control 64 at predeter 
mined intervals to prevent the Sounding of the 
general alarm 76 thus insuring attentiveness and 
alertness of the guard so that he can Watch the 
business floor through window 2 while he is 
locked in the guard room. A buzzer may serve 
as the periodic.warning signal and as described 
in connection with Figure 9 it is preferably op 
erated at ten minute intervals for ten second 
Warnings to check the vigilance of the guard. At 
the end of...every ten minute period during the 
time that the guard is within the enclosure, the 
warning signal 7 sounds, indicating that the gen 
eral alarm 76 will be sounded if the control 64 
is not operated, as hereinafter more fully de 
scribed. This Will be an effective check on the 
guard and prevent his being incapacitated as by 
sickness etc., without warning the authorities or 
bank officials that he is unable to carry out his 
guard duties, 
The time clock 4) cannot be interfered with 
rom the panel as it is preferably mounted behind 
the panel in a sealed manner so that it may only 
he changed by destroying the panels which will 
operate the alarm 76 as fully described in con 
rection with the showing of Figure 9. It will 
revent the guard or any other person from 

tampering and there will be no normal manner 
by which the guard can get out except under the 
predetermined circumstances mentioned imme 
diately above or by emergency locks 53 and 53a. 
hereinafter described which when Operated, also 
operate alarm 76. - 
The panel 26 is provided with Suitable tele 

phone jacks 6 or with any other desired tele 
phone or warning controls operated in any de 
sired manner so that the guard may be in com 
munication with other parts of the bank or with 
police or fire headquarters. He may also have 
guns, gas.bombs, or the like, not shown, stored in 
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4. 
the compartment 26a, below the panel 26. The 
stool 63 will be provided for his convenience. 
The guard room () is provided with vents 55 

shown in Figure 3 which extend up through the 
back of the enclosure so that the air will circulate 
as shown by the arrows and will discharge 
through a suitable conduit 56 which may extend 
out through the wall and up a suitable flue. It is, 
Cf course, to be understood that different forms 
of ventilation are possible either by perforations 
around the base or from a channel beneath the 
floor cooperating with suitable vents in the top. 
The guard room may be provided With fails for 
forced draft ventilation so that any gas may be 

5 quickly dissipated and a gas mask may be pro 
vided for the guard. 
One suitable circuit for operating the various 

clectrically controlled parts of the Vault pro 
tection system is shown in Figure 9. It will be 
understood, however, that various modifications 
and changes may be made therein to Suit the cir 
cumstances of the particular installation. The 
fwenty-four hour clock dial is indicated at 40 and 
the two combination control SWitches for releaS 

5 ng the supplemental lock 6 are indicated at 45 
and 46. A one hour contact dial operating in 
conjunction with the clock dial 4), is provided at 
Aba, to give a ten second warning signal every ten 
iminutes throughout the day to insure the alert 
ness of the guard in the guard house. A master 
gravity ringer relay is indicated at 73 to operate 
the general alarm 6 which may be located at the 
police station, fire house or other suitable point 
outside the bank. Two cylinder key locks 53 and 
3G are provided for the emergency opening of 
t' e guard house by keys, one of which is con 
trolled by the police or fire departments. The 
lock for the guard room is indicated at 3) and 
the supplementary lock for the vault door has 
the latch and solenoid 42, 43, respectively. 
The electric thermostatic protection surround 

ing the supplementary vault door lock parts 42 
and 43 is indicated at 6a and the batteries for 
operating the entire system are indicated at 2. 
A series of three separate combination controls 
f's 6 and 64 for controlling respectively, the re 
lease of the guard room door, the Operation of a 
police alarm, and for restoring the operation of 
the general circuit is generally indicated at 2d. 
These controls may be located either on the con 
trol panel 26 as shown in Figure 5, or in another 
suitable location, for example, on the inside of 
the revolving cylinder door for the guard room. 
The clock () has a raised surface 80c between 

eight o'clock in the morning and five o'clock in 
the afternoon which normally represents the Open 
"eriod of the bank. This period may be adjusted 
in accordance with the routine of the particular 
bank in which this device is to be installed. Be 
tween four o'clock in the afternopin and eight 
o'clock in the morning the calm of contact 84 
rides on the lower surface 43d of the dial so that 
contacts 84 and 85 are closed and through the 
line 85a, the positive side of the batteries 2 is 
connected with the contacts 8 and 37 of the 
supplementary vault door lock f6 and the guard 
room door control 39 respectively. 

If after business hours a robbery is attempted 
and the supplementary vault door lock 6 is tam 
pered with by drilling or the like, a circuit will 
be established between the two sides of the pro 
tective circuit 6a. One side of this circuit may 
be grounded to the lock casing, the other Con 
nected to an insulated layer of foil or other Con 
ductive material embedded in or Secured to the 
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casing. The penetration of a drill to the foil will 
close a circuit between these two, with these re 
sults: The negative side of the battery leads 
through control 69 and wire B to the Solenoid 5. 
It also is connected, through relay 73 and leads 
and 2 adjacent said relay, to the inner side, 

as shown in Figure 9, of circuit 6a. Upon clos 
ing said circuit f6d, the current from the nega 
tive side of the battery is grounded through the 
outer side of circuit 6a, thus shunting the cur 
rent from Solenoid 75, whereupon the alarm 76 
is sounded. 

If the guard room door should be moved to 
closed position from a released position, after 
business hours, an alarm Would be Sounded be 
cause of the following arrangement: By the actu 
ation of the Switch 37 due to movement of the 
door a circuit Would be completed from the posi 
tive side of the battery through the wire 85a, the 
contact 84, contact 85 to the outer side, as shown 
in Figure 9, of the protective circuit 6a and also 
to one of the contacts 37, thence through the 
Other contact 37, the coil 3a of the relay 73, the 
arnature T3b and through return wire B to the 
negative side of the batteries 72. 
of the coil 73d by the completion of this circuit 
will release latch 3c allowing armature 73b to 
fall thus opening contacts 9 which in turn will 
break the closed circuit of the Solenoid 75 which 
will operate the remote alarm 76. 
The closed circuit of Solenoid 5 includes wire 

B to negative polarity of battery 72, thence posi 
tive polarity of the battery, through wire 85a, 
to contacts 91, thence through contacts 95 and 
96 or their shunt 64, through safety lock switch ' 
contacts 53b and 53c to solenoid 5. Any open 
ing of contacts 9 f, and any unguarded opening 
of contacts 95 and 96 will thus open circuit sole 
noid 75 and operate alarm 6. During business 
hours however, as shown to begin at approxi 
mately eight o'clock in the morning, when the 
raised surface 4 c of the clock engages contact 
84, contacts 84 and 85 are opened and 83 and 34 
are closed, thus shunting the current from the 
circuit above described and connecting the posi 
tive polarity of the batteries 2 to the contacts 
93 and 98. The opening of the contacts 84 and 
85 thus permits closing of the guard room door 
Without sending an alarm and also permits the 
Operation of the vault door lock, as switches 37 
and 8 are then in open circuit and when either 
is actuated the circuit to solenoid 75 will not be 
broken by relay 3 and no alarm will be given. 
Contacts 86 and 87 are not affected by the posi 
tion of Surfaces 40c and 4Gd of the clock. They 
COOperate With Specially located lugs 40b on the 
clock, as described hereinafter. 
The guard having entered the guard room and 

closed the door may then operate the combina 
tion Switches 45 and 46 to release the supple 
linentary vault door lock 6. The guard in re 
Wolving the contact switches 45, 46 clockwise will 
Stop at pre-arranged numbers. At these num 
bers the contacts 92 and 93 will be connected to 
gether, thus connecting the positive side of the 
battery direct to the contact spring 89 controlled 
by the SWitch 46, and the contacts 88 and 89 are 
connected to complete the circuit through the 
coil 43 of the supplementary vault door lock 6 
and to cause the bolt 42 to be withdrawn to re 
lease the vault door 2. 
The cashier may now open the vault door but 

the guard cannot come out of the guard room 
until Such time as the dial 40 has advanced to 
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the point where one of the lugs 40b on the dial 
engages the cam of contact: 87 and lifts it into 
engagement with the contact 86. At this time 
the positive side of the batteries is connected di 
rect to the control switch 47 in the guard room 
by means of wire 85a, contacts 86 and 87. Clos 
ing the circuit at 47, the guard completes a circuit 
through the coils of the solenoid 34 back to the 
negative side of batteries 72 which raises the 
latch 33 and permits the guardroom door to be 
opened. As soon as that one of the lugs 59b 
which was in contact with the cam of contact 
Spring 81 has passed said cam the guard room is 
again locked until the next lug reaches the cam 
of contact spring 87. As illustrated these release 
lugs 40b are arranged atten, twelve, one, three 
and 'four-thirty o'clock and at about eight-thirty 
in the morning so that the guard room door may 
be moved from locked to released position. 
These lugs close the contacts 86 and 87 for ap 
proximately five minutes so that if the guard. 
does not open the guard room door at the par 
ticular period permitted he will remain locked 
in the guard room until the next lug 40b comes 

30 

40 

into operation. These lugs may be spaced in ac 
cordance with the routine desired in any par 
ticular bank and are a part of the clock mecha 
nism mounted in protected position behind the 
control panel. 

If the guard, by accident, or any person not 
aware of the proper combination for manipulat 
ing the switches to open the supplementary lock, 
should revolve the switches 45 or 46 counterclock 
wise as they are shown in Figure 9, thus closing 
the contacts, 93, 94 or 89,90, a circuit will be com 
pleted through the gravity relay 3 opening con 
tacts 9 and thus opening the circuit into the 
general alarm 76 to cause an alarm at the police 
station. This result is occasioned by the follow 
ing arrangement. 

Contact 93, during the time contacts 83 and 
84 are closed, is in circuit with the positive of 
the battery 72 through wire 85a. Contact 94 is 
in direct circuit with relay coil 73a and the other 
side of relay coil 73a is in direct contact with the 
negative of the battery 12 through wire B. Any 
counterclockwise rotation of switch 45 will close 
a circuit through contacts 93 and 94 and thus 
cause an alarm. 

50 turned to close contacts 92 and 93 and switch 46 
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turned counterclockwise to close contacts 89 and 
90, an alarm will also be sounded as contact 90 is 
connected to relay coil 73d and contact 89 is 
connected to contacts 92 and 93 and thus to the 
positive of battery. T2 as before. 
The periodic warning signal operated by the 

auxiliary dial 40d, which revolves continuously, 
comes into operation about eight o'clock in the 
morning when the raised surface 40c of the dial 
40 raises, the spring. 99 into contact - With the 
spring 98 connecting the positive side of the bat 
teries direct to the warning signal, in the present 
embodiment a buzzer, 7. The revolving of the 
dial 40a completes a circuit through the buzzer 
11 every ten minutes or each time a lug 40e con 
tacts with contact 9 thus causing the buzzer to 
operate. The circuit includes wire 85d from the 
battery, contacts 83 and 84, 98 and 99, buzzeri, 
contact 97, lug 40e and thence through wire B to 

is the negative side of the battery. As soon as the 
buzzer 7 operates the guard will push the reset 
control 64 to prevent the sounding of the main 
alarm 76, thus showing that he is alert. If for 
any reason the reset control 64 is not operated 

755 to keep the police alarm circuit closed, then the 

If switch 45 were properly 

circuits to prevent failure of operation. 

s 

lug on the dial 40a will open the police alarm 
circuit by opening contact springs 95 and 96. 
The closing of the reset control 64 produces a 
shunt across the contact springs 95 and 96 and 
if this control is held closed as long as the buzzer 
7 sounds it prevents the opening of the police 
alarm circuit and the sounding of the police 
alarm. - 

A code control indicated at 60 for arbitrarily 
operating the police alarm is in the form of a 
normally closed contact switch on the negative 
side of the batteries. Control 60 may be operated 
to open the circuit controlling the police alarm, 
which causes the alarm to operate. Such oper 
ation, however, does not cause the alarm to be energized through the gravity relay 13 since the 
control 60 directly interrupts the flow of current 
from batteries 72 to solenoid 75 through wire B. 
As a result, control 60 may be used selectively by 
the guard for the transmission of a codesignal 
to the police station using a pre-arranged code. 
The emergency release locks for releasing the 

guard room door in the event of fire, illness of 
the guard, or other emergency are indicated at 
53 and 53a and are arranged on the outside of 
the guard room, see Figure 2. They are con 
nected in series, so that the clockwise turning of 
either of these locks will immediately operate the 
police alarm, but both locks 53 and 530 must be 
operated in order to unlock the guard room door 
in advance of the time set by the lugs 40b on the 
dial 4. These locks are optional and may or 
may not be included in the device. 
The operation of the lock 53 will move the con 

tact 53b to the right thus closing the circuit to 
the general alarm 76 by breaking the circuit 
through solenoid 75 and energizing the contact 
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53cso that when the lock 5.3a is operated to . 
move the contact 53c to the right, the circuit is 
made through the line 53d to the door release 
switch 4 and thence through the solenoids 34 of 
the guard room door control 30. It is apparent 
that instead of running line 53d through the 
door release switch 47, which requires the co 
operation of the guard within the guard room, 
this line might be connected directly with the 
solenoids 34 so that the closing of a circuit there 
through would directly energize the guard room 
control 30 and release the latch 33. - 
The wiring for the telephone circuit from the 

jacks 6f for telephone connections between the 
guard room and the various teller's wickets or at 
the police station has not been shown and only 
the simplest open type circuits for operating the 
various alarms and releases have been indicated 
to illustrate my invention. It will be understood, 
however, that multiple clocks may be provided to 
eliminate the possibility of failure of the system 
to operate at the proper time and all important 
circuits and controls may be supervised by closed 

The 
switches 45 and 46 will be of a combination lock 
type requiring that the dials be turned to two 
or more numbers before the circuit conditions 
described are obtained. The circuit connecting 
these switches with the vault door lock 6 may 
be also provided with a time delay mechanism, 
not shown, so that even if the guard has properly 
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operated the switches in the guardroom the 
cashier cannot open the vault door for a period 0 
of at least fifteen minutes. Such a time delay 
mechanism provides an additional protective 
feature in the event of a hold-up. It is not incon 
ceivable that a guard in the guard room might be 
persuaded to actuate the lock controls within his 
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reach. Furthermore, it might occur that the 
guard, due to excitement or for other reasons, 
would fail to send a police alarm after actuating 
the lock controls. If, under Such circumstances, 
a substantial delay be required before the vault 
door may be opened, an additional safeguard 
would be provided, since a successful attempt at 
robbery must be executed quickly, and such a 
delay would enable assistance to be obtained by 
other means than the aforementioned police 
alarm system. 

It is contemplated that the guard room () Will 
constitute an armored and electrically protected 
enclosure adjacent the vault door. It may, how 
ever, be fixed or mounted on rollers and mov 
able into various positions for the Wiring. Fur 
thermore, it may be provided in combination 
With a teller's bullet-proof cage which Would 
also be provided with bullet-proof package re 
ceivers and deal trays, so that when the teller or 
paymaster takes up his position for the day's 
business he will also be in position to control 
the opening of the vault door as Well as being 
an armed guard for the rest of the bank. The 
Specific location of the guard room is not mate 
rial except that it should be in a position so that 
the guard may cover with his firearms the en 
trance to the vault, the banking room entrances 
and as much of the bank aS possible. It is of 
course, not necessary to limit the shape of the 
enclosure to a cylindrical form, although the cy 
lindrical form has particular advantages in that 
the door may be revolved to facilitate shooting. 

It is expected that under normal circumstances 
the bank officer or other employee designated will 
enter the enclosure prior to the commencement 
of business where he will take up his position as 
guard and will cooperate, with the proper offi 
cials to release the vault door after the other 
official has properly opened the combination 
locks. Any attempt at that time to rob the vault 
will be frustrated as the guard will be protected 
and can safely refuse to release the Supplemen 
tary lock. He will also be provided with suitable 
firearms, and With central Station alarm SOund 
ing means the Switch 6) which he will not hesi 
tate to operate as he is not subject to an attack. 
In an attack the door 8 would be moved around 
as necessary and although it might be necessary 
to close the panel door 2 in Order to allow free 
movement of the door 8, this would not be ob 
jectionable as the alarm would probably have 
been previously sounded. It may also be found 
desirable to place the switch controls 47, 60 and 
64 on the guard room door So that they will 
always be available. 
Under Such normal circumstances in which the 

bank Would usually be opened at approximately 
eight o'clock in the morning, the guard who was 
imprisoned. Within the guard room would be held 
for only two hours, for example, or until ten 
o'clock. After that time, if he so desired, he 
could operate the guard room control 47 and 
release himself from the enclosure. 

If under abnormal conditions, such as kid 
naping of a bank officer, a bandit should enter 
the guard room he would similarly be locked 
Within the guard room for the period of time 
designated and Would be captured. Knowing this 
the banditS WOuld hesitate to have One of their 
number enter the guard room, as the capture of 
one member of a band usually leads to the identi 
fication and capture of the entire band, 

It is apparent from the foregoing that the cir 
cuits and arrangements controlled by the guard 
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room control 4, the code control 60, and the 
reset control 64 provide useful protective facili 
ties. The occupant of the guard room is posi 
tively protected against opening of the guard 
room door except at predetermined intervals 
When the circuit is properly Set for Such Opening 
and when he has actuated the control 47. In 
case of robbery or other trouble, he is free to 
actuate the code control 69 and thus to Sound a 
police alarm. Without the knowledge of persons 
around the guard room. His continued attention 
to duty is maintained by the requirement that 
the reset control 64 be actuated at ten minute 
intervals to prevent the sounding of a police 
alarm. 
The guard room iO is preferably so Wired and 

protected electrically as diagrammatically shown 
at f f, in Figure 9, that no felonious attempts 
will be made either to open the room when occul 
pied or to cut an opening in the door at night SO 
that one bandit could get in or out of the guard 
room when the time lock Was released in the 
morning. The usual well known thermostatically 
active mats of lead foil and other well known 
materials which are destroyed by heat or drilling 
such as those shown and described in Letters 
Patent No. 1,041,395, hereinabove mentioned, can 
be used for this purpose. Such material Will also 
be used for the Supplemental lock as indicated 
diagrammatically at 6d. in Figure 9. 

If desired, the guard room may be operated by 
other means such as shown in Figure 8. In this 
case the door 65 is controlled through a wheel 
and gear 66 and 67 So that the occupant will be 
able to shut the door under increased power. 
This may be necessary particularly With heavy 
doors even though they are provided with rollers 
9. 
It may be desirable to provide two or more 

guard rooms in Such position to command the 
entire banking room for protection and it may be 
desirable to have them arranged so that the con 
trols are interlocking and all respective guard 
rooms would have to be occupied by the assigned 
guard before the controls for the vault door could 
be opened. This may be of particular benefit in 
large banks and trust companies and it may also 
be desirable for organizations other than banks 
Where there are two and three vaults each of 
Which must be separately controlled. 

In any event it is necessary to have at least two 
people for opening the vault door, one of whom 
is locked in a bullet proof and temporarily un 
openable enclosure. A mechanical System of in 
terlinked controls may be provided whereby the 
throwing of the vault door bolts may only be 
accomplished after the guard room door is closed 
and a time period had elapsed. In a similar 
manner, the guard room door could only be 
opened when the vault door bolts welre in locked 
position. The supplemental lock 6 may be built 
in the vault door 2, as an additional locking 
dog on the usual bolt mechanism where new in 
stallations are made. Such a mechanism could 
be readily operated either by electric, pneumatic, 
hydraulic or mechanical means, such operating 
means being controlled from within a guarded 
enclosure which is held in locked position for a 
predetermined time, the controls being accessible 
Only When the enclosure is locked closed. It is of 
course to be understood that Specific reference 
to a bank vault and its operating conditions of 
time of day, etc., are only for purpose of ex 
ample and that other installations requiring dif 
ferent time periods etc., will have the controls 
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set for periods of business hours and after busi 
ness hours which may readily be accomplished by 
Variations of the time clock Setting. 
While I have shown a preferred form of em. 

bodiment of my invention I am aware that other 
modifications may be made thereto and I there 
fore desire a broad interpretation of my inven 
tion within the scope and spirit of the description 
herein and of the claims appended hereinafter. 
I claim: 
1. In combination with a lock for a vault door, 

a remote control for said lock, an armored en 
closure for said remote control, entry means for 
Said enclosure, and means to retain Said entry 
means closed for a period of time, said remote 
control for said lock, being operable. Only . When 
said entry means are in closed position. 

2. In combination with a supplemental lock for 
a vault door, a remote control for said lock, a 
guarded enclosure for Said remote control, entry 
means for said enclosure and means to retain 
said entry means closed for a period of time, said 
remote control for said lock being operable only 
when said entry means is in closed position, means 
to sound an alarm, and means to automatically 
operate said alarm sounding means by an erro 
neous-operation of said remote control. 

3. The system of controlling a vault door hav 
ing a supplemental lock which Comprises provid 
ing a remote control for said supplemental lock, 
Said control being mounted On, a panel in an arm 
mored room, and rendered inaccessible by the 
entrance door to said room, Said control being 
operable when exposed by the closed door of the 
armored room, and means to hold the armored 
room door closed for a predetermined time. 

4. In combination with a supplemental lock 
for a vault door, a remote control for said lock, 
a guarded enclosure for said remote control, en 
try means to said enclosure and means to retain 
said entry means closed for a period of time, the 
remote control for said lock being operable only 
When said entry means are in closed position, 
means to operate a warning signal if said remote 
control is erroneously operated, and means to 
operate said Warning signal if said Supplemental 
lock is released by any but the remote Control. 

5. A remote control for a bank vault door lock 
which comprises means to release the lock from 
the remote point, means at the remote point out 
of the operator's control to prevent the operator 
of the control means from leaving the control 
means for a predetermined period of time after 
the operation of said lock releasing means and 
means operative to render the last recited means 
inoperative after such period of time. . . 

6. A remote control for a supplemental vault 
door lock, including an enclosure for a control 
panel, means on said panel to release the Sup 
plemental vault door lock, means to prevent the 
operator from withdrawing from said enclosure 
except after a predetermined period from the 
time of operating the control means, Said en 
closure being in position to control the physical 
ingress and egress of a person to the Vault. 

7. A system of burglar proof controls for a 
vault which includes a lock on the vault door, a 
remote control means remote from the lock for 
opening the lock and means beyond the control 
of the operator to prevent the operator of the 
remote control means from leaving the remote 
control means for a predetermined period of 
time. 

8. In a means for protecting a vault door hav 
ing the usual time lock and combination locks, 

a supplementallock, means remote from the lock 
for opening said lock, and means beyond the 
control of the operator to imprison the operator 
of said remote means for a predetermined time, 
whereby the services of two persons are required 
for opening the Vault door. 

9. In combination. With means for protecting 
a vault door, having the usual time lock and 
combination locks, a supplementary lock, a re 
note... control, means for Opening Said lock, a 
guardroom enclosing said renote control means, 
means to prevent operation of said remote con 
trol means until a perSon has entered said guard 
room and closed the door, and means to lock said 
door for a predetermined period of time, whereby 
the perSon entering said guard room to Operate 
the remote control is kept a prisoner for a pre 
determined time, 

10. In combination with means for protecting 
3, Vault door, having the usual time lock and 
combination locks, a Supplementary lock, a re 
mote control means for opening said lock, an ar 
nored guard roon enclosing Said remote control 
means, said guard room having an entry door; 
means to prevent Operation of Said remote con 
trol means until a person has entered Said guard 
room and closed the guard room door, means 
to lock said guard room door for a predeter 
mined period of time after the guard room has 
been entered, and means to prevent closure of 
Said guard room door during unauthorized hours. 

11. In combination. With a Supplemental lock 
for a vault door, a remote control for said lock, 
a guarded enclosure for Said renote control, said 
guarded enclosure having an entrance door, a 
lock for said door, means to rotate said door 
through a substantial angle, meansconnected with 
Said lock to prevent the opening of the door for a 
predetermined time after it is closed, and means 
to release the door lock, said remote control being 
operable only when the entrance door is closed. 

12. In combination with a supplemental lock 
for a Vault door, a remote control for said lock, 
a guarded enclosure for said remote control, said 
enclosure having an entrance door, a lock for said 
door, said door being rotatable through a sub 
stantial angle, means causing said lock to pre 
Went opening of the door for a predetermined 
time after it is closed, means to release the door 
lock to allow rotation of said door, said remote 
control being operable only when the entrance 
door is closed, and means to sound an alarm if 
Said door is closed except at predetermined pe 
riods. 

13. In combination with a supplemental lock 5, 
for a vault door, a remote control for said lock, 
a guard room including a door for said remote 
control, a lock for said door, said door being ro 
tatable, means to prevent opening of the door for 
a predetermined time after it is closed, and a con 
trol panel Within said guard room and containing 
the remote control, and means to operate a warn 
ing Signal if said door is closed except during pre 
determined hours. 

14. In combination with a lock for a vault door, 
a remote control for said lock, a guard room for 
said renote control, an entrance door to said 
guard room, said door being rotatable, a lock for 
said door, means to delay opening of the door for 
a predetermined time after it is closed, a control 
panel within said guard room having remote con 
trol operating means, and means to operate a 
warning signal if said guard room door is closed 
except during certain predetermined hours, Said 
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means being operable if the vault door is opened 
at any but predetermined hours. 

15. In combination with a lock for a vault door, 
a remote control for said lock, a guard room for 
Said remote control, said remote control being 
carried on a panel Within Said guard room, a 
means on said control panel to release the vault 
door lock including a combination switch, warn 
ing means operated by the false operation of said 
combination switch, an entrance door for said 
guard room, and means to prevent opening of the 
guard room door for a predetermined time after 
it is closed, 
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16. In combination with a lock for a vault door, 

a remote control for said lock, a guard room for 
Said remote control, said guard room having a 
novable door, a lock to lock said guard room 
door and means to prevent opening of the lock 
for a predetermined time after the guard room 
door is closed, said guard room having a control 
panel operable only when said guard room door 
is closed, means on said control panel to release 
the vault door lock including a combination 
switch, and warning means operated by the false 
operation of Said combination SWitch. 

CARENCE O, ELITHORPE. 
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