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DESCRIPTION

[0001] The present invention relates to a lock, typically but not exclusively for use in a lockable 
enclosure.

[0002] A typical lock comprises a locking member, such as a lock bolt or latch, which is 
received within a keep when the lock is activated. When the lock is deactivated the locking 
member can be withdrawn from the keep. A lock mechanism is typically used to selectively 
restrict or control movement of a lock and/or control the locking member.

[0003] Lockable enclosures are used in many indoor or outdoor environments, both 
commercial and residential, to restrict access to various items by providing the enclosure with a 
lockable door, lid, drawer or other barrier. An example of such an enclosure is a key safe which 
is configured to securely house one or more keys and is affixed external to an entry door or 
building. The key safe comprises a locking mechanism, such as a pushbutton or combination 
dial locking mechanism, such that authorised users may enter the required unlocking 
combination or sequence and gain access to the one or more keys housed in the key safe. 
Additionally or alternatively, the lockable enclosure may house one or more credit and/or debit 
cards and/or money.

[0004] It is increasingly common for such key safes (or other locking enclosures) to comprise a 
mechanical pushbutton locking mechanism. Mechanical pushbutton locking mechanisms do 
not require an electrical power source to maintain accessibility to or function of the locking 
mechanism, thus there is no security risk posed by power outages or battery depletion.

[0005] Typically, a mechanical pushbutton lock comprises a series of buttons, each button 
configured to be disposed in either a depressed or selected position or an un-pressed or 
unselected position. When only the correct buttons have been pressed (irrelevant of the order 
in which the buttons are selected) the locking mechanism is configured to move a locking 
member from a locked position to an unlocked position. In practice, the security provided by 
these mechanisms may be inadequate, as the number of potential code combinations is limited 
because the codes are not sequence dependent.

[0006] As such, the codes can be broken relatively quickly and easily by an unauthorised user 
simply by exhausting all of the possible code combinations.

[0007] A known solution to this problem is to use a mechanical pushbutton lock comprising a 
large number of buttons, thereby increasing the number of potential code combinations. This 
increases the security of the lock as it makes it more difficult for an unauthorised person to 
determine the correct code. However, in order to accommodate the additional buttons, the lock 
can be cumbersomely large. Also, if the code is too long it is easy for an authorised person to 
forget it, preventing them from opening the enclosure.
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[0008] An alternative known solution is to use a mechanical pushbutton lock, wherein each 
button can be pressed multiple times (e.g. two or more times), sometimes known as a multi­
press mechanical pushbutton lock. This increases the number of potential code combinations 
without increasing the number of buttons required on the locking mechanism. Examples of 
multi-press mechanical pushbutton locks are disclosed in US 2011/0132049, US3 357 216, 
GB2 508 130 and US2011/0067461.

[0009] In certain circumstances, it may be possible to break (also known as pick) a mechanical 
pushbutton lock, both the standard and multi-press version, without systematically trying each 
possible code combination. For example, and in broad terms, a skilled lock-breaker can turn 
the lever or other actuator to open the enclosure and then press the buttons until he hears 
and/or feels the locking mechanism click into the unlocked position.

[0010] In an aspect of the present invention, there is provided a lock in accordance with claim 
1. Optional features are recited in the dependent claims.

[0011] As the notches on a given spool are angularly displaced relative to each other, the 
notch on only one of the grooves is correctly positioned to be aligned with the aperture of the 
locking plate when that groove is positioned adjacent to the aperture of the locking plate. 
Therefore, each button must be pressed the correct number of times to translate the correct 
groove into position with the locking plate, or else the latch cannot be disengaged. Typically, 
the unlocked rotational orientation will comprise the notch being adjacent to a leading edge of 
the aperture, the leading edge being that edge which would make contact with the spool when 
the locking plate is driven into the unlocked position by the actuator.

[0012] Thus, the present invention provides a mechanical pushbutton lock, wherein each of 
the buttons can be pressed two or more times, thereby increasing the number of potential 
code combinations. The code is defined as the predetermined combination of one of more of 
the buttons that is configured to unlock the lock. Each of the buttons may correspond to a 
number, or a letter, or other symbol.

[0013] Optionally, at least one of the buttons may correspond to two or more letters. Each 
press of the at least one button may corresponds to a different letter. For example, if each 
button may be pressed up to four times then each of the buttons may correspond to up to four 
letters. Each button may not necessarily correspond to the same number of letters.

[0014] In some embodiments, the front panel of the lock housing may comprise a plurality of 
markings indicating the least one number, and/or letter, and/or symbol to which each button 
corresponds.

[0015] Each biasing member will typically comprise a spring, typically a compression spring.
This allows the buttons to return to the un-pressed position when the force of the user pressing
the button has been removed. There may be a single biasing member for all of the buttons, a
common biasing member for a subset of the buttons, or a separate biasing member for each
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button.

[0016] In some embodiments, the code may comprise a combination of four button presses 
(e.g. four numbers). It is found that users often select a four-digit code as they can correspond 
to a date, or a year, and are generally easier to remember than longer codes, while providing 
adequate security in terms of the number of options of possible 4-digit codes. Alternatively, the 
code may comprise a combination of more than four button presses.

[0017] The sequence (or order) of the button presses is irrelevant, provided that only the 
correct buttons are pressed the correct number of times.

[0018] The number of circumferential grooves on each spool determines the number of 
different possible incremental translational positions of each spool. Thus, the number of 
circumferential grooves determines the number of times that a single button can be pressed in 
the code. For example, if each of the spools has four grooves then the potential code 
combinations can comprise the same button (e.g. same number) repeated up to three times. 
This is because the first groove may correspond to no presses of the button, the second 
groove to one press, the third groove to two presses, and the fourth groove to three presses of 
the button.

[0019] If each spool has the same number of grooves, then the maximum length of the code 
would be equal to the number of grooves of each spool (i.e. maximum number of presses of 
each button) multiplied by the total number of buttons. For example, if the lock comprises ten 
buttons and each button can be pressed up to four times, the maximum possible length of the 
code would be 40 numbers long.

[0020] In practice, the number of grooves on each spool will be limited by the diameter of each 
spool. This is because each groove must comprise a notch extending across at least a portion 
of the groove, wherein each notch on a given spool is angularly displaced relative to the other 
notches. Thus, as the notches are of a finite size, there are a finite number of angularly 
displaced notches that may be contained on a spool.

[0021] The angular position of the notches on a given spool may partially overlap. This may 
increase the number of grooves which may be present on each spool.

[0022] The plurality of legs may be integral to the plurality of buttons. Alternatively, each leg 
may be removably coupled to one of the buttons. For example, each leg may be attached to 
an annular member through which a shaft of one of the buttons may be inserted.

[0023] In one embodiment, each annular member may comprise a pivot about which the
annular member and the leg can pivot relative to the shaft of the button. Typically, the pivot
could comprise a ridge on the button engaging a notch in the annular member. The pivoting
motion allows the leg to act as a pawl: it may be able to rigidly push the spool when translation
of the spool is required typically when the button is pressed, but will pivot away from the spool
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as the button retracts after being pressed, such that it does not then translate the button in the 
opposing direction.

[0024] In some embodiments, the locking plate may comprise a plurality of holes, each hole 
sized to receive the shaft of one of the plurality of buttons therethrough. The holes may be 
arranged such that, when the locking plate is in the first position the shaft of each of the 
buttons are configured to pass through one of the holes.

[0025] If the actuator is actuated when the groove of one or more of the spools which is 
adjacent to one of the apertures in the locking plate has a notch which is not aligned with the 
leading edge of the aperture, then the one or more spools block the locking plate so that it 
cannot reach the second position.

[0026] In this blocked position the holes in the locking plate may be misaligned from the shafts 
of the buttons, such that the buttons cannot be pressed.

[0027] Optionally, in the blocked position the plurality of legs cannot contact the spools. This 
arrangement may be advantageous as it prevents a user from actuating the actuator and 
pressing the buttons to attempt to feel and/or hear when a notch on the corresponding spool 
engages the locking plate. Thus, the lock of the present invention is more secure thank known 
mechanical pushbutton locks, as it prevents, or reduces the risk of, the lock being picked.

[0028] Optionally, each notch may only extend partially through the body of the spool.

[0029] Optionally, the lock may further comprise a plurality of spool biasing members, wherein 
each spool biasing member is coupled to one of the spools. Each spool may be biased towards 
a starting (i.e. non-translated) position by the spring.

[0030] The lock may further comprise a guide plate. The guide plate may comprise a plurality 
of holes through which the shafts of the buttons are arranged to be inserted. The guide plate 
may be disposed in front of the locking plate, such that the buttons (e.g. the shafts of the 
buttons) pass through the guide plate before encountering the locking plate. Advantageously, 
the guide plate may be made of a rigid material, thereby increasing the strength and/or 
durability of the lock.

[0031] The guide plate may comprise a guiding means for each spool. Typically, each guiding 
means will comprise a passageway in the guide plate in which the spool is received. The 
passageway may surround the spool circumferentially apart from over an access area having a 
circumferential extent; typically, each leg will engage each spool through the access area. We 
have appreciated that this gives secure guidance to the spools.

[0032] Furthermore, the lock may comprise a sleeve for each spool, with each sleeve being
positioned adjacent to the bore in which the spool is received, each spool and sleeve being
positioned such that, as the spool is translated the spool moves into the sleeve. Each sleeve
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and each spool may be rotationally keyed relative to each other, such that they cannot rotate 
relative to each other. Typically, each spool may have a ridge and each sleeve may have a 
corresponding notch.

[0033] Each sleeve may be rotatable relative to the guide plate. As such, this allows rotation of 
the spool to set the combination of the lock, as it will change the angular position of the 
notches of that spool. Typically, the sleeve will be held in the housing, and will be so held such 
that they cannot be accessed when the lock is locked.

[0034] Each sleeve may comprise a blind bore in which the spool is receivable. Typically, each 
spool biasing member may be provided within the blind bore, with the biasing member typically 
acting between a closed end of the blind bore and the spool.

[0035] Optionally, the actuator may comprise a lever, or a button, or a handle, or a switch 
disposed on the front section of the housing that may be turned, pressed, rotated, pulled or 
translated by the user. For example, the actuator may comprise an elongate member that may 
be turned or pivoted by the user in a first direction to move the locking plate between the first 
position and the second position.

[0036] When the latch is engaged the actuator may be said to be in a closed position. When 
the actuator is actuated so as to move the locking plate from the first position to the second 
position, the actuator may be said to be in an open position. After the latch has been 
disengaged, the actuator may need to be moved back to the closed position to engage the 
latch.

[0037] Optionally, the lock may comprise a clutch mechanism coupled to the actuator. If an 
amount of force exceeding a predetermined limit is applied to the actuator then the clutch 
mechanism may cause the actuator to freewheel (e.g. disengage the actuator).

[0038] In some embodiments, the lock may further comprise a plurality of retention members, 
wherein each retention member is configured to retain one of the spools in the position to 
which it has been translated by one of the legs.

[0039] Optionally, each of the retention members may be disposed in one or more grooves of 
each spool.

[0040] In some embodiments, the plurality of retention members may be connected. For 
example, the plurality of retention members may comprise a plurality of projections extending 
from a single body. Optionally, the retention members may be resilient. The legs in 
communication with the buttons may propel the spools past the corresponding retention 
member, but when translated by each increment each spool may be held in place by the 
retention member.

[0041] For example, a spool may comprise four grooves. The retention member may be
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initially disposed in the first groove and the leg may be initially engaged with the second 
groove. When the corresponding button is pressed the leg may exert a sufficient force on the 
spool to translate the spool past the maximum pivot point of the retention member. The 
retention member may then snap back to engage the second groove on the spool. At this point 
the leg may be pivoted or pushed away from the spool to engage the third groove. Thus, the 
spool has been translated by one groove.

[0042] The lock may comprise a plurality of rods mounted within the housing, each rod having 
a spool mounted thereon, wherein each rod is disposed adjacent to, and extends generally 
parallel to, one of the buttons.

[0043] In some embodiments, each spool biasing member may be substantially surrounded by 
one of the spools. For example, each spool biasing member may be substantially received 
within an interior of the spool. Optionally, only a head of each rod may protrude from the spool. 
This may significantly reduce the width of the lock mechanism.

[0044] Optionally each spool biasing member may comprise a first portion and a second 
portion (e.g. a first spring and a second spring). The first portion may be separated from the 
second portion. The first portion of each spool biasing member may be substantially received 
within an interior of one of the spools. Each spool and each first and second portion of the 
spool biasing members may be mounted on one of the plurality of rods. A sleeve may separate 
the first portion from the second portion of each spool biasing member. The sleeve may be 
configured to provide a differential sliding motion.

[0045] The differential sleeve may resist any force exerted by the locking plate whilst providing 
adequate length for the spool biasing member.

[0046] In some embodiments, the retention members may be connected to a reset actuator 
such as a switch, or button or tab. The reset actuator may be disposed on the housing. The 
reset actuator may be configured to move each of the retention members so that they no 
longer contact the spools. This will cause the spools to translate back to their starting (i.e. un­
translated) position, either due to a bias in the spools or the biasing force of the torsion spring. 
This will allow a user to clear any button presses previously made. For example, a user can 
zero any buttons that may have been pressed by a previous user, or if he has mis-pressed a 
button, erase the code entered and start again.

[0047] The plurality of retention members may be connected to the locking plate. Optionally, 
when the actuator moves the locking plate from the first position towards the second position 
the retention members may be moved so that they disengage the spools.

[0048] Optionally, the retention members may only release the spools if the latch is
disengaged when the actuator moves the locking plate from the first position to the second
position.
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[0049] The biasing members (e.g. springs) configured to bias each button towards the un­
pressed position may be configured to move the leg associated with a given button when the 
button is pressed. Just before the leg and button return to their un-pressed position the leg 
may contact a stop which swings (or tilts) a lower part of the leg away from the spool. This 
allows the reset actuator to release the spool without interference from the leg.

[0050] In some embodiments, the lock may comprise a first cam in engagement with the 
actuator (e.g. disposed on the actuator) and a first follower disposed on the locking plate. 
When the actuator is actuated the first cam may be configured to move the first follower which 
moves the locking plate from the first position towards the second position. If the correct 
groove is aligned with the locking plate such that the notch in the groove aligns with the leading 
edge of the aperture, then when the actuator is actuated the first cam may be configured to 
move the first follower which moves the locking plate from the first position to the second 
position, thereby unlocking the lock.

[0051] The lock may also comprise a second cam in engagement with the actuator and a 
second follower in communication with the plurality of retention members. The second follower 
may be disposed on the central connecting member. When the actuator is actuated, the 
second cam may be configured to move the second follower to disengage the plurality of 
retention members from the spools. The second cam may be configured to move the second 
follower after the first follower has moved the locking plate.

[0052] The second cam may be configured to move the second follower only if the locking 
plate reaches the second position.

[0053] The housing may comprise a back section, wherein the back section comprises a 
plurality of holes or apertures. Each of the holes or apertures may be arranged such that the 
rods are accessible through the holes or apertures.

[0054] To change the code of the lock the user will be required to enter the correct code to 
unlock the lock to gain access to the back section of the lock housing. The user must then 
actuate (e.g. turn, rotate, press, pull or translate) the actuator to re-lock the lock (i.e. engage 
the latch).

[0055] To set the new code the user must rotate one or more of the plurality of rods to align 
the notch in the selected groove with the leading edge of the aperture of the locking plate. The 
position of the selected groove along the spool will then define the number of presses of the 
corresponding button needed to unlock the lock (i.e. the number of times the number or letter 
corresponding to that button appears in the code).

[0056] For example, if the user wishes the code combination to be 4444 they may rotate the
rod corresponding to the number 4 to align (or orientate) the notch in the fifth groove (i.e. fifth
groove along the spool) with the leading edge of the aperture of the locking plate. To avoid
confusion with the end user the fifth groove may be marked "4" to help prevent confusion of
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the end user. Each of the other rods may be rotated to align the notch on the first groove with 
the leading edge of the aperture of the locking plate. Thus, when the button corresponding to 
the number four is pressed four times, and the other buttons are not pressed, the notch on the 
groove of each spool which is positioned adjacent to the aperture of the locking plate with be 
aligned with the leading edge ofthe aperture.

[0057] After the user has set the new code they may be required to enter the new code to 
disengage the latch.

[0058] Optionally, to engage the latch (or re-lock the lock) the actuator may be moved in a first 
direction. To disengage the latch the actuator may be move in a second direction, which is 
different to the first direction. The second direction may be opposite to the first direction (i.e. 
the reverse of the first direction).

[0059] The lock may be configured such that the user cannot gain access to the rods through 
the apertures or holes in the back section of the housing unless the latch is engaged (i.e. the 
lock is locked). For example, the lock may comprise a panel connected to the latch, wherein 
when the latch is engaged (i.e. locked) the panel blocks the apertures or holes in the back 
section of the housing. When the actuator withdraws or disengages the latch the panel may be 
moved such that it allows access to the plurality of rods.

[0060] The panel may comprise a plurality of holes through which the heads of the rods are 
accessible when the latch is engaged.

[0061] A head of each rod may protrude through the back section of the housing. The head 
may comprise a recess, protrusion or other feature suitable to engage a screw-driver or other 
elongate member which may be used to rotate the head. This may make it easier for the rods 
to be rotated when setting the code.

[0062] To make it easier for the user to set the new code, the back section of the housing may 
comprise a series of markings, each marking corresponding to the number of presses of the 
corresponding button needed to align a notch with the locking plate.

[0063] The head of each rod may comprise an indication (e.g. a line, dot, arrow or other sign), 
wherein the indication should be aligned with one of the markings on the back section of the 
housing to select the number of times the corresponding button should be pressed in order to 
unlock the lock.

[0064] For example, the back section of the housing may comprise a series of numbers (in 
Arabic or Roman numerals) angularly displaced around the apertures or holes through which 
the plurality of rods are accessible. The head of each rod may comprise an arrow (or line). To 
set the code the user may be required to rotate each rod to align the arrow (or line) with the 
chosen marking on the back section ofthe housing.
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[0065] The indication on the head of each rod (e.g. the arrow, or line) may be at least partially 
formed by the recess, protrusion or other feature in the head of each rod.

[0066] The series of markings and the indications may be one or more of printed, engraved, 
etched, embossed, adhered, or otherwise applied onto the back section of the housing or the 
head of each rod.

[0067] Optionally, the back section of the housing may indicate which button each rod 
corresponds to (or is associated with). For example, the at least one number, and/or letter, 
and/or symbol that the button corresponds to may be written, printed, engraved or otherwise 
marked on the back section of the housing proximate the corresponding locking wheel.

[0068] Optionally, the markings and/or indications on the back section of the housing and/or 
the rods may comprise a phosphorescent material, such that at least some of the markings 
and/or indications may at least partially glow in the dark.

[0069] In a further aspect of the present invention, there is provided a lockable enclosure 
designed to contain one or more articles, the lockable enclosure comprising the lock of the 
present invention, wherein the latch of the lock must be disengaged to gain access to the 
articles.

[0070] The lockable enclosure may comprise a body having an internal cavity sized to contain 
one or more articles, an opening through the body to permit access to the articles, and a door 
pivotably connected to the body, wherein when the door is in a closed position it covers the 
opening in the body. If the latch of the lock is engaged the door may be locked in the closed 
position. If the latch of the lock is disengaged then the door may be opened to allow access to 
the one or more articles.

[0071] The lock of the present invention may be disposed in the door of the lockable 
enclosure. For example, the front section of the lock housing may be integral to the door. In 
another example, the lock may be inserted in an aperture in the door, such that the front 
section of the lock housing is accessible by an external user when the door is in a closed 
position, but the back section of the housing is disposed within the cavity of the lockable 
enclosure.

[0072] Optionally, the door of the lockable enclosure may comprise a plurality of apertures, 
each aperture configured to receive a button of the lockable enclosure therethrough. The front 
section of the housing may be connected to the door such that the buttons extend through the 
apertures in the door.

[0073] The door may comprise a plurality of markings indicating the least one number, and/or
letter, and/or symbol to which each button corresponds. Optionally, the markings may be
engraved, embossed, printed, adhered or otherwise applied to the door of the lockable
enclosure. In some embodiments, the markings may comprise a phosphorescent material,



DK/EP 3241960 T3

such that at least some of the markings may at least partially glow in the dark.

[0074] Optionally, the lock actuator may be actuated by a handle or door-knob configured to 
open the door of the lockable enclosure. For example, when the handle is pressed downwards 
the actuator may move the locking plate from the first position towards to second position.

[0075] Optionally, the lockable enclosure may be a key safe. The lock may be mounted in the 
door such that the front section of the housing, at least partially, forms a front panel of the 
door.

[0076] In other embodiments, the lockable enclosure may be a safe, or a lockable cabinet or 
lock box.

[0077] The door may be pivotably connected to the body of the lockable enclosure (e.g. key 
safe) at the base of the door.

[0078] Optionally, a rear panel of the body of the lockable enclosure may comprise mounting 
apertures to enable the body of the panel to be screwed into a wall. Alternatively, the lockable 
enclosure may be shackled or fastened around an object, for example a door handle. The 
shackle may only be undone or disconnected from inside the lockable enclosure, i.e. when the 
latch has been disengaged.

[0079] The lockable enclosure may comprise one or more hooks. For example, the lockable 
enclosure may be a key safe, a rear panel of the body of the key safe may comprise one or 
more hooks for hanging keys thereon. Optionally, the rear panel of the key safe may comprise 
one hook for hanging at least one Chubb style key and one hook for hanging at least one Yale 
style key.

[0080] Optionally, the door of the lockable enclosure may comprise at least one elongate 
member extending, at least partially, into the internal cavity of the body of the lockable 
enclosure. For example, when the door is in a closed position each elongate member may 
extend into the internal cavity beyond a point where the door abuts the body of the lockable 
enclosure.

[0081] In some embodiments, each elongate member may be arranged to be received in a 
corresponding aperture in the body of the lockable enclosure when the door is in a closed 
position. In some embodiments, the at least one elongate member may be disposed proximate 
to, or in contact with, the rear panel of the body of the lockable enclosure when the door is in a 
closed position.

[0082] Optionally, the body of the lockable enclosure may comprise at least one elongate
member extending, at least partially, into the internal cavity of the body of the lockable
enclosure. The at least one elongate member may be arranged to contact an elongate
member extending from the door of the lockable enclosure, when the door is in a closed
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position. Optionally, the at least one elongate member may protrude from the internal cavity of 
the lockable enclosure. For example, when the door is in a closed position, at least one 
elongate member may extend beyond a point where the body abuts the door of the lockable 
enclosure.

[0083] The at least one elongate member extending from the door and/or body of the lockable 
enclosure may be a dowel pin.

[0084] The at least one elongate member extending from the door and/or body of the lockable 
enclosure may be formed of a hard material relative to the door and/or body of the lockable 
enclosure. Optionally, the at least one elongate member may comprise, or consist essentially 
of, any material which is harder than high speed steel (HSS). This may make it significantly 
more difficult to forcibly gain entry to the lockable enclosure by sawing through the join 
between the door and the body of the lockable enclosure.

[0085] In some embodiments, the body and/or door of the lockable enclosure may comprise 
zinc or a zinc alloy. The at least one elongate member may comprise, at least partially, a 
hardened metal. Optionally, the at least one elongate member may be nitrated. For example, 
one or more of the elongate members may consist essentially of silicon nitrated (SißNi^ steel. 

It may be advantageous to use elongate members consisting essentially of hardened metal 
(e.g. nitrated metal) as this does not result in brittle elongate members.

[0086] Optionally, only the outer layer of the at least one elongate member may comprise, or 
consist essentially of, a hardened metal. The inner core of the elongate member(s) may be 
softer than the outer layer. In other words, the at least one elongate member may be case 
hardened (e.g. case hardened dowel pins). The outer layer of the at least one elongate 
member may be hardened by adding one or more of carbon, nitrogen, chrome, boron or other 
elements to the core metal surface region through diffusion, implantation or other reactions. 
Case hardening processes are commonly referred to as carburizing, nitriding, ferritic nitriding, 
carbon-nitriding, etc.

[0087] Optionally, the lockable enclosure may comprise a removable interior cover or flap 
designed to, at least partially, cover the back section of the lock housing. The user may have to 
remove the removable cover or flap when changing the code combination. In some 
embodiments, the removable interior cover or flap may only cover the apertures in the back 
section of the lock housing through which the locking wheels are accessible.

[0088] In some embodiments, the lockable enclosure may further comprise a removable 
exterior case or cover configured to cover at least the front section of the lock housing. The 
removable exterior case or cover may protect the lock from the environment (e.g. from 
animals, water damage, weathering or rusting) if placed outside.

[0089] The exterior cover may be pivotably connected to the lockable enclosure. Optionally,
the exterior cover may comprise a mounting apparatus disposed on an outer surface of the
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exterior cover. The mounting apparatus may be operable to attach a house number plate 
and/or a decorative object to the exterior cover of the lockable enclosure. This may be 
advantageous to disguise the lockable enclosure (e.g. from unauthorised individuals, such as 
potential criminals).

[0090] The lockable enclosure may comprise a light source for each button. Optionally, the 
lockable enclosure may comprise at least one light source internal to the lockable enclosure 
which is arranged to transmit light to each button. For example, each button may comprise 
transparent material which may act as a light guide, and/or each button may be provided with a 
light guide (or light pipe) which transmits light from the light source to the button. Alternatively, 
the at least one light source may be disposed inside the door and/or body of the lockable 
enclosure which may comprise at least one light pipe which is configured to transmit light from 
the light source to the exterior of the lockable enclosure.

[0091] The lockable enclosure may comprise at least one power source in communication with 
the at least one light source. For example, at least one battery may be mounted inside the 
door of the lockable enclosure. The at least one battery may be removable, such that it can be 
replaced when required and/or recharged. Optionally, the lockable enclosure may comprise at 
least one battery holder.
Optionally, the at least one light source may be arranged to at least partially illuminate the 
internal cavity of the lockable enclosure when the door is in the open position.

[0092] Alternatively, the lockable enclosure may comprise an additional light source located 
within the internal cavity of the lockable enclosure, wherein the additional light source is 
configured to, at least partially, illuminate the internal cavity of the lockable enclosure when the 
door is in an open position. This may make it easier for a user to locate the one or more 
articles stored inside the lockable enclosure, or locate the one or more hooks when returning 
one or more articles (e.g. keys) to the enclosure.

[0093] The at least one additional light source may be connected to the same power source as 
the at least one light source, or a different power source.

[0094] Optionally, the lockable enclosure may comprise at least one sensor operable to detect 
when the door is in an open and/or closed position. For example, the at least one sensor may 
be a position sensor.

[0095] At least one of the sensor(s) may be in communication with the at least one light source 
and the door of the lockable enclosure. When the door is in an open position the at least one 
sensor may transmit a signal to turn off the at least one light source. The signal may only be 
transmitted if the door is in an open position for a predetermined period of time. This may 
prevent the at least one light sources running out of power if the door is left in an open 
position.

[0096] At least one of the sensor(s) may be in communication with the additional light source
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and the door of the lockable enclosure. When the door is in an open position the at least one 
sensor may transmit a signal to turn on the additional light source.

[0097] The at least one light source and/or additional light source may comprise one or more 
LEDs.

[0098] The additional light source may be in communication with a timer, such that the 
additional light source can only remain turned on for a predetermined period of time. This may 
maximise the lifetime of the power source for the additional light source.

[0099] For example, the lock of the present invention may be used in key cabinets, door 
furniture, or as a retrofitable door lock, and so on. This list is not an exhaustive list of the 
applications of the present invention.

[0100] Embodiments falling within and without the current invention will now be described, by 
way of example only, with reference to the accompanying drawings, in which:

Figure 1a shows a front perspective view of a lock according to a first embodiment not in 
accordance with the invention;

Figure 1 b shows a back perspective view of the lock of Figure 1 a;

Figure 2 shows a front perspective view of a section of the lock in Figure 1 a;

Figure 3 shows a back perspective view of a section of the lock in Figure 1 a;

Figure 4a and 4b show back views of portions of a lock in the code changing function;

Figure 5 shows a back view of a portion of the lock in Figure 1 a in the code changing function;

Figure 6 shows a front perspective view of a portion of a lock according a second embodiment
not in accordance with the present invention;

Figure 7 shows a back perspective view of a portion of a lock according to a third embodiment 
not in accordance with the present invention;

Figure 8a shows a front view of a lock according to a fourth embodiment in accordance with 
the present invention;

Figure 8b shows a side perspective view of the lock in Figure 8a;

Figure 8c shows a back view of the lock in Figure 8a;

Figure 9 shows a front perspective view of a portion of a lock in Figure 8a;

Figure 10 shows a schematic drawing of a plan view of a portion of a lock according to a fifth 
embodiment in accordance with the present invention;

Figure 11a shows a back perspective view of the door section of a lockable enclosure
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according a sixth embodiment not necessarily in accordance with the present invention;

Figure 11b shows a back perspective view of the enclosure of Figure 6a;

Figure 11c shows a front perspective view of a lockable enclosure comprising the door section 
of Figure 11a or 11b;

Figure 12 shows a front perspective view of a lockable enclosure according to a seventh 
embodiment not necessarily in accordance with the invention;

Figure 13 shows a back perspective view of the door section of a lockable enclosure according 
an eighth embodiment in accordance with the present invention;

Figure 14 shows a back perspective view of the door section of a lockable enclosure of Figure 
13;

Figure 15 shows a perspective view of a lock in accordance with a ninth embodiment in 
accordance with the present invention;

Figure 16 shows a partially exploded perspective view of the lock of Figure 15;

Figures 17 and 18 show exploded perspective views of parts of the lock of Figure 15;

Figures 19 to 24 show partially exploded perspective views of the lock of Figure 15 as it is 
operated;

Figure 25 shows a cross sectional view through a button of the lock of Figure 15; and

Figure 26 shows a perspective view of the button of Figure 25.

[0101] Figures 1a and 1b show a lock 10 in accordance with a first embodiment not in 
accordance with the current invention comprising a housing 12 having a front section 12a. The 
front section 12a of the housing 12 comprises a plurality of apertures through which a plurality 
of buttons 11 is inserted.

[0102] The lock comprises an actuator 14 having an elongate member 15 disposed on the 
front section 12a of the housing. In this example, when the elongate member 15 is turned 
clockwise the actuator 14 disengages latch 17, thereby unlocking the lock 10. When latch 17 is 
disengaged it is retracted through an opening in a latch plate 18.

[0103] To disengage the latch 17 a user must press one or more of the buttons 11 a 
predetermined number of times and turn the elongate member 15 clockwise. Each of the 
buttons 11 can be pressed more than once.

[0104] Switch 19 disposed on the front section 12a of the housing 12 is a reset actuator
configured to clear (or zero) any button presses previously made when a user slides switch 19
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downwards.

[0105] A shaft of each of the buttons 11 is configured to be insertable through one of a plurality 
of holes 21 in a locking plate 20. The locking plate 20 is coupled to the actuator 14 such that 
the actuator can move the locking plate 20.

[0106] The lock 10 further comprises two rods 26 (only rod is shown in Figure 1b) mounted in 
the housing 12. Each rod extends perpendicular to the shanks of the buttons 11 (i.e. 
perpendicular to the axis in which the buttons 11 can be depressed). In other embodiments, 
only one row of buttons 11 and one rod many be provided, or more than two rows of buttons 
11 and more than two rods may be provided.

[0107] A plurality of ratchet sleeves 24 are disposed on each of the rods 26, wherein each 
ratchet sleeve 24 is associated with one of the buttons 11. Each of the ratchet sleeves 24 is 
flanged comprising a plurality of external ratchet teeth and a tubular portion disposed above 
the ratchet teeth. The tubular portions comprise a plurality of projections or splines. A locking 
wheel 22 is configured to sit on the tubular portion of each of the ratchet sleeves 24, wherein 
the plurality of projections or splines mesh with a plurality of complementary teeth on the inside 
of the locking wheels 22 (not shown) to prevent the locking wheels 22 from rotating relative to 
the ratchet sleeves 24 (except in the code changing function).

[0108] In other embodiments, the inside of the locking wheels 22 or the tubular portions may 
comprise a plurality of grooves.

[0109] The lock 10 further comprises a plunger 16 extending from the back section 12b of the 
housing.

[0110] To change the code combination of the lock (i.e. to determine the number of times one 
or more of the plurality of buttons 11 must be pressed to disengage the latch 17) a user must 
enter the current code to retract the latch 17. The user then pulls the plunger 16 away from the 
housing 12 and turns the elongate member 15 in an anti-clockwise direction. If the plunger 16 
is not pulled away from the housing then the elongate member 15 cannot be turned in an anti­
clockwise direction. In use, the plunger 16 is only accessible after having unlocked the lock 10 
(see Figure 7a). More detail regarding how to change the code is given in connection with 
Figures 4a and 4b.

[0111] Figure 2 shows a front perspective view of a section of the interior of lock 10. As shown, 
button 11 comprises a shaft 11a and a leg 11b extending from the button 11. In this example, 
the leg 11b extends at an angle of between 0 and 20 degrees to the shank 11 a.

[0112] When the button 11 is pressed, the shank 11a is configured to be inserted through the
corresponding hole 21 in the locking plate 20. The leg 11b engages on of the teeth 28 of the
ratchet sleeve and causes the ratchet sleeve to rotate about the rod 26 by one incremental
rotational position until the leg 11b is operable to engage the adjacent tooth 28. A biasing
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member 13 comprising a spring biases the button 11 towards the un-pressed position, 
therefore when the user removes the pressing force the button 11 returns to the un-pressed 
position. If the button is 11 pressed a second time, leg 11b engages the adjacent tooth 28 and 
rotates the ratchet sleeve by ad additional incremental rotational position.

[0113] When the ratchet sleeve 24 is rotated by leg 11b the locking wheel 22 also rotates by 
the same amount, as the locking wheel 22 is disposed at a fixed positon on the tubular portion 
25 of the ratchet sleeve (as described above). The locking wheel 22 comprises a pair of radial 
notches 23, wherein the notches 23 are opposite. The notches 23 only extend partially through 
the locking wheel 22, such that the bottom surface of the locking wheel 22 (i.e. the surface that 
contacts the teeth 28 of the ratchet sleeve) does not comprise a notch.

[0114] The notch 23 is configured such that, when it is aligned with the corresponding 
projection 27 of the locking plate 20, the projection 27 can fit downwards through the notch 23, 
but the projection 27 underneath the locking wheel 22 cannot fit upwards through the notch 23.

[0115] A plurality of retention members 31 are connected by a central connecting member 30. 
The central connecting member is coupled to the locking plate 20 by a tab, as shown. Aspring 
may exert a biasing force on the connecting member 30, such that if the connecting member is 
displaced from the positon shown in Figure 2 (i.e. moved upwards or downwards), it returns to 
that position.

[0116] Each of the retention members 31 are configured to be disposed in the teeth 28 of one 
of the plurality of ratchet sleeves. When the retention member 31 is disposed in the teeth 28 of 
the retention member 31 prevents the ratchet sleeve from rotating (i.e. it retains the ratchet 
sleeve in the rotated position), e.g. by exerting a retaining force on the ratchet sleeve. A torsion 
spring 33 biases the ratchet sleeve towards its starting (i.e. un-rotated) position. Therefore, if 
the retention member 31 is moved such that it not disposed in the teeth of the ratchet sleeve, 
the ratchet sleeve is released and it rotates back to its starting (i.e. un-rotated) positon. The 
retention members 31 and the connecting member 30 may be referred to as a centipede.

[0117] When the notches 23 in the locking wheel 22 are aligned with the projections 27, as 
shown in Figure 2, the user may turn the elongate member 15 in the clockwise direction (see 
Figure 1a) to actuate the actuator 14 which moves the locking plate downwards from the first 
position (shown in Figure 2) to the second positon (shown in Figure 3). The latch 17 is then 
disengaged (e.g. retracted) and the lock is unlocked.

[0118] As shown in Figure 3, when the locking plate 20 is moved downwards from the first 
position to the second positon the shafts 11a of the buttons 11 are misaligned from the holes 
21 in the locking plate. Thus the buttons 11 cannot be pressed as they are blocked by the 
locking plate 20. Also, even if the notches 23 are not aligned with the corresponding 
projections 27, when the elongate member 15 is turned in the clockwise direction the locking 
plate 20 is moved slightly downwards, such that the shafts 11a of the buttons 11 are still 
misaligned from the holes 21. However, the locking plate 20 does not reach the second
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position as it is blocked by the locking wheel 22 and so the latch is not disengaged (e.g. 
retracted).

[0119] Figure 4a shows a back view of a section of the lock in the code changing function. To 
enter the code changing function the latch 17 must be disengaged, the plunger 16 pulled away 
from the housing 12 and the elongate member 15 turned in an anti-clockwise direction, as 
described above in relation to Figure 1b. This causes the actuator 14 to lift the locking plate in 
an upwards direction (shown by direction Aon Figure 4a). Consequently, the projections 27 of 
the locking plate 20 disposed underneath each of the locking wheels 22 lifts the locking wheels 
22 out of engagement with the splines or projections 35 on the tubular portions 25 of the 
ratchet sleeves 24. The locking wheels 22 may then be manually rotated by the user to select 
the code combination (as described below).

[0120] Figure 4b shows what the user would see from the back section of the lock 10 in the 
code changing function. In this embodiment, the housing 12 comprises a back section 12b 
comprising a plurality of apertures through which the locking wheels 22 are accessible. As 
shown, the locking wheels 22 comprise a series of marking (0, I, II, III), these correspond to the 
number of presses or incremental rotations needed to align the notches 23 with the projections 
27 of the locking plate 20 when the corresponding marking is aligned with the indication 40 on 
the back section of the housing 12b. The locking wheels 22 are associated with the buttons 11 
representing the numbers written or engraved or otherwise marked next to the locking wheel 
22.

[0121] In figure 4b, the locking wheels corresponding to the buttons representing numbers 1 
and 2 must each be pressed once for the notches 23 of these locking wheels 22 to be aligned 
with the corresponding projections 27 in the locking plate 20. Thus, the code to disengage the 
latch comprises the numbers 1 and 2 once (in any order).

[0122] Figure 5a shows a section of the interior of the lock in Figure 1a in the code changing 
setting (i.e. in the same setting as shown in Figures 4a and 4b).

[0123] Figure 6 shows a front perspective view of a section of the interior of a lock according to 
a second embodiment not in accordance with the present invention. A guide plate 34 is 
disposed in front of the locking plate 20, wherein the guide plate 34 also comprises a plurality 
of holes 21 and projections 27 the same size and shape as, and aligned with, those of the 
locking plate 20. In some embodiments, the guide plate 34 may not be coupled to the actuator 
14 or to the locking plate 20, such that the guide plate is disposed in a fixed position.

[0124] A third embodiment not in accordance with the current invention of a section of lock 10
according to the invention is shown in Figure 7. Features which are common to both Figure 7
and Figures 1 to 6 are labelled accordingly. The top right locking wheel 22 is shown as
transparent to show the ratchet sleeve 24.

[0125] In contrast to the lock section of Figure 1b, the actuator 14' in Figure 7 does not directly
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move the locking plate 20'. Instead, the actuator 14' is in engagement with a cam 50. A 
follower (or cam follower) 51 is disposed on the locking plate 20'. Turning the elongate 
member 15 rotates the cam 50 which is arranged to push the follower 51 downwards, thereby 
moving the locking plate 20' downwards towards the second position. If the projections on the 
locking plate 20' are aligned with the notches in the locking wheels 22 then the locking plate 20' 
moves to the second position and the latch 17 is withdrawn through an opening in the keep 18 
and the lock 10 is unlocked. Providing the cam 50 and follower 51 may be advantageous as 
this may provide better control of the timing of the locking plate 20'.

[0126] Figures 8a to 8c show a lock 100 according to a fourth embodiment in accordance with 
the current invention. The lock housing has been removed to show the interior of the lock 
mechanism.

[0127] The lock 100 comprises an actuator 114 having a handle (or elongate member) 115. In 
this example, when the handle 115 is turned clockwise the actuator 114 disengages latch 117, 
thereby unlocking the lock 100. When latch 117 is disengaged it is retracted through an 
opening in a latch plate 118.

[0128] To disengage the latch 117 a user must axially press one or more of the buttons 111a 
predetermined number of times and turn the handle 115 clockwise. Each of the buttons 111 
can be pressed more than once. A biasing member 113 comprising a spring biases each 
button 11 towards the un-pressed position, therefore when the user removes the pressing 
force the button 111 returns to the un-pressed position.

[0129] A shaft of each of the buttons 111 is configured to be insertable through one of a 
plurality of holes 121 in a locking plate 120 (see Figure 8c). In other embodiments, only one 
column of buttons 111 may be provided, or more than two columns of buttons 111 may be 
provided.

[0130] The lock 100 further comprises a plurality of rods 126 extending generally parallel to 
the shafts of the buttons 111 (i.e. parallel to the axis in which the buttons 111 can be 
depressed), wherein each rod 126 is mounted adjacent to one of the buttons.

[0131] On each rod 126 is mounted a spool 122. Each spool 122 comprises a plurality of 
circumferential grooves 123, each circumferential groove 123 having a notch 124 extending 
over a portion of the groove. The notches 124 on a given spool 122 are angularly displaced 
relative to each of the other notches 124 on that spool.

[0132] Each rod 126 comprises a head 128 arranged to be accessible through one or more 
apertures in the back section of the housing (not shown).

[0133] A biasing spring 125 is also inserted onto each rod 126 and is in communication with
the corresponding spool 122. The springs 125 biases the plurality of spools 122 towards their
starting (e.g. un-pressed) position.
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[0134] A plurality of retention members 131 are connected by a central connecting member 
130. A spring may exert a biasing force on the connecting member 130, such that if the 
connecting member is displaced from the positon shown in Figure 8a (i.e. moved upwards or 
downwards), it returns to that position. The retention members 131 and the connecting 
member 130 may be referred to as a centipede.

[0135] When each of the retention members 131 is disposed (or engaged) in one of the 
grooves 123 in the corresponding spool 122 (as shown) the retention member 131 retains the 
spool 122 in that position until the corresponding button 111 associated with the spool 122 is 
pressed.

[0136] An annular member 116a is inserted onto the shaft of each of the buttons 111, such that 
the locking plate 120 is disposed between the annular member 116a and the head of the 
button 111. Each annular member 116a comprises a leg 116b extending therefrom, wherein 
the leg 116b is arranged to be disposed in a groove 123 of the adjacent spool 122. In other 
embodiments, the legs 116b may be coupled to the buttons 111.

[0137] A latch panel 142 is connected to the latch 117. The latch panel 142 comprises a 
plurality of holes (or apertures), wherein when the latch 117 is engaged the holes are aligned 
with the heads 128 of the rods 126. Conversely, when the latch 117 is withdrawn through the 
latch plate 118 (i.e. disengaged), the holes are not aligned with the heads 128 of the rods 126, 
thereby preventing the user from attempting to set the code combination.

[0138] The switch 119 connected to the central member 130 is a reset actuator configured to 
clear (or zero) any button presses previously made when a user slides switch 119 downwards. 
This is achieved by translating the central member 130 downwards such that the retaining 
members 131 are not in communication with the spools 122, causing the biasing members 125 
translate the spools 122 back to their starting positions.

[0139] Figure 8b shows a side perspective view of the lock 100. A first cam 144 and a second 
cam 146 are in communication with the actuator 114. When the handle 115 is turned in a 
clockwise direction the first cam 144 is arranged to move a follower 120a disposed on the 
locking plate in a downwards direction. If the lock plate 120 is not blocked by one or more 
spools 122 then the actuator can then engage the second cam 146 to move a follower 130a 
disposed on the central member 130 in a downwards direction. Thus, there exists a lag 
between the movement of the first 144 and the second 146 cam. A shim may be disposed 
between the first cam 144 and the second cam 146.

[0140] Figure 8c shows a back view of the lock 100 (without the surrounding housing). To set
the lock code or code combination, a user must first enter the current code to withdraw the
latch 117 and gain access to the back of the lock 100. The user must then re-engage the latch
117 by turning the handle 115 of the actuator 114 anti-clockwise. If the latch 117 is not
engaged then the latch panel 142 will block the heads 128 of the rods 126 as explained above.
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[0141] The user may then rotate one or more of the heads 128 of the rods 126 to set the new 
code combination. The number (e.g. 0, 1, 2, 3, 4) marked around the head 128 that the arrow 
on each head 128 is pointing to determines the number of presses of the corresponding button 
which is needed to unlock the lock.

[0142] The arrow may be formed of one or more recesses in the head 128 into which a 
screwdriver or other implement may be inserted to rotate the rod 126. The number (e.g. 0-9) 
of the button 111 with which each rod 126 is associated is also indicated (or marked) on the 
latch panel 142 using larger numbers.

[0143] The interaction between the spools 122, locking plate 120 and the buttons 111 is shown 
more clearly in Figure 9.

[0144] The locking plate 120 comprises a plurality of apertures 127, each aperture sized to 
receive one of the spools 122 therethrough. When one of the buttons 111 is pressed, the leg 
116b associated with the button 111 exerts a force on the spool 122 with which it is in contact. 
The leg 116b translates the spool 122 through the aperture 127 in the locking plate 120 by one 
groove 123. The annular member 116a is then pivoted, when the button is no longer pressed, 
to move the leg 116b out of contact with the groove 123 of the spool and returned to its un­
pressed position. Substantially simultaneously, the corresponding retention member 131 snaps 
back to engage the next (i.e. adjacent or subsequent) groove 123 on the spool 122, as the 
retention member 131 reaches its maximum pivot angle.

[0145] When the biasing member 113 returns the button to the un-pressed position the leg 
116b hits a stop and then pivots back to sit clear of the grooves 123 of the spool 122.When the 
button is subsequently pressed against the biasing member 113, the leg 116b and annular 
member 116a are pivoted back towards the spool 122 to engage the next (i.e. adjacent or 
subsequent) groove 123 on the spool 122.

[0146] When correct code combination has been entered (i.e. each button has been pressed a 
predetermined number of times) the notch 124 in the groove 123 which is positioned adjacent 
to the aperture 127 is aligned with the top (i.e. in this case, straight) surface of the aperture 
127. If the handle 115 is then turned in a clockwise direction, the actuator 114 moves the first 
cam 114 which pushed the locking plate 120 downwards such that the surface of each 
aperture 127 engages the notches 124 in the spools 122. The second cam 146 then moves 
the central member 130 downwards to disengage the retention members 131 from the spools 
122, such that the spools 122 are held in position by the locking plate 120. The latch 117 is 
then withdrawn into the latch plate 118 and the lock 100 is unlocked.

[0147] Figure 10 is a schematic, cross-sectional illustration of a fifth embodiment in
accordance with the current invention. In Figures 8a to 8c each spool 122 is mounted on an
end of one of the rods 126, and a spool biasing member 125 is threaded onto the exterior of
each spool 122 and also mounted on the rod 126. Conversely, as shown in Figure 10, the
spool biasing member comprises a first spring 125a' and a second spring 125b'. The first and
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second springs 125a', 125b' are separated by a differential sleeve 135'. The sleeve 135' is 
configured to provide a differential sliding motion. The rods 126' and first and second springs 
125a', 125b' are disposed internally to the spools 122' (e.g. substantially received within an 
internal cavity of each spool 122'). This may significantly reduce the width of the lock, making it 
more compact. The buttons 111', legs 116b', central member 130' and retention members 131' 
may be the same as the corresponding features in Figures 8a-8c.
In a sixth embodiment not necessarily in accordance with the current invention, Figure 11a 
shows a door 202 for a lockable enclosure 200 comprising a lock 10 in accordance with the 
first embodiment. The lock 10 is mounted into the interior cavity of the door 202 and the latch 
17 of the lock 10 is configured to lock and unlock the door 202 to a body of the lockable 
enclosure when the latch 17 is engaged and disengaged respectively.
The door 202 is configured to pivotably attach to the base of the body 201 of the lockable 
enclosure 200 at hinge 206.
The plunger 16 extends from the back section 12b of the lock housing and the locking wheels 
22 are accessible through apertures in the back section 12b of the housing when the door 202 
is in an open position.

[0148] In figure 11b, a removable cover 204 is positioned at least partially over the back 
section 12b of the housing, to cover the locking wheels 22. The removable cover 204 must be 
removed by the user (when the door 202 is in an open positon) to allow the user to change the 
code combination of the lock.

[0149] Figure 11c shows a fully assembled lockable enclosure 200, wherein the door 202 of 
Figures 6a or 6b is pivotably attached to the body 201 at hinge 206. The body 201 defines a 
cavity therein for storing one or more removable articles. The body may comprise one or more 
hooks for hanging the articles thereon (not shown). In the example shown in Figure 11c, the 
lockable enclosure is a key safe configured to store one or more keys.
The front section 12a of the lock housing may form the front panel 203 of the lockable 
enclosure, or a front panel 203 may be placed over the front section 12a of the lock housing. 
The buttons 11, switch 19 and elongate member 15 are as described in connection with Figure 
1a.

[0150] The lockable enclosure 200 in Figs 11 a-11 c could equally comprise the lock 100 of the 
fourth embodiment of the invention, shown in Figure 8a to Figure 10, in which case it would fall 
within the present invention.

[0151] In a seventh embodiment not necessarily in accordance with the current invention, 
Figure 12 shows another example of a fully assembled lockable enclosure 300 according to 
the invention. The lockable enclosure may comprise any lock according to the invention (e.g. 
lock 10 or lock 100; with the latter lock it would fall within the present invention). As in Figure 
11c, the enclosure 300 is a key safe comprising a door 302 pivotably attached to the body 301 
of the enclosure at hinge 306. The body 301 defines a cavity therein for storing one or more 
removable articles (e.g. keys, credit cards, etc.). The body may comprise one or more hooks 
for hanging the articles thereon (not shown). In Figure 12, the front panel 303 of the door 302
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comprises additional letter markings adjacent to some of the buttons 11, 111 such that the 
buttons corresponding to numbers 2 to 9 also correspond to three or more letters. In the 
example shown, the letters are in the Latin (or English) alphabet, however, in other examples 
the letters may be from other alphabets (e.g. Russian, Greek, Arabic, Japanese, etc.).

[0152] Optionally, the numbers can be printed on the buttons such that when a light shines 
through the buttons the number is visible to the user.

[0153] Figure 13 shows a back perspective view of a door of a lockable enclosure (for 
example, door 302 of Figure 12) comprising a lock 100 of the present invention (as shown in 
Figures 8a-8c). The lock 100 comprises a housing, the housing having a back section 112b. A 
pair of batteries 52 (e.g. lithium cells, or other long live and/or rechargeable batteries) are 
mounted to the housing 112b in battery holders 54. As shown, the batteries 52 and holders 54 
may be conveniently positioned either side of the actuator mechanism, as this is typically 
wasted space in a lockable enclosure and does not reduce the space for storing articles. In 
other examples, only one battery may be required.

[0154] At least one light source is electrically connected to each of the batteries 52 (not 
shown). Each light source is configured to transmit light to a light pipe 50. In the examples 
shown, two light pipes 50 are provided. In other example there may be more, or less than two 
light pipes. Each light pipe 50 is configured to transmit the light to one or more of the buttons
111. For example, the light pipe may comprise a plurality of outlets operable to emit light, 
wherein each outlet is inserted through an aperture in the lock housing 112b such that the 
outlet is in communication with one of the buttons 111. The buttons 111 may comprise 
transparent material which may act as a light guide. The provision of the light sources, light 
pipes 50 and batteries 52 may make it easier for a user to enter the correct code combination 
at night and/or in a darkened room (for example, during a power cut).

[0155] Alternatively, the door 302 in Figure 13 may comprise the lock 10 of the first aspect of 
the invention.

[0156] In an eighth embodiment in accordance with the present invention, Figure 14 shows a 
back perspective view of another example of a door of a lockable enclosure (for example, door 
302 of Figure 12) comprising a lock 100 ofthe present invention (as shown in Figures 8a-8c). 
The lock 100 comprises a housing, the housing having a back section 112b. Two elongate 
members (e.g. dowel pins) 56 are mounted to the back of the front panel 303 of the door. 
When the door 302 is in a closed position on the lockable enclosure 300 (e.g. as in Figure 12), 
each of the elongate members extends at least partially, into the internal cavity of the body 301 
ofthe lockable enclosure.

[0157] In this example, the elongate members 56 consist essentially of silicon nitrated (Si3Ni4)
steel and the body 301 and door 302 of the lockable enclosure comprises zinc or a zinc alloy.
Thus, the elongate members 56 are harder than the body and door of the lockable enclosure.
In other examples, the at least one elongate member 56 may comprise, or consist essentially
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of, any material which is harder than high speed steel (HSS). As HSS is typically used to make 
saws, this may make it very difficult to saw through the elongate members 56 to forcibly open 
the door 302.

[0158] In Figure 14, a tool 58 is also removably mounted to the lock housing 112b. A projection 
on an end of the tool 58 is configured to be insertable into the recessed arrow in the head 128 
of each rod 126, such that the tool 58 may be used to rotate the rods 126 to set the code 
combination. This may be convenient as the user will not have to locate a screwdriver or other 
suitable implement whenever they wish to change to lock code.

[0159] The tool 58 may be provided in a lockable enclosure according to any embodiment of 
the invention.

[0160] A lock in accordance with a ninth embodiment in accordance with the present invention 
is shown in Figures 15 to 26 of the accompanying drawings. In this embodiment, a lock 400 is 
shown, which could be used with a keysafe or for any other convenient use. Corresponding 
reference numerals to those used in the first embodiment have been used, raised by 400.

[0161] In this embodiment, rather than having a rotatable handle as in the previous 
embodiment, the lock 400 and in particular latch 417 is driven by a slider 415. However, it is 
possible that this embodiment could be employed with a rotating handle 15; 115 as in the 
previous embodiments.

[0162] Within the housing 412, there are again provided a plurality of buttons 411. The 
operation of this embodiment is largely the same as that of the fourth embodiment of Figures 8 
to 9, except as described below.

[0163] Spools 422 are provided as before, as is a guide plate 434 in front of (with respect to 
the buttons 411) the locking plate 420. The guide plate has a part cylindrical protrusion 503 for 
each spool 422, which contain the spools 422 and provide guidance therefor. The protrusions 
503 each have a circumferential gap 504 through which the leg 416b engages the spools 422 
as explained below.

[0164] The buttons 411 each engage a spool 422 through a leg 416b via an annular ring 416a 
in a similar manner as to before. The pivoting of the annular portion on the button can clearly 
be seen in Figures 25 and 26 of the accompanying drawings, where a ridge 501 on the button 
411 engaging a corresponding notch 502 in the annular ring 416a. Thus, as the button 411 is 
pressed, the leg 416b will pivot into the spool 422 to translate it one notch as in the Figure 8 to 
9 embodiment.

[0165] As the spools 422 are translated by the action of the legs 416b, they are pushed
through the guide plate 434 and locking plate 420. On the far side of these plates, each spool
422 is provided with a thimble-shaped sleeve 505. This guides the spool 422 as it passes
through the plates 434, 420. Each sleeve 505 is also keyed to its spool 422 against relative
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rotational movement by means of a notch 507 on the spool 422 engaging a slot 506 in the 
sleeve. This means that the spool 422 and sleeve 505 cannot rotate relative to each other. 
Each spool contains a tapering spring 510 (visible with the spool 422 removed in Figure 22 of 
the accompanying drawings) which acts to bias the spool 422 out of the sleeve; however, the 
retention members 431 linked by connecting member 430 will hold the spools 422 in position 
after each translation by the legs 416b.

[0166] Thus, the code can be set by rotating the sleeves 505, as that will rotate the respective 
spools 422, thus changing the rotational position of the notches within the grooves of the spool 
422 relative to the locking plate as in the Figures 8 to 10 embodiment. The sleeves have a 
bevelled end 508, which allows them to be retained within the housing (in an area, such as the 
inside of a key safe that would be inaccessible with the lock and key safe locked) but still turn 
therewithin. An arrow 509 can be used to align the sleeve with indicia on the housing; this 
arrow 509 would be displayed in an aperture in the housing, but in the inaccessible area 
described above. Typically, the indicia would indicate where the sleeve would need to be 
positioned for 0, 1, 2 and so on presses of the corresponding button to position the spool so 
that the lock would open.

[0167] The operation of the lock can be seen with respect to Figures 19 to 24 of the 
accompanying drawings; in these drawings the buttons 411 and some spools have not been 
shown to aid visibility of other parts. In the position shown in Figure 19 of the accompanying 
drawings, the slider 415 is in its uppermost position. A user enters their code by pressing the 
appropriate buttons 411 some number of times so that the spools 422 are translated a certain 
number of times.

[0168] In Figure 20 of the accompanying drawings, the slider 415 contacts the locking plate 
420, and starts to push it down, presuming that the spools 422 are all in the correct position to 
all the locking plate 420 to move. If any of the spools 422 are not aligned so that their notches 
are aligned with the locking plate 420, the slider will not be able to move.

[0169] In Figure 21, the slider 415 continues its downward travel. It engages the connecting 
member 430, which moves the retaining members 431 clear of the spools, which will now be 
held against the force of the springs 510 by the locking plate 420.

[0170] In Figure 22, the slider 415 has reached the bottom of its travel. The locking plate 420 
is fully engaged, and the latch 417, which is coupled to the locking plate 420, will have fully 
retracted.

[0171] In Figure 23, the slider returns upwards. The locking plate 420 will clear the spools 
before the connecting member 430 and the retaining members 431 reengage the spools 422. 
Thus, the springs 510 will move the spools 422 to an extreme of their travel in the direction out 
of the sleeves 505.
In Figure 24, the slider 415 continues to its home position. A hook portion 511 engages the
connecting member 430 to pull it back up into the position where the retaining members 431
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engage the spool, ready for a user to enter their code once more.

[0172] We have found that the device of this embodiment can be made particularly compact 
and with less accurate manufacturing tolerances required.
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1. En lås (100), der omfatter:

et hus med en forreste del, der omfatter en pluralitet af åbninger derigennem; en pluralitet af knapper (111) 

placeret gennem åbningerne i forreste del af huset, hvor hver knap (111) har en akse langs hvilken, hver 

af knapperne kan trykkes aksialt mellem en ikke-indtrykket position og en indtrykket position, hvor der kan 

trykkes på hver af knapperne (111) to eller flere gange; et forskydningselement (113), der er associeret 

med hver af pluraliteten af knapper (111) og konfigureret til at skyde hver knap (111) mod den ikke- 

indtrykkede position; en låseplade (120) placeret inden i huset; og en aktuator (114), der er associeret 

med låsepladen (120) og en rigel (117), hvori aktuatoren (114) er konfigureret til at bevæge låsepladen 
(120); kendetegnet ved at den desuden omfatter: en pluralitet af spoler (122), hvor hver spole (122) 

omfatter en pluralitet af periferiske riller (123), hvor hver periferisk rille (123), der har et hak (124) strækker 

sig over en del af den periferiske rille (123), hvori hvert hak (124) på en given spole (122) forskydes i en 

vinkel i forhold til hver af de andre hakker (124) på den pågældende spole (122), hvor de periferiske riller 

(123) er parallelle og adskilt fra hinanden med en rilleafstand; en pluralitet af ben (116b), hvor hvert ben 

(116b) er i kommunikation med én af knapperne (111), hvor hvert ben (116b) er arrangeret til at være i 

kontakt med én af de periferiske riller (123) på én af spolerne (122); hvor: låsepladen (120) har en 

pluralitet af åbninger, hvor hver åbning er arrangeret til at modtage én af spolerne (122) derigennem; tryk 

på én af knapperne (111) får benet (116b) i kommunikation med knappen (111) til at overføre den 

tilsvarende spole (122) med én rilleafstand, og frigørelse af knappen får benet til at gå i en tilstødende rille 

(123); og overførslen af hver spole (122) forårsager, at et hak (124) med en anderledes rotationsretning 

støder op til låsepladen (120), hvor låsepladen (120) kun kan flyttes til en ulåst position, når den føres af 

aktuatoren (114), så riglen (117) derved frigøres og låser låsen op, hvis alle hakkerne (124), der støder op 

til låsepladen, er i en ulåst rotationsretning.

2. Låsen i krav 1, der desuden omfatter:

en pluralitet af ringformede elementer (116a), hvor hvert ringformede element (116a) har én af pluraliteten 

af ben (116b) påkoblet, hvor hvert ringformede element (116a) er indsat på et skaft på én af knapperne 

(111); og/eller en pluralitet af stop, hvor hvert stop er arrangeret til at tvinge ét af benene (116b) til at være 

vippet fri af den tilsvarende spole (122), før knappen (111) returneres til den ikke-indtrykkede position.

3. Låsen i krav 1 eller krav 2, som desuden omfatter en pluralitet af holdeelementer (131), hvor hvert 

holdeelement (131) er konfigureret til at holde én af spolerne (122) i den position, hvortil den er blevet 

overført af ét af benene (116b), hvor hvert af holdeelementerne (131) er placeret i én af de periferiske riller 

(123) på én af spolerne (122).

4. Låsen i krav 3, hvori pluraliteten af holdeelementer (131) er sluttet til et centralt forbindelseselement 

(130), hvor det centrale forbindelseselement (130) er koblet til en nulstillingsaktuatur (119), der er placeret 

i forreste del af huset, hvor nulstillingsaktuatoren (119) er konfigureret til at flytte pluraliteten af 

holdeelementer (131) for at udløse spolerne (122), så spolerne (122) overføres tilbage til startpositionen.
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5. Låsen i ethvert af kravene 1 til 4, som desuden omfatter en pluralitet af spoleforskydningselementer 

(125), hvor hvert spoleforskydningselement (125) er konfigureret til at forskyde én af spolerne (122) mod 

en startposition.

6. Låsen i krav 5, hvor hvert spoleforskydningselement (125) omfatter en første fjeder (125a’) og en anden 

fjeder (125b’), hvor den første fjeder (125aj er adskilt fra den anden fjeder (125b’), og en manchet (135’) 

placeret mellem den første (125a’) og den anden (125bj fjeder, hvori den første fjeder (125aj 

hovedsageligt modtages inden i et internt hulrum i spolen (122), og manchetten (135’) er konfigureret til at 

give, under brug, en forskellig glidebevægelse af spolen (122).

7. Låsen i ethvert af kravene 1 til 6, hvor hakket (124) i rillen (123) på én eller flere af spolerne (123), der 

er placeret tilstødende til åbningerne i låsepladen, ikke er justeret med en overflade på åbningen, så hvis 

aktuatoren (114) aktiveres, blokerer den ene eller flere spoler (122) låsepladen (120), så den ikke kan nå 

den anden position, og pluraliteten af ben (116b) kan ikke overføre spolerne.

8. Låsen i krav 7, hvor låsepladen (120) omfatter en pluralitet af huller, hvor hvert hul har en størrelse til at 

modtage et skaft fra én af pluraliteten af knapper (111) derigennem; hvor, når låsepladen (120) er blokeret 

af én eller flere af spolerne (122), hullerne er fejljusteret fra skafterne på knapperne (111), så knapperne 

(111) ikke kan trykkes ind.

9. Låsen i ethvert af kravene 1 til 8, som desuden omfatter en første knast (144) i indgreb med aktuatoren 

(114) og en første følger (120a) placeret på låsepladen (120), hvor, når aktuatoren (114) aktueres, den 

første knast (144) er konfigureret til at flytte den første følger (120a), der bevæger låsepladen (120) fra den 

første position mod den anden position, og eventuelt hvori aktuatoren (114) omfatter en

koblingsmekanisme, og koblingsmekanismen kører for at forårsage at aktuatoren kører med friløb.

10. Låsen i krav 9, da den afhænger af krav 3, omfatter desuden en anden knast (146) i indgreb med 

aktuatoren (114) og en anden følger, der er placeret på det centrale forbindelseselement (130), hvor, når 

aktuatoren (114) aktueres, den anden knast (146) er konfigureret til at bevæge den anden følger for at 

frigøre pluraliteten af holdeelementer (116b) fra spolerne (122), hvor den anden knast (146) er konfigureret 

til kun at flytte den anden følger, hvis låsepladen (120) når den anden position.

11. Låsen i ethvert af kravene 1 til 10, som desuden omfatter en pluralitet af stænger (126), der er 

monteret inden i huset, hvor hver stang (126), har en spole (122) monteret, hvor hver stang (122) er 

placeret tilstødende til, og strækker sig generelt parallelt med, én af knapperne (111), hvor huset omfatter 

en bageste del, der omfatter en pluralitet af huller eller åbninger, hvor hvert af hullerne eller hver af 

åbningerne er placeret, så der kan opnås adgang til et hoved på én af stængerne (122) gennem hvert af 

hullerne eller åbningerne.

12. Låsen i krav 11, der desuden omfatter et panel (142), der er sluttet til riglen (117), hvor, når riglen 

(117) er i indgreb, panelet (142) blokerer pluraliteten af åbninger eller huller i bageste del af huset.
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13. Låsen i krav 12, hvor, når riglen (117) er i indgreb, én eller flere af stængerne (122) kan roteres af en 

bruger for at justere hakket (124) på én af rillerne (123) på hver spole (122) med overfladen på den 

tilsvarende åbning i låsepladen (120), hvor positionen af rillen (123) dermed bestemmer antallet af gange, 

der skal trykkes på én eller flere af pluraliteten af knapper (111) for at frigøre riglen.

5
14. En låsbar afskærmning, der er designet til at indeholde én eller flere artikler, hvor den låsbare 

afskærmning omfatter låsen (100) i ethvert af kravene 1 til 13, hvori riglen (117) i låsen skal frigøres for at 

give adgang til artiklerne.

10 15. Den låsbare afskærmning i krav 14, hvor en dør (302) på den låsbare afskærmning omfatter mindst ét

aflangt element (56), der er arrangeret til at strække sig ind i det indvendige hulrum i kroppen af den 

låsbare afskærmning, når døren (302) er i en låst position, hvor mindst ét aflangt element (56) 

grundlæggende består af ét eller flere materialer, der er hårdere end højhastighedsstål; og hvor eventuelt 

mindst ét aflangt element (56) omfatter, eller grundlæggende set består af, silikonenitreret stål (Si3Ni4), og

15 hvor kroppen (301) og/eller døren (302) på den låsbare afskærmning omfatter eller hovedsageligt består af 

zink eller en zinklegering.
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