(54) Title: ARTICLE CARRIER WITH BOTTOM PANEL FALSE SCORE

(57) Abstract

An article carrier (10) which tapers in toward the top panel (14) on all four sides. The carrier in collapsed form is folded about an intermediate fold line (30) in the bottom panel located so that the collapsed carrier is in flat folded condition. The provision of the intermediate fold line (30) compensates for the greater width of the bottom panel (24) compared to the width of the top panel (14). The sides of the carrier (10) are squared by contact with the lower portions of bottles being through an open end of the carrier.
**FOR THE PURPOSES OF INFORMATION ONLY**

Codes used to identify States party to the PCT on the front pages of pamphlets publishing international applications under the PCT.

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>AM</td>
<td>Armenia</td>
<td>GB</td>
<td>United Kingdom</td>
<td>MW</td>
<td>Malawi</td>
</tr>
<tr>
<td>AT</td>
<td>Austria</td>
<td>GE</td>
<td>Georgia</td>
<td>MX</td>
<td>Mexico</td>
</tr>
<tr>
<td>AU</td>
<td>Australia</td>
<td>GN</td>
<td>Guinea</td>
<td>NE</td>
<td>Niger</td>
</tr>
<tr>
<td>BB</td>
<td>Barbados</td>
<td>GR</td>
<td>Greece</td>
<td>NL</td>
<td>Netherlands</td>
</tr>
<tr>
<td>BE</td>
<td>Belgium</td>
<td>HU</td>
<td>Hungary</td>
<td>NO</td>
<td>Norway</td>
</tr>
<tr>
<td>BF</td>
<td>Burkina Faso</td>
<td>IE</td>
<td>Ireland</td>
<td>NZ</td>
<td>New Zealand</td>
</tr>
<tr>
<td>BG</td>
<td>Bulgaria</td>
<td>IT</td>
<td>Italy</td>
<td>PL</td>
<td>Poland</td>
</tr>
<tr>
<td>BJ</td>
<td>Benin</td>
<td>JP</td>
<td>Japan</td>
<td>PT</td>
<td>Portugal</td>
</tr>
<tr>
<td>BR</td>
<td>Brazil</td>
<td>KE</td>
<td>Kenya</td>
<td>RO</td>
<td>Romania</td>
</tr>
<tr>
<td>BY</td>
<td>Belarus</td>
<td>KG</td>
<td>Kyrgyzstan</td>
<td>RU</td>
<td>Russian Federation</td>
</tr>
<tr>
<td>CA</td>
<td>Canada</td>
<td>KP</td>
<td>Democratic People’s Republic of Korea</td>
<td>SD</td>
<td>Sudan</td>
</tr>
<tr>
<td>CF</td>
<td>Central African Republic</td>
<td>KR</td>
<td>Republic of Korea</td>
<td>SE</td>
<td>Sweden</td>
</tr>
<tr>
<td>CG</td>
<td>Congo</td>
<td>KZ</td>
<td>Kazakhstan</td>
<td>SG</td>
<td>Singapore</td>
</tr>
<tr>
<td>CH</td>
<td>Switzerland</td>
<td>LI</td>
<td>Liechtenstein</td>
<td>SI</td>
<td>Slovenia</td>
</tr>
<tr>
<td>CI</td>
<td>Côte d’Ivoire</td>
<td>LK</td>
<td>Sri Lanka</td>
<td>SK</td>
<td>Slovakia</td>
</tr>
<tr>
<td>CM</td>
<td>Cameroon</td>
<td>LR</td>
<td>Liberia</td>
<td>SN</td>
<td>Senegal</td>
</tr>
<tr>
<td>CN</td>
<td>China</td>
<td>LT</td>
<td>Lithuania</td>
<td>SZ</td>
<td>Swaziland</td>
</tr>
<tr>
<td>CS</td>
<td>Czechoslovakia</td>
<td>LU</td>
<td>Luxembourg</td>
<td>TD</td>
<td>Chad</td>
</tr>
<tr>
<td>CZ</td>
<td>Czech Republic</td>
<td>LY</td>
<td>Latvia</td>
<td>TG</td>
<td>Togo</td>
</tr>
<tr>
<td>DE</td>
<td>Germany</td>
<td>MC</td>
<td>Monaco</td>
<td>TJ</td>
<td>Tajikistan</td>
</tr>
<tr>
<td>DK</td>
<td>Denmark</td>
<td>MD</td>
<td>Republic of Moldova</td>
<td>TT</td>
<td>Trinidad and Tobago</td>
</tr>
<tr>
<td>EE</td>
<td>Estonia</td>
<td>MG</td>
<td>Madagascar</td>
<td>UA</td>
<td>Ukraine</td>
</tr>
<tr>
<td>ES</td>
<td>Spain</td>
<td>ML</td>
<td>Mali</td>
<td>UG</td>
<td>Uganda</td>
</tr>
<tr>
<td>FI</td>
<td>Finland</td>
<td>MN</td>
<td>Mongolia</td>
<td>US</td>
<td>United States of America</td>
</tr>
<tr>
<td>FR</td>
<td>France</td>
<td>MR</td>
<td>Mauritania</td>
<td>UZ</td>
<td>Uzbekistan</td>
</tr>
<tr>
<td>GA</td>
<td>Gabon</td>
<td></td>
<td></td>
<td>VN</td>
<td>Viet Nam</td>
</tr>
</tbody>
</table>
ARTICLE CARRIER WITH BOTTOM PANEL FALSE SCORE

Field of the Invention

This invention relates to a sleeve-type carrier for packaging articles such as beverage bottles. More particularly, it relates to a sleeve-type carrier having tapered sides.

Background of the Invention

Sleeve-type carriers conventionally are manufactured from an elongated blank having a side panel section at one end and either the bottom panel section or the top panel section at the other end. The blank is formed into a flattened tube by folding the end sections in and adhering them to each other by a glue flap on one of the end sections. This flattened tube, or collapsed carrier as it is sometimes called, is then shipped to a packaging plant where it is erected into tube shape, filled with the articles being packaged and closed in at its ends. In the final form of carrier the fold line connecting the glue flap to the end section of the blank is a major fold line of the carrier, connecting one of the side panels to either the top or bottom panel.

When packaging bottles the end panels are often tapered inwardly toward the top panel to more closely conform to the shape of the bottles. To effect this design, the bottom panel is made longer than the top panel. This does not impact the manner in which the carrier is formed from the blank since the blank can still be folded in the manner described to create a collapsed carrier. This is possible because the length of the carrier corresponds to the width of the blank, so that the dimensions allowing the glue flap to meet with the opposite end section of the blank are not changed.

A different situation arises when producing a carrier incorporating tapered side panels. In such a case the width of the bottom panel is greater than the width of the top panel. Since this affects the length of the blank, if the blank were folded in the same manner as described the glue flap would not meet the opposite end section at the same location as in the previous case and the resulting
tube would not be in flattened condition.

To overcome this problem the industry has employed a "false" score in the top or side panel of the carrier. The glue flap is glued to the opposite end section of the blank in the same manner as before, but instead of folding the blank about the score line which connects the glue flap to its panel section, it is folded about a score line in the top or side panel spaced from the glue flap fold line. However, when the resulting collapsed carrier is later erected at a packaging plant it tends to open at the false score rather than at the actual score. To make the carrier open at the proper score, either elements of the packaging machine or the incoming bottles themselves must push the side panels of the carrier into their final square condition. It is preferred to have the bottles carry out this function so that the packaging machine need not be made more complicated. This makes loading the bottles more difficult, however, since it is the upper less stable portions of the bottles that initially engage the side panels and push them into square condition. Moreover, by putting the false score in the top or side panels the score interrupts the panel surface in which it is located, which tends to disrupt the graphics appearing in this area of the carrier.

It would be highly desirable to provide a tapered carrier which does not require the use of a false score in the top or side panels, but which can nevertheless be loaded and squared up in a rapid, efficient manner. It is therefore an object of the invention to provide a carrier which meets these criteria. Another object is to provide a carrier which is not visually marred by use of a false score in the top or side panels.

**Brief Summary of the Invention**

The invention is incorporated in a carrier whose bottom panel is wider than the top panel. To allow the carrier to be in flat folded condition when collapsed, the bottom panel is provided with an intermediate fold line which is substantially parallel to the side edges of the
bottom panel and which divides the bottom panel into a minor portion and a major portion. The collapsed carrier is folded about the intermediate fold line, with the minor portion of the bottom panel lying substantially in the plane of one of the side panels and the major portion lying substantially in the plane of the other side panel.

When the collapsed carrier is opened during the packaging process the intermediate fold line is initially operative, causing the resulting carrier sleeve to assume an out-of-square condition. The carrier sleeve is squared by the bottles pushing the side panels into proper position as the bottles are inserted into the sleeve. Slits extending from the ends of the intermediate fold line to the nearest bottom panel fold line allow the bottom panel to be folded in this manner without extending the fold line into the end panel flaps connected to the bottom panel. Because the false score is in the bottom panel, it is not visible in the final package.

These and other features and aspects of the invention will be readily ascertained from the detailed description of the preferred embodiments described below.

**Brief Description of the Drawing**

FIG. 1 is a pictorial view of a partially enclosed sleeve-type carrier incorporating the invention;

FIG. 2 is an end view of the carrier of FIG. 1;

FIG. 3 is a partial pictorial view of the carrier with the bottles and the near end panel removed in order to show the interior;

FIG. 4 is a bottom view of the carrier of FIG. 1;

FIG. 5 is a plan view of a blank for fabricating the carrier of FIG. 1;

FIG. 6 is a plan view of a collapsed carrier formed from the blank of FIG. 5;

FIG. 7 is an end view of an erected open-ended carrier prior to loading it with bottles;

FIG. 8 is a plan view of a blank for forming another embodiment of the invention;

FIG. 9 is a partial pictorial view of a fully enclosed
carrier formed from the blank of FIG. 8;

FIG. 10 is a partial pictorial view of a carrier similar to the carrier of FIG. 1, but incorporating a modified form of the invention;

FIG. 11 is a plan view of a blank for forming the carrier of FIG. 10; and

FIG. 12 is a plan view of a collapsed carrier formed from the blank of FIG. 11.

**Detailed Description of the Preferred Embodiments**

Referring to FIGS. 1 and 2, the carrier 10 is a sleeve-type carrier designed to carry six beverage bottles B. It is comprised of opposite side panels 12 and 13 which are foldably connected to top panel 14 and to a bottom panel, not visible in these views. The carrier also includes partially open end panels 16 formed by dust flaps 18 which are folded in from the side panels and meet at the centerline of the carrier. An intermediate fold line 20 in the dust flaps allows the flaps to fold about the end bottles in the carrier in order to more tightly hold the bottles in place. An end panel flap 22 extends up from the bottom panel and is glued to the dust flaps to complete the end panel formation. As seen in FIG. 1, the bottom panel is longer than the top panel, and as best shown in FIG. 2, it is also wider than the top panel, enabling the wider body portions of the bottles to snugly fit in the lower portion of the carrier.

As shown in FIG. 3, bottom panel 24 is connected to glue flap 26 by fold line 28 and the glue flap is adhered to the side panel 13. The fold line 28 thus foldably connects the side panel 13 to the bottom panel. The bottom panel also includes false score 30, also referred to in the specification and claims as an intermediate fold line. As best shown in FIG. 4, the false score or fold line 30 is spaced from and parallel to the fold line 28, and is connected to the adjacent corners of the bottom panel 24 by diagonal slits 32.

The blank from which the carrier is formed is shown in FIG. 5 to comprise top panel section 14 connected to
side panel sections 12 and 13 by fold lines 34 and 36. Finger holes 38 in the top panel section serve as handle 

grips. The dust flaps 18 are connected to the side panel 

sections by fold lines 40, and the end panel flaps 22 are 

connected to the bottom panel section 24 by fold lines 42. In addition to the bottom panel section 24 being connected 

to the glue flap 26 by fold line 28, it is also connected to the side panel section 12 by fold line 44. The fold 

line 30 thus divides the bottom panel section into a minor 

portion, bounded by the fold line 28, the fold line 30 and 

the slits 32, and a major portion comprising the remainder 

of the bottom panel. The location of the fold 30 is 

dependent upon the difference in width between the top and 

bottom panels, and the angle of the slits 32 is a matter 

of choice, as explained below.

To form a flat collapsed carrier from the blank the 

glue flap 26 and the adjacent minor portion 46 of the 

bottom panel section are folded in about the intermediate 

fold line 30. Glue is then applied either to the glue flap 

26 or to the stippled portion 48 at the end of side panel 

section 13, as shown in FIG. 5. The side panel section 13 

and the top panel section 12 are then pivoted as a unit 

about the fold line 34 to bring the stippled portion 48 into contact with the glue flap, adhering these surfaces 

to each other. The resulting collapsed carrier is shown 

in FIG. 6. The bottom panel edges 50 and 52 formed by the 

slits 32 in the bottom panel section of the blank are 

separate and diverging at this point.

The collapsed carrier is erected to form a tube or 

sleeve by applying inward pressure to the folds 30 and 34 

at the ends of the collapsed carrier, as is well known in 

the industry. As illustrated in FIG. 7, the erected 

carrier is not yet square because the fold line 30 is still 

operative, leaving the area 46 of the bottom panel in the 

same plane as the lower portion of the side panel 13. 

However, since the combined width of the bases of the two 

adjacent rows of bottles inserted into the sleeve is equal 

to the width of the bottom panel, the bottles themselves
force the bottom panel portion 46 into the same plane as the rest of the bottom panel, making the fold line 28 the operative fold line between the side panel 13 and the bottom panel 24 as shown in FIG. 3. The edges 50 and 52 are therefore once again adjacent each other as shown in FIG. 4.

The actual location of the intermediate fold line in the bottom panel is determined by the widths of the top and bottom panels. To form a symmetrical carrier the intermediate fold line should be located a distance from the nearest bottom panel fold line equal to half the difference between the widths of the top and bottom panels.

As to the angle of the slits 32, it will be appreciated that they could theoretically be at right angles to the fold line 30, which would make them coincide with the bottom panel fold lines 42. However, this would have the undesirable effect of weakening the foldable connection between the end panel flaps 22 and the bottom panel 24. Therefore, it is preferred to angle the slits so that they are not so close to the fold lines 42 as to cause any significant weakening. An angle of 45° has been used in the example shown.

The invention is not limited to use with a partially open-ended carrier of the type illustrated in FIGS. 1-7, but may be incorporated in other sleeve-type carrier designs as well. The blank shown in FIG. 8, for example, is designed to form a fully enclosed carrier for receiving twelve bottles arranged in three rows of four bottles each. The blank is similar in basic layout to conventional blanks for forming enclosed carriers, comprising top panel section 56 connected by fold lines 58 and 60 to side panel sections 62 and 64. Each side panel section is connected to opposite dust flaps 66 by converging fold lines 68 and 70. A score line 72 in the dust flaps at the juncture of the fold lines 68 and 70 allows the upper portion of the dust flaps to fold in about the fold line 70 against the neck of an adjacent bottle. End panel flaps 74 are connected to the bottom panel section 76 by fold lines 78 as in the
first embodiment, but in this embodiment end panel flaps 80 are also provided, being connected to the top panel section 56 by fold lines 82. As in the first embodiment a glue flap 84 is connected to the bottom panel section by fold line 86 and a false score or intermediate fold line 88 in the bottom panel section is connected to the fold lines 78 by the slits 90 to form bottom panel minor portion 91. The bottom panel section is also connected to the side panel section 62 by fold line 92.

The process of forming a package from the blank is the same as described in connection with the first embodiment. The resulting carrier, without the bottles showing, is illustrated in FIG. 9 as having the false score line 88 in the bottom panel. As in the carrier of the first embodiment, the initially out-of-square erected carrier is squared up by being pushed into place by the base of the bottles as they enter the carrier tube.

Another embodiment of the invention is shown in FIG. 10 to be a partially open-ended carrier 94 similar to the carrier 10 of FIG. 3. In carrier 94, however, the intermediate fold line 96 is spaced a short distance from the fold line 44 rather than a short distance from the fold line 28.

The carrier 94 is formed from the blank shown in FIG. 11, wherein like reference numerals to those used in FIG. 5 denote similar elements. It can be seen that the intermediate fold line or false score line 96 is connected to the ends of fold line 44 by the diagonal slits 98 to form minor bottom panel portion 99. To form a collapsed carrier the bottom panel section 24 is folded about the fold line 96. Glue is applied to the glue flap 26 or to the end portion of the side panel section 13, after which the side panel section 13 is folded in about the fold line 36. This places the end portion of the side panel section 13 in contact with the glue flap 26, adhering them together. The resulting collapsed carrier is shown in FIG. 12. It will be appreciated that the collapsed carrier is similar in appearance to the reverse side of the collapsed
carrier of FIG. 6. This embodiment, therefore, results in the same type of carrier as the carrier of FIG. 1, but requires a different folding procedure to be employed to form a flat collapsed carrier. The unfolding of the intermediate fold line 96 takes place in the same manner as in the previous embodiments, by the bases of the incoming bottles forcing the lower portions of the side panels into a square relationship with the bottom panel. As in the other embodiments, in order to produce a symmetrical carrier the intermediate fold line is spaced a distance from the nearest bottom panel fold line equal to half the difference in widths between the top and bottom panels.

Although the carrier has been described in connection with a sleeve-type carrier for packaging bottles, it will be understood that it may be used to package other types of tapered articles as well. The ability to use the base of the articles to force the erected carrier into square condition makes for a more stable process and makes it easier to introduce articles into the carrier. Also, the location of the false score in the bottom panel has no visual impact, thereby not interfering with any graphics printed on the side or top panels.

It will be understood that the invention is not limited to all the specific details described in connection with the preferred embodiments, except as they may be within the scope of the appended claims, and that changes to certain features of the preferred embodiments which do not alter the overall basic function and concept of the invention are contemplated.
WHAT IS CLAIMED IS:

1. An article carrier, comprising:
   opposite side panels connected to opposite side edges
   of a top panel and to opposite side edges of a bottom
   panel, the side edges of the top and bottom panels being
   substantially parallel;
   opposite end panels connected to the side panels and
   the bottom panel;
   the bottom panel having a greater width than the width
   of the top panel; and
   the bottom panel including an intermediate fold line
   substantially parallel to the side edges of the bottom
   panel, the intermediate fold line being spaced from the
   side edges of the bottom panel by an amount such that the
   bottom panel and one of the side panels can be folded about
   said fold line in a collapsed carrier from which the
   carrier is erected so as to be in substantially face-to-
   face contact in such a collapsed carrier.

2. An article carrier as defined in claim 1, wherein
   the intermediate fold line is spaced from the side edge of
   the bottom panel connected to said one side panel a
   distance substantially equal to half the difference between
   the width of the bottom panel and the width of the top
   panel.

3. An article carrier as defined in claim 2, wherein
   the bottom panel is connected to said one side panel by a
   glue flap.

4. An article carrier as defined in claim 2, wherein
   the bottom panel is connected to the opposite side panel
   by a glue flap.

5. An article carrier as defined in claim 1, wherein
   each end panel is comprised of inwardly folded dust flaps
   connected to the opposite side panels and an upwardly
   folded end panel flap connected to the bottom panel, the
   end panel flap being adhered to the dust flaps.

6. An article carrier as defined in claim 5, wherein
   each end panel further includes a downwardly folded end
   panel flap connected to the top panel, the downwardly
folded end panel flap being adhered to the upwardly folded end panel flap.

7. An article carrier as defined in claim 1, wherein the bottom panel has a length greater than the length of the top panel.

8. An article carrier as defined in claim 1, wherein the intermediate fold line has opposite ends, the bottom panel including a slit extending from each end of the intermediate fold line to the fold line connecting the bottom panel to said one side panel.

9. An article carrier as defined in claim 8, wherein the slits extend diagonally to the fold line connecting the bottom panel to said one side panel.

10. A blank for forming an article carrier, comprising:
   a top panel section having opposite side edges;
   a side panel section connected to each side edge of the top panel section by a fold line;
   a bottom panel section having opposite side edges, one of the side edges being connected to one of the side panel sections by a fold line;
   a glue flap connected to either the other side panel section or the opposite side edge of the bottom panel section;
   the aforesaid side edges and the aforesaid fold lines being substantially parallel to each other; and
   the bottom panel section including an intermediate fold line substantially parallel to the side edges of the bottom panel section, the intermediate fold line being spaced from the side edges of the bottom panel by an amount such that the bottom panel section and one of the side panel sections can be folded about said fold line in a collapsed carrier formed from the blank so as to be in substantially face-to-face contact therein.

11. A blank as defined in claim 10, wherein the intermediate fold line is spaced from said one side edge of the bottom panel section a distance substantially equal to half the difference between the width of the bottom
panel section and the width of the top panel section.
12. A blank as defined in claim 10, wherein the intermediate fold line is spaced from said opposite side edge of the bottom panel section a distance substantially equal to half the difference between the width of the bottom panel section and the width of the top panel section.

13. A blank as defined in claim 10, wherein the bottom panel section and each side panel section have opposite end edges, each end edge of the side panel sections being connected by a fold line to a dust flap, each end edge of the bottom panel section being connected by a fold line to an end panel flap.

14. A blank as defined in claim 13, wherein the top panel section has opposite end edges, each end edge of the top panel section being connected by a fold line to an end panel flap.

15. A blank as defined in claim 10, wherein the intermediate fold line has opposite ends, the bottom panel section including a slit extending from each end of the intermediate fold line to the fold line connecting the bottom panel section to said one side panel section.

16. A blank as defined in claim 15, wherein the slits extend diagonally to the fold line connecting the bottom panel to said one side panel section.

17. A collapsed article carrier, comprising:

a top panel having opposite side edges, each side edge being connected by a fold line to a side panel;

one of the side panels extending unfolded and lying in the plane of the top panel, the other side panel being folded about the top panel fold line associated therewith and lying substantially flat against the top panel;

a bottom panel having opposite side edges and having a width greater than the width of the top panel, one of the side edges being connected by a fold line to said one side panel and the opposite side edge being connected by a fold line to said other side panel;

the bottom panel including an intermediate fold line
substantially parallel to the side edges of the bottom
panel, the intermediate fold line dividing the bottom panel
into a minor portion and a major portion; and
the bottom panel being folded about the intermediate
fold line, the major portion of the bottom panel lying
substantially in the plane of said other side panel and the
minor portion of the bottom panel lying substantially in
the plane of said one side panel.

18. A collapsed article carrier as defined in claim
17, wherein the bottom panel is connected to said other
side panel by a glue flap.

19. A collapsed article carrier as defined in claim
17, wherein the bottom panel has a length greater than the
length of the top panel.

20. A collapsed article carrier as defined in claim
17, wherein the bottom panel and each side panel have
opposite end edges, each end edge of the side panel
sections being connected by a fold line to a dust flap and
each end edge of the bottom panel section being connected
by a fold line to an end panel flap.

21. A collapsed article carrier as defined in claim
20, wherein the top panel has opposite end edges, each end
edge of the top panel being connected by a fold line to an
end panel flap.

22. A collapsed article carrier as defined in claim
17, wherein the intermediate fold line has opposite ends,
the bottom panel including a slit extending from each end
of the intermediate fold line to the fold line connecting
the bottom panel to said one side panel.

23. A collapsed article carrier as defined in claim
22, wherein the slits extend diagonally to the fold line
connecting the bottom panel to said one side panel.
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER
IPC(6) : B65D 65/00
US CL : 206/427, 429, 434
According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED
Minimum documentation searched (classification system followed by classification symbols)
U.S. : 206/427, 429, 434

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic data base consulted during the international search (name of data base and, where practicable, search terms used)

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>US 4,574,997 A (IKEDA) 11 March 1986, See Figure 1 and entire document</td>
<td>17</td>
</tr>
<tr>
<td>Y</td>
<td>US 5,246,112 A (STOUT et al) 21 September 1993, See entire document</td>
<td>1-9, 13-14 and 20-21</td>
</tr>
<tr>
<td>Y</td>
<td>US 3,698,625 A (GRASER) 17 October 1972, See entire document</td>
<td>1</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C. See patent family annex.

Date of the actual completion of the international search: 09 JANUARY 1997
Date of mailing of the international search report: 29 JAN 1997

Name and mailing address of the ISA/US
Commissioner of Patents and Trademarks
Box PCT
Washington, D.C. 20231
Facsimile No. (703) 305-3230

Authorized officer
Paul Sewell
Telephone No. (703) 308-2126

Form PCT/ISA/210 (second sheet)(July 1992)*