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To all whom it may concern: 
Be it known that I, JAMEs MCMURRAY, of 

East Portland, in the county of Multnomah 
and State of Oregon, have invented a new and 
useful Improvement in Cooking-Utensils, of 
Which the following is a specification. 

Figure 1 is a top view of a kettle to which 
my improvements have been applied, parts 
being broken away to show the construction. 
Fig. 2 is a vertical section of the same. 
Similar letters of reference indicate corre 

sponding parts. 
The object of this invention is to provide ket. 

tles, sauce-pans, and other cooking-vessels with 
straining and steaming attachments, which 
shall be so constructed that they may be read 
ily applied to the said vessels, and attached 
and detached, as required, and which shall be 
simple in construction and inexpensive in 
manufacture. 
The invention consists in the detachable 

strainer provided with the U-wire at one end 
and the wire bolt at the other end, secured in 
place by the keepers, and the points, with 
their ends projecting to enter holes in the rim 
of the vessel, and in the perforated diaphragm 
provided with wire legs secured in place by 
-being passed through the holes of the said 
steamer, and provided with a wire-loop han 
dle secured in place by having its ends passed 
beneath the looped parts of the wire legs that 
are above the said diaphragm, as hereinafter 
fully described. . . . J . 
A represents a cooking-vessel, which may 

be of any desired shape and size. B is a cast 
iron strainer, of such a shape and size as to 
fit into and cover about one-half of the mouth 
of the vessel A. 
To one end of the strainer B is attached a 

U-shaped wire, C, in such a way that its two 
ends may project far enough to pass through 
two holes formed in the rim of the vessel A, 
near its edge. 
The wire C is secured to the strainer B by 

sheet-iron keepers c' attached to it, and is 
kept from slipping in the said keepers c' by 
points c, cast upon the said strainer B. in 

such positions as to be upon the oppositesides 
of the bend of the said wire. 

- To the other end of the strainer B is at 
tached a wire bolt, D, which slides in sheet 
iron keepers d, attached to the said strainer 
B in such positions that the forward end of 
the bolt D may be slid into a hole formed in 
the rim of the vessel A, near its edge. 
The middle part of the bolt D is bent into a 

loop, d, to serve as a handle for operating the 
said bolt, and for putting in and taking out 
the strainer. 
When the strainer B is in place the bolt D 

may be locked by turning the handled down 
to engage with a point, d, cast upon the said 
Strainer. . . . . 
With this construction the wire C and bolt 

D hold the strainer B securely in place, and 
allow it to be easily and quickly attached and 
detached, as may be required. . . . 
The strainer B may be provided with slots, 

or holes for the escape of the liquid, as may 
be desired. ; : 
When the strainer B is to be applied to old 

Vessels the holes to receive the ends of the 
wire C and bolt D must be drilled in it; but 
When the said strainer is to be applied to new 
Vessels the said holes may be cast in them. 
E is a cast-iron flanged diaphragm, of 

Such a shape and size as to fit into the lower 
part of the vessel A, and which is provided 
With holes or slots to allow the steam to pass 
through. 
The diaphragm E is supported upon legs F, 

formed of wire bent into the proper form and 
Secured in place by being passed through 
holes in the said diaphragm E. . . . 
The diaphragm E is also provided with a 

handle, G, formed of wire bent into loop 
form, and which is secured in place by pass 
ing its ends beneath the parts of the wire F 
that are upon the upper side of the said dia. 
phragm E. . . . . 

Eiaving thus described my invention, I claim 
as new and desire to secure by Letters Pat 
ent 

1. The detachable strainer B, provided with 
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the U-wire C at one end, and the wire bolt D 
at the other end, secured in place by the keep 
ers of d, and the points c' d', with their ends 
projecting to enter holes in the rim of the ves 
sel A, substantially as herein shown and de 
scribed. 

2. The diaphragm E, provided with wirelegs 
F, secured in place by being passed through 
the holes of the said diaphragin, and provided 

with a wire-loop handle, G, secured in place 
by having its ends passed beneath the parts 
of the wire F that are above the upper sur 
face of said diaphragm, substantially as here 
in shown and described. 

JAMES MCMURRAY. 
Witnesses: 

E. O. Dow D, 
C. BARRELL, Jr. 

  

  


