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ihis invention relates to a variable control of 
transmission in a circuit for supplying signal 
power to a Wave translating device subject to 
damage from overheating when supplied with a 
high average amount of signal power for a time 
in excess of a certain time interval. More par 
ticularly, it relates to a control embodying a 
thermoSensitive element for supplying a high 
average amount of signal power to the translat 
ing device for a certain time interval but a low 
average amount of signal power for a further 
time interval. Which includes the certain time 
interval. 
The invention will be described with reference 

to its embodiment in an underwater ranging sys 
ten of the type in which a wave translating de 
Vice imparts the signal pulses to the seawater, 
and echoes are utilized to actuate receiving ap 
paratus for obtaining information regarding dis 
tant submerged objects. These pulses must be 
sufficiently powerful to produce measurable 
echoes Within the range of the system. As the 
duration of individual pulses may vary, the av 
erage power for a pulse of relatively long dura 
tion may be large enough to cause dangerous 
Overheating of the Wave translating device unless 
protection is provided to preclude such overheat 
ing. 

In one underwater echo ranging system of 
recent design, the wave translating device com 
prises piezoelectric crystal material which tends 
to become overheated and thereby to be dam 
aged. One Wave translating device of this type 
is disclosed in the copending application of A. C. 
Keller, Serial No. 493,177, filed July 3, 1943. The 
capability of this translating device for dissipat 
ing signal power is such that maximum power 
may be applied for a certain time interval with 
out causing damage from overheating, but not 
for longer intervals without causing damage. 
One Way of protecting the translating device 

would be to use a limiter, such as shown in the 
patent of G. T. Ford, No. 2,084,135, issued June 
15, 1934, for limiting the pulse power to so low a 
value that the echo ranging system could operate 
indefinitely without overheating the piezoelec 
tric Crystal material. This is undesirable as it 
Would tend to limit the power of the signal pulses 
and thereby the range of the system. Another 
Way would be to cut-off the transmitter when the 
temperature of piezoelectric crystal material at 
tained a maximum safe value. This is undesir 
able as it might disable the transmitter at a mo 
ment When continued operation would be vitally 
important. Furthermore, as manual operation is 
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contemplated, automatic shut-off is obviously un 
desirable. 
When the signal pulses are applied to the cryS 

tal translating device on a manual basis, for ex 
ample, by a manually operated telegraph key, it 
may happen that the signal pulses will be inad 
vertently continuously applied with substantially 
maximum power for too long a time interval 
thereby overheating the crystal translating device 
and causing damage to it. This may mean that 
When a ship equipped with an echo ranging Sys 
ten goes to sea for a long period of duty, it Would 
be required to carry a supply of spare crystal 
translating devices unless some means Were pro 
vided for giving effective protection to the crys 
tal translating device against Overheating. Apart 
from the cost of spare crystal translating de 
vices, the replacement of a damaged translating 
device means that the echo ranging System must 
be taken out of Service, and this might be ha2 
ardous under SOme Conditions. 

In accordance With the present invention, there 
is provided an automatic control system (specifi 
cally including a thermosensitive element) which 
allows operation of the transmitting apparatus 
at Substantially full signal power output until 
overheating of the Crystal translating device is 
threatened, and thereafter operation at a reduced 
signal power output such that the operation may 
continue indefinitely without the danger of over 
heating the crystal translating device. Thus, the 
echo ranging system may be operated at its full 
signal output for a normal operational period 
Without concern on the part of the operator that 
the system may be damaged by overheating or 
that the system may be automatically disabled 
at any moment, and With the knowledge that 
the system can continue to be used beyond the 
normal period, with reduced signal output, for 
as long as desired. Hence, the safe tempera 
ture of the crystal translating device for dissi 
pating the signal pulse power in the seawater is 
not exceeded regardless of the time duration of 
individual signal pulses. 
The present invention contemplates an auto 

matic arrangement embodying a thermosensitive 
element for controlling the amount of signal 
power Supplied to a load whereby the maximum 
amount of signal power is effective for a certain 
time interval but a lesser amount of signal power 
becomes effective as the certain time interval is 
exceeded. 
The object of the invention is to control the 

power of signal pulse Waves transmitted through. 
an amplifier under control of the amplifier out 
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put Such that the average amount of signal 
power supplied to the load is high for a certain 
time interval and Such that the average amount 
of signal power supplied to the load is low for 
the time in excess of the certain time interval. 
In a specific embodiment of the present in 

vention, a thermosensitive element comprising a 
resistor having a preselected temperature co 
efficient of resistance is applied in shunt of the 
input of the amplifier, and a heating coil is con 
nected in series with the secondary Winding of 
the output transformer and positioned in heat 
transfer relation to the thermoSensitive element. 

In operation, the characteristics of the ther 
mosensitive element and heating coil therefor are 
So preselected that the maximum amount of 
signal power is continuously supplied to the load 
for a certain time interval, but a leSSer amount 
of signal power is continuously supplied there 
to as the certain time interval is exceeded. Dur 
ing the certain time interval, the time lag is such 
that the heating effect of the amplified signal 
current flowing in the heating coil is insufficient 
to influence the effective resistance of the ther 
mosensitive element to any appreciable extent, 
and this resistance is high so that substantially 
no unamplified signal current is shunted there 
through. 
As the certain time interval is exceeded, the 

heating effect of the heating coil due to the con 
tinuous flow of the amplified signal current 
therein is such that the temperature of the ther 
mosensitive element tends to increase to an ap 
preciable extent. As a consequence, the effec 
tive resistance of the thermosensitive element 
tends to decrease whereby a certain amount of 
the unamplified signal current is caused to be 
shunted off. This decreases the input signal volt 
age to the amplifier whereupon the latter de 
creases its voltage output. This continues until 
a condition of equilibrium is established in the 
circuit, at which condition the rate of the heat 
lost to the environment of the thermosensitive 
element by the heating coil equals the rate at 
which heat is Supplied to the thermosensitive ele 
ment by the heating coil. 
The invention Will be readily. Understood from 

the following- description taken together with 
the accompanying drawing which shows a power 
amplifying circuit embodying the invention. 

Referring to the drawing, line () is a transmis 
Sion line for Supplying signal pulses through an 
input transformer to a familiar multistage 
class B amplifier 2 whose output is applied 
through output transformer 3 to a load it. The 
amplifier may be of any suitable type including 
one or more stages as desired. The load com 
prising the Keller wave translating device or 
projector, Supra, possesses a capability for dissi 
pating the power of the signal pulses such 
that its temperature tends to remain at or be 
low a Safe value from the standpoint of damage 
due to overheating, so long as the signal pulses 
are caused to Sustain their maximum power for 
not more than a certain time interVal during 
each of a plurality of Successive predetermined 
time intervals which are substantially longer in 
duration than the certain time interval. In other 
Words, the Keller projector Will not sustain heat 
beyond the safe temperature value, provided suf 
ficient time is allowed after each signal pulse for 
the projector to dissipate a certain amount of 
heat. 

In the Operation of the circuit, Signal pulses 
may be supplied on an automatic basis to the 
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load Such that their maximum or peak power is 
Sustained at a high constant value for a certain 
time interval which constitutes a portion of each 
Successive predetermined time period and such 
that their power is Zero during the remaining 
portion of each successive predetermined time 
period. As a consequence, a tolerable average 
amount of pulse power is supplied to the load 
during individual predetermined time periods. 
The load, as previously pointed out, possesses a 
capability for dissipating the tolerable average 
pOWer at a rate Such that its temperature is Sub 
Stantially maintained at or below a safe value 
from the Standpoint of damage due to excessive 
heating Occasioned by the signal pulses. 

In the foregoing operation, in one particular 
installation, it was found that individual signal 
pulses of maximum or peak value of about 100 
Watts could be supplied to the load for a certain 
time interval of approximately 35 milliseconds 
during individual predetermined time periods of 
about 1250 milliseconds. During each of the lat 
ter periods, the average amount of signal power 
Supplied to the load Was 2.8 watts. This power 
WaSfound to be Within the power dissipating ca 
pability of the load so that the temperature of the 
latter was maintained at or below the safe op 
erating Value. 

It has been further found that when the signal 
pulses Were Supplied to the load by a manually 
Operable telegraph key, their maximum or peak 
power may at times be Sustained for too long 
a period. Tihis results in the application of sig 
nal pulse power to the load at a rate faster than 
the load could dissipate it. Hence, the tempera 
ture of the load tends to increase beyond the safe 
operating value, possibly resulting in damage to 
the load. Such damage would, of course, depend 
On the amount of time in excess. Of the certain 
time interval during which the maximum signal 
pulse power was supplied to the load and might 
be great enough to put the projector out of serv 
ice. 
In accordance with the present invention, a 

thermosensitive element 20, is applied in shunt 
of the control grids of associated tubes of the in 
dividual amplifier stages, and a heating coil. 2; 
is connected in series with the secondary Winding 
of the output transformer and positioned in heat 
transfer relation to the thermosensitive. element. 
Thus, the thermosensitive eleminent 2 is effective 
ly disposed in shunt relation to the amplifier in 
put and load, and the heating coil is effectively 
arranged in series relation to the amplifier output 
and load. The latter including the heating coil 
associated therewith may be constructed in the 
manner disclosed in the patent of K. C. Black et 
al., No. 2,178,548, issued November 7, 1939. 
In the operation of the circuit on the basis of 

the automatic transmission of signal pulses, the 
negative temperature coefficient of resistance of 
the thermosensitive element and the characteris 
tics of the heating coil are preselected such that 
the operation of the circuit is substantially main 
tained asset forth hereinbefore. Under this con 
dition, the peak power impressed on the heating 
coil by individual signal pulses is about 3.0 watts 
during each certain time interval of 35 milisec 
onds, and the average power supplied to the heat 
ing coil by the individual signal pulses during 
each predetermined time period of 1250 millisec 
onds is approximately 0.084 Watt. This means 
that the effective resistance of the thern Osensi 
tive element 20 is substantially unchanged by the 
heating effect of the heating coil and the thermo 
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Sensitive element 20 in nowise influences the op 
eration of circuit in so far as the amplification 
of the Signal pulses is concerned. This is so for 
the reason that the magnitude of the effective 
resistance of the thermosensitive element 2 is 
Such that substantially no unamplified signal 
pulse current is shunted therethrough; and that 
the time lag between the thermosensitive element, 
20 and the heating coil is such that the tem 
perature of the thermosensitive element 2 is Sub 
Stantially unchanged during the 35 millisecond 
interWall. 

However, in the event, the maximum power of 
100 Watts for One signal pulse is delivered to the 
load for a time in excess of the certain time inter 
vall of 35 milliseconds, the peak power of 3.0 watts 
for that signal pulse is also supplied at the same 
time to the heating coil. The heating effect of 
the heating coil is such that the temperature of 
the thermosensitive element 20 now tends to in 
crease. As a consequence, the effective resistance 
of this element tends to decrease thereby causing 
a certain amount of the unamplified signal pulse 
current to be shunted therethrough. This re 
duces the amount of the signal pulse Woltage 
available at the input of the amplifier whereupoin 
the latter is caused to decrease its output. 
This continues until a condition of equilibriun 

is established, at which condition the rate of the 
heat lost to the environment of the thermosensi 
tive element 20 by the heating coil equals the rate 
at Which heat is Supplied to the thermosensitive 
element 2 by the heating coil. Now, the maxi 
mum pulse power delivered to the load is approxi 
mately 30 Watts, which power is inadequate to 
overheat the load when continuously supplied 
thereto for a time in excess of the certain tine 
interval of 35 milliseconds. 
As the load tends to be damaged due to over 

heating by the amplified signal pulse power in the 
nanner hereinbefore explained, it is noted that 
control embodying the thernoSensitive eleinent 
20 functions on the basis of increased heating oc 
casioned by the amplified signal pulse power when 
it is effective for a time in excess of 35 millisec 
onds. Hence, the time constant of Such contro 
is so preselected as to establish the equilibiium 
condition in the circuit at a magnitude of signal 
pulse power IeSS than that magnitude of Signal 
pulse power Which Would tend to Overheat the 
load. Thus, such control tends to anticipate the 
damaging magnitude of amplified signal pulse 
power from the standpoint of the load, and auto 
matically operates to reduce the magnitude of the 
amplified signal pulse power to a value less than 
Such damaging magnitude. In this connection, 
it is obvious that the time constants of the 
thermosensitive element 20 and heating coil may 
be so preselected as to change the power Supplied 
to the load With the Speed desired. 
AS the temperature of the thermosensitive elle 

ment 2 is affected by changes in ambient ten 
perature, in additi On to itS Wariations due to the 
effect of the heating coil, a thermosensitive ele 
nent 22 is connected in bridge of the heating coil 
to compensate the former element for its ambient 
temperature changes in a manner that Will noW 
be explained. The thermosensitive element 22 
may be constructed in the manner disclosed in 
the patent of G. L. Pearson, No. 2,184,847, issued 
December 26, 1939. 
ASSuming the operation of the circuit as pre 

viously pointed out at a certain ambient tem 
perature, the effective resistance of the thermo 
Sensitive element 22 is high as compared with 
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that of the heating coil. Hence, there is sub 
stantially no amplified signal current shunted 
through the thermistor 22 and thereby away from 
the heating coil; and the Operation of the thermo 
Sensitive element 2 is unaffected. As the ambient 
temperature tends to increase, the effective re 
sistance of the thermosensitive element 22 would 
tend to decrease to shunt therethrough a portion 
of the amplified signal current. This causes a 
Correspo}nding decrease in the aimotint Of ampli 
fied signal voltage being supplied to the heating 
coil, and accordingly a decrease in the heating 
effect thereof. As the temperature of the thermo 
sensitive element 2 Would also tend to increase 
due to the ambient temperature increase, the 
amount of the decrease in the heating effect of 
the heating coil is Substantially equal to the 
amount of heating effect required to bring about 
the aforementioned increase in the temperature 
Of the thernOSensitive element 2) due to the 
ambient temperature increase. In the event of 
a decrease in ambient temperature, the thermo 
sensitive elements 2 and 22 function in the oppo 
site sense. Thus, the thermosensitive element 22 
compensates the thermosensitive element 2 for 
changes in ambient temperature. 

It is understood that the power control herein 
before described could also be embodied in loud 
Speaker Systerns, telephone circuits and the like 
Wherein it is desired to transmit large peak signal 
power for One interval of time but Small average 
Signal pOWei for a longer interval of time includ 
ing the One time interval and at the same time to 
preclude damage to preselected apparatus in the 
Systems as a result of overheating in the event 
the large peak Signal power Were supplied thereto 
for a time in excess of the certain time interval. 
What is claimed is: 
. A transmission circuit including a wave 

translating device, and means for Supplying al 
ternating Current Waves of Substantially constant 
peak power to said device such that the tempera 
ture of Said device tends to remain at a safe 
Value when waves of peak power are supplied to 
said device for not more than a certain time and 
Such that the temperature of said device tends 
to exceed the safe value when waves of peak 
power tend to be supplied to said device for a 
time in excess of said certain time, and thermo 
Sensitive means for maintaining the temperature 
of Said device within the safe value when Waves 
of peak power tend to be supplied to said device 
for the eXcessive time, comprising a resistor hav 
ing a. temperature coefficient of resistance and 
Connected in shunt relation to said device, and 
a heating Winding positioned in heat-transfer 
relation to said resistor and connected in series 
relation to Said device, said heating winding vary 
ing the temperature of said resistor and thereby 
the effective resistance of said resistor at such 
rate during the excessive time that said power 
means is caused to Supply to said device waves 
Whose power is less than the peak power. 

2. In combination, a source of alternating cur 
rent Waves of substantially constant power, means 
for amplifying said waves to a substantially con 
stant peak power, wave translating apparatus 
connected to the output of said amplifying means 
and having a capability for dissipating the peak 
power Such that the temperature of said appara 
tus tends to remain at a safe value so long as 
WaVeS of the peak power are supplied to said ap 
paratus for a certain time or less and such that 
the temperature of said apparatus tends to exceed 
the safe value when Waves of the peak power tend 
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to be supplied to said apparatus for a period of 
time in excess of said certain time, and means for 
maintaining the temperature of Said apparatuS 
within the safe value when waves of the peak 
pOWeir tend to be Supplied to Said device for the 
eXcessive time, comprising a resistance element 
having a temperature coefficient of resistance 
connected in shunt relation to the input of said 
amplifying means, and a heating winding posi 
tioned in heat-transfer relation to said element 
and Connected in series relation to the output of 
Said amplifying means, said element varying its 
effective: resistance under control of Said heater 
during the excessive time such that a portion of 
the Waves from said source is shunted through 
Said element for So controlling the power of the 
Waves Supplied to Said apparatus as to maintain 
the temperature of said apparatus within the safe 
Value. 

3. In a transmission system including a source 
of discrete signal Waves of substantially constant 
peak power and varying time duration, a wave 
translating device having a capability for dis 
Sipating Waves of peak power such that the tem 
perature of said device tends to remain at a safe 
Value from the Standpoint of damage from over 
heating so long as individual waves of the peak 
power are supplied to said device for not more 
than a certain time and such that the tempera 
ture of said device tends to exceed the safe value 
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When individual Waves of the peak power tend to 
be Supplied to said device for a time in excess of 
said certain time, and means interposed between 
Said Source and said device for controlling the 
power of the waves applied to said device, com 
prising a resistor having a negative temperature 
coefficient of resistance and connected in Said 
Controlling means in shunt relation to said de 
Vice, and a heating coil positioned in heat-trans 
fer relation to said resistor and connected in said 
controlling means in Series relation to said de 
vice, said resistor having the characteristic of 
Varying its temperature under control of said 
heating winding at a rate such that substantially 
no change takes place in the temperature and 
effective resistance of said resistor so long as in 
dividual Waves of peak power are supplied to said 
device for Said certain time, and such that a 
change is effected in its temperature of said re 
Sistor and thereby in the effective resistance 
thereof when individual waves of peak power tend 
to be Supplied to said device for a time in excess 
of Said certain time, the change in the effective 
resistance of said resistor during the excessive 
time causing a portion of the current of the indi 
Vidual Waves to be shunted therethrough where 
by the power of the individual waves supplied to 
Said device is controlled. 

JOHN H. BOILIMAN. 


