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UNITED STATES 
1,524,416 

PATENT OFFICE. 
JOSEPH. J. wAITEKAITES, SYLVESTER A. REKSTIS, AND WALTER REIGEIS, OF CHICAGO, 

NOIS. 

ELECTRICALLY-OPERATED BABY CRAOLE, 

Application filed April 1, 1924. Serial No. 703,488. 

To all whom it may concern 
Be it known that we, Jose:PH. J. WAITE 

KAITEs, SYLVESTER A REKSTIs, and WALTER 
REIGIs, all three citizens of the United 
States, and residents of Chicago, in the 
county of Cook and State of Illinois, have 
invented certain new and useful Improve 

in Electrically-Operated Baby 
Cradles, of which the following is a specifi 
cation. 
This invention relates to electrically 

operated baby cradles, and it is the prin 
cipal object of our invention to provide a 
cradle of this type having a novel and im 
proved construction and arrangement of 
parts, whereby the cradle may be mechani 
cally rocked. - 
Another object of the invention is to pro 

vide a cradle of this character which is 
extremely simple in its construction and 
therefore inexpensive, yet durable, and 
which requires no special attendance. 
A further object of the invention is the 

provision of a cradle having a top which 
may be swung from one end of the cradle 
over the other, whereby means are provided 
to lock the top in either position. 
A still further object of the invention is 

the provision of a cradle provided with a 
lazy-tong arrangement carrying a pacifier 
or nipple for the baby. . 

It is furthermore, an object of the inven 
tion to provide a cradle equipped with 
proper drainage means, and with means for 
allowing a regulation of the speed and for 
limiting the swinging motion, and with a 
compartment for the storage of the baby's 
cloths or other articles of apparel etc. 
These and other objects and advantages 

of the invention which will become more 
fully apparent as the description thereof 
progresses, are obtained by the novel con 
struction and arrangement of parts here 
inafter more fully described and then spe 
cifically pointed out in the appended claim. 

In the accompanying drawings, forming 
a material part of this disclosure: 

Figure 1 is a side elevation of a cradle 
constructed according to the present inven 
tion. 

Figure 2 is a top plan view thereof. 
Figure 3 is a sectional plan view on line 

3-3 of Figure 1. - 
Figure 4 is an end view of the cradle seen 

in the direction of line 4-4 of figure 1. 

Figure 5 is a cross-section through the 
cradle on line 5-5 of Figure 1. 
Figure6 is a section through the top and 

part of the cradle on line 6- 6 of Figure 1. 
The cradle or crib proper of any suitable 

construction, shape and material is desig 
nated 10, and is suspended within a frame 
11 by means of the hangel's or links 12, the 
upper' ends of which are pivotally secured 
to the upper bars 13 of frame 11, while their 
lower ends are attached to suitable eyes 15 
of the cradle bottom. The bars 13 are sup 
ported by legs 16 equipped either with the 
ordinary casters, or, as shown, with swivel 
casters 17 adapted to turn in all directions. 
A canopy or top 18 of any well known 

suitable material and of the customary 
shape best shown in Figure 1, has its frame 
bars 19 pivotally secured at their apex, to 
a cross-bar 20 journaled in eyes attached to 
the cradle 10, so that the canopy may be 
SWung around the pivot bar 20 from one 
end of the cradle over the other as desired, 
to protect either end of the cradle. 
At their inner edges the bars 19 are 

equipped with Snap hooks 22 attached to 
the Outer ends of said bars at an angle 
thereto, and adapted to engage similar snap 
hooks 23 attached to the outer end faces 
of the cradle body near the upper edge 
thereof, for the purpose of locking the can 
opy in its adjusted positions. 
Within the cradle a spring mattress 24 
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of any well known type fitting into the 
cradle is located to form a comfortable 
resting place for the baby in its bedding, 
and a drainage pipe 25 is attached to the 
bottom of the cradle. 
"A bottom plate 26 is held by means of 
suitable supports 27 in the frame 11 below 
the cradle proper and at some distance 
therefrom. 
This plate carries a compartment or hous 

ing 28 for a drawer 29 for the storage of 
the baby's dresses or other articles of wear 
etc. which is adapted to be operated by 
means of a knob 30. 
A lazy-tong arrangement 31 is attached 

at one end to the cross-bar 20, and carries 
at its opposite end a pacifier or nipple 32, 
so that the child can draw the nipple to 
ward its mouth or push it away therefrom 
in order to amuse it and to occupy its 
attention. y 

The cradle is operated or rocked by elec 
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trical means including a motor within a 
housing 33 secured to the lower face of the 
plate 26 by means of a bracket 34. 
The shaft 35 of the motor carries on the 

outside of the housing 33 a small gear 36 
in mesh, with a larger gear 3 on a shaft 
38 which carries also a small gear 39 in 
mesh with a larger gear 40 on a shaft 41. 
A recess 42 in one end of the plate 26 al 
lows the passage of the gearing through 
plate 26. . 
The shaft 41 has secured thereto a link 

42' to the outer end of which one end of 
s 
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an arm 43 of an angular lever is attached, 
the other arm 44 of which is pivoted at one 
end to arm 43 and intermediate its ends, 
as at 45 to a bracket arm 46 adjustably 
secured to one of the legs 16, and the upper 
end of arm 44 is attached to the cradle 
bottom. The shafts 38 and 41 are journaled 
in a bracket 47 attached to one of the 
legs 16. 

he arm 44 is slotted at its upper end, 
as at 48, for allowing an adjustment of the 
same with respect to the cradle upon the 
roper adjustment of bracket arm 46 on 
eg 16 in order to provide for a regulation 
of the speed and for a limiting of the rock 
ing motion of the cradle within certain 
limits. 
The operation of the device will be per 

fectly understood by an inspection of the 
drawings, the motor is set in operation 
after the proper adjustment of bracket arm 
46 and the rotation of its shaft will be 
transmitted through the gear train to link 
43 which by means of the system of levers 
will impart to the cradle an alternating 
swinging or rocking, notion in one and the 
other direction. The lazy-tong arrange 
ment will allow pulling of the pacifier 
nearer to the mouth of the baby or pushing 
away therefrom, so as to occupy the mind 
of the child and to provide for amusement 
of the same without the danger of losing 
its toy by throwing the same over the edge 
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of the cradle and consequent displeasurd. 
The canopy can be conveniently swung 
around its pivot in order to protect the 
baby against the sun or light rays in any 
E.l l the d comfortable resting place, and the drai 
ipe will ensure at El "Ai 
The swivel casters permit a smooth move 
ment of the cradle across a floor to any 
desired place, and the rocking motion will 
be smooth and soothin 

It will be clear that anges may be made 
in the general arrangement and specific con 
struction of the minor details of my inven 
tion without departing from the scope and 
spirit thereof. 
Having thus described our invention 

what we claim as new and desire to protect 
by Letters Patent, is: ' 
In a rocking cradle of the class described, 

including a frame, a recessed base plate 
held in said frame, a motor having a hous 
ing suspended from the lower face of said 
plate, a train of gears passing through the 
recess in said plate and adapted to be oper 
ated from the shaft of said motor, shafts 
for the gears of said train, a bracket for 
providing bearings for said shafts, a link 
for the shaft of the uppermost gear of 
said train, an angular lever having one of 
its arms secured to said link, a bracket arm 
adjustably secured to one of the legs of 
Said frame, the other arm of said angular 
level pivoted intermediate its ends to said 
arm, and having a longitudinal slot in its 
upper end adapted to receive a pin on said 
cradle, and a plurality of hangers from 
which said cradle is movably suspended 
within said frame. 
Signed at Chicago in the county of Cook 

and State of Illinois this 24th day of 
March A. D. 1924. 

JOSEPH. J. WAITEKAITES. 
SYLVESTER A. REKSTIS. 
WALTER REGIS. 
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