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HGH DATA RATE INTERFACE WITH 
IMPROVED LNKSYNCHRONIZATION 

CLAIM OF PRIORITY UNDER 35 U.S.C. S 119 

0001. The present Application for patent is a Continuation 
Application of patent application Ser. No. 11/008,024, 
entitled “High Data Rate Interface with Improved Link Syn 
chronization', filed Dec. 8, 2004, which claims priority to 
Provisional Application No. 60/527,996 entitled “Switchable 
Threshold Differential Interface', filed Dec. 8, 2003, both 
applications assigned to the assignee hereof and hereby 
expressly incorporated by reference herein. 

BACKGROUND 

0002 1. Field 
0003 Embodiments of the invention in this disclosure 
relate to a digital signal protocol and process for communi 
cating or transferring signals between a host device and a 
client device at high data rates. More specifically, the disclo 
Sure relates to a technique for transferring multimedia and 
other types of digital signals from a host or controller device 
to a client device for presentation or display to an end user 
using a low power high data rate transfer mechanism having 
internal and external device applications. 
0004 2. Background 
0005 Computers, electronic game related products, and 
various video technologies (for example DVD's and High 
Definition VCRs) have advanced significantly over the last 
few years to provide for presentation of increasingly higher 
resolution still, video, video-on-demand, and graphics 
images, even when including some types of text, to end users 
of Such equipment. These advances in turn mandated the use 
of higher resolution electronic viewing devices such as high 
definition video monitors, HDTV monitors, or specialized 
image projection elements. Combining Such visual images 
with high-definition or -quality audio data, Such as when 
using CD type sound reproduction, DVDs, Surround-sound, 
and other devices also having associated audio signal outputs, 
is used to create a more realistic, content rich, or true multi 
media experience for an end user. In addition, highly mobile, 
high quality Sound systems and music transport mechanisms, 
such as MP3 players, have been developed for audio only 
presentations to end users. This has resulted in increased 
expectations for typical users of commercial electronics 
devices, from computers to televisions and even telephones, 
now being accustomed to and expecting high or premium 
quality output. 
0006. In a typical video presentation scenario, involving 
an electronics product, video data is typically transferred 
using current techniques at a rate that could be best termed as 
slow or medium, being on the order of one to tens of kilobits 
per second. This data is then either buffered or stored in 
transient or longer-term memory devices, for delayed (later) 
play out on a desired viewing device. For example, images 
may be transferred 'across' or using the Internet using a 
program resident on a computer having a modem or other 
type of Internet connection device, to receive or transmit data 
useful in digitally representing an image. A similar transfer 
can take place using wireless devices Such as portable com 
puters equipped with wireless modems, or wireless Personal 
Data Assistants (PDAs), or wireless telephones. 
0007. Once received, the data is stored locally in memory 
elements, circuits, or devices, such as RAM or flash memory, 
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including internal or external storage devices Such as Small 
size hard drives, for playback. Depending on the amount of 
data and the image resolution, the playback might begin rela 
tively quickly, or be presented with longer-term delay. That is, 
in Some instances, image presentation allows for a certain 
degree of real time playback for very small or low resolution 
images not requiring much data, or using some type of buff 
ering, so that after a small delay, Some material is presented 
while more material is being transferred. Provided there are 
no interruptions in the transfer link, or interference from other 
systems or users relative to the transfer channel being used, 
once the presentation begins the transfer is reasonably trans 
parent to the end user of the viewing device. Naturally, where 
multiple users share a single communication path, such as a 
wired Internet connection, transfers can be interrupted or 
slower than desired. 

0008. The data used to create either still images or motion 
Video are often compressed using one of several well known 
techniques such as those specified by the Joint Photographic 
Experts Group (JPEG), the Motion Picture Experts Group 
(MPEG), and other well known standards organizations or 
companies in the media, computer, and communications 
industries to speed the transfer of data over a communication 
link. This allows transferring images or data faster by using a 
Smaller number of bits to transfer a given amount of informa 
tion. 

0009. Once the data is transferred to a “local device such 
as a computer having a storage mechanism Such as memory, 
or magnetic or optical storage elements, or to other recipient 
devices, the resulting information is un-compressed (or 
played using special decoding players), and decoded if 
needed, and prepared for appropriate presentation based on 
the corresponding available presentation resolution and con 
trol elements. For example, a typical computer video resolu 
tion in terms of a screen resolution of X by Y pixels typically 
ranges from as low as 480x640 pixels, through 600x800 to 
1024x1024, although a variety of other resolutions are gen 
erally possible, either as desired or needed. 
0010 Image presentation is also affected by the image 
content and the ability of given video controllers to manipu 
late the image in terms of certain predefined color levels or 
color depth (bits per pixel used to generate colors) and inten 
sities, and any additional overhead bits being employed. For 
example, a typical computer presentation would anticipate 
anywhere from around 8 to 32, or more, bits per pixel to 
represent various colors (shades and hues), although other 
values are encountered. 

0011. From the above values, one can see that a given 
screen image is going to require the transfer of anywhere from 
2.45 Megabits (Mb) to around 33.55 Mb of data over the 
range from the lowest to highest typical resolutions and 
depth, respectively. When viewing video or motion type 
images at a rate of 30 frames per second, the amount of data 
required is around 73.7 to 1,006 Megabits of data per second 
(Mbps), or around 9.21 to 125.75 Megabytes per second 
(MBps). In addition, one may desire to present audio data in 
conjunction with images. Such as for a multimedia presenta 
tion, or as a separate high resolution audio presentation, Such 
as CD quality music. Additional signals dealing with interac 
tive commands, controls, or signals may also be employed. 
Each of these options adding even more data to be transferred. 
Furthermore, newer transmission techniques involving High 
Definition (HD) television and movie recordings may add 
even more data and control information. In any case, when 
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one desires to transfer high quality or high resolution image 
data and high quality audio information or data signals to an 
end user to create a content rich experience, a high data 
transfer rate link is required between presentation elements 
and the source or host device that is configured to provide 
Such types of data. 
0012 Data rates of around 115 Kilobytes (KBps) or 920 
Kilobits per second (Kbps) can be routinely handled by some 
modern serial interfaces. Other interfaces such as USB serial 
interfaces, can accommodate data transfers at rates as high as 
12 MBps, and specialized high speed transferS Such as those 
configured using the Institute of Electrical and Electronics 
Engineers (IEEE) 1394 standard, can occur at rates on the 
order of 100 to 400MBps. Unfortunately, these rates fall short 
of the desired high data rates discussed above which are 
contemplated for use with future wireless data devices and 
other services for providing high resolution, content rich, 
output signals for driving portable video displays or audio 
devices. This includes computers for business and other pre 
sentations, gaming devices, and so forth. In addition, these 
interfaces require the use of a significant amount of host or 
system and client software to operate. Their software protocol 
stacks also create an undesirably large amount of overhead, 
especially where mobile wireless devices or telephone appli 
cations are contemplated. Such devices have severe memory 
and power consumption limitations, as well as already taxed 
computational capacity. Furthermore, Some of these inter 
faces utilize bulky cables which are too heavy and unsatis 
factory for highly aesthetic oriented mobile applications, 
complex connectors which add cost, or simply consume too 
much power. 
0013 There are other known interfaces such as the Analog 
Video Graphics Adapter (AVGA), Digital Video Interactive 
(DVI) or Gigabit Video Interface (GVIF) interfaces. The first 
two of these are parallel type interfaces which process data at 
higher transfer rates, but also employ heavy cables and con 
Sume large amounts of power, on the order of several watts. 
Neither of these characteristics are amenable to use with 
portable consumer electronic devices. Even the third inter 
face consumes too much power and uses expensive or bulky 
COnnectOrS. 

0014 For some of the above interfaces, and other very 
high rate data systems/protocols or transfer mechanisms 
associated with data transfers for fixed installation computer 
equipment, there is another major drawback. To accommo 
date the desired data transfer rates also requires substantial 
amounts of power and/or operation at high current levels. 
This greatly reduces the usefulness of Such techniques for 
highly mobile consumer oriented products. 
00.15 Generally, to accommodate such data transfer rates 
using alternatives Such as say optical fiber type connections 
and transfer elements, also requires a number of additional 
converters and elements that introduce much more complex 
ity and cost, than desired for a truly commercial consumer 
oriented product. Aside from the generally expensive nature 
of optical systems as yet, their power requirements and com 
plexity prevents general use for lightweight, low power, por 
table applications. 
0016 What has been lacking in the industry for portable, 
wireless, or mobile applications, is a technique to provide a 
high quality presentation experience, whether it be audio, 
video, or multimedia based, for highly mobile end users. That 
is, when using portable computers, wireless phones, PDAs, or 
other highly mobile communication devices or equipment, 
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the current video and audio presentation systems or devices 
being used simply cannot deliver output at the desired high 
quality level. Often, the perceived quality that is lacking is the 
result of unobtainable high data rates needed to transfer the 
high quality presentation data. This can include both transfer 
to more efficient, advanced or feature laden external devices 
for presentation to an end user, or transfer between hosts and 
clients internal to portable devices Such as computers, gaming 
machines, and wireless devices such as mobile telephones. 
0017. In this latter case, there have been great strides made 
in adding higher and higher resolution internal video screens, 
and other specialty input and/or output devices and connec 
tions to wireless devices like so called third generation tele 
phones, and to so called laptop computers. However, internal 
data busses and connections which may include bridging 
across rotating or sliding hinge orhinge-like structures which 
mount or connect video screens or other elements to the main 
housing where the host and/or various other control elements 
and output components reside. These are generally high 
bandwidth or high throughput interfaces. It is very difficult to 
construct high throughput data transfers interfaces using prior 
techniques which can require up to 90 conductors, or more, to 
achieve the desired throughput, on say a wireless telephone, 
as one example. Current solutions typically involve employ 
ing parallel type interfaces with relatively high signal levels 
which can cause the interconnection to be more costly, less 
reliable and potentially generate radiated emissions which 
could interfere with device functions. This presents many 
manufacturing, cost, and reliability challenging issues to 
OVCCO. 

0018. Such issues and requirements are also being seen on 
fixed location installations where communication or comput 
ing type devices, as one example, are added to appliances and 
other consumer devices to provide advanced data capabilities, 
Internet and data transfer connections, or built in entertain 
ment. Another example would be airplanes and busses where 
individual video and audio presentation screen are mounted 
in seat-backs. However, in these situations it is often more 
convenient, efficient, and easily serviceable to have the main 
storage, processing, or communication control elements 
located a distance from visible screens or audio outputs with 
an interconnecting link or channel for the presentation of 
information. This link will need to handle a significant 
amount of data to achieve the desired throughput, as dis 
cussed above. 

0019. Therefore, a new transfer mechanism is needed to 
increase data throughput between host devices providing the 
data and client display devices or elements presenting an 
output to end users. 
0020 Applicants have proposed such new transfer mecha 
nisms in U.S. patent application Ser. No. 10/020,520 filed 
Dec. 14, 2001, now U.S. Pat. No. 6,760,772, issued Jul. 6, 
2004 to Zou et al., and U.S. patent application Ser. No. 
10/236,657 filed Sep. 6, 2002, both entitled “Generating And 
Implementing A Communication Protocol And Interface For 
High Data Rate Signal Transfer, now allowed, which are 
assigned to the assignee of the present invention and incor 
porated herein by reference. Also, U.S. application Ser. No. 
10/860,116 filed on Jun. 2, 2004, entitled “Generating and 
Implementing a Signal Protocol and Interface for Higher 
Data Rates. The techniques discussed in those applications 
can greatly improve the transfer rate for large quantities of 
data in high speed data signals. However, the demands for 
ever increasing data rates, especially as related to video pre 
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sentations, continue to grow. Even with other ongoing devel 
opments in data signal technology, there is stilla need to strive 
for even faster transfer rates, improved communication link 
efficiencies, and more powerful communication links. There 
fore, there is a continuing need to develop a new or improved 
transfer mechanism which is needed to increase data through 
put between host and client devices. 

SUMMARY 

0021. The above drawback, and others, existent in the art 
are addressed by embodiments of the invention in which a 
new protocol and data transfer means, method and mecha 
nism have been developed for transferring data between a 
host device and a recipient client device at high data rates. 
0022. Embodiments for the invention are directed to a 
Mobile Data Digital Interface (MDDI) for transferring digital 
data at a high rate between a host device and a client device 
over a communication path which employs a plurality or 
series of packet structures to form a communication protocol 
for communicating a pre-selected set of digital control and 
presentation data between the host and client devices. The 
signal communications protocol or link layer is used by a 
physical layer of host or client link controllers, receivers, or 
drivers. At least one link controller or driver residing in the 
host device is coupled to the client device through the com 
munications path or link, and is configured to generate, trans 
mit, and receive packets forming the communications proto 
col, and to form digital presentation data into one or more 
types of data packets. The interface provides for bi-direc 
tional transfer of information between the host and client, 
which can reside within a common overall housing or Support 
Structure. 

0023 The implementation is generally all digital in nature 
with the exception of differential drivers and receivers which 
can be easily implemented on a digital CMOS chip, requires 
a few as 6 signals, and operates at almost any data rate that is 
convenient for the system designer. The simple physical and 
link layer protocol makes it easy to integrate, and this sim 
plicity plus a hibernation state enables the portable system to 
have very low system power consumption. 
0024. To aid in use and acceptance, the interface will add 
very little to the cost of a device, will allow for consumption 
of very little power while able to power displays through the 
interface using standard battery Voltages, and can accommo 
date devices having a pocket-able form-factor. The interface 
is scalable to support resolutions beyond HDTV, supports 
simultaneous stereo video and 7.1 audio to a display device, 
performs conditional updates to any screen region, and Sup 
ports multiple data types in both directions. 
0025. In further aspects of embodiments of the invention, 
at least one client link controller, receiver, device, or driver is 
disposed in the client device and is coupled to the host device 
through the communications path or link. The client link 
controller is also configured to generate, transmit, and receive 
packets forming the communications protocol, and to form 
digital presentation data into one or more types of data pack 
ets. Generally, the host or link controller employs a state 
machine for processing data packets used in commands or 
certain types of signal preparation and inquiry processing, but 
can use a slower general purpose processor to manipulate data 
and some of the less complex packets used in the communi 
cation protocol. The host controller comprises one or more 
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differential line drivers; while the client receiver comprises 
one or more differential line receivers coupled to the commu 
nication path. 
0026. The packets are grouped together within media 
frames that are communicated between the host and client 
devices having a pre-defined fixed length with a pre-deter 
mined number of packets having different variable lengths. 
The packets each comprise a packet length field, one or more 
packet data fields, and a cyclic redundancy check field. A 
Sub-frame Header Packet is transferred or positioned at the 
beginning of transfers of other packets from the host link 
controller. One or more Video Stream type packets and Audio 
Stream type packets are used by the communications protocol 
to transfer video type data and audio type data, respectively, 
from the host to the client over a forward link for presentation 
to a client device user. One or more Reverse Link Encapsu 
lation type packets are used by the communications protocol 
to transfer data from the client device to the host link control 
ler. These transfer in some embodiments include the transfer 
of data from internal controllers having at leas one MDDI 
device to internal video screens. Other embodiments include 
transfer to internal Sound systems, and transfers from various 
input devices including joysticks and complex keyboards to 
internal host devices. 

0027 Filler type packets are generated by the host link 
controller to occupy periods of forward link transmission that 
do not have data. A plurality of other packets are used by the 
communications protocol to transfer video information. Such 
packets include Color Map, Bit Block Transfer, Bitmap Area 
Fill, Bitmap Pattern Fill, and Transparent Color Enable type 
packets. User-Defined Stream type packets are used by the 
communications protocol to transfer interface-user defined 
data. Keyboard Data and Pointing Device Data type packets 
are used by the communications protocol to transfer data to or 
from user input devices associated with said client device. A 
Link Shutdown type packet is used by the communications 
protocol to terminate the transfer of data in either direction 
over said communication path. 
0028. The communication path generally comprises or 
employs a cable having a series of four or more conductors 
and a shield. In addition, printed wires or conductors can be 
used, as desired, with some residing on flexible Substrates. 
0029. The host link controller requests display capabilities 
information from the client device in order to determine what 
type of data and data rates said client is capable of accommo 
dating through said interface. The client link controller com 
municates display or presentation capabilities to the host link 
controller using at least one Client Capability type packet. 
Multiple transfer modes are used by the communications 
protocol with each allowing the transfer of different maxi 
mum numbers of bits of data in parallel over a given time 
period, with each mode selectable by negotiation between the 
host and client link controllers. These transfer modes are 
dynamically adjustable during transfer of data, and the same 
mode need not be used on the reverse link as is used on the 
forward link. 

0030. In other aspects of some embodiments of the inven 
tion, the host device comprises a wireless communications 
device, such as a wireless telephone, a wireless PDA, or a 
portable computer having a wireless modem disposed 
therein. A typical client device comprises a portable video 
display Such as a micro-display device, and/or a portable 
audio presentation system. Furthermore, the host may use 
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storage means or elements to store presentation or multime 
dia data to be transferred to be presented to a client device 
USC. 

0031. In still other aspects of some embodiments, the host 
device comprises a controller or communication link control 
device with drivers as described below residing within a por 
table electronic device Such as a wireless communications 
device, such as a wireless telephone, a wireless PDA, or a 
portable computer. A typical client device in this configura 
tion comprises a client circuit or integrated circuit or module 
coupled to the host and residing within the same device, and 
to an internal video display Such as a high resolution screen 
for a mobile phone, and/or a portable audio presentation 
system, or in the alternative Some type of input system or 
device. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0032. Further features and advantages, as well as the struc 
ture and operation of various embodiments of the invention, 
are described in detail below with reference to the accompa 
nying drawings. In the drawings, like reference numbers gen 
erally indicate identical, functionally similar, and/or structur 
ally similar elements or processing steps, and the drawing in 
which an element first appears is indicated by the leftmost 
digit(s) in the reference number. 
0033 FIG. 1A illustrates a basic environment in which 
embodiments of the invention might operate including the use 
of a micro-display device, or a projector, in conjunction with 
a portable computer or other data processing device. 
0034 FIG. 1B illustrates a basic environment in which 
embodiments of the invention might operate including the use 
of a micro-display device or a projector, and audio presenta 
tion elements used in conjunction with a wireless transceiver. 
0035 FIG. 1C illustrates a basic environment in which 
embodiments of the invention might operate including the use 
of internal display or audio presentation devices used in a 
portable computer. 
0.036 FIG. 1D illustrates a basic environment in which 
embodiments of the invention might operate including the use 
of internal display or audio presentation elements used in a 
wireless transceiver. 
0037 FIG. 2 illustrates the overall concept of a Mobile 
Digital Data Interface with a host and client interconnection. 
0038 FIG.3 illustrates the structure of a packet useful for 
realizing data transfers from a client device to a host device. 
0039 FIG. 4 illustrates the use of an MDDI link controller 
and the types of signals passed between a host and a client 
over the physical data link conductors for a Type 1 interface. 
0040 FIG. 5 illustrates the use of an MDDI link controller 
and the types of signals passed between a host and a client 
over the physical data link conductors for Types 2, 3, and 4 
interfaces. 
0041 FIG. 6 illustrates the structure of frames and sub 
frames used to implement the interface protocol. 
0042 FIG. 7 illustrates the general structure of packets 
used to implement the interface protocol. 
0043 FIG. 8 illustrates the format of a Sub-frame Header 
Packet. 
0044 FIG. 9 illustrates the format and contents of a Filler 
Packet. 
004.5 FIG. 10 illustrates the format of a Video Stream 
Packet. 
0046 FIGS. 11A-11E illustrate the format and contents 
for the Video Data Format Descriptor used in FIG. 10. 
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0047 FIG. 12 illustrates the use of packed and unpacked 
formats for data. 
0048 FIG. 13 illustrates the format of an Audio Stream 
Packet. 
0049 FIG. 14 illustrates the use of byte-aligned and 
packed PCM formats for data. 
0050 FIG. 15 illustrates the format of a User-Defined 
Stream Packet. 
0051 FIG. 16 illustrates the formatofa Color Map Packet. 
0052 FIG. 17 illustrates the format of a Reverse Link 
Encapsulation Packet. 
0053 FIG. 18 illustrates the format of a Client Capability 
Packet. 
0054 FIG. 19 illustrates the format of a Keyboard Data 
Packet. 
0055 FIG. 20 illustrates the format of a Pointing Device 
Data Packet. 
0056 FIG. 21 illustrates the format of a Link Shutdown 
Packet. 
0057 FIG. 22 illustrates the format of a Client Request 
and Status Packet. 
0058 FIG.23 illustrates the format of a Bit Block Transfer 
Packet. 
0059 FIG. 24 illustrates the format of a Bitmap Area Fill 
Packet. 
0060 FIG. 25 illustrates the format of a Bitmap Pattern 
Fill Packet. 
0061 FIG. 26 illustrates the format of a Communication 
Link Data Channel Packet. 
0062 FIG. 27 illustrates the format of a Interface Type 
Handoff Request Packet. 
0063 FIG. 28 illustrates the format of an Interface Type 
Acknowledge Packet. 
0064 FIG. 29 illustrates the format of a Perform Type 
Handoff Packet. 
0065 FIG. 30 illustrates the format of a Forward Audio 
Channel Enable Packet. 
0066 FIG. 31 illustrates the format of a Reverse Audio 
Sample Rate Packet. 
0067 FIG. 32 illustrates the format of a Digital Content 
Protection Overhead Packet. 
0068 FIG.33 illustrates the format of a Transparent Color 
Enable Packet. 
0069 FIG.34 illustrates the format of a Round Trip Delay 
Measurement Packet. 
(0070 FIG. 35 illustrates the timing of events during the 
Round Trip Delay Measurement Packet. 
0071 FIG. 36 illustrates a sample implementation of a 
CRC generator and checker useful for implementing the 
invention. 
(0072 FIG. 37A illustrates the timing of CRC signals for 
the apparatus of FIG. 36 when sending data packets. 
(0073 FIG. 37B illustrates the timing of CRC signals for 
the apparatus of FIG. 36 when receiving data packets. 
0074 FIG. 38 illustrates processing steps for a typical 
service request with no contention. 
0075 FIG. 39 illustrates processing steps for a typical 
service request asserted after the link restart sequence has 
begun, contending with link start. 
0076 FIG. 40 illustrates how a data sequence can be trans 
mitted using DATA-STB encoding. 
0077 FIG. 41 illustrates circuitry useful for generating the 
DATA and STB signals from input data at the host, and then 
recovering the data at the client. 
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0078 FIG. 42 illustrates drivers and terminating resistors 
useful for implementing one embodiment. 
007.9 FIG. 43 illustrates steps and signal levels employed 
by a client to secure service from the host and by the host to 
provide Such service. 
0080 FIG. 44 illustrates relative spacing between transi 
tions on the Data0, other data lines (DataX), and the strobe 
lines (Stb). 
I0081 FIG. 45 illustrates the presence of a delay in 
response that can occur when a host disables the host driver 
after transferring a packet. 
0082 FIG. 46 illustrates the presence of a delay in 
response that can occur when a host enables the host driver to 
transfer a packet. 
0083 FIG. 47 illustrates leakage current analysis. 
0084 FIG. 48 illustrates switching characteristics and 
relative timing relationships for host and client output 
enabled and disable time. 
0085 FIG. 49 illustrates a high level diagram of signal 
processing steps and conditions by which synchronization 
can be implemented using a state machine. 
I0086 FIG.50 illustrates typical amounts of delay encoun 
tered for signal processing on the forward and reverse paths in 
a system employing the MDDI. 
0087 FIG. 51 illustrates marginal round trip delay mea 
Surement. 

0088 FIG.52A illustrates Reverse Link data rate changes. 
I0089 FIG.52B illustrates an example of advanced reverse 
data sampling. 
0090 FIG.53 illustrates a graphical representation of val 
ues of the Reverse Rate Divisor versus forward link data rate. 
0091 FIGS. 54A and 54B illustrate steps undertaken in 
the operation of an interface. 
0092 FIG.55 illustrates an overview of the interface appa 
ratus processing packets. 
0093 FIG. 56 illustrates the format of a Forward Link 
Packet. 
0094 FIG. 57 illustrates typical values for propagation 
delay and skew in an Type 1 Link interface. 
0095 FIG. 58 illustrates Data, Stb, and Clock Recovery 
Timing on a Type 1 Link for exemplary signal processing 
through the interface. 
0096 FIG. 59 illustrates typical values for propagation 
delay and skew in Type 2, Type 3 or Type 4 Link interfaces. 
0097 FIGS. 60A, 60B, and 60C illustrate different possi 

bilities for the timing of two data signals and MDDI Stb with 
respect to each other, being ideal, early, and late, respectively. 
0098 FIG. 61 illustrates interface pin assignments exem 
plary connectors used with a Type-I/Type 2 interfaces. 
0099 FIGS. 62A and 62B illustrate possible MDDI Data 
and MDDI Stb waveforms for both Type 1 and Type 2 Inter 
faces, respectively. 
0100 FIG. 63 illustrates a high level diagram of alterna 

tive signal processing steps and conditions by which synchro 
nization can be implemented using a state machine. 
0101 FIG. 64 illustrates exemplary relative timing 
between a series of clock cycles and the timing of a various 
reverse link packets bits and divisor values. 
0102 FIG. 65 illustrates exemplary error code transfer 
processing. 
0103 FIG. 66 illustrates apparatus useful for error code 
transfer processing. 
0104 FIG. 67A illustrates error code transfer processing 
for code overloading. 
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0105 FIG. 67B illustrates error code transfer processing 
for code reception. 
0106 FIG. 68A illustrates processing steps for a hostini 
tiated wake-up. 
0107 FIG. 68B illustrates processing steps for a client 
initiated wake-up. 
0.108 FIG. 68C illustrates processing steps for host and 
client initiated wake-up with contention. 
0109 FIG. 69 illustrates the format of a Request VCP 
Feature Packet. 
0110 FIG. 70 illustrates the format of a VCP Feature 
Reply Packet. 
0111 FIG. 71 illustrates the format of a VCP Feature 
Reply List. 
0112 FIG.72 illustrates the format of a Set VCP Feature 
Packet. 
0113 FIG. 73 illustrates the format of a Request Valid 
Parameter Packet. 
0114 FIG. 74 illustrates the format of a Valid Parameter 
Reply Packet. 
0115 FIG. 75 illustrates the format of a Scaled Video 
Stream Capability Packet. 
0116 FIG. 76 illustrates the format of a Scaled Video 
Stream Setup Packet. 
0117 FIG. 77 illustrates the format of a Scaled Video 
Stream Acknowledgement Packet. 
0118 FIG. 78 illustrates the format of a Scaled Video 
Stream Packet. 
0119 FIG. 79 illustrates the format of a Request Specific 
Status Packet. 
I0120 FIG.80 illustrates the formatofa Valid Status Reply 
List Packet. 
0121 FIG. 81A illustrates the format of a Packet Process 
ing Delay Parameters Packet. 
(0.122 FIG. 81B illustrates the format of a Delay Param 
eters List item. 
(0123 FIG. 82 illustrates the format of a Personal Display 
Capability Packet. 
0.124 FIG. 83 illustrates elements in the Points of Field 
Curvature List. 
0.125 FIG. 84A illustrates the format of a Client Error 
Report Packet. 
(0.126 FIG. 84B illustrates the format of an Error Report 
List item. 
0127 FIG. 85 illustrates the format of a Client Identifica 
tion Packet. 
0128 FIG. 86 illustrates the format of an Alternate Dis 
play Capability Packet. 
I0129 FIG. 87 illustrates the format of a Register Access 
Packet. 
I0130 FIG. 88A-88C illustrate use of two display buffers 
to reduce visible artifacts. 
I0131 FIG. 89 illustrates two buffers with display refresh 
faster than image transfer. 
(0132 FIG. 90 illustrates two buffers with display refresh 
slower than image transfer. 
(0.133 FIG.91 illustrates two buffers with display refresh 
much faster than image transfer. 
I0134 FIG.92 illustrates three buffers with display refresh 
faster than image transfer. 
I0135 FIG.93 illustrates three buffers with display refresh 
slower than image transfer. 
(0.136 FIG. 94 illustrates one buffer with display refresh 
faster than image transfer. 
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0.137 FIG.95 illustrates host-client connection via daisy 
chain and hub. 
0138 FIG. 96 illustrates client devices connected via a 
combination of hubs and daisy chains. 
0139 FIG. 97 illustrates a color map. 

DETAILED DESCRIPTION 

I. Overview 

0140. A general intent of the invention is to provide a 
Mobile Display Digital Interface (MDDI), as discussed 
below, which results in or provides a cost-effective, low 
power consumption, transfer mechanism that enables high- or 
very-high-speed data transfer over a short-range communica 
tion link between a host device and a client device, such as a 
display element, using a 'serial type of data link or channel. 
This mechanism lends itself to implementation with minia 
ture connectors and thin flexible cables which are especially 
useful in connecting internal (interior to a housing or Support 
frame) display or output elements or devices, or input devices 
to a central controller or communication element or device. In 
addition, this connection mechanism is very useful for con 
necting external display elements or devices such as wearable 
micro-displays (goggles or projectors) or other types of 
visual, audible, tactile information presentation devices to 
portable computers, wireless communication devices, or 
entertainment devices. 
0141 Although the terms Mobile and Display are associ 
ated with the naming of the protocol, it is to be understood that 
this is for convenience only in terms of having a standard 
name easily understood by those skilled in the art working 
with the interface and protocol. As it will relate to a VESA 
standard and various applications of that standard. However, 
it will be readily understood after a review of the embodi 
ments presented below that many non-mobile and non-dis 
play related applications will benefit from application of this 
protocol, resulting interface structure, or transfer mechanism, 
and the MDDI label is not intended to imply any limitations to 
the nature or usefulness of the invention or its various 
embodiments. 
0142. An advantage of embodiments of the invention is 
that a technique is provided for data transfer that is low in 
complexity, low cost, has high reliability, fits well within the 
environment of use, and is very robust, while remaining very 
flexible. 
0143 Embodiments of the invention can be used in a vari 
ety of situations to communicate or transfer large quantities of 
data, generally for audio, video, or multimedia applications 
from a host or source device where such data is generated, 
manipulated, such as for transfer to specific deices, or other 
wise processed, or stored; to a client or receiving device, Such 
as a video display or projection element, audio speakers, or 
other presentation device at a high rate. A typical application, 
which is discussed below, is the transfer of data from either a 
portable computer or a wireless telephone or modem to a 
visual display device such as a small video screen or a wear 
able micro-display appliance. Such as in the form of goggles 
or helmets containing Small projection lenses and Screens, or 
from a host to client device within Such components. That is, 
from a processor or controller to an internal screen or other 
presentation element, as well as from various internal, or 
external input devices employing a client to an internally 
located (collocated within same device housing or Support 
structure) host, or connected thereto by a cable or conductors. 
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0144. The characteristics or attributes of the MDDI are 
Such that they are independent of specific display or presen 
tation technology. This is a highly flexible mechanism for 
transferring data at a high rate without regards to the internal 
structure of that data, nor the functional aspects of the data or 
commands it implements. This allows the timing of data 
packets being transferred to be adjusted to adapt to the idio 
syncrasies of particular client devices, such as for unique 
display desires for certain devices, or to meet the require 
ments of combined audio and video for Some A-V systems, or 
for certain input devices such as joysticks, touchpads, and so 
forth. The interface is very display element or client device 
agnostic, as long as the selected protocol is followed. In 
addition, the aggregate serial link data, or data rate, can vary 
over several orders of magnitude which allows a communi 
cation system or host device designer to optimize the cost, 
power requirements, client device complexity, and client 
device update rates. 
0145 The data interface is presented primarily for use in 
transferring large amounts of high rate data over a "wired 
signal link or Small cable. However, some applications may 
take advantage of a wireless link as well, including optical 
based links, provided it is configured to use the same packet 
and data structures developed for the interface protocol, and 
can Sustain the desired level of transfer at low enough power 
consumption or complexity to remain practical. 

II. Environment 

0146 A typical application can be seen in FIGS. 1A and 
1B where a portable or laptop computer 100 and wireless 
telephone or PDA device 102 are shown communicating data 
with display devices 104 and 106, respectively, along with 
audio reproduction systems 108 and 112. In addition, FIG. 1A 
shows potential connections to a larger display or screen 114 
oran image projector 116, which are only shown in one figure 
for clarity, but are connectable to wireless device 102 as well. 
The wireless device can be currently receiving data or have 
previously stored a certain amount of multimedia type data in 
a memory element or device for later presentation for viewing 
and/or hearing by an end user of the wireless device. Since a 
typical wireless device is used for voice and simple text 
communications most of the time, it has a rather Small display 
screen and simple audio system (speakers) for communicat 
ing information to the device 102 user. 
0147 Computer 100 has a much larger screen, but still 
inadequate external Sound system, and still falls short of other 
multimedia presentation devices such as a high definition 
television, or movie screens. Computer 100 is used for pur 
poses of illustration and other types of processors, interactive 
Video games, or consumer electronics devices can also be 
used with the invention. Computer 100 can employ, but is not 
limited to orby, a wireless modem or other built in device for 
wireless communications, or be connected to such devices 
using a cable or wireless link, as desired. 
0.148. This makes presentation of more complex or “rich' 
data a less than a useful or enjoyable experience. Therefore, 
the industry is developing other mechanisms and devices to 
present the information to end users and provide a minimum 
level of desired enjoyment or positive experience. 
0149. As previously discussed above, several types of dis 
play devices have or are currently being developed for pre 
senting information to end users of device 100. For example, 
one or more companies have developed sets of wearable 
goggles that project an image in front of the eyes of a device 
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user to present a visual display. When correctly positioned 
Such devices effectively project a virtual image, as per 
ceived by a user's eyes, that is much larger than the element 
providing the visual output. That is, a very Small projection 
element allows the eye(s) of the user to “see’ images on a 
much larger scale than possible with typical LCD screens and 
the like. The use of larger virtual screen images also allows 
the use of much higher resolution images than possible with 
more limited LCD screen displays. Other display devices 
could include, but are not limited to, small LCD screens or 
various flat panel display elements, projection lenses and 
display drivers for projecting images on a Surface, and so 
forth. 

0150. There may also be additional elements connected to 
or associated with the use of wireless device 102 or computer 
100 for presenting an output to another user, or to another 
device which in turn transfers the signals elsewhere or stores 
them. For example, data may be stored in flash memory, in 
optical form, for example using a writeable CD media or on 
magnetic media Such as in a magnetic tape recorder and 
similar devices, for later use. 
0151. In addition, many wireless devices and computers 
now have built-in MP3 music decoding capabilities, as well 
as other advanced sound decoders and systems. Portable 
computers utilize CD and DVD playback capabilities as a 
general rule, and some have Small dedicated flash memory 
readers for receiving pre-recorded audio files. The issue with 
having Such capabilities is that digital music files promise a 
highly increased feature rich experience, but only if the 
decoding and playback process can keep pace. The same 
holds true for the digital video files. 
0152 To assist with sound reproduction, external speakers 
114 are shown in FIG. 1A, which could also be accompanied 
by addition elements such as sub-woofers, or “surround 
Sound speakers for front and rear Sound projection. At the 
same time, speakers or earphones 108 are indicated as built-in 
to the Support frame or mechanism of micro-display device 
106 of FIG. 1B. As would be known, other audio or sound 
reproduction elements can be used including power amplifi 
cation or sound shaping devices. 
0153. In any case, as discussed above, when one desires to 
transfer high quality or high resolution image data and high 
quality audio information ordata signals from a data source to 
an end user over one or more communication links 110, a high 
data rate is required. That is, transfer link 110 is clearly a 
potential bottleneck in the communication of data as dis 
cussed earlier, and is limiting system performance, since cur 
rent transfer mechanisms do not achieve the high data rates 
typically desired. As discussed above for example, for higher 
image resolutions such as 1024 by 1024 pixels, with color 
depths of 24-32 bits per pixel and at data rates of 30 fps, the 
data rates can approach rates in excess of 755 Mbps or more. 
In addition, such images may be presented as part of a mul 
timedia presentation which includes audio data and poten 
tially additional signals dealing with interactive gaming or 
communications, or various commands, controls, or signals, 
further increasing the quantity or data and the data rate. 
0154 It is also clear that fewer cables or interconnections 
required for establishing a data link, means that mobile 
devices associated with a display are easier to use, and more 
likely to be adopted by a larger user base. This is especially 
true where multiple devices are commonly used to establish a 
full audio-visual experience, and more especially as the qual 
ity level of the displays and audio output devices increases. 
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0.155. Another typical application related to many of the 
above and other improvements in Video screens and other 
output or input devices can be seen in FIGS. 1C and 1D where 
a portable or laptop computer 130 and wireless telephone or 
PDA device 140 are shown communicating data with “inter 
nal display devices 134 and 144, respectively, along with 
audio reproduction systems 136 and 146. 
0156. In FIGS. 1C and 1D, small cut-away sections of the 
overall electronic devices or products are used to show the 
location of one or more internal hosts and controllers in one 
portion of the device with a generalized communication link, 
here 138 and 148, respectively, connecting them to the video 
display elements or screens having the corresponding clients, 
across a rotating joint of Some known type used throughout 
the electronics industry today. One can see that the amount of 
data involved in these transferS requires a large number of 
conductors to comprise links 138 and 148. It is estimated that 
Such communication links are approaching 90 or more con 
ductors in order to satisfy today's growing needs for utilizing 
advanced color and graphical interfaces, display elements, on 
such devices because of the types of parallel or other known 
interface techniques available for transferring Such data. 
0157 Unfortunately, the higher data rates exceed current 
technology available for transferring data. Both in terms of 
the raw amount of data needing to be transferred per unit time, 
and in terms of manufacturing reliable cost effective physical 
transfer mechanisms. 
0158 What is needed is a technique, a structure, means or 
method, for transferring data at higher rates for the data 
transfer link or communication path between presentation 
elements and the data source, which allows for consistently 
low(er) power, light weight, and as simple and economical a 
cabling structure as possible. Applicants have developed a 
new technique, or method and apparatus, to achieve these and 
other goals to allow an array of mobile, portable, or even fixed 
location devices to transfer data to desired displays, micro 
displays, or audio transfer elements, at very high data rates, 
while maintaining a desired low power consumption, and 
complexity. 

III. High Rate Digital Data Interface System 
Architecture 

0159. In order to create and efficiently utilize a new device 
interface, a signal protocol and system architecture has been 
formulated that provides a very high data transfer rate using 
low power signals. The protocol is based on a packet and 
common frame structure, or structures linked together to form 
a protocol for communicating a pre-selected set of data or 
data types along with a command or operational structure 
imposed on the interface. 
(0160 A. Overview 
0.161 The devices connected by or communicating over 
the MDDI link are called the host and client, with the client 
typically being a display device of some type, although other 
output and input devices are contemplated. Data from the host 
to the display travels in the forward direction (referred to as 
forward traffic or link), and data from the client to the host 
travels in the reverse direction (reverse traffic or link), as 
enabled by the host. This is illustrated in the basic configura 
tion shown in FIG. 2. In FIG. 2, a host 202 is connected to a 
client 204 using a bi-directional communication channel 206 
which is illustrated as comprising a forward link 208 and a 
reverse link 210. However, these channels are formed by a 
common set of conductors whose data transfer is effectively 
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switched between the forward or reverse link operations. This 
allows for greatly reduced numbers of conductors, immedi 
ately addressing one of the many problems faced with current 
approaches to high speed data transfer in low power environ 
ments such as for mobile electronic devices. 

0162. As discussed elsewhere, the host comprises one of 
several types of devices that can benefit from using the 
present invention. For example, host 202 could be a portable 
computer in the form of a handheld, laptop, or similar mobile 
computing device. It could also be a Personal Data Assistant 
(PDA), a paging device, or one of many wireless telephones 
or modems. Alternatively, host 202 could be a portable enter 
tainment or presentation device such as a portable DVD or 
CD player, or a game playing device. 
0163. Furthermore, the host can reside as a host device or 
control element in a variety of other widely used or planned 
commercial products for which a high speed communication 
link is desired with a client. For example, a host could be used 
to transfer data at high rates from a video recording device to 
a storage based client for improved response, or to a high 
resolution larger Screen for presentations. An appliance Such 
as a refrigerator that incorporates an onboard inventory or 
computing system and/or Bluetooth connections to other 
household devices, can have improved display capabilities 
when operating in an internet or Bluetooth connected mode, 
or have reduced wiring needs for in-the-door displays (a 
client) and keypads or scanners (client) while the electronic 
computer or control systems (host) reside elsewhere in the 
cabinet. In general, those skilled in the art will appreciate the 
wide variety of modern electronic devices and appliances that 
may benefit from the use of this interface, as well as the ability 
to retrofit older devices with higher data rate transport of 
information utilizing limited numbers of conductors avail 
able in either newly added or existing connectors or cables. 
0164. At the same time, client 204 could comprise a vari 
ety of devices useful for presenting information to an end 
user, or presenting information from a user to the host. For 
example, a micro-display incorporated in goggles or glasses, 
a projection device built into a hat or helmet, a Small screen or 
even holographic element built into a vehicle, Such as in a 
window or windshield, or various speaker, headphone, or 
Sound systems for presenting high quality Sound or music. 
Other presentation devices include projectors or projection 
devices used to present information for meetings, or for mov 
ies and television images. Another example would be the use 
of touch pads or sensitive devices, Voice recognition input 
devices, security Scanners, and so forth that may be called 
upon to transfer a significant amount of information from a 
device or system user with little actual “input other than 
touch or sound from the user. In addition, docking stations for 
computers and car kits or desk-top kits and holders for wire 
less telephones may act as interface devices to end users or to 
other devices and equipment, and employ either clients (out 
put or input devices such as mice) or hosts to assist in the 
transfer of data, especially where high speed networks are 
involved. 

0.165. However, those skilled in the art will readily recog 
nize that the present invention is not limited to these devices, 
there being many other devices on the market, and proposed 
for use, that are intended to provide end users with high 
quality images and Sound, either in terms of storage and 
transport or in terms of presentation at playback. The present 
invention is useful in increasing the data throughput between 
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various elements or devices to accommodate the high data 
rates needed for realizing the desired user experience. 
0166 The inventive MDDI and communication signal 
protocol may be used to simplify the interconnect between a 
host processor, controller, or circuit component (for 
example), and a display within a device or device housing or 
structure (referred to as an internal mode) in order to reduce 
the cost or complexity and associated power and control 
requirements or constraints of these connections, and to 
improve reliability, not just for connection to or for external 
elements, devices, or equipment (referred to as an external 
mode). 
0.167 The aggregate serial link data rate on each signal 
pair used by this interface structure can vary over many orders 
of magnitude, which allows a system or device designer to 
easily optimize cost, power, implementation complexity, and 
the display update rate for a given application or purpose. The 
attributes of MDDI are independent of display or other pre 
sentation device (target client) technology. The timing of data 
packets transferred through the interface can be easily 
adjusted to adapt to idiosyncrasies of particular clients such 
as display devices, Sound systems, memory and control ele 
ments, or combined timing requirements of audio-video sys 
tems. While this makes it possible to have a system with a 
very Small power consumption, it is not a requirement of the 
various clients to have frame buffers in order to make use of 
the MDDI protocol at least at some level. 
(0168 B. Interface Types 
(0169. The MDDI is contemplated as addressing at least 
fours, and potentially more, somewhat distinct physical types 
of interfaces found in the communications and computer 
industries. These are labeled simply as Type 1, Type 2, Type 
3, and Type 4, although other labels or designations may be 
applied by those skilled in the art depending upon the specific 
applications they are used for or industry they are associated 
with. For example, simple audio systems use fewer connec 
tions than more complex multimedia systems, and may ref 
erence features such as “channels' differently, and so forth. 
0170 The Type 1 interface is configured as a 6-wire, or 
other type of conductor or conductive element, interface 
which makes it suitable for mobile or wireless telephones, 
PDAs, electronic games, and portable media players, such as 
CD players, or MP3 players, and similar devices or devices 
used on similar types of electronic consumer technology. In 
one embodiment, a an interface can be configured as an 
8-wire (conductor) interface which is more suitable for lap 
top, notebook, or desktop personal computers and similar 
devices or applications, not requiring rapid data updates and 
which do not have a built-in MDDI link controller. This 
interface type is also distinguishable by the use of an addi 
tional two-wire Universal Serial Bus (USB) interface, which 
is extremely useful in accommodating existing operating sys 
tems or software Support found on most personal computers. 
0171 Type 2, Type 3, and Type 4 interfaces are suitable for 
high performance clients or devices and use larger more com 
plex cabling with additional twisted-pair type conductors to 
provide the appropriate shielding and low loss transfers for 
data signals. 
0172. The Type 1 interface passes signals which can com 
prise display, audio, control, and limited signaling informa 
tion, and is typically used for mobile clients or client devices 
that do not require high-resolution full-rate video data. A 
Type 1 interface can easily support SVGA resolution at 30 fps 
plus 5.1 channel audio, and in a minimum configuration 
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might use only three wire pairs total, two pairs for data trans 
mission and one pair for power transfer. This type of interface 
is primarily intended for devices, such as mobile wireless 
devices, where a USB host is typically not available within 
the Such device for connection and transfer of signals. In this 
configuration, the mobile wireless device is a MDDI host 
device, and acts as the “master that controls the communi 
cation link from the host, which generally sends data to the 
client (forward traffic or link) for presentation, display or 
playback. 
0173. In this interface, a host enables receipt of commu 
nication data at the host from the client (reverse traffic or link) 
by sending a special command or packet type to the client that 
allows it to take over the bus (link) for a specified duration and 
send data to the host as reverse packets. This is illustrated in 
FIG.3, where a type of packet referred to as an encapsulation 
packet (discussed below) is used to accommodate the transfer 
of reverse packets over the transfer link, creating the reverse 
link. The time interval allocated for the host to poll the client 
for data is pre-determined by the host, and is based on the 
requirements of each specified application. This type of half 
duplex bi-directional data transfer is especially advantageous 
where a USB port is not available for transfer of information 
or data from the client. 
0.174 High-performance displays capable of HDTV type 
or similar high resolutions require around 1.5 Gbps rate data 
streams in order to support full-motion video. The Type 2 
interface Supports high data rates by transmitting 2 bits in 
parallel, the Type 3 by transmitting 4 bits in parallel, and the 
Type 4 interface transfers 8 bits in parallel. Type 2 and Type 3 
interfaces use the same cable and connector as Type 1 but can 
operate at twice and four times the data rate to support higher 
performance video applications on portable devices. AType 4 
interface is Suited for very high performance clients or dis 
plays and requires a slightly larger cable that contains addi 
tional twisted-pair data signals. 
(0175. The protocol used by the MDDI allows eachType 1, 
2, 3, or 4 host to generally communicate with any Type 1, 2, 
3, or 4 client by negotiating what is the highest data rate 
possible that can be used. The capabilities or available fea 
tures of what can be referred to as the least capable device is 
used to set the performance of the link. As a rule, even for 
systems where the host and client are both capable using Type 
2, Type 3, or Type 4 interfaces, both begin operation as a Type 
1 interface. The host then determines the capability of the 
target client, and negotiates a hand-off or reconfiguration 
operation to either Type 2, Type 3, or Type 4 mode, as appro 
priate for the particular application. 
0176 It is generally possible for the host to use the proper 
link-layer protocol (discussed further below) and step down 
or again reconfigure operation at generally any time to a 
slower mode to save power or to step up to a faster mode to 
Support higher speed transfers, such as for higher resolution 
display content. For example, a host may change interface 
types when the system Switches from a power Source Such as 
a battery to AC power, or when the source of the display media 
Switches to a lower or higher resolution format, or a combi 
nation of these or other conditions or events may be consid 
ered as a basis for changing an interface type, or transfer 
mode. 

0177. It is also possible for a system to communicate data 
using one mode in one direction and another mode in another 
direction. For example, a Type 4 interface mode could be used 
to transfer data to a display at a high rate, while a Type 1 mode 
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is used when transferring data to a host device from peripheral 
devices Such as a keyboard or a pointing device. It will be 
appreciated by one skilled in the art that hosts and clients may 
communicate outgoing data at different rates. 
0178. Often, users of the MDDI protocol may distinguish 
between an “external” mode and an “internal” mode. An 
external mode describes the use of the protocol and interface 
to connect a hostin one device to a client outside of that device 
that is up to about 2 meters or so from the host. In this 
situation, the host may also send power to the external client 
so that both devices can easily operate in a mobile environ 
ment. An internal mode describes when the host is connected 
to a client contained inside the same device. Such as within a 
common housing or Support frame or structure of some kind. 
An example would be applications within a wireless phone or 
other wireless device, or a portable computer or gaming 
device where the client is a display or display driver, or an 
input device Such as a keypad or touch-pad, or a sound sys 
tem, and the host is a central controller, graphics engine, or 
CPU element. Since a client is located much closer to the host 
in internal mode applications as opposed to external mode 
applications, there are generally no requirements discussed 
for the power connection to the client in Such configurations. 
(0179 C. Physical Interface Structure 
0180. The general disposition of a device or link controller 
for establishing communications between host and client 
devices is shown in FIGS. 4 and 5. In FIGS. 4 and 5, a MDDI 
link controller 402 and 502 is shown installed in a host device 
202 and a MDDI link controller 404 and 504 is shown 
installed in a client device 204. As before, host 202 is con 
nected to a client 204 using a bi-directional communication 
channel 406 comprising a series of conductors. As discussed 
below, both the host and client link controllers can be manu 
factured as an integrated circuit using a single circuit design 
that can be set, adjusted, or programmed to respond as either 
a host controller (driver) or a client controller (receiver). This 
provides for lower costs due to larger scale manufacturing of 
a single circuit device. 
0181. In FIG. 5, a MDDI link controller 502 is shown 
installed in a host device 202' and a MDDI link controller 504 
is shown installed in a client device 204'. As before, host 202 
is connected to a client 204' using a bi-directional communi 
cation channel 506 comprising a series of conductors. As 
discussed before, both the host and client link controllers can 
be manufactured using a single circuit design. 
0182 Signals passed between a host and a client, such as a 
display device, over the MDDI link, or the physical conduc 
tors used, are also illustrated in FIGS. 4 and 5. As seen in 
FIGS.4 and 5, the primary path or mechanism for transferring 
data through the MDDI uses data signals labeled as MDDI 
Data0+/- and MDDI Stb+/-. Each of these are low voltage 
data signals that are transferred over a differential pair of 
wires in a cable. There is only one transition on either the 
MDDI Data0 pair or the MDDI Stb pair for each bit sent 
over the interface. This is a Voltage based transfer mechanism 
not current based, so static current consumption is nearly 
Zero. The host drives the MDDI Stb signals to the client 
display. 
0183 While data can flow in both the forward and reverse 
directions over the MDDI Data pairs, that is, it is a bi-direc 
tional transfer path, the host is the master or controller of the 
data link. The MDDI Data0 and MDDI-Stb signal paths are 
operated in a differential mode to maximize noise immunity. 
The data rate for signals on these lines is determined by the 
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rate of the clock sent by the host, and is variable over a range 
of about 1 kbps up to 400 Mbps or more. 
0184 The Type 2 interface contains one additional data 
pair or conductors or paths beyond that of the Type 1, referred 
to as MDDI Data1+/-. The Type 3 interface contains two 
additional data pairs or signal paths beyond that of the Type 2 
interface referred to as MDDI Data2+/-, and MDDI 
Data3+/-. The Type 4 interface contains four more data pairs 
or signal paths beyond that of the Type 3 interface referred to 
as: MDDI data4+/-, MDDI Data5+/-, MDDI Data6+/-, 
and MDDI Data7+/-, respectively. In each of the above 
interface configurations, a host can send power to the client or 
display using the wire-pair or signals designated as HOST 
Pwr and HOST Gnd. As discussed further below, power 
transfer can also be accommodated, if desired, in some con 
figurations on the MDDI data4+/-, MDDI Data5+/-, 
MDDI Data6+/-, or MDDI Data7+/- conductors when an 
interface “Type' is being used that employs fewer conductors 
than are available or present for the other modes. This Power 
transfer is generally employed for external modes, there gen 
erally being no need for internal modes, although some appli 
cations may differ. 
0185. A summary of the signals passed between the host 
and client (display) over the MDDI link for various modes are 
illustrated in Table I, below, in accordance with the interface 
type. 

TABLE I 

Type 1 Type 2 Type 3 Type 4 

HOST PwrfGnd 
MDDI Stb+f- 
MDDI DataO+f- 

HOST PwrfGnd 
MDDI Stb+f- 
MDDI DataO+f- 
MDDI Data1-if 

HOST PwrfGnd 
MDDI Stb+f- 
MDDI DataO+f- 
MDDI Data1+f- 
MDDI Data2+f- 
MDDI Data+f- 

Optional Pwr Optional Pwr Optional Pwr 
Optional Pwr Optional Pwr Optional Pwr 
Optional Pwr Optional Pwr Optional Pwr 
Optional Pwr Optional Pwr Optional Pwr 

0186. Also note that the HOST Pwr/Gnd connections for 
transfer from the host are provided generally for external 
modes. Internal applications or modes of operation generally 
have clients that draw power directly from other internal 
resources, and do not use MDDI to control power distribu 
tion, as would be apparent to one skilled in the art, so Such 
distribution is not discussed in further detail here. However, it 
is certainly possible to allow power to be distributed through 
the MDDI to allow for certain kinds of power control, syn 
chronization, or interconnection convenience, for example, 
as would be understood by one skilled in the art. 
0187 Cabling generally used to implement the above 
structure and operation is nominally on the order of 1.5 
meters in length, generally 2 meters or less, and contains three 
twisted pairs of conductors, each in turn being multi-strand 30 
AWG wire. A foil shield covering is wrapped or otherwise 
formed above the three twisted pairs, as an additional drain 
wire. The twisted pairs and shield drain conductor terminate 
in the client connector with the shield connected to the shield 
for the client, and there is an insulating layer, covering the 
entire cable, as would be well known in the art. The wires are 
paired as: HOST Gnd with HOST Pwr: MDDI Stb+ with 
MDDI Stb-; MDDI DataO + with MDDI DataO-; MDDI 
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Data1+ with MDDI Data1-; and so forth. However, a variety 
of conductors and cabling can be used, as would be under 
stood in the art, to implement the embodiments of the inven 
tion, depending upon specific applications. For example, 
heavier outside coatings or even metallic layers may be used 
to protect the cable in some applications, while thinner, flatter 
conductive ribbon type structures may be well suited to other 
applications. 
0188 D. Data Types and Rates 
0189 To achieve a useful interface for a full range of user 
experiences and applications, the Mobile Digital Data Inter 
face (MDDI) provides support for a variety of clients and 
display information, audio transducers, keyboards, pointing 
devices, and many other input or output devices that might be 
integrated into or working in concert with a mobile display 
device, along with control information, and combinations 
thereof. The MDDI is designed to be able to accommodate a 
variety of potential types of streams of data traversing 
between the host and client in either the forward or reverse 
link directions using a minimum number of cables or conduc 
tors. Both isochronous streams and asynchronous stream (up 
dates) are Supported. Many combinations of data types are 
possible as long as the aggregate data rate is less than or equal 
to the maximum desired MDDI link rate, which is limited by 
the maximum serial rate and number of data airs employed. 
These could include, but are not limited to, those items listed 
in Tables II and III below. 

HOST Pwrf Cind 
MDDI Stb+f- 
MDDI DataO+f- 
MDDI Data1 +f- 
MDDI Data2+f- 
MDDI Data+f- 
MDDI Data4+f- 
MDDI Data5+f- 
MDDI Data6+f- 
MDDI Data7+f- 

TABLE II 

Transferring from Host to Client 

isochronous video data 720 x 480, 12 bit, 30 fs 
isochronous stereo audio data 44.1 kHz, 16 bit, stereo ~1.4 Mbps 

~124.5 Mbps 

asynchronous graphics data 800 x 600, 12 bit, ~115.2 Mbps 
10 fs, stereo 

asynchronous control Minimum <1.0 Mbps 

TABLE III 

Transferring from Client to Host 

isochronous voice data 8 kHz, 8 bit <1.0 Mbps 
isochronous video data 640x480, 12 bit, 24 fs -88.5 Mbps 
asynchronous status, user input, minimum <1.0 Mbps 
etc. 

0190. The interface is not fixed but extensible so that it can 
support the transfer of a variety of information “types” which 
includes user-defined data, for future system flexibility. Spe 
cific examples of data to be accommodated are: full-motion 
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video, either in the form of full or partial screen bitmap fields 
or compressed video; static bitmaps at low rates to conserve 
power and reduce implementation costs: PCM or compressed 
audio data at a variety of resolutions or rates; pointing device 
position and selection, and user-definable data for capabilities 
yet to be defined. Such data may also be transferred along 
with control or status information to detect device capability 
or set operating parameters. 
0191 Embodiments of the invention advance the art for 
use in data transfers that include, but are not limited to: 
watching a movie (video display and audio); using a personal 
computer with limited personal viewing (graphics display, 
Sometimes combined with video and audio); playing a video 
game on a PC, console, or personal device (motion graphics 
display, or synthetic video and audio): "surfing the Internet, 
using devices in the form of a video phone (bi-directional 
low-rate video and audio), a camera for still digital pictures, 
or a camcorder for capturing digital video images; using a 
phone, computer, or PDA docked with a projector to give a 
presentation or docked with a desktop docking station con 
nected to a video monitor, keyboard, and mouse; and for 
productivity enhancement or entertainment use with cell 
phones, Smartphones, or PDAs, including wireless pointing 
devices and keyboard data. 
0.192 The high speed data interface as discussed below is 
presented in terms of providing large amounts of A-V type 
data over a communication or transfer link which is generally 
configured as a wire-line or cable type link. However, it will 
be readily apparent that the signal structure, protocols, tim 
ing, or transfer mechanism could be adjusted to provide a link 
in the form of an optical or wireless media, if it can Sustain the 
desired level of data transfer. 

0193 The MDDI signals use a concept known as the Com 
mon Frame Rate (CFR) for the basic signal protocol or struc 
ture. The idea behind using of a Common Frame Rate is to 
provide a synchronization pulse for simultaneous isochro 
nous data streams. A client device can use this common frame 
rate as a time reference. A low CF rate increases channel 
efficiency by decreasing overhead to transmit the sub-frame 
header. On the other hand, a high CF rate decreases the 
latency, and allows a smaller elastic data buffer for audio 
samples. The CF rate of the present inventive interface is 
dynamically programmable and may be set at one of many 
values that are appropriate for the isochronous streams used 
in a particular application. That is, the CF value is selected to 
best Suit the given client and host configuration, as desired. 
0194 The number of bytes generally required per sub 
frame, which is adjustable or programmable, for isochronous 
data steams that are most likely to be used with an application, 
such as for a video or micro-display are shown in Table IV. 

TABLE IV 

Common Frame Rate (CFR) = 300 Hz 

Bytes/ 
Frame Rate Sub 

X Y Bit Rate Channel (Mbps) frame 

Computer 720 480 24 30 1 248.832 10368O 
Game 
Computer 800 600 24 10 1 115.2OO 48OOO 
Graphics 
Video 640 480 12 29.97 1 221.184 92.16O 

or 30 
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TABLE IV-continued 

Common Frame Rate (CFR) = 300 Hz 

Bytes/ 
Frame Rate Sub 

X Y Bit Rate Channel (Mbps) frame 

CD Audio 1 1 16 441OO 2 1.4112 S88 
Voice 1 1 8 8OOO 1 O.064 262/3 

0.195 Fractional counts of bytes per sub-frame are easily 
obtained using a simple programmable M/N counter struc 
ture. For example, a count of 26% bytes per CF is imple 
mented by transferring 2 frames of 27 bytes each followed by 
one sub-frame of 26 bytes. A smaller CF rate may be selected 
to produce an integer number of bytes per sub-frame. How 
ever, generally speaking, to implement a simple M/N counter 
in hardware should require less area within an integrated 
circuit chip or electronic module used to implement part or all 
of embodiments of the invention than the area needed for a 
larger audio sample FIFO buffer. 
0196. An exemplary application that illustrates the impact 
of different data transfer rates and data types is a Karaoke 
system. For Karaoke, a system where an end user, or users, 
sings along with a music video program. Lyrics of the song 
are displayed somewhere on, typically at the bottom of a 
screen so the user knows the words to be sung, and roughly 
the timing of the Song. This application requires a video 
display with infrequent graphics updates, and mixing of the 
user's voice, or Voices, with a stereo audio stream. 
0197) If one assumes a common framerate of 300 Hz, then 
each sub-frame will consist of 92.160 bytes of video content 
and 588 bytes of audio content (based on 147 16-bit samples, 
in stereo) over the forward link to the client display device, 
and an average of 26.67 (26%) bytes of voice are sent back 
from a microphone to the mobile Karaoke machine. Asyn 
chronous packets are sent between the host and the display, 
possibly head mounted. This includes at most 768 bytes of 
graphics data (quarter-screen height), and less than about 200 
bytes (several) bytes for miscellaneous control and status 
commands. 
0198 Table V, shows how data is allocated within a sub 
frame for the Karaoke example. The total rate being used is 
selected to be about 279 Mbps. A slightly higher rate of 280 
Mbps allows about another 400 bytes of data per sub-frame to 
be transferred which allows the use of occasional control and 
Status messages. 

TABLEV 

Overhead Bytes 
per sub-frame 

Media Bytes 
Element Rate per sub-frame 

Music Video at 640 x 480 
pixels and 30 fps 
Lyric Text at 640 x 120 pixels 28 768 
and 1 fps Updated in 10 
sub-frames, 1/30 sec. 

2 * 28 - S6 921 60 

CD Audio at 44,100 sps, 2 * 16 = 32 S88 
stereo, 16-bit 
Voice at 8,000 sps, mono, 28 + 8 + 8 + (4 * 16) + 26.67 
8-bit (3* 27) = 125 
Sub-frame Header 22 

Total Bytes/CF 263 115815 
Total Rate (Mbps) (263 + 115815) * 8 * 300 = 278.5872 












































































































