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JOHN IIENRY SIMPSON, OF DERBY, ENGLAND, ASSIGNOR OF ONE-IIALF TO 
EDMUND WILLIAM IIORNSEY WALKER, OF LONDON, ENGLAND. 

HOLDING-BLOCK FOR STEREOTYPE AND ELECTROTYPE PLATES, 

SFECIFICATION forming part of Letters Patent No. 676,010, dated June 11, 1901. 
Application filed February 9, 1901, Serial No, 46,697, (No model.) 

To add it'? On, it inctly concern: 
Be it known that I, JOHN HENRY SIMPSON, 

printer, a citizen of Great Britain, residing 
at 3 Avondale road, Derby, in the county of 
IDerby, England, have invented new and use 
ful Improvements in IIolding - IBlocks for 
Stereotype and Electrotype Plates, (for which 
I have applied for patents in Great Britain, 
No. 5,325, bearing date March 20, 1900, and 
No. 22,753, bearing date December 13, 1900,) 
of which the following is a specification. 
This invention relates to blocks for back 

ing or holding stereotype or other printing 
plates or surfaces, and has for its object to 
provide sets of blocks that shall be capable 
of holding plates of various sizes without 
the use of any separate intermediate filling 
blocks. 
The invention consists of blocks of sub 

stantially triangular form, which are arranged 
side by side with their hypoten uses in contact 
and are capable of relative movement in the 
direction of their hypoten uses for extending 
or diminishing the length or breadth and so 
as to be capable of receiving printing-plates 
of various sizes. 
According to the invention blocks are pro 

vided of substantially triangular form having 
their corners cut off, so that when two of such 
blocks are placed together along their hypote 
nuses for the holding of a plate or printing 
surface the length or breadth may be altered 
within limits determined by the actual and 
Virtual perpendicular and base of the blocks. 
According to the invention also blocks are 

provided having along their edges a series of 
movable or sliding bars for the purpose of ex 
tending the surface of the blocks, which mov 
able or sliding bars are capable of movement 
parallel with the edge against which they are 
mounted, so that the length or breadth may 
be extended on their movement in one direc 
tion or the other. 
According to the invention also catches are 

provided for retaining the plates upon the 
blocks, such catches being capable of being 
turned so as not to protrude above the sur 
face of the blocks, thereby enabling the blocks 
to be employed to make ones of larger size or 
of particular shape. 

The invention is illustrated in the accom 
panying drawings, in which 

Figure 1 is a plan view of holding-blocks 
provided according to the invention for re 
ceiving a printing-plate of medium size. Fig. 55 
2 is a plan view of holding-blocks of the same 
size as those illustrated in Fig. 1, but ar 
ranged for the reception of a relatively long 
printing-plate. Fig. 3 is a plan view of hold 
ing-blocks of the same size as those illustrated 6o 
in Figs. 1 and 2, but disposed for the recep 
tion of a plate of a length corresponding to 
the length of the blocks. Fig. 4 is a plan 
view of holding-blocks provided according to 
the invention with movable or sliding bars 65 
and disposed for the reception of an oblong 
Stereotype-platel, as indicated in dotted lines. 
Fig. 5 is an elevation corresponding to Fig. 4. 
Fig. 6 is a plan view of the same holding 
blocks as illustrated in Fig. 4, but so arranged 7o 
as to receive a square stereotype-plate l', as 
indicated in dotted lines. Fig. 7 is an eleva 
tion corresponding to Fig. 6. Fig. 8 is an ele 
vation of one of the sliding bars employed. 
Fig. 9 is an end elevation corresponding there- 75 
to. Fig. 10 is a sectional elevation on the line 
A B, Figs. 4 and 6. Fig. 11 is a plan view of 
the same holding-blocks as illustrated in Figs. 
4 and 6, but arranged for the reception of a 
different-shaped plate. Fig. 12 is a plan view 8o 
of a holding-block of modified construction, 
in which the sliding bars instead of being ar 
ranged along the hypoten use are arranged 
along the perpendicular as well as the base. 

In carrying the invention into effect as 85 
illustrated in Figs. 1, 2, and 3 angular blocks 
in n' are provided, preferably of metal, such 
blocks having one of their angles a right an 
gle; but instead of the blocks being com 
pletely triangular in shape their acute-angled 9o 
corners acac are cut off at right angles to their 
base n° and perpendicular n, respectively, 
thereby forming a five-sided figure in which 
the hypoten use n is relatively short. If the 
two blocks in n', which are of the same size, 95 
are taken and laid side by side, so that their 
hypoten uses in exactly coincide, the blocks 
will form a quadrilateral figure, as illustrated 
in Fig. 1, of dimensions corresponding to the 
virtual base p of the blocks and the virtual roo 
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perpendicular Othereof, and spaces q (I will 
be left at each corner, which may be filled in 
by the insertion of suitably-shaped small fill 
ing-in pieces. Catches (1 are provided along 

5 the perpendicular and base edges of the 
blocks in n' for holding the stereotype or other 
printing plate upon the blocks. These catches 
are preferably of a construction hereinafter 
described. If the blocks be adjusted along 

Io their hypoten uses so that the right-angled 
edge r of the corner of one alines with the 
perpendicular edge of the other, the blocks 
will form a figure of a breadth exactly the 
same as that of the actual base of the 

i5 blocks, and relatively long and triangular 
spaces (I will be formed, as illustrated in Fig. 
2. Again, if the blocks are adjusted along 
their hypoten uses so that the edge ' of the 
corner of the block alines with the base 

2O of the other a figure will be formed of a 
length corresponding to the actual length of 
the blocks and of relatively great breadth, 
triangular spaces q being also formed by the 
corners of the blocks, which are cut away, as 

25 illustrated in Fig. 3, or yet the blocks . .' 
may be adjusted on their hypotenuses into 
any relative position intermediate between 
those indicated in Figs. 2 and 3. 
The blocks, having the plates mounted 

3o upon them and retained on them by such 
means as catches (1, may be wedged up in the 
chase in the ordinary manner for mounting 
upon the forms. 

Sets of two blocks ', made according to 
35 the invention, are preferably made in stand 

ard sizes, which permit of intermediate sizes 
being made up by the utilization of one block 
of one size and another of another. For ex 
ample, it is contemplated to form the blocks 

4o in sizes corresponding to Nos. 12 1620 24 28, 
&c., size No. 12 being twelve ems at base, size 
16 being sixteen ems at base, and so on. If 
therefore one block of the No. 12 set be used 
with one block of the No. 16 set, an interine 

45 diate size equivalent to No. 14 can be made 
up without the use of special blocks for hold 
ing that size of plate and without the use of 
any separate intermediate filling-blocks. 
Some filling-in blocks are provided for fill 

5o ing in the spaces (1 (1. 
In the arrangement of inovable or sliding 

bars upon the holding-blocks, as illustrated 
in IFigS. 4 to 11, I provide angular blocks, 
such as (, ), of suitable height and preferably 

55 of metal, and upon the hypoten use c I ar 
range a series of contiguous sliding bars a' 
a' and ' ', which, respectively, extend the 
surface of the blocks (t, and l and are fixed 
in position by such means as pins e, upon 

6o which the bars a' and b' slide in slots m, suit 
able screws or stops if being provided, which 
engage in slots e' in the pins e to permit of 
their being drawn out to a limited extent, so 
that if required the printer may insert “leads' 

65 or “clumps” to allow for the variation in the 
planing up of the plates. The pins e are 
preferably provided with a countersunk head 

676,010 

e', by means of which the bars a' or lo' may 
be retained together, while yet permitting the 
one block to lie firmly against the other, as 
illustrated in Figs. 4 and 6, so as to properly 
hold the plates for mounting within the chase. 
The bars may, however, be connected to 
gether in a D-shaped or other slide or by 
any other suitable means permitting of their 
extension, and may be of wedge or other suit 
able shape, and their respective extreme po 
sitions may be determined by such means as 
stops. As illustrated, the pins e are prefer 
ably so arranged on the blocks and the length 
of the slots an of the respective bars are so 
determined as to permit the respective right 
angled extremities of the bars Ct'l' in the re 
spective extreme positions thereof to aline 
with the length or breadth of the block. The 
bars a' a' of the block Clare in their respective 
extreme positions in Figs. 4 and 6, and the bars 
b' b' of the block l) in those figures are also in 
their respective extreme positions, which are 
opposite to the positions of the bars (t' a'. 

It will be understood that the sliding bars 
a l' may be placed so as to extend the length 
of the blocks, in which case the breadth may 
as a minimum be that of the triangular blocks 
a b, as illustrated in Fig. 4, while they may 
be placed so as to extend their breadth, in 
which case the length may as a minimum be 
that of the perpendicular of the triangular 
blocks a th, as illustrated in Fig. 6, or the slid 
ing bars may be placed so as to extend both 
length and breadth, as illustrated in Fig. 11, 
so that it will thus be seen that the length 
and breadth may be varied within limits de 
termined by the perpendicular and base of 
the triangular blocks employed and by the 
number and thickness of the sliding bars. 
The sliding bars have thus the effect in one 
position or the other of completing.one angle 
of the hypoten use while cutting off the angle 
of the other. The angular blocks provided 
with the movable or sliding bars may, how 
ever, have also their corners cut off to a small 
degree, as illustrated in the drawings, the ob 
ject being in each case to provide for the ad 
justment of the blocks within limits deter 
mined by an actual and a virtual perpendicu 
lar and base, respectively, of the blocks. 

I prefer to employ triangular blocks, such 
as a l, having angles of thirty degrees, sixty 
degrees, and ninety degrees, as illustrated, 
though my invention is obviously not con 
fined to the employment of blocks of this tri 
angular form. I also prefer to employ slid 
ing bars having right-angled ends, which per 
mit of the extended edges being made con 
tinuous. 
The blocks, with the connected sliding bars, 

are self-contained and do not necessitate the 
employment of printers' leads and clumps. 
Such may, however, be employed between the 
mounted sliding bars (t )', in which case the 
pins e may, as illustrated, be SO arranged as 
to be capable of extension for their reception. 

Fig. 12 represents a modification of the in 
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vention, in which the sliding bars a', instead 
of being arranged against the hypoten use of 
the block m, are arranged against the per 
pendicular and base thereof, the slots within 
the sliding bars a' being so determined in re 
lation to the pins e as to render the bars ca 
pable of extension to the extent indicated by 
dotted lines in the figure. Such a block can 
be used with another of the same or other pat 
tern or size to hold a plate or surface of any 
particular size or shape. 
According to the invention the catches 9, 

employed to retain the beveled edges of the 
plate, such as l or l', Fig. 4 or Fig. 6, are piv 
oted to the edges of the blocks on pins I and 
are capable of being turned down, as that in 
dicated g, Fig. 7, so that their engaging 
edges g may not protrude above the surface 
of the blocks when not required and so that 
either surface of the blocks may be employed 
for mounting the plates. The blocks may 
thus be employed as intermediate blocks 
when large plates or plates of peculiar shape 
are to be dealt with. The clips may, as is 
preferred, be provided of square shape, so 
that they may be positively retained in posi 
tion, even should the plate be temporarily 
taken from the blocks. The clips g should 
otherwise be affixed to the blocks by the pins 
h, so as not to turn easily. Loose catches 
may be employed in addition where required. 
IBlocks provided as hereinbefore described 

may be employed for backing or holding dia 
mond-shaped plates or plates of other fancy 
or peculiar shape. 

Instead of two blocks being used for the 
reception of a stereotype or other printing 
plate four such blocks may be provided, for 
example, and be adjusted on diagonal lines, 
each of the blocks being of substantially tri 
angular shape with the corners cut off. 
Any suitable means may be employed for 

securing the sliding bars to the blocks than 
those specified. 

IIaving now described my invention, what 
I claim as new, and desire to secure by Letters 
IPatent, is 

1. In combination, blocks for holdingstere 
otype and other printing plates, said blocks 
being of substantially triangular form, and 
provided with catches for holding the plate 
On the blocks, and having the angular cor 
iners at their hypotenuses cut off, the blocks 
being arranged one against the other along 
their respective hypoten uses, and being capa 
ble of relative movement in the direction of 
their hypoten uses to form a composite quad 
rilateral block of varying dimensions. 

2. In combination, blocks for holdingstere 
otype and other printing plates, said blocks 
being of substantially triangular form, and 
provided with catches for holding the plate 
On the blocks, and having the angular cor 
ners at their hypoten uses cut off to form edges, 
which when the blocks are placed one against 
the other along their respective hypoten uses, 
are parallel with the perpendicular and base 
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of the respective blocks, said blocks being ca 
pable of relative movement to form a compo 
site quadrilateral block of varying dimen 
sions. 

3. In combination, blocks for holdingstere 
otype and other printing plates, said blocks 
being of substantially triangular form, and 
provided with catches for holding the plate 
on the blocks, and consisting of angular parts 
and one or a series of connected but movable 
bars, which in one position complete one of 
the angles of the hypoten use, said blocks be 
ing placed one against the other along their 
respective hypoten uses, the one being capable 
of movement in relation to the other, and the 
bars being capable of a movement parallel to 
the angular parts of the blocks on which they 
are mounted so as to form a quadrilateral 
block of varying dimensions. 

4. In combination, blocks for holdingstere 
otype and other printing plates, said blocks 
being of substantially triangular form, and 
provided with catches for holding the plate 
on the blocks, and consisting of angular parts 
and one or a series of connected but movable 
bars mounted alongside the hypoten use there 
of, and capable of movement parallel there 
to, which bars in one position complete one 
of the angles of the hypoten use while render 
ing the other opposite angle incomplete, said 
blocks being placed one against the other 
along their respective hypoten uses, and being 
capable of relative movement in the direction 
of their hypotenuses to form a quadrilateral 
block of varying dimensions. 

5. In combination, blocks for holding stere 
otype and other printing plates, said blocks 
being of substantially triangular form, and 
provided with catches for holding the plate on 
the blocks, and consisting of angular parts 
and one or a Series of connected but movable 
bars mounted alongside the perpendicular 
thereof, and capable of movement parallel 
thereto, which bars in one position complete 
One of the angles of the hypoten use, said 
blocks being placed one against the other 
along their respective hypoten uses, the one 
being capable of movement relative to the 
Other to form a composite quadrilateral block 
of Varying dimensions. 

6. In combination, blocks for holding stere 
otype and other printing plates, said blocks 
being of Substantially triangular form and 
provided with catches for holding the plate on 
the blocks, and consisting of angular parts 
and One or a series of connected but movable 
bars mounted alongside the base thereof and 
capable of movement parallel thereto, which 
bars in One position complete one of the an 
gles of the hypoten use, said blocks being 
placed one against the other along their re 
spective hypoten uses, the one being capable 
Of movement relative to the other to form a 
composite quadrilateral block of varying di 
mensions. 

7. In combination, blocks for holding stere 
otype and other printing plates, said blocks 

75 

So 

95 

O 

O 

I I5 

2 O 

I 25 



5 

IO 

25 

4. 

being of substantially triangular form and 
provided with catches for holding the plate 
On the blocks, and consisting of angular parts 
and one or a series of connected but movable 
bars mounted alongside the perpendicular 
and base respectively thereof and capable of 
movement parallel thereto, which bars in one 
position complete one of the angles of the 
hypoten use, said blocks being placed one 
against the other along their respective hy 
poten uses, the one being capable of move 
ment relative to the other to form a composite 
quadrilateral block of varying dimensions. 

8. In combination, blocks for holding stere 
otype and other printing plates, said blocks 
being of substantially triangular form and 
provided with catches for holding the plate on 
the blocks, and consisting of angular parts 
and one or a series of connected but movable 
bars, said bars being provided with slots 
through which pins pass for connection of the 
bars to the angular parts, said slots being of 
such a length as to permit of the extension of 
the bars so as to complete one of the angles 
of the hypoten use, said blocks being placed 
one against the other along their respective 
hypoten uses, the one being capable of move 
ment relative to the other to form a composite 
quadrilateral block of varying dimensions. 

9. In combination, blocks for holding stere 
otype and other printing plates, said blocks 
being of substantially triangular form and 
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provided with catches for holding the plate on 
the blocks, and consisting of angular parts 
and one or a series of connected but movable 
bars having their extremities of rectangular 
form, which bars in one position complete one 
of the angles of the hypoten use, said blocks 
being placed one against the other along their 
respective hypoten uses, the one being capable 
of movement relative to the other, and the 
bars being capable of a movement parallel to 
the sides of the angular parts of the blocks 
on which they are mounted, so as to form a 
quadrilateral block of varying dimensions. 

10. In combination, blocks for holdingstere 
otype and other printing plates, said blocks 
being of substantially triangular form and 
provided with catches for holding the plate on 

5o the blocks and having the angular corners at 
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their hypoten uses cut off, one or a series of 
movable bars connected to the blocks and 
capable of movement parallel to the side on 
which they are mounted, said blocks being 
arranged one against the other along their re 
spective hypoten uses, and being capable of 
relative movement in the direction of their 
hypoten use to form a composite quadrilat 
eral block of varying dimensions. 

11. In combination, blocks for holdingstere 
otype and other printing plates, said blocks 
being of substantially triangular form and 
provided with catches for holding the plate on 
the blocks, and consisting of angular parts 
and one or a series of connected but movable 
bars, said bars being provided with slots 
through which pins pass for connection of the 
bars to the angular parts said pins being ca 
pable of elongation, said slots being of such 
a length as to permit of the extension of the 
bars so as to complete one of the angles of the 
hypoten use, said blocks being placed one 
against the other along their respective hy 
poten uses, the one being capable of movement 
relative to the other to form a composite quad 
rilateral block of varying dimensions. 

12. A block for holdingstereotype and other 
printing plates, said block being of substan 
tially triangular form and provided with 
catches for holding the plate, said block con 
sisting of an angular part and one or a series 
of connected but movable bars capable of 
movement parallel to the side of the block on 
which they are mounted, which bars in one 
position complete one of the angles of the hy 
poten use, substantially as described. 

13. Ablockfor holdingstereotype and other 
printing plates, said block being of substan 
tially triangular form and provided with 
catches for holding the plate, and having the 
angular corners at the hypoten use cut off 
parallel to the opposite side of the block, sub 
stantially as described. 

In testimony whereof I have signed my 
name to this specification in the presence of 
two subscribing witnesses. 

JOIN IIENRY SIMPSON. 
Witnesses: 

CHARLES KIRK EDDOWEs, 
GEO. R. EDDOWES. 
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