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UNITED STATES PATENT OFFICE. 
ARNOLD DELFFS, OF NATIONAL soLDIERs HOME TENNESSEE. 

ENVEO, 

Specification of Lettel's Patent. Patented Noy. 19, 1912. 
- Application filed July 27, 1911. Serial No. 640,760. 

To all whom it may concern: 
Beit known that I, ARNOLD DELFFs, a citi 

Zen of the United States, residing at Na 
tional Soldiers Home, in the county of 
Washington and State of Tennessee, have in 
vented a certain new and useful Improve 
ment in Envelops, of which the following is 
a specification. w - 

My invention relates to new and useful 
improvements in envelops, and has for its 
object to provide a device of this character 
which cannot be opened without detection. 
A further object of the invention is to pro 

duce an envelop which, after being opened 
by an authorized person or the one to whom 
it is addressed, a closing flap will remain 
which when folded over the envelop will 
retain the contents therein. 
A further object of the invention is to 

produce an envelop in which the inclosing 
flap folds over on to the face of the envelop 
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which is to receive the address, so that after 
said address has been written, should anyone 
attempt to open the envelop and the flap be 
loosened, it would be a very difficult matter 
for said flap to be again placed in the same 
position as before, so that the lines of the 
writing upon the flap would alline with that 
part of the writing upon the body of the envelop. 
In accomplishing the above named objects, 

I provide an inclosing flap which when sealed 
covers one entire face and a portion of the 
opposite face of the envelop, and this flap 
is provided with two sets of perforations, 
one set of which will lie on one-face of the 
envelop and the other set on the other face 
thereof. One set of perforations permits the 
envelop to be opened and retain a flap to 
close the open end of the envelop while the 
other set will permit the inclósing flap to 
be torn apart should any one attempt to fraudulently open the en'velop. 
With these ends in view, this invention 

consists in the details of construction and 
combination of elements hereinafter set 
forth and then specifically designated by the 
claims. 

In order that those skilled in the art to 
which this invention appertains may under 
stand how to make and use the same, I will 
describe its construction in detail, referring 
by letter to the accompanying drawing form 

55 
ing a part of this specification, in which-- 

Figure 1, shows the blank from which 

the envelop open, ready to receive the 
lettel. Fig. 3, a face view of the envelop, 
sealed, with the name written thereon. Fig. 
4, a face view of the opposite face of the en 
velop; and Fig. 5, an enlarged transverse, 
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sectional view, showing the flap out of con 
tact with the face of the envelop, prior to sealing. 

In carrying out my invention as here em 
bodied, 2 and 3 represent the body portions 
of the envelop which are folded together 
along the dotted lines 4 and are held in place 
by the end flaps 5 which fold inward on the 
dotted lines 6 over the body portion 3; these 
end flaps being secured to the body portion 
3 by suitable adhesive substance . 
8 denotes the inclosing flap formed with 

the body portion 2 and adapted to be folded 
along the dotted line 9. The inclosing flap is 
divided into three parts, 10, 11 and 12, the 
part 10 being divided from the part 11 by 
the perforations 13 in one or more rows, and 
the said part 10 has no adhesive material 
thereon and forms the retaining flap. The 
parts 11 and 12 are divided from one another 
on an imaginary line indicated by the dotted 
line 14, at which point the inclosing flap 
folds so that one part lies over one face of the 
envelop and the other part over the other 
face thereof. The part 12 is provided with 
the transverse perforations 15 which may be 
in one or more rows and which prevent the 
inclosing flap from being steamed and 
opened without tearing. The parts 11 and 12 
are covered with an adhesive material 16. 
After the letter or other objects are placed 
in the pocket 17 of the envelop, the inclosing 
flap is folded over the open end until it over 
lies the body portion 3, the part 11 adhering 
thereto in the ordinary manner. The part 
12 of the inclosing flap is then folded along 
the dotted line 14 and is fastened by the ad 
hesive material to the body portion 2. After 
the envelop has been sealed, the name is 
Written on the sections 2 and 12, so that in 
Writing the address a portion thereof will be 
upon the body of the envelop while other 
portions are upon the part 12 of the flap. 
Should any one attempt to open the en 
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velop by steaning the same, the adhesive 
substance upon the inclosing flap will be 
softened and ooze out through the perfora 
tions 15, causing the writing upon the en 
velop to become blurred. If the blurring 
of the Writing does not stop a person at the envelop is produced. Fig. 2 shows tempting to open the envelop, then after 
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the adhesive material has become softened 
and an attempt is made to withdraw the in 
closing flap, said inclosing flap will in all 
probability be torn or parted along the low 
of perforations 15, but if by any circum 
stance the inclosing flap should be removed 
Without tearing it, then in pasting it to 
gether to reclose it, the parts of the writing 
which make up the address, could not, be 
readily alined and will indicate at once that 
the envelop has been tampered with. 
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After the envelop has reached the person 
to whom it is addressed, said addressee can readily open the envelop by inserting a pen 
cil, letter opener or other object between 
the part 10 of the inclosing flap and the 
body of the envelop, causing the part 10 or 
remaining ?lap to tear from the part 11 
aiong the 'ow of perforations 3, then by 
turning back the remaining flap, the con 
tents may be l'elnoved, and when said con 
tents are replaced in the envelop, this flap 
will prevent their accidental removal. 
Of course I do not wish to be linited to 

the exact details of construction as here 
shown, as these may be varied within the 
limits of the appended claims without de 
parting from the spirit of the invention. 
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Having thus fully described my invention, 

what I claim as new and useful, is-- 
1. An envelop consisting of a body and an 

1,045,001 
inclosing flap, said inclosing flap being di 
vided into E. sections by a row of per 
forations, and a fold, the end most section 
having perforations therein, the two end 
most sections being covered with an adhe 
sive material, leaving the section adjacent 
the body without an adhesive material to produce a non-Sealing inclosing flap. 

2. An envelop comprising a body portion 
and an inclosing flap, said inclosing flap 
being of sufficient length to over-lie one face 
of the envelop terminating at a point below 
the post mark and stamping space so that 
the address will cross the end of the in 
closing flap and be upon both the envelop 
and the inclosing flap, said inclosing flap 
being divided into three sections by a row 
of perforations and a fold, the endingst 
sections having perforations therein, the 
two endmost sections being covered with an 
adhesive material leaving the section adja 
cent the body without adhesive material to produce a non-sealing inclosing flap. 

In testimony whereof, I have hereunto 
affixed my signature in the presence of two 
subscribing witnesses. 

- ARNOLI) IOELFIFS. 

Witnesses: 
DAVID H. KoIIR, 
GUss Hug II Es. 

Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 
Washington, D.C.' 
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