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To all chon, it may concern: . . . . . 
Be it known that I, CLAY M. CoNEEE, a 

citizen of the United States, residing at 
Modesto, in the county of Stanislaus, State 
of California, have invented certain new and useful Improvements in Clothespins; 
and I do hereby declare the following to be 
a full, clear, and exact description of the 
invention, such as will enable others skilled 
in the art to which it appertains to make 
and use the same. 
The invention relates to a clothes pin, and 

more particularly to the class of resilient 
wire clothes pins. The primary object of the invention is 
the provision of a clothes pin of this char 
acter in which the jaws will be adapted to 
grip, resiliently, clothing and a clothes line 
therebetween. 
Another object of the invention is the pro 

vision of a clothes pin of this character 
which can be readily manipulated and which 
may be constructed from a single piece of 
resilient relatively stiff wire. 
A further object of the invention is the 

provision of a clothes pin of this character 
which is extremely simple in construction, 
thoroughly reliable and efficient in its opera 
tion, strong, durable, and inexpensive to 
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manufacture. w 
With these and other objects in view the 

invention consists in the features of con 
struction, combination and arrangement of 
parts, as will be hereinafter fully described, 
illustrated in the accompanying drawing, 
and pointed out in the claim hereunto ap 
pended. In the accompanying drawing:- 

Figure 1 is a side elevation of the clothes 
pin constructed in accordance with the in 
vention; Fig. 2 is a perspective view thereof; 

Fig. 3 is an end elevation; 
Fig. 4 is a sectional view on the line 

4-4 of Fig. 1 looking in the direction of 
the arrow. 

Similar reference characters indicate cor 
responding parts throughout the several 
views in the drawing. Referring to the drawing in detail, the 
clothes pin is formed from a single length 
of comparatively stiff resilient wire A bent 
on itself and formed between the ends of 
the resultant parallel stretches to provide 
a double spring coil 5 and opposite arms 6, 

seat 11 for the clothes line while 

one of the arms being extended to form a 
straight jaw 7 and the other arm being bent 
On itself at right angles and the stretches 
of the wire separated to provide a guide 
loop 8 through which the jaw. 7 is engaged. 
Beyond the loop 8, the wire is formed into divergent fingers 9 constituting a compan 
ion jaw for said jaw 7 coöperating there 
with so as to grip a clothes line. These jaws 9 are given greater strength by doubling 
the end portions of the wire back upon them 
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selves as shown, and the free ends 17 of the 
wire are each folded about the portions of 
the wire which spring directly from the loop 8, the fingers 9 being thus locked together 70 
SO as to maintain the loop. The jaw 7 at a point spaced from its end is 
formed with a bight 10 constituting a notch or the fingers 9 
are bent at points spaced from their ends 75 
to form an abutment or shoulder 12 for 
said clothes line to hold the line within the 
bight 10. The outer or free ends of the jaw and fingers 9 constituting the companion 
jaw are curved outwardly to provide flared 80 
extremities 13 to permit the easy insertion 
of the clothes line between the jaws. 
The arms 6 are formed with finger engag 

ing portions 14 which are formed by bend 
ing the stretches of the wire outwardly into 85 
substantially V shape and at opposite sides 
of One of these portions 14 the stretches of 
the Wire are twisted as at 15 while at one 
side of the other portion 14 the wire 
is twisted at 16 thereby reinforcing and 90 
strengthening the arms. 
The spring coil 5 will tension the jaw ( 

and the jaw formed by the fingers 9 to hold 
these jaws normally together and will exert 
the required pressure thereon for the firm 95 
and secure fastening of clothes upon a line. 
When the portions 14 are pressed toward 
each other the jaws will separate to permit 
the easy removal of the clothes pin from 
the line. - 
What is claimed is:- 
A clothes pin consisting of a doubled 

length of wire, the stretches thereof being 
formed between their ends to produce a 
spring coil in each, the stretches of the wire 
between the said spring coils and their con 
nected ends constituting one jaw, the said 
stretches of the wire beyond the said coils 
from their connected ends extending parallel 
with the jaw for a distance and then ex 
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tending at right angles and being separated of the divergent portions at the point at 10 
and again brought together to form a loop which they spring from the loop. 

- through which the said jaw is engaged, the In testimony whereof, I affix my signa 
Ethe of YSE: es ture, in the presence of two witnesses. 5ing in divergent relation and being folded . . . . 

. . . . upon themselves to bring the free E.. . . CLAY M. CONLEE. 
ties of the wire adjacent to the loop, said Witnesses: 
free extremities being folded about both G.C. NELSON, 
stretches of the wire to prevent separation . . . . W. A. HARTERE. 
Copies of this patent may be obtained for five cents each, by addressing the “Commissioner of Patents, 

. . . . . . . . . . . . . . . . . ... . . . . ." Washington, D.C.' . . 

  

  


