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1 Clain. (C. 2-252) 

This invention relates to garment pockets and, more 
particularly, has reference to a pocket normally closed 
by a slide fastener, the pocket being so designed as to 
prevent the slide fastener from being visible except at such 
times as the pocket is to be opened or closed. 
The main object of the present invention is to provide 

a pocket so designed as to insure its being tightly closed 
at all times, except when access is desired thereto by the 
wearer of the garment. In many instances, articles are 
lost from pockets, or are stolen, due to the fact that the 
pocket is continuously open even when protected by a 
cover fiap. 
A further object of importance is to provide a garment 

pocket so designed that the slide fastener can be incorpo 
rated therein with a minimum of cost, thus to particularly 
adapt the invention for incorporation in men's and 
women's garments of various types, without increasing 
except to a very nominal extent the cost of manufacture 
of the garment, 
Another object is to provide a slide-fastener-closed 

garment pocket particularly designed to insure the lock 
ing of the slide fastener handle in the closed position of 
the fastener. 

Still another object is to provide a garment pocket con 
struction wherein the slide fastener, although fully con 
cealed, is readily accessible to the user. 

Still another object is to provide, in at least one form 
of the invention, a pocket of the type stated wherein 
excessive strain or wear of the pocket material is reduced 
during separation of the fastener, that is, the material of 
the pocket may be readily moved a substantial distance 
outwardly from the fastener to permit insertion of one's 
hand. 
Yet another object is to provide, in the last mentioned 

form of the invention, means that will permit the outer 
portion of the pocket to be moved outwardly from the 
slide fastener, while at the same time causing said outer 
portion to move back into contact with the fastener so 
that it will lie flat against the fastener, at the same time 
locking the slide fastener handle. 

For further comprehension of the invention, and of 
the objects and advantages thereof, reference will be had 
to the following description and accompanying draw 
ings, and to the appended claim in which the various 
novel features of the invention are more particularly set 
forth. 

In the accompanying drawings forming a material part 
of this disclosure: 

Fig. 1 is a perspective view of a portion of a man's Suit 
showing a flapped coat pocket equipped with a concealed 
slide fastener according to the present invention, parts 
being broken away. 

Fig. 2 is a vertical, enlarged sectional view on line 2-2 
of Fig. 1. 

Fig. 3 is a fragmentary perspective view of a woman's 
suit showing a pocket equipped with a slide fastener in 
a manner according to the present invention. 

Figs. 4 and 5 are similar views to Fig. 1 but illustrat 
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ing the fastener device applied to other forms of pockets. 
Fig. 6 is an enlarged, horizontal sectional view of a 

third form wherein the pocket is equipped at its side 
with a pleat adapted to permit spreading of the pocket to 
provide access to the fastener, said pleat having a con 
cealed Spring means for automatically locking the slide 
fastener handle in the closed position of the fastener. 

Fig. 7 is a view like Fig. 6 with the pleats spread apart. 
Fig. 8 is a view on the same scale as Fig. 6, taken sub 

stantially online 8-8 of Fig. 6. 
Fig. 9 is a fragmentary perspective view of the pocket 

of Fig. 6. 
Referring to the form of the invention shown in Figs. 

and 2, designated generally at 10 is a garment such as a 
man's suit. Sewed to the garment is a depending pocket 
flap 12, which when lifted provides access to a pocket 
generally designated 4. The pocket includes a back 
Wall 16 and a front wall i8, the front wa? being con 
nected at its upper end to a slide fastener generally desig 
nated 20. The slide fastener inciades a top portion 22 
and a bottom portion 24, these being provided with 
teeth in the usual manner, said teeth being lockable by 
means of a slide 26 having a pivoted handle 28. 
As will be noted, the slide fastener is fuily concealed, 

even when the flap 2 is lifted. To provide access to 
the fastener, one spreads the pocket slightly at the upper 
end thereof, then grasps the handle and after aniocking 
the handle, shifts the same to the other side of the pocket 
for opening the fastener. 
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The arrangement, as will be seen, permits an invisible 
slide fastener to be incorporated in an otherwise cois 
tional garment pocket construction, in a manner to hoid 
the pocket normally closed. Thus, one attempting to 
steal articles from the pocket immediately finds access 
thereto denied by the closed slide fastener. Obviously, 
the effort would be immediately abandoned, since an at 
tempt to unlock and open the slide fastener would be 
immediately perceived by the wearer of the garment. 

Further, the arrangement reduces or completely elim 
inates the possibility of loss of the articles from the 
pocket. 

In Fig. 3 the invention is shown applied to the pocke 
of a woman's suit generally designated at 32. In 
form of the invention, the cover flap 32 opens upwar 
and is stitched as at 34 to the material of the garmaint 
at its lower edge and at its opposite ends. The fasteier 
has been generally designated at 36, and is concealed by 

Referring now to Figs. 6-8, in this arrangemei the 
garment, generally designated 40, has a concealed kr: 
42 the upper end of which is closed by a slide fasteiner 
44 equipped with slide 46, said slide 46 having a pi 
handle 48 which when swung to its position of Fig. 6 locks 
the slide against movement in a fastener-opening dire:- 
tion. 
The garment 40 in this form has at opposite sides of the 

pocket normally closed pleats 50. Said pleats when 
spread (Fig. 7) move the garment material cut-yardy 
from the slide fastener so that ready access to the hande 
43 is had. This prevents undue strain or wear of the 
material of the garment, Such as might otherwise tend to 
occur should one attempt to force his or her hand inte 
position to spread the slide 46. 

In this form of the invention, there ig ais a provided a 
concealed spring means 52, arranged to nortially Swis: 
the handle 48 to its slide-locking position whenever the 
slide is in its fastener-closing position. Thus, assuming 
that one has opened the fastener, and has thereafter closed 
the same, the spring means 52 will assert its inherent ten 
sion in a direction to bias the handle 48 pivotally about 
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its connection to the body of the slide, to a slide-locking 
position, said spring means at the same time closing or 
flattening the pleat to retain the neat, flat appearance of 
the pocket. - ... 
The spring means includes a pair of parallel legs 54 

having loops or eyes 56 at their outer ends. The legs ex 
tend in contact with the top and bottom portions of the 
fastener, and stitching 58 is employed to secure the legs 
to said top and bottom portions, the stitching passing 
through the eyes 56 as shown. 
At the other end of the legs, spring coils 60 are formed, 

merging into the side portions 62 of a spring wing 64 hav 
ing a U shape. The wing 64, thus has a bight portion 66 
which, under the inherent tension of the spring coils 60 
swings into engagement with the slide fastener-handle 
48, to bias and retain handle 43 in its slide-locking posi 
tion shown in full lines in Fig. 6. The U-shaped wing 64 
is stitched at 68 to the inner wall portion 70 of the pleat 
that is adjacent the slide in the closed fastener position. 
Thus, one can spread the pleat against the restraint of 

the spring means 52, to have ample room for swinging 
the slide handle outwardly to its unlocked position, there 
after to open or close the slide without placing excessive 
strain on the garment material. When the slide fastener 
is locked, and one's hand is removed, the tension in the 
spring coils causes the wing 64 to swing to position against 
the handle 48, locking the handle and at the same time 
flattening the pleat so that the pleat will have an attrac 
tive, neat appearance at all times when the wearer is not 
in the process of actually inserting or removing articles. 
While I have illustrated and described the preferred 

embodiments of my invention, it is to be understood that. 
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I do not limit myself to the precise constructions herein 
disclosed and that various changes and modifications may 
be made within the scope of the invention as defined in 
the appended claim. 

Having thus described my invention, what I claim as 
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new, and desire to secure by United States Letters Patent 
S. 

In a garment, the combination, with a pocket-support 
ing panel, of a pocket construction comprising back and 
front pocket walls, and a slide fastener on at least one 
of said walls disposed to normally close the pocket, said 
fastener being mounted in a position concealing the same 
from the casual viewer, said pocket construction further 
including pleats at opposite sides of the same and connect 
ed to said panel, one of the pleats including an inner wall, 
the fastener including a slide and a pivoted handle on 
the slide, said inner wall of said one pleat overlying the 
slide handle in the fastener-closing position of the slide, 
said pocket construction additionally including spring 
means on said one pleat tensioned to bias the inner wall 
toward the handle to retain the handle in a slide-locking 
position, said spring means comprising legs anchored 
to the fastener at opposite sides of the slide and a 
spring wing springably, pivotally connected to the 
legs, the spring wing being secured to said inner wall, 
and being tensioned to resiliently bear against the handle 
in the slide-locking position of the handle while simultane 
ously closing said one pleat, the spring wing being of a U 
shape, the bight portion of the wing constituting the part 
thereof bearing against the handle, the side portions of the 
wing constituting the part thereof connected to the re 
spective legs of the spring means. 
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