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1. 
This invention relates to baseball mitts and 

particularly to that type of mitt in which a stiff 
reenforced thumb section is positioned normally 
at about right angles, transversely of the mitt, 
with respect to the adjacent portion of a com 
paratively flexible body section, with an edge 
of the thumb section connected by means of a 
lacing or the like with the adjacent portion of 
said body section. 

It is one of the objects of the invention to form 
and arrange the body section of the mitt so as 
normally to give its receiving face an unusually 
effective cup-like or pocket defining conforma 
tion. 
In the preferred enabodiment of the invention, 

the facing of the body section of the nitt com 
prises two pieces of leather sewed together along 
contiguous edges. One of said contiguous edges 
defines an angle facing the other edge, of about 
160 degrees, more or less. The other of such 
contiguous edges defines an angle facing the op 
posed edge of about 135 degrees more or less. 
The seam at such sewed-together contiguous 
edges extends from the tip of the mitt Substan 
tially parallel with the edge of the body section 
adjacent to the thumb section to approximately 
the center of said body section, and extends 
thence obliquely toward the wrist portion of the 
mitt at the side of the mitt away from the 
thumb section. 

By virtue of the arrangement just described, 
the portion of the nitt at the little finger side 
of the body section is held definitely in acute 
angle relationship to the oppositely disposed 
thumb section of the nitt, with a pronounced ball 
receiving pocket, between the thumb section and 
the little finger side edge portion of the nitt, ex 
tending the full length of the mitt, and with 
such pocket supportable effectively throughout its 
full width by the palm and fingers of the wearer. 
Other objects and advantages will be apparent 

from the following description of an exemplary 
embodiment of my invention disclosed for illus 
trative purposes by reference to the accompany. 
ing drawing, in which: : 

Fig. 1 is a front face view of my improved 
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mitt, viewed from a position slightly to one side; 
Fig. 2 is a back face view of the mitt; 
Fig. 3 is a cross-sectional view, more or less 

diagrammatic in character, taken substantially 
at the line 3-3 of Fig. 1; and 

Fig. 4 is a face view of two interfitting parts 
illustrating diagrammatically the preferred 
shapes of the two pieces from which the leather 
front facing of my mitt are formed. 
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2 
Referring now to the several figures of the 

drawing, in which corresponding parts are in 
dicated by the same reference characters, 0 in 
dicates the body section of a baseball mitt, having 
a front facing formed of leather pieces it and 2, 
the latter of which is provided with an integrally . 
formed extension f3 forming the facing for a 
thumb section 4. The body section 0 which is 
comparatively flexible includes in addition to the 
usual padding, the usual flexible finger stalls. Oa, 
Ob and (c, either or both of the stalls Ob and 
Oc being of a size to accommodate two fingers. 

Preferably the thumb section 4 is comparatively 
stiff, and is reenforced for that purpose. This 
reenforcement of the thumb section 4 suitably 
consists of a plate 4d of relatively stiff leather 
or other suitable material, between which and the 
usual thumb section padding there is disposed the 
usual flexible thumb stall 4b. Both of said sec 
tions 0 and 4 are bound and laced at their 
edge portions in any desired or conventional 
manner. The thumb Section f4, in the arrange 
ment shown, is normally held in substantially 
right angled position with respect to the adjacent 
portion of the body section 0, being flexibly con 
nected to said body section by lacing means 5, as 
is best shown in Fig.1. 
In my improved arrangement, the facing 

leather 2, at its edge a presented toward the 
facing leather , is cut out to provide an angle 
Opening of about 160 degrees. The front facing 
leather , on the other hand, at its edge b 
presented toward, the leather 2, is cut in the 
form of an angle in which the material measures 
Substantially less than the angle opening in the 
facing leather 2, so that when the contiguous 
edges of the two pieces of leather are sewed 
together the facing shall be given a cup-like 
conformation. In my preferred embodiment, the 
angularly cut piece f measures about 135 de 
grees. The two pieces of leather thus measure 
together about 335 degrees, so as to give the two 
pieces when Stitched together a substantially 
flared formation. By reason of this arrangement, 
the flexible body section as a whole is held in such 
shape as to provide an effective ball-receiving 
pocket. 
In the preferred embodiment of my invention, 

as shown by the drawing, the seam at the con 
tiguous edges of the facing pieces and 2 ex 
tends from the tip of the mitt, beyond the ends 
of the fingers of the wearer, substantially parallel 
With the edge of the body section adjacent to the 
thumb Section, to approximately the center of 
Said body Section, and extends thence obliquely 
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acroSS the end of said facing piece to a point 
at the edge of the mitt a Substantial distance 
from the Wrist at the little finger side of the 
Initt. 
By the use of this arrangement, the edge por 

tions of the body section, at the tip of the mitt 
and at the little finger side thereof, are held 
normally in the required rounded conformation 
with respect to the middle portion of said body 
Section for the production of an effective ball 
receiving pocket opposite to the face of the ang 
larly positioned thumb section 4. My improved 
means for holding the parts in their cupped con 
formation are of sufficient strength and stiffness 
for making the pocket Very effective for stopping 
a ball and holding it against escape therefrom. 

Having thus illustrated and described a pre 
ferred illustrative embodiment of my invention, 
I do not limit myself to the precise details of 
construction shown in the accompanying draw 
ing, but On the contrary will avail myself of all 
equivalent constructions falling within the-scope 
of the appended claims. . . . . . . . 

I claim: . . - - 
1. A baseball mitt having a body section ar 

ranged to extend across a plurality of the fingers 
of the wearer, with the leather facing of the body 
Section Comprising edge portions of the leather 
Stitched together to form a flaring ball receiving 
pocket, with one stitched seam portion exten?ing 
Substantially parallel with the edge of the body 
Section at the thumb side of the mitt toward 
about the center of the body section and with a 
second-stitched seam portion extending at a sub 
Stantial angle to said first-named Stitched seam 
portion toward a point at the edge of the mitt 
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at a Substantial distance from the Wrist at the 
little finger Side of the mitt. 

2. A baseball mitt as specified in claim 1, in 
which a comparatively stiff thumb section is 
provided adjacent to the body section so as to be 
held in substantially right angled relationship 
to the adjacent portion of said body section, with 
said thumb Section connected flexibly with said 
body Section so as to hold Said thumb section in 
effective position at the side of the ball-receiv 
ing pocket. . 

3. A baseball mitt having a body section ar 
ranged to extend across a plurality. of the fingers 
of the wearer, with the facing of such body sec 
tion formed from two pieces of leather sewed 
together along contiguous edges so as to form a 
ball-receiving pocket, one of Said pieces of 
leather at itS edge presented toward the other 
piece being cut out to provide an angle opening 
of about 160 degrees more or less, and said other 
piece at its edge presented toward said one piece 
being cut in the form of an angle in which the 
material measures substantially 135 degrees 
more or less, said pieces of leather being ar 
ranged So that the Seam at their contiguous 
edges extends from the tip of the mitt substan 
tially parallel with the edge of the body section 
adjacent to the thumb side of the mitt to ap 
proximately the center of said body section and 
extends thence obliquely across the end of said 
other facing piece to a point, at the edge of the 
mitta substantial distance from the Wrist at the 
little finger side of the mitt. - ' ' 

ARCHIBALD J. TURNER. 
No references cited. 


